6,000 Modified Stock Gas Truck 
1. 468 CID max with 1% tolerance, OEM cast iron block and head.
2. 7,000 RPM limit.(chip provided by club)
3. No solid lift cam, Hydraulic roller or flat tappet are allowed.
4. 1 ton or smaller driveline.
5. 134in. max wheelbase.
6. 31x10.50 or metric equivalent DOT tires max on 10in wide wheels.
7. Reese type hitch, stock location, and no cutting or shorting the frame.
8. 26in. hitch height.
9. No centrifical clutches, double disk clutch allowed.
10. No hanging weights, must be hidden.
11. Front bumper must be stock appearing, no extensions.
12. Harmanic balancer covers MANDATORY.
13. Must have full bed.
14. Automatic must have SFI approved blanket and flex plate. Manual must have blow proof bellhouse, if bellhouse is not available must have blanket.
15. Stock suspension but can be blocked solid.
16. Exhaust must go back behind the cab, no open headers.
17. No hydraulic steering.
18. Track bars allowed on front and rear.
19. Stock fuel injection and throttle body.
20. 750 carb max with single fuel line to split at carb, must run dual plain intake.
21. If for any reason one puller has to use a cluves the whole class has to use a cluves.
22. [bookmark: _GoBack]No Dual Wheels.
SEE GENERAL SAFETY RULES
