6,500 Hot Street Truck
1. [bookmark: _GoBack]505 CI max with 1% tolerance, any cam.
2. Cast-iron OEM block and head only, no aluminum. 
3. Dominator carbs ae allowed, 1050 CFM max, 4500 flange intake allowed.
4. Headers open, mufflers optional. Exhaust must go straight back or down. No up right headers.
5. Tires 33”x12.50” max size tire on a 14”wide wheel, tires must me DOT approved.
6. Racing fuel allowed, no oxygenated or no alcohol allowed.
7. Automatic must have SFI approved cover. Clutch must have SFI blow proof bellhousing, steel or SFI fly wheel.
8. SFI harmonic balancer or must have cover.
9. 1 ton or smaller running gear.
10. No larger than a Dana 80 rear, No larger than Dana 60 front.
11. 6,500 lb weight limit with drive.
12. Bumper must be in stock location, hanging weights must not exceed more than 48”.
13. No hulling allowed.
14. Tailgate is optional.
15. Racing seats allowed.
16. No dual wheels or cut tires
17. Hydraulic steering is allowed.
18. Can cut a whole in the hood and firewall forward hulling allowed, breather can be exposed. Cowhood optional.
19.  From hitch to center rear axel must be no less than 36%.
20. 134” max wheel base.
21. No bracing the hitch past the center line of the rear axel, 26” hitch height.
22. Rear suspension may be solid, track bars allowed (front and rear).
See General Rules
