G DIA.

VIEW B-B
TECHNICAL REQUIREMENTS:
1. DESIGN STANDARD, AWWA C504
2. FLANGE DRILLING PER ANSI B16.1 CLASS 125

FOR BOTH CLASS 150B AND 250B VALVES.

3. DIMENSIONS IN INCHES, WEIGHT IN POUNDS.
DOES NOT INCLUDE ACTUATOR.

4. WORKING PRESSURE 150 PSI OR 250 PSI
BASED ON CLASS.

5. SHAFT DIAMETER AND BODY WALL THICKNESS
PER AWWA C504.

REV.

DESCRIPTION DATE | BY

H DIA & QTY.

DETAIL A

3" & 4" VALVES
(ONE TAPER PIN)

i

SECTION A-A

zy
TSN 24” VALVE ONLY

DETAIL B

PARTS LIST

z
o

NAME

BODY

DISC

SEAT

SHAFT

TAPER PIN

NUT

WASHER

SEAL

OO N0 |WNIN|[—

UPPER BEARING

UPPER SHAFT PACKING

UPPER PACKING WASHER

RETAINER

KEY

LOWER BEARING

LOWER SHAFT PACKING

LOWER PACKING WASHER

GASKET

BOTTOM COVER

CAP SCREW

CENTERING SCREW

LOCK NUT

WORM GEAR OPERATOR

ACTUATOR SCREWS

ACTUATOR WASHERS

POSITION A — STANDARD

FLOW

POSITION B

FLOW

POSITION D

FLOW

POSITION C

JANBUTTERFLYNBF—SHOW\BF—-1015.DWG

GA INDUSTRIES, LLC.

10.56

14.00

3.00 |18.75

12-41 1/8

15.28

9.21

12.00

FA12

352

9.50

12.31

2.00 |17.00

12-¢1

13.59

9.21

12.00

FA12

223

8.06

10.75

1.00 |14.25

12-91

12.03

9.21

12.00

FA12

157

3"—=14" ANSI

FLANGED BUTTERFLY VALVE

W/WORM GEAR ACTUATOR

6.75

9.50

1.00 |11.75

8—07/8

10.81

9.09

12.00

FA12

108

5.88

8.00

0.50 9.50

8—¢7/8

9.31

9.09

12.00

FA12

68

4.50

7.00

— | 7.50

8—03/4

8.34

9.09

12.00

FAQ7

51

3.75

6.25

— | 6.00

4—03/4

7.59

9.09

12.00

FAQ7

42

a
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F(TYP)| oG

#-oH

ON

MTG.

WGT.

SERIAL NO.

STANDARD TOLERANCES
(UNLESS OTHERMSE NOTED)

FNSHED SURFACES ONLY
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