VIEW B-—B

TECHNICAL REQUIREMENTS:

1. DESIGN STANDARD, AWWA C504

2. DIMENSIONS IN INCHES, WEIGHT IN POUNDS,
DOES NOT INCLUDE ACTUATOR.

WORKING PRESSURE 150 PSI

. SHAFT DIAMETER AND BODY WALL THICKNESS

3.
4
PER AWWA C504.

37 & 47 VALVE

(ONE TAPER PIN)
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NAME

BODY

DISC

SEAT

SHAFT

TAPER PIN

NUT

WASHER

SEAL

OO N[O O WIN|—

UPPER BEARING

10 |UPPER SHAFT PACKING

11 [UPPER PACKING WASHER

12 |RETAINER

13 [KEY

14 [LOWER BEARING

15 |LOWER SHAFT PACKING

16 [LOWER PACKING WASHER

17 [GASKET

18 [BOTTOM COVER

19 |CAP SCREW

20 [CENTERING SCREW

21 |LOCK NUT

22 | TRAVELING

NUT ACTUATOR

23 [ACTUATOR SCREWS

24 | ACTUATOR WASHERS

REV. | DESCRIPTION
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FLOW FLOW

POSITION A — STANDARD POSITION B

24”7 VALVE ONLY
DETAIL B - -
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