
Contour Anchor Light
Navigation Light
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Specifications:

Key Features:

The design says it all. Unobtrusive, durable, reliable, striking good looks. 

The slimmest profile in the industry and a locking retractable base. 

Select from 12” or 1m heights and all white or black and white housing 

options.  U.S. Coast Guard approved 2nm. 

Output: White

Visibility:  USCG 2NM

Voltage: 10-30vDC

Rated Watts: 0.96W

IP Rating: IP67

Housing: Composite

• Small footprint with slimmest profile on the market.

• Retractable, locking base for easy storage.

• USCG approved to 2 Nautical mile.

• Completely water sealed and IP67 compliant.

• Easy Installation – simple 2-wire hook up.

• Constructed of marine grade composite materials.

• Available in 12” and 39” heights.

• Proudly designed and manufactured in the USA.

• 3 Year warranty on all Lumitec products.

Product Details:

Features:

Certifications:

SKU FINISH COLOR OUTPUT LENGTH VOLTAGE 12VDC 24VDC VISIBILITY
101584 White/Blk White 39” 10-30vDC 80mA 45mA 2NM
101585 White/Blk White 12” 10-30vDC 80mA 45mA 2NM
101693 White White 39” 10-30vDC 80mA 45mA 2NM
101692 White White 12” 10-30vDC 80mA 45mA 2NM
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LUMITEC Process Color Logo: 
Logo Mark C-93 M-32 Y-0 K-0
Word Mark 100% Black (K)
Tagline C-93 M-32 Y-0 K-0

Available in 12” and 39” height



Beam Pattern: Contour Anchot Light - LED Navigation Light

Dimensions:

Dia:   2.5in (6.35cm)
Height:  12in or 39in
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Anchor Light Beam Pattern

112.5°112.5°

360°

Beam Angle

Conforms to ABYC A16 Standard
Meets USCG Requirments: 0-50 meter vessels.

LUMITEC Process Color Logo: 
Logo Mark C-93 M-32 Y-0 K-0
Word Mark 100% Black (K)
Tagline C-93 M-32 Y-0 K-0


