Specifications

Max.
Solids

Capacity HP Voltage; Starting  Running el Diameter Height Weight

GPM (lpm) (kw)* Phase Amp. Amp. I:n(gr;:' in. (mm) in. (mm) Ib (kg)

Total
Head ft.
(m)

Disc.
Model Impeller  Size in.
(mm)

(mm)

CENTRIFUGAL
Heavy 194 15 33 0.25 9 6.25 95 6
VELLSUB™ | poymer | @317 | %4 | e | (25 | (igs) | 1OVI@ | 10 25 | @y | as9 | wan | @72
. Heavy 2 32 55 05 9 8.1 145 165
5233 Polymer | (50) 04 9.6) (204) | (0.37) | MOV 10 8 6 27) | (208) (368) | (74)
Neoprene
. Rubber 2 38 60 1 25 77 15.4 31
ST2038P" | overcast | o) | 94 | (s | @27 |75 | TOVIO | 25 8 6) | (198 | @91 | (14
Iron
Neoprene
. Rubber 2 37 73 1 25 74 15.4 31
ST2037 over Cast | (50) 04 | (113 (276) | (0.75) | 118V 19 25 6:9 (76) (188) (391) (14)
Iron
Neoprene
. Rubber 2 37 73 1 25 74 15.4 31
ST20376* | overCast | (60 | %4 | m3 | @e | emm | V9| 2 69 | 26 | ass | @9 | (4
> Iron
Neoprene
Rubber 2 47 87 1 50 74 15.4 33
ST2047* | yerCast | (50) 04 | (143 (329) | (0.75) | 115V 19 30 98 (15.2) | (188) (391) (15)
Iron
.| CastDuc- | 3 72 170 2 50 6.7 285 67
ST3020BCUL* | S8/ | 75y | 04 | 55 644) | (5 | 280V10 | 33 05 | w52 | a70 | 7200 | (30)
14.2
ST3050D+ | CastDuc- | 3 04 86 264 5 | 230/460V | 44 (230v) | (230V) 50 10.2 26.8 120
tle lon | (75) : (26) ©99) | 375 | 30 | 22(60v)| 71 (15.2) | (259) 680 | (54)
(460V)
Chrome 4 6" 138 423 10 33 125 32 205
ST41230 Steel (1000 | (15) (42) (1600) (75) | 23039 87 286 (10) (317) (807) (93)
Chrome 4 6" 138 423 10 33 125 32 205
ST41460 Steel (1000 | (15 (42) (1600) (75) | 46039 45 143 (10) (317) (807) (93)
Chrome 6 6" 105 674 15 33 14 34 301
ST61230 Steel (150) | (15) | @2.5) | (2450) | (11.0) | 23030 130 43 (10) (352) (855) | (137)
Chrome 6 6" 105 674 15 33 14 34 301
ST61460 Steel (150 | (15 (32.5) | (2450 | (11.0) | 4603@ 68 215 (10) (352) (855) | (137)
TRASH PUMPS
Urethane 2 1 34 72 0.5 19 10 17 25
PX400 Resin (50) (25) | (10.3) 273 | (0.37) | 1°V1@ 21 62 (56) | (254) (430) (11)
Neoprene
. Rubber 2 1 40 79 1 25 10.3 16.8 34
ST2040T over Cast |  (50) 25 | (12.2) (299) | (0.75) | 118V 10 25 6.8 (76) (267) (427) | (15.4)
Iron
Neoprene
. | Rubber 2 1 40 79 1 25 103 16.8 34
ST2040TF* | yerCast | (50) 25 | (12.2) (299) | (0.75) | 118V 10 25 6.8 (76) (267) (427) | (15.4)
Iron
. | CastDuc- | 2 1 45 %5 1 50 103 245 77
ST2010TCUL* | i ion | (50) (25) | (13.7) (360) | (0.75) | 118V 10 30 94 (15.2) | (267) (622) (35)

Note: All Multiquip 3-phase submersible pumps require a control box to provide it with all of the operation safety shut-downs and to use with
float switches (if required). If these pumps are ordered to replace a unit in an existing application where a control box is already installed then the existing
control box may be sufficient. If the pump is part of a new application where a control box is not already present then a control box needs to be ordered with
the 3-phase submersible pump. A control box is needed specifically to provide the 3-phase submersible pump with the voltage overload and thermal overload
shutdowns, as well as a connection point for the use of float switches.

* Complies with UL and Canadian Electrical Standards.
** Ships with motor factory set to 230 volts.
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