
PFA*-fused stainless steel ball for superior corrosion
resistance and lower operating torque
Full port design offers zero flow restriction
Class VI positive shutoff outperforms any butterfly
valve
Certified to NSF 61 for Drinking Water Applications
Polyester powder coated both externally and
internally 
ISO Standard mounting pad for easy actuation
Lockable in fully open or closed positions
600 PSI CWP / 366°F 
Available sizes: 2”, 2 ½”, 3”, 4”, 6”

*PFA is an ingredient commonly branded as Teflon®.

4000DV DUCTILE   NORI 
GROOVED-END BALL VALVE
Full Port 600 PSI CWP AMERICANVALVE.COM 

American Valve® 4000DV Ductile Iron Grooved-End Ball Valve is the ideal alternative to butterfly valves in 
grooved pipe systems. With dramatically lower torque, a full port design, and the corrosion-resistance of PFA 
fused .008” into the solid stainless-steel ball, 4000DV is built to provide reliable service for years.
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Scan to browse American Valve’s innovative
4000 Series ™Flanged and Grooved-End Ball Valves

If you have a question or would like to discuss how American Valve’s 
unique valve solutions may add value to your next project, please 

contact one of our experienced application consultants, 
sales@americanvalve.com or 1-800-645-0101.

The 4000DV Ductile Iron Grooved-End ball valve with stainless 
steel PFA* fused ball is the ideal alternative to costly grooved 
butterfly and ball valves.
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