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Technical Data: 

 
 

 
 

 

Type Front Open Type 

Colour Available Hi-Vis Fluorescent Orange & Hi-Vis Fluorescent Green 

Fabric POLYLIGHT 100% Polyester Fabric of 130 GSM 

Reflective Tape IL-50, 2.0” Wide Glass Bead Reflective Tape with 2V+2H Pattern 

Enclosure Self-Colour Zipper Closure of 15.0” (Make: YKK)  

Upper Right Pocket ------- 

Upper Left Pocket ------- 

Lower Pocket ------- 

Binding / Piping Single Colour 

Add-Ons Combination of Dual Colour Fabric 

Product Certifications IS 15809:2017 & EN ISO 20471:2013 

Make IN LIGHT 

 
 

 

Size Length (A) Chest (B)  
 
 
 
 
 

50X 
     

S 24.0” 41.0” 

M 25.0” 43.0” 

L 26.0” 45.0” 

XL 27.0” 47.0” 50 Cycles 
Washable 

Machine/ 
Hand 
Wash 

No 
Chlorine 
Bleach  

Dry Clean 
Possible 

Tumble 
Dry Low 

Iron low 
Setting XXL 27.0” 49.0” 

 
 
 
 

Disclaimer: According to the sizes of Reflective Vest, measurements show may have tolerance of 0.5” to 1.0” inches. 
INLIGHT accepts no liability for unsuitable or improper use of application of product. Minimum Order Quantity (MOQ) is 50 Pcs. for each 
size and each colour. If quantity is less that 50 pcs., then consider as sampling (Sampling charges is Rs. 1,000.00 each). 

 


