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Double Beaded Pot

Roll Top Pot

Rook Pot

Cannon Head Pot Pocket Beehive Pot

Straight Roll Top Pot Square Base
Beehive Pot

Square Base
Round Pot

Kendal Pot

Tall Boy Pot

Crown Pot

Plain Beehive Pot

Product Key
Solid Fuel

Gas Flue Terminals

Multi Fuel

Redundant Flues

Solid Fuel Inserts

Cavity & Flue Liners

Miscellaneous

All pots, terminals, inserts 
and redundant flues are available in:

red, buff, blue/black, and salt-glazed finish

Ringed Top Cannon
Head Pot

Round Taper Pot

Double Beaded
Contemporary Pot



Vortex PotRound Base
Sankey Pot

Tulip Top Tall
Boy Pot Saucer Pot

Popular Pot

Halifax 3 Bowl Pot

Square Base ‘H’ Pot

Anti-Aircraft Pot

Square Base
Sankey Pot

Round Base ‘H’ Pot

Louvre Pot

Edwardian Pot

Capped 
Edwardian Pot

Round Base ‘H’
Pot Large

Leeds 3 Bowl Pot

Scullery Pot Push-In ‘H’ Pot

Hooded Leeds 3
Bowl Pot

Scullery Hooded Pot Push-On ‘H’ Pot

Bradford
Windguard Pot 



Big Bishop Pot

Southport Pot

Round Base
Leeds Bishop Pot

Knight Pot

Square Beaded Pot

Register Pot

Champion Pot

Plain Square Pot
- 2 Bead

Southport with
Lift Pot

Ryburn Pot

Square Spiked Pot

Hooded Square Pot

Carlisle
Blowdown Pot

Rectangular
Plaque Pot

Altham Pot

Quaker Pot

Plain Square Pot
- 3 Bead

Little Bishop Pot

Halifax
Windguard Pot

Leeds Bishop Pot

Hooded Halifax
3 Bowl Pot



Large Square
Taper Pot

Chimney Pot Adapter
Square to Round

Square Panelled Pot

Gas Terminal

DFE Double
Combi Gas Terminal

Crowned
Gas Terminal

DFE Double
Gas Terminal

Bishop Gas Terminal

Gas Terminal Square
Base Flanged

2 Piece Bishop
Gas Terminal

Gas Terminal Leeds
Bishop Sit On

Single Combi
Gas Terminal

Gas Terminal Leeds
Bishop with Spigot

Decorative Fuel
Effective Pot

DFE Insert with
205mm Spigot

DFE Insert with
275mm Spigot

DFE Insert with Cut Out
205mm Spigot

DFE Push on Top

Cannon Head
Pot - Blank

Bonnet Hood

Straight Roll
Top Pot - Blank



Taper Push-In Hood

Leeds Push-In HoodBradford Windguard
Blanking Plug

Bishop Blanking Vent

Mushroom Hood

Mushroom Hood Square
Base Flanged

Hooded Leeds 3
Bowl Push-In Top

Square Flat
Mushroom Insert

Small Mushroom
Push-In Hood

Sankey Push-In HoodLarge Mushroom
Push-In Hood

Bradford Windguard
Push-In Top

Flat Mushroom
Push-In Hood

Leeds 3 Bowl
Push-In Top

Taper Mushroom
Push-In Hood

Bradford Windguard
Push-on Top

Large Mushroom
Push-on Top

Hooded Leeds 3 Bowl
Push-on Top

Leeds 3 Bowl
Push-on Top

Flue Vent Square
Base Flanged

Flue Vent



Round Flue
Liner Straight Flue Liner BendsCavity Liner

Ridge Ventilator
(with the ridge)

Ridge Ventilator
(against the ridge)

Firebricks and Fireclay

A selection of 38%-42%
alumina firebricks is

available in standard sizes
225mm x 114mm and in
varying thicknesses from

25mm to 76mm. 

AirSetting Fire Cement 
25kg tub. This is

recommended for use in the
building of pizza ovens, or

for low temperature burning

Dry fireclay is also 
available in 25 kg sacks

For technical information on all products featured
in this Guide, visit our website at:

https://www.wtknowles.co.uk

All products have a unique code and information is
provided on outside and inside dimensions, heights

and weights for each product.

Data sheets are downloadable for each product.
Declaration of Performance in accordance with the

Construction Products Regulation and Fitting
Instructions are also available.

A wide range of our
chimney pots and inserts
have been independently
tested and certified by BSI
to BS EN 13502:2002. The
test certificate is available
on our website



 

or visit our Website
www.wtknowles.co.uk

    For more information contact us:
T: (+44) 01422 372833
F: (+44) 01422 370900

E: sales@wtknowles.co.uk

Your local distributor:
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