
Ditec DS9
Manual Sliding Door Systems
INSTALLED IN:
Offices - Hospitals - Conference Rooms - Showrooms 
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AVAILABLE OPTIONS 
Trackless
Medium stiles (3 1/2”)
Hardware on vertical rails (handles, flush bolts, etc.) can be placed at any point
MS Lock or Positive Latch Lock
Etch-matte and smooth glass may be used interchangeably
Special package width and height available
Powder coat
Vinyl weather stripping/smoke seal (UL 1784) (trackless only)

DS9 STANDARD PACKAGE

Configurations Single slide, bi-part, or telescopic with  
fixed sidelite or full breakout

Header Size 3 5/8” x 4 1/2”; 3 5/8” x 7 1/4” (telescopic)

Jambs 1 3/4” x 4 1/2”; 1 3/4” x 6” (telescopic)

Glass Stops 1/4”, 5/8” or 1” standard

Door Panels Narrow Stiles (2 1/2”)

Muntin Bars 1 3/4” standard on all panels

Top Rails 4”

Bottom Rails 4” or 11 1/4”

Threshold Surface or Recessed

Door Pulls Surface or Recessed

Finish Clear or Dark Bronze anodized

Single Slide Bi-Part

3-Panel Telescopic

6-Panel Telescopic

STANDARD CONFIGURATIONS (shown with track and fixed sidelite) 


