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User Manual

Fresh Roast
SR540

Coffee Bean Roaster

HomeRoastingSupplies.com
PH: (435) 729-9170
homeroastingsupplies@gmail.com

IMPORTANT SAFEGUARDS
READ ALL INSTRUCTIONS BEFORE USING

=

Do not touch hot surfaces. Use handles and knobs when available.

This appliance must be properly installed and located in accordance with these

instructions before it is used.

3. The use of y attach ts not r ded by the appli manufacturer

may result in fire electrical shock or injury to persons.

Do not place on or near a hot gas or electric burner, or in a heated oven.

Do not use outdoors.

To protect against fire, electric shock, and injury do not immerse cords, plugs, or

the appliance in water or any other liquid.

Do not over-fill the glass roasting chamber with beans. Use 4 scoops of the provided

43cc scoop.

8. Turn off and unplug the roaster before cleaning or maintenance. Allow to cool
before putting on or taking off parts before cleaning the appliance.

9. For best operation, plug the appliance into its own electrical outlet on a dedicated
circuit to prevent flickering of lights, blowing of fuses, or tripping circuit breaker.

10. Do not operate any appli withad ged power cord, or plug, or after the
appliance malfunctions or is damaged in any manner. Contact Home Roasting
Supplies customer service PH: (435)729-9170 homeroastingsupplies@gmail.com

11. Do not let the power cord hang over the edge of the counter or table , or touch hot
surfaces.

12. To disconnect, press the power OFF button on the roaster and then remove the plug
from the wall outlet.

13. Close supervision is necessary when any appliance is used by or near children.

14.Do not lift glass roaster chamber or chaff basket during roast process.

15. This appliance is equipped with a power cord having a grounding wire and
er ding plug. The appli must be grounded using a 3-hole properly grounded
outlet. In the event of an electrical short circuit, grounding reduces the risk of
electrical shock.

16.1f the outlet is a standard 2-prong wall outlet, it is your personal responsibility and

bligation to have it replaced with a properly grounded 3-prong wall outlet.

17.Do not, under any circumstances, cut or remove the third (ground) prong from the
power cord or use an adapter.

18. Consult a qualified electrician if the grounding instructions are not completely
understood, or if doubt exists as to whether the appliance is properly grounded.

19.Do not use the appliance for other than its intended use.

20.Do not roast “back to back”. Allow a minimum of 30 minutes between each

complete roast cycle.
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SR540 Operating Instructions

Before Using: Wipe glass with damp cloth, inside and out. Do not immerse roasting chamber
in water.
CAUTION: To reduce the risk of electrical shock, do not immerse roaster
base, it's power cord or pug in water or other liquid.

Roasting Coffee Beans:

* Your Fresh Roast SR540 coffee bean roaster is designed to roast approximately 4
ounces 114 Grams.
Fill the provided 43CC measuring cup 4 times. Never overfill with green beans.

Place chaff collector on top of the glass roasting chamber.

Plug in the SR540 Coffee Roaster.

The standby mode will show “----- > on the display.

Press “ON/OFF” button, display shows the factory setting (for the first time use) or
the last machine setting.

* Factory setting is FAN 5 HEAT 9 and TIMER 6.0

Press “RUN/COOL” button to start running the machine.

To make an adjustment during the roast, PRESS “ADJUST” button, the digit for
FAN, POWER, and TIMER flashes in the sequence.

Select the parameter for adjustment.

Rotate the “ADJUST” button to the desired value. Rotating clockwise to increase
the value and counter-clockwise to decrease value.

* When the desired darkness of roast is achieved, PRESS the “RUN/COOL” button
once.

*In the COOL mode, user can press “ADJUST” button to set the fan speed.
*Do not remove the Chaff Basket or Chamber until the machine has finished the
COOL cycle and has shut off.
* User can exit the cool mode and enter into the roasting process by increasing the
timer.

* To stop the machine without a Cool cycle, press the “ON/OFF” button.

Real Time Temperature Display:
* Atany time in the roasting process, user can rotate “ADJUST” button quickly over 90
degrees to show the temperature in the display.
* The display shows temperature in (F).
* It will continue to show the temperature until you press the “ADJUST” button.

Reset Factory Default Settings:
* Plug machine into an outlet.
* Press “On/Off” button.
* Press “ADJUST” button to set FAN, POWER, and TIME.
* Press “Run/Cool” button to save new default setting.

*Default settings are only for start up and will need to be adjusted during roast.

Cleaning and Care:
* Before every use, always empty the Chaff* Basket and clean the Top Cap screen.
*Chaff is the outer layer husk of the coffee bean.

Roasting Tips:
«  For more information on the SR540 and Roasting Tips, visit our website
WW! i ies.com

Securely line up the locator dimples on the chamber to the slots on the roaster.

Top cap
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