
The custom aire paint mixing room provides the ideal
environment for storing, mixing and matching paint. The
room is furnished with color corrected fluorescent lighting
fixtures for ease in color matching of the paints. The room is
constructed from 18 gauge galvanized steel.

The custom aire paint mixing room is available in custom
sizing and configurations. Options include double walls and
powder coating. Consult the factory for further assistance
and pricing.

Model Number
SMR1204

Dimensions
8′0″ wide, 8′0″ high, 12′0″ Long

Features Include
■ One 12 inch diameter exhaust fan with non-sparking

blades
■ One-half hp. open type motor for use on 115/230

VAC, 60 hz., 1 phase

Paint Mixing Rooms
by AFC

■ Four 4 tube T8 fluorescent light fixtures complete with
color corrected tubes and clear tempered glass

■ 3′0″ x 7′0″ personnel access door with observation
window

■ 30″ x 6′0″ paint mixing bench
■ Five paint storage shelves, 18″ deep x 9′ long
■ Six feet of 12 inch stack, roof jack and upflow cap
■ UL listed fused link vent louver

AFC products are manufactured to conform to all national
codes, including National Fire Protection Association stan-
dards (nfpa- 33), boca, and also comply with the Occupa-
tional Safety and Health Act (OSHA).

➤   Shown as optional

double-walled model with

powder coating.
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