Typical Mobile Home Service Entrance with Big
Sandy RECC installed service pole.

®

@ MOBILE HOME UTILITY SERVICE DROP
:/7‘) DISTRIBUTION PANELBOARD
. R
CONDUIT TYPE — S
FOR MECHANICAL PROTECTION
SHALL BE RIGID METAL CONDUIT =~ %W'of ,lan
INTERMEDIATE METAL CONDUIT, oY a\.\"dw(’ n
@Q OR APPROVED NONMETALLIC we 25 Foot pole
CONDUIT A X
B CABLE BURIAL DEPTH 2) requires 14 feet
24" MINIMUM FROM TOP OF THE CABLE :
T m{ | | UP TO THE FINAL GRADE (IF CABLE IS conduit
| T | < IN RIGID NONMETALLIC RACEWAY,
; 18" DEPTH IS MINIMUM.
& 30 Foot pole
@ SERVICE EQUIPMENT requires 19 feet
) am:)
WEATHER PROOF PANELBOARD SHALL - qu . S ce
BE READILY ACCESSIBLE, WITHIN SIGHT conduit
OF AND NOT MORE THAN 30’ FROM
@REQUIRED GROUND ROD: THE EXTERIOR WALL OF THE
MOBILE HOME. IT SHALL ALSO
8 GROUNDING ELECTRODE SHALL CONTAIN A MEANS FOR
BE INSTALLED (A SECOND SERVICING ADDITIONAL I
GROUNDING ELECTRODE IS ELECTRICAL LOAD OUTSIDE | T
REQUIRED IF RESISTANCE IS OVER "THE HOME. ANY 120 VOLT
25 OHMS.) 15-20 AMP RECEPTACLES
S SHALL BE GFCI
PROTECTED. < CENTER
ELECTRIC
NAn < \
INSET "A~ %, N +_MHE5
|- THREADED HUB 7/
(% REQUIRED
(seE INSET A)  Z(3
. SI=
METER Z|%
SOCKET =Sl=
@ 43 ofo
[~ e BONDING @ ol
2 |} THREADED HUB
NE %%( REQUIRED
SPARE RSN
BREAKER FOR
FUTURE LOAD
MAIN H »
BREAKER 2" MIN.

SERVICE ENTRANCE FEEDER CIRCUIT SERVICE INSULATED
AMPS WEATHERHEAD TO DISCONNECT POLE TO MOBILE HOME COPPER
CONDUCTOR THW OR EQUIV. |[CONDUCTOR RHW,UF,URD,OR EQUIV. WGRé)Uggg\lE%
COPPER|CONDUIT|[ ALUM_[CONDUITICOPPERICONDUIT|| ALUM_|CONDUIT IRE ( )
100 #4 114" #2 1" | #4 14" || #2 14" #8
200 #20 | 110" 1| #46 2" | #26 2" || #46 2" g6
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compliance form.



