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 Product Description 
 SchabelTech #11-1630W Roofing Granules  have inherent natural beauty as a high quality, 
 consistent and clean aggregate. They come dried and ready for use in convenient to handle 50# 
 bags for worker safety and ease of use on the job site. This product has exceptional durability 
 and provides both quality and value as a roofing granule. 

 ●  Consistent Gradation / Screening 
 ●  Consistent and Natural Off-white Coloring 
 ●  Dried for Efficient Application 
 ●  Lower Bulk Density than Traditional Granules (90 pcf vs 93-99 pcf) 
 ●  50# Bags Engineered with Worker Safety in Mind 

 Material Properties 

 Typical Sieve Analysis 

 Screen 
 Typical Retain 
 % (by weight)*  Packaging Details 

 #10  0 - 1%  Pounds per Bag  50# 
 #12  1 - 3%  Bags per Pallet  48 
 #16  22 - 25%  Pallets per Truck  18 
 #20  45 - 50%  Bags per Truck  864 
 #30  22 - 26% 
 Pan  0 - 5% 

 *Represents typical values, not a specification 
 Material Form: Aggregates 
 Sizes Available: Other sieve sizes are available 

 For further information on the above product, or to discuss your specific needs, please 
 call us at (440) 462-1500, or email us at  info@schabeltech.com 
 *Please note the above information is from sources considered to be reliable, but no warranty is expressed or 
 implied. Suitability in a particular application is strictly the responsibility of the user. 

 440-462-1500  29299 Clemens Rd #1-L 
 info@schabeltech.com  Westlake, OH 44145 
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