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LOBBY
Stairs 7 and 7A - 10 Total Risers.
110 each 4" Tiles, or 440 each 2" Tiles.

DINING HALL
Stair 9 - 5 Total Risers.
85 each 4" Tiles, or 340 each 2" Tiles.

GAME ROOM
Stair 6 - 5 Total Risers.
75 each 4" Tiles, or 300 each 2" Tiles. CORRIDOR 1st to 2nd FLOOR

Stair 8 - 15 Total Risers.
195 each 4" Tiles, or 780 2" Tiles.

42" 68"

52"58"
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1"

1/8"

1/4"

3/8"

1"

1"

11-1/2"

12-1/2"
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B

C

D

E

F

G

* 1/2" x 3/8"

 Stair 6 in the Game Room

 Stairs 7 & 7A in the Lobby

              Stair 8 in the Corridor

          Stair 9 in the Dining Hall

A. 1" x 1" piece of white oak to fill gap behind each tread stained to match - 100 LF total.

B. 1/8" mastic mortar bed adhesive for tile.

C. 1" actual thickness of white oak treads.

D. 1/4" thickness of riser tiles, 4-1/4" and 2" square.

E. 11-1/2" actual depth of white oak treads. 

F. 3/8" min 1/2" max width of white oak trim above riser tiles.

G. 12-1/2" actual depth of sub-treads already in place.

* 2" x 3/8"

* 3/4" x 3/8" * 1" x 3/8"

* 100 LF of 2" white oak trim to go above riser tiles. Minimum width 3/8", maximum width 1/2" to maintain code variance. 
Rip cut to fit in place above tile and below bullnose of every riser, installing flush to sub-riser. Stain in place to match.
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