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Einzel- und Ersatzteile von Seite 482 bis 490

Components and spare parts from page 512 to 520Errors excepted

Specialty tools
Engine – Engine timing / Timing belt

Specialty tools
Engine – Engine timing / Timing belt

• �For professional engine repair 

• �Application: Adjusting the timing belt on the tensioner roller
• �AUDI A3 1.9 TDi ∙ A4 1.6 ∙ 1.6 l diesel 

SEAT Toledo 1.6 ∙ 1.8 ∙ 2.0 ∙ 1.8 16V ∙ 2.0 16V 
VW Golf 1.9 SDi ∙ TDi ∙ Golf ∙ Jetta ∙ Passat 1.6 l diesel ∙ Passat 1.6 ∙ Passat 2.0 ∙ 
Polo 1.9 SDi ∙ TDi 
ŠKODA 1.6 – 1.9 l diesel

• �Offset
• �Distance of pins: 18 mm, 

pin x: 2.9 mm​

Timing belt double-pin wrench

​
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• �For professional engine repair 

• �Application: Adjusting the timing belt at the tensioner roller
• �AUDI A2 1.2 TDi ∙ A3 1.9 TDi ∙ A4 1.9 TDi ∙ A4 2.0 and 2.0 FSi ∙ A4 4-cylinder ∙ 

A6 2.0 
SEAT Alhambra 1.9 TDi ∙ Ibiza 1.9 TDi ∙ León 1.9 TDi 
VW Golf 1.9 TDi ∙ Golf Plus 2.0 l (4-cylinder) ∙ Lupo 3-cylinder diesel ∙ Passat 2.0 
16V ∙ Passat TDi ∙ Polo 1.4 TDi ∙ Polo 1.9 TDi ∙ Polo 3-cylinder diesel ∙ 4-cylinder 
pump-nozzle injection ∙ Sharan 1.9 TDi 
ŠKODA Octavia 1.9 TDi

• �Distance of pins: 18 mm, 
pin x: 3 mm

• �Surface: matt 
chrome-plated​

​
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• �For professional engine repair 

• �Application: Adjusting the timing belt at the tensioner roller
• �VW Golf 3 ∙ 4 ∙ 5 ∙ 6 1.9 TDI ∙ 2.0 TDI ∙ petrol engine 

Beetle 2.0 l petrol engine model 
Transporter T5 4-cylinder diesel 
AUDI A3 
ŠKODA Octavia

• �Distance of pins: 18 mm, 
pin x: 3 mm

• �Angled at 15°
• �Surface: matt 

chrome-plated​

​
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• �No tensioner roller operation with unsuitable auxiliary equipment, 
such as screwdrivers, that lead to timing belt damage if they slip. 

• �Application: Simplified tensioning of the timing belt via the tensioner roller
• �ALFA ROMEO: 145 ∙ 146 ∙ 147 ∙ 156 ∙ 159 ∙ 166 ∙ Brera ∙ Giulietta ∙ GT ∙ Mito ∙ 

Spider 
Engines: 1.6 JTDM ∙ 1.9 JTD ∙ 1.9 JTDM ∙ 2.0 JTD ∙ 2.4 JTD

• �FIAT: 500L ∙ 500X ∙ Brava ∙ Bravo ∙ Croma ∙ Doblò ∙ Ducato ∙ Freemont ∙ Grande 
Punto ∙ Idea ∙ Marea ∙ Multipla ∙ Punto ∙ Sedici ∙ Stilo 
Engines: 1.6D ∙ 2.0 D ∙ 1.9 TD ∙ 1.9 JTD ∙ 2.0 JTD ∙ 2.4 TD ∙ 2.4 JTD

• �LANCIA: Delta ∙ Kappa ∙ Kappa SW ∙ Lybra ∙ Lybra SW ∙ Musa ∙ Thesis 
Engines 1.6 D ∙ 1.9 D ∙ 2.0 D ∙ 1.9 JTD ∙ 2.4 JTD

• �OPEL/VAUXHALL: Astra H ∙ Astra J ∙ Cascada ∙ Combo ∙ Insignia ∙ Signum ∙ 
Vectra C ∙ Zafira B 
Engines: 1.9 CDTI ∙ 2.0 CDTI

• �SAAB: 9-3 ∙ 9-5 
Engines: 1.9 TiD/TTiD ∙ 2.0 TiD ∙ 2.2 TTiD

• �SUZUKI: SX4 engine 1.9 DDiS
• �Ergonomically shaped HAZET 2-component handle
• �Surface: galvanized (free from Cr 6)​

Tensioner roller operating tool

​
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