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419Components and spare parts from page 512 to 520 Errors excepted

Specialty tools
Engine – Spark and glow plug

Spark and glow plug

• �Especially suitable for hot terminals 

• �Application: Installing and removing spark plug sockets
• �Side cutter
• �Ergonomically shaped HAZET 2-component plastic handle covers (blue/black)
• �Surface: chrome-plated​

Spark plug socket pliers

​

1 K 4
1849 195 007080

• �Safe application due to milled jaw profile 

• �Application: Installing and removing straight spark plug sockets
• �Especially on MERCEDES-BENZ
• �Ergonomically shaped HAZET 2-component plastic handle covers (blue/black)
• �Surface: chrome-plated​

​

1 K 4
1849-1 200 128037

• �Long style provides a better safety distance to the hot engine 

• �Application: Installing and removing straight spark plug sockets
• �Especially for low-lying spark plug sockets, 

e.g. on AUDI V6 and V8 engines ∙ JAGUAR 12-cylinder
• �Ergonomically shaped HAZET 2-component plastic handle covers (blue/black)
• �Surface: chrome-plated​

​

1 K 4
1849-2 290 007103

• �Especially suitable for hot terminals 

• �Application: Installing and removing spark plug sockets
• �Long style
• �Ergonomically shaped HAZET 2-component plastic handle covers (blue/black)
• �Surface: chrome-plated​

​

1 K 4
1849-3 265 055098

• �Slotted tube for optimal and careful guidance of the cable 

• �Application: Installing and removing spark plug sockets, even on hot engines 
For 2.8-2.9 l VR6-engine VW Golf, Passat, Vento, Corrado, T5 2.0 l, Lupo 
4-cyl. engine model year 1999 →, AUDI A4, A6 with 2.6 and 2.8 l V6 engines

​​

Spark plug socket remover

​

1 K 4
1849-6 253 007110

• �Application also on hot engines 

• �Application: Installing and removing spark plug sockets
• �For VW Golf 4 ∙ 5 ∙ 6 – 1.6 l ∙ Polo 5 – 1.2 l model year 2009→ ∙ 

Bora model year 1999→ and Touran model year 2004→ with 1.6 l ∙ 4-cylinder 
injection engine with roller cam follower, 
New Beetle model year 1999→ with 2.0 l ∙ 4-cylinder injection engine and 2 valve 
4-cylinder. injection engine with roller cam follower 
AUDI A3 model year 2004→ with 2 valve 4-cylinder injection engine 
SEAT ∙ ŠKODA ∙ SMART For Two (type 450)

• �Plastic T-handle​

​

1 K 4
1849-9 275 110476

• �Special corrugated brass wire bristles 

• �Application: Cleaning electrodes and contacts on spark plugs
• �3 rows
• �Trim size: 15 mm
• �Wooden body​

Spark plug brush

​

1 K 4
2131 150 012541

​• �Application: Installing and removing ignition coils with final output stage
• �On VW Polo ∙ Fox 1.2 l ∙ Golf 1.4 ∙ 1.6 l ∙ Golf Plus 1.4 l model year 2005 → ∙  

Caddy 1.4 l ∙ Bora 1.4 ∙ 1.6 l ∙ Beetle 1.4 l (petrol 
engine model year 2003) ∙ Scirocco 1.4 l model year 2009 → ∙ Lupo 
4-cylinder direct injection engine model year 1999 → ∙ Passat B7 1.4 l 
TSI ∙ Touran 1.6 l ∙ Phaeton ∙ Transporter T4 ∙ ŠKODA Fabia

• �Plastic T-handle
• �Surface: chrome-plated​

Ignition coil remover

​

1 K 4
1849-7 135 110353


