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Description

[0001] This invention relates generally to image
processing systems and, more particularly, to image-
processing systems that allow a user to create and view
panoramic images from data representing multiple
views of a scene of interest.
[0002] This invention also relates to image-process-
ing systems that display video.
[0003] Conventional three-dimensional graphics ap-
plications and associated hardware render scenes of in-
terest composed of one or more three-dimensional ob-
jects. The three-dimensional objects are typically repre-
sented by geometric primitives, for example triangles.
The three-dimensional graphics applications store
graphics data, which represents the position and color
of the geometric primitives in a model coordinate sys-
tem. The graphics applications allow a user to manipu-
late the graphics data to render the scene, i.e. to display
those object(s) of the scene that are visible in a viewing
window based upon a viewpoint. The user can navigate
through the scene of interest by changing the position
and orientation of a viewpoint reference (e.g., by altering
a camera viewpoint reference). Also, animations can be
performed by navigating through a series of pre-select-
ed positions and orientations of the viewpoint reference.
[0004] The rendering operation is a computationally
intensive process and, thus, is typically performed by
specialized graphics hardware. Such systems are pow-
erful but costly due to the need for specialized hardware
dedicated to this purpose.
[0005] Moreover, conventional three-dimensional
graphics systems require that the user provide a three-
dimensional model of the scene (i.e., define the graphics
data that represent the position and color of the geomet-
ric primitives of the scene in the model coordinate sys-
tem). Such a three-dimensional model may be created
with software in conjunction with peripheral devices (e.
g., pen tablets, scanners, cameras, etc.). For example,
a three-dimensional graphics software package is sold
under the name CATIA by Dassault Systems of France.
The CATIA system allows a user to build a three-dimen-
sional model of a scene of interest. However, modeling
software like CATIA is expensive, and a significant in-
vestment in labor may be required to define the graphics
data even for a relatively uncomplicated scene.
[0006] Because of the high costs associated with con-
ventional three-dimensional graphics systems, alterna-
tive solutions have emerged that provide effective yet
limited capabilities in creating and viewing a three-di-
mensional scene. The alternative solutions are typically
suitable for use on standard personal computers without
the need for dedicated graphics hardware. One such so-
lution is the software developed and distributed by the
International Business Machines Corporation under the
name of PANORAMIX.
[0007] The PANORAMIX system uses a cylindrical or
polyhedral environment map to represent a panoramic

view of a scene of interest (or collection of images). Dif-
ferent perspective views are rendered by mapping the
cylindrical environment map to a desired viewing win-
dow.
[0008] Another such panoramic viewer is a software
system developed and sold by Apple Computer, Inc. of
Cupertino, CA under the name of QUICKTIMEVR. The
QUICKTIMEVR software is segmented into two pack-
ages. The first package, which is sold to content provid-
ers, is an authoring tool that allows content providers to
develop a panoramic image from multiple views of a
scene. The second package is a viewer, which is dis-
tributed to consumers and which allows the consumer
to view the panoramic images created by the authoring
tool. A more detailed description of the operation of the
QUICKTIMEVR system may be found in Chen, "Quick-
timeVR -- An Image-based Approach to Virtual Environ-
ment Navigation", ACM SIGGRAPH 1995, Los Angeles,
CA, pp. 29-38, and in U.S. Patent No. 5,396,583, issued
March 7, 1995, entitled "Cylindrical to Planar Image
Mapping Using Scanline Coherence", by Chen et al.,
which is assigned to Apple Computer, Inc.
[0009] The QUICKTIMEVR system uses a cylindrical
environment map to represent the panoramic view of a
scene of interest (or a collection of images). Different
perspective views are rendered by mapping the cylin-
drical environment map to a desired viewing window.
[0010] Other commercial panoramic viewing systems
include REALSPACE VR, PHOTOBUBBLES, and
JUTVISION. These commercial systems, however, do
not enable the incorporation of streaming video within
the panoramic view of the scene of interest.
[0011] GB 2,316,257 entitled "Method and Apparatus
for Overlaying a Bit Map Image on an Environment
Map", by Lipscomb et al. discloses how to copy a -di-
mensional bit map of a first image onto a second image
made from part of a panoramic environment map.
[0012] It is a first object and advantage of this inven-
tion to provide an image-processing system that allows
the display of panoramic images and embedded video
images.
[0013] It is another object and advantage of this in-
vention to provide an image-processing system that al-
lows synchronizing the display of panoramic images
and embedded video images.
[0014] It is a further object and advantage of this in-
vention to provide an image-processing system that dis-
plays a scene of interest by synchronously combining a
panoramic image of the scene and a continuously-re-
ceived stream of video images.
[0015] Further objects and advantages of this inven-
tion will become more apparent from a consideration of
the drawings and ensuing description.
[0016] The foregoing and other problems are over-
come and the objects of the invention are realized by
methods and apparatus in accordance with embodi-
ments of this invention, wherein streaming video data is
embedded within a panoramic image for display.
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[0017] The present invention teaches a method for
displaying a composite image from a stored environ-
ment map of a panoramic scene and from video data;
the method comprising the steps of: selecting an orien-
tation of the panoramic scene; rendering the environ-
ment map according to the selected orientation of the
panoramic scene to generate a first image for the se-
lected orientation; and characterised by comprising the
steps of: receiving video data packets that include video
image data; assembling the received video image data
as a sequence of frames; selecting a sequence of video
image data for display; transforming the selected video
image data according to the selected orientation of the
scene; synchronously combining the transformed im-
age data and the first image to form a composite image
for the selected orientation of the scene; and displaying
the composite image.
[0018] In one embodiment the method for displaying
the image of the scene of interest further includes a step
of continuously receiving video data packets that in-
clude image data and sound data. In this embodiment
the sound data is continuously played while selected
portions of the image data are displayed.
[0019] In another embodiment, the method for dis-
playing the image of the scene of interest further in-
cludes a step of layering the video data and the first im-
age generated by rendering the environment map. In the
present invention layering techniques include, for exam-
ple, drawing order layering, z-buffer-hiding layering, and
chroma-key layering.
[0020] The present invention further teaches an im-
age processing system for displaying composite image
from a stored environment map of a panoramic scene
and from video data; the system comprising: means for
selecting an orientation of the panoramic scene; and
means for rendering the environment map according to
the selected orientation of the panoramic scene to gen-
erate a first image for the selected orientation; and being
characterised by comprising: means for receiving video
data packets that include video image data; means for
assembling the received video image data as a se-
quence of frames; means for selecting a sequence of
video image data for display; means for transforming the
selected image data according to the selected orienta-
tion of the scene; means for synchronously combining
the transformed video image data and the first image to
form a composite image for the selected orientation of
the scene; and means for displaying the composite im-
age.
[0021] The above set forth and other features of the
invention are made more apparent in the ensuing De-
tailed Description of the Invention when read in conjunc-
tion with the attached Drawings, wherein:

Fig. 1 is a functional block diagram of a computer
processing system that may be used by the
preferred embodiment of the present inven-
tion;

Fig. 2A is a flow chart of the functional blocks of an
independent panoramic display process;

Fig. 2B illustrates a method of performing the pano-
ramic display process in accordance with
Fig. 2A;

Fig. 3 illustrates a cylindrical environment map di-
vided into rectangular sections and utilized
by the independent panoramic display pro-
grams for image processing;

Fig. 4 illustrates a method of calculating a pyrami-
dal volume of a cylindrical rectangular area
from the environment map of Fig. 3 utilized
by the independent panoramic display pro-
grams for image processing;

Fig. 5 is a flow chart of the functional blocks of an
independent video display process;

Fig. 6 illustrates a method of performing the video
display process in accordance with Fig. 5;

Fig. 7 is a flow chart of the functional blocks of a
combined panoramic and video display proc-
ess in accordance with the present invention;

Fig. 8 is a flow chart of the functional blocks of an
alternative combined panoramic and video
display process in accordance with the
present invention; and

Fig. 9 illustrates a method of performing the alter-
native combined panoramic and video dis-
play process in accordance with Fig. 8.

[0022] Identically labelled elements appearing in dif-
ferent ones of the above described figures refer to the
same elements but may not be referenced in the de-
scription for all figures.
[0023] A method and apparatus for displaying pano-
ramas with streaming video is set forth herein.
[0024] The present invention may be implemented on
any computer processing system including, for exam-
ple, a personal computer, a workstation, or a graphics
adapter that works in conjunction with a personal com-
puter or workstation. In Fig. 1, an exemplary computer
processing system for use by the present invention is
shown. The exemplary computer processing system
generally comprises a memory 101, at least one central
processing unit (CPU) 103 (one shown), and at least
one user input device 107 (such as a keyboard, mouse,
joystick, voice recognition system, or handwriting rec-
ognition system). Also, the computer processing system
includes nonvolatile memory, such as ROM, and/or oth-
er nonvolatile storage devices 108, such as a fixed disk
drive, that stores an operating system and one or more
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application programs that are loaded into the memory
101 and executed by the CPU 103. In the execution of
the operating system and application program(s) the
CPU may use data stored in the nonvolatile storage de-
vice 108 and/or memory 101.
[0025] The exemplary computer processing system
also includes a frame buffer 104 coupled between the
CPU 103 and a display device 105. The display device
105 may be a CRT display or a LCD display. The frame
buffer 104 contains pixel data, which represents an im-
age to be shown on the display device 105. In some sys-
tems a rendering device (not shown), for example a
graphics accelerator, may be coupled between the CPU
103 and the frame buffer 104.
[0026] Audio display is performed by an Audio Output
device 110, which could be for example, speakers or
headphones connected directly to the computer system
or connected to an audio card that is in turn connected
to the computing system.
[0027] The exemplary computer processing system
may include a communications link 109 (such as a net-
work adapter, RF link, or modem) coupled to the CPU
103 that allows the CPU 103 to communicate with other
computer processing systems over the communications
link, for example over the Internet. The CPU 103 may
receive portions of the operating system, portions of the
application program(s), or portions of the data used by
the CPU 103 in executing the operating system appli-
cation program(s) over the communications link.
[0028] The application program(s) executed by the
CPU 103 may perform the rendering methods of the
present invention described in detail below. Alternative-
ly, portions or all of the rendering methods described be-
low may be embodied in hardware that operates in con-
junction with the application program executed by the
CPU 103.
[0029] As discussed above, the concept of overlaying
a bit map image onto a panoramic scene is known in the
image-processing art, see for example, UK Patent No.
GB2,316,257. In Figs. 2A and 2B, an independent pan-
oramic display process is illustrated. Prior to executing
this process a background environment map is gener-
ated and communication from a source system to a tar-
get system. The background environment map is, for ex-
ample, a cylindrical environment map composed of a
rectangular array of elements or pixels, each of which
includes data representative of a portion of a three di-
mensional scene. Fig. 3 illustrates the cylindrical envi-
ronment map 201, which is divided into many rectangu-
lar areas. A given rectangular area 302 is a particular
orientation or viewpoint of the scene of interest. Once
the cylindrical environment map is received and stored
by the target system the panoramic display process may
begin.
[0030] Referring again to Fig. 2A and 2B, at Block 202
the independent panoramic display process begins by
reading the cylindrical environment map 201, i.e. The
panoramic image. By reading the cylindrical environ-

ment map 201, a selected portion of the map 202, i.e. a
desired orientation or viewing window, is chosen for, dis-
play. At Block 204, a panoramic staging transformation
is performed which transforms the selected cylindrical
portion to a rectilinear projection of the scene of interest.
The rectilinear projection is stored, at Block 206, in a
panoramic staging buffer 203. At Block 208, a display
update transformation is performed which results in the
contents of the panoramic staging buffer 203 being cop-
ied to a display buffer 205. The rectilinear projection, i.
e. the contents of the panoramic staging buffer 203, is
then ready for display from the display buffer 205, at
Block 210, and the panoramic display process is com-
plete.
[0031] Fig. 4 illustrates a method for performing the
panoramic staging transformation in which the cylindri-
cal projection of the cylindrical environment map 201 is
transformed to the rectilinear projection 402. The trans-
formation is accomplished by mapping a narrow pyra-
mid defined by the origin 0, and points a, b, c and d, to
a rectangular area 402 defined by points A, B, C and D.
The mapping process is described in detail within the
above referenced UK Patent No. GB2,316,257.
[0032] In Figs. 5 and 6, an independent video display
process is illustrated. At Block 502 the video display
process begins by receiving video data packets 601 re-
corded and transmitted from the source system to the
target system. The video data packets 601 may include,
for example, image data, sound data and instructions
recorded at the source system. At Block 504, the re-
ceived image data is assembled and stored in a video
buffer pool 602 as a sequence of frames. The steps of
receiving the video data packets 601, and assembling
and storing of the image data in the video buffer pool
602 repeat as the source system continuously streams
video data packets 601 to the target system. At Block
506, a sequence of image data frames is selected from
a video staging buffer 603 of the video buffer pool 602.
While the sequence of image data frames is selected
for display from the video staging buffer 603, the sound
data is played continuously. A display update transfor-
mation is then performed at Block 508 which transforms
the selected image data frames into a format suitable
for display. For example, the display update transforma-
tion may convert from 24-bit color to 8-bit color, that is
converting 24-bit red-green-blue values to 8-bit pointers
to color-map entries having colors close to the desired
ones. At Block 510, the transformed image data 604 is
stored in a video display buffer 605. the transformed im-
age data 604 is then ready for display from the video
display buffer 605, at Block 512, and the video display
process is complete.
[0033] In accordance with the present invention, the
above mentioned independent panoramic display proc-
ess and the video display process are combined and
run simultaneously such that panoramic views of a
scene of interest may be rendered with incorporated
streaming video. As a result, the streaming video imag-
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es are displayed embedded in the panoramic image.
[0034] It is first noted that the combined process of
the present invention improves upon the independent
processes in a number of ways. It is preferred to inte-
grate the transmissions of the static and dynamic data
in a manner that efficiently utilizes the network band-
width. First, the network bandwidth is used for down-
loading the static panoramic image, then the network
bandwidth is utilized for transmitting the dynamic video
using streaming technology as disclosed in the above
mentioned LTK Patent No. GB2,316,257. The static and
dynamic data components are interleaved subsequent-
ly for display as a composite image as discussed below.
[0035] While the present invention may include simi-
lar steps as the independent processes described
above, improvements are seen to include the use of
streaming video data as a source, the synchronization
of the video display and panoramic display processes,
and the addition of a compositing transformation step
that combines the panoramic and video images for dis-
play. The combined process is seen to overcome per-
ceived limitations of the independent process which in-
clude a failure to synchronize the video display and the
panoramic display, and a failure to provide a transfor-
mation of the video prior to display. In the present inven-
tion a video data transformation step includes, for ex-
ample, the ability to scale, clip, shear, stretch, chroma
key, and layer the video image into the panoramic im-
age.
[0036] In Fig. 7 a combined panoramic display and
video display process is illustrated. It can be appreciated
that in the combined process similarly number steps op-
erate as described in the independent panoramic and
video display processes. Thus, in the panoramic display
portion of the combined process, Blocks 202 to 206, the
stored background environment map is read and a cy-
lindrical portion is transformed, by performing the pan-
oramic transformation function, to a rectilinear projec-
tion. Similarly, in the video display portion, Blocks 502
to 506, image data of continuously received video data
packets are selected for display. At Block 708 of the
combined process, however, a new transformation func-
tion, a compositing transformation, transforms the se-
lected video image data from the video staging buffer
603. The transformed video image data is then com-
bined, at Block 710, with the rectilinear projection of the
panoramic display process to form a composite image.
At Block 712, the composite image is stored in the pan-
oramic staging buffer 203 for display. At Block 208, the
independent panoramic display process resumes as the
contents of the panoramic staging buffer 203 is copied
to the display buffer 205. In this case, the contents of
the panoramic staging buffer 203 is the composite im-
age. At Block 210 the composite image is then ready for
display from the display buffer 205, and the combined
display process is complete.
[0037] In one embodiment of the present invention the
compositing transformation function includes a step

wherein the video display process (Blocks 502 to 506)
identifies the selected sequence of image data to be dis-
played by passing a pointer to the video staging buffer
603 which contains the selected sequence of image da-
ta. In this embodiment the pointer is passed, for exam-
ple, as an argument of a subroutine call. It can be ap-
preciated that the combined panoramic and video dis-
play process can call a subroutine of the video display
process where an argument in the subroutine call is a
location or address of the video staging buffer 603 con-
taining the selected sequence of image data. Alterna-
tively, the video display process can call a subroutine of
the combined panoramic and video display process with
a parameter holding the address of the video staging
buffer 603 which the combined panoramic and video
display process then stores for future use. It is noted
that one skilled in the art would appreciate that numer-
ous other methods are available (e.g., external events,
etc.) to identify the selected sequence of image data to
be displayed.
[0038] As noted above, in another embodiment of the
present invention the compositing transformation func-
tion may include a step wherein the selected video im-
age data is scaled, clipped, sheared, stretched, chroma
keyed, and layered before it is incorporated into the pan-
oramic image. This embodiment may also include a step
of volume control for sound data received when the vid-
eo image data was received from the source system. As
discussed above, while image data is selected, the
sound data is continuously played.
[0039] From the discussion above, it can be appreci-
ated that elements which distinguish the combined proc-
ess from the independent processes include, at least,
the ability to synchronize the panoramic drawing proc-
ess and the video drawing process, and the compositing
transformation step. These elements are discussed in
detail below.
[0040] In the present invention a synchronization
strategy includes the coordination of the steps of:

1. Performing the panoramic staging transforma-
tion, Block 204;
2. Performing the compositing transformation which
includes combining of the transformed image data
with the panoramic data, Blocks 708 and 710; and
3. Performing the display update transformation,
Block 208, which writes the contents of the pano-
ramic staging buffer 203 to the display buffer 205
for display.

[0041] It is noted that synchronization of these steps
is of particular importance if a system operating in ac-
cordance with the invention does not clear the staging
buffers between successive images. For example, if an
uncleared buffer is read asynchronously as it is being
written, then the resulting read would partly include a
previously written image mixed with the image currently
being written. Referring again to Fig. 7, the first step of
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the synchronization strategy is described. The pano-
ramic staging transformation (Block 204) and the dis-
play update transformation (Block 208) can be seen to
function as two processes running asynchronously. In
this asynchronized operating mode, the time for display
is optimized but image tearing is possible as the pano-
ramic staging buffer 203 may hold a partly-updated im-
age when the display update transformation occurs. The
two asynchronously running processes would include
the steps of:
[0042] In the Panoramic Staging Transformation
Step:

1. Performing the panoramic staging transformation
at Block 204;
2. Waiting for viewpoint motion;
3. Updating the view direction and zoom; and
4. Going to step 1.

[0043] In the Display Update Transformation Step:

1. Waiting for the vertical blanking interval on the
display device;
2. Performing the display update transformation at
Block 208; and
3. Going to step 1.

[0044] However, if the programs were synchronized
the display would be delayed, but image tearing would
be avoided as the panoramic staging buffer would con-
tain a single, fully formed image when the display update
transformation copies it. The synchronized process in
which the panoramic staging transformation (panorama
only, no video) alternates with the display update trans-
formation would include the following steps:

Synchronized Process:

[0045]

1. Performing the panoramic staging transformation
at Block 204;
2. Waiting for the vertical blanking interval on the
display device;
3. Performing the display update transformation at
Block 208;
4. Waiting for viewpoint motion;
5. Updating the view direction and zoom; and
6. Going to step 1.

[0046] The second step of the synchronization strat-
egy is now described. In the second step the relationship
between the compositing transformation (Blocks 708
and 710), the panoramic staging transformation (Block
204), and the display update transformation (Block 208)
is analyzed. It is noted that since video image data is
being overlayed into the panoramic staging buffer, a
synchronized process is preferred. The synchronized

process avoids the display of the transformed panorama
without the video image data, or alternatively, the dis-
play of the transformed panorama with a partial video
image. Thus, the synchronization of the panoramic stag-
ing transformation (Block 204), the compositing trans-
formation (Blocks 708 and 710), and the display update
transformation (Block 208) can be seen to function as
two processes running synchronously as:
[0047] In the Video Display Process:

1. Receiving the video data packets 601 into the vid-
eo buffer pool 602 and assembling the image data
frames until enough packets arrive to form a new
complete image at Blocks 502 and 504,
2. Repeating step 1 until a "new video staging buff-
er" flag is cleared;
3. Waiting for a "compositing transformation" flag to
be cleared;
4. Moving a pointer to the video staging buffer 603
which contains the selected sequence of image da-
ta to be displayed to point to the latest image;
5. Setting the "new video staging buffer" flag;
6. Removing the previous video staging buffer im-
ages and returning storage to the video buffer pool
602; and
7. Going to step 1.

[0048] In the Panoramic Display Process:

1. Performing the panoramic staging transformation
at Block 204;
2. Setting the "compositing transformation" flag;
3. Performing the compositing transformation at
Blocks 708 and 710;
4. Clearing the "compositing transformation" flag;
5. Clearing the "new video staging buffer" flag;
6. Waiting for the vertical blanking interval on the
display device;
7. Performing the display update transformation at
Block 208;
8. Waiting for a change in view direction, "in zoom",
or for the "new video staging buffer" flag to be set;
and
9. Going to step 1.

[0049] In another embodiment, the synchronization of
the panoramic staging transformation (Block 204), the
compositing transformation (Blocks 708 and 710), and
the display update transformation (Block 208) function
as:
[0050] In the Video Display Process, with a "new vid-
eo staging buffer" flag initially clear:

1. Receiving the video data packets 601 into the vid-
eo buffer pool 602 and assembling the image data
frames until enough packets arrive to form a new
complete image at Blocks 502 and 504;
2. Repeating step 1 until a "compositing transfor-
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mation" flag is set;
3. Moving the video staging buffer 603 pointer to
point to the latest image;
4. Setting a "new video staging buffer" flag;
5. Waiting for the "compositing transformation" flag
to be cleared;
6. Removing the previous video staging buffer im-
ages and returning storage to the video buffer pool
602; and
7. Going to step 1.

[0051] In the Panoramic Display Process, with a
"compositing transformation" flag initially clear:

1. Performing the panoramic staging transformation
at Block 204;
2. Setting compositing transformation flag;
3. Waiting. Going ahead when the "new video stag-
ing buffer" flag is set, or going ahead if step 9 was
a change from the previous view direction or zoom
of the previously displayed image, or going ahead
when the view direction or zoom changes;
4. Performing the compositing transformation at
Blocks 708 and 710;
5. Clearing the "new video staging buffer" flag;
6. Clearing the "compositing transformation" flag;
7. Waiting for the vertical blanking interval on the
display device;
8. Performing the display update transformation at
Block 208;
9. Updating the view direction and zoom; and
10 Going to step 1.

[0052] It can be appreciated that alternate methods of
setting and clearing "flags" as well as other techniques
for conditional execution of process steps on the occur-
rence of a predetermined event are within the scope of
the present invention. An important feature of the
present invention includes the synchronization of the
panoramic staging transformation step (Block 204), the
compositing transformation step (Blocks 708 and 710),
and the display update transformation step (Block 208),
and thus, the implementation of the synchronization is
not an important element of the invention.
[0053] Additionally, it is noted that any sequential op-
erating order is possible and may include, for example,
executing several panoramic staging steps and com-
positing transformations steps for multiple panoramas
and video streams provided that the display update
transformation step (Block 208) is performed as a last
step.
[0054] In an alternate embodiment of the present in-
vention, shown in Figs. 8 and 9, a video staging trans-
formation (Block 804) is incorporated into the independ-
ent video display process illustrated in Figs. 6 and 7. As
in Figs. 6 and 7, the alternate video display process re-
ceives, at Block 502, video data packets 601 from the
source system. At Block 804, however, the video staging

transformation writes the image data of the received vid-
eo data packets 601 directly into the video staging buffer
603. As in the independent video display process, the
steps of receiving video data packets 601 and storing
the received image data in the video staging buffer 603
repeat as the source system continuously streams video
data packets 601 to the target system.
[0055] The remaining steps of the alternate video dis-
play process are performed as described above in the
discussion of the combined panoramic display and vid-
eo display process, Fig. 7. Thus, received image data
is selected from the video staging buffer 603 (Block
506), transformed by the compositing transformation
(Block 708), combined with the panoramic data to form
the composite image 903 (Block 710), and staged for
display (Blocks 712 to 210).
[0056] It is noted that the video staging transformation
(Block 804) may be either asynchronized or synchro-
nized with the compositing transformation (Blocks 708
and 710). As noted above, an asynchronized implemen-
tation may speed display time, but also can cause image
tearing as the video staging buffer holds a partly-updat-
ed image when the compositing transformation occurs.
In operation, this asynchronous operating process may
be preformed as follows:
[0057] In the Video Display Process, with a "new vid-
eo staging buffer" flag initially clear:

1. Reading the video data packets (601) into the vid-
eo staging buffer (603) until enough packets arrive
to form a new complete image (Blocks 502 and
804); and
2. Going to step 1.

[0058] In the Panoramic Display Process, with a
"compositing transformation" flag initially clear:

1. Performing the panoramic staging transformation
at Block 204;
2. Performing the compositing transformation at
Blocks 708 and 710;
3. Waiting for the vertical blanking interval on the
display device;
4. Performing the display update transformation at
Block 208;
5. Updating the view direction and zoom; and
6. Going to step 1.

[0059] When the video staging transformation (Block
804) is synchronized with the compositing transforma-
tion (Blocks 708 and 710), the display is delayed, but
image tearing is avoided. In a synchronized operating
mode the video staging transformation alternates with
the compositing transformation, and thus, the panoram-
ic display process runs simultaneously with the video
display process as follows:
[0060] In the Video Display Process, with a "new vid-
eo staging buffer" flag initially clear:

11 12



EP 0 930 584 B1

8

5

10

15

20

25

30

35

40

45

50

55

1. Reading the video data packets 601 into the vid-
eo staging buffer 603 until enough packets arrive to
form a new complete image at Blocks 502 and 804;
2. Repeating step 1 until a "compositing transfor-
mation" flag is set;
3. Setting the "new video staging buffer" flag;
4. Waiting for the "compositing transformation" flag
to be cleared; and
5. Going to step 1.

[0061] In the Panoramic Display Process, with the
"compositing transformation" flag initially clear:

1. Performing the panoramic staging transformation
at Block 204;
2. Setting the "compositing transformation" flag;
3. Waiting for the "new video staging buffer" flag to
be set;
4. Performing the compositing transformation at
Block 708 and 710;
5. Clearing the "new video staging buffer" flag;
6. Clearing the "compositing transformation" flag;
7. Waiting for the vertical blanking interval on the
display device;
8. Performing the display update transformation at
Block 208;
9. Updating the view direction and zoom; and
10. Going to step 1.

[0062] Referring again to Fig. 7, the third step of the
synchronization strategy is now described. In the third
step the relationship between the display update trans-
formation (Block 208) and the display device refresh pe-
riod is analyzed. As above, the display update transfor-
mation and the display device refresh period may oper-
ate in a synchronized or an asynchronized mode. It is
noted, however, that typically the display device refresh
period is provided by the operating system of the com-
puter executing in accordance with the present inven-
tion, and thus, the time frame in which the refresh period
begins is not controlled by an application executing on
the computer. As such, the methods of the present in-
vention can control when the display update transfor-
mation occurs with respect to the other transformations
(e.g., the compositing and the panoramic staging trans-
formations) under application control but can not control
the display device's refresh period.
[0063] Therefore, in a synchronized operating mode
each of the process steps outlined in the previous dis-
cussions would include the step of "Waiting for the ver-
tical blanking interval on display device", while in an
asynchronous operating mode this step would not be
present.
[0064] It is particularly noted that within the above dis-
cussions of each of the three steps of the synchroniza-
tion strategy that each staging buffer was not cleared
before an image was written to it. If these processes
were revised such that the staging buffer was cleared

prior to any of the transformations writing to it, then that
transformation must be synchronized with any transfor-
mations that read that buffer so that the reading trans-
formation does not read a cleared or partly-cleared buff-
er, which would display a missing or incomplete image.
[0065] Having discussed options for the synchroniza-
tion strategy of the present invention, the following dis-
cussion focusses upon the video data transformation
step which includes, for example, the ability to scale,
clip, shear, stretch, chroma key, and layer the video im-
age into the panoramic image.
[0066] It is first noted that the process of scaling and
shearing image data is known in the image processing
art and may be found, for example, in "Computer Graph-
ics, principles and practice" by J.D. Foley, A. van Dam,
S.K. Feiner, and J.F. Hughes, second edition, 1990, Ad-
dison-Wesley Publishing Company, Reading NY at
chapter 5, Geometrical Transformations. It is also noted
that the independent panoramic display process of Fig.
2A may employ scaling operations as a "zoom" function
is executed.
[0067] As discussed above, the compositing transfor-
mation includes, for example, the ability to scale or
shear the video image data as the image data is trans-
formed and combined with the panoramic data in the
panoramic staging buffer 603 (Blocks 708 to 712 of Fig.
7). According to one embodiment of the present inven-
tion, the compositing transformation (Block 708) scales
the video image data so as to maintain consistency with
any scaling operations performed in the panoramic
staging transformation (Block 204). By maintaining con-
sistent scaling operations, the video data image is pro-
portional to the scaled image from the panoramic stag-
ing transformation. As a result, both the video data im-
age and the panoramic image zoom equally. Also, the
position of one point in the video image data is main-
tained in the panoramic staging buffer 203 during the
zoom operation so that the one point appears fixed at a
corresponding location on the panoramic image.
[0068] Similarly, shearing operations within the com-
positing transformation of the one embodiment of the
invention are performed to maintain consistency with
shearing operations in the panoramic staging transfor-
mation. Thus, shearing operations are accomplished by
mapping the pixels in the video image data to the pan-
oramic staging buffer 203 so that they too appear to be
fixed in place on the panoramic image.
[0069] In accordance with the present invention, vid-
eo image data may be layered with the panoramic image
data as the images are combined to form the composite
image (Blocks 708 and 710). It is noted that the layering
operations of the compositing transformation may em-
bed the video image data, in whole or in part, onto the
panoramic image data, or vice-versa. In accordance
with the present invention, layering techniques may in-
clude, for example, drawing order, z-buffer hiding, and
chroma-keying techniques.
[0070] In the drawing order layering technique a sec-
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ond image is painted onto a first, original image so that
in a resulting composite image the second image may
appear closer to an observer for the second images oc-
cludes the first image. The z-buffer hiding layering tech-
nique also paints a second image onto a first, original
image to make it appear that the second image is closer
to the observer, but in the z-buffer hiding layering tech-
nique pixels are individually drawn, or not drawn, based
upon depth information corresponding to each pixel.
Only the pixels with corresponding depth information
which indicates that the pixel is closer to the observer is
drawn. Thus, the z-buffer hiding layering technique al-
lows an object (the second image) to partly protrude in
front of another object (the first image).
[0071] It is noted that both the drawing order and z-
buffer hiding layering techniques are known in the image
processing art and detailed descriptions of each tech-
nique may be found, for example, in "Computer Graph-
ics, principles and practice" by J.D. Foley, A. van Dam,
S.K. Feiner, and J.F. Hughes, second edition, 1990, Ad-
dison-Wesley Publishing Company, Reading NY, see in-
dex under painter's algorithm and z-Buffer.
[0072] Similarly, the chroma-keying layering tech-
nique also paints a second image onto a first, original
image to make it appear that the second image is closer
to or farther from the observer. However, in the chroma-
keying layering technique pixels are individually drawn,
or not drawn, based on a value representing the color
of the pixel. The chroma-keying layering technique is
discussed in detail below.
[0073] In one embodiment of the present invention
each of the above mentioned layering technique may,
or may not, be performed as the video data image is
transformed and combined with the panoramic data im-
age. While these independent layering techniques have
been applied as sprites (2-dimensional images) overlaid
onto a panoramic image, the layering techniques have
heretofor not been applied as video image data com-
bined with panoramic image data to form a composite
image suitable for display. It is noted that the transfor-
mation operation may employ the layering techniques
in any order, if at all, and that one or more panoramic
staging transformations and one or more compositing
transformations may be performed as the video image
data and panoramic image data are combined.
[0074] In the following discussion the chroma-keying
layering technique is further analyzed. It is first noted,
however, that in the present invention chroma-keying
layering may apply to the image being written to a par-
ticular destination, i.e. the image transmitted by the
source, or the image at the destination, i.e. the image in
the write buffer of the target.
[0075] The chroma key technique is a common layer-
ing technique used in, for example, the television (TV)
and the movie industries to write parts of an image in-
stead of copying the entire image based on image con-
tent. By example, the chroma-keying technique allows
a TV weather person standing in front of a blue or green

screen to appear to stand in front of a large weather
map. The method is based on a process in which a de-
cision to write, or not to write, pixels depending on a
chroma key threshold. The chroma key threshold is a
combination of color, lightness, and value of the pixels
in the image to be written, or in the image being written
onto. A more detailed description of the chroma-keying
layering technique may be found in, for example, "Video
Demystified, a Handbook for the Digital Engineer" by
Keith Jack, second edition, 1996, HighText Publications,
San Diego, 404-412 and A-54.
[0076] In an exemplary chroma key, a chroma-key-
color value is red with no green or blue. A red-green-
blue (RGB) pixel value is not written if it has the specified
red value with no green or blue. In this way the chroma-
key value is the same as being transparent. This is done
in the video-conferencing example below. In another ex-
emplary chroma key, a chroma-key-color value is red
with no green or blue. A RGB pixel value is written if the
background being written onto has the specified red val-
ue with no greem or blue. In this way the chroma-key
value is the same as being a screen on which to project
an image. This is done in the flight-simulation example
below.
[0077] In a second example, a video conference is an-
alyzed. In this example, a composite image includes a
person's head displayed on a panoramic scene of a con-
ference room. The panoramic staging transformation
(Block 204 of Fig. 7) transforms a selected cylindrical
portion of the panoramic image 201 to a rectilinear pro-
jection and stores the rectilinear projection in the pano-
ramic display staging buffer 203 (Block 206). A video
image of the person is then recorded by the source sys-
tem against a distinctive, flat background and transmit-
ted to the target system. The flat background color is
declared to be a chroma key, which enables a transfor-
mation of the pixels representing the person and not the
distinctive, flat background. Therefore, the distinctive,
flat background does not appear in the composite im-
age. Thus, the chroma-keyed compositing transforma-
tion (Blocks 708 and 710) copies to the panoramic dis-
play staging buffer 203 (which now only has the pano-
ramic image data) the video image data from the video
staging buffer 603 that lie outside the chroma key range,
i.e. the pixels representing the person and not the dis-
tinctive, flat background to form the composite image.
The composite image is stored in the panoramic staging
buffer 203 (Block 712). Once the update display trans-
formation is performed (Block 208) the composite image
is ready for display (Block 210). Thus, a pertinent subset
of the combined panoramic and video display process
employing chroma-keyed transformations is performed
as follows:

1. Advancing to the next pixel in the panoramic stag-
ing buffer;
2. Performing the panoramic staging transformation
at Block 204 for that pixel;
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3. Selecting the corresponding pixel in the video
staging buffer 603 to be copied to the panoramic
staging buffer 203 at Block 506;
4. If the red, green, or blue components of the video
pixel are all within the specified ranges of red,
green, and blue color to be chroma keyed, then go-
ing to step 1;
5. Transforming the video staging buffer 603 pixel
and combining the pixel with the panoramic image
in the panoramic staging buffer 203; and
6. Going to step 1.

[0078] In a further example, a flight simulation se-
quence is analyzed. In the flight simulation, a composite
image includes a video image displayed outside a win-
dow in a cockpit interior panoramic image. In this exam-
ple, as above, the panoramic staging transformation
(Block 204) transforms a selected cylindrical portion of
the panoramic image 201 of the cockpit to a rectilinear
projection and stores the rectilinear projection in the
panoramic display staging buffer 203 (Block 206). The
panoramic image has a distinctive, flat background color
in the windows area of the cockpit. A video of a takeoff
and landing is recorded by the source system and stored
in the video staging buffer 603 of the target system. The
chroma-keyed compositing transformation (Blocks 708
and 710) transforms the video image in the video stag-
ing buffer that fall on those parts of the cockpit scene
that are within the chroma-key threshold range. The
panoramic display staging buffer 203 (which now has
the panoramic background of the cockpit) is combined
with the transformed video image to form the composite
image. In this example, the video image is layered and
cropped left-right and up-down to appear to be beyond
the cockpit window. The pertinent subset of the com-
bined panoramic and video display process employing
chroma-keyed transformations for the flight simulation
example is performed as follows:

1. Advancing to the next pixel in the panoramic stag-
ing buffer 203;
2. Performing the panoramic staging transformation
for that pixel at Block 204;
3. If a red, green, or blue component of the pano-
ramic pixel is outside the specified ranges of red,
green, and blue color to be chroma keyed, then go-
ing to step 1;
4. Selecting the corresponding pixel in the video
staging buffer 603 to be copied to the panoramic
staging buffer 203;
5. Transforming the video staging buffer 603 pixel
and combining it with the contents of the panoramic
staging buffer 203; and
6. Going to step 1.

[0079] Alternatively, the entire video image may be
copied first, and then the chroma-keyed panoramic im-
age may be copied for those panorama pixel values out-

side of the chroma key. In this way the pixels represent-
ing the cockpit interior would overwrite some of the pix-
els representing the video take-off and landings. In other
words, the pixels that represent the windows of the cock-
pit are not written and therefore leave that portion of the
video image visible.
[0080] It is noted that in one embodiment the chroma
key values are each represented as a range of values.
The use of ranges of chroma key values is of particular
importance when the video data packets are transmitted
from the source system to the target system in a com-
pressed transmission format. Typically, in compressed
transmissions the encoding and decoding of the com-
pressed data often results in a variation of values. In the
flight simulation example, employing chroma key rang-
es enables the process to anticipate a possibility of an
inaccurate value due to a decompression operation
which failed to preserve a precise red-green-blue pixel
color value.
[0081] It is also important to use ranges of chroma key
values when still images are transmitted, or if a com-
pression scheme is used, for example JPEG compres-
sion, which inherently introduces variations between
values before and after compression.
[0082] In another embodiment a separate chroma-
key panoramic image can be kept. This can be one bit
in the original panoramic image, or it can be a separate
image with a precise chroma-key value. The separate
chroma-key image, hereinafter referred to as a mask,
can permit or prohibit writing of the color image. The
mask may, for example, have one of two color values at
each of its pixels. A first chroma-key value means that
the mask is transparent and that the video image will
show through. A second chroma-key value is some oth-
er color that means the mask is opaque and thus blocks
the view of the video image.
[0083] In the flight-simulation example, the video pix-
els are drawn or not drawn depending on the state of
pixels in the panorama, which are static. In the video-
conferencing example, the video pixels are drawn or not
drawn depending on the value of pixels in the video,
which is moving, and so the mask would have to also
be a moving video image.
[0084] If a mask is maintained it can have the same
dimensions as the panorama. If the flight-simulation ex-
ample utilized such a mask it would be performed as
follows:

1. Advancing to the next pixel in the panoramic stag-
ing buffer 203;
2. Performing the panoramic staging transformation
for that pixel at Block 204, this step requires finding
the proper pixel in the panoramic image, say pixel
(i,j), and copying it to the panoramic staging buffer
203;
3. Finding the corresponding pixel in the mask, in
this embodiment the mask has the same dimen-
sions as the panoramic image, so mask pixel (i,j) is
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found;
4. If the mask pixel (i,j) does not have the chroma-
key value:

a. then the mask is opaque and the video is not
drawn, go to step 1;
b. else the mask is transparent, as in a trans-
parent cockpit window, so draw the video on the
panorama as defined in the steps below;

5. Calculating the corresponding pixel in the video
staging buffer 603 to be copied to the panoramic
staging buffer 203;
6. Copying the video staging buffer 603 pixel to the
panoramic staging buffer 203; and
7. Going to step 1.

[0085] If the mask is maintained it need not have the
same dimensions as the panorama but can be indexed
proportionally.
[0086] As discussed above, the combined panoramic
display and video display process is a display process
in which a scene is decomposed into static and dynamic
components. The panoramic image 201 is the static
component, while the provided over a network from a
server to a client, preferably the server first communi-
cates the panoramic image 201 to the client. The client
may then browse the local copy of the panoramic image
201. Next, the streaming video 601 is communicated
from the server to the client and integrated with the pan-
oramic image to form a combined display. Subsequent
transmission of scene data continues as an interleaving
mix of static panoramic image data and dynamic
streaming video data.

Claims

1. A method for displaying a composite image from a
stored environment map (201) of a panoramic
scene and from video data; the method comprising
the steps of:

selecting an orientation of the panoramic scene
(402);
rendering the environment map according to
the selected orientation of the panoramic scene
to generate a first image for the selected orien-
tation (202-206);

and characterised by comprising the steps of:

receiving (502) video data packets (601) that
include video image data;
assembling (504) the received video image da-
ta as a sequence of frames;
selecting (506) a sequence of video image data
for display;

transforming (708) the selected video image
data according to the selected orientation of the
scene;
synchronously combining (710) the trans-
formed image data and the first image to form
a composite image for the selected orientation
of the scene; and
displaying the composite image (210).

2. A method as set forth in claim 1, characterised in
that the transformed video image data is stored in
a video memory buffer (605) and the step of syn-
chronously combining further comprises the steps
of retrieving the transformed video image data from
the video memory buffer and embedding the trans-
formed video image data within the first video image
to form the composite image.

3. A method as set forth in claim 1 or 2, wherein the
step of transforming the selected video image data
comprises at least one of scaling, shearing, and
stretching the video image data.

4. A method according to claim 3, wherein the step of
transforming the selected video image data com-
prises scaling the video image data such that the
video data image is proportional to the first image.

5. A method as set forth in any preceding claim, further
characterised in that the step of selecting com-
prises evaluating a value of a pointer to a memory
location and retrieving the contents of the memory
location.

6. A method as set forth in claim 2, characterised in
that the step of embedding further comprises a step
of layering the transformed video image data and
the first image to form the composite image.

7. An image processing system for displaying a com-
posite image from a stored environment map (201)
of a panoramic scene and from video data; the sys-
tem comprising:

means for selecting an orientation of the pano-
ramic scene (402); and
means (202-205) for rendering the environ-
ment map according to the selected orientation
of the panoramic scene to generate a first im-
age for the selected orientation; and being
characterised by comprising:

means for receiving (602) video data pack-
ets (601) that include video image data;
means for assembling the received video
image data as a sequence of frames;
means for selecting a sequence of video
image data for display,
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means for transforming (708) the selected
video image data according to the selected
orientation of the scene;
means for synchronously combining (710)
the transformed video image data and the
first image to form a composite image for
the selected orientation of the scene; and
means for displaying the composite image
(210).

8. A system as set forth in claim 7, characterised in
that said means for receiving said video data pack-
ets comprises means for continuously receiving vid-
eo data packets that include image data and sound
data.

9. A system as set forth in claim 7 or 8, further com-
prising one or more video memory buffers (602,
603, 605).

10. A system as set forth in claim 7, 8 or 9, further com-
prising means for embedding said transformed vid-
eo image data within said first image to form said
composite image.

11. A system according to any of claims 7 to 10, further
comprising means for scaling, shearing and/or
stretching the video image data.

Patentansprüche

1. Verfahren zum Darstellen eines aus einer gespei-
cherten Umgebungskarte (201) einer Panorama-
szene und aus Videodaten zusammengesetzten
Gesamtbildes, wobei das Verfahren die folgenden
Schritte umfasst:

Auswählen einer Orientierungsrichtung der
Panoramaszene (402);

Ausgeben der Umgebungskarte entsprechend
der gewählten Orientierungsrichtung der Pan-
oramaszene, um für die gewählte Orientie-
rungsrichtung ein erstes Bild zu erzeugen (202
bis 206);

wobei das Ausgeben dadurch gekennzeichnet
ist, dass es die folgenden Schritte umfasst:

Empfangen (502) von Videodatenpaketen
(601) mit Videobilddaten;

Anordnen (504) der empfangenen Videobild-
daten als eine Folge von Einzelbildern;

Auswählen (506) einer Folge von Videobildda-
ten zum Anzeigen;

Umwandeln (708) der ausgewählten Videobild-
daten entsprechend der gewählten Orientie-
rungsrichtung der Bildszene;

synchrones Zusammenfügen (710) der umge-
wandelten Bilddaten und des ersten Bildes zu
einem Gesamtbild für die gewählte Orientie-
rungsrichtung der Bildszene; und

Anzeigen des Gesamtbildes (210).

2. Verfahren nach Anspruch 1, dadurch gekenn-
zeichnet, dass die umgewandelten Videobilddaten
in einem Videopufferspeicher (605) gespeichert
werden und der Schritt des synchronen Zusam-
menfügens ferner den Schritt des Abrufens der um-
gewandelten videobilddaten aus dem Videopuffer-
speicher und das Einfügen der umgewandelten vi-
deobilddaten in das erste Videobild umfasst, um
das Gesamtbild zu erzeugen.

3. Verfahren nach Anspruch 1 oder 2, bei welchem der
Schritt des Umwandelns der ausgewählten Video-
bilddaten zumindest die Maßstabsänderung, das
Beschneiden und Dehnen der Videobilddaten um-
fasst.

4. Verfahren nach Anspruch 3, bei welchem der
Schritt des Umwandelns der ausgewählten Video-
bilddaten die Maßstabsänderung der Videobildda-
ten in der Weise umfasst, dass die Videobilddaten
dem ersten Bild proportional sind.

5. Verfahren nach einem der vorigen Ansprüche, wel-
ches ferner dadurch gekennzeichnet ist, dass
der Schritt des Auswählens das Bewerten eines
Wertes eines Zeigers auf einen Speicherplatz und
das Abrufen des Inhalts dieses Speicherplatzes
umfasst.

6. Verfahren nach Anspruch 2, dadurch gekenn-
zeichnet, dass der Schritt des Einfügens ferner ei-
nen Schritt des Übereinanderlegens der umgewan-
delten Videobilddaten und des ersten Bildes zu ei-
nem Gesamtbild umfasst.

7. Bildverarbeitungssystem zum Anzeigen eines aus
einer gespeicherten Umgebungskarte (201) einer
Panoramaszene und aus Videodaten zusammen-
gesetzten Gesamtbildes, wobei das System Fol-
gendes umfasst:

ein Mittel zum Wählen einer Orientierungsrich-
tung der Panoramaszene (402); und

Mittel (202 bis 205) zum Ausgeben der Umge-
bungskarte entsprechend der gewählten Ori-
entierungsrichtung der Panoramaszene, um
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für die gewählte Orientierungsrichtung ein er-
stes Bild zu erzeugen,

dadurch gekennzeichnet, dass die Mittel Folgen-
des umfassen:

ein Mittel zum Empfangen (602) von Videoda-
tenpaketen (601) mit videobilddaten;

ein Mittel zum Auswählen einer Folge von Vi-
deobilddaten zum Anzeigen;

ein Mittel zum Umwandeln (708) der ausge-
wählten Videobilddaten entsprechend der ge-
wählten Orientierungsrichtung der Bildszene;

ein Mittel zum synchronen Zusammenfügen
(710) der umgewandelten Videobilddaten und
des ersten Bildes zu einem Gesamtbild für die
gewählte Orientierungsrichtung der Bildszene;
und

ein Mittel zum Anzeigen des Gesamtbildes
(210).

8. System nach Anspruch 7, dadurch gekennzeich-
net, dass das Mittel zum Empfangen der Videoda-
tenpakete ein Mittel zum kontinuierlichen Empfan-
gen von Videodatenpaketen mit Bilddaten und Ton-
daten umfasst.

9. System nach Anspruch 7 oder 8, welches ferner ei-
nen oder mehrere Videopufferspeicher (602, 603,
605) umfasst.

10. System nach Anspruch 7, 8 oder 9, welches ferner
ein Mittel zum Einfügen der umgewandelten Vide-
obilddaten in das erste Bild umfasst, um das Ge-
samtbild zu erzeugen.

11. System nach einem der Ansprüche 7 bis 10, wel-
ches ferner ein Mittel zur Maßstabsänderung, zum
Beschneiden und/oder zum Dehnen der Videobild-
daten umfasst.

Revendications

1. Un procédé d'affichage d'une image composite à
partir d'une carte d'environnement (201), mémori-
sée, d'une scène panoramique et à partir de don-
nées vidéo; le procédé comprenant les étapes con-
sistant à :

sélectionner une orientation de la scène pano-
ramique (402);

restituer la carte d'environnement selon l'orien-

tation sélectionnée de la scène panoramique,
afin de générer une première image pour
l'orientation (202 à 206) sélectionnée;

et caractérisé par le fait de comprendre les étapes
consistant à :

recevoir (502) des paquets de données vidéo
(601), qui comprennent des données d'image
vidéo;

assembler (504) les données d'images vidéo
reçues, sous forme de séquence de trames;

sélectionner (506) une séquence de données
d'images vidéo pour affichage;

transformer (708) les données d'image vidéo
sélectionnées selon l'orientation sélectionnée
de la scène;

combiner, de façon synchrone (710), les don-
nées d'image transformées et la première ima-
ge, pour former une image composite pour une
orientation sélectionnée de la scène; et

afficher l'image composite (210).

2. Un procédé selon la revendication 1, caractérisé
en ce que les données d'image vidéo transformées
sont stockées dans un tampon de mémoire vidéo
(605) et l'étape de combinaison synchrone com-
prend en outre les étapes de récupération des don-
nées d'image vidéo transformées, à partir du tam-
pon de mémoire vidéo, et l'incorporation des don-
nées d'image vidéo transformées dans la première
image vidéo, pour former l'image composite.

3. Un procédé selon la revendication 1 ou 2, dans le-
quel l'étape de transformation des données d'image
vidéo sélectionnées comprend au moins l'une par-
mi la mise à l'échelle, le découpage et l'étirement
des données d'image vidéo.

4. Un procédé selon la revendication 3, dans lequel
l'étape de transformation des données d'image vi-
déo sélectionnée comprend la mise à échelle des
données d'image vidéo, de manière que l'image de
données vidéo soit proportionnelle à la première
image.

5. Un procédé selon l'une quelconque des revendica-
tions précédentes, caractérisé en outre en ce en
l'étape de sélection comprend l'évaluation d'une va-
leur d'un pointeur à un emplacement mémoire et la
récupération des contenus de l'emplacement mé-
moire.
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6. Un procédé selon la revendication 2, caractérisé
en ce que l'étape d'incorporation comprend en
outre une étape de mise en couche des données
d'image transformées et de la première image, pour
former l'image composite.

7. Un système de traitement d'image pour l'affichage
d'une image composite à partir d'une carte d'envi-
ronnement (201), mémorisée, d'une scène panora-
mique et à partir de données vidéo; le système
comprenant :

des moyens pour sélectionner une orientation
de la scène panoramique (402);

des moyens (202 à 205) pour restituer la carte
d'environnement selon l'orientation sélection-
née de la scène panoramique, pour générer
une première image pour l'orientation sélec-
tionnée; et

caractérisé par le fait de comprendre :

des moyens pour recevoir (602) des paquets
de données vidéo (601), comprenant des don-
nées d'image vidéo;

des moyens pour assembler les données
d'images vidéo reçues, sous forme de séquen-
ce de trames;

des moyens pour sélectionner une séquence
de données d'images vidéo pour l'affichage;

des moyens pour transformer (708) les don-
nées d'image vidéo sélectionnées, selon
l'orientation sélectionnée de la scène;

des moyens pour combiner de façon synchrone
(710) les données d'image transformées et la
première image, pour former une image com-
posite pour l'orientation sélectionnée de la scè-
ne; et

des moyens pour afficher l'image composite
(210).

8. Un système selon la revendication 7, caractérisé
en ce que lesdits moyens pour recevoir lesdits pa-
quets de données vidéo comprennent des moyens
pour recevoir de façon continue des paquets de
données vidéo, comprenant des données image et
des données son.

9. Un système selon la revendication 7 ou 8, compre-
nant en outre un ou plusieurs tampons de mémoire
vidéo (602, 603, 605).

10. Un système selon la revendication 7, 8 ou 9, com-
prenant en outre des moyens pour incorporer les-
dites données d'images vidéo transformées dans
ladite première image pour former ladite image
composite.

11. Un système selon l'une quelconque des revendica-
tions 7 à 10, comprenant en outre des moyens pour
mettre à l'échelle, découper et/ou étirer, les don-
nées d'images vidéo pour l'affichage.
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