
 Puripool 
Engineered Pool Water  

 
  

  
CUSTOMER NAME: ______________________________________  REFERRED BY: _______________________________ 

ADDRESS: __________________________________________________________________________________________  

PHONE: ______________________  EMAIL: _______________________________ GATE CODE: _______________ 

DOGS IN YARD/NOTES ABOUT ENTERING YARD: __________________________________________________________  

POOL DIMENSIONS     Length: ______  Width: ______  Max Depth: ______              POOL VOLUME: __________________  

BODY OF WATER: □ Pool and Spa □ Pool Only □ Spa Only POOL TYPE:     □ Gunite     □ Painted     □ Fiberglass 

WATER CONDITION:     □ Clear     □ Cloudy     □ Green/Algae       FILTER:  □ Sand   □ D.E.   □Cartridge  

WATER DISPOSAL: □ Septic Tank (water will be drained into the street)  □ Sewer System (if clean out is not visible, water will be drained into the street) 

SANITIZER:    □ Chlorine     □ Bromine     □ Salt     □ UV     □ Copper     □ Other: ____________  

CHOOSE ONE OF THE FOLLOWING RUN TIME OPTIONS: 

□ THE WATER PURIFICATION CAN BE RUN OVERNIGHT 

□ THE WATER PURIFICATION MUST BE RUN DURING THE DAY ONLY BETWEEN THE HOURS OF: ___________________ 

PLEASE NOTE WHERE YOU WOULD LIKE US TO PARK OUR 24’ TRAILER: _______________________________________  

__________________________________________________________________________________________________ 

__________________________________________________________________________________________________ 

__________________________________________________________________________________________________  

YOU MAY FILL OUT THE FORM BELOW IN THE “BEFORE” COLUMN, OR YOU MAY ATTACH A VERIFIED CHEMICAL 

READING FROM A COMPANY. IN ORDER FOR US TO BE ABLE TO PURIFY YOUR WATER, THE TDS MUST BE LOWER 

THAN 6,000 PPM AND THERE MAY NOT BE ANY CHLORINE IN YOUR WATER ON THE DAY OF THE PURIFICATION. 
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Engineered Pool Water  

 
 
 
 
 
 
 

  BEFORE  IDEAL RANGE  AFTER  

Chlorine  
  
  
  

3.0 – 5.0 ppm  
2.0 – 4.0 ppm (SWCG)  

  

Water PH  
  
  
  

7.4 – 7.6  
  

Total Alkalinity  
  
  
  

80 – 120 ppm  
  

Calcium Hardness  
  
  
  

200 – 400 ppm  
  

Cyanuric Acid  
  
  
  

30 – 50 ppm  
60 – 80 ppm (SWCG)  

  

Total Dissolved Solids  
  
  
  

3000 Maximum 
(Exception for SWCG)  

  

 

__________________________________________________________________________________________________ 

Office Use Only: 

Date of Purification: __________________________ Technician: ______________________ Price: ______________ 

JOB NOTES: ________________________________________________________________________________________  

__________________________________________________________________________________________________ 

__________________________________________________________________________________________________ 

__________________________________________________________________________________________________  

 


