
 

 

Thank you for your purchase of the MPS Premium Target System!  Here you will find a set of brief 
assembly instructions for the Premium KYL Rack.  We’ve gone through great lengths to produce the 
most reliable match-grade target system on the market.  If assembled correctly, and placed on 
solid ground, you should experience zero target failures for many matches to come.  Enjoy your new 
KYL Rack, and we hope your next match is a success! 

Double KYL Rack: To assemble the Double KYL Rack, follow the steps below: 

Step 1:  It is easiest if you lay the parts on a flat bench or floor. Begin to assemble per the images 
below. 

 

 

Step 2:  Once you have added all the parts as shown above, add the second upright and 4 of the 
lock nuts as shown below.  Start the nuts using two 7/16” wrenches. Do not fully tighten the 4 lock 
nuts until Step 5.  

 

 

 

 

 

 

 

 



Step 3:  Add the 4 lower carriage bolts and nuts. Start the nuts with a 7/16” wrench but leave them 
loose enough to add the bases in the next step. 

 

 

 

 

Step 4:  Install the bases per the picture below. 
Tighten the 4 lower nuts with a 7/16” wrench. 

 

 

 

 

 

Step 5:  With the KYL rack standing upright on flat 
ground, ensure that everything is straight and 
square, then tighten the upper 4 lock nuts using 
two 7/16” wrenches.  

 

 

 

 

Step 6:  Add your targets and blocker plates.  The 
assembly is now complete. Enjoy! 

 

 

 

 

 



Standard KYL Rack: To assemble the Standard KYL Rack, follow the steps below: 

Step 1:  It is easiest if you lay the parts on a flat bench or floor. Assemble per the images below. 

 

 

 

Step 2:  Once you have added all the parts as shown above, add the second upright and 3 of the 
lock nuts as shown below.  Start the nuts using two 7/16” wrenches. Do not fully tighten the 3 lock 
nuts until Step 5.  

 

 

 

 

Step 3:  Add the 4 lower carriage bolts and nuts. 
Start the nuts with a 7/16” wrench but leave them 
loose enough to add the bases in the next step. 

 

 

 

 

 



Step 4:  Install the bases per the picture below. Tighten the 4 lower nuts with a 7/16” wrench. 

 

 

 

 

 

 

 

 

 

 

 

Step 5:  With the KYL rack standing upright on flat ground, ensure that everything is straight and 
square, then tighten the upper 3 lock nuts using two 7/16” wrenches. 

 

Step 6:  Add your targets and blocker plate.  The assembly is now complete. Enjoy! 

 


