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Acralight Solar’s UL Listed mechanical smoke vent is tested to the 
requirements of the UL 793 Standard. Options include curb mount or 
VHOI�ÀDVKLQJ��GRPHG�OLGV�IRU�QDWXUDO�GD\OLJKWLQJ��LQVXODWHG�PHWDO�OLGV��DQG 
louvered bases for natural ventilation. Galvanized steel or aluminum 
construction, SkyArc domes in SkyTough UL 972 Listed glazing, with 
smooth or prismatic lenses. Listed units from 10 psf to 30 psf live loads. 
Features a UL/FM fusible link, outside and/or inside manual release.

Listed Double Lid Smoke Vent 
&XUE�0RXQWHG�RU�6HOI�ÀDVKLQJ�RU�8/�/LVWHG�/RXYHUHG�%DVH

Acralight Solar offers a wide selection of UL Listed drop-out smoke 
and heat vents, tested to the rigorous requirements of the UL 793 
Standard. Features an aluminum frame and standard smooth 
domes or prismatic domes, with options for either curb mounted or 
VHOI�ÀDVKLQJ��)RU�RSWLPXP�VDIHW\��DGG�DQ�RSWLRQDO�26+$�FRPSOLDQW�
fall-protection screen Model FPS.

    Drop-out Heat and Smoke Vent
&XUE�0RXQWHG�RU�6HOI�ÀDVKLQJ
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CURB MOUNTED
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W / INSULATION
SHOWN

ULDO-CM
CURB MOUNTED
SHOWN

ROUGH OPENING

ROUGH OPENING

9" OR 12" 

Model No. Example:  4896 S-ULSV2D-CM-ST-MF-OR 
4896 Galvanized Steel frame-UL Listed Smoke Vent-Dual Lid-Curb Mount-Sky-Tough-
Mill Finish Outside Release

Model No. Example:  4896 A-ULDO-CM-ST/AC-MF-FPS 
4896 Aluminum frame-UL Listed Drop-Out Smoke Vent-Curb Mount-Sky-Tough-Acrylic 
Clear Mill Finish Fall Protection Screen

Listed Smoke Vents

 ALUMINUM GALVANIZED STEEL

  MODEL A-ULSV2D-CM (or SF)            MODEL S-ULSV2D-CM (or SF)

MODEL ROUGH OPENING MODEL ROUGH OPENING
4848 48" x 48" 4848 48" x 48"
6060 60" x 60" 6060 60" x 60"

  MODEL A-ULSV2D-CM (or SF)            MODEL ULSV2D-CM (or SF)

MODEL ROUGH OPENING MODEL ROUGH OPENING
4872 48" x 72" 4896 48" x 96"
4896 48" x 96" 6072 60" x 72"
6072  60" x 72" 6096 60" x 96"
6096  60" x 96" 

 
Note: Add IR to Model for an Inside manual release 
         Add OR to Model for an Outside manual release 
         Add L3 to Model for Louvered base   
Optional Electrothermal Links available for electronic operation of smoke vent.  

MODEL ULDO

MODEL ROUGH OPENING MODEL ROUGH OPENING
5555 48" x 48" 5596 48" x 90"
5556 48" x 60" 55102 48" x 96"
5578 48" x 72" 

ULDO-SF
SELF-FLASHING
SHOWN

ULDO-CM
CURB MOUNTED
SHOWN

ROUGH OPENING

OPTIONAL  ACRA-GUARD
FALL PROTECTION SCREEN (FPS)


