Standard Dome Skylight

Curb Mounted or Self-flashing

Acralight Solar’s aluminum curb mounted or self-flashing skylight
provides unsurpassed quality and performance for residential,
commercial and industrial applications. Glazing options include
clear, white, grey or bronze acrylic, white SkyTough UL 972 Listed
glazing or impact modified prismatic acrylic.

Operable Dome Skylight

Curb Mounted or Self-flashing

Acralight Solar’s operable skylight available as a curb mounted
or self-flashing unit provides all of the features of a standard fixed
skylight with a lifting mechanism that opens the dome portion for
ventilation and a standard insect screen. Available in manual and
electric operation for residential, commercial and industrial applications.

Fixed: MODEL A-S-CM (or SF) - Operable: MODEL A-OP-CM (or SF)

MODEL ROUGH OPENING MODEL ROUGH OPENING
1414 14 V4" x 14 V4" 4848 * 48" x 48"

1919 19" x 19" 5555 55" x 55"

2222 22 a"x 22 Va" 7070 70 V4" x 70 V4"
3030 30 " x 30 V4" 7575 75" x 75"

3737 37" x 37" 8484 84" x 84"

4242 42" x 42" 9292 92 72" x 92 V2"
4646 46 72" x 46 V4"

MODEL ROUGH OPENING MODEL ROUGH OPENING
1422 14 " x 22 V4" 3496 34" x 96"

1446 14 V4" x 46 4" 3746 37" x 46 V4"
2230 22 V4" x 30 V4" 3775 37" x 75"

2237 22 4" x 37" 3859 38" x 59"

2246 22 4" x 46 V4" 4669 46 74" x 69 5"
2272 22 V4" x 72" 4689 46 74" x 89 "
2296 22 4" x 96" 4896 * 48" x 96"

3037 30 V4" x 37" 5460 54" x 60"

3046 30 " x 46 V4" 6072 * 60" x 72"

3069 30 %" x 69 72" 6096 60" x 96"

3096 30 %" x 96"

*Available with SkyArc dome design and Sky-Tough white glazing (ST).
For other sizes please consult the factory.

Fixed Model No. Example: 2246 A-S-CM-AW/AC-BP

2246 Fixed Aluminum frame Skylight-Curb Mount-Acrylic White over Acrylic
Clear-Bronze Painted finish.

Operable Model No. Example: 2246-A-OP-CM-AW/AC-BP

2246 Aluminum frame Qperable skylight-Curb Mount-Acrylic White over Acrylic
Clear-Bronze Painted finish.

Glass Skylight

Curb Mounted or Self-flashing

Acralight Solar’s flat glass Skylight is available as a fixed or
operable unit, curb mounted or self-flashing options available.
The quality framing system is designed to be glazed with all
types of glass including energy efficient glazing options.

For residential, commercial and industrial applications.
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MODEL A-G-CM (or SF) SQUARE

MODEL ROUGH OPENING MODEL ROUGH OPENING
1414 14 V4" x 14 v 3030 30 4" x 30 %"
1919 19" x 19" 3737 37" x 37"
2222 22 Vi" x 22 V4"

MODEL A-G-CM (or SF) RECTANGULAR
MODEL  ROUGH OPENING MODEL  ROUGH OPENING
1422 14 4" x 22 V" 2272 22 Vi x 72"
1446 14 V4" x 46 V4" 2296 22 V4" x 96"
2230 22 V4" x 30 V4" 3037 30 %" x 37"
2237 22 Vi x 37" 3046 30 4" x 46 V4"
2246 22 Vi" x 46 V4"

Custom sizes with multiple glass lites available (please contact factory for details).
All sizes available with energy efficient low E glass in clear or tinted colors.
Note: Minimum 2:12 pitch required.

Model No. Example: 2246 A-G-CM-GC/GC-BP

(dual glazed insulated glass specified)

2246 Aluminum frame Glass-Curb Mount-Glass Clear/over Glass Clear -Bronze
Painted finish.

Model No. Example: Operable 2246 A-OP-CM-GC/GC-BP

(dual glazed insulated glass specified)

2246 Aluminum frame Operable Glass-Curb Mount-Glass Clear/over Glass Clear-
Bronze Painted finish.




