
Glass & Glazing Tape

Description NORTON PVC Description 
1173-008 FG3000S45-8’ 

1531-008 1/16" X 3/8" X 8’ V982BL 

1173-016 FG3000S45-16’ 

1531-016 1/16” X 3/8” X 16’ V982BL

1174-008 FG3000S90-8’ 1532-008 1/8” X 3/8” X 8” V984BL 
1174-016 FG3000S90-16’ 1532-016 1/8” X 3/8” X 16’ V984BL 

1530-008 1/32” X 3/8” X 8’ V981BL 
1530-016 1/32” X 3/8” X 16’ V981BL

Glass is generally ready for shipment 10-14 work days from date the order is received.  
Dual sealed glass units have an estimated lead time of 6 weeks.  Please contact us for 

current lead times, price quotes, & estimated shipping costs. 
By ordering frames and glass together in 1 lite kit, we mitigate the risk of mismatching 

glass to frame, which can jeopardize an entire application's compliance with building & fire 
codes. 
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In partnership with Glass can be ordered separately or in a lite kit complete with appropriate frame & tape. 

Part # Fire Rated Glass Recommended  Model 
603-205 Pyran Platinum F (Filmed 3/16”) 110/110B 
603-207 Pyran Platinum L (Laminated 5/16”) 110/110B 
607-506 PyroSwi¼” ss 110/110B
608-211 ¼” Nu-Wire Safety Glass 110/110B 

Non-Rated Glass  
604-406 ¼” Clear Tempered 110/110B 
605-410 ⅜” Clear Tempered 110/110B 
606-412 ½” Clear Tempered 110/110B 
617-420 ¼” Tempered – Acid Etched 110/110B 
629-427 ¼” Grey Tempered 110/110B 
630-459 ¼” Grey Mirrorpane Tempered 110/110B 
631-470 ¼” Tempered Reeded Glass 110/110B 
632-471 3/16” Tempered Rain Glass 110/110B 
615-275 ¼” Arctic White Laminated 110/110B 
616-276 ⅜” Arctic Snow White Laminated 110/110B 
622-256 ¼” Clear Laminated .030 AS1 110/110B 
623-257 ⅜” Clear Laminated .030 AS1 110/110B 
624-258 ½” Clear Laminated .030 AS1 110/110B 
625-259 ½” Clear Laminated .060 Interlayer 110/110B 
626-263 5/8” Clear Laminated .060 Interlayer 110/110B 
627-277 ¼” Polar White Laminated .030 110/110B 
628-150 ¼” Mirror (One Sided) 110/110B 
609-1000 ½” Dual Sealed Unit – No Argon 118MD/118D 
610-1000 5/8” Dual Sealed Unit – No Argon 118MD/118D 
611-1000 1” Dual Sealed Unit – No Argon 118MD/118D 
613-1000 5/8” Dual Sealed Unit – with Argon 118MD/118D 
614-1000 1” Dual Sealed Unit – with Argon 118MD/118D 
618-550 Polycarbo¼” nate 110/110B
619-552 ⅜” Polycarbonate 110/110B 
620-555 Polycarbo½” nate 110/110B
621-554 .236 Abrasion Resistant Polycarbonate 110/110B 
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