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KEMP Brand Introduction

Our specialty team has professional knowledge and sales experience in the aerospace industry. Quickly
analyzing the selection and configuration of tools for your working conditions. Improving the work
efficiency in various operational applications.

KEMP Industrial Tools provide you with the best solutions for aerospace applications. Provide total solution
of drilling, positioning, tightening, grinding, repairing and other related products for aerospace applications.

Application: fuselage, aerofoil, empennage, aircraft engines, landing gear, avionics, aviation interiors,
aviation spare parts, aircraft maintenance, etc.
Application materials: aluminum, titanium, various alloys, special steel, steel, composite materials, wood, etc.

I¢KEMP&&

Keep Reliable Kemp team provide 3 reliable elements to the customers:

Enhance Reliable enhance service - Professional team with localization service. Service quality in all
regions of the country. Guaranteed for Pre-sales & After-sales.

Manufacture Reliable manufacture quality - Years of international brands OEM. Excellent performance
and Outstanding quality. Guaranteed for Brilliant Quality.

Performance Reliable performance on value - The Brands of EU,USA & JPN all were produced by the same
factory. The same products and affordable price. Good value for the money and guaranteed.

¢ KEMP & &

Bespoke industrial tools.



INDEX

Aerospace Drilling Tools

Angle Head Air Drill P1~6
Heavy Duty Angle Head Air Drill PT
Air Drill P8~10
Aerospace Fastening Tools

Hi-Lok Installation Tools P12~14
Air Hydraulic Rivet Nuts Installation Tools P15~16
Aviation Blind Rivet Installation Tool P16
Air Hydraulic Blind Rivets Installation Tools P17
Air Rivet Hammer P18~20
Air Compression Riveting Tools P21~22
Body Installation Tools P23
kti 3i intelligence tools ser.

EPT Ser. Precision Torque Transducer Fastening Tools P25~30
EPF Transducer Screwdriver P31~32
ETS Ser. Torque Monitoring Electric Screwdriver P33~36
EBS Electric Screwdriver P37~38




INDEX

Bolt & Screw Tightening Tools

Air Tubenut Tools P40
Air Nutrunner P41
Air Screwdriver P41~42
Air Impact Wrench P43~44
Air Ratchet Wrench P45

Grinding Tools

Air Micro Die Grinder P4G~47
Air Die Grinder P48~49
Air Angle Grinder P50~51

Finishing Tools

Air Random Orbital Sander P52~55
Air Orbital Sander P56
Air Disc Sander P57
Air Belt Sander P58
Specialty Tools

Air Rivet Shaver P59
Specialty Tools P60

Manual Torque Tools

Adjustable Torque Wrench P61~62
Preset Torque Wrench P63
Digital Torque Wrench P64

Interchangeable Insert Tools Square End P65~67



Drilling Solutions

Model Number Nomenclature (Nomenclature Generation 2)

A[MA]-IR|S[5]0]6]D]4[5

A: Air Tools ‘ ‘
T: Tools Accessories

Specification Code

5:0.5 hp Horse power

06: 600rpm Free Speed - D: Degree
45: 45 Degree - 80: 80mm offset

MA: Angle Head Air Drill / Modular Air Drill 01: Ordinal - 2: 1/4"Chuck Size
MD: Air Drill _ L: Extended - H: Heavy
MN: Body Fastener Installation Tools C: Chuck * R: Reversible « F: Offset

AH: Angle Head
FH: Offset Angle Head

DC: Drill Chuck
Type Code
A: Type code - B: Type code - C: Cylindrical
Ser. code D: Degree - F: Offset
R:Rser. - D: Dser. H: Hex. - P: Pistol - S: Straight
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Drilling Tools

How to choose drill :

Step 1 Matenial
Step 2 Drilling Size
Step 3 Type

3.1 Handle Type

(Pistol, Straight, Angle, Angle Head)

3.2 Forward or Reversible
3.3 Horsepower and Strength
3.4 Free Speed

3.5 Collet type

[Key Chuck, Keyless Chuck, Threaded

Shank, Collet Chuck(Elastic chuck)]

Drill size and speed chart :

Handle Type

KEMP &5

- i

Pistol

Straight

Forward or Reversible

Angle

~

Angle Head

= =

Reversible

Forward

The drill size chart provides a list of standard size drill bits and speed for make decisions.

Pre-drilling to keep high efficiency suggestion. Drilling size more than 6mm(1/4") on Stainless Steel, Forged Seel,

Titanium Alloy. Drilling size more than 8mm(5/16") on Malleable Cast iron, Low Carbon Steel, Soft Cast Iron, Plastic.

Materia
Stainless Forged Titanium
Speed Steel Sesal
{m/min)
Drilling
Size 9-12 12-15
(mm)
3 1100 1750
4 840 1300
5 660 1050
6 550 880
8 420 660
10 330 630
12 280 440
13 260 400

Alloy

15-18

2700
2000
1600
1350
1000
800
700
630

Malleable
Castiron

24-33

2700
2000
1600
1350
1000
800
700
630

Low
Carbon
Steel

24-27

3000
2200
1800
1500
1100
900
750
700

Aluminum

Soft Cast Iron Alloy
Brass

Plastic

30-45

4000
3000
2400
2000
1500
1200
1000
920

Model Number Nomenclature (Nomenclature Generation 1)

Bronze

60-90

8000
6000
4800
4000
3000
2400
2000
1800

Magnesium

Alloy e
75-120 90-120
10400 11000
7800 8400
6200 6700
5200 5600
3500 4200
3100 3300
2600 2800
2400 2550

Al-MDIP|-|G|3[2]- P|0]6]R[2/0]- R

| K: Kit * R: Rotary Switch

A Air Tools ‘

M: Material Removal Tools

D: Drills - F: File = A: Aerospace Drills
C: Cut off = §: Saws

Handle Type:

A: Angle - E: Extend-D: D Handle
T: T Handle - H: Two Hand

G: Palm Handle(Gnp) = P: Pistol
S: Straight = V: Vertical

[

.

R: Free Speed(rpm)

B:Blow per Minute{bpm)

(counted by hundreds)

S: Stroke « P: Horse Power

(Counted by 0.1HP)

01: include the numbers below 0.1HP

1~9: Ordinal

Qutput Drive Size:
2:1/4"-3:3/8"/3"-4:1/2"1 4"

G: Gear Box » D: Drive = P: Pistol
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Angle Head Air Dirill

30 Degree Compact Angle Head Air Drill - Max. drilling capacity: 6.35mm

Features & benefits:

= Output 0.5HP Horse power high efficiency motor.

= 6 stage free speed apply for different materials.

m High quality ball bearing brings stronger durability.

= High precision motor and industrial durable vane.

m Air valves can be started slowly and speed control
during operation.

= Rubber grip brings comfortable rand educe
vibrations.

m Drill chuck Size: 1/4"-28T (F)

Horse Power Free Speed Length Weight Air Consumption

Model Color Ring Item No.
hp rpm mm kg I/s
AMA-RS506D30 0.5 500 289 0.85 5.66 Yellow 670 35 380
AMA-RS510D30 0.5 1000 289 0.85 5.66 B Green 670 35 381
AMA-RS524D30 0.5 2400 264 0.75 5.66 B Red 670 35 382
AMA-RS532D30 0.5 3200 264 0.75 5.66 B Blue 670 35 383
AMA-RS538D30 0.5 3800 264 0.75 5.66 [0 Gray 670 35 384
AMA-RS552D30 0.5 5200 264 0.75 5.66 M Orange 67035 385
AMA-RP506D30 0.5 500 284 0.98 378 Yallow 67035 386
AMA-RP510D30 0.5 1000 284 098 378 B Green 670 35 387
AMA-RP524D30 0.5 2400 254 0.81 378 B Red 67035 388
AMA-RP532D30 0.5 3200 254 081 378 B Blue 670 35 389
AMA-RP538D30 0.5 3800 254 0.81 3.78 B Gray 67035 390
AMA-RP552D30 0.5 5200 254 0.82 378 M Orange 67035391

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi

45 Degree Compact Angle Head Air Drill - Max. drilling capacity: 5.5mm

Features & benefits:
m Output 0.5HP Horse power high efficiency motor.
m 6 stage free speed apply for different materials.
= High quality ball bearing brings stronger durability.
= High precision motor and industrial durable vane.
= Air valves can be started slowly and speed control
during operation.
m Rubber grip brings comfortable rand educe

vibrations.
m Drill chuck Size: 1/4"-28T (F)

Model Horse Power Free Speed Length Weight Air Consumption oo Ring ftem No.
hp rpm mm kg Ifs
AMA-RS506D45 0.5 500 289 0.85 5.66 Yellow 670 35 340
AMA-RS510D45 0.5 1000 289 0.85 5.66 M Green 67035 341
AMA-RS524D45 0.5 2400 264 0.75 5.66 B Red 670 35 342
AMA-RS532D45 0.5 3200 264 0.75 5.66 B Blue 670 35 343
AMA-RS538D45 0.5 3800 264 0.75 5.66 i Gray 67035 344
AMA-RS552D45 0.5 5200 264 0.75 5.66 W Orange 670 35 345
AMA-RP506D45 0.5 500 284 0.98 3.78 Yellow 670 35 346
AMA-RP510D45 0.5 1000 284 0.98 378 M Green 67035 347
AMA-RP524D45 0.5 2400 254 0.81 378 B Red 67035 348
AMA-RP532D45 0.5 3200 254 0.81 378 B Blue 670 35 349
AMA-RP538D45 0.5 3800 254 0.81 378 B Gray 670 35 350
AMA-RP552D45 0.5 5200 254 0.82 3.78 M Orange 67035351

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi
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90 Degree Compact Angle Head Air Drill - Max. drilling capacity: 5.5mm

Features & benefits:

= Output 0.5HP Horse power high efficiency motor.

m 6 stage free speed apply for different materials.

= High quality ball bearing brings stronger durability.

m High precision motor and industrial durable vane.

= Air valves can be started slowly and speed control
during operation.

u Rubber grip brings comfortable rand educe
vibrations.

m Drill chuck Size: 1/4"-28T (F)

Model Horse Power Free Speed Length Weight Air Consumption ki Pt Order No.
hp rpm mm kg Ifs
AMA-RS506D90 0.5 500 281 0.84 5.66 Yellow 67035 352
AMA-RS510D90 0.5 1000 281 0.84 5.66 B Green 670 35 353
AMA-RS524D90 0.5 2400 256 0.75 5.66 B Red 67035354
AMA-RS532D90 0.5 3200 256 0.75 5.66 B Blue 670 35 355
AMA-RS538D90 0.5 3800 256 0.75 5.66 B Gray 670 35 356
AMA-RS552D90 0.5 5200 256 0.75 5.66 M Orange 67035357
AMA-RP506D90 0.5 500 276 0.97 378 Yellow 67035 358
AMA-RP510D90 0.5 1000 276 097 378 M Green 670 35 359
AMA-RP524D90 0.5 2400 246 08 378 B Red 670 35 360
AMA-RP532D90 0.5 3200 246 08 378 B Blue 670 35 361
AMA-RP538D30 0.5 3800 246 08 378 B Gray 670 35 362
AMA-RP552D90 0.5 5200 246 081 378 M Orange 67035 363

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi

360 Degree Compact Angle Head Air Drill - Max. drilling capacity: 5.5mm

Features & benefits:

m Output 0.5HP Horse power high efficiency motor.

m 6 stage free speed apply for different materials.

= High quality ball bearing brings stronger durability.

= High precision motor and industrial durable vane.

m Air valves can be started slowly and speed control
during operation.

u Rubber grip brings comfortable rand educe
vibrations.

m Drill chuck Size: 1/4"-28T (F)

Model Horse Power Free Speed Length Weight Air Consumption okt item No.
hp rpm mm kg Ifs
AMA-RS506D360 0.5 500 290 0.95 5.66 Yellow 67035 364
AMA-RS510D360 0.5 1000 290 0.95 5.66 B Green 67035 365
AMA-RS524D360 0.5 2400 265 0.85 5.66 M Red 670 35 366
AMA-RS532D360 0.5 3200 265 0.85 5.66 B Blue 670 35 367
AMA-RS538D360 0.5 3800 265 0.85 5.66 I Gray 670 35 368
AMA-R5552D360 0.5 5200 265 0.85 5.66 Orange 670 35 369
AMA-RP506D360 0.5 500 285 108 3.78 Yellow 67035 370
AMA-RP510D360 0.5 1000 285 108 378 B Green 67035371
AMA-RP524D360 0.5 2400 255 0.91 3.78 B Red 67035372
AMA-RP532D360 0.5 3200 255 091 378 B Blue 670 35373
AMA-RP538D360 0.5 3800 255 091 3.78 B Gray 67035374
AMA-RP552D360 0.5 5200 255 0.92 378 MOrange 67035375

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi

Drilling Tools



Angle Head Air Dirill

Air Drill Motors

Features & benefits:

u Output 0.5HP Horse power high efficiency motor.

m 6 stage free speed apply for different materials.

= High quality ball bearing brings stronger durability.

= High precision motor and industrial durable vane.

m Air valves can be started slowly and speed control
during operation.

u Rubber grip brings comfortable rand educe

-

vibrations.
Model Horse Power Free Speed Length Weight Air Consumption Color Ring ltem No.
hp rpm mm kg I/s
AMA-RS506 0.5 500 180 0.65 5.66 Yellow 670 35 301
AMA-RS510 0.5 1000 180 0.65 5.66 B Green 670 35 302
AMA-RS524 0.5 2400 155 0.55 566 B Red 670 35 303
AMA-RS532 0.5 3200 155 0.55 5.66 B Blue 670 35 304
AMA-RS538 0.5 3800 155 0.55 5.66 0 Gray 670 35 305
AMA-RS552 0.5 5200 155 0.55 566 HOrange 670 35 306
AMA-RP506 0.5 500 175 077 378 Yellow 670 35 307
AMA-RP510 0.5 1000 175 0.77 378 M Green 670 35 308
AMA-RP524 0.5 2400 145 06 378 B Red 670 35 309
AMA-RP532 0.5 3200 145 0.6 378 B Blue 670 35 310
AMA-RP538 0.5 3800 145 0.6 3.78 W Gray 67035 311
AMA-RP552 05 5200 145 0.61 3.78 MOrange 67035312

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi
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Angle Head Air Drill Acc.

Acc.
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Heavy Duty Angle Head Air Drill

1hp 90 Degree Heavy Duty Angle Head Air Drill - Max. drilling capacity: 8mm

Features & benefits:

u Output THP Horse power high efficiency motor.

= 3 speed ranges can meet various material requirements. - e

= High quality ball bearing brings stronger durability. [ WKEMP

= High precision motor and industrial durable vane. :

m Air valves can be started slowly and speed control
during operation.

m Drill chuck Size: 1/4"-28T (F)

Drill chuck : Air
—_— et e Horse Power  Free Speed Length Weight Consumption i
inch hp rpm mm kg I/s
AMA-RS1005H 1/4"-28T (F) 1.0 500 330 1.50 5.66 670 35 401
AMA-RS1010H 1/4"-28T (F) 1.0 1000 330 150 5.66 670 35 402
AMA-RS1035H 1/4"-28T (F) 1.0 3500 300 126 5.66 670 35 403
Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi
1hp 90 Degree Heavy Duty Angle Head Air Drill With Drill Chuck - Max. drilling capacity: 8mm
Features & benefits:
= Output THP Horse power high efficiency motor.
= 3 speed ranges can meet various material requirements.
= High quality ball bearing brings stronger durability.
= High precision motor and industrial durable vane.
= Air valves can be started slowly and speed control
during operation.
- jn:)glllla::rl}c:ize Horse Power Horse Power Free Speed  Length Weight Gonsnﬁl; ption s
inch inch mm hp rpm mm kg I/s
AMA-RS1005HC 3/8-247 3/8 10 10 500 330 167 5.66 67035411
AMA-RS1010HC 3/8-24T7 3/8 10 1.0 1000 330 167 5.66 67035412
AMA-RS1035HC 3/8-247 3/8 10 1.0 3500 300 143 5.66 67035413

Air Pressure: Air Inlet Size 1/4 inch = Min_ Air Hose ID 3/8 inch » Recommend Air Pressure 90psi




Air Drill

KEMP &

A-MDP-G Air Drill

Features & benefits:

u Output 0.4HP, drill capability @6mm(1/4™)

and below.

m Industrial collet chuck brings high precision

and service life.

= Air valves can be started slowly and speed control

during operation.

m High precision motor and industrial durable vane.

= Rubber grip brings comfortable rand

educe vibrations.

=
LY

Model ?’ﬁlr:[:: St = PH:N?:r SI::}-}:d S Weeighl CnnsAulrrnptinn ltem No.
inch inch mm hp rpm mm kg I/s
A-MDP-G21-P04R52 3/8-247 1/4 6 04 5200 143 072 424 17035121
A-MDP-G21-P04R38 3/8-247 1/4 6 04 3800 143 0.72 4.24 17035122
A-MDP-G21-P04R32 3/8-247 1/4 6 04 3200 143 0.72 4.24 17035123
A-MDP-G21-P04R24 3/8-247 1/4 6 04 2400 165 0.81 4.24 17035124
A-MDP-G21-P04R10 3/8-247 1/4 6 04 1000 165 0.81 4.24 17035127
Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose |D 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 1/4"Dnll Chuck Key
Remark: m Key Chuck : Fixed size drilling bit.
m Keyless Chuck : Replacement drilling bit.
A-MDP-G Pistol Reversible Air Drill
Features & benefits:
u Output 0.4HP, drill capability @6mm(1/4™)
and below.
m Industrial collet chuck brings high precision
and service life.
m Air valves can be started slowly and speed control
during operation.
m High precision motor and industrial durable vane.
u Rubber grip brings comfortable rand
educe vibrations.
Spindle : Horse Free : Air
Model Tﬁread . Power Speed S Weeighl Consumption  ltem No.
inch inch mm hp rpm mm kg I/s
A-MDP-G21-P04R31-R 3/8-247 1/4 6 04 3100 195 0.76 3.16 17035223
A-MDP-G21-P0O4R20-R 3/8-24T 1/4 6 0.4 2000 195 0.76 3.16 17035225

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi

Included accessories: 1x 1/4"Coupler = 1x 1/4"Dnll Chuck Key

Remark: m Key Chuck : Fixed size drilling bit.

m Keyless Chuck : Replacement drilling bit.
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___ ArOill |

A-MDP-G Air Drill

Features & benefits:
= Output 0.6HP, drill capability &13mm(1/2")
and below.
m Industrial collet chuck brings high precision
and service life.
= Air valves can be started slowly and speed control
during operation.
m High precision motor and industrial durable vane.
= Rubber grip brings comfortable rand
educe vibrations.
m Large size drill suggest operate with side handle

Spindle : Horse Free : Air
Model Tﬁread St Seeb Power Speed Langth Waight Consumption  ltem No.

inch inch mm hp rpm mm kg I/s
A-MDP-G22-P06R250 3/8-24T 1/4 6 0.6 25000 140 0.74 7.56 17004 320
A-MDP-G22-PO6R56 3/8-24T 1/4 6 06 5600 185 0.95 7.56 17004 321
A-MDP-G22-PO6R40 3/8-24T 1/4 6 06 4000 185 1 7.56 17004 322
A-MDP-G32-PO6R28 3/8-24T 3/8 10 06 2800 200 1 7.56 17004 334
A-MDP-G42-PO6R05 1/2-20T 172 13 06 500 240 14 7.56 170 04 345

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose |D 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 1/4"Drill Chuck Key(A-MDP-G22-P06R250 / A-MDP-G22-PO6R56 / A-MDP-G22-P06R40)
1x 1/4"Coupler = 1x 3/8"Drill Chuck Key(A-MDP-G32-PO6R28)
1x 1/4"Coupler = 1x 1/2"Drill Chuck Key - 1x Side Handle(A-MDP-G42-PO6R05)
Remark: m Key Chuck : Fixed size drilling bit.
m Keyless Chuck : Replacement drilling bit.

A-MDP-G Reversible Air Drill

Features & benefits:
u Output 0.6HP, drill capability &13mm(1/2")
and below.
= Industnial collet chuck brings high precision
and service life.
= Air valves can be started slowly and speed control
during operation.
= High precision motor and industrial durable vane.
u Rubber grip brings comfortable rand
educe vibrations.
= Large size dnll suggest operate with side handle

Spindle : Horse Free : Air
Model Tzread Chuck Size Power Speed Length Weight Consumption  ltem No.
inch inch  mm hp rpm mm kg I/s
A-MDP-G32-PO6R20-R 3/8-24T 3/8 10 0.6 2000 215 1 7.56 170 04 435
A-MDP-G42-PO6R07-R 1/2-20T 172 13 06 700 252 14 7.56 170 04 447

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 3/8"Drill Chuck Key(A-MDP-G32-POER20-R)
1x 1/4"Coupler = 1x 1/2"Drill Chuck Key = 1x Side Handle(A-MDP-G42-P06R07-R)
Remark: m Key Chuck : Fixed size drilling bit.
m Keyless Chuck : Replacement drilling bit.
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Air Drill

KEMP &#&

A-MDP-G Air Drill

Features & benefits:

u Output 1.0HP, drill capability &13mm(1/2")

and below.

m Industrial collet chuck brings high precision

and service life.

= Air valves can be started slowly and speed control

during operation.

m High precision motor and industrial durable vane.

= Rubber grip brings comfortable rand

educe vibrations.

m Large size drill suggest operate with side handle

Model ?.'F:Ir:‘;ls Chuck Size Pngm; SI;:]: d Length Weight CnnsAL:rrn ption [ Hem b
inch inch mm hp rpm mm kg I/s
A-MDP-G22-P10R210 3/8-24T 1/4 b 10 21000 225 1 7.56 17004 520
A-MDP-G32-P10R35 3/8-24T 3/8 10 10 3500 218 11 7.56 17004 533
A-MDP-G32-P10R26 3/8-24T 3/8 10 10 2600 218 11 7.56 17004 534
A-MDP-G42-P10R06 1/2-20T 1/2 13 10 600 258 15 7.56 17004 548
Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose |ID 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 1/4"Dnll Chuck Key(A-MDP-G22-P10R210)
1x 1/4"Coupler = 1x 3/8"Drill Chuck Key(A-MDP-G32-P10R35 / A-MDP-G32-P10R26)
1x 1/4"Coupler = 1x 1/2°Drill Chuck Key - 1x Side Handle(A-MDP-G42-P10R06)
Remark: m Key Chuck : Fixed size drilling bit.
m Keyless Chuck : Replacement drilling bit.
A-MDP-G Reversible Air Drill
Features & benefits:
= Output 1.0HP, drill capability &13mm(1/2")
and below.
m Industrial collet chuck brings high precision
and service life.
Air valves can be started slowly and speed control
during operation.
= High precision motor and industrial durable vane.
u Rubber grip brings comfortable rand
educe vibrations.
m Large size drill suggest operate with side handle
Spindle . Horse Free . Air
Model Tﬁread Chuck Seer Power Speed L sexi Wit Consumption  |tem No.
inch inch mm hp rpm mm kg I/s
A-MDP-G32-P10R28-R 3/8-241  3/8 10 10 2800 234 11 7.56 17004 634
A-MDP-G32-P10R15-R 3/8-247 3/8 10 1.0 1500 234 1 7.56 170 04 636
A-MDP-G42-P10R05-R 1/2-201 172 13 10 500 272 16 7.56 170 04 648
A-MDP-G42-P10R02-R 1/2-201 172 13 10 250 272 16 7.56 170 04 649

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi

Included accessories: 1x 1/4"Coupler = 1x 3/8"Drill Chuck Key (A-MDP-G32-P10R28-R / A-MDP-G32-P10R15-R)

1x 1/4"Coupler = 1x 1/2"Drill Chuck Key = 1x Side Handle(A-MDP-G42-P10R05-R / A-MDP-G42-P10R02-R)
Remark: m Key Chuck : Fixed size drilling bit.

m Keyless Chuck : Replacement drilling bit.
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Engineered Fastening Tools

Model Number Nomenclature

J:J Ser. Type
F: Offset - H: Hex. Tip
P: Pistol - S: Straight /Socket

HT: Offset Hi-Lok Installation Tools

Spec.
5:0.5 hp Horse Power
A: Air Tools 05: 500rpm Free Speed
(Actual specifications are

Emlmaal_m_é indicated in the text)
Al- [E[N|T]- [H[N|2|-[s[1]6[T{1]0]8]- V|
| L]

T: Tools Accessories

A: Air Tools V: Vacuum

D: Digital Module

E: Engineered Fastening Tools T:Traction Power(Nm)

Blow per Minute{bpm)

B: Blind Rivets (counted by hundreds)
N: Rivet Nuts _

H: Hammer Rivets S: Stroke

S: Rivet Shaver R: Free Speed(rpm) (counted by hundreds)

Handle Type: 1~9: Ordinal

A: Angle - P: Pistol

S: Straight - T: T Handle N: Standard - M: Motor - 1: Wired 1M Length

3: Wired 3M Length - L: Low Vibration

G: Gear - H: Air Hydraulic - A: Air Rivet Shaver

S: Split - P: Pistol - B: Bucking Bar 1:5/16 - 2:3/8 - 3:7/16 - 4:1/2 - 5:9/16 - 6:5/8
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Offset Hi-Lok Installation Tool

KEMP &&

Offset Straight / Pistol Grip Hi-Lok Air Motor

Features & benefits:

m Output 0.5HP lubrication-free motor.

= 500 RPM free speed for regular operations.

m High quality ball bearing brings stronger durability.

m High precision motor and industrial durable vane.

m Progressive air intake lever can flexibly control the speed.
m Use with Offset Hi-Lok Head.

| MEEMP |

Modal Horse Power Free Speed Length Weight Air Consumption Item No.
hp rpm mm kg Ifs
AHT-RS505 0.5 500 180 0.65 5.66 676 35103
AHT-RP505 0.5 500 L5 077 378 676 35102
Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Acc.
L 24 a L 24 s
13| 0 13 __JLT_
— P = 3 M i =
— ™ Lo | I
+ .l"* b =1 w
=l
Bl :
[ o o
. Bbld eld
o 146 4 Lz |
g = 158.4 =l
L. 77 L. 176.2 J
80mm Offset Hi-Lok Head 80mm Offset Hi-Lok Head Extended

ltem No. 873 46 301 For RS & RP

ltem No. 873 46 302 For RS & RP

1.5-7.5Nm Shut-off Offset Pistol Grip / Angle Head Hi-Lok Air Motor

Features & benefits:

m Shut-off type clutch : Corresponding to the tightening of different soft and

hard joints. High accuracy.

m External torque adjust ring: quick adjust the required target torque value.
m Ergonomics Handle and low vibration. Bring the comfortable feeling for the

operator.
m Mechanism reinforcement with upgrade gear & clutch, increase tool life.
m Shut-off
Model Horse Power Free Speed
Nm rpm
AHT-XP75 S 390
AHT-XAT5 1.5-7.5 340

o

N KEMF

W EEMP

Length Weight Air Consumption Item No.
mm kg I/s
215 115 13.2 676 32103
350 1.3 13.2 676 32 203

Air Pressure: Air Inlet Size 1/4 inch - Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi

Acc. 223

| 28 g0 | i

3

=

]

80mm Shut-off Offset Hi-Lok Head
ltem No. 873 35321 For XP & XA
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Offset Hi-Lok Installation Tool

Acc.-Selection table for Hi-Lok Hex. Tip & Sockets (Metric system)

13

428

= 283

- O 1.5mm

[ o |
=6 8| _L[EEﬁ ©

1.5x12.7mm Hi-Lok Hex. Tip 'tem No. 87335305
2;; 8 0 2.0mm
==
2.0x12.7mm Hi- Lak Hex. Tip temNo. 87335306
25 i s 2:;23_:5 : - __  025mm
@; 5| H——— ==
2.5x12.7mm Hi-Lok Hex. Tip ftem No. 873 35 307
o} = 2323 4 = 2 3.0mm
& I H=———1=n
3.0x12.7mm Hi-Lok Hex. Tip ftem No. 87335 308

6 =]

o7
@ 156 _, 127
4’0) el

©k

6x12.7mm Hi-Lok Sockets  Item No.

7x12.7mm Hi-Lok Sockets  ltem No.

283

e

| 156 _ 127 |

8x12.7mm Hi-Lok Sockets  Item No.

o83

[azg M

Wi
4

9x12.7mm Hi-Lok Sockets
2

34 L | 156 _ 127 |
[ = .- =l
@ Hi

10x12.7mm Hi-Lok Sockets ltem No.
28.3
I.; 156 _,_127 _|

12x12.7mm Hi-Lok Sockets Item No.
83

[ i B

14x12.7mm Hi-Lok Sockets Item No.

CrSmm
-7
|

Q!

. 87335405

[
i =]
=l
@_ig

I.I.'l-
w
w
=3
o

&
0
3
@_ig

87335407

C8mm
p—

87335

o, Qmm

8

8

. 87335409

a2
=
=
el

b

87335410

15
E

87335412

-.“-14rr|

87335414

25 P o ot 1.2MIM
] 11l 41 ; ]
=6 2 =
=
1.5 x 25.4mm Hi-Lok Hex. Tip ltemNo. 87335231
25 555 C2.0mm
= i 41
o jE—6
! 8 E_EE
2.0 x 25.4mm Hi-Lok Hex. Tip Item No. 873 35 232
a5 s _ 955 ©2.5mm
= 1= 41
Fo iH———— = ©
2.5 x254mm Hi-Lok Hex. Tip ftem No. 87335233
55.5 - 03.0mm
41 -
i‘.__ "
T @ E[ ______ = ;@g
3.0 x 25.4mm Hi-Lok Hex. Tip ltem No. 87335234
41
o7 156 54 | O5mm

5 :

|
5 x 25.4mm Hi-Lok Sockets Iem Mo. 87335431
= 41
o7 254

._)Emn\

’9; |

HE

6 x 25.4mm Hi-Lok Sockets ltem No. 8733
a, ek 15.6 25.4 O7mm
5') | |
7 % 25.4mm Hu-Lok Sockets Iltem No. 87335433
41
"9) 254 Emm
8 x 25.4mm Hi-Lok Sockets Item No. 873354
41
N 2, l.;l 156 254 | “l.;":'T_”‘
ltem Mo. 873 35435

9 x 25.4mm Hi-Lok Sockets
3 41

10 x 25.4mm Hi-Lok Sockets Item No. 873 3543

_ 41
o1

o

[ -

[ 156 254

=]
oy 'f
~Z 8.

12 x 25.4mm Hi- Lok Sockets ltem No.

41
254

e DY L 156 .
= |
{K@fl A — T
.,

14 x 25.4mm Hi-Lok Sockets Htem No. 873 35439

(=




Offset Hi-Lok Installation Tool

KEMP &5

Acc.-Selection table for Hi-Lok Hex. Tip & Sockets(Imperial)

42.8 0 1H6

23 ?L[_u %3 |

1/16"x1/2" Hi-Lﬁk Hex. Tip ltem No. 87346311

425 D 5164

2.5
| q_z_aa
__ |
= T=g i le= =-=

5/64"x1/2" Hi-Lok Hex. Tip  ltem No. 873 46 312
428

2o 283 ] —
@E&f::3<@

3/32"x1/2" Hi-Lok Hex. Tip  Iltem No. 873 46 313
428
28.3

o

25

1/8"x1/2" Hi-Lok Hex. Tip  Item No. 873 35
283
156 |, 197 L3018
i i [

3}'16"):1,"2" Hi-Lok Sockets

ltem No. 873 35 33
28.3

=

F 156 127 |

@ic
Al 3| =~
[y
P

7/32"x1/2" Hi-Lok Sockets  Item No. 873 35 332
28.3
1 o1
‘-"i{g{._ o= Fﬂ 127 ) o1,

&

O |

1/4"x1/2" Hi-Lok Sockets  Item No. 8?346
283
127

B e

9/32"x1/2" Hi-Lok Sockets  ltem No. 873 35 33

o 283

'*, e 'E,'. 156 _, 127

o, =

5/16"x1/2" Hi- Lok Sockets ltem No. 873 46 322
8.3

[ 156 .-_'h. 27 ]

e

11/32"x1/2" Hi-Lok Sockets Item No. 873 46 323
28.3

21y et d 458 __127 .| RoELS

=1 ©

3/8"x1/2" Hi-Lok Sockets
283
156 _, 177 o718

S
=

g
LS

w

[

[,
=
==
{=r]

O §

<

&
'3

ltem No. 873 46 324

,.{._9‘.1.}:

7/16"x1/2" Hi-Lok Sockets  Item No. 87346325

©1186

— 3

1/16"x1" H|-L0k Hex. Tip

ltem No. 873 46 314

555 0564

41

= ©

25 I
_'il_;_
e ol

5/64"x1" Hi-Lok Hex. Tip

29,

2
25 AT 41

ltem No. 873 46 315
- o332

=}

fe @?&%H—??—TEE-@

3/32"x1" Hi-Lok Hex. Tip

;.
Z5 41

Item No. 87346 316
018

o s ——— E?@T

1/8"x1" Hi-Lok Hex. Tip
41

Itern No. 873 35 318

2, oF 156 254 | 0316
%, % i : | E
3/16"x1" Hi-Lok Sockets ltem No. 873 35 334
41
o7 O7FI32
‘,o) r, 254 ! =T
7/32"x1" Hi-Lok Sockets ltem No. 873 35 335
41
é é 25.4 ! o4
1/4"x1" H|-Lok Sockets ltem No. 873 46 326
41
2, o7 156 254 | Doi32
~gx | I | '
9/32"x1" Hi-Lok Sockets ltem No. 873 35 336
41

[ U

[
e
ry

i

5/16"x1" Hi-Lok Sockets

_ R
ﬂfg e

41
254 211132

|
| |
Ot g &

ltem No. 873 46 327

£

=

Sy ="

/.‘_”

11/32"x1" H|-Lok Sockets

ltem No. 873 46 328

254 | oam

Item No_ 873 46 329

254 SEL

7/16"x1" Hi-Lok Sockets

Item No. 873 46 330
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Engineered Fastening Tools

KEMP Air Engineered Fastening Tools

User-friendly design with Light weight FRP body. Comfortable and reduce vibrations when operating.
Heavy duty tightening capacity and full range * Available installs with aluminum/steel/stainless steel.
Suitable for high-intensity rhythms and applications in different directions * KEMP is the specialist of

Engineered Fastening.

Efficiently ¥ Light Weight Composite Body
Rotation direction while User-friendly design, comfortable and
spinning in. reduce vibrations when operating.

# Digital Panel (Opt.)
Digital display for Air pressure
/ Traction Power / Counting.

Dual Button Switch &
Press lightly trigger for pulling
and spinning out.

B Universal joint
Bi-directional 360 universal joint
rotation air hose.

.

Rubber Boot
non-slip and protect cylinder base

from collision. Cushion mandrel collector

End of collector cushioned mandrel.

Button Switch &
Easy to operate for long-firing assembly operation.

Light weight composite boby &
Ergonomically designed, comfortable
and reduce vibrations when operating.

Digital Panel (Opt.)
Digital display for Air pressure
{ Traction Power / Counting.

.

Rubber Boot
non-slip and protect cylinder base
from collision.

Universal joint
Bi-directional 360 universal joint
rotation air hose.

15



Air Hydraulic Rivet Nuts Installation Tools

KEMP &&

A-ENT-HM2-506T157 M4-M10 Air Hydraulic Rivet Nuts Installation Tools

Setting Capacity mm M4-M10
i Stroke Length mm 6

Traction Power N 15700

Length mm 298

Hight mm 277

Weight kg 248

Air Inlet Size inch 1/4

Min. Air Hose ID inch 1/4

18 1 Recommend Air Pressure  psi 90-110
ltem No. 140 10 500

Included accessories:

1x 1/4"Coupler » 1x Universal joint = 1x Oiler
1% Threaded mandrel M10 Install on tool

4x Threaded mandrel : M4 M5 M6 M8

1x 5mm Hex_ key = 1x 2mm Hex. key

1x Wrench({10, 11mm) » 1x Wrench(27, 30mm)

Features & benefits:

m Blind nvet nuts M4-M10
{Aluminum/steel/stainless steel)

m High strength alloy steel stud.

= Rotation direction while spinning in.

m Press lightly trigger for pulling and
spinning out.

m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.

m Rubber Boot : non-slip and protect
in collision.

m Bi-directional 360 rotation air hose
universal joint.

A-ENT-HM2-508T245 M4-M12 Air Hydraulic Rivet Nuts Installation Tools

Setting Capacity mm M4-M12
4;7 Stroke Length mm 8

Traction Power N 24500
Length mm 298
Hight mm 305
Weight kg 261
Air Inlet Size inch 1/4
Min. Air Hose ID inch 1/4

"r e | Recommend Air Pressure  psi 90-110
ltem No. 140 10 502

|
4 Included accessories:
1x 1/4"Coupler » 1x Universal joint = 1x Oiler

1x Threaded mandrel M12 Install on tool

5x Threaded mandrel - M4 M5 M6.M8_.M10

1x 5mm Hex. key = 1x 2mm Hex. key

1x Wrench(10, 11mm) - 1x Wrench(27, 30mm)

Features & benefits:

m Blind nvet nuts M4 - M12
{Aluminum/steel/stainless steel)

= High strength alloy steel stud.

m Rotation direction while spinning in.

m Press lightly trigger for pulling and
spinning out.

m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.

m Rubber Boot : non-slip and protect
in collision.

m Bi-directional 360 rotation air hose
universal joint.

A-EAT-HN2-513T138-V Aviation Blind Rivet Installation Tools

Setting Capacity mm 1/8,5/32 3/16
Stroke Length mm 15

Traction Power N 13700

Length mm 265

Hight mm 305

Weight kg 197

Air Inlet Size inch 1/4

Min. Air Hose ID inch 1/4
Recommend Air Pressure  psi 90-110

Item No. 14110704

Included accessories:

1x 1/4"Coupler » 1x Universal joint » 2x Mult-Wrench
1x Deflector - 1x Rubber Boot » 1x 5mm Hex. key
1x Oiler « 1x Mandrel Collector

CherryMAX® is the registered trademark of Cherry Aerospace LLC.

" 4.375"
134 !'_1_433- ;

f

219"
H701B-456 STRAIGHT H781-456 OFFSET _|r_
NSN 5130-01-383-2027 MSM 5130-01-383-2025 38"
Mifitary Part Number M3518851 Military Part Number MB512852

Features & benefits:
m Rivet 1/8 5/32 3/16 match the CherryMax™
m Claws made with high-tensile alloy steel.
m Botton switch : Easy to handle for
Industrial long operation time.
m Cushion mandrel collector :
End of collector cushioned mandrel.
m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.
m Rivet vacuum ON/OFF switch speediness.
m Rubber Boot : non-slip and protect
in collision.
m Bi-directional 360 rotation air hose
universal joint.

5-716"

-
® L

|m H753A-456 RIGHT ANGLE

MEM 5130-01-302-2028
Military Part Number MB518852
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Air Hydraulic Blind Rivets Installation Tools |

A-EBT-HN2-520T49-V
5/32" Air Hydraulic Blind Rivets Installation Tools-Self Vacuum
inch 3/32,1/8,5/32

Reting Caputay mm 24,32, 40
Stroke Length mm 20

Traction Power N 4900
Length mm 301

Hight mm 274
Weight kg L7

Air Inlet Size inch 1/4

Min. Air Hose ID inch 1/4
Recommend Air Pressure psi 90

ltem No. 141 10 600

Included accessories:

1x 1/4"Coupler » 1x Nose Piece 4.0mm on tool

2x Nose Piece(2.4, 3.2mm) = 1x Deflector

1x Universal joint = 2x Multi-Wrench = 1x Rubber Boot
1x Mandrel Collector = 1x 5mm Hex. key = 1x Oiler

2x% 17x19mm Double Open-end wrench

Features & benefits:
m Rivet 2.4, 3.2, 4.0mm
(Aluminum/steel/stainless steel)

m Claws made with high-tensile alloy steel.

m Botton switch : Easy to handle for
Industrial long operation time.

m Cushion mandrel collector :

End of collector cushioned mandrel.

m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.

m Rivet vacuum ON/OFF switch speediness.

m Rubber Boot : non-slip and protect
in collision.

m Bi-directional 360 rotation air hose
universal joint.

A-EBT-HN2-522T90-V
3/16™ Air Hydraulic Blind Rivets Installation Tools-Self Vacuum
inch  5/32,3/16

Setting Capacity e 40,48
Stroke Length mm 22

Traction Power N 9000
Length mm 298

Hight mm 305
Weight kg 1.9

Air Inlet Size inch 1/4

Min. Air Hose ID inch 1/4
Recommend Air Pressure psi 90

ltem No. 14110601

Included accessories:

1x 1/4"Coupler » 1x Nose Piece 4.8mm on tool

2% Nose Piece(4.0, Monobolt 4.8mm) = 1x Deflector
1x Universal joint = 2x Multi-Wrench = 1x Rubber Boot
1x Mandrel Collector » 1x 5mm Hex. key » 1x Qiler

2x% 17x19mm Double Open-end wrench

Features & benefits:
m Rivet 4.0. 4. 8mm
(Aluminum/steel/stainless steel)
m Claws made with high-tensile alloy steel.
m Botton switch : Easy to handle for
Industrial long operation time.

m Cushion mandrel collector :

End of collector cushioned mandrel.

m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.

m Rivet vacuum ON/OFF switch speediness.

m Rubber Boot : non-slip and protect
in collision.

m Bi-directional 360 rotation air hose
universal joint.

A-EBT-HN2-525T166-V
1/4" Air Hydraulic Blind Rivets Installation Tools-Self Vacuum

: : inch 3/16,1/4
Reting Caputay mm 48 64
Stroke Length mm 25
Traction Power N 16600
Length mm 329
Hight mm 321
Weight kg 25
Air Inlet Size inch 1/4
Min. Air Hose ID inch 1/4
Recommend Air Pressure psi 90
ltem No. 141 10605

Included accessories:

1x 1/4"Coupler = 1x Nose Piece 6.4mm on tool

3x Nose Piece( 4.8, Monobolt 4.8, Monobolt 6. 4mm)
1x Universal joint = 2x Multi-Wrench = 1x Rubber Boot
1x Mandrel Collector » 1x 5mm Hex. key » 1x Qiler

2% 17x19mm Double Open-end wrench = 1x Deflector
1x 19%21mm Double Open-end wrench
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Features & benefits:
= Rivet 4.8 64mm
(Aluminum/steel/stainless steel)
m Claws made with high-tensile alloy steel.
m Botton switch : Easy to handle for
Industrial long operation time.

m Cushion mandrel collector :

End of collector cushioned mandrel.

m Light weight composite boby and
ergonomically designed, comfortable
and reduce vibrations when operating.

m Rivet vacuum ON/OFF switch speediness.

m Rubber Boot : non-slip and protect
in collision.

m Bi-directional 360 rotation air hose
universal joint.



KEMP &%

AEH-RPH3 2-4mm Air Riveting Hammer Features & benefits:
Chisel Shank Size mm 10 m Available for aluminum Rivet 4-5mm.
i m User-friendly, light weight aluminum
) ) inch 3/32-5/32 body
Setting Capacity(Alum.) mm 24 m Different sizes for choice according to
Piston Diameter mm 14 impact and working space.
‘ = Progressive lever for flexible control
Piston Stroke mm 58 of rivet force
- Blow per Minute bpm 2300 m Rubber grip cover for comfortable
Length mm 135 and stable grip and reduce vibration
Weight kg 0.91 Included accessories:
Air Consumption I/s 14.68 1x 1/4"Coupler = 1x Chisel
Air Inlet Size inch 174 1x Beehive Retainer spring
Min_ Air Hose 1D inch 38 Chisel Shank Size:
Recommend Air Pressure  psi 90 l{" |'|
Item No. 14635103 @10 :_[‘
AEH-RPH4 4-5mm Air Riveting Hammer Features & benefits:
(B il e e mm 10 m Available for aluminum Rivet 4-5mm.
. m User-friendly, light weight aluminum
; : inch  5/32-3/16 bod
Setting Capacity(Alum.) OO e ) i
mm 4-5 m Different sizes for choice according to
Piston Diameter mm 14 impact and working space.
" = Progressive lever for flexible control
Piston Stroke mm 93 of fivet force
Blow per Minute bpm 1600 m Rubber grip cover for comfortable
L Length mm 175 and stable grip and reduce vibration
. - Included accessories:
Weight kg 107 1x 1/4"Coupler = 1x Chisel
Air Consumption Ifs 16.68 1x Beehive Retainer spring
Air Inlet Size inch 144 Chisel Shank Size:
Min. Air Hose ID inch 3l l/f_
Recommend Air Pressure psi 90 L t []
Item No. 146 35104 e | |,
Opt. Acc. 2mm 3mm
F . (=1 @ o L
Rivet Hammer Chisel s § S 8
= =] T =
@10mm Shank ﬂ—‘iJ[ S DN =) -
) _ G
\ 7 2 S . _wy A
Unit: mm Unit: mm
Item No. 846 35101 ltem No. 846 35 102
A-EHP-PN2-S61B28 1/8" Air Riveting Hammer Features & benefits:
i i inch 0.401 m Available for aluminum Rivet 2-3mm.
Chisel Shank Size s 10.19 m User-friendly, light weight aluminum
- bod
_ _ inch  3/32-1/8 i . _ _
Setting Capacity(Alum_) m Different sizes for choice according to
: = mm = impact and working space.
\ A Piston Diameter mm 143
Piston Stroke mm 61 Included accessories:
Blow per Minute bpm 2850 1x 1/4"Coupler =
Length mm 110 1x Quick Change Retainer spring
Weight
s : k=103 Chisel Shank Size:
Air Consumption I/s 424 P
Ai Inlet Size inch 114 []_:U ©)
Min. Air Hose ID inch 3/8 210.2(0.401") [
Recommend Air Pressure psi 90
ltem No. 146 35 202 *Short chisel handle only.

Opt. Acc
Rivet Hammer Chisel 0.401 Shank

R3,
o | o | | | s ﬁ_
: ) 2 |0 (] 2 | (&
g 12 g
ta |8 . =% |8 L =t | Le L, ——— a1
Unit: mm Unit: mm Unit: mm Unit: mm Unit: mm
tem No. 84621121 Iltem No. 84621122 ltem No. 846 21123 Item No. 84621124 ltem No. 846 21 125
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Air Rivet Hammer ‘

A-EHP-PN2-568B25 5/32" Air Riveting Hammer

Features & benefits:

. 1 inch 0.401 m Available for aluminum Rivet 2-4mm.
Chisel Shank Size R 10.19 m User-friendly, light weight aluminum
. - body

Setting Capacity(Alum.) Inch s m Different sizes for choice according to
= = am =5 impact and working space.
Piston Diameter mm 127
Piston S"O'_‘e mm 68 Included accessories:
Blow per Minute bpm 2580 1x 1/4"Coupler =
Length mm 140 1x Quick Change Retainer spring
Weight kg 153 < S
Air Consumption Vs 474 Chisel Shank Size: )
Air Inlet Size inch  1/4 gl I @|
Min. Air Hose ID inch 318 51020401 | t
Recommend Air Pressure psi 90 ' ) '
Item No. 146 35 203
A-EHP-PN2-5101B17 3/16" Air Riveting Hammer Features & benefits:

) ) inch 0401 m Available for aluminum Rivet 4-5mm.
Chisel Shank Size o 10.19 m User-friendly, light weight aluminum
; body

inch 5/32-316
Setting Capacity(Alum.) 45 m Different sizes for choice according to
- - i : impact and working space.
Piston Diameter mm 127
Fisn Strol_:e bl L, Included accessories:
Blow per Minute hpl'l"l 1740 1x 1!4"Cuupler =z
Length mm 180 1x Quick Change Retainer spring
Weight kg 13 ) )
Air Consumption Ifs 424 EhiselShank Slze'__
Air Inlet Size inch 114 ] m (O)
Min. Air Hose ID inch 318 mu.zmm-}\r_’[;
Recommend Air Pressure psi ap - an
ltem No. 146 35 204

Opt. Acc.
Rivet Hammer Chisel
0.401 Shank

1/8"

[d

@10.18

45

Uni: mm

Order No.

84613 103

19

m———— o )
Order No. 84613 101
5/32"
%J &
o Ul
o | — &
= | a5
ol 42 Unit: mm
Order No. 84613 104

— ;ff

Unit: mm

‘Order No. 84613102

3/16"

= f
g ¢
T
S 45 1] o
o |45 = Unit: mim
Order No. 846 13 105




Air Rivet Hammer

KEMP &

A-EHP-PN2-5115B18 1/4" Air Riveting Hammer

Features & benefits:

) ) inch 0.498 m Available for aluminum Rivet 5-6mm.
Sl s il mm 12 65 m User-friendly, light weight aluminum
. _ inch  316-1/4 body ) _
Setting Capacity(Alum_) e 56 u Different sizes for choice according to
Piston Diameter mm 19 impact and working space.
Piston Stroke mm 115 z
- Included accessories:
Blow per Minute bpm 1800 1x 1/4"Coupler -
Length nl:;" 22 1x Quick Change Retainer spring
Weight 1.33
Air Consumption I/s 6.36 Chisel Shank Size:
Air Inlet Size inch 114 \:U:U I/@\]
Min. Air Hose ID inch 38 W= [:
Recommend Air Pressure psi 30 212.65(0.498")
ltem Mo. 146 35 205
A-EHP-PN2-5123B17 5/16" Air Riveting Hammer Features & benefits:
) ) inch 0.498 m Available for aluminum Rivet 6-Bmm.
i e L B mm 12 65 m User-friendly, light weight aluminum
) . inch  1/4-5/16 bady
Setting Capacity(Alum.) o 6.8 m Different sizes for choice according to
’ Pisior Dirieker o 19 impact and working space.
Piston Stroke mm 123 :
Bl Mi b 1700 Included accessories:
s el P 1x 1/4"Coupler =
Length r:m 212 1x Quick Change Retainer spring
Weight g 14
Air Consumption Ifs 6.36 Chisel Shank Size:
Air Inlet Size inch 1/4
Min. Air Hose ID inch 38 ]:D @ '
Recommend Air Pressure psi 90 212.65(0.498" .L.
ltem No. 146 35 207
A-EHP-PN2-5159B12 3/8" Air Riveting Hammer Features & benefits:
Cisel SHar S inch 0.498 m Available for aluminum Rivet 8-10mm.
o bl mm 12 65 m User-friendly, light weight aluminum
) ) inch  5/16-3/8 body
Setting Capacity(Alum.) o 8-10 u Different sizes for choice according to
Piston Diameter - 19 impact and working space.
Piston Stroke mm 159 Included .
- ncluded accessories:
Blow per Minute bpm 1250 1x 1/4"Coupler -
= :;:"_9:" r:m 287 1x Quick Change Retainer spring
eight g 16
Air Consumption I/s 6.36 Chisel Shank Size:
Air Inlet Size inch 14 H
|
Min. Air Hose ID inch 38 :I] @)T
Recommend Air Pressure psi 90 or b))
ltem No. 146 35 209
Opt. Acc. 3/32 1/8"
Rivet Hammer Chisel s § ) & gl
0.498 Shank |DE’ Bj P 2
[ F 8|
45 g 100 45 'ef'_'__"' 100
———— Unit: mmi Un:rt: mm Unit: mm
Order No. 84613 111 Order No. 84613 112 Order No. 84613113
5/32" 3/16"
b & al &
5 % B 5 5 ®
5 L - g =
i) 5|
—43 2= S : a5 B 4 |
Unit: mm Unit. mm Un:rt: mm Unit: mm
Order No. 84613114 Order No. 84613 115 Order No. 846 13 116 Order No. 846 13 117
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Air Compression Riveting Tools

Compression Riveting Tools with jaw with Allicator jaw

Features & benefits:

m Rivet Size: 3/16" (4.75mm) _ L - i
m For rivets 1/16" (1.6mm) ~ 3/16" (4.8mm) 149217297

m Jaws in forged steel for excellent durability
m Light weight aluminum housing

= Rotating inlet for easier handling

149 21 261

-
149 '2-1 23P : 14921 262 i
i With C Jaw

149 21131 149 1 161
—_— Reach Alum. Pivee.ta: Steel Max Force  Length  Weight o No.
inch  mm inch  mm inch mm Ibs N mm kg
AEC-FS30A38 15 38 I8 B32 3/32 24 3000 13350 233 173 14921 231
AEC-FS18A76 3.0 76 3/32 24 1/16 16 1800 8000 273 2.05 149 21 232
AEC-FTE0A38 15 38 3/16 48 5/32 40 6000 26700 284 2.27 143 21 261
AEC-FT41A76 3.0 76 /8 | 32 3/32 24 4100 18240 343 273 149 21 262
AEC-FC30C38 15 38 /8 32 3/32 24 3000 13350 260 2.05 14921131
AEC-FC60C38 ik 38 3/16 48 5/32 40 6000 26700 356 250 149 21 161

Included accessories: 1x 1/4"Coupler

Remark :
u Please ordered with Max. Force, Rivet Dia. & the Closed height after rivet.
= Rivet sets is not incl. Please choose the nivet sets and size according to the riveting requirements.

Rivet Squeezer Accessories Choose the right squeezer and rivet set

Allicator jaw

; o A H G R
A Throat gap A inch mm inch mm inch mm inch  mm
H Closed height 1 AEC-FS30A38 5/8 16 5/6 21 1-5/8 40 1172 38
g ;O‘ELY""E gap AEC-FS18A76 3/4 19 11716 175 1-3/4 44 3 76
e AEC-FT60A38 548 16 56 21 158 40 1-1/2 38
AEC-FT41A76  3/4 19 11716 175 1-3/4 44 3 76

CJaw
A Throat ga A H G R

gap Lt inch mm inch mm inch mm inch mm

H Closed height
G Total yoke gap Al
R Reach

AEC-FC30C38 5/9 14 3/4 18 1-1/4 32 1-1/2 38
AEC-FC60C38 5/9 14 3/4 18 1-1/4 32 1-1/2 38

Accessories
Allicator jaw C Jaw
C38 C76
A H G
Model inch mm inch mm inch mm inch mm ltem No.

A3B 5/8 16 5/6 21 1-5/8 41 1-1/2 38 849 21 101
AT 3/4 19 11/16 175 1-3/4 x| 3 76 849 21103
C38 5/9 14 3/4 18 1-1/4 32 1-1/2 38 849 21104
C76 5/9 14 3/4 18 1-1/4 32 3 76 849 21 105
C101 5/9 14 3/4 18 1-1/4 32 4 101 849 21 106

Remark : C Jaw can be customized as needed.
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Air Compression Riveting Tools

KEMP&H&

Rivet sets D1: Head diameter / D2: Rivet diameter / L: body length  Unit: inch
Round Head ) ,/ i
E "ME . D1
ol U]a: 3 I\_ it
0437 | D2
D1=0.375 D1 =0.500
D2=0.187 D2 =0.250 D2 =0.21% D2=0273
L=1/8" 849 21 211 L=1/8" 849 21 231 L=1/8" 849 21 221 L=1/8" 849 21 241
B s 849 21 212 L=1/4" 849 21 232 L=1/4" 849 21 222 L=1/4" 849 21 242
L=3/8" 849 21 213 L=3/8" 849 21 233 L=3/8" 84921223 L=3/8" 849 21 243
L=1/2" 849 21 214 E=al 849 21 234 =t 849 21 224 L=1/2" 849 21 244
L=5/8" 849 21 235
L=3/4" 849 21 236
Brazier Head Flush Style Head
< D1 | = D1
o : [ o1 -
| 0437 | D2 [ 0437 | L | ‘
D1=0.375 D1 = 0.500
D2= 0312 D2=0312 D2=0391 Di=fot
L=1/8" 849 21 251 L=1/8" 849 21 261 L=1/8" 84921271 L=1/8" 849 21 331
L=1/4" 849 21 252 L=1/4" 849 21 262 L=1/4" 84921272 L=1/4" 849 21 332
L=3/8" 849 21 253 L=3/8" 849 21 263 L=3/8" 84921273 L=3/8" 849 21 333
=12 849 21 254 E=1/2" 849 21 264 =g 849 21 274 L=1/2" 849 21 334
L=5/8" 849 21 255 L=5/8" 849 21 265 L =5/8" 849 21 335
L=3/4" 849 21 256 L=3/M4" 849 21 266 L=3/4" 849 21 336
L=7/8" 849 21 257 L=7/8" 849 21 267 L=7/8" 849 21 337
=1 849 21 258 = 849 21 268
Universal Head
D1= 0375 D1 = 0.500
D2=0.187 D2 =0.250 D2 =0187 D2 =0.250 D2 =0.312
L=1/8" 84921281 L=1/8" 84921291 L=1/8" 84921301 L=1/8" 84921311 L=1/8" 84921321
L=1/4" 84921282 L=1/4" 84921292 L=1/4" 84921302 L=1/4" 84921312 L=1/4" 84921322
L=3/8" 84921283 L=3/8" 84921293 L=3/8" 84921303 L=3/8" 84921313 L=3/8" 84921323
L=1/2" 84921284 L=1/2" 84921294 L=1/2" 84921304 L=1/2" 84921314 L=1/2" 84921324
L=5/8" 84921285 L=5/8" 84921295 L=5/8" 84921305 L=5/8" 84921315 L=5/8" 84921325
L=3/4" 84921286 L=3/4" 849212% L=3/4" 84921306 L=3/4" 84921316 L=3/4" 84921326
L=7/8" 84921287 L=7/8" 84921297 L=7/8" 84921307 L=7/8" 84921317 L=7/8" 84921327
L=1" 849 21 288 L=1" 849 21 298 L=1" 849 21 308 L=1" 849 21 318 L=1" 849 21 328

Dimple Punch & Die Set (2pcs/Set)

TELY
PPPG G

0.187
1

I
0.187
T

=

a1

N

Dimple Punch & Die Set

Size
3/32" 84921201
1/8" 84921202
5/32" 84921203
6 mm 84921204
8 mm 84921205
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Body Fastener Installation Tool

AMN-RH320 Hex. Body Fastener Installation Tool

Features & benefits:

Horse Power hp 0.33 m Output 0.33HP lubrication-free motor.
Free Speed rpm 2000 m High precision motor and industrial durable
n Length mm 235 yane .
| J Weight kg 0.94 m Air valves can be started slowly during
. ; : high-speed operation, to protect workpiece.
I/s
A!r Gmsu_mpum - / h 3.16 = Rubber grip cover for comfortable
:"_r I"‘f ﬁ'ze = ::Eh ;ﬁ: and stable grip and reduce vibration
in. Air Hose
_ Recommend Air Pressure psi 20
ltem No. 644 35 101 E E E
AMN-RC320 Cylindrical Body Fastener Installation Tool Features & benefits:
Horse Power hp 0.33 = Output 0.33HP lubrication-free motor.
Free Speed rpm 2000 = High precision motor and industrial durable
Length mm 235 yane. )
: m Air valves can be slowly durin
Weight kg 11 Air val be started slowly during
; ; high-speed operation, to protect workpiece.
:!r I(;Tnsgmpum _I’ish i::e' m Rubber grip cover for comfortable
er "A? H'ZE i ::Eh 3:: o and stable grip and reduce vibration
in. Air Hose
Recommend Air Pressure psi 90 5=
ltem No. 644 35 102
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Air Screwdriver  Air Nutrunner

Model Number Nomenclature

Al -[B[s|s|-]s[2[3]-|R]1]o0[T[0]0]2]
A: Air Tools ‘ LJ ——

T: Torque(Nm)

B: Bolt Tightening Tools

S: Screwdriver R: Free Speed(rpm)
N: Nutrunner

Handle Type:

i . 1~9: Ordinal
A: Angle « P: Pistol « S: Straight
S: Shut-off -« C: Clutch Qutput Drive Size:
J: Jumbo Hammer - D: Twin Dog 0: Special or Other Size * 1: 4mm
H: Twin Hammer 2:1/4"+3:3/8"-4:1/2-6:3/4"+8:1"
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Tubenut / SZhEEBREBTE

KEMP &&

EHlR BSER StEEREIR

BaREing =
oliFEtANNaREERERSD - 7
FEBahiFE - HOEEES

AOEEHAECTHE

BRERE
EREEREREERN

WREFR
ERRE - EREhA DT EIEE
- BB OEYIEMINEE

» BE{birit

oEmEe0E - dEERELUuAES
TiFElR R T IREE

AOSEEBRY
Bs
A-BEA-502-R70T05
A-BEA-502-R23T14
A-BEA-S02-R15T20
A-BEA-S02-R11T24

Bs

A-BEA-502-R70T05
A-BEA-S02-R23T14
A-BEA-502-R15T20
A-BEA-S02-R11T24

RAESRFHOFESIES -
miARA%LRNTEGSEERR

c_). o
L
w
i @
G 2
b | F unit: mm
A-BEA-502-R70TOD5 A-BEA-S02-R15T20
A-BEA-502-R23T14 A-BEA-S02-R11T24
A B C D E
4 14 18 136 31
4 14 18 136 31
57.2 14 18 206 466
71 14 18 26.6 59
ERMaR~ MOEE =HEE £E
mm Nm rpm mrm
7,89,10,11,1213,14,151617 2~55 700 413
7,89,10,11,12,13,14,15,16,17 5~15 230 413
17,19,21,22 24 8~20 150 438
24,26,27,29,30,32 10~24 115 461

BSEOWFET: 14" SERNAE: 3/8" HELESE: 90psi
Bfig®: 1x1/4"SBiEL - I/
* & BT FEREEMEENESNRES  FEENEAE -

1675
167
1.84

21

F
40
40
48
59

EZin

I/s
13.2
13.2
13.2
13.2

58.8
58.8
83.2
1124

iTWEs

10232173
10232170
10232171
102 32172
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Air Nutrunner Air Screwdriver

A-BNA-S Sq. Air Nutrunner

Shut-off Type Clutch &
Easy to adjust torque and high accuracy.

Ergonomics Handle
Bring the oomforlable feeling for the operator.

Shut-off type

# Mechanism reinforcement
Upgrade gear & clutch, increase
tool life.

Torque fix Cover & ¥l External torque adjust ring
Aviod adjust torque by accident while operating. Quick adjust the required target
torgue value.

Machine Capability Index{CMK) >1.67, Tolerance range+10%

Dnve Size  Torque Free . Air Air Inlet Min. Air Recommend
Model (Square) Rargge Speed Leglt, | e Consumption ~ Size Hose ID AirPressure  ltem No.
inch Nm rpm mm kg /s inch inch psi
A-BNA-533-R10T030 3/8 0.5-30 1000 315 0.66 472 1/4 3/8 a0 102 04 300
A-BNA-533-R17T045 3/8 0.5-4.5 1700 370 o 5.68 1/4 3/8 90 102 04 301
A-BNA-533-R0O5T095 3/8 15-9.5 550 370 1.2 5.68 1/4 3/8 90 102 04 302
A-BNA-533-R0O3T180 3/8 3.0-18 300 370 14 5.68 1/4 3/8 90 102 04 303
A-BNA-533-R02T280 3/8 5.0-28 250 370 1.4 5.68 1/4 3/8 90 102 04 304

Included accessories: 1x 1/4"Coupler = 1x Ring Hanger
1x Torque adjust ring{ A-BMNA-533-R17T045, A-BNA-533-R05T095, A-BENA-533-R03T180, A-BNA-533-R0O2T280 only)

A-BSS5-S 1/4" Hex. Air Shut-off Screwdriver

Shut-off Type Cluich &
Easy to adjust torque and high accuracy.

Ergonomics Handle
Bring the comfortable feeling for the operator.

Shut-off type

Scale Window Torque fix Cover Strengthen Mechanism Mat_erial
Aviod adjustment by operator. Str_engthen gear and_ composite body
Torgue scale window manageable. to increased usage time.

Machine Capability Index{CMK) >1.67, Tolerance range+10%

Dnve Sze  Torgue Free Length Weight Air ) Air !nlei Min. Air Rmmend
Model {Hex ) Range  Speed Consumpfion  Size Hose ID AirPressure  Item No.
inch Nm rpm mm kg /s inch inch psi
A-BSS-523-R18T025 1/4 0.3-25 1800 200 0.51 467 1/4 3/8 90 10404103
A-BS5-523-RO8T040 1/4 0.8-40 800 200 0.51 467 1/4 3/8 90 104 04 105
A-BS5-523-R10T065 1/4 07-65 1000 231 0.85 9.17 1/4 3/8 90 104 04 107
A-BS5-523-R0O5T095 1/4 15-95 550 290 0385 9.17 1/4 3/8 90 10404 108

Included accessories: 1x 1/4"Coupler - 1x Ring Hanger » 1x Torque Ring
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A-BSP-S 1/4" Hex. Air Shut-off Screwdriver

Shut-off Type Clutch ®— ¥ Strengthen Mechanism Material
Easy to adjust torque and Strengthen gear and composite body
high accuracy. to increased usage time.

Shut-off type

Torque fix Cover
Aviod adjust torque by accident
while operating.

External torque adjust ring B—
Quick adjust the required target
torque value.

|
Three-way air intake design
Ergonomics Handle & The top, bottom, and rear are
Bring the comfortable convenient for adjustment in
feeling for the operator. different application directions.
Machine Capability Index{CMK) >1.67, Tolerance range+10%
Dnve Sze  Torgue Free Length Weight Air i Air !nlei Min. Air Rgoommend
Model {Hex)) Range  Speed Consumption  Size Hose ID  AirPressure  ltem No.
inch Nm rpm mm kg I/s inch inch psi

A-BSP-523-R18T025 1/4 0.3-25 1800 198 0.69 472 1/4 3/8 20 10404201
A-BSP-523-R10T035 1/4 0.5-35 1000 198 0.69 472 1/4 3/8 90 10404202
A-BSP-523-R22T060 1/4 10-60 2200 236 101 5.68 1/4 3/8 a0 10404204
A-BSP-523-R10T075 1/4 12-75 1000 236 101 5.68 1/4 3/8 a0 10404205
A-BSP-523-R0O5T110 1/4 30-11 500 236 101 5.68 1/4 3/8 a0 10404206
A-BSP-523-R03T180 1/4 3.0-18 300 236 113 5.68 1/4 3/8 a0 10404207

Included accessories: 1x 1/4"Coupler » 1x Ring Hanger » 1x Torque adjust Ring
1x Side Handle ( A-BSP-523-R22T060, A-BSP-523-R10T075, A-BSP-523-R05T110, A-BSP-523-R03T180 only )
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Impact Wrench  Ratchet Wrench

Model Number Nomenclature

Al-[B]1[P|-D[3]1]-[R]1]1[5[T]3 0]

A: Air Tools
C: Cordless Tools

B: Bolt & Screw Tightening Tools

I: Impact Wrench
R: Ratchet Wrench

INy

T: Torque(Nm)

R: Free Speed(m)

1~9: Ordinal

Handle Type:
A: Angle

D: D Handle D
P: Pistol

S: Straight

Output Drive Size:
0: Special or Other Size = 1: 4mm
2:1/4"+3:3/8"-4:1/2"-6:3/4" - 8. 1"

S: Shut-off = C: Clutch = J: Jumbo Hammer

D: Twin Dog « H: Twin Hammer

L:Pinless Hammer = P: Pin Clutch = R: Rocking Dog
A: Direct Drive Geared
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A-BIA-)46-R90T312 1/2" Sq. Air Impact Wrench Featuregf bengitta: F
Drive Size(Square) inch 1/2 m Impact mechanlsn? brlngs_ high speed
Max, Tongie Nm 312 and:o;:lue.. For h;_:;h efﬁiency and
pre-tightening on the work.
m The knob-type reverseable switc

E"* uS]PEEd P g{:go The knob-typ ble switch

en_g ) behind the handle good for moving in
Weight kg 15 a small space, and it is convenient and
Air Consumption I/s 52 quick to switch.
Air Inlet Size inch  1/4 m Ergonomics Grip,Bring the comfortable
Min_ Air Hose ID inch  3/8 feeling for the operator.

61

Recommend Air Pressure  psi 90 » Jumbo Hammer —
Item No. 103 12 300 b 5 €
®y @
/ TT b
- Il

Included accessories: |
1x 1/4"Coupler | ?‘ unit: mm

88

A-BIP-H46-R83T515 1/2" Sq. Air Impact Wrench Features & benefits:
Drive Size(Square) inch 12 m Impact mechanism brings high speed
Max. Torque Nm 515 and torque . For high efficiency and
Free Speed rpm 8300 pre-tightening on the work.
Length mm 149 m Light weight composite body. Comfortable
s feeling for the operator.
WElght - kg 13 m Forward and reverse with patent switch
Air Consumption Ifs 73 by finger control . Adjust speed turntable_
Air Inlet Size inch 1/4 » Twin Hammer
Min. Air Hose ID inch 3/8
Recommend Air Pressure psi 90 @
ltem No. 10312301 ~ G
-~
Included accessories:
1x 1/4"Coupler
A-BIP-H46-R78T678 1/2" Sq. Air Impact Wrench Features & benefits:
Drive Size(Square) inch 1/2 m Impact mechanism brings high speed
Max. Torque Nm 678 and torque . For high efficiency and
Free Speed rpm 7800 pre-tightening on the work.
Length mm 116 m Light weight composite body. Comfortable
. feeling for the operator.
WElght = kg 110 m Forward and reverse with patent switch
Air Consumption Ifs 9.08 by finger control . Adjust speed turntable.
Air Inlet Size inch 1/4 = Twin Hammer
Min. Air Hose 1D inch 3/8 6
Recommend Air Pressure psi 90 Q
Item No. 10312 303 -~ @
~
Included accessories:
1x 1/4"Coupler = 1x Ring Hanger
A-BIP-H46-R73T1085 1/2" Sq. Air Impact Wrench Features & benefits:
Drive Size(Square) inch 172 m Impact mechanism brings high speed
Max. Torque Nm 1085 and torque . For high efficiency and
Free Speed rpm 7300 pre-tightening on the work.
Length mm 174 m Light weight composite body. Comfortable
Weight kg 20 feeling for the operato r. _

. - m Forward and reverse with patent switch
Air Consumption Ifs 102 by finger control . Adjust speed turntable_
Air Inlet Size inch 1/4 = Twin Hammer
Min. Air Hose ID inch 3/8 ﬁ
Recommend Air Pressure psi a0 %
ltem No. 10312304 -~ w

”~

Included accessories:
1x 1/4"Coupler
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Air Ratchet Wrench

A-BCS-A00-R18T10 Thinner Head Air Ratchet Wrench

Socket Size

Max. Torque

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min. Air Hose ID
Recommend Air Pressure
ltem Mo.

/

mm
inch
Nm
rpm
mm
kg
Ifs
inch
inch
psi

6,7,81011,12
1/4,3/8

10

180

300

13

8.48

1/4

3/8

90
10532300

Features & benefits:

= Bolt tightening for narrow and distinct
Spaces .

m For pre-tightening. Strong impulse when
torque value reached. Than tightening
with Manual Torque Tools

Head Size: . 82 _

o T
o
=1

]

ﬁ‘ Pa
unit: mm _:: @ @ =

Included accessories:

1x 1/4"Coupler = 1x Ring Hanger

*Remark ;: Each tool need to order
with Socket

A-BCS-A01-R19T25 Thinner Head Air Ratchet Wrench

Socket Size

Max. Torque

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min. Air Hose ID
Recommend Air Pressure
ltem No.

»

mm
inch
Nm
rpm
mm
kg
I/s
inch
inch
psi

10,11,12,13,14,
1/2,9/16
25

220

332

192

14.16

1/4

3/8

90
10532301

Features & benefits:

m Bolt tightening for narrow and distinct
Spaces .

m For pre-tightening. Strong impulse when
torque value reached. Than tightening
with Manual Torque Tools

Head Size: - “*4 _

; e U
o P
unit mm ml‘- -\.@ ‘_r—|

Included accessories:

1x 1/4"Coupler - 1x Ring Hanger

*Remark : Each tool need to order
with Socket Size

A-BCS-A01-R15T90 Thinner Head Air Ratchet Wrench

10,11,12,13,14,

Features & benefits:
= Bolt tightening for narrow and distinct

i mm aces .
‘ Socket Size 15.16,17.18,19 B ?::r pre-tightening. Strong impulse when
o Max. Torque Nm 90 torque value reached. Than tightening
, Free Speed pm 150 . Jush Maruial Jomcqua Trole
Length mm 390 o
Weight kg 242 “’@:ﬂfr—[
Air Consumption I/s 236 h - .e.z,:—_l
Air Inlet Size inch  1/4 g-,.ré"a:’ & )
Min. Air Hose ID inch 3/8 Uit mm '6'.6'@—@)[— ]
: i Included accessories: 1x 1/4"Coupler
st Ll a0 *Remark : Each tool need to Drderp
ftem No. 105 32 302 with Socket Size
A-BRA-A33-R27T54 3/8" Sq. Air Ratchet Wrench Features & benefits:
Drive Size (Square) inch 3/8 m Bolt tightening for narrow space.
Max. Torque Nm 54 m For pre-tightening. Strong impulse when
Free Speed rpm 270 torque value reached. Than tightening
’ Length = 217 with Manual Torque Tools
: Weight kg 068 m Ergonomics Grip,Bring the comfortable
% - ; feeling for the operator.
: AlIERS S Vs 66 = Middle adjustable rotate 360° exhaust,
RISt SR inch 14 Prevent exhaust to the operator.
Min. Air Hose ID inch 3/8
Recommend Air Pressure psi 90 Included accessories:
Item No. 105 35 106 1x 1/4"Coupler
A-BRA-A43-R18T175 1/2" Sq. Air Ratchet Wrench Features & benefits:
Drive Size (Square) inch 1/2 m Bolt tightening for narrow space.
Max. Torque Nm 175 m For pre-tightening. Strong impulse when
Free Speed rpm 180 torque value reached. Than tightening
. Length i 317 with Manual Torque Tools
Weight kg 154 m Ergonomics Grip,Bring the comfortable
o - - feeling for the operator.
g A Emsimp. Vs 848 = Middle adjustable rotate 360° exhaust,
Air Inlet Size inch 174 Prevent exhaust to the operator.
Min_ Air Hose ID inch 3/8
Recommend Air Pressure psi 90 Included accessories:
ltem No. 10535112 1x 1/4"Coupler
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Grinding Tools

KEMP &&

Model Number Nomenclature

Al-|GIGIA]-IG[2]3] - [P|0]4[R]1]5[0]- R
| -

| | | R: Rotary Switch

A Air Tools 1: Generation
G: Grinding Tools R: Free Speed(rpm)
(counted by hundreds)

M: Micro Die Grinder

D: Die Grinder P: Horse Power

G: Grinder (Counted by 0.1HP)
01: include the numbers below 0_1HP

Handle Type:

A: Angle + E: Extend - P: Pistol 1~9- Ordinal

S: Straight = V: Vertical

_ Output Drive Size:
D: Drm_e * G: Gear Box 2:2"+3:3mm (1/8") /3" = 4:4" = 5. 5"
T: Turbine = L: Gearless _ 6: 6mm (1/4") /6"« 77"« 8. Bmm = 9:9"

Grinding Tools



Air Micro Die Grinder

A-GMS-D31-PO1R700 Air Pencil Micro Die Grinder
Collet Size

Horse Power

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min. Air Hose ID
Recommend Air Pressure

ltem No.

mm
hp
rpm
mm
kg
I/s
inch
inch
psi

3

0.1

70000

137

0.2

188

1/4

5/16

90
16035111

Features & benefits:

m Detail grinding to repair a mould,
chamfer or burr and so on.

m Adjustable speed rotate switch.

= Small diameter tiny design apply on
meticulous work.

m Back exhaust reduce noise.

Included accessories:
1x 1/4"Coupler
2% 9mm Open-end wrench

A-GMA-D31-P01R700 Right Angle Air Pencil Micro Die Grinder

Collet Size

Horse Power

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min_ Air Hose ID
Recommend Air Pressure
Item No.

mm
hp
rpm
mm
kg
I/s
inch
inch
psi

d

01

70000

150

0.23

188

1/4

5/16

90

160 35121

Features & benefits:
m Detail grinding to repair a mould,
chamfer or burr and so on.

m Angle head for grinding at tiny space
or special angle.

m Adjustable speed rotate switch.

m Small diameter tiny design apply on
meticulous work.

m Back exhaust reduce noise.

Included accessories:

1x 1/4"Coupler

1x 6mm Open-end wrench
1x 8mm Open-end wrench

A-GMS-D31-P02R800 Right Angle Air Pencil Micro Die Grinder

Collet Size

Horse Power

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min. Air Hose 1D
Recommend Air Pressure

[tem MNo.

mm
hp
rpm
mm
kg
/s
inch
inch
psi

3

0.2

80000

134

0.36

5.28

1/4

5/16

90
16035211

Features & benefits:

m Low vibrations, detail grinding to repair
a mould, chamfer or burr and so on.

m Adjustable speed rotate switch.

m Rubber grip brings comfortable and
reduce vibrations.

m Small diameter tiny design apply on
meticulous work.

m Back exhaust reduce noise.

m Industrial motor with needle bearing. High
strength fan blade extended service life.

Included accessories:
1x 1/4"Coupler
2% 9mm Open-end wrench

A-GMS-T32-P02R1000 Air Turbine Pencil Micro Die Grinder

Collet Size

Horse Power

Free Speed

Length

Weight

Air Consumption

Air Inlet Size

Min_ Air Hose ID
Recommend Air Pressure
ltem Mo.
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mm
hp
rpm
mm
kg
I/s
inch
inch
psi

3

0.2
100000
190

0.3

1.88

1/4

5/16

90

160 35311

Features & benefits:

m Low vibrations, detail grinding to repair
a mould, chamfer or burr and so on.

m Adjustable speed rotate switch.

m Rubber grip brings comfortable and
reduce vibrations.

= Small diameter tiny design apply on
meticulous work.

m Low noice back exhaust.

m Industrial motor with needle bearing. High
strength fan blade extended service life.

Included accessories:

1x 1/4"Coupler

1x 1/4" Open-end wrench
1x 3/16" Open-end wrench




A-GDS-D62-P04R280 Air Die Grinder Features & benefits:
Collet Size mm [ m High speed grinding chamfer or burr.
e T hp 04 m Low noice back exhaust.

m Light weight composite grip brings

EEEES (e SHIE 28000 comfortable and reduce vibrations.
Length mm 179 m Air valves started slowly during high-speed
Weight kg 0.49 operation, to protect workpiece.
Air Consumption I/s 472 m Industrial motor with needle bearing.
Al S inch 1/4 High strength vane extend service life.
Ll 'nc!.' 3/8 Included accessories:
Recommend Air Pressure psi 90 1x 1/4"Coupler
ltem No. 161 07 140 2% (14x17mm) Double Open-end wrench
A-GDS-D62-P06R210 Air Die Grinder Features & benefits:
Collet Size mm & m High speed grinding chamfer or burr.
T e hp 06 o tp:tnoitfeht:ack exhai:lst o
m Light weight compaosite grip brings
Fivadlisi el Lphix 21000 comfortable and reduce vibrations.
Length mm 198 m Air valves started slowly during high-speed
Weight kg 0.71 operation, to protect workpiece.
Air Consumption Ifs 5.68 m Industnal motor with needle bearing.
Air Inlet Sive inch 1/4 High strength vane extend service life.
Miafinbioss 1 mc!‘. 3/8 Included accessories:
Recommend Air Pressure psi 90 1% 1/4"Coupler
Item No. 161 07 160 1% 14mm Double Open-end wrench
1x 19mm Open-end wrench
A-GDS-D62-P10R200-R Air Die Grinder-Roller Switch Features & benefits:
Collet Size mm 6 = High speed grinding shaving chamfer or
Horse Power hp It burr and so on.
Free Speed rpm 20000 m High strength and durable steel body.
Length mm 995 [ Adjusta_ble speed rotate switch. .
Weight kg 125 o :-rll.d:si;al mt:or with ntt-;et‘ijle bea_inni;#
e Vs 994 igh strength vane extend service life.
Air Inlet Size inch 3/8 g
— inch o Included accessories:
Min. Air Hose IF) Inc‘ 1/ 1% 3/8"Coupler
Recommend Air Pressure psi 90 1% 14mm Open-end wrench
ftem No. 161 07 310 1x 19mm Open-end wrench
A-GDS-D62-P10R200 Air Die Grinder Features & benefits:
Collet Size mm 6 m High speed grinding shaving chamfer or
H P h 1 burr and so on.
F-:]rses mv;-r - 2000 m High strength and durable steel body.
ise.open m 0 m Adjustable speed rotate switch.
Length mm 225 w Industrial motor with needle bearing.
Weight kg 125 High strength vane extend service life.
Air Consumption Ifs 924 ]
Air Inlet Size inch 3/8 Includ:ad accessories:
Min. Air H D _ 1/2 1x 3/8"Coupler
in- AlrHose Inc‘ / 1x 14mm Open-end wrench
Recommend Air Pressure psi 90 1% 19mm Open-end wrench
ltem No. 161 07 311

48

Grinding Tools



Air Right Angle Dir Grinder / Air Extended Die Grinder

A-GDA-G62-P04R200 Right Angle Air Die Grinder

Features & benefits:

Collet Size mm 6 m High speed grinding chamfer or burr.
Ut e hp 0.4 m High strength bevel gear improve the
torque when grinding.
iR geid il 20000 B Lorju noice ba?:k ex:gust
LEaai i 193 m Light weight composite grip brings
Weight kg 0.59 comfortable and reduce vibrations.
Air Consumption I/s 7.56 m Air valves started slowly during high-speed
Air Inlet Size inch 1/4 operation, to protect workpiece.
Min. Air Hose ID inch 3/8 m Industrial motor with needle bearing.
T TR — psi 90 High strength vane extend service life.
ltem No. 161 07 240 g
Included accessories:
1x 1/4"Coupler
2x% (11x17mm) Double Open-end wrench
A-GDA-G62-P06R200 Right Angle Air Die Grinder Features & benefits:
Collet Size mm 6 m High speed grinding shaving chamfer or
Horse Power hp 06 E_“Ifﬂd_s’?ﬂon- o ario bri
m Light weight composite grip brings
EfeeSpend fom 20 cogmfcrtagle and ::iuce?.fil;:raﬁ;ﬁs_
Eh fn 196 m Low noice back exhaust.
Weight kg 0.81 m Air valves can be started slowly during
Air Consumption I/s 7.56 high-speed operation, to protect
Air Inlet Size inch 1/4 workpiece.
Min_ Air Hose ID inch 3/8 m Industrial motor with needle bearing.
T e e B psi 90 High strength vane extend service life.
Item No. 161 07 260 ;
Included accessories:
1x 1/4"Coupler - 1x Side handle
1x 11mm Open-end wrench
1x 14mm Open-end wrench
1x 4mm Hex. wrench
A-GDE-D62-P04R250 Extend Air Die Grinder Features & benefits:
Collet Size mm 6 m High speed grinding shaving chamfer or
T P hp 0.4 burr a_nd S0 Oon.
Free Speed rpm 55000 [ Ex‘tenzm body could operate at hole or
trough.
Eencn mm 303 o Lcw?mice back exhaust.
Weight kg 0.66 m Light weight composite grip brings
Air Consumption I/s 5.28 comfortable and reduce vibrations.
Air Inlet Size inch 1/4 m Air valves can be started slowly during
Min_ Air Hose ID inch 3/8 high-speed operation, to protect
Recommend Air Pressure psi 90 workpiece. ) ) .
e 16107 142 m Industrial motor with needle bearing. High
strength fan blade extended service life.
Included accessories:
1x 1/4"Coupler
2% (11x17mm) Double Open-end wrench
A-GDE-D62-P06R200 Extend Air Die Grinder Features & benefits:
Collet Size mm 6 m High speed grinding shaving chamfer or
o Power I B o i hol
m Extention y could operate at hole or
Free Speed rpm 20000 Wogh:
Exna i 330 m Low noice back exhaust.
Weight kg 1.28 m Light weight composite grip brings
Air Consumption Ifs 792 comfortable and reduce vibrations.
Air Inlet Size inch 1/4 m Air valves can be started slowly during
Min. Air Hose ID inch 3/8 high-speed operation, to protect
Recommend Air Pressure  ps 90 workpiece. : _ :
ltem No. 16107 162 m Industrial motor with needle bearing. High
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strength fan blade extended service life.

Included accessories:
1x 1/4"Coupler
2% (11x17mm) Double Open-end wrench



A-GGA-G 5" Air Angle Grinder

A-GGA-G55-P23R120 the highest power is one of 5 inch class air angle grinder. The governed motor design

when used under heavy load, the air intake switch will turm on the maximum flow, so that the motor can output
the maximum power.

Best mate for heavy industry, casting, metal processing, naval architecture, auto manufacturers.

Spindle Lock ® —& L_ight W._?.ighl & High Power Output
Fasy and quick to change pad. Light w_elght 21 !_(g -::-r_1ly_ 2 3hp horse power output
Industrial motor with high strength and durable vane.

# Ergonomic Safty Lever

Air valves can be started slowly
during. High-speed operation,
to protect workpiece.

—# Back Exhaust Silencer

Reduce noise effective by back
exhaust silencer.

Quick Adjust Grinding Wheel Cover m-
Adjust protection cover by spark angle
up to 270°.

Grinding Tools

—— ¥ Composite Body
Brings comfortable and control for the

operator. Insulating grip temperature
reduce vibrations.

Low vibration side handle &

Damping design improve comfort feel
and reduce vibrations.

. Spindle Horse Free . Air
Model Wheel Suard Sue Thread Power  Speed Feor ) e Consumption  jem No.
inch mm inch hp rpm mm kg I's
A-GGA-G55-P23R120 5x1M4x7/8 125x6x222 5/8-11TUNC 23 12000 260 21 32 162 02 250

Air Pressure: Air Inlet Size 3/8 inch = Min. Air Hose 1D 1/2 inch » Recommend Air Pressure 90psi

Included accessories: 1x 3/8"Coupler = 1x Pin type Spanner = 1x 6 35mm Hex_ key = 3/8" 5M Exhaust hose = 2x Cable tie = 1x Side handle
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Air Angle Grinder

A-GGA-G Air Angle Grinder

Features & benefits:

= For high strength grinding and shaving.

» Compact design for better balance when grip.

m Light weight aluminum body to reduce
fatigue when operate.

= Grooved handle design for durable grip.

= Adjustable speed rotate switch.

m Industrial motor with needle bearing
extened service life as well as load

capacity.
G43
G23
G53
G43
F G63/G73
Lever Rotary Switch(-R)
: Spindle Horse  Free : Air
Model o AR Thread Power Speed U i Consumption  pam No.
inch mm inch hp rpm mm kg I/s

A-GGA-G23-PO4R150-R 2x5/32x%3/8 50x4x95 1/4-2BUNF 04 15000 157 0.6 6.67 162 60 220
A-GGA-G23-P04R150 2x%5/32x3/8 50x4x95 1/4-2BUNF 04 15000 188 0.7 6.67 162 60 221
A-GGA-G43-PO5R135-R 4x1/4x5/8 100x6x15.8 ma 05 13500 180 12 6.7 162 60 240
A-GGA-G43-P0O5R135 Ax1/4%x5/8 100x6x15.8 ma 0.5 13500 180 12 6.7 162 60 241
A-GGA-G43-POBR135-R 4x1/4x5/8 100x6x15.8 ma 08 13500 216 222 10.83 162 60 242
A-GGA-G43-P08R135 4%1/4%5/8 100x6x158 M8 0.8 13500 272 222 10.83 162 60 243
A-GGA-G53-P10R120-R 5x1/M4x7/8 125x6x222 5/8-11UNC 10 12000 257 233 13 162 60 250
A-GGA-G53-P10R120 S5x1/4x7/8 125x6x222 5/8-11UNC 10 12000 261 233 13 162 60 251
A-GGA-G63-P16R90-R  6x1/4x7/8 150x6x22 WI1/2-16(F) 16 9000 252 29 1833 162 60 260
A-GGA-G63-P16R390 6x1/4x7/8 150x6x22 W1/2-16(F) 16 9000 353 3 18.33 162 60 261
A-GGA-G73-P16R70-R  7x1/4x7/8 180x6x222 5/8-11UNC 16 7000 252 29 1833 162 60 270
A-GGA-G73-P16R70 Tx1/Mx7/8 180x6x222 5/8-11UNC 16 7000 353 3 18.33 162 60 271

Included accessories:

A-GGA-G23-P04R150(-R): 1x 1/4"Coupler = 1x 19mm Open-end wrench - 1x 5mm Hex. key
A-GGA-G43-PO5SR135(-R): 1x 1/4"Coupler = 1x Claw wrench = 1x 6mm Hex. key

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi

A-GGA-G43-POSR135(-R): 1x 3/8"Coupler = 1x 32mm Open-end wrench = 1x 6mm Hex. key = 1x Side Handle
A-GGA-G53-P10R120(-R): 1x 3/8"Coupler * 1x 26mm Open-end wrench » 1x 3/8 Hex. key » 1x Side Handle
A-GGA-GB3-P16R90(-R): 1x 3/8"Coupler - 1x 26mm Open-end wrench = 1x 8mm Hex. key = 1x Side Handle
A-GGA-GT3-P16RTO(-R): 1x 3/8"Coupler » 1x 26mm Open-end wrench = 1x Bmm Hex. key » 1x Side Handle
Air Pressure: Air Inlet Size 3/8 inch = Min. Air Hose 1D 1/2 inch » Recommend Air Pressure 90psi
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Air Random Orbital Sander

KEMP &5

Model Number Nomenclature

Al-[FIS|G|-10[3[1]-]015|0/R[1]2/0]-C

A: Air Tools

F: Finishing Tools

S: Sander + B: Belt Sander
P: Polisher

Handle Type:

A: Angle * E: Extend « H: Two Hand
P: Pistol = G: Palm Handle(Grip)

S: Straight = V: Vertical

O: Orbital = R: Rotary
G: Gear Box + D: Disc Sander

0: 06mm Belt = 1: 1-1/4" or 10mm Belt W

2: 20mm Belt W = 3: 3"or Triangle or 30mm Belt W
4: Rectangle or 4"rectangle = 5: 5"

6. 6" or 60mm Belt W -7:7"+8: 8"

8: 8" Rectangle » H: 100mm Belt W

L

.

N: Non-Vacuum

C: Central-Vacuum
S Self-Vacuum

A: Adjustable

R: Free Speed(rpm)

25 Orbital2_.5mm = 26: 260mm Belt L
30: Orbital3 mm = 33: 330mm Belt L
46 457mm Belt L = 50: Orbitalosmm

52: 520mm Belt L = 54: 540mm Belt L

80: Orbital8mm

Q: Orbit - L:Belt size
P: Horse Power

1~9: Ordinal
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Air Random Orbital Sander

KEMP new generation air sander
KEMP new generation air sander with Innovation and patents. Enhance quality on comfort operating and
high efficiency. KEMP industrial tool is the best choice.

Full Floating Rotor &
Designed to reduce internal friction
for a higher power transfer ratio,
simplified maintenance, and longer
tool life. Polymer rotor provides
faster acceleration and lower
overall tool weight.

Hi

Comfort grips =

—# Underside SPEED CONTROL
Combines “on-the-fly” speed adjustment
while helping to preventing inadvertent
switching.

360° rotation air exhaust
It provides different air exhaust
directions for users.

Improve Comfort feel and reduce
Vibration.

[ |
Fan Blade cooling system

For lowering bearing and spindle
temperature for longer tool life.

Low Noise

Special air exhausted design for
Self-Generated vacuum.

Air passage through copper
muffler for noise reduction.

- I @ One-piece Motor Shaft
= and Pad Balancer:
Features heat-treated steel
\__../ and precision machined
construction for smooth
and durable operation.
Low profile Dual channel vacuum design
The lowest profile in the industry provides Dramatically increases vacuum

unparalleled control, maneuverability,
and feedback.
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Air Random Orbital Sander

A-FSG-0O 3" Air Random Orbital Sander - Non-Vacuum

Features & benefits:

= Full floating rotor

m Fan Blade cooling system

u One-piece motor shaft and pad balancer
u Low profile

Orbital Size: /‘\
50
. Orbital Horse Free : : Air
Model Pad Size Size Power Speed Height Length Weight Consumption  ltem No.
inch mm mm hp rpm mm mm kg I/s
A-FSG-031-025R120-N 3 77 25 0.28 12000 93.5 1525 0575 8 15005 300
A-FSG-031-050R120-N 3 77 5.0 0.28 12000 935 1525 0665 8 15005 301

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 17mm Wrench = 1x 3"Pad

A-FSG-O 3" Air Random Orbital Sander - Self-Vacuum

Features & benefits:

u Full floating rotor

m Fan Blade cooling system

u One-piece motor shaft and pad balancer
= Low profile

Orbital Size:
= Orbital Horse Free : : Air
Model Pad Size aie B Speed Height Length  Weight Consumption  ftem No.
inch mm mm hp rpm mm mm kg Ifs
A-FSG-031-025R120-5 3 7 25 0.28 12000 935 1995 0.64 8 150 05 304
A-FSG-031-050R120-S 3 77 5.0 0.28 12000 93.5 1935 0.735 8 150 05 305

Air Pressure: Air Inlet Size 1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 17mm Wrench = 1x 3"Pad - 1x Air Hose - 1x Vacuum Hose - 1x Vacuum Bag

A-FSG-0O 5" Air Random Orbital Sander - Non-Vacuum

Finishing Tools

Features & benefits:

= Full floating rotor

= Fan Blade cooling system

= One-piece motor shaft and pad balancer
u Low profile

Orbital Size: Wt YD (1 .
t} .;/ > " “‘\-.
25 8.0

5.0

Orbital Horse Free Air

Model b e Size Power  Speed Rion EETmi) e Consumption  |tem No.
inch mm mm hp rpm mm mm kg Ifs
A-FSG-051-025R120-N 5 127 25 0.28 12000 86 176 0.74 8 150 05 500
A-FSG-051-050R120-N 5 127 5.0 0.28 12000 86 176 08 8 150 05 501
A-FSG-051-080R120-N 5 127 8.0 0.28 12000 86 176 0.82 8 150 05 502

Air Pressure: Air Inlet Size1/4 inch - Min. Air Hose 1D 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 24mm Wrench = 1x 5"Pad
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Air Random Orbital Sander

A-FSG-0O 5" Air Random Orbital Sander - Self-Vacuum

Features & benefits:

= Full floating rotor

= Fan Blade cooling system

u One-piece motor shaft and pad balancer
u Low profile

m Dual channel vacuum design

s ey .,
L] 4 5 - >

Orbital Size: ‘t 7 | P
s :
2.5 5.0 8.0
- Orbital Horse Free - . Air
Pad Size Size Power Speed Height Length  Weight Cansumplion
Model - Iltem MNo.
inch mm mm hp rpm mm mm kg I/s
A-FSG-051-025R120-5 5 127 25 0.28 12000 86 251 0.83 8 15005 506
A-FSG-051-050R120-S 5 127 5.0 028 12000 86 251 0.89 8 15005 507
A-FSG-051-080R120-5 5 127 8.0 0.28 12000 86 251 091 8 15005 508
Air Pressure: Air Inlet Size1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 24mm Wrench = 1x 5"Pad + 1x Air Hose * 1x Vacuum Hose » 1x Vacuum Bag
A-FSG-O 6" Air Random Orbital Sander - Non-Vacuum
Features & benefits:
= Full floating rotor
= Fan Blade cooling system
u One-piece motor shaft and pad balancer
= Low profile e
‘.'_/-' L - f
Orbital Size: & ; Q O [
2.5 5.0 8.0
: Orbital Horse Free : : Air
o Pad Size et Power  Speed Height Length  Weight Consumption o N0
ode inch mm mm hp rpm mm mm kg Ifs
A-FSG-061-025R120-N 6 152 25 028 12000 86 189 0.77 8 150 05 600
A-FSG-061-050R120-N 6 152 5.0 0.28 12000 86 189 0.83 8 150 05 601
A-FSG-061-080R120-N 6 152 8.0 0.28 12000 86 189 0.85 8 15005 602

Air Pressure: Air Inlet Size1/4 inch = Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 24mm Wrench = 1x 6"Pad

A-FSG-0O 6" Air Random Orbital Sander - Self-Vacuum

Features & benefits:

= Full floating rotor

u Fan Blade cooling system

m One-piece motor shaft and pad balancer
u Low profile

= Dual channel vacuum design

e : (
Orbital Size: raliey S
-t‘x_-‘ \.‘.'l Ll
25 5.0 8.0
- Orbital Horse Free - : Air
Model Pad Size g B Speed Height Length  Weight Consumption  ftem No.
inch mm mm hp rpm mm mm kg /s
A-FSG-061-025R120-5 6 152 25 0.28 12000 86 265 0.86 8 150 05 606
A-FSG-061-050R120-5 6 152 5.0 0.28 12000 86 265 092 8 150 05 607
A-FSG-061-080R120-5 6 152 8.0 0.28 12000 86 265 0.94 8 150 05 608

Air Pressure: Air Inlet Size1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 24mm Wrench - 1x 6"Pad - 1x Air Hose = 1x Vacuum Hose - 1x Vacuum Bag
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A-FSG-0O 3"x4" Air Orbital Sander - Non-Vacuum

Features & benefits:
= Full floating rotor
m Fan Blade cooling system

m One-piece motor shaft and pad balancer
= Low profile é‘b\-\ \/
Orbital Size: AG;L i 3.0

: Orbital Horse Free : - Air
Model bag S Size Power  Speed pEnit Lot et Consumption  ltem No.
inch mm mm hp rpm mm mm kg lis
A-FSG-041-0O30R100-N 3x4  75x100 30 0.28 10000 98 157 0.67 8 151 05 400

Air Pressure: Air Inlet Size1/4 inch « Min. Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 2.5mm Hex. key = 1x 3x4"Pad

A-FSG-0O 3"x4" Air Orbital Sander - Self-Vacuum

Features & benefits:

u Full floating rotor

= Fan Blade cooling system

= One-piece motor shaft and pad balancer
= Low profile ¢

Orbital Size:
. Orbital Horse Free . : Air
el Pad Size Size Pliar Soad Height Length Weight Consumption Item No.
inch mm mm hp rpm mm mm kg Ifs
A-FSG-041-030R100-3 Ixd  THx100 3.0 0.28 10000 98 211 0.71 8 151 05 402

Air Pressure: Air Inlet Size1/4 inch « Min. Air Hose ID 3/8 inch * Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 2.5mm Hex. key = 1x 3x4"Pad - 1x Air Hose - 1x Vacuum Hose = 1x Vacuum Bag

A-FSG-O 3"x8" Air Orbital Sander - Non-Vacuum

Features & benefits:

u Full floating rotor

= Fan Blade cooling system

= One-piece motor shaft and pad balancer

m Low profile == o
Orbital Size: 30
: Orbital Horse Free : -~ Air
Model ST Size Power Speed e —_— e Consumption  Item No.
inch ~ mm mm hp pm mm mm kg I's
A-FSG-081-030R100-N IxB TOx198 30 0.28 10000 115 207 0.89 8 151 05 800

Air Pressure: Air Inlet Size1/4 inch = Min. Air Hose ID 3/8 inch - Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 2.5mm Hex. key = 1x 3x8"Pad

A-FSG-O 3"x8" Air Orbital Sander - Self-Vacuum

Features & benefits:

u Full floating rotor

= Fan Blade cooling system

= One-piece motor shaft and pad balancer
m Low profile =5

Orbital Size:
, Orbital Horse Free : . Air
Model El s Size Power Speed Al St FeRioh! Consumption  Item No.
inch  mm mm hp pm mm mm kg lis
A-FSG-081-030R100-5 IxB TO0x198 30 0.28 10000 15 271 0.94 8 151 05 802

Air Pressure: Air Inlet Size1/4 inch = Min_ Air Hose ID 3/8 inch » Recommend Air Pressure 90psi
Included accessories: 1x 1/4"Coupler = 1x 2.5mm Hex. key - 1x 3x8"Pad - 1x Air Hose = 1x Vacuum Hose - 1x Vacuum Bag
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Air Disc Sander

A-FSA-D24-P04R250 2" 7 Degree Offset Air Disc Sander

Features & benefits:

Pad Size inch 2 m Used for sanding the curved surface,
mm 50 tiny space and mend.
‘ e tawer hp 04 o Lf}w noice back exh:a_ust e
- Eras Spesd rpm 25000 m Light weight composite grl_p hnT}gs
ol T mm 506 c.mnfortabFe and reduce '.rlbratmns..
; m Air valves can be started slowly during
Sreuhl kg 0.57 high-speed operation, to protect
Air Consumption I/s 568 workpiece.
Air Inlet Size inch  1/4 m Industrial motor with needle bearing.
Min_ Air Hose ID inch  3/8 High strength and durable vane.
S Recommend Air Pressure psi 90
xSy ltem No. 15207220  Included accessories:
Non 1x 1/4"Coupler = 1x 12mm Wrench
1x 2" Sanding disc
A-FSA-D32-P07R180 3" Right Angle Air Disc Sander Features & benefits:
Pad Size inch 3 m Used for sanding the curved surface,
mm e tiny space and mend.
e hp 07 m Light weight composite grip brings
Free Speed rpm 18000 c.mnfuﬁabFe and reduce vibraticns..
Length e 190 o A_lr valves can be s_..tarted slowly during
Weight kg 077 hlgh—s_peed operation, to protect
. - workpiece.
SIEEENEEATI ) I/s 6.8 m Industrial motor with needle bearing.
Air Inlet Size inch  1/4 High strength and durable vane.
Min. Air Hose 1D inch 3/8
Recommend Air Pressure psi 90 Included accessories:
Orbital Size: ltem No. 15202230 1x 1/4"Coupler = 1x 11mm Wrench

MNon
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1x 3" Sanding disc



Air Belt Sander

KEMP &&

AFB-DA1317 10x330mm Air Belt Sander

Features & benefits:

Belt Size inch 3/8x13 m Apply to chamfer and burr off, sanding flat
mm 10%330 surface and weld seam for the operations
et hp 06 in narrow working sites and so on.
Fras Sgeed rpm 17000 m Easy and quick change sanding belt with
Length mm 320 labor saving switch.
W _gih K 5 m Easy and quick speed adjust switch.
_elg it - 9 038 m 360° angle adjustable fixed arm apply to
Air Consumption I/s 7.56 different operate position.
Air Inlet Size inch  1/4 m One-piece forming aluminum alloy body.
Min. Air Hose 1D inch  3/8 Hand grip easy for handle.
- Recommend Air Pressure psi 90 m Industrial motor with needle bearing.
Item No. 154 04 411 High strength vane extend service life.
Included accessories:
1x 1/4"Coupler
3x 10x330mm Sanding Belt No 80,100,120
1x 1.5mm Hex. key « 1x 4mm Hex. key
AFB-DA2517 20x520mm Air Belt Sander Features & benefits:
Belt Size inch 3/4%20.5 m Apply to chamfer and burr off, sanding flat
mm 20%520 surface and weld seam for the operations
e Do hp 06 in narrow working sites and so on.
Free Speed rom 17000 m Easy and quick change sanding belt with
Vot e 430 labor saving switch.
Weidht K 198 m Easy and quick speed adjust switch.
Aielg - |."g 7-55 m 360° angle adjustable fixed arm apply to
el 5 : different operate position.
Air Inlet Size inch  1/4 m One-piece forming aluminum alloy body.
Min. Air Hose ID inch 3/8 Hand grip easy for handle.
- Recommend Air Pressure psi 90 m Industrial motor with needle bearing.
ltem No. 154 04 425 High strength vane extend service life.
Included accessories:
1x 1/4"Coupler
2% 20x520mm Sanding Belt No.80,100
1x 4mm Hex. key
AFB-DA2517A 20x520mm Two Function Air Belt Sander Features & benefits:
Belt Size inch 3/4%x20.5 m Apply to chamfer and burr off, sanding flat
mm 20x%520 surface and weld seam for the operations
Rt s fyriiins hp 06 in narrow working sites and so on.
Free Speed rpm 17000 m Patent adjustable fixed arm design could
enal: B 370 match curved surface as need.
W 'ghl kg 128 m Easy and quick change sanding belt with
&9 . labor savin i
- - g switch.
A!r Cnnsu_mptlnn - I/s 7.56 m Easy and quick speed adjust switch.
Air Inlet Size !“Ch 1/4 m 360° angle adjustable fixed arm apply to
Min. Air Hose ID II“ICh 3_!'8 different Opemte posmon_
Recommend Air Pressure psi 90 m One-piece forming aluminum alloy body.
= ltem No. 154 04 426 Hand grip easy for handle.

m Industrial motor with needle bearing.
High strength vane extend service life.

Included accessories:
1x 1/4"Coupler
2% 20x520mm Sanding Belt No.80,100

1x 3mm Hex. key = 1x 4mm Hex. key
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Air Rivet Shaver

A-ESP-G41-P09R210 Air Rivet Shaver

Opt.

5/16"

3/8"

59

Cutter

Horse Power
Free Speed
Length

Weight

Air Consumption
Air Inlet Size
Min_ Air Hose ID

Recommend Air Pressure

ftem No.

Option Cutter Diameter:

hp
rpm
mm
kg
I/s
inch
inch
psi

09

21000

260

12

756

1/4

3/8

90

148 04 140

Cutter - 5/16 , 318 , 7116 , 1/2, 9/16 , 5/8
Skirt: 516, 3/8 , 7116 , 1/2 , 916 , 5/8

Skirt

s 94804101 a 94804301

@Bam 94304102 ﬂ 94804302

716" AP 94804103 ‘ 94804303

Features & benefits:

m Take rivet off with this shaver.

m Shaving depth could adjust for precision
results.

m Air valves can be started slowly during.
High-speed operation, to protect workpiece.

m Industrial motor with needle bearing. High
strength fan blade extend service life.

m Rubber grip brings comfortable and
reduce vibrations.

= bmm adjustable shaving depth

Included accessories:
1x 1/4"Coupler = 1x Adjust Key - 1x Holder

1x 1/2" Cutter - 1x 1/2" Skirt

Remark:
m Standard Cutter Diameter is 1/2".
= Non reversible.

Cutter Skirt

' 94804304

9/16" * 94804105 ‘ 94804305

5/8" ‘- 94804106

94804306



Special Tools

KEMP &#&

A-MFS-P22-S10B90-R Low Vibration Air File

Features & benefits:

Specialty Tools

Stroke Length mm 10 m Vibration reduction design. Improve
Blow per Minute bpm 9000 comfort feel for operator.
Length mm 200 m Rotary switch adjust speed quickly.
Weight kg 075 = Rotate exhaust.
Air Consumption /s 732 m Rubber grip for improved operating
Air Inlet Size inch 1/ comort .
Min. Air Hose ID g 38 m For metal and plastic shaving burr off.
y - inc
R d Air P i
nee;u:gn‘ben - bl 90 o Included accessories:
: : 17310130 " . 4a"Coupler - 1x Rotary Switch
1x 3mm Hex. Key
4x 5mm File(Flat, Round, Semi-circle,
Triangle)
A-PES-51-B130 Air Engraving Pen Features & benefits:
Blow per Minute bpm 13000 = Low noice.
Length mm 140 m Hardness alloy bit.
Weight kg 022 m Comfort handle and carving.
Air Consumption Ifs 188 m Rotary switch easy to operate.
Air Inlet Size inch 1/4 .
Min. Air Hose ID oeh 1/4 Included accessories:
Recommend Air Pressure psi 90 e ”4“ Bouper )
| ltem No. 180 35 100 1x 45° alloy steel tip
A-PFS-51-516B100-K Light Duty Air Chisel Scaler Kit Features & benefits:
Chisel Shank Size(Square) mm 5 m Light weight aluminum alloy body.
Piston Stroke mm 16 m Light weight and Improve efficiency.
Piston Diameter mm 10 m Apply to rust, burr off and descaling.
o Blow per Minute bpm 10000 R 8 o
. / ) Length mm 222 c IEI 3 a,ES'ZE' =
Weight kg 03 g — ] @.
Air Consumption I/s 038 £15(0.196") |
Air Inlet Size inch 1/4 :
Min. Air Hose ID 'nch 1/4 Included accessories:
Recommend Air Pressure psi 90 1x 1/4"Coupler + 1x Blow Case
ftem No. 18701900 3, Chisel(.5mm, 17mm, 22mm)
AAB-001 Air Blow And Suction Gun Features & benefits:
Max. Working Pressure psi 145 m Two Funciton: For sucking up dirt into the
3 Vacuum Suction mmHg 900 vacuum bag as well as for blowing
Length mm 148 surfaces clean.
Weight kg 04 m With single-hand reversing switch.
Air Consumption /s 66 m Touch-operated switch: easy to control and
Air Inlet Size inch  1/4 FEeclaE ST faSgue, _
e " /8 m Working Pressure Range : 90~145 psi.
i o "_J Inc‘ / m Deflector special bag insert protects the bag.
Recommend Air Pressure psi 90 against damage, e. g due to swarfs, by
ltem Mo. 190 40 100

preventing direct impact of the accelerated
swarfs.

Included accessories:

1x 1/4"Coupler = 1x Extension Tube(Al )

1x Small Diameter Vacuum Tube « 1x Brush
1x Flexible Hose = 1x Flat Tube = 1x Deflector

1x Clamping Ring = 1x Vacuum Bag
1x Blow Case
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Manual Torque Tools

NBR Handle = Adjustment Button

Ergonomic shape with non-slip and comfortable features. Locking button enables reliable
locking of the torque setting.
Turn switch CCW direction to

"UNLOCK" the wrench for
torque setting; turn switch
CW direction to "LOCK".

Micrometer graduation &
For more accurate torque value setting.

Dual graduation window =
Dual scale window type; easy readable for
Nm/Ibf-ft two different units.

Dual graduation window Adjust torque

-
k. )]

= Adjust torque
Easy for the operator
adjust torque setting.

l

Chromed steel mechanism: Quick released design

The robust and resistant fully chromed For changing socket quickly. / “
steel tube is ideal of industrial use. Repair kit for inner spare parts x
Suitable for industrial applications. of ratchet head is available. ) w}/

Model Number Nomenclature

MIMEMIEBHIELE

M: Manual Torque Tools ’

Numerical Value
(Counted by tens)
Nm

Mini Type cNm
Screwdriver cNm

A: Accessories - G: Gauge - M: Multiplier
S: Screwdriver - W: Wrench

A: Adjustable - P: Preset - I: Interchangeable T: Torque
G: Gear - T: Interchangeable Preset

Handle Type: 1~9: Ordinal
A: Alum - P:Plastic - R: Rubber
S: Steel - I: Insulated - M: Mini Type

Output Drive Size:

Mechanism: 1: 4mm - 2:1/4"(6.35mm) - 3: 3/8"
D: Digital Sensor - S: Slipping - P: Pawl 4:1/2" - 5:6.35mm Square Drive - 6: 3/4"
M: Multi-lever - R: Roller Type 8:1"-9:1-1/2" - §:9x12 - M: 14x18

61



il

KEMP

M-WAP-P Adjustable Torque Wrench

Features & benefits:

m Quality meets DIN 1SO 6789 & ASME
B10.300-2010

m Tolerance of torque +3%.

u Chromed steel mechanism - Suitable for
industrial applications.

m Easily readable window dual graduation .

= Ergonomically shaped and convenient

NBR handle grip.
Drive Size : .
e (Sguare) Teeth Torque Range Gradu‘ahm Length Weight eer b
inch T Nm unit mm kg

M-WAP-P21-T25 1/4 247 2-25 01 296 041 401 36 100
M-WAP-P31-T50 3/8 247 5-50 0.25 333 047 401 36 101
M-WAP-P41-T100 1/2 327 10-100 0.5 400 0.82 401 36 102
M-WAP-P41-T200 1/2 327 20-200 1 500 1.30 401 36 103
M-WAP-P41-T300 172 327 60-300 1 635 147 401 36 104
M-WAP-P61-T600 3/4 247 100-600 2 1040 465 401 36 105
M-WAP-P61-T800 3/4 247 150-800 2 1240 545 401 36 106
M-WAP-P61-T1000 3/4 247 200-1000 2 1240 545 401 36 107

Included accessories: 1xBlow Case

M-WIP-P Interchangeable Adjustable Torque Wrench

Features & benefits:
= Quality meets DIN ISO 6789 & ASME

B810.300-2010 e _

= Tolerance of torque +3%. s

u Chromed steel mechanism - Suitable for
industrial applications.

u Easily readable window dual graduation .

= Ergonomically shaped and convenient
NBR handle grip. A

o
NV
Model Insert Drive Size Torque Range Gmdu:.ziiun Length Weight ttem No.
mm Nm unit mm kg

M-WIP-PS1-T25 9x12 2-25 01 265 044 406 36 100
M-WIP-PS1-T50 9x12 5-50 0.25 330 0.53 406 36 101
M-WIP-PS1-T100 9x12 10-100 05 410 1.03 406 36 102
M-WIP-PM1-T100 14x18 10-100 0.5 440 1.05 406 36 103
M-WIP-PM1-T200 14x18 20-200 1 510 123 406 36 104
M-WIP-PM1-T300 14x18 60-300 1 600 140 406 36 105

Included accessories: 1xBlow Case

Manual Torque Tools



Manual Torque Tools

M-WPR-P Preset Torque Wrench

Features & benefits:

m Quality meets DIN 1SO 6789 & ASME

B107.300-2010.
m Tolerance of torque +3%.

» Chromed steel mechanism - Suitable for

ond®

industrial applications. e
u The presetting value is adjusted by e
the inner screw. " -
&
-
Drive Size
Teeth Tk Ra Length Weight
Model {S'_:Iuare] B st o =8 Item No.
inch T Nm mm kg
M-WFPR-P21-T10 1/4 247 2-10 224 04 404 36 100
M-WPR-P31-T20 3/8 24T 4-20 285 0.53 404 36 104
M-WPR-P31-T60 3/8 24T 10-60 285 053 404 36 105
M-WPR-P31-T100 3/8 32T 20-100 Sh0 0.95 404 36 106
M-WPR-P41-T100 1/2 32T 20-100 355 0.95 404 36 107
M-WPR-P41-T200 1/2 32T 40-200 430 121 404 36 108
M-WPR-P41-T340 1/2 32T 60-340 534 1.45 404 36 109
M-WPR-P61-T600 3/4 247 100-600 1050 4.6 404 36 110
Included accessories: 1xBlow Case
*Remark : Each tool need to order with preset torque.
M-WTR-P Interchangeable Preset Torque Wrench
Features & benefits:
= Quality meets DIN |SO 6789 & ASME Fea
B107.300-2010. o < /
m Tolerance of torque +3%. o g )
m Chromed steel mechanism - Suitable for f@l:*‘ -
industrial applications. T
m The presetting value is adjusted by . ’ q.
the inner screw. . ‘,-/ - 9, ﬁ&
\ il
A
Model Insert Drive Size Torque Range Length Weight feri No.
mm Nm mm kg
M-WTR-PS1-T10 9x12 2-10 207 032 405 36 100
M-WTR-PS1-T20 9x12 4-20 258 0.39 405 36 101
M-WTR-PS1-T60 9x12 10-60 258 0.39 405 36 102
M-WTR-PS1-T100 9x12 20-100 355 1 405 36 103
M-WTR-PM1-T100 14x 18 20-100 378 A\ 405 36 200
M-WTR-PM1-T200 14x 18 40-200 405 125 405 36 201
M-WTR-PM1-T340 14x 18 60-340 490 14 405 36 202
M-WTR-PM1-T600 14x18 100-600 984 B 405 36 203

Included accessories: 1xBlow Case

*Remark : Each tool need to order with preset torque.
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Manual Torque Tools KEM P ﬁ E
C-WCP-D One Step Interchangeable Digital Torque Wrench
Features & benefits:
» Torque Accuracy CW:+2% CCW:+3%
angle accuracy:+2° / '
= Angle setting - set torque/angle value
m 9 sets of presets - 250 records data memory .
u P(Peak Hold )/ T(Track) Mode = Bright LED - 12 LEDs
Over Maximum torque records. (2 Red+10 Green)
m LCD Readout - Five Units Selectable 00000
(N-m, ft-Ib, in-Ib, kg-cm, Degree ) 000000
m Buzzer (warning signal)
= Anti-slip Handle
One-step
1 application
S [{)g;ﬁaﬁgf Dl::zeglze Torque Range Graduation Length Weight S
inch mm Nm Nm mm kg
C-WCP-D52-T30 1/4 9x12 15~30 0.01 390 0.76 415 44 201
C-WCP-D53-T60 3/8 9x12 3.0~60 0.01 415 0.94 415 44 202
C-WCP-D53-T135 3/8 9x12 6.8~135 01 415 0.94 415 44 203
C-WCP-D54-T135 1/2 9x12 6.8~135 01 415 0.96 415 44 204
C-WCP-DM4-T200 1/2 14x18 10~200 01 530 134 415 44 205
C-WCP-DM4-T340 1/2 14x18 17~340 01 650 1.54 415 44 206
Included accessories: 2x AA Battery = 1x Blow Case
Remark : (-3 2
m Operating Temperature Range : -10°C~ 60°C, b T - '.f
Storage Temperature Range : -20°C~ 70°C, : 4 ~
L

Humidity : Up to 90% non-condensing

m Test Pass: CE test - 1M Drop Test - 10G Vibration Test - Environmental test - Lift test
= Accuracy is guaranteed from 20% to 100% full scale.

C-WKP-D QC Interchangeable Digital Torque Wrench

Features & benefits:

n Torque Accuracy CW:+2% CCW:+3%

= Quality inspection to confirm torque value of
pretightened bolt.

m M1 :QC mode - P(Peak Hold ) mode only

u M2 ; Torque measurement mode:

u Bright LED - 12 LEDs
(2 Red+10 Green)

P{Peak Hold )/ T(Track) Mode , (M1 mode only)
m 50 records data memory
m P(Peak Hold )/ T(Track) Mode , g g g g g g

Over Maximum torque records.
u LCD Readout - Four Units Selectable
Nm, kg-cm, ft-lb, in-lb

e QC CHECK
= Buzzer warning signal (M1 mode only)
m Anti-slip Handle
Modet ?&335? D::,:egme Torgue Range Graduation Length Weight g
inch mm Nm Nm mm kg :
C-WKP-DS2-T30 1/4 9x12 15~30 0.01 390 0.76 419 44 401
C-WKP-DS3-T60 3/8 9x12 3.0~60 0.01 415 0.94 419 44 402 "
C-WKP-D53-T135 3/8 9x12 6.8~135 01 415 0.94 419 44 403 "'g
C-WKP-DS4-T135 172 9x12 6.8~135 0.1 415 0.96 419 44 404 =
C-WKP-DM4-T200 172 14x%18 10~200 01 530 1.34 419 44 405 g
C-WKP-DM4-T340 172 14x18 17~340 01 650 1.54 419 44 406 o
Included accessories: 2x AA Battery « 1x Blow Case |E
©
Remark : '9' ‘ﬁ é’
= Operating Temperature Range : -10°C~ 60°C, e b g
Storage Temperature Range : -20°C~ 70°C, N4 e

Hurnidity : Up to 90% non-condensing

m Test Pass: CE test - 1M Drop Test - 10G Vibration Test - Environmental test - Lift test

= Accuracy is guaranteed from 20% to 100% full scale. 6
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Manual Torque Tools |

Interchangeable Insert Tools Square End

Ring Type
Hex Size el Lw* w T L Weight
Model Drive Size Item No.
mm mrm mm mm mm mm kg
M-IRS-S07 07 9x12 17.5 19.8 8 40.8 0.037 407 36 107
M-IRS-508 08 9x12 17.5 19.8 8 40.8 0.037 407 36 108
M-IR5-510 10 Ix12 175 20 8 426 0.039 407 36 110
M-IRS-511 11 9x12 17.5 20.2 8 435 0.042 407 36 111
M-IRS-512 12 9x12 17.5 22.2 12 44 0.051 407 36 112
M-IRS-513 13 9x12 365 222 12 44.5 0.051 407 36 113
M-IRS-514 14 9x12 17.5 235 12 46 0.053 407 36 114
M-IRS-515 15 9x12 36 246 12 46.7 0.054 407 36 115
M-IRS-516 16 9x12 17.5 26.4 13 47 0.056 407 36 116
M-IRS-517 17 9x12 17.5 273 13 473 0.055 407 36 117
M-IR5-518 18 Ix12 175 29 13 484 0.060 407 36 118
M-IRS-519 19 9x12 175 31 13 494 0.063 407 36 119
M-IRS-521 21 Ix12 175 334 14.7 498 0.068 407 36 121
M-IRS-522 22 9x12 36 35 147 514 0.071 407 36 122
Hex Size e Lw* W T L Weight
Model Drive Size Item No.
mm mm mm mm mm mm kg
M-IRM-513 13 14x18 25 30 i2 61.5 0.130 407 36 213
M-IRM-514 14 14x18 25 30 12 62 0.132 407 36 214
M-IRM-515 15 14x18 25 30 i2 62.5 0.132 407 36 215
M-IRM-516 16 14x18 25 30 12 62.5 0.137 407 36 216
M-IRM-517 17 14x18 25 305 125 64 0.141 407 36 217
M-IRM-518 18 14x18 25 305 125 64.5 0.139 407 36 218
M-IRM-519 19 14x18 25 31 125 66 0.145 407 36 219
M-IRM-521 21 14x18 25 334 125 67.4 0.152 407 36 221
M-IRM-522 22 14x18 25 352 15 68 0.157 407 36 222
M-IRM-524 24 14x18 25 374 15 68.5 0.162 407 36 224
M-IRM-527 27 14x18 31 417 17.5 715 0.205 407 36 227
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Manual Torque Tools

KEMP & &

Interchangeable Insert Tools Square End

.

—
— ()

Open Ended Insert Tools
Model Hex Size
mm
M-IES-507 o7
M-IES-508 08
M-IES-509 9
M-IES-510 10
M-IES-511 11
M-IES-512 12
M-IES-513 13
M-IES-514 14
M-IES-515 15
M-IES-516 16
M-IES-517 17
M-IES-518 18
M-IES-519 19
M-IES-521 21
M-IES-S22 22
M-IES-524 24
M-IES-527 27
M-IES-530 30
M-IES-S32 32
M-IES-536 36
Model Hex Size
mm
M-IEM-513 13
M-IEM-514 14
M-IEM-515 15
M-IEM-516 16
M-IEM-517 17
M-IEM-518 18
M-IEM-519 19
M-1EM-521 21
M-IEM-522 22
M-IEM-523 23
M-IEM-524 24
M-IEM-525 2h
M-IEM-526 26
M-IEM-527 27
M-IEM-530 30
M-IEM-532 32
M-IEM-534 34
M-IEM-536 36
M-IEM-538 38
M-1EM-540 40
M-IEM-541 41
M-1EM-546 46
M-IEM-548 48
M-IEM-550 50
M-IEM-555 55
M-IEM-570 70

Insert
Drive Size
mm
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12
9x12

Insert

Dnve Size

mm
14x 18
14x18
14% 18
14x18
14% 18
14x18
14x18
14x 18
14x18
14x 18
14x18
14x18
14x18
14x18
14x18
14x18
14x 18
14x18
14x18
14x 18
14x18
14x 18
14x 18
14x 18
14x18
14% 18

325
325
325
325

mm
25
25
25
25
25
25
25
25
25
25
25
30
30

325

325

325

325

325

325
40
40
50
50
50
50

84.5

mm
207
22
235
248
26
275
288
315
335
36
377
39
416
455
473
50.8
587
63.7
65
67.5

mm
295
314
335
36
37
39
40.6
455
473
4738
508
584
584
584
62.5
65
67.5
67.5
67.5
834
823
986
105
105
105
149.2

mm
SE
ol
5.7
ol
E
oidl
SR
7.7
1.7
7.7
1.7
7.7
1.7

115

LLS

1B

13

135

135

135

138
138
138
13.8
138
13.8
138
13.8
138
20
305
30.5
30.5
HEE

mm
376
376
376
398
398
398
40
43

452
452
52.2
522

60
615
63
64.8

mm
58
58
58

585

59.5

60.4
615
615
62.3
62.3
63.2
69
69
69
705
725
74
74
74
80.5
805
911
96.9
96.9
96.9
136.2

Weight

0.037
0.038
0.372
0.042
0.040
0.041
0.046
0.055
0.056
0.058
0.058
0.060
0.064
0.118
0.119
0.121
0.201
0.197
0.202
0.203
Weight
kg
0.117
0.120
0.116
0.128
0.138
0.136
0.140
0.160
0.163
0.165
0.169
0.169
0.169
0.239
0.250
0.248
0.253
0.244
0.230
0.316
0.316
0.632
0.760
0.736
0.707
1.746

Item MNo.

40736307
40736308
40736309
40736310
40736311
40736312
40736313
40736314
40736315
40736316
40736317
40736318
40736319
40736321
40736322
40736324
40736327
40736330
40736332
40736336

Iltem No.

40736413
40736414
40736415
40736416
40736417
40736418
40736419
40736421
40736422
40736423
40736424
40736425
40736426
40736427
40736430
40736432
40736434
40736436
40736438
40736440
40736441
40736446
40736448
40736450
40736455
40736470

&6
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Manual Torque Tools

Interchangeable Insert Tools Square End

Open Ring Type

Model

M-105-510
M-10S5-511
M-10S-512
M-105-513
M-10S-514
M-105-516
M-10S-517
M-105-518
M-105-519
M-105-521
M-10S-522

Model

M-IOM-524

Ratchet Push Type

Model

M-IH5-P2
M-IH5-P3

Model

M-IHM-P3
M-IHM-P4
Remark : 72T Type

67

&/ Af
=

Size
mm
10
11
12
13
14
16
17
18
19
21
22

Size

24

mm
1/4
3/8

Size
mm

3/8
1/2

Insert

Drive Size

9x12
Ox12
9x12
912
912
912
9x12
912
%12
912
%12

Insert

Drive Size

mm
14x18

Insert
Drive Size
mm
9x12
912
Insert
Drive Size
mm
14x18
14x18

mm
175
175
175
175
175
175
175
175
175
175
175

Lw*
mm
24.5

Lw*
mm

175
175

Lw*

mm
25
25

21.2
226
241
252
273
301
316
333
346
377
393

375

mm
24.8
30.2

mm
38
38

12
12
12
12
13
13
13
15
15
15
15

mm
15

11.2
11.2

mm
16
16

mm
42.3
428
43.4
437
44.5
45.4
459
46.1
46.8
48
48.8

mm
68.8

mm
46
49

mm
68.4
68.8

Weight
ltem No.
kg
0.059 407 36 510
0.052 407 36 511
0.053 407 36 512
0.053 407 36 513
0.058 407 36 514
0.059 407 36 516
0.061 407 36 517
0.067 407 36 518
0.068 407 36 519
0.072 407 36 521
0.076 407 36 522
Wenit ltem No.
kg
0.169 407 36 624
! )
'L. |
Weight
Iltem No.
kg
0.068 407 36 700
0.098 407 36 701
Weight
ltem No.
kg
0.242 407 36 710
0.270 407 36 711
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EPT precision Torque Transducer Fastening Tools

Improving fastening assembly line performance, KEMP realized what are you looking for.
We provide the most innovative and cost-effective electric fastening system.

KEMP's solution brings new opportunities for the fastening industry. Our mission has always been to meet
the needs and expectations of clients, moderate price and excellent performance.

KEMP transducer fastening tools cover all assembly line requirements for an accurate, high-quality torque
and angle-controlled tightening experience.

Developing smart tools through the spirit of KEMP Kti .

New generation Kti-EPT Ser. provides finest accuracy and precision will hold the leading position for you.
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EPT Series - Precision Torque Transducer Fastening Tools KE M P ﬁ E

EPT-KC Controllers unit

EPT-KC Series of controllers give you full control of your fastening operation in an industry leading compact size.
With features like touch screen color display, 16 programs and 64 sequences, intuitive programming interface,
torque and angle control and graphs output, the EPT-KC units provide unmatched performance and value.

The Controllers unit comes in two versions depending on the functionality level required.

The KC1 basic unit includes serial and USB ports.

In addition to that, KC1A advanced controllers feature a Modbus TCP communication port.

Most communication protocols are available with the support of external modules.

EPT-KC controllers will operate all EPT series of tools.

MKEMP
| ___ToRquEs nGLe _E 4

@ TOROUE CONTROL

X} oo g

DOWNSHIFT Tl -
N WNSHIF T (D [ -~
AT -

Model ltem No.
EPT-KC1 33590101 Table stand for opt.
EPT-KC1A 33590102
S Basic Advanced Features Basic Advanced
EPT-KC1 EPT-KC1A EPT-KC1 EPT-KC1A
5" Touch Screen 0] O UsB (0] (0]
Number of programs 64 64 Maodbus TCP o]
Sequences 8 8 Devicenet +
20 Input (0] 0 CC-Link +
21 Qutputs 0] o] Profibus +
Torque graph 0] (0] Ethernet / IP -
Bar code reading o] O Profinet +
Torque & angle control 0] o] Profinet FO +
Multiple parameters 0] o] Ethercat +
R5232(2) o] o] CC-Link IE Field -
MINI USB 0] o] Powerlink i

Included accessories: 1x Wall-mounted , 1 x 8G USE flash drive

O : Build in function
+ : Requires separate module to convert Modbus TCP to the desired protocol

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.
Please check KEMP's website for the latest information.
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EPT Series - Precision Torque Transducer Fastening Tools

EPT Precision Torque Transducer Fastening Tools

Features & benefits:

m EPT Seriesis the new A-class intelligent transducerized assembly
systemfrom KEMP. The system consists of an advanced
state-of-the-art controller and a range of handheld and fixtured
electric screwdrivers with torque up to 70 Nm.

m EPT Series transducerized electric tools cover all assembly line
requirements for an accurate, high-quality torque and
angle-controlled tightening experience.

m EPT Series built-in compact transducer provides torque control
with excellent repeatability.

m EPT screwdrivers feature unsurpassed ergonomics, soft touch
design, status LED, temperature protection combined with full
traceability and error-proofing capabilities.

m Available in straight, pistol and angle configuration.

EPT Transducer Screwdriver, Inline Type

For dimension drawing requirements, please contact KEMP

Drive Size Torgue Range Free Speed Length Diameter Weight
ot (Hex./5q.) kgf.cn:q gNm rprz m?n mm kg it
EPT-KS15 1/4 1-15 01-15 50 - 850 254 40 0.7 33090111
EPT-KS60 1/4 5-60 05-6.0 50 - 850 251 40 0.7 33090211
EPT-KS100 1/4 8-100 0.8-100 50 - 600 251 40 07 33090311
EPT-K5150 1/4 5-150 05-150 50-320 251 40 0.7 33090411
EPT-KS200 3/8 20-200 20-200 20-210 297 43 13 33090511
EPT-KS350 3/8 30- 350 3.0-35.0 20-140 318 43 1.8 33090611
EPT-KS500 1/2 50 - 500 5.0-500 20-90 322 43 1.8 33090711
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EPT Transducer Screwdriver, Pistol Type
EPT Transducer Screwdriver, Pistol Type With Top Connector

EPT-KP_
Pistol Type

For dimension drawing requirements, please contact KEMP

Model

EPT-KP15
EPT-KP60
EPT-KP100
EPT-KP150

EPT-KP15U
EPT-KP60U
EPT-KP100U
EPT-KP150U

Drive Size
(Hex)
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4

Torque Range
kgfem Nm
L=15 01-15
5-60 05-60
8-100 0.8-10.0
5-150 0.5-150
1-15 01-15
5-60 05-60
8-100 0.8-100
5-150 0.5-150

Free Speed
rpm
50 - 850
50 - 850
50 - 600
50 - 320

50 - 850
50 - 850
50 - 600
50 -320

LengthxHeight
mm
186x172
186x170
186x170
186x170

186x172
186x170
186x170
186x170

EPT-KP_U

Pistol Type With Top Connector

Diameter
mm
50
50

&

50

88388

Weight

07
0.7
07
0.7

0.7
0.7
0.7
07

Item No.

33090121
33090221
33090321
33090421

33090122
33090 222
33090322
33090422

EPT Transducer Screwdriver, Angle Head Type

For dimension drawing requirements, please contact KEMP

Model

EPT-KS15A

EPT-KS60A

EPT-KS100A
EPT-KS150A
EPT-KS300A
EPT-KS450A
EPT-KS700A

Drive Size

1/4(Hex.)
1/4(Hex.)
1/4(Hex.)
1/4(Hex.)
3/8(5q.)
1/2(5q.)
1/2(5q)

Torgue Range
kgfcm Nm
1-15 01-1.5
Boiah 0.5-5.5
8-90 0.8-9.0
5-120 0.5-12

30-300 3.0-30.0
40 - 450 4.0-45.0
70-700 7.0-70.0

Free Speed
rpm
50 - 850
50 - 850
50 - 600
50-320
20-140
20-90
20-50

Length
mm
288
288
288
326
429
450
453

Diameter
mm
40
40
40
40
43
43
43

Weight
kg
0.7
07
07
0.9
21
28
28

Item No.

33090151
33090251
33090 351
33090451
33090551
33090651
33090751
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EPT Series - Precision Torque Transducer Fastening Tools

EPT Transducer Screwdriver,Fixture Mount

Features & benefits:

m EPT Seriesis the new A-class intelligent transducerized assembly
systemfrom KEMP.
The system consists of an advanced state-of-the-art controller
and a range of handheld and fixtured electric screwdrivers with P —
torque up to 70 Nm. srogrem b sssenbly

m EPT Series transducerized electric tools cover all assembly line 150 wm 517 °
requirements for an accurate, high-quality torque and o
angle-controlled tightening experience.

m EPT Series built-in compact transducer provides torque control
with excellent repeatability.

m EPT screwdrivers feature:unsurpassed ergonomics, soft touch
design, status LED, tem rotection combined with full
traceability and error

m Available in str%u;glht

Serew D

ure Mount configuration. _ L&

For dimension drawing requirements, please contact KEMP

Model Brve Sin Torgue Range Free Speed Length Diameter Weight Herm Mo
kgfcm Nm rpm mm mm kg
EPT-KF15 1/4(Hex.) 1-15 01-15 50 -850 237 40 0.9 33090131
EPT-KF&0 1/4(Hex.) 5-60 05-60 50 - 850 248 40 09 33090 231
EPT-KF100 1/4(Hex.) 8-100 0.8-100 50 - 600 248 40 0.9 33090331
EPT-KF150 1/4(Hex.) 5-150 0.5-150 50-320 248 40 09 33090431
EPT-KF200 3/8(5q.) 20- 200 20-200 20-210 297 48 1.3 33090531
EPT-KF350 3/8(5q) 30- 350 30-350 20-140 318 57 18 33090631
EPT-KF500 1/2(5q) 50-500 5.0-500 20-90 322 57 18 33090731
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EPT Transducer Screwdriver, Fixtured With Flange Mount

For dimension drawing requirements, please contact KEMP

Model B Torque Range Free Speed Length Diameter Weight Htem No.
kgfcm Nm rpm mm mm kg
EPT-KF15N 1/4{Hex.) 1-15 01-15 50 - 850 316 40 11 33090141
EPT-KF60N 3/8(5q.) 5-60 05-6.0 50 - 850 350 40 11 33090241
EPT-KF100N 3/8(5q.) 8-100 08-100 50-600 350 40 il 33090 341
EPT-KF150N 3/8(59.) 5-150 05-150 50-320 350 40 Gl 330 90 441
EPT-KF200N 3/8(Sq.) 20-200 20-200 20-210 383 48 16 33090541
EPT-KF350N 3/8(Sq)  30-350 30-350 20-140 409 57 21 33090 641
EPT-KF500N 1/2(5q.) 50-500 5.0-500 20-90 420 57 23 33090741
EPT Transducer Screwdriver, Fixtured With Angle Head
For dimension drawing requirements, please contact KEMP
Drive Size Torque Range Free Speed Length Diameter Weight

Model (Hex.) kgfcm Nm rpm mm mm kg i
EPT-KFB0A 1/4 5-55 05-55  50-850 280 40 0.7 33090 261
EPT-KF100A 1/4 8-%0 08-9.0 50 - 600 280 40 07 33090361
EPT-KF150A 1/4 5-120 05-120  50-320 280 40 09 330 90461
Acc.

ltem No. ltem No.

Table Stand 93790101 93790 102

ltem No.
Cable M16 10pin 2.5m 93590101
Cable M16 10pin 2.5m, ftem No.
Heavy Duty Type 93590102

=

Cable M16 10pin 5.0m

Cable M16 10pin 5.0m,
Heavy Duty Type

TOOL

Item MNo.

93590 106

Item Mo.
93590 107

30

kti 3iintelligence tools ser.



EPF Series - Precision Torque Transducer Fastening Tools

EPF Series - Precision Torque Transducer Fastening Tools

EPF Series intellgence transducer fastening tools with the goal of meeting
the market's high-precision demand and the purpose of creating value,

we provide customers with comprehensive professional solutions related

to the precision assembly industry, including technical consultation, product
customization and development, scheme design and implementation, and
product after-sales service.

Features & benefits:

m EPF Series torque range 0.05~12Nm.

m Available in hand held straight, pistol ,angle and fixture Mount configuration.

m True torque and pressure detection with built-in Composite force transducer .

m Torque, angle, torque or angle, torque and angle tightening strategies during
whole tightening process.

= Provides torque control with excellent repeatability. CPK>1.67

m Maintenance free thanks to brusless motor.

= Low noice design under 70dB.

Inline EPF Transducer Screwdriver,

Model Drive Size Torque Range Free Speed Length Diameter Weight tem N
oae kgfcm Nm rpm mimm mm kg em o

EPF-YS04 B4mm 0.51~3.57 0.05~035 1700 238 32 0.305 33080101
EPF-Y506 Bd4mm 1.02~6.12 01~06 1100 238 32 0.305 33080102
EPF-YS10 B4mm 204~1020 02~10 550 238 32 0.305 33080103
EPF-YS23 1/4(Hex.) 3.06~2346 0.3~23 1000 272 36 0,605 33080 104
EPF-Y540 1/4(Hex) 510~4080 05~40 850 272 36 0.605 33080 105
EPF-YS55 1/4(Hex.) 10.2~56.1 1.0~55 600 272 36 0.65 33080111
EPF-Y570 1/4(Hex)) 10.2~714 1.0~7.0 480 272 36 0.65 33080 107
EPF-YS100 1/4{Hex) 306~102 3.0~10.0 300 272 36 0.66 33080109
EPF-Y5120 1/4(Hex)) 51.0~1224 5.0~120 280 272 36 0.66 33080110
Pistol Grip EPF Transducer Screwdriver 1394 ks

! TH | fr=

==l ®

333 § : | 1 ‘
- 36 |
Model Drive Size Torgue Range Free Speed Length Height Weight I N
Gt kgfem Nm rpm mm mm kg ikt
EPF-YP04 @4mm 0.51~3.57 0.05~035 1700 234 150 0.625 33080201
EPF-YP0G @4mm 1.02~6.12 0.1~06 1100 234 150 0.625 33080 202
EPF-YP10 @4mm 2.04~10.2 0.2~10 550 234 150 0.625 33080203
EPF-YP23 1/4(Hex) 3.06~2346 03~23 1000 234 150 0.8 33080204
EPF-YP40 1/4(Hex.) 51~40.8 0.5~4.0 850 234 150 0.8 330 80 205
EPF-YP55 1/4(Hex) 10.20~561 1.0~55 600 234 150 0.85 33080211
EPF-YP70 1/4(Hex) 10.2~714 10~70 350 234 150 0.85 330 80 207
EPF-YP100 1/4(Hex) 30.6~102 3.0~10.0 300 234 150 0.86 33080209
EPF-YP120 1/4(Hex) 51.0~1224 5.0-~120 280 234 150 0.86 33080210
Cable
Model Name Item No_ Model Name Iltem No.

Cable SH-3m 93580103 Cable AT-3m 93580113
Cable SH-5m 935 80 105 Cable AT-5m 935 80 115
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EPF Series - Precision Torque Transducer Fastening Tools

Angle Head EPF Transducer Screwdriver

2 A4f

o - 4]
B T

1 Fo 9|

y8_| |8

Drive Size Torque Range Free Speed Length Diameter Weight
Model kgf.cm e rpm s S kg ftem MNo.

EPF-YS55A 3/8(5q.) 10.2~56.1 1.0~5.5 600 400 37 16 33080311
EPF-YS70A 3/8(Sq.) 306~714 30~7.0 350 400 37 11 330 80 307
EPF-YS100A 3/8(5q.) 40.8~102 4.0~10.0 250 400 37 1.15 330 80 309
EPF-YS120A 3/8(Sq.) 51.0~1224 5.0~120 280 400 37 1.15 33080310

Fixture Mount EPF Transducer Screwdriver

é ol 53 N = |- ?.8_ -
— ([ CD (—
1~ < B [T
] =2 @)
45 { Lhaaf
ST 1865 288 @;E}_
Drive Size Torgue Range Free Speed Length Weight
Hodct kgf.cm Nm rpm mm kg e,
EPF-YF04 @4mm 051~3.57 0.05~035 1700 186 0.27 33080401
EPF-YF06 @4mm 102~6.12 0.1~0.6 1100 186 0.27 33080402
EPF-YF10 @4mm 204~1020 0.2~1.0 550 186 0.27 33080403
EPF-YF23 1/4(Hex) 3.06~2346 03~23 1000 288 0.65 330 80 404
EPF-YF40 1/4{Hex.) 5.1~40.8 0.5~4.0 850 288 0.65 330 80405
EPF-YF55 1/4(Hex) 10.20~561 1.0~55 350 288 0.7 33080411
EPF-YF70 1/4(Hex) 102~714 1.0~7.0 350 288 0.7 330 80 407
EPF-YF100 1/4(Hex) 30.6~102 3.0~10.0 250 288 071 330 80409
EPF-YF120 1/4(Hex) 51.0~1224 5.0~120 280 288 071 330 80410

EPF-YC Controllers

EPF-YC with dvanced error proofing tightening strategies and complete workflows, high-quality, high-precision result control,
brings an automated, stable and flexible production process. KEMP Smart Driver delivers the data and information you need to
make correct decisions. Or integrate via specified protocol with PLC and MES system and make the information available where

and when needed.
Features & benefits: EPF Controllers Basicunit  Advanced Integrated
m Multi-level user management, user-defined user permissions. Function unit  Workstation
m Quick PSet (>32 PSet), quick switching. Model EPF-YC1 EPF-YC2  EPF-YC3W
u 5 step tightening setting, outstanding process control. Color touchscreen 7Zinch 12inch
m Real-time drawing and storage of tightening curve and data ~ Number steps per PSet 5 5 5
storage. Number of PSet 32 32 32
m Multi-level task chain setting, counting and error proofing. Torque curve o o
m Support barcode reader and tri-color waming light, Barcode reading o o
access with customizable functions. Torque and angle control 2 ° 0
w Data interaction with any MES system. Detailed Data Results 0 o o
Results — Data Storage 1 million 1 million 15 million
Graphs - Data Storage 1000 1 million
IO output 8 8 8
IO input 8 8 8
RS232/RS485 1 1 1
USB ports 2
Modbus TCP/IP o ) o
Open Protocol o] o
Ethernet o o o
ltem No. 33580100 33580200 33580300

O : Build in function

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.
Please check KEMP's website for the latest information.
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ETS Torque Monitoring Electric Screwdriver

KEMP ideal solution for Industry 4.0 production line. We provide immediate feedback on each tightening process.
ETS screwdrivers work in combination with control units together. Their built-in transducer continuously reads
torque and position of the screw and sends the gathered data to the controller for analysis.

The tightening torque of current tools is calculated by simulation results rather than real torque. That's the reason
why basically these products has been eliminated by the market.

KEMP ETS Ser. provide immediate feedback on each tightening process, be able to check at a glance whether the
part is correctly tightened or not.

33



ETS Series - Torque Monitoring Electric Screwdriver KE M P

ETS Series - Torque Monitoring Electric Screwdriver

Ik
il

Making the Screwdriver Smart

Hall Effect Switch

Non-contact type switch that reduces the effects of wear
and tear, which greatly enhances the durability
and reliability.

Coreless Brushless Motor

With low inertia characteristic, the motor performs
with stability and precision at both high and low
speed range.

kti 3iintelligence tools ser.

Patented Transducer Technology

High precision torque sensing
mechanism with high sensitivity
and durability.

LED Lights & Buzzer

Built-in signal lights with three colors
to inform the user about the status
of each fastening cycle.

High Strength Clutch
Mechanism

A proven design tested
over 2 million fastening
cycles at maximum
torgue.

Green: OK Blue: All OK Red: NOK
High Strength Spring

Tested over 1 million fastening cycle to ensure the spring tension
is retained to reach the maximum torque.

Dimensions
Unit: mm 241 276
|
3|
s |
=01 h |
‘5‘ \:_.___' /J / _ p— i | :"?_’:i g
ETS-LX ETS-LS
Drive Size Screw Seating :
i (Hex) Torque Range Free Speed RPM Dimensions Weight o
mm / inch kgfcm Nm rpm rpm mm g
ETS-LX02 @4 05~2 0.05~02  200~1000 200 241x60x39 380g +10% 30520001
ETS-LX06 24 1~6 0.1~06 200~1000 200 241 x60x 39 3809 +10% 305 20002
ETS-LX10 24 2~10 0.2~1.0 200~1000 200 241 x60%x 39 380g +10% 305 20003
ETS-LS06 1/4 1-6 0.1-0.6 200~1000 200 276 x60x 40 570g +10% 30520101
ETS-LS16 1/4 1-16 0.1-16 200~1000 200 276 x60x40 5709 +10% 30520102
ETS-LS20 1/4 2-20 0.2-2.0 200~1000 200 276 x60x 40 570g +10% 30520103
ETS-L524 1/4 4-24 04-24 200~1000 200 276 x60x40 5709 +10% 30520104

Included accessories: 1 x Torque Locker Cover, 1 x Cable 8pin 2.0m (93520101)

Spec. for Cable Spec. for Power Supply
Length . Input Output Dimensions  Weight
Type M pin  ltem No. Maodel (AQ) (DO) o g Item Mo.
Cable 8pin 2 8 93520101 EBC-LM30 100-240V  20-30v 108x61x31 310g 308 20101

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.
Please check KEMP's website for the latest information.
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ETS Series - Torque Monitoring Electric Screwdriver

ETS Controllers unit

Function:

m Real-time monitoring
Displaying real-time status: OK, All OK, NOK, unfinished
rundown, cross threading, omission, incomplete cycle,
torque curve, time and number of turns.

m Parameter Setting
Fastening setting includes target torque, fastening
duration(time), number of turns, speed(RPM), screw
count and system lock.

m Flexibility in Connection
Can be connected with mobile devices, laptop,
PC or other system for controls

m Data Storage
Built-in 16G memory capable of storing over
1 million set of fastening data, or data can be
transferred to external device for storage through
WIFI or ModBus

m Access Authorization
Three levels of authorization for the most secure
management on the assembly line.

m Scan management
The USB port can be connected to a wired or wireless
barcode machine. Execute work order scanning code
record and technical function scanning code unlocking.

MKEMP

Menu

D Monitor
Dimensions
| Calibration Unit: mm
=—#= Parameter
Data Storage

Communication

System Settings

O
O
O Info ‘

Master |

Smart Monitoring

Intuitive Control Interface

= ETS-LC1A Controller can be programmed
with the 5" touch screen, mobile device,
PC and laptop through WIFI connection.

Controller with 5" Touch Screen
ETS-LC1A Controller is equipped with 5"

touch

screen for easy access to the control

and settings.
The controller is conveniently-sized for easy
placement on the assembly line.

173

o
96

ul

Internal
Model Screen DC output 10 storage
S 8 Point 16G /
ETS-LC1A (Advanced) S5"TFTLCD {Output4 - upto 1 million
+10%
Input 4) records

Communication port : RS232/R5485/USB A-Type/Wi-Fi

Included accessories: 1x Power Supply (30820100), 1 x Cable 6pin 2.0m (93520111)

Dimensions Weight
e kg ltem No.
173x96x54 415+10% 33520 102

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.

Please check KEMP's website for the latest information.
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ETS Series - Torque Monitoring Electric Screwdriver

M4 KEMP

— -

Target Turns

0‘ 1.2

lurns

Max Turns

0.0

MR Turns

0.0

Turns

K e€@>» >

4 KEMP

Parameter Devicel

I Torque

a
s
L
4
=

Targer Torgue

0.60

Max Torque

0.70

Min Torgue

0.50

o2 D
raramerer [

T

© 0.40
Max Time :
0.50

0.30

Ke€e@>? »

Number of screw setting for each workpieces
Fastening time setting

Fastening torque standard

Torque calibration point

Access Authorization

Communication Protocol

Data storage

Barcode scan

10 output

S i 0035 70080 00FTY

Tirne

Specification Description
1-99 All OK determination
0.01-9.99 sec. Error-proofing capabilities
0.1~0.6/0.1~1.6/0.2-2.0/0.4~2.4 Nm
1-10 point
Master - Managersx 2 - User
ModBus RTU RS5232/R5485
up to 1 million records Overwrite records after 100 days
25 character USB port/Lock
DOL:AIIOK DOZ:OK DO3:NG
DI1: Enable Di2: CW
DI3: CCW Di4: Lock

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.
Please check KEMP's website for the latest information.
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EBS DC Brushless Shut-off Electric Screwdriver

®
I(t I E BS Se ri es triple I intelligence « industrial » internet

Built-in Type Torque Indication Lamp

The torque indication lamp is of an intuitive design.
When the tightening torque is reached, this indication
lamp will notify the user. It can avoid thread slipping
and imcompletetightening and is more user-friendly
in use.

High performance coreless
brushless motor

Low inertia, Low thermal growth.
No need to replace carbon brush
for saving cost.

Excellent Clockwise/Counter-clockwise
Rotation Change Switch

The clear, simple and large icon displays
the directional rotation status.

Ha" Effl!ct SWitEh Torque Output Chart o
Non-contact type switch that reduces the effects of J: '
wear and tear, which greatly enhances the durability i
and reliability. 2
24 EBS-HS624
. E 20 EBS-HS620
Extra wear-resistant clutch =
e B 1
The screwdriver is equipped with an extra wear-resistant @ 16 EBS-HS616
clutch, with low torque decay and stable torque output. S 14
The unit is suitable for high-tech precision parts. ; 3
8 —#——
Streamlined Shape and Excellent Holding Feeling 6 [— ’—J EBS-HS606
The design of the grip is ergonomic. It not only prevents Y _!_
hand soreness, but also reduces fatigue during use. ‘P I |

Comfort even over long-term use can be assured. = 3 - = -

3

Torque Gradation
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EBS DC Brushless Shut-off Electric Screwdriver KE M P "é: ﬂEﬁ

DC Brushless Shut-off Electric Screwdriver

Dimensions
Unit: mm

Parameters
Torgue Accuracy Torgue Adjustment Weight Length
£3% Mechanical 520g 238mm
Applicable Screw
Site Torgue Range Free Speed Mech. Thread Dia. /
Aot prive Stze q . i Self-tapping Thread Dia. ltem No.
kgfcm Nm rpm mm

EBS-HX401-K @4 0.15~1 0.0147~0.098 700 07~18/06~14 30417 931
EBS-HX406-K @4 0.5~6 0.049~0.588 700/1000 1.0~26/1.0~23 304 17 933
EBS-HX410-K @4 2~10 0.196~0.98 700/1000 22~3.0/20~26 304 17 934
EBS-HSA06-K 1/4*" 0.5~6 0.049~0.588 700/1000 1.0~26/10~23 304 17 901
EBS-HS706H-K 1/4" 0.5~6 0.049~0.588 1200/2000 10~26/1.0~23 304 17 941
EBS-HS616-K 1/4" 1~16 0.098~1.56 700/1000 22~40/20~32 304 17 902
EBS-HS716H-K 1/4" 1~16 0.098~1.56 1300/2000 2.2~40/20~3.2 304 17 946
EBS-HS620-K 1/4" 2-20 0.196~1.96 700/1000 26~42/23~35 304 17 903
EBS-HS720H-K 1/4" 2~20 0.196~1.96 1300/2000 26~42/23~35 304 17 943
EBS-HS624-K 1/4*" 4~24 0.39~2.35 700/1000 3.0~50/26~40 304 17 904
EBS-HS724H-K 1/4* 4~24 0.39~2.35 1300/2000 3.0~5.0/26~4.0 304 17 944
EBS-HS630-K 1/4* 6~30 0.588~2.94 700/1000 3.0~50/26~40 304 17 905
EBS-HS730-K 1/4*" 6~30 0.588~2.94 900/1300 3.0~50/26~40 304 17 925

Operating Vol. : 100-240V
Included accessories: 1x Ring Hanger - 2x Bits{one of each size #1#2 ) - 1x Cable - 1x Power Cable - 1x Power Supply

Bit Size:

mi"@- CIE abex| (O [ T—— -

Power Supply

Working Voltage ~ Output Voltage Dimensions Weight
Model
AC DV mm g
EBC-HM30 100~240V 20~30V Changeable 164 x61x 39 260

* According to KEMP product improvement policy, it will not be notified immediately when changes to the design and specifications.
Please check KEMP's website for the latest information.
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