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1800 MHz Public Exposure Guidelines PFD Equivalent c.f. speed
pW/m? V/m m.p.h.
FCC (USA) OET-65 10,000,000 61 3000
ICNIRP (1998), WHO 9,000,000 58 2847
Belgium (excluding Wallonia) 1,115,000 21 1002
Italy (sum of frequencies) 100,000 6 300
Russia, PRChina 100,000 6 300
Switzerland, Lichtenstein, Luxembourg 95,000 6 292
Belgium Wallonia 24,000 3 147
Typical 100m from a base station (0.2 to 6 V/m) 10,000 1.9 95
Vienna (sum GSM) 10,000 1.9 95
Italy (single frequency) 1,000 0.6 30
Salzburg 1998 (sum GSM) 1,000 0.6 30
EU-Parl, GD Wissenschaft, STOA GSM (2001) 100 0.2 9
Median level, 15 US cities 1977 (mainly VHF & TV) 48 0.14 7
Salzburg GSM/3G outside houses (2002) 10 0.06 3
Salzburg GSM/3G inside houses (2002) 1 0.02 1
Burgerforum BRD proposal, waking areas (1999) i 0.02 1
Burgerforum BRD proposal, sleeping areas (1999) 0.01 0.002 0.1
IMobile phone handsets can work down to about 0.000002 0.00003 0.0015
[Natural background level (all RF frequencies) 0.000001 0.00002 0.001
Cosmic background at 1800 MHz average approx 0.00000000001 0.00000006 0.000003

Note that it is very rare indeed for broadcast radio signals to exceed 1 V/m inside residences, with VHF/UHF ones rarely exceeding 0.05

V/m, being typically less than 0.01 V/m.

Mobile phones can work down to less than 0.00003 V/m.
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BIOINITIATIVE 2012 — CONCLUSIONS Table 1-1

Overall, these 1800 or so new studies report abnormal gene transcription (Section 5); genotoxicity and
single-and double-strand DNA damage (Section 6); stress proteins because of the fractal RF-antenna
like nature of DNA (Section 7); chromatin condensation and loss of DNA repair capacity in human stem
% (Sections 6 and 15); reduction in free-radical scavengers — particularly melatonin (Sections 5, 9,
13, 14, 15, 16 and 17); neurotoxicity in humans and animals (Section 9), carcinogenicity in humans
(Sections 11, 12, 13, 14, 15, 16 and 17); serious impacts on human and animal sperm morphology and
function (Section 18); effects on offspring behavior (Section 18, 19 and 20); and effects on brain and
cranial bone development in the offspring of animals that are exposed to cell phone radiation during

pregnancy (Sections 5 and 18). This is only a snapshot of the evidence presented in the Biolnitiative
2012 updated report.

BIOEFFECTS ARE CLEARLY ESTABLISHED

Bioeffects are clearly established and occur at very low levels of exposure to electromagnetic fields and
radiofrequency radiation. Bioeffects can occur in the first few minutes at levels associated with cell and
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unrestricted wireless commerce unless new, and far lower exposure limits and strong precautionary
warnings for their use are implemented.

EMF AND RFR ARE PREVENTABLE TOXIC EXPOSURES

We have the knowledge and means to save global populations from multi-generational adverse health
consequences by reducing both ELF and RFR exposures. Proactive and immediate measures to
reduce unnecessary EMF exposures will lower disease burden and rates of premature death.

DEFINING A NEW °EFFECT LEVEL FOR RFR 1000 uW/m2

On a precautionary public health basis, a reduction from the Biolnitiative 2007 recommendation of 0.1
uW/cm2 (or one-tenth of a microwatt per square centimeter) for cumulative outdoor RFR down to

something three orders of magnitude lower (in the low nanowatt per square centimeter range) is
justified.

A scientific benchmark of 0.003 uW/cm2 or three nanowatts per centimeter squared for ‘lowest
observed effect level’ for RFR is based on mobile phone base station-level studies. Applying a ten-fold
reduction to compensate for the lack of long-term exposure (to provide a safety buffer for chronic
exposure, if needed) or for children as a sensitive subpopulation yields a 300 to 600 picowatts per
square centimeter precautionary action level. This equates to a 0.3 nanowatts to 0.6 nanowatts per
square centimeter as a reasonable, precautionary action level for chronic exposure to pulsed RFR.

These levels may need to change in the future, as new and better studies are completed. We leave
room for future studies that may lower or raise today’s observed ‘effects levels’ and should be prepared

to accept new information as a guide for new precautionary actions.
& d P & 3 -6 uW/m2

© Copyright 2006 - 2023 Biolnitiative Report, All Rights Reserved. Site by Daveworks Inc. %] ﬁ
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SCIENTIFIC EVIDENCE THAT 5G AND 4G DENSIFICATION IS NOT
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THE ALLIANCE EUINSTITUTIONS  UN/WHO APPEAL

EMF Scientist Appeal to the United Nations

PUBLICATIONS  MEDIA 5G & BEYOND  NEW!

ENE

This page s dedicated to advocating support for the Internationsl EMF Sclentist Appeal to the
United Nations and the Workd Health Organization

Announcement from the International EMF Alliance

Request to NGOs worldwide to support the International EMF Scientist Appeal to the

United Nations
UPDATE: Sce Fobruary 4, 2056 letter from Sasel Halmoy, Presdent of (EMFA, to the leaders of
the UN, the WHO ang UNEP atdvising them of widespread international NGO supgart for the

Intermatonal EMF Saentist Appeal

The International Electromagnetic Fiedd Alliance IEMFA) has received a statement of support for
the International EMF Scientist Appeal submitted to the United Nations on May 11, 2015, from
105 NGOs in 25 nations, including for-profit entitles that market physical shielding materisls and
EMF detection equipment. See the Appeal at EMFscientist.org

To date, 220 scentists from 41 nations have signed the Appeal. Each has published peer
reviewed research on biolagical or health effects of non-oniding radiation, including extremely
low frequency flekds (ELF) used for electricity or radio frequency radiation (RFR) used for wireless
communications.

These EMF scientists are raising serious concerns regarding the risks for humanknd and nature

_n&expnwve o EMF sources (electromagnetic fields and

SIGN HERE  DONATE

Read as PDF in:

Organizations

As of January 7, 2020, 188,653 people and
organizations from 203 nations and territories
have signed this Appeal.

Organizations

FREIBURGER APPEAL

Interdisciplinary Society for Environmental Medicine e.
V.

Out of great concern for the health of our fellow human beings do we - as established
physicians of all fields, especially that of environmental medicine - turn to the medical
establishment and thase in public health and political domains, as well as to the public,
We have observed, in recent years, a dramatic nse in severe and chronic diseases among
our patients, especially:

- Learning, concentration, and behavioural disorders (e.g. attention deficit disorder,
ADD)

- Extreme fluctuations in blood pressure, ever harder to influence with medications
- Heart rhythm disorders

- Heart attacks and strokes among an increasingly younger population

- Brain-degenerative diseases (e.g. Alzheimer's) and epilepsy

- Cancerous afflictions: leukemia, brain tumors

Scientists warn of potential serious health effects of 5G

September 13, 2017

We the undersigned, more than 180 scentists and doctors from 35 countries, recommend a moratorium
on the roll-out of the fifth generation, 5G, for telecommunication until potential hazards for human
heaith and the environment have been fully investigated by scientists independent from Industry. 5G
will substantially increase exposure to radiofrequency electromagnetic fields (RF-EMF) on top of the 2G,
3G, 4G, Wi-Fi, etc. for telecommunications already in place. RF-EMF has been proven to be harmful for
humans and the environment.

(Note: Bige ks below are references )

5G leads 10 massive increase of mandatory exposure to wireless radiation

5G technology s effective only over short distance. It is poorly transmitted through solid material
Many new antennas will be required and full-scale implementation will result in antennas every 10 1o 12
houses in urban areas, thus massively increasing mandatory exposure.

With “the ever more extensive yse of wirkisss technologiss,” nobody can avaid to be exposed.
Because on top of the increased number of 5G-transmitters {even within housing, shops and in hospitals)
according to estimates, " 10 to 20 bilion connactions” (to refrigerators, washing machines, surveillance
cameras, self-driving cars and buses, etc ) will be parts of the internet of Things. All these 10gether can
couse a substantial increase in the total, long term RE-EMF exposure 1o all EU citizens.

Harmful effects of RF-EMF exposure are already proven

More than 230 scientists from 41 countries have expressed their “serious concems” regarding the
ubiauitous and increasing exposure to EMF eenerated by electric and wireless devices alreadv before the
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Review > J Clin Transl Res. 2021 Sep 29;7(5):666-681. eCollection 2021 Oct 26.

Evidence for a connection between coronavirus
disease-19 and exposure to radiofrequency radiation
from wireless communications including 5G

Beverly Rubik ' 2, Robert R Brown 3

Affiliations <+ expand
PMID: 34778597 PMCID: PMC8580522
Free PMC article

Abstract

Background and aim: Coronavirus disease (COVID-19) public health policy has focused on the severe
acute respiratory syndrome coronavirus 2 (SARS-CoV-2) virus and its effects on human health while
environmental factors have been largely ignored. In considering the epidemiological triad (agent-
host-environment) applicable to all disease, we investigated a possible environmental factor in the
COVID-19 pandemic: ambient radiofrequency radiation from wireless communication systems
including microwaves and millimeter waves. SARS-CoV-2, the virus that caused the COVID-19
pandemic, surfaced in Wuhan, China shortly after the implementation of city-wide (fifth generation
[5G] of wireless communications radiation [WCRY]), and rapidly spread globally, initially demonstrating
a statistical correlation to international communities with recently established 5G networks. In this
study, we examined the peer-reviewed scientific literature on the detrimental bioeffects of WCR and
identified several mechanisms by which WCR may have contributed to the COVID-19 pandemic as a
toxic environmental cofactor. By crossing boundaries between the disciplines of biophysics and
pathophysiology, we present evidence that WCR may: (1) cause morphologic changes in erythrocytes
including echinocyte and rouleaux formation that can contribute to hypercoagulation; (2) impair

microcirculation and reduce erythrocyte and hemoglobin levels exacerbating hypoxia; (3) amplify
T ————— e, S
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Low Band | 600 MHz - 850 Similar to 4G Cellphones. W
The low band cell towers have a coverage area range similar

to 4G cellphone towers. Millimeter
Speeds are 30 — 250 Mega Bits per second Waves

Frequencies used are in the Microwave range
Cell tower coverage is up to several kilometers in radius

Speeds are between 100 — 900 Mega bits per second

requencies used are 1n the Microwave range
Limited coverage range and needing manylsmall cells |

Feature 1G 2G 3G 4G 5G
Start/Development [1970/ 1984 198071999 1990/2002 2000/2010 2010/2015
Technology IAMPS, NMT, TACS |IGSM WCDMA LTE, WiMAXx MIMO, mmWaves
Bandwidth 2 kbps 14.4 - 64 kbps 2 Mbps 2000 Mbps — 1 Gbps [> 1Gbps
Access System FDMA TDMA/CDMA |[CDMA CDMA OFDMA/BDMA
Core Network PSTN PSTN Packet Network [Internet Internet
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mall Cells for 5G Deployments
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Small Cells for 5G Deployments

The Small Cell is another critical component in the arsenal of today's wireless providers as they equip
their networks for the dramatic increase in wireless coverage that 5C will demand SinELREEERgl= ok ¥e)
boost an area of weak coverage within a macro cell network by offloading traffic normally handled

by the macro cell.
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the antenna. You can place several of these small cells in one dome providing extended coverage
over many frequencies.

Look at what is happening in Santa Monica, CA. The Santa Monica Seascape, the city's
newsletter for its citizens, recently ran this article about small cells.

Seascape MAY-JUN 201

NEW INSTALLATIONS WILL IMPROVE CELL SERVICE

"In 2016, the City of Santa Monica adopted a new wireless telecommunication ordinance to protect
the city from uncontrolled expansion. while streamlining the review process to meet statutory
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Other cities are also installing small cells. Below are photos from downtown San Francisco of three different types of small cells on street lights on Polk Street.

Boston also has a number of small cells installed.
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APRIL 1800

Country, author

Frequency

Maximum

(Miz) p«;x:z:ilz)l'e Remarks
USA: Ely, T.S., 3000 100 mW/cmé Whole body 10 uw/m?2
Goldman,D. (1957) f = 150 mW/cm? Eyes 15
5 mi/cm? Testes
USA: U.S. Army 0.5
(1958) 10 mN/cm; -
USA: Schwan,ltl.P. 30 mW/cem Whole body
and Li, K. (1956) 10 mW/cm? Whole body + - S uW/m2
20 mW/cm? Whole body
USA: General
Electric 700 1 mi/cm? -
USA: Bell Tele-
phone Labs. (1956)[750-30 000 1 mW/cm? -
USA: Mumford,
W.W. (1956) - 0.1 mN/cm? -
NATO (1956) - 0.5 m/cm? -
Sweden 87 222 V/m -
87 25 V/m -
Britain 300 0.01 mW/cm? 2
West Germany
(1962) - 10 mW/cm?
USSR (1965) 0.1-1.5 20 V/m
5 A/m
1.5-30 20 V/m
30-300 5 V/m o
> 300 0.01 miW/c 6 hr daily 3
— 0.1 mW/cm? 2 hr daily 0.1 -0.001
1 mi/cm? 15 min daily uW/m2
Poland (1961) > 300 0.01 mH/cm? Entire workday
— 0.1 mW/cm? 2-3 hr daily
1 mW/cm? 15-20 min daily
Czechoslovakia > 300 0.025 w/cﬁ Cw operation}S'hr 0.001
(1965) — 0.01 mW/c Pulsed op'n ‘daily
0.01-300 10 V/m uW/m2
USA (1966) 10-100 000 |1 (mW/cm?)hr Every 6 min
Canada (1966)  |10-100 000 |1 (mW/cm?)hr Every 6 min 0.1 uW/m2
*For shorter exposure, see Figs. 39 and 40. (See also

Appendix.)

TABLE &4,
MARHA § TUHA,

1971).

EXPOSURE STANDARDS FOR ELECTROMAGNETIC RADIATION (FROM
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i T | antenna
Standard Type . Frequency Exposura limit Exposura duration |CW/ pulnodl Stationary/ Remarks
! Rotating
USSR Occupa-' 10-30 MMz |20 V/m {working day both 1 both Military !
Government tional t -—-{ units and
1977 30-50 MHz |10 V/m iworking day both | both establish-
{299) ments of the
i 0.3 A/m iworking day both both Ministry of
Defence
! 50-300 MHz | 5 V/m working day both both excluded
i 0.3-300 10 pW/iem? warking day both stationery
10.01 - 0.1 uW/m2 100 pW/em?  iworking day bath rotating ;
' 100 pw/em?2 2 houra both stationary .
1 mW/em?Z 2 hours both rotating I
[ 0.1 uW/m2 1 mW/em? 20 min. both stationary
I USSR General |
Government public  0.3-300 GHz 1 pwW/em?2 24 hours both both 10.0001 .
1970 (42) : : uW/m2
Crechoslovekia Oceupa- 10-30 MHz 50 V/m working day both !
Government tional & :
1970 * 30-300 MHz 10 V/m working day both | i
(42) . - i
0.3-300 GMz| 25 pW/em? working day : both ; -
i
0.001 uW/m2 pulsed  10pw/em?  warking day j both i max peak |
‘ ' [1 kW/cm? |
: : 1.6 mW/em? 1 hour both i i
6 uW/m2 pulsed 1 I
B D.64 mwWfem? | hour both ! |
General | 30-300 MHz | V/m 24 hours both
public
03-300 GMz| 2.5 JW/em? 24 hours both 0.0001
i 1 wWicm? 28 haurs both uW/m2
130-300 MHz 1 Vim 28 hours ' both pulsed’
'10-30 MHz 2.5 V/m 24 hours | both
" Poland - Occupa- [ 0.3-300 GHz| 0.2 mW/em? 10 hours | stationary
Government tional 7 §
1972 0.2-10 mW/em?2 32/P* (hours) | stationary | P-pawer
(a2, 300) A ;ﬂly in W/m ;
0.02 -0.1 hW/db2 1 mW/em? 10 hours ratating | !
: 1-10 mW/emZ  800/P2 (hours) rotating ' P-power dens |
! ! ‘sity in W/m*© !
‘ ' General | 0.3-300 G-czl 10 pW/em? 2 hours both sationary  0.001 |
i ' pulic :
; 0.1 mW/em2 2 hours both rotating uW/m2
i Poland 7 Occupa- | 10-300 MHz 20 V/m working day both both '
| Government tional - -
1975 20-300 V/m 3200/E2 (hours)  {both both ! E-electric
proposed . field
(42, 300) ! intansity :
Lo Vim H
General | 10-300 MHz 7 V/m 24 hours . both :
public i y
TABLE 3. EXPOSURE STANDARDS IN THE USSR, POLAND, AND CZECHOSLOVAKIA

C(FROM STUCHLY, 1978).
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Country, and Kadiation rrequency
Type of Standard and Waveform Maximum Levels Comments and Conditions
USA (ANSI) 10 MHz - 100 GHz 10 mW/em? or Eeriods of 0.1 hr or more, Whole and par-
Exposure Standard  (all waveforms) 1aW / m?2 ody. Reduction in high temperature en-
vironments, or for health reasons recom-
mended.
1 mW.h/cm? Averaged over any 0.1 hr period.
U.S.Army/ 10 mW/cm? Continuous exposure, When power density (S)
Air Force is in the 10-100 mW/cm? range, max allowed
exposure time is 6000/W* minutes, where S is
expressed in mW/cm?.
100 mW/cm? No occupancy or protective clothing required.
USSR 0.1 -1 mW/cm® For a 20 min maximum exposure duraﬁon
1976 Industrial 0.01 - 01 uW 2 Standard states: “‘Protective goggles manda
Safety Exposure . - uW/m tory. Power density must not then exceed 0. 1
Standard* mW/cm? for balance of work day’’. Radiation

from adjustable or scanning antennae is al-
lowed at this level for 2 hrs.
10 - 100 yW/cm? For a 2 hrs maximum duration (then 10

0.001 - 0.01 uW/m2 #W/cm? for balance of work day).

10 gW/cm? Required limit for a ‘work day’, all sources, ex-
cept adjustable or scanning antennae (100
#W/cm’).
50 MHz - 300 MHz 5V/m Levels in *‘work arcas and other areas where
(all waveforms) personnd are permitted and occupationally ex-
posed”. . . shall not, in the course of the work
day, exceed this value.
30 - 50 MHz 10 V/m (or Whichever is the greater.
0.3A/m)
- 30 MHz 20V/m
60 kHz - 3 MHz SOV/m or 5§ A/m in the range 60 kHz to 1.5 MH2)
Czech. Soc. Rep. 300 MHz - 300 GHz W/cm? hrs/day, for CW waveforms; reduced to 10
Exposure Standard 002§ uW/ m2 p\V/cm’ for pulsed waveforms.
0.01 - 300 MHz 10 V/m
USA: Product 890 - 6000 MHz 1-5mW/cm? Emmed gy the product at full power operation;
Emission Standard 0.1-0.5 uW/m2 lovmllevc; when manufactured (*‘prior to ac-
quisition"’
(ISM Bands in 5 mW/cm? max in use. Measured with specified
this range) load (275 + 15 ml H;O at 20 = 5°C), at full
t’pymwr. Scmor mht:’re from nm;gtgful surfaces
an approved instrument w ective aper-
ture <« 25 cm? no dimension > 10 cm.
Canada: Product 0.01 - 300 GHz 1 mW/cm? Emitted by ptoduct at maximum output, at
Emission Standard points ““at least 5 cm from the external surface
0.1 uW/m2  of the oven”, when the oven is loaded with a
load equal to the water equivalent of the
minimum operating load, as upedﬁed by the
manufacturer, at 20 + 5 . Instrument
specified in standard,
S mW/cm? Emmiou3 - v:l no load, if total microwave output
is <
Canada;: 0.01 - 300 GHz 1 mW/cm? Average power density limit in any 1 hr period
Recommended (max 25 mW/cm? averaged over 1 min).
Exposure Limit

*The reader is referred to the actual standards for more detail. Great caution is required in interpreting and
translating standards.

TABLE 5. EXPOSURE STANDARDS FOR ELECTROMAGNETIC RADIATION.



i 0.5 uW/m2
. Recommendations for 1.5 GHz to 100 GHz

The ANSI C95.1-1982 Standard specifies the maximum recommended RF/MW
radiation exposure levels over a frequency range of 300 KHz to 100 GHz. Typically, the
standard calls for an exposure of no more than § mW/cm? for frequencies between 1500
p— MHz % 100,000 MHz. The reader should consult with the actual ANSI publication for the
- @ detailed recommendations. In addition, the standard limits the whole-body SAR to 0.4 W/Kg
and indicates that the spatial peak SAR should not exceed 8.0 W/Kg over any one gram of

RADIOFREQUENCY/MICROWAVE tissue. For both CW and pulsed EM fields the exposure time should not exceed 6 minutes at
T S A A e . o the recommended levels. These maximum safe levels are not intended to apply to the

medical treatment of patients where irradiation is sometimes useful in combating diseases

like cancer. The standard does pertain to the general public and to persons that work in

PR clectromagnetic environments. There are two exceptions to the recommendation: 1) at
between 100 KHz and | GHz the maximum exposure levels may be exceeded as
long as the stated SAR values are not violated and 2) at frequencies between 300 KHz and 1
GHz the exposure levels may be exceeded if the output power of the radiating device is less

2Tic
S.J;rf B. USAF PEL (AFOSH Standard 161-9, 12 SR
" 8 .0 February 1987) for 1.5 GHz to 300 GHz
L Since the early investigations of the Tri-Service Commission, the United States Air
P Force has recognized the need to establish an RF/MW protection standard. The USAF
ﬁ’.“,;,r:r-. “""“"“‘6‘0“.}‘ permissible exposure level (PEL) is specified in AFOSH Standard 161-9 enacted 12 February
p4 8 01 1987. This standard stipulates maximum safe RF/MW radiation exposure levels over a

frequency range of 10 KHz to 300 GHz. The PELs are shown in Figures 7 and 8 [10].

In general, the USAF protection guideline agrees with the ANSI Standard except that
a distinction is made between exposure to persons in restricted and unrestricted areas. No
explanation for this policy is given in the USAF Standard. The PEL for restricted areas
shows only a slight alteration from the ANSI recommendation. For a frequency range of
1500-300,000 MHz the USAF PEL is given as 10 mW/cm®. The PEL put forth by the
USAF is intended to protect personnel from harm by limiting the whole-body SAR to 0.4
W/Kg. Exposure periods at the maximum safe levels should be limited to 6 minutes. It is
also recommended that exposure in the near zone to RF/MW sources radiating at less than 30
MHz may require a separate evaluation to determine safe exposure levels of irradiation [10].
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More fiber optics required

A key topic is the network infrastructure
with Radio Access Networks and

centralized base stations (baseband

WaisME]2®)) [ here is a greater demand

or fiber optic capacity to connect the

BBUs to the 5G cells JifslSs/saleSXela

distance and traffic load. In addition,
there is a demand for power supply for

active technology.

The construction of fiber-optic connections between the backhaul network and antennas -
Eiber to the Antenna (FTT@ Is a complex matter. It's not just about the availability and

capacity of fiber optic lines, but also about individual site conditions. All premises are

different. Sometimes creative cabling paths have to be found in the most unusual places.

Public and private telecom operators, neutral hosts, and tower companies will in some
places be forced to merge parts of their fiber optic networks. The space issue at the
antennas and on buildings or the load capacity, wind load, and scalability must be taken into

account when planning the installation.
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% 3. Badly Planned Cables

Utility poles are valuable aerial real estate, meaning
many attract a huge number of cables, often from
different carriers. With no forward planning, copper,
coax and fiber cable can be mixed together, making it
difficult to identify and access specific cables. And the

lack of organization leads to greater problems in the

future — what happens if the pole has to be replaced
and every individual cable rerouted? In this photo

(left), the pole was situated at a main street intersection — so if a truck took it out,

communications for a Iarge chunk of the town would go down.

4. Unsuitable Aesthetics

Home owners and landlords care about the aesthetic
appearance of their buildings, but too many installations fail to

take this into account. Oversized cables that snake across

once pristine walls aren’t just ugly, but also put consumers off

the whole idea of upgrading to fiber if it means damaging their
environment. We've seen installations that actually go across
windows meaning they can’'t be opened — as well as blocking

light from getting into a home. Planning and sensitivity are key

to avoiding justifiably angry homeowners.

Resourc
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Why Fiber?

What is Fiber?

All-fiber networks (sometimes referred to as fiber-to-the-home—FTTH—or fiber-to-the-premises—FTTP) are built
to connect homes and businesses to lightning fast Internet connections. The fiber optic cables that make up these

networks are the fastest and most reliable broadband technology and are capable of delivering vastly higher

bandwidth than traditional copper wires or wireless. All-fiber networks are directly connected from the central

office all the way to a subscriber’s building. There is no other technology along the path except fiber optics.

Fiber optic cables are made up of thin strands of glass that carry information by transmitting pulses of light, which
are usually created by lasers. The vibrations are turned on and off very quickly. A single fiber can carry multiple
streams of information simultaneously over different wavelengths, or colors, of light, enabling more robust video,
Internet, and voice services. Fiber cables are capable of transmitting multi-gigabit Internet speeds compared to the
mere megabytes typical of copper connections.

Best of all, ongoing improvements in fiber optic equipment are constantly increasing the bandwidth that can travel
through fiber networks.



Optical fiber expansion and 5G — Correlations and Synergies
“Digital Networks and Mobility" platform

4

Conclusion

Already last year, the project group has worked out that — New challenges remain, for example, on areas with
practically all access network technologies are based on agricultural and forestry use or along mobility routes
differently extensive fiber optic expansion. Following up such as district, state and federal highways, since

on this, systematic correlations between the fiber optic the activities of broadband expansion in the fixed line
expansion in the fixed line network and the implementa- network focus on populated areas.

tion of 5G are established in this document, since 5G is The identified synergies and correlations between the
dependent on high-performance connections with optical optical fiber expansion in the fixed line network and
fiber as far as possible. 5G can result in additional market potential for fixed
line network operators in order to participate in the 5G
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Fibre Wireless Distributed Antenna Systems for 5G and 6G

Services

Muhammad Usman Hadi ** and Ghulam Murtaza 2

! Nanotechnology and Integrated Bioengineering Centre (NIBEC), School of Engineering, Ulster University,
2-24 York Street, Belfast BT15 1AP, UK

2 Department of Electronic Engineering, University of Bologna, 40132 Bologna, Italy

* Correspondence: m.hadi@ulster.ac.uk

Abstract: The terahertz (THz) frequency bands are being explored as a potential means of enabling
an ultra-high transmission capacity in sixth-generation (6G) radio-access networks (RAN) because
higher frequencies offer broader bandwidths. When utilized in wireless communications,
high-frequency electromagnetic waves impose several physical restrictions. To overcome these

difficulties and to expand the service coverage, the radio-over-fibre (RoF)-based distributed an-

tenna system (DAS), in particular, can improve the usability of future mobile networks with ad-

vantages such as seamless media conversion between wireless and optical signal, flexible multi-

channel aggregations, and efficiency. RoF technology’s inherent advantages are that it improves
the DAS network’s usability and transmission performance by allowing it to provide both 5G and

6G THz services at the same time over a single optical fibre connection. We experimentally broad-

cast a single carrier-modulated 6G signal using a 256 quadrature amplitude modulation and a 5G
new radio signal across a 10 km single mode fibre optic link. Additionally, the 6G signal is received
through a 3 m wireless medium providing, proof of concept for fibre wireless integration. The ex-
perimental trials are assessed in terms of error vector magnitude and carrier suppression ratio. The
dynamic range of the allowed RF input power for a 6G signal is 10 dB, while the dynamic range for
a 5G waveform signal is 18 dB, which meets the 3GPP standardization criteria. Moreover, the bit
error rate performance significantly improved as the carrier suppression ratio was increased from 0
to 20 dB.



6G is fiber, argues SDN
Communications’ CEO

By Mike Dano
Oct 22,2018 01:20pm

SDN provides fiber connections. (Pixabay)

A regional fiber company said it has found 6G, and it’s
fiber.

“Small cells or 5G—it’s still all about the wires and what 1

refer to as the 6G fiber optic networks that support such
advances,” said Mark Shlanta, the CEO of fiber company
SDN Communications, which operates a fiber network in
locations around South Dakota and the Midwest.

“If I'm going to use my smart phone to send a message to
my mother across town or my sister, who lives in South
Korea, nearly all that communication will travel fiber in
the ground or under the ocean; it’s only the very last part
of the connection—from the handset to the tower—that

A (WM Today’s 4G and tomorrow’s 5G wireless do not

exist without the 6G fiber that empowers them,” Shlanta

Shlanta made his comments (PDF) recently during U.S.
Sen. John Thune’s hearing for the Committee on
Commerce, Science, and Transportation, dubbed “The
Race to 5G: A View from the Field.” The hearing focused
on identifying existing barriers to broadband deployment
and ways to streamline infrastructure siting.

Not surprisingly, Shlanta praised recent work by the FCC
to make it easier for telecommunications companies to
deploy additional network equipment, including small
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Given the increasing performance requirements associated with 6G networks, [ER{eERe] HON I\ ERERe 1 {[e=1M])

Al le M S [ e M T (ST EgE . As network complexity and the amount of data the network

generates increases, transport networ’ ~* 's must adapt and enhance their networks and technologies to
cope with the increasingly stringent re: i 5. To this end, this section will discuss some of the key features
and qualities of OTNs in 6G and beyor._ .._..._._.s that are not currently considered in 5G networks and list some

of the critical enabling technologies considered to realize 6G and beyond networks.
2.1. Features and Qualities of Next-Generation OTNs

The essential qualities of next-generation OTNs in 6G and beyond networks are high-capacity fronthaul and
backhaul networks, long-distance remote connectivity, and deep-rooted Al/ML integration. As networks shift from
being traditionally analytical model-based to data-based, a significantly increased amount of network-generated
data traffic needs to be transported quickly and efficiently throughout the network. Concurrent with the OpenRAN
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nothing like the jump we saw from 3G

The Truth About 0 4.

“6G”

All the exciting innovations you hear
so much about today: self-driving
) , cars, remote robotic surgery, and the
Stephen McBride Former Contributor © =
The editor of RiskHedge Report Internet of Things can’t happen
without 5G. Not just that, we're
talking about entirely new mobile
B @ This article is more than 2 years old. IthVVOI‘kS, up to 100X faster than
what we have today.

e’re going to need countless new

antennas, fiber optic cables, satellites,

and other network gear necessary to
extend 5G signals beyond city centers.
And the tiny filters that go in the

in

phones themselves.

It’s going to take decades for a full 5G

CHINA NEWS SERVICE VIA GETTY IMAGES

buildout. 5G is a massive
I'm seeing them pop up more and more. undertaking. We essentially have to

Mavbe vou are. too. Bold headlines telling rewire the world. People don’t
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Thought-provoking commentary on technologies
By Patrick Nelson, Network World | 13 SEPTEMBER 2019 13:30 BST that are changing the way mankind does things.

How 6G will work: Terahertz-to-fiber
| conversion

For 6G wireless to become a reality, it must overcome a few technical
hurdles, such as connecting terahertz spectrum to hard, optical
} transmission lines. Researchers at the Karlsruhe Institute of Technology
} say they have solved the problem.

OO OO




Introduction: 5G and direct comm applications

Existing LTE Band . WRC15 Outcome . Unlicensed band Other regional interest band
400MHz 1GHz 3GHz ©6GHz 10GHz 20GHz 30GHz 40GHz SOGHz 60GHz 70GHz 80GHz 90GHz

What are the applications and what do they demand?

We hear about download speeds, low latency....

From a specifications point-of-view, some items are m

wider instantaneous BW (to 400 MHz in FR2 presently)

modest mm-wave frequencies (=52 GHz for now, 6G proposals much higher:
95 GHz - 300 GHz/3 THz ?)

relatively stringent adjacent channel power requirements

many over-the-air test requirements
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We've provided the list below of the differences from the third-generation or
3G up to and including the sixth-generation or 6G wireless.

Frequency Spectrum

3G — up to 2.1 Gigahertz (GHz).

4G —up to 25 GHz

5GC — up to 6 GHz for range one, up to 54 GHz for range two.
6G — 95 GHz to 3 Terahertz (THz) or 3,000 GHz.

Network Speeds

3G — from 3 to 7 Megabits per second (Mbps).

4G — approximately 33 Mbps.
» 5G — 40 t0 1,100 Mbps.
6G — Up to 1 Terabits per second or 1,000,000 Mbps.

You can readily see the significant differences in each wireless generation.
With 6G, the frequencies are in the millimeter-wave range. And the speeds are
simply phenomenal. The higher frequencies support wider bandwidth signals,
which is the underlying reason for faster data transmission speeds.



Terahertz (Submillimeter) Waves ¢IEee

Radio v'"

Microwave

Submillimeter

M EEEorg | IEEE Xpiwe Dygitel Uitwary ) SEE Stancieds | IES Spectrum | Mene Sées
Infrared
Visible
QIEEE e
Ultra- technalogy community wordvids

Violet

X Rays

About Membership Communities Conferences Standard:

B
x

Advancing Technology for Humanity

Samma Rays

Loosely defined: 1 mm >A > 100 pm
300 GHz<v< 3 THz

Most of the radiation in the Universe is emitted at submillimeter-wavelengths,
peaking at 3 THz (if we exclude Cosmic Microwave Background).



The L
Future
s 6G

5G ©

40-1,100 Mbps
Public infrastructure,
automated cars

4G

Approximately 41.9 Mbps
Mobile phones, tablets, hotspots

Speed
of network

Network

Speeds
Supporied Devices
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Google 6G Internet coverage
People also ask

Is 6G internet available?

6G internet is expected to launch commercially in 2030. The
technology makes greater use of the distributed radio access
network (RAN) and the terahertz (THz) spectrum to increase
capacity, lower latency and improve spectrum sharing.

TechTarget

https://www.techtarget.com » definition > 6G

Search by voice

6G vs. 7G expectation

BT

What is 6G? Overview of 6G networks & technology - TechTarget

Search for: Is 6G internet available?

Is 6G available anywhere?

N

No, 6G is not yet available, but 6G networks are currently in development and expected to

launch around 2030. 26 Jul 2023

builtin.com
https://builtin.com » hardware » 6g

6G: What Is 1t? When Can We Expect It? - Built In

Search for: Is 6G available anywhere?

What is the range of 6G?

B
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Why Terahertz Radiation?

Terahertz (THz) radiation is located in the spectral region 0.1-10 THz (31 S
P ERAOEDC

mm - 30 ym, 3 cm™' - 300 cm‘1) between the microwave and the infrared

portion of the electromagnetic spectrum. In contrast to visible or infrared light, THz radiation has the potential to
penetrate materials such as plastics cloth, or paper products. This feature might be helpful to sense concealed
threats inside of clothing, luggage, parcels, and sealed containers. Because THz radiation does not penetrate
metals, such a sensor would supplement rather than replace conventional X-ray and metal detectors. It has been
shown, that THz imaging systems can be used to image threat items, non-metallic weaponry can be imaged
when concealed beneath clothing, and it has been demonstrated that explosive materials have characteristic
THz spectra.

“THz" x
Radio waves Micro waves lrl'rand U Rraviolet X -rays
> & >
+ + + + + +
107 10% 1% 10" 10" 02 q0® 10“ 10'5 10” 10"

Frequency (Hz)
The Thz range (Courtesy M_Koch, TU Braunschweig)

THz radiation is non-ionizing

Due to its low photon ener

present knowledge not dangerous for human beings. In fact an imaging system for medical applications which

illuminates the human skin with THz radiation in order to localize skin cancer has been developed by Teraview

Ltd.

about one million times less than X-rays) THz radiation is non-ionising and to our
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6G network | The next mobile generation

B Last updated: 04.08.2023 @ Hits: 5182

While some are still in the LTE or 4G network and that 5G Mobile
network already masters its introduction with flying colors, throws the
6G network its shadow to around 2030 already ahead. We present
new developments for the upcoming mobile communications standard
like that Lighthouse project 6G-ANNA or the world's first bidirectional
radio link with Internet connection from the University of Stuttgart.
Also the Karisruhe Institute of Technology KIT has the 6G network in
its sights and is presenting a Concept for the highest data

transmission rates in the Terahertz Communication.

on l_l«'“'.‘ljl('v‘ m

networks of the future must consist of numerous small radio cells,”
explains Professor Christian Kooswho together with his colleague
Professor Sebastian Randel researches technologies for 6G at KIT.

Base stations on street lights

Short ways in these Radio cells combine high data rates with minimal

energy consumption and low electromagnetic immission. UaECRUASUEL
base stations required for the successor to 5G can be attached to street
lamps, for example,

The connection of the individual cells requires powerful radio links for 6G

networks, on which dozens or even hundreds of gigabits per second
(Gbit/s) can be transmitted on one channel. Freguencies in the THz range
are suitable for this purpose electromagnetic spectrum between the
microwaves and the infrared radiation.

Location technology

standard.

standard Omlox with UWB, RFID, 5G, GPS

However, the recipients are still comparatively complex and expensifle\ )
They often represent the bottleneck for the achievable bandwidth. ~—
Researchers at the institutes for microstructure technology IMT, Photonics
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Artificial intelligence and edge computing

Automated cars and drones, remote-controlled factories, and other uses of artificial intelligence (Al) have been
getting a lot of discussion amid the rise of 5G. The advent of 6G is expected to make this even more of a thing—and
some experts think artificial intelligence will be required to keep it all coordinated and running smoothly.

Razvan-Andrei Stoica and Giuseppe Abreu, two researchers at Jacobs University in Bremen, Germany, said that 6G
could rely on “collaborative Al” to help self-driving cars communicate with each other, navigate pedestrians and
traffic, and determine the best routes from here to there.

It's part of an emerging trend called “edge computing,” which moves network management away from centralized
clouds towards more localized devices, making everything work way smoother and reducing response times.

Another 6G acolyte, Roberto Saracco at the European Institute of Innovation & Technology, suggested that things like

Al and edge computingjcould help devices themselves become network antennas—maintaining your Wi-Fi connection

in a fluid, ever-shifting ballet of users and their devices.
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Whart are SmartNodes?

SmartNodes will soon replace street lights,
: &3 : .

The visible spectrum
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Optogenetics is a biological technique to control the activity of
neurons or other cell types with light. This is achieved by
expression of light-sensitive ion channels, pumps or enzymes
specifically in the target cells.
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