
ACS-HORN

The Action-CS Horn 
Converts our Exterior ADU 
into a Sound Powerhouse! 

Drive up to three (3) cameras and the Action-CS Horn with 
a single Ethernet cable. With clear sound propagation and 
solid performance, you can expect sound levels of 75DB 
at 90ft. Make your Crime Deterrence Units work for all  
your applications!

Performance Comparison with our 
Standard Exterior Active Deterrent Unit

COVER 200 YARDS 
& 180 DEGREES

50 FEET

ACTION-CS 
HORN

75 DB 
@ 90 FT

ACTION-CS ADU

75 DB 
@ 25 FT

200 FEET

action-cs.comACTION-CS SURVEILLANCE SERVICES POWERED BY ANY CAMERA MANUFACTURER, MONITORING PARTNER & A.I. PARTNER!
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ACTION-CS SURVEILLANCE SERVICES POWERED BY ANY CAMERA 
MANUFACTURER, MONITORING PARTNER & A.I. PARTNER!

ACS-HORN

SPECIFICATIONS

S O U N D  P E R F O R M A N C E (2) Channels @ 50 watts each with 75DB at 90Ft real world performance 

O U T D O O R  R AT I N G IP34 Rated

C O N S T R U C T I O N ABS with Paint Finish

D I M E N S I O N S 16” x 8” x 4” (WxDxH)

I N T E G R AT I O N
Electric - Connects directly to the Action-CS Voice Down boards analog outputs 
Physical – Mounts to the Action-CS Heavy Duty wall Mount with (4) screws

O N B O A R D  P R O C E S S O R
The Action-CS Horn is an analog horn with no onboard amp or processor and must 
be connected to the Action-CS Voice Down board to work. Audio is sent thorough the 
cameras, VMS, or alarm platform.

ACTION-CS EXTERIOR 
BACKPACK KIT WITH HORN

ACTION-CS EXTERIOR 
BACKPACK KIT WITH HORN, 
BACK BOX & SPEED DOME

ACTION-CS EXTERIOR  
TRI-HEAD WITH HORN
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