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STRIP-O-VAT DERUST
 PRODUCT DATA
    DESIGNED FOR GREASE, OIL AND PAINT REMOVAL WITH THE ADDED FEATURE OF

    OF DE-RUST FOR ALL HARD METALS.  A HIGH QUALITY ALKALINE HOT TANK 

    CLEANER CONTAINING AN EXTRA STRENGHT SKIMMABLE HOT VAT COMPOUND.

    IT IS EFFECTIVE ON ALL COMMONLY USED METALS, CAST IRONS, HOT AND COLD

    ROLLED STEEL AND OTHER HARD METALS
TYPICAL PROPERTIES



APPEARANCE



TAN, GRANULAR POWDER

               POUR POINT



NOT APPLICABLE



FLASH POINT, TCC F


NOT APPLICABLE


PH (1% SOLUTION)


13 - 14


SPECIFIC GRAVITY 72 F

NOT APPLICABLE


DENSITY, LBS./GAL 72 F

NOT APPLICABLE


VISCOSITY, 72 F


NOT APPLICABLE


SOLUBILITY 10%







WATER


YES




ISOPROPANOL

NO



KEROSENE


NO




XYLENE


NO

                                           CAUSTIC SODE 50%                   YES



 ACID NO.  (MG. KOH/G)




PH 
5.5


NOT APPLICABLE




PH
9.5


NOT APPLICABLE

APPLICATION

   SLOWLY ADD PRODUCT TO WATER.  AGITATE IF POSSIBLE. COLD VATS:  USE 1 LB. 
   PER GALLON WATER.  HOT VATS :    USE ½ TO ¾  LB. PER GALLON WATER. 
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