Access Panels
Choices of Standard and Custom-Built Solutions
GYPSUM BOARD ACCESS PANELS - HOOK TYPE

FEATURES
- Easy to install
- Consistent continuous surfaces
- Virtually invisible access
- Concealed hinges and locks
- Lift out doors with safety cables

DETAILS
DOOR
- Powder Coated Extruded aluminium alloy 6063-T3 with gypsum boards
- Door leaf with brush

GYPSUM BOARDS
- Regular
- Moisture Resistant
- Fire Resistant
- Thickness: 12.5 - 16 mm

FRAME
- 2 mm thick concealed extruded aluminium alloy 6063-T3

INSTALLATION
- Ceiling
- Wall

HINGE
- Hook Profiles

FINISH
- Powder Color ral 9010
- Powder Color ral 9003

HARDWARE
- Safety Chain
- Touch Latch

OPTIONAL SIZES

<table>
<thead>
<tr>
<th>Model No</th>
<th>Nominal Size</th>
<th>Opening Size W1xL1(mm)</th>
<th>Overall Size W2xL2(mm)</th>
<th>Packing (PCS/CTN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>COP 101</td>
<td>300x300</td>
<td>300x300</td>
<td>356x356</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>400x400</td>
<td>400x400</td>
<td>456x456</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>450x450</td>
<td>450x450</td>
<td>556x556</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>500x500</td>
<td>500x500</td>
<td>656x656</td>
<td>6</td>
</tr>
<tr>
<td></td>
<td>600x600</td>
<td>600x600</td>
<td>656x656</td>
<td>6</td>
</tr>
</tbody>
</table>

• Custom design and sizes are available upon request.
COSPEX Access Panels Product Selector

GYPSUM BOARD ACCESS PANELS - PIVOT TYPE

FEATURES
- Easy installation
- Consistent continuous surfaces
- Virtually invisible access
- Concealed hinges and locks

DETAILS

DOOR
- Powder Coated Extruded aluminium alloy 6063-T3 with gypsum boards
- Door leaf with brush

GYPSUM BOARDS
- Regular
- Moisture Resistant
- Fire Resistant
- Thickness: 12.5 - 16 mm

FRAME
- 2mm thick concealed extruded aluminium alloy 6063-T3

INSTALLATION
- Ceiling
- Wall

HINGE
- Pivot Pins

FINISH
- Powder Color ral 9010
- Powder Color ral 9003

HARDWARE

OPTIONAL SIZES

<table>
<thead>
<tr>
<th>Model No</th>
<th>Nominal Size</th>
<th>Opening Size W1xL1 (mm)</th>
<th>Overall Size W2xL2 (mm)</th>
<th>Packing (PCS/CTN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>COP 102</td>
<td>300x300</td>
<td>300x300</td>
<td>357x357</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>400x400</td>
<td>400x400</td>
<td>457x457</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>450x450</td>
<td>450x450</td>
<td>557x557</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>500x500</td>
<td>500x500</td>
<td>557x557</td>
<td>6</td>
</tr>
<tr>
<td></td>
<td>600x600</td>
<td>600x600</td>
<td>657x657</td>
<td>6</td>
</tr>
</tbody>
</table>

- Custom design and sizes are available upon request.
TILED ACCESS PANELS

FEATURES
- Easy installation
- Clean architectural finish
- Custom sizes available to suit tile sizes & depth
- Fully concealed hinges

DETAILS

DOOR
- 1.2 to 1.5 mm thick GI Steel
- Ceramic tiles (by others)

FRAME
- 1.2 to 1.5 mm thick GI Steel

INSTALLATION
- Wall

HINGE
- Pivot Hinge

HARDWARE

OPTIONAL SIZES

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Nominal Size</th>
<th>Opening Size W1xL1(mm)</th>
<th>Packing (PCS/CTN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>COP 103</td>
<td>200x200</td>
<td>194x194</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>300x300</td>
<td>294x294</td>
<td>6</td>
</tr>
<tr>
<td></td>
<td>400x400</td>
<td>394x394</td>
<td>3</td>
</tr>
<tr>
<td></td>
<td>400x600</td>
<td>394x594</td>
<td>3</td>
</tr>
<tr>
<td></td>
<td>600x600</td>
<td>594x594</td>
<td>3</td>
</tr>
</tbody>
</table>

• Custom design and sizes are available upon request.
**G.I. ACCESS PANELS**

**FEATURES**
- 120 minutes fire rated
- Easy operation & installation
- Fully powder coated with cleanability properties
- Wide range of frames and hardware
- With honeycomb infill for additional durability

**DETAILS**

**DOOR**
- 1.20 - 1.50 mm thick GI steel

**FRAME**
- Exposed Flange
- Concealed Flange
- Beaded

**INSTALLATION**
- Ceiling
- Wall

**HINGE**
- Pivot Pin
- Piano Hinge
- Pivot Hinge
- Butt Hinge

**HARDWARE**

**OPTIONAL SIZES**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Nominal Size</th>
<th>Opening Size W1xL1(mm)</th>
<th>Overall Size W2xL2(mm)</th>
<th>Packing (PCS/CTN)</th>
</tr>
</thead>
<tbody>
<tr>
<td>COP 104</td>
<td>150x150</td>
<td>145x145</td>
<td>185x185</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>200x200</td>
<td>195x195</td>
<td>235x235</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>300x300</td>
<td>295x295</td>
<td>335x335</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>400x400</td>
<td>395x395</td>
<td>435x435</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>500x500</td>
<td>495x495</td>
<td>535x535</td>
<td>10</td>
</tr>
<tr>
<td></td>
<td>600x600</td>
<td>595x595</td>
<td>635x635</td>
<td>10</td>
</tr>
</tbody>
</table>

- Custom design and sizes are available upon request.
FIRE RATED ACCESS PANELS

FEATURES
- Easy installation
- Clean architectural finish
- Custom sizes available to suit tile sizes & depth
- Fully concealed hinges

DETAILS

DOOR
- 1.2 to 1.5 mm thick GI Steel
- Ceramic tiles (by others)

FRAME
- 1.2 to 1.5 mm thick GI Steel

INSTALLATION
- Wall

HINGE
- Pivot Hinge

HARDWARE

<table>
<thead>
<tr>
<th>Pivot Pin</th>
<th>Pivot Hinge</th>
<th>Piano Hinge</th>
<th>Butt Hinge</th>
</tr>
</thead>
<tbody>
<tr>
<td>Budget Lock &amp; Key</td>
<td>Touch Latch</td>
<td>Tubular Lock &amp; Key</td>
<td>Cam Lock &amp; Key</td>
</tr>
</tbody>
</table>

OPTIONAL SIZES

<table>
<thead>
<tr>
<th>Model No</th>
<th>Nominal Size</th>
<th>Opening Size W1xL1(mm)</th>
<th>Overall Size W2xL2(mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CAP5440</td>
<td>150x150</td>
<td>6x6</td>
<td>145x145</td>
</tr>
<tr>
<td></td>
<td>150x230</td>
<td>6x9</td>
<td>145x225</td>
</tr>
<tr>
<td></td>
<td>200x200</td>
<td>8x8</td>
<td>195x195</td>
</tr>
<tr>
<td></td>
<td>300x300</td>
<td>12x12</td>
<td>295x295</td>
</tr>
<tr>
<td></td>
<td>450x450</td>
<td>14x14</td>
<td>445x445</td>
</tr>
<tr>
<td></td>
<td>550x550</td>
<td>22x22</td>
<td>545x545</td>
</tr>
<tr>
<td></td>
<td>600x600</td>
<td>24x24</td>
<td>595x595</td>
</tr>
</tbody>
</table>

*Custom design and sizes are available upon request.*
FEATURES
- Fully thermally broken curb and cover
- Safe to operate with one hand
- Durable and corrosion resistant
- Burglar and sound proof
- With full rubber gasket for air tightness and dust sealed

DETAILS

DOOR
- 2 mm thick GI steel
- Single
- Double

INSTALLATION
- Roof

HARDWARE

OPTIONAL SIZES

<table>
<thead>
<tr>
<th>Model No</th>
<th>Nominal Size</th>
<th>Frame Height</th>
<th>Overall Height</th>
<th>Packing (PCS/CTN)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>mm</td>
<td>inch</td>
<td>mm</td>
<td>inch</td>
</tr>
<tr>
<td>CAP5450</td>
<td>610x610</td>
<td>24x24</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>610x762</td>
<td>24x30</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>610x914</td>
<td>24x36</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>762x762</td>
<td>30x30</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>762x914</td>
<td>30x36</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>914x914</td>
<td>36x36</td>
<td>305</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>1220x1220</td>
<td>48x48</td>
<td>305</td>
<td>12</td>
</tr>
</tbody>
</table>

*Custom design and sizes are available upon request.*