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• UL/CSA listed 

• 20-200A, 600VAC,     
.75-100 hp 

• Type 3R (optional 4X) 
environmental ratings  

• Poly and metal 
casings 

• Add up to 6 pilot 
contacts 

DS Switch-Rated Plugs and Receptacles 

• UL/CSA listed 

• 20-150A, 600VAC,       
.75-75 hp 

• Type 4X/IP69/IP69K 
environmental ratings 

• Poly and metal 
(150A only) casings 

• Add up to 6 pilot 
contacts 

DSN Switch-Rated Plugs and Receptacles 

Meltric DS and DSN Series Switch-Rated Plugs and Receptacles 

Meltric Plugs and Receptacles 
 



 

Simplify NFPA 70E Compliance 

Ensure a safe work 
environment without the need 

for cumbersome PPE. 

Easily Meet NEC Line-of-Sight 
Disconnect Requirements 

With UL/CSA switch ratings 
for branch and motor circuit 
switching, DS and DSN series 

products are an approved 
line-of-sight disconnect 

switch. 

Reduce Changeout Downtime 
by  up to 50% 

Technicians can safely make and 
break connections with plug 

and play simplicity on motors or 
other equipment connected 
with MELTRIC Switch-Rated 

plugs and receptacles.   

Total Cost Reduction 

Reduce equipment, 
installation, maintenance, 

and operational costs 

Improve Reliability 

Spring-loaded silver-nickel butt 
contacts maintain high 

conductivity for thousands of 
operations, even in harsh 

conditions. 

Ensure User Safety 

Protect workers from live parts 
and arcing and safely connect 

and disconnect under full load. 

Meltric Plugs and Receptacles 



 

  

Check Us Out Online: 

www.IndustrialAutomationProducts.com 

Phone: (706)-229-3176                                             Hours: Mon-Fri 7:30am-5pm 

Address: 205 East Emery St, Dalton Ga, 30721 

Issue: 10                
Week of: 70-25-22 
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 Last Week:  
Topaz 

 Next Week: 
Motors 
 

 JOIN US! 
Thurs. August 
11th for our IAP 
Cookout!      
Time: 11am-1pm 

Lunch will be served! 
 

 Check out our 
Facebook to 
stay up to date 
on all things 
IAP! 
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