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CENTRIFUGAL SAND SEPARATOR AUTO PURGE 
 
 
The Yardney Automatic Purge Controller is designed to purge the separator's collection 
chamber either automatically or manually.  The purge controller is designed for use with either 
the motorized ball valve or diaphragm valves that are supplied. 
 
Auto/Manual Switch 
 

The position of this switch determines if the purge controller is in the auto or manual mode.   
 
In the auto position, the purge controller will automatically purge the separator at a 
predetermined interval and for a predetermined amount of time as described under “Time 
Settings” below. 
 
In the manual position, power is disconnected from the timer and manual operation of the 
purge valve is now possible by using the open and close switch.  This switch is spring-
loaded and must be held in position. 
 
If a motorized ball valve is used, the switch must be held into the open or closed position 
until the valve completes its travel. 
 
If a diaphragm valve is used, then the open position is used to energize the solenoid and 
open the valve.  If the switch is released, then the solenoid will de-energize and the valve 
will close; ending the purge cycle. 

 

 
Time Settings 
 

Off Time – This dial is used to set the purge cycle frequency. 
On Time – This dial is used to set the length of the purge time.  

 

 

 

 

 

 

 

 

 

 

 

 

 



3 

 

 



4 

 

 

 



5 

 

 



6 

 

 


