
MODELL 8x44 10x44 8x56

Magnification 8x 10x 8x

Entry pupil (mm) 44 44 56

Exit pupil (mm) 5,5 4,4 7

Interpupillary distance (mm) 57-78 58-75 57-78

Field of view at  
1,000 m (m) 136 / 7,8° 115 / 6,5° 126 / 7,2°

Close focus (m) 2,5 2,5 2,5

Diopter adjustment ± 4 dpt ± 4 dpt ± 4 dpt

Operating temperature °C -10° to +50° -10° to +50° -10° to +50°

Waterproof IPX7 IPX7 IPX7

Dimensions (HxWxD) (mm) 150x130x53 150x130x53 195x160x70

Weight (g) 720 720 1.250

Order no. 80107486 80107487 80107488

8x44 | 10x44 | 8x56

X-HD
PRODUCT INFORMATION

BINOCULARS

TECHNICAL DATA BINOCULARS
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OUR BEST
FOR YOUR HUNT
THE MINOX X-HD SERIES
See more and identify your game faster – even in poor lighting conditions and at 
greater distances? No problem with the MINOX X-HD binoculars: the exclusive HD 
glass ensures high contrast and excellent detail recognition. Their high transmission 
enables a bright image when the last light is fading and in dark conditions. Not only 
that, you can benefit from the MINOX Comfort Service, which gives you a full 30-year 
warranty after registering your product. All binoculars in the X-HD series are superior 
optics – Made in Germany. 

X-HD 8x56

X-HD 10x44X-HD 8x44

  1 |   Large field of view

2 |   Grippy, robust housing

3 |   Neutral color rendition thanks to premium HD glass

4 |   Comfort bridge

5 |   High transmission

6 |   Waterproof according to IPX 7

7 |   Excellent detail recognition


