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INDUSTRIAL 

Performance optical high bay •	 IP65 - 10yr Warranty
Engineered LED optic delivers comfortable viewing angle•	
Dali and analogue dimming options•	
Standard CRI80+, Ambient range  - 40•	 ° / 45° C 

Anodised	reflector	or	acrylic	refractor	options•	
Quality	~	90-240V	LED	converter	hard	wire	or	flex-tail	/	flex&plug	options•	

ZEGLO

MODEL WATTS OPTIC COLOUR TEMPERATURE *Lumens OPTION
ZGL 100 90° *4000K 17365 MS-Sensor 15m

 5000K

ZGL 150 90° 25964

ZGL 200 90° 33926

Geometry     Candela plots

Microwave Motion Sensor

15m

12m 

ABC B C

Ceiling Mounted Wall Mounted

3m

20m

Function Demo -  Dimmable control/Corridor function

When motion detected, insufficient
daylight,light ON.  

When motion detected, but sufficient
daylight,light remains OFF. 

After the stand-by period, light OFF.After last detection, the light will be
dimmed down to the stand-by 
dimming level(10%/20%/30%/50%).  

Hold time

 Stand-by period

t threshold

 Hold time

2

Detection coverage02

Application03

                                     
                              100W - 2.8kg                                       150W - 3.4kg                                              200W -  4.0kg                                                                                                              

                                                         

17365lm (100W)                                                                                  

    

  25964lm (147W)                                                                                            33926lm (196W)                                                                                  
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Detection coverage02

Application03
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Detection coverage02

Application03

Fresnel lens provides improved uniformity and glare control                    

Integrated microwave sensor - closed loop control

Refer operating instructions for full programming functionality              


