
The order process at BHM

Please note the following points when ordering a pair of hearing 
glasses. For a functioning pair of hearing glasses, you will need:
1.  Temples: monaural (left or right side active + dummy temple) 

or binaural (both sides active), colour: brown or black
2. Frame fronts
3. Extension tips

To select the correct temples, please take a look at the data 
sheets for the AN-Evo1 and the contact star evo1.

To order accessories, please observe the following:
Firstly, please select the appropriate front part (frame front) according to the criteria below:
—  The front part should span the width of the head by the ears, so that the temples are  

virtually at a right angle to the front part. (You will find more information in the  
folder “Tips and Tricks”)

— The bridge of the front part should rest fully on the nose, but not squeeze.
—  As the front part of the glasses must apply the necessary contact pressure,  

we recommend using BHM frame fronts and BHM extension tips, as these  
have the appropriate stability.

Select a suitable front from the folder “Hearing glasses” and choose your  
desired size and colour using the item numbers.

 Example:  For the front “Nikolai” in size 57/20, silver, place an order for item number 77733168.
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Bone conduction hearing spectacles
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Product Information
The contact star evo1 is a digital bone conduction hearing spectacles suitable up to 
moderate hearing loss. With its high fidelity 8 channel sound processor and with 
the innovative programming possibilities, the contact star evo1 meets the 
requirements for best individual hearing comfort. 

BHM bone conduction hearing systems – a reliable 
solution without the risk of surgery!

Accessories
BHM bone conduction hearing temples can be integrated into a variety of attractive 
spectacles-fronts. BHM also offers the possibility to mount onto any appropriate spectacles.

Features
— 8 channels soundprocessor (WDRC)
— 16 equalizer bands
— First fitting algorithm for bone conductive hearing aids
— Tone generator for fine-tuning by INSITU method
— Feedback cancellation
— Noise reduction
— Low battery warning
— MPO programmable
— Tone filters (HighCut and LowCut)
— Battery size 675
— O-T-M switch
— Volume control
— Temple in different colours
— Temple Version for Coselgi® available*
— Different sizes of conductor plates for optimal comfort

*By offering a separate version with special connecting interface even upgrading 
of Coselgi® spectacles with BHM hearing systems is enabled.

According to EU directive 93/42/EEC 

Quality management system according 

to DIN EN ISO 13485

0297

4-pin programming socket

Sound Dynamix (BHM Automatic  ) 
BHM‘s fully automated Sound Dynamix (BHM Automatic) situa-
tion recognition perfectly selects the most appropriate hearing 

system parameters in any environment. You can enjoy the 
best-possible sound in demanding situations without having to 

manually switch listening programs.
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Size
Measurement Article Number

B C Silver Black

59 / 14 59 mm 14 mm 77733179 77733352

63 / 14 63 mm 14 mm 77733386 77733387

Size
Measurement Article Number

B C Gold Silver Black Grey Red Blue

55 / 20 55 mm 20 mm 77733170 77733171 77733172 77734784 77734785 77734783

57 / 20 57 mm 20 mm 77733167 77733168 77733169 77734787 77734788 77734786

59 / 20 59 mm 20 mm 77733381 77733382 77733383

Model “Nikolai”

Colour: Gold Colour: Silver Colour: Black

Colour: Grey Colour: Red Colour: Blue

Model “Sportivo”

Colour: Silver Colour: Black

Fronts metal
for AN-Evo1 and contact star evo1
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Hearing glasses
 made in Austria
Hearing glasses
 made in Austria
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Digital bone conducted spectacles
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Product Information
The AN-Evo1 is a digital bone conducted spectacle, suitable for mild to moderate hearing losses. 
The opportunities of individual programming by the fitting software BHMFit2 or standard 
adjusting with N - H trimmer, permit a maximum of flexibility in meeting the individual needs.

BHM bone conduction hearing systems – a reliable solution 
without the risk of surgery!

Accessories
BHM bone conduction hearing temples can be integrated into a variety of attractive 
spectacles-fronts. BHM also offers the possibility to mount onto any appropriate spectacles.

Features
— Battery size 675
— 10 channel digital amplifier with programming options 
 over 4 pin programming socket
— Low cut trimmer (N - H)
— O-T-M switch
— Temple in different colours
— Temple Version for Coselgi® available*

Additional features using the fitting software 
BHMFit2 and the HI-PRO box:
— Graphic equalizer
— MPO limiting (AGC0)
— Activate/Deactivate selection of volume control
— Activate/Deactivate selection of N - H trimmer

*By offering a separate version with special connecting interface even upgrading 
of Coselgi® spectacles with BHM hearing systems is enabled.

Total harmonic distortion
(pi = 70 dBSPL ref. test gain)

500 Hz
800 Hz

1000 Hz
1600 Hz

< 1 %
< 0.5 %
< 0.5 %
< 0.2 %

Equivalent input noise level 26.0 dBSPL

Current consumption 1.2 mA ± 10 %

Battery life  ~ 475 h @ 570 mAh

Fitting Range

According to EU guidelines 93/42/EEC 

Quality management system according 

to DIN EN ISO 13485

0 2 9 7
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To determine the correct temple length, and for the first fitting, we recommend  
using the adjustment aid BHM-MA1.

With the aid of measuring adapter MA1 (item number 77733215), you can calculate  
the correct size of the extension tip. To determine the length of the temples, two 
measuring adapters MA1 are required. Once again, it is important to enter your 
desired size and colour using the item number.

 Example: For extension tips in size 3, gold, place an order for item number 77733184

Orders
Having noted all these points, please send your order exclusively to:
order@bhm-tech.at

BHM-Tech Produktionsgesellschaft mbH, 7423 Grafenschachen 242, Austria / Phone +43 (0) 3359 20078
For more detailed information about our products, please visit www.bhm-tech.at
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Hearing system Size Total length appr.
Article Number

Brown Black

contact star evo1 XL up to 108 mm 77734433 77734434

AN-Evo1 XL up to 118 mm 77733196 77733197

Colour: Brown Colour: Black

For individual attachment

for all models, except model “Florence” 

Size

Total length appr.
Article Number

AN-Evo1 contact star evo1

mm inch mm inch Gold Silver Black Grey Red Blue

1 78.50 3.08 73.50 2.89 77733367 77733369 77733368

2 82.00 3.22 77.00 3.02 77733356 77733357 77733358

3 85.50 3.36 80.50 3.16 77733184 77733187 77733190 77734796 77734797 77734795

4 89.00 3.50 84.00 3.30 77733185 77733188 77733191 77734799 77734800 77734798

5 92.50 3.64 87.50 3.44 77733186 77733189 77733192 77734802 77734803 77734801

6 96.00 3.77 91.00 3.57 77733396 77733397 77733398

7 99.50 3.91 94.50 3.71 77733399 77733400 77733401

8 103.00 4.05 98.00 3.85 77733402 77733403 77733404

Description Article Number

coupler for temples L+R 77734876

Extension tips*

for AN-Evo1 and contact star evo1

* only availabe in pairs

Colour: Black

Colour: Silver

Colour: Red

Colour: Blue

Colour: Grey

Colour: GoldColour: Gold
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