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D A M ™  O W N E R ’ S  M A N U A L

*DAM pictured with available accessories 
  not included with all models.
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W A R N I N G
IMPORTANT SAFETY INSTRUCTIONS AND GUIDELINES
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WARNING: AFTER STEP 5, THE DAM™ WILL BE LIVE. BEFORE 

PROCEEDING, MAKE SURE THE BARREL SOCK IS IN PLACE AND DO 

NOT POINT THE DAM™ AT ANYTHING YOU DON’T INTEND TO SHOOT.



7



W W W . D Y E P A I N T B A L L . C O M
8

1 2 3



W W W . D Y E P A I N T B A L L . C O M

When servicing your marker:
• Make sure a barrel sock is fitted to the DAM™.
•  Make sure your loader/magazine is removed from the DAM™.
•  Make sure there are no paintballs in the breech of the DAM™.
•  Always remove the first stage regulator and relieve all residual gas 
 pressure from the DAM™ before disassembly.
•  The DAM™ can hold a small residual charge of gas, typically 2
 shots, with the first stage regulator removed. Always discharge the marker
 in a safe direction to relieve this residual gas pressure.
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• Be sure the trigger is not adjusted to the point where it is too  
 sensitive and may cause accidental discharge of the marker.
• Removing the trigger spring will cause premature wear on the  
 microswitch, resulting in failure.
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When servicing your marker:
•  Make sure your loader and magazine are removed from the marker.
•  Make sure there are no paintballs in the breech of the marker.
•  Always remove the air supply and relieve all gas pressure in the marker 
 before disassembly.
• When using the marker in temperatures below 50° Fahrenheit it may be 
 necessary to lube the DAM™ bolt more frequently.
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1  020  N 70
2  019  N 70
3  017  N 70
4  015  N 70
5 014  N 70
6 013  N 70 

7 012 N 70 
8 010 N 70
9 009 N 90
10 007 UR 90
11 013x2mm N 90
12  Bolt Bumper Front  N 90

DAM™ BOLT O-RING LIST
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010 BN 70020 BN 70

PISTONBODY TOOL-LESS 
BACK CAP

REGULATOR 
SEAT

C-CLIP

SHIM STACK
CORRECT ORIENTATION
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WARNING: Loaded magazines will eject paintballs as soon as the 
cover door opens. Do NOT open Cover Door while magazine is 
pointed at your face or anyone else’s face! For safety, always place 
you hand over the top of a magazine before opening Cover Door.
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WARNING - DO NOT depress bumper without paintballs in the DTM. 
In rare occasions releasing a locked bumper without paintballs in 
place can seriously damage the DTM. NEVER discharge a fully locked 
bumper at yourself or anyone else.
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WARNING: After the following step, the DAM™ will be live and fire a 
paintball at the next trigger pull. Keep your DAM™ pointed away from 
anything you DO NOT want to shoot!
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PICATINNY SHROUD ASSEMBLY

The DAM Picatinny Shroud assemblies’ modular design allows for ultimate 
customization. All side and bottom rails can be removed with a 3/32 Allen wrench 
and configured as desired. The Picatinny Rail system is 
used by military forces worldwide. Most standard military 
equipment will mount to the DAM rails in the same way as 
described in their instructions. 

SHROUD INSTALLATION 
Use a 3/32 Allen wrench to remove the two countersunk 
screws securing the front cap to the DAM body. Once the 
screws have been removed pull the front cap off.  The 
shroud will now mount to the front of the DAM body, 
where the front cap was using the same countersunk 
screws. 

Once the shroud is secured to the body, you can mount 
the front cap to the front of the shroud. You will need to 
remove the lower front rail to gain access to the lower 
mounting screw hole.

SHROUD REMOVAL 
Use a 3/32 Allen wrench to remove the countersunk screws located at the rear of the 
shroud, on the top and bottom. The Shroud can now be slid forward and off the DAM.

The shroud can be further disassembled by removing the bottom rails and centered screws 
on the top and bottom. 
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1

STOCK INSTALLATION

*DAM pictured with available accessories 
  not included with all models.
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*DAM pictured with available accessories 
  not included with all models.
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1 DAM Bolt

2 Hopper Feed Cover

3 Barrel Thread Carrier

4 Eye Pipe Sytem

5 On the Fly System

6 Hyper™ In-Line Reg

7 DTM Reciever Well

8 Solenoid

9 Spring Tension Adjust

10 DAM Ultralite Frame

11 Air Through Frame

12 DAM™ Body

13 DTM

14 Modular Shroud

15  ISStock

PARTS LIST

DYE Precision, Inc.

10637 Scripps Summit Ct.

San Diego, CA. 92131

DYE Europe

Dye House, 

7-8 Commerce Way

Croydon, Surrey 

United Kingdom CR0 4XA

DYE Germany GmbH

Albert Einstein Str. 2 B 

77656 Offenburg

Germany

DYE Asia

No. 253, Guojhong Rd. 

Dali City, Taichung County 412 

Taiwan (R.O.C.)


