Manley Solutions, Inc.
Firmware Update Instructions
V1.0.0.7
09/9/23

Process overview:

Tools needed:
e USBto RJ11 Programming Cable
e Windows Laptop with minimum Windows 10 OS
e Hyperterminal or Putty Terminal
e  MS140v4 or MS130v5

Step 1

Connect the USB to RJ11 Programming Cable to yout
windows laptop running Windows 10. Power on the
device and allow 30-60 seconds to complete start up
sequence. Once sequence is completed, your
windows device manager will recognize the
connection and establish a COM Port as a USB.

Step 2

Download and install the drivers required for the USB programming cable to your windows
PC. Once installation is completed, unplug and re-plug in the USB programming cable.
This should trigger a new connection and assign a USB COM Port to the windows PC.
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Step 3 J® SecureCRT 6.0.2 build 260 — by
Download and Install the SecureCRT DO NOT SecureCRT Keymaker by TEAM AGAIN

OPEN AT THE END OF THE PROCESS

Register with “SecureCRT-kg.exe”. Mame: | |

1) Copy  “SecureCRT-kg.exe” to the Cnmpany:| |
installation folder.

2) Right click it and select “run as SE'riE'|:| | Date: I:I
administrator”. Licenge key:

3) Click “patch”. | |

4) | in “N " ‘ ¥
) Input in “Name” box and “Company” box About... patch S

and click “Generate”.
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5) Open the original “secureCRT.exe” in the installation folder and paste all the license
information generated with “SecureCRT-kg.exe” as requested.
File package: SecureCRT v6.0.1.rar

Step 4

Set the serial parameters as below:

Categony:
Serial Options
Port: comMi3 [ Flow Control
DTR/DSR
; Baud rate: 115200 ~ U
- Emulation [JRTSACTS
: Modes Data bits: ] o ] XON/XOFF
Emacs Parity:
Mapped Keys arity: None v
Advanced Stop bits: 1 “
[]- Appearance
¢ e Window
Log File Serial break length: | 100 = | miliseconds
& Printing
i e Advanced
----- XY/ Zmodem
QK Cancel
Category:
S
Directories
= Terminal Upload: |C:\L.Isers\86 186 |
E| Emulation
Modes Download: |C:‘4Jsers‘s,86 186'\Downloads |
Emacs
Mapped Keys %fYmodem send packet size
. - Advanced () 128 bytes
=3 Appearance
C e Window ®) 1024 bytes (Xmodem-1k/Ymodem-1k)
E| I';led.File Zmodem
: ?---:dg\ranced [ isable Zmodem
----- KO/ Zmodem
oK Cancel
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Step 5

Keep ENTER key pressed for 5 seconds while power on ms130V4 to enter update mode.

Fle Edit View Options Transfer Script Tools Help

HE PR Bl FREY ©HL
| Sera-COM13

HC32T460 boot v0.0.0.1b1
enter updata mode.
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Try a few more times in case you don't enter
update mode at the first attempts.

Select File to Send using Xmodem

i® Serial-COM13 - SecureCRT
Fle Edit View Options [Transfer [|Script Tools Help o y
e (1) = ~
DAILIR 4 SsendAscll.. . [Lransin ~ |en
| SerishCOM13 Receive ASCIL.. * Efp EHES
FC32F460 boot v0.0.0.1 2 -l :
erer updata mode. |—|:"’”d X'”""”: P 2020-12-01 11:07
cccceecceceeeccee e i 5] 1688-factory-reset mpd 2020-06-03 15:47
Serd Ymodem. 7l B 1688-fwtacalldown-1.0.0.7p1.rar 2020-10-20 17:12
Receive Ymodem. -
sz 5] 1688-set-volumn.mp4 2020-06-03 17:35
Zmodem Upload List. ~ "
| 7 168857 R fwtacalldown-1.0.0.7.bin 2020-10-20 17:13
'" Ban28.zp 2020-10-22 16:11
= /8848 update instruction.docx 2021-04-13 16112
s 8a48-1.0PEG 2020-08-14 18:12
. v " . S
B [me2rsgafect bin file to be
i 8848-3.
. 8848-3.PEG 20
[« 8848-serial j 2020-07-29 17:05
@ (.= ann
P

T ) [ 1688 @ AT F e tacalldown-1.0.0. 7 bin_v| |

SRR A11 Files (%)

Step 7/

Wait for the update to complete and reboot.



