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Actchem® 85 Vibration Cast is a single component castable with exceptional abrasion resistance, cold 
crushing strength and chemical resistance. 
 
Actchem® 85 Vibration Cast has a unique bonding system which allows a wide range of water addition, 
provides long working times and ease of installation. 
  
Actchem® 85 Vibration Cast is designed for vibe casting in severe abrasion applications. 
 
Typical Applications 

 Refineries (F.C.C.U. catalyst transfer lines, riser lines, cyclones) 

 Steel plants 

 Incineration (fluidized bed boilers) 

 Cement 

 Aluminum 
 

Service Temperature 2800°F  Water Required 4 to 5% 
Abrasion Loss (ASTM C-704) ≤ 4 cc  Material Required 190 lb/ft3 

 

Physical Properties 
 

Test 
Temperature 

(°F) 

Bulk  
Density 

(pcf) 

Cold Crushing 
Strength 

(psi) 

Modulus of 
Rupture 

(psi) 

Permanent 
Linear Change 

(%) 

Apparent 
Porosity 

(%) 

75F 
(7-day cure) 

185 – 190 11,000 2,200 Nil 2.1 

230 183 – 188 >13,000 3,000 Nil 5.0 

1000 180 – 186 >13,000 6,100 -0.2 14.1 

1500 180 – 186 >13,000 5,300 -0.4 14.7 

 

Chemical Analysis 
 

 
Packaging: 55 lb. bags at 72 per pallet 

Al2O3 SiO2 Fe2O3 TiO2 CaO P2O5 Alkalies 

85.8 8.3 0.8 2.2 2.4 0.1 0.4 


