
School Bus Pre-Trip Inspection 

Outside – Front 

Check all lights, signals, & control arm for damage and/or loose or missing parts 

Check School Bus lettering for visibility 

Check windshield & wipers for damage and/or loose or missing parts 

Check mirrors for damage and/or loose or missing parts 

Check S/B for leaning and leaks under the engine 

Outside – Left & Right 

Check all windows, lights signals, reflectors, & stop sign for damage and/or loose or missing parts 

Check side of S/B for damage 

Check tires for adequate tread, cuts, abrasions, bulges, or tread separation 

Check rim, lug nuts, and seals for damage and/or leaks 

Check fuel tank for that cap is secure and no leaks 

Check entry door for damage  

Outside – Back 

Check all lights and signals for damage and/or loose or missing parts 

Check School Bus lettering for visibility 

Check all windows and back of S/B for damage 

Check rear door for proper operation, under seats for damage and aisle is free of obstacles 

Check S/B leaning and inside tires for adequate tread, cuts, abrasions, bulges, or tread separation 

 

Inside 

Perform Safe Start 

Ensure all gauges are in normal operating range 

Inspect emergency equipment 

Inspect that seats are secure and no damage 

Inspect all emergency exits for proper operation to include buzzer 

Perform operation check on all lights and signals, to include amber warning and passenger stop lights 

Check horn & wipers/washers for proper operation 

Perform L.A.B., parking brake, and service brake checks 


