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1 TECHNICAL DESCRIPTION
1.1. Technical d at a.

Wing
Span 15 m 49,2 ft
Area 9,6 m2 103 sq ft
Aspect ratio 23,44 23,44
Dihedral 3° 3°
Root chord 0,84 m 2 ft 9,07 in
Mean Standard Chord 0,6874 m 2 ft 3,086 in
Aileron span 2,5 m 8 ft 2,42 in
Aileron area 2 0, 2625 m2 2,825 sq ft
Area. of one airbrake plate 0, 1888 m2 2,032 =zq ft
Tailplane
Span 2,5 m 8 ft 2,42 in
Area 1,017 m© 10,947 sq ft
Elevator area 0,259 m2 2,787 sq ft
Incidence in respect to *3,50 ~3,50
wing chord
Fin & rudder
Height 1,25 m 4 ft 1,21 in
Area 1,084 m2 11,77 sq ft
Rudder area 0,328 m2 3,53 sq ft
Fuselage
Length 6,85 m 22 ft 5,70 in
Width 0,605 m 1 £t 11,82 in
Cockpit height 0,81 m 2 ft 7,90 in

Masses

Empty sailplane with the
standard equipment

Loading in the sailplane
Ballast in the wing

Ballast in the fin

accC,

205 + 230 kg

195 kg
9,6 kg

452 + 507,2 1b

to Flight Manual

430 1b
21,2 1b
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All-up mass without ballast 350 kg 771,7 1b
All-up mass with ballast 500 kg 1102.5 1b
Wing loading max. 52 kg/m2 10,66 lb/sq ft
Wing mass min. 102 kg 224,9 1b

Three-view drawing, main dimensions and control

surface deflections on Fig. 1.

1.2. Description o f sailplane.

SZD-55-1 is the monoplace high performance glider of
Standard Class in the mid-wing and "T" tail arrange-
ment.

The primary structure is of glass/epoxy composite.

Two panels wing of trapez contour with the slender
outer part of elliptical chord distribution.

Wing profile : NN-27..

Monospar wing design with sandwich covering. The
front wing box constitutes the integral ballast
water tank.

Double-T spar with the wall of the solid composite.
The spar connection of fork type with two horizontal
bolts.

The wing is connected with the fuselage by means of
4 pivots fixed in the tubes of fuselage central
portion.

The aileron of about 20 % suspended on 5 hinges,
actuated in one point.

Airbrake extended on the upper wing surface only,
double-plate type of metal sheet with composite caps
fitted to the wing contour by means of springs.

Fuselage integral with fin, produced of solid compo-
site shells. The pilot’s cockpit is of double-shell
design.

The cockpit internal covering, specially shaped, pro-
duced as an integral element, protects the pilot in
the emergency conditions.

The correct pilot’s position in cockpit is ensured by
the in-flight adjustable pedals and on-ground adjusta-
ble back-rest.

One piece canopy, opened "upwards-forwards" by means
of two handles on the canopy frame.
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In the nose portion of fuselage the coupled air-condi-
tioning intake and total pressure head are installed.

The instrument panel of column type is easy removable
out of the column.

The mechanism of the retractable main wheel (¢ 350)
is fitted into the tight housing glued up to the
fuselage shell.

Tail wheel ¢ 200.

The rear portion of fuselage shell is stiffened with
frames and semiframes.

The integral tail water ballast tank of about 9,6 1
(21,2 1b) capacity is located under the fin.

In the fin shell the transceiver aerial with the cable
passing to the instrument panel column is installed.

The stabilizer of sandwich structure.

The composite elevator and ailerons are filled.with
the foam full.

The sandwich rudder mass-balanced.

The towing hock can be fixed either on the main
undercarriage arm or, on the fuselage nose portion
or in both locations simultaneocusly.

The control systems of aileron, airbrake and eleva-
tor - push-rod type with automatic connection during
the sailplane rigging .

The spring type trimming device with the lever on the
control stick.

The control systems of rudder, towing hook and wheel
brake - of cable type.

The tailplane-to-fin is fitted by means of horizontal
bolt automatically secured.

The container for the battery of 65 x 95 x 150
(2,56 in x 3,74 in % 5,91 in) size is installed in
the lower portion of the fin.
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ECHNICAL SERVICE MANUAL
ssembling and disassembling
f the sailplane.

For assembling and disassembling of the sailplane 3 per-
sons are necessary, or 2 persons providing the special
supports are in disposition. Before the assembling all
the working surfaces of assembled sets should be cleaned
with a clean rag and greased.

Assembling of the wing Fig. 2.

The cockpit handle of airbrake and water ballast tanks
control should be put onto the "closed" location.

Retract the airbrake plates in the wing.

Insert the fork of left wing spar (1) into the fuselage
so that its lower surface slides parallel on the cavity
of luggage compartment floor.

Moving the wing tip fit the nests (2) on the pivots
(3) and obtain the connection of the aileron airbrake
and water ballast tank valve control systems.

The same procedure concerns the right wing (4).

With the small motions of wing tips fit the horizontal
holes (5) of spar connection and insert the bolts (shor-
ter left bolt (B) and longer right bolt with slot (7)).

Secure the bolts with the safety pin (8) on the pin (9).

Disassembling requires the inverted procedure.

Assembling of the tailplane Fig. 3.

Put the control stick in the position near neutrum
by means of trimming lever.

Put the tailplane (1) on the fin (2)

In case of trouble move the control stick to enable the
lever (7) to engage the guide (8). Connect the tailplane
(3) and fin (4) fittings with the bolt (5) with the
assembling handwheel (9) screwed in.

Screw of f the handwheel - check in the last phase of
screwing off 2 threads the efficiency of securing the
bolt against the shifting off.

Additionally, through the copening in the fin leading
edge, check, by eye, that the claws of securing (8)
locked the bolt.

Disassembling requires the inverted procedure.
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2.1.3.

2:1:8:

NOTE

Disassembling and assembling of the rudder Fig. 4.

Disconnect the rudder control cables (1) taking out
the split-pins (2) washers (3) and bolts (4).

Take the safety pin (5) out the pivot (8) of the
lower rudder hinge.

Press the pivot upwards (by means of finger or bar)
simultaneously pulling slightly the rudder lower por-
tion (7) backwards. When the pivot leaves the guide
disconnect the rudder cut of the fin moving it down-
wards.

Assembling requires the inverted procedure.

Disassembling and assembling of the elevator Fig. 5.

The disassembling is performed on the tailplane
removed out of the fin..

Remove the counter nut (1) of the securing pin (2).

Screw in the pin so that the segment (5) is unlocked
and the axial movement of the elevator (3) is possible.

Deflect the elevator down and take it out of the brac-
ket pivots (4).

Assembling requires the inverted procedure.

Disassembling and assembling of the aileron Fig. B.
Remove the screw (3) and the inspection cover (4).
Remove the safety pin (5) and securing washer (6).

Deflect the aileron down and remove it out of the
bracket pivots.

Remove the screw (1) locking the control bolt (2).

Remove the control bolt.

Assembling requires the inverted procedure.

- BEFCRE THE ASSEMBLING AND AFTER THE ASSEMBLING
CHECK BY EYE THROUGH THE OPENING IN THE REAR
WALL AND BY EAR THAT THE STONE (7) OF LEVER (8)
IS CORRECTLY POSITIONED IN THE GUIDE (8).
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2.2.Control systems and their
ad justment.
2.2.1. General

The control systems of elevator, ailercon and air
brake are of push-rod type.

The control systems of rudder, towing hook(s), wheel
brake and trimming device are of cable type.

The contrel systems of water ballast valves and under-
carriage are of combined push-rod/tension member Lype.

The access for the adjusting of contrel systems ensure :
shiftable instrument panel, disassemblable instru-
ment panel column, control column housing, derig-
gible diaphragm of the central fuselage portion
and the specially designed openings.

The adjustment should be carried on in case the exces-
sive deviations of deflections of controls and devices
in regpect to the values given on Fig.1 have been found.

The arrows and "R" signs on Figs 7, 8 and 9 mark the
push-rod ends, turnbuckles and the cther adjusting
elements used for the adjustment of control systems
and the neutral lever locations (detail "A", "B", "C"
on Fig. 7 and detail "A" on Fig. 8).

In case of turnbuckles it is not allowed that the
thread end is visible.

When adjusting the push-rod ends pay attention that
the checking hole is closed by the end thread.

After the adjustment secure the adjusted elements.

2.2.2. Control systems of elevator and aileron
(in fuselage) Fig. 7.

The deflections of elevator are adjusted’ by means

of screw stops (1) on the control column bracket

and by means of push-rod ends.

The deflections of ailercon are adjusted by means of
screw stops (2) on the control stick and by means

of push-red ends.

The adjustment of spring trimming device depends on
the dislocation of Bowden’s block (3) locked with

the screws (5) on the cover of control column housing
and on such a positioning of spring locks (4) retained
with screws (B) that the force on the stick handle
when the stick is trimmed in neutral pcsition ranges

— for the stick completely pulled 4, daN
(8,802 1p)
- for the stick completely pushed 2,1i0’l daN
(4,602 1b)
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2.2.3.

2.2.6.

Control system of the rudder Fig. 8.

The rudder deflections are adjusted by means of
screw stops (1) on the pedals (2) and cable turn-
buckles (3).

+ +
The required cable tension of 12“2daN [28,5_41b5)

should be measured between the pedals and cable
anchoring point on the floor (pedals in rear limit
position).

Control system of the airbrake Fig. 8.

The correct location of airbrake plates is adjusted
by means of push-rod ends (4). The plate caps fitting
to the wing contour is adjusted by increasing or
decreasing of the pressing springs (5) tension.

‘Undercarriage control system Fig. 9.

The undercarriage control system is adjusted by means
of push-rod ends (13). The retracted position locking
is adjusted with the Bowden's cable end (14).

Wheel brake control system is adjusted with the
threaded torsion member end (15) and with the
rotation of the hub adjusting nut (18).

Axial play of wheel bearings is adjusted by means of
nut (22).

Permissible plays on the control stick.
The permissible play measured on the control stick :

— for the fixed elevator the permissible play on
the end of the stick is 6h =+ 3 mm (*0,118 in)

- for the fixed aileron the permissible play on the
end of the stick (same as in elevator case) is

51 =+ 3 mm (#0, 118 in).
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2.2.7.

2.

2.8.

Permissible friction forces in the control systems.

The friction forces in the control systems (measured

on the center of hand grips for the neutral contreol

20,0
44,1

20,0
44,1

20,0
44,1

15,0

position)
- aileron 0,2 +1,0daN ( 0,44 + 2,2 1b)
- elevator 0,2 + 1,8 daN ( 0,44 + 4,0 1b)
- rudder 5,0 daN ( 11,0 1b )
Permissible operation forces.
- operation of airbrake max.
(max.
- operation of undercarriage max,
{max.
- cancpy emergency Jjettisoning max.
(max.
- towing cable releasing min. 2,0 - max.
(min. 4,4 - max.

- canopy opening

max,

(max.

33,1
15,0
33,1

dalN
1b)

daN
1b)

daN
1b)

daN
1b)

dalN
1b)
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Undercarriage

The undercarriage of the sailplane consists of the
retractable main wheel and fixed tail wheel.

The mechanism of retractable main wheel Fig. 9 is
fixed to the integral housing (1) transferring the
lecadings on the fuselage shell.

The main wheel (2) suspended on the front fork (3)

is locked in the extended peosition with the dead
point of the rear fork (4). The dead point is secured
by means of the gas-spring (5).

The pressure of the main wheel tube is 0,2 MPa
(28,45 1b/sq in)what corresponds to the tyre deflection
of about 2,5 cm (0,98 in) for the empty sailplane.

The tube air intake valve is accessible on the left
side. For filling the air the extension-unit should
be used (see Special Tools).

Disassembling and assembling of the main wheel.
Disconnect the springs of undercarriage flaps.
Disceonnect the spring (17) of wheel brake lever.

Remove the split pin (21) and screw (B6) out of the
wheel axle.

Remove the wheel axle (7) and the wheel itself
out of the fork.

Disconnect the mechanism of brake disc (9).
Release the air out of the tube.

Remove the nuts (18) from three pins (10) jeining
the hub "halves" (11).

Disconnect the "halves" and remove the tyre and
tube (12).

Assembling requires the inverted procedure.

NOTE - BEFORE ASSEMBLING BOTH HUB PARTS THE TUBE
SHOULD BE SLIGHTLY FILLED WITH AIR.

The tail wheel ¢ 200 x 50 has the integral hub.

Tail wheel pressure of 0,15 MPa (21,33 lb/sq in)
corresponds to the tyre deflection of 1,0 + 1,5 cm

(0,39 + 0,59 in).
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2.4, Equipment of the sailplane.
2.4.1. Instrument panel.

The glider is equipped with the column type instrument
panel Fig. 10, consisting of the panel itself (1) and
column (17). The panel allows for installation of five
instruments ¢ 80 or four instruments ¢ 80 and twe ¢ BO.
The panel is fixed to the column by means of screw (9)
located on the bottom panel part.

The producer recommends to equip the panel with the

following instruments :

- LUN 1107-8 airspeed indicator (2) with the electro-
acoustic stall warning monitor (20) and supply
switch (21) or PR-400S airspeed indicator with stall
warning monitor SP 3.

- W-10S or W-12S altimeter (3).

- WRs-5D variometer (4) with KWEC-2 compensater (15).

- WRs-30C variometer (5).

- EZ5-4 turn indicater (6) with supply switch (7).

KI-13A compass (8), is fixed on the instrument
panel cover or canopy perspex.

NOTE - FOR FLYING THE REQUIREMENTS CALL FOR AT LEAST :
AIRSPEED INDICATOR, ALTIMETER AND STALL
WARNING DEVICE.

2.4.2. Pressure heads.

The sailplane is equipped with the following pressure

heads :

- static (10) on the fuselage front portion with the
drainage unit (11) under the instrument panel column
(airspeed indicator, altimeter pressure variometer)

- total (12) in fuselage nose with the drainage unit
(13) under the instrument panel column (airspeed
indicator, variometer compensator)

- stall warning centrol (22) on the lower surface of
fuselage nose

- static (23) in the rear fuselage portion (electri-
cal variometer, computer)

- ¢ 8 mm nest (16) for pressure head in upper part
of fin leading edge.

NOTE - GREASE THE PRESSURE HEAD WITH THE TECHNICAL VASE-
LINE BEFORE INSERTING IT INTO THE NEST (18).
- JETTISONIG OF WATER BALLAST AT THE FREEZING TEM-
PERATURES CAN CAUSE THE STATIC PRESSURE HEADS (23)
TO BE FROZEN.

The pressure head ducts (except of stall warning con-
trol) are connected to the four-way connector (14) in
the instrument panel column.

The ccnnector is colour marked :

- red, static pressure from the heads in front
fuselage part,
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black, total pressure from the head in
fuselage "nose",

yellow, pressure from the fin nest,

white, static pressure from the head in the
fuselage rear part.

NOTE - AFTER THE FLIGHT IN RAIN OR THE PNEUMATIC DUCTS
ARE SUSPECTED TO GET WET THE DUCTS SHALL BE
DISCONNECTED OUT OF THE INSTRUMENTS AND BLOWN
WITH AIR.

2.4.3. Cockpit equipment.

The pilot’s cockpit is equipped with :

- four pieces pilot’s belts Fig. 13

- J5.10.00 - abdomen belts (1)

- J5.70.00 - back belts (2)

- seat upholstery

- _side pocket

— rubber pear of sanitary installation
(below the seat pan).

2.4.4. Hooks.

The sailplane is factory adopted for assembling the
TOST towing hook installed on the undercarriage
fork (type G) or in fuselage front part (type E).

2.4.5. Energy source.

The battery of PANASONIC Vds 12V 6,5 P type of 2,2 kg
(4,85 1b) mass (25 on Fig. 10) located in the fin
is the main energy source.

2.4.6. Additional equipment.

On the customers order the sailplane can by
equipped with :

— pneumatic adjusted head rest

— sheepskin cockpit upholstery

- coloured canopy perspex

- front or c.g. hook of other than TOST type
- tail skid.

2.4.7. Other equipment.

Apart of the equipment listed in items 2.4.1. to
2.4.6. it is possible to install

- electrical variometer
— board computer

— transceiver

— additional battery

- oxygen equipment.

NOTE - THE INSTALLATION OF THE EQUIPMENT LISTED IN
ITEM 2.4.7. SHALL BE ACCEPTED BY THE AUTHORITY.



ISS. IV

SZD-55-1 TECHNICAL SERVICE MANUAL Page 15

2.5. Stall warning instalation Fig.10

The installation consists of :

- LUN 1107-8 airspeed indicator (2)

- contrelling pressure head (22) in the fuselage nose
- supply switch (21) in the instrument panel

- acoustic monitor (20) in the instrument panel.

The installation is supplied with the current of 12 V.
The installation is worthy when switched on the ground
gives the modulated warning signal (ti-ta-ti-ta...).

The installation is little sensitive towards the voltage
decrement and works correctly up to about 9 V.

At the further voltage decrement the broken signal
appears (ti-ti-ti...).

The LUN 1107-8 airspeed indicator needs no maintenance
in the operation. After every B00 flying hours the correct
indications should be checked (by an authorized person).

1) Errors of the airspeed indicator at +20°C + 5°¢

should be checked in the following way :

- connect the end marked with letter "D" into the
pressure source

- increase the pressure in the instrument to the values
of : 100 160 200 250 300 350 400 km/h
(37,2 62,0 99,2 124,0 155,0 186,0 217,0 248,0 mph ;
32,4 54,0 86,4 108,0 135,0 182,0 183,0 216,0 knots)
on the airspeed indicator dial

- at every checked airspeed the pressure shall be
retained at least 30 seconds and then the error stated
by the comparison of data on the tested airspeed indi-
cator and the pattern cne or approved manometer.

Find the errors for the above listed airspeeds at the

increasing and decreasing of the pressure and compare

them with the permissible error values of

t 7 km/h (#4,3 mph; 3,8 knots) for the dial values

of 60 100 160 200 km/h (32,7 62,0 99,2, 124,0 mph ;

32,4 54,0 86,4 108,0 knots)

and * 9 km/h (5,6 mph; #4,9 knots) for

250 300 350 400 km/h (155,0 186,0 217,0 248,0 mph ;

135,0 162,0 189,0 218,0 knots). '

2) The data variation (hysteresis) is the difference of
the instrument data for the airspeed values as given
in item (1) for increasing of the airspeed. The calcu-
lated difference should not be greater than the allowed
one in the item (1).

3) Tightness of the instrument static system shall be
checked :
- connect the ends marked with letters "S" and "M" to
the scurce of pressure lower than atmospheric one
(vacuum pump)
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- when the pressure lower than the atmospheric one is
gained, what corresponds to 400 km/h (248 mph ;
218 knots) airspeed, close by means of the valve
the source of pressure lower than the atmospheric one
- check the pressure decrement on the monitoring water
column. It should not exceed the value of 20 mm.
(0,8 in) of water column per 3 minutes.

4) The resistance of electric elements insulation should
ne checked by means of megohmmeter at the air relative
humidity of 30 + 80 %. One wire of the megohmmeter
should be connected to the bridged fork of the plug
end the second cone to the plug housing. The insulaltion
resistance should range minimum 20 Megohms.

The adjustment of the stall warning device should be made
in two stages: - rough one on the ground
— precise one in the flight.

Ad justment on ground :

- remcve the securing cover out of the adjusting hand-
wheel of LUN 1107-8 airspeed indicator

- insert it in inverted position on the hand-wheel axle

- into the dynamic pressure inlet (D) the pressure cor-
responding to 58 km/h (36mph; 31,3knots) of airspeed
indicator reading should be introduced

- switch on the warning device

— turn the adjusting hand-wheel till the signal appears
or disappears. Since the position of sensor contacts
inside the instrument is adjusted by means of excentre
the turning direction is arbitrary, but it is recom-
mended to turn to right.

Adjustment in flight

- perform the adjustment for the all-up mass of
300 kg (662 1b)

- find the stalling speed VSl

1000 m (3300 ft) std in smooth air for the smooth

configuration, air conditioning switched off

on the altitude about

- increase the airspeed up to 1, 1xV (allowed tole-

sS1
rance of * 1 km/h (0,8 mph; #0,5 knots))

- turn the airspeed indicator adjusting hand-wheel
till the acoustic signal appears

- increase the airspeed till the signal disappears

- smoothly decrease the airspeed and check that the
acoustic signal switches on at the airspeed of 1, IxV,,

if not repeat the adjusting procedure L

- after the adjustment put on the securing cover on
the adjusting hand-wheel and seal.

NOTE - IN CASE THE PR-400S AIRSPEED INDICATOR WITH SP-3
STALL WARNING MONITOR IS USED THE RELEVANT
2 INFORMATION IS FURNISHED BY TECHNICAL SERVICE MANUAL
OF THIS DEVICE, ENCLOSED.
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2.6. Water ballast Fig. 11.

The sailplane is equipped with the wing (1) and
tail (2) ballast tanks.

The front torsion boxes of the wings are used as the
water ballast tanks.

The jettisoning valves (3) are located in the lower
wing skin near the root rib. The water valves of the
right and left wings are controlled by means of the
rotating tube (4) actuated with the push-rod (5)
ended with the holder (6) placed on the right cockpit
board. The tank venting duct outlet (7) is placed on
the wing lower skin near the Jjettiseoning valve.

Filing the tanks with water :

- put the glider in "level" position, without any bank
(support the wing with a Jjack or hold by hand)

- open the valves
- insert the special funnel ends (8) to the wing
Jettisoning openings

- fill the tanks through the funnels till the water
flow steady cut the venting holes
(use the clear water only)

— after filling the tanks close the valves what
causes that the funnel ends are pushed cut of
the jettisoning holes

- remove the funnels out of the wing.

The tail tank (2) is located in the rear fuselage
“tube" below the fin.

The jettisoning valve (8) is located in the lower
fuselage skin before the tail wheel.

The Jjettisoning valve is controlled by means of
tension member (10) coupled with the wing valves
control system (3).

The valve is closed automatically when the hand-grip
(B) is positioned onto closed location.



S52D-55-

ISS. IV

1 TECHNICAL SERVICE MANUAL Page 18

Filing the tail tank with water takes place through
the opening (11) in the left covering of the fin.

NOTE - IT IS PROHIBITED TO FILL THE TANKS WITH WATER

IMMEDIATELY OF THE WATER SUPPLY UNDER THE
PRESSURE WITHOUT USING THE FUNNEL.

THE AMOUNT OF FILLED WATER IS TO BE ESTABLISHED
ACC. TO THE FLIGHT MANUAL.

Checking of the tightness of water ballast tanks.

Wing tank :

plug the venting opening

plug the jettisoning opening with the plug equipped
with the duct conducting the air inte the measuring
instrument or water manometer

measure the vacuum by means of altimeter with the check
vacuum corresponding to the altitude of 800 m (1970 ft)

when the tightness is measured by means of water column
the column height measured in respect to the wing upper
covering should be about 700 mm (27,8 in)

the tank is found to be tight when during 15 minutes
no significant pressure or water column decrement
appears.

The tall tank tightness is to be found by filling the
tank with water full and checking the water amount
decrement after 24 hours,

If the water decrement is not to be seen by the intake
opening the tank is estimated to be tight.
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2.7. Permissible

plays.

During the operation the plays appear in the below
listed connections.

The permissible play values are contalned in the table.
Permissi-
Connection Sketch of the connection ble play
A
| : '
Wing | Sl
spars |—_;_ﬂ_h;_ﬁ__;‘_ﬂ_; g
: ; 0,15 mm
¢0|' _
oW (0,008 in)
Wing to
fuselage 0,10 mm
(0,004 in)
On the
bolt of
tallplane 0,10 mm
to fin
(0,004 in)
Tailplane
extended
member to 0,20 mm
fin nest
(0,008 in)




ISS. IV

5ZD-55-1 TECHNICAL SERVICE MANUAL Page 20

2.8.

Weighing of +the sailplane.

Use for the weighing two balance of * 0,2 kg (*0,45 1b)

accuracy.

Install the supports under the main and tail wheels

Fig. 12.

The support height difference shall be adjusted so that

the wing trailing and leading edges (nivelation points)

are level when the wing is arranged without any bank.
Fig.12 X

when "a" and "1" should be measured

NOTE - PERFORM THE WEIGHING WITH THE BATTERY OR BALLAST
OF 2,2 kg (4,85 1lb) INSTALLED IN THE FIN.
THE INSTALLED BATTERY OR BALLAST SHOULD BE
IMMOBILIZED BY MEANS OF HARD FOAM INSERTS,

The allowable c.g.locations of empty sailplane with
the standard equipment (X) are given in the Flight
Manual item 2.3.

In case the allowable empty glider c.g. location is
exceed, the correct value can be achieved by means
of the fixed ballast (F on Fig. 1B) or dislocation
of the battery from the hecusing in fin into the
luggage compartment (D on Fig. 16).

NOTE - INSTALLATION OF THE BALLAST AND ITS MASS
SHOULD BE NOTICED IN THE WEIGHING PROTOCOL.
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2.9 Allowable loading conditions.

The total mass of: pllot and parachute, additional
equipment and luggage cannot exceed the allowable
loading mass given in the Flight Manual item 2. 4.

The following maximum masses are allowed in the
particular sailplane zones, Fig. 16 :

A. on the cockpit board 1,0 kg (2,2 1b)
- photo camera
B. in the instrument panel 5,0 kg (11,0 1b)

- sum of equipment masses

C. in the luggage compartment 5,0 kg (11,0 1b)
before the spar

D. in the luggage compartment 15,0 kg (33,1 1b)
behind the spar

E. in the fin battery housing 2,5 kg ( 5,5 1b)

F. in the rear wall of the fin 3,5 ke { 7.7 1b)
(fixed mass)

The correct location of c.g. is ensured by the mass
location acc. to the loading plan given in the
Flight Manual.

2.100. C. g. and mass balance o f

t he control surfaces Fig. 15.

The correct position of control surface c.g. is
ensured by the formula :

M

- for aileron P £ 0,267 G

- for elevator 0,262 G

Il

-~ for rudder 0 (c.g. in the axis

of rotation ).
2.11. Towing cable safety 11ink.

The towing cable safety link acc. to drawing
551.04 05 or cther of B00 daN * 50 daN
(1325 1b * 110 1b) damaging force shall be used.
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3. PERIODIC WORKS

3.1. Pre-flight inspection.
Before the flights it should be checked :
- validity of sailplane documents

- condition of the structure - specially the coverings
and glue joints

- securing of the assembling elements and control
systems Jjoints

- operation of control systems and control surfaces
- operation of towing hooks

- undercarriage condition (main and tail wheel), wheel
brake efficiency, air pressure in the tube, cleaness
of the undercarriage housings

- pilot’s safety belts
- total and static pressure heads
— operation of board instruments

- battery or ballast in the battery housing installation
in the fin (if applicable).

3.2. Post-flight inspection.

After the flights perform the inspection same as
before the flights.

Complete the inscriptions in the sailplane Log Book.

3.3. Maintenanca works.

1. Check the condition of the sailplane structure.
Pay the special attention on the elements. heavy loaded
during the take-off, flight and landing.

2. Check the condition of the surface of main fittings
and bolts as well as the assembling plays.

3. Check the sure securing of the assembling elements of
the sailplane main sets and control systems.

4. Check the sure locking and emergency jettisoning of
the canopy.

5. Check the condition and correct operation of the towing
hook using the section of the towing cable pulled with
hand.

6. Check the condition of the surface and hinges of control
surfaces and airbrake as well as the correct deflections.

7. Check the friction forces of the control systems and
devices.
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8. Check the condition of the undercarriage of the main
and tail wheels and the operation of the wheel brake.

9. Check the condition and correct operation of the board
instruments (stall warning monitor included).

10. Check the condition of the protective coats on metal
elements especially those imposed on mechanical damages
and corrosion (cables, undercarriage elements).

11. Clean and grease (with the proper grease) the bearings
and assembling elements acc. to the Lubrication Plan
Fig. 14.

12. Check the tightness of the water ballast tanks
(see item 2.8.).

13. Check the deflection angles of the control surfaces
Fig. 1.

3. Time schedule of t he

maintenance works.

Kind of main-
Time of maintenance work tenance work
On the beginning of flying season 1 =+ 13
After each 100 flying hours 1 + 11
After landing with the damage of 1 =+ 10
undercarriage i
After heavy landing 2 M |

t flyi

Post flying seas?n or before the .. AT
proleonged hangaring
On completing 1500 flying hours, perio-|acc. to Appendix
dic overhauls after every 500 hours or No 1 te this
after 3 years, whichever comes first Manual

3.5. Allowed

sailplane life-time.

Allowed (temporary) sailplane life-time is 3000 flying
hours.

The above does not concern :

- towing hooks

- board instruments

having the life-time defined in their individua
certificates. !
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3.6 Hangaring and transportation.

In case the prolonged break in sailplane operation is
expected the disassembling of the sailplane sets is
recommended.

Grease the fittings and metal elements.
Put the individual covers on the main sets.

It is recommended to put the fuselage intc the supports
under the undercarriage housing and under the fin.

The wing should be supported on the leading edge at semi-
span and under the spar root near the root rib, in
vertical position.

Release the air pressure in the wheel tube.
NOTE - DO NOT STORE IN THE WET COVERS.

In case the sailplane is transported on a trailer the
sets can be fixed on their external surfaces on the
wide supports uphclstered with a soft cloth or using
the fabric strips.

The wing should be fixed on the spar roots and supported
on the leading edge at the midspan.

The fuselage can be fixed on the undercarriage wheels and
wing-to-fuselage connection pivots.

Fix the tailplane in the supports.

During the transportation the working surfaces of the
fittings, inspection holes and bearings shall be pro-
tected against the dust and dirt.

Immobilize the control surfaces. Secure the canopy
with the flannel cover.

In case the open trailer is used the external surfaces of
the main sallplane sets should be protected with the
individual covers and with the foil in case of rain.

For taxiing the sailplane on the ground it is recommended
to push it "tail ahead".

It is not recommended to pull the sailplane with the
wind tips.

For the motor-car transportation "nose ahead" a section
of tow cable with the "to-hook-1link" should be used.

Immobilize the control stick (with the pilot’s safety
belts).
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3.7. Lubrication plan Fig. 14.
Place of lubrication Material

[@)] = W N

ow-~3m

10

12

13
14

15
16
17

18

19

20

21

Aileron hinges

Body and lever of aileron control
Fitting of airbrake plates

Fitting of control column, bearings
of push-rod and intermediate lever
Hinges of stabilizer and

elevator

Hinges of rudder

Connection of elevator coentrol
Bearings and axle of the wheel
Fitting of the front and rear
fork of the wheel

Axle of undercarriage locking
Hinges of undercarriage doors

By-passes of the push-rods
in the cockpit

Hinge and guide of pedals
Front and rear lock of the
canopy

Front and c.g.

Tail wheel axle
Connection of airbrake control

towing hooks

Connection of aileron control

Water valve

Bolts and holes of spar
connection

Pivots and holes of
wing-to-fuselage connection

*
grease for bearings,

grease for bearings,

grease for bearings
#*
grease for bearings
E 3
grease for bearings

*
grease for bearings,
grease for bearings,

grease for bearings
¥*
grease for bearings
*

grease for bearings,

grease for bearings
* %

machine oil
(wash with the clean
saturated rag and
wipe till to dry)

#*
grease for bearings
*
grease for bearings
*
grease for bearings,

grease for bearings,
grease for bearings

_BHG
machine oil

(hele in the
rib sleeve), "
grease for bearings

SILPASTA A
(protect the
lacquered
surfaces)

*
grease for bearings

*
grease for bearings

* Grease for bearings LT 43 - PN-72/C-96134

** Low solidifying machine oil 182 - PN-B87/C-96071
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3.8,

Washing and maintenance of
the sailplane.

When the external surfaces of the sailplane are dirtied
(e.g. insects) wash them using the clear water with

the addition of a mild detergent without the abrasive
fillings. Wipe the washed surfaces with the flannel (or
shammy). Wipe the wetted inside of the sailplane, (air-
brake housings) check the drainage openings previousness.

The lifting surfaces should be time to time polished
with the fatless paste, apply by the movements along the
chord in a mechanical manner or by hand with a slat.

Wash the canopy with the clear water with the eventual
addition of detergent for the perspex cleaning.

Protect the perspex against the dust end sunlight with
the flannel cover,

Special tools and covers.

Fach sailplane is equipped with the following special
tools :

1. Extension-unit for filling the tube with the air.

2. Funnels for filling the water into the wing tanks.
3. Calibrated container for the ballast water.
4

Spanners for the adjustment of the main wheel
hub-2 pcs.

5. Turning-member for the stabilizer assembling.

Additionally every glider can be equipped into the
following covers :

1. Cover for the wing - 2 pcs.

2. Flannel cover for the canopy.
3. Cover for the fuselage.
4

Cover for the tailplane.
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3.10. List of materials for the
small repairs.

In case of the small structural damages having no in-
fluence on the strength properties, as local scratches,
small indentations of covering surface, crumbles of
edges etc. the user can make a repair himself.

Materials allowed for such the repairs are listed below :
1. Glass fabrics of INTERGLAS production.
2. Ep 53 resin + Z1 hardener.
3. Ep 52 resin + Z1 hardener.
4, 1285 resin + H2B6 hardener.
5

Polyester lacquer SCHWABEBELLACK or
VORGELAT T30 (T35) - on the external coverings.

6. Fillers - aerosil,cut roving etec.

3.11. Airfield equipment.

On the user’s order the producer supplies the airfield
equipment listed below.

1. Transportation tail wheel,
2. Transportation wheel under the wing.

3. Ground towing thill.



5ZD-55-1 TECHNICAL SERVICE MANUAL Page 28

ISS. IV




Iss. 1V

5ZD-55-1 TECHNICAL SERVICE MANUAL Page 29
4, ILLUSTRATIONS
Page
Fig. 1. SZD-55-1 THREE-VIEW DRAWING
— CONTROL SURFACES DEFLECTIONS 31
Fig. 2. ASSEMBLING OF THE WING 33
Fig. 3. ASSEMBLING OF THE TAILPLANE 35
Fig. 4. ASSEMBLING OF THE RUDDER 37
Fig. 5. ASSEMBLING OF THE ELEVATOR 33
Fig. 6. ASSEMBLING OF THE AILERON 41
Fig. 7. CONTROL SYSTEM OF ELEVATOR AND
ATLERON IN THE FUSELAGE 43
Fig. 8. CONTROL SYSTEM OF RUDDER AND
AIR BRAKE 45
Fig. 9. CONTROL SYSTEM OF UNDERCARRIAGE 47
Fig. 10. INSTALLATION OF BOARD INSTRUMENTS 49
Fig. 11. WATER BALLAST INSTALLATION b1
Fig. 12. WEIGHING OF THE SAILPLANE 20
Fig. 13. PILOT’'S SAFETY BELTS 53
Fig. 14. LUBRICATION PLAN 55
Fig. 15. C.G. AND MASS-BALANCING OF

CONTROL SURFACES 57
Fig. 16. LOCATION OF THE LUGGAGE AND BALLAST 59
INFORMATION PLACARDS 61

OPERATION PLACARDS

63



5ZD-55-1 TECHNICAL SERVICE MANUAL Page 30

ISS. IV

Fig. 1. SZD-55-1 THREE-VIEW DRAWING

- CONTROL SURFACES DEFLECTIONS
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Fig. 2. ASSEMBLING OF THE WING

Fork of left wing spar
Nests (in wing rib)

Pivots (in fuselage)

Right wing

Horizontal openings

Left shorter bolt

Right longer belt with slot
Safety pins

w0 0 - M g e W N e

Pivots (on fuselage) for locking the bolts

[y
o

Aileron control joints

==
[y

Air brake control jJoints

—
DN

Ballast tank control valve joints
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Fig. 3.
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Tailplane

Fin

Taillplane fittings

Fin and rudder fittings
Bolt

Click (securing)

Lever (of elevator)

Lever with guide

. Tailplane assembling turn-member

ASSEMBELING OF THE TAILPLANE




























































































































































