Safe Work Practice
Electric Reciprocating Saw
General - A reciprocating saw is a type of handheld, small, machine-powered saw, in which the cutting action is achieved through a push-and-pull ("reciprocating") or back-and-forth motion of the blade. Blades are available for a variety of materials and uses.
Hazards -Electrocution
                    Fire
                    Dust
                    Debris
                   Faulty blades
                    Rotating Parts
                   Cuts
                    Push-pull jamming

PPE – Steel toed safety footwear
            Eye Protection
             Gloves
Practices -Inspect Saw before using,
• Ensure all Safety Guards are in Place.
• Do not wear loose clothing or jewellery.
• Operate tool within the design limits of the manufacturer.
• Wear appropriate PPE.
• Never use tool in wet or damp areas.
• Ensure work area is well lit.
• Recommended that gloves are to be worn to cushion vibrations.
• Expose area to have a safe and clean work site.
• Use appropriate blade for the right job.
• Do not place excessive pressure on the saw while cutting and become over balanced.
  If the saw requires excessive pressure to cut it, it needs a new blade. Change the blade before continuing to use the saw.
Keep a good supply of blades on hand for the reciprocating saw as it will break blades frequesntly
Make sure saw is at zero energy (no power to saw, unplugged) while you change and remove blade.
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