Safe Work Practice
                                                                Load Securement on Vehicles
General – Cargo being transported on the highway must remain secured on or within the transporting vehicle. And improperly secured load can result in loss of life, loss of load, damage to cargo, damage to vehicle, a crash, fines, or the vehicle being removed from
Hazards – Severe bodily impact
                  Property /Vehicle damage
                  Airborne debris

PPE- steel toed footwear
          gloves

1.Adequately secure and properly distribute cargo 
2. Always use tailgate, doors, tarps, carry spare tire, chains and straps according to load. 
3. Do not obscure drivers’ view 
4. Do not block emergency equipment 
5. Do not block vehicle exits. 
6. Check vehicle structure for obvious damage, distress, weakened parts and weakened sections. If they exist do not use. 
7. Tiedown must be designed, constructed, and maintained so that the driver can tighten it 
8. Do not use knots. 
9. Attach and secure tiedowns to prevent objects from coming loose or unfastened or released during transit. 
10. Use a minimum of 1 tied down for every five feet or foe every 500kg of load. 
11. The steeper the tiedown angle, the less shifting 
12. Ensure parking brake is engaged on heavy equipment before securing. 
13. Use a minimum of 4 tiedowns for large equipment. 
14. Chain heavy equipment at the front and rear using the mounting points of the equipment used for this purpose.


