
YS17AB-30HRN1 YS17AB-36HRN1

YAB6

YAB2Y

13 14

17 SEER 60Hz R410a DC Inverter

Cooling & Heating

YS19AB-09HRN1-B YS19AB-12HRN1-B YS19AB-09HRN1 YS19AB-12HRN1 YS19AB-18HRN1 YS19AB-24HRN1

19  SEER 60Hz R410a Cooling & Heating

YAB2Y

YAB3

845

6.5

11

19
9000

724

10

3.6
9.5

8.0

20

1020

8.87

11

19.5
12000

1026

8.93

3.43
9.5

7.8

820

3.56

11

18
9000

864

8.1

3.05
9.5

8.0

1065

4.5

11.3

19.5
12000

1025

4.3

3.43
10

8.0

1645

7.35

11

19
18000

1700

7.4

3.1

2500

11

9.5

17
24000

2200

9.6

3.2
9.5

8.0
13

15
13

20
20

13.7/18

722x187x290

7.8/10.3
790x270x375

965x215x319

10.9/14.6
1040x305x410

18.6/24.91

36.2/38.9

845x363x702

47.7/50.9
965x395x775

30.3/32.6 30.3/32.6 31.9/34.631.9/34.6
12-18

110/228/248

16-23 12-17.6
110/228/24884/178/214

16-23.4 24-35
74/160/180 60/126/142

32-47

722x187x290

7.8/10.3
790x270x375

18.6/24.91

84/178/214
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YAB2Y

YS21AB-09HRN1-B YS21AB-12HRN1-B YS21AB-09HRN1 YS21AB-12HRN1 YS21AB-18HRN1 YS21AB-24HRN1

YAB10

Cooling & Heating

Qty’per 20’ /40’ /40'HQ

Ambient  temperature
�Fheating

outdoor unit

Outdoor air flow CFM

Heating at 47F

cooling

Refrigerant type oz

�F

Outdoor unit

Net/Gross weight

Packing  (W*D*H) inch

Dimension(W*D*H) inch

lbs

Compressor

Brand

Type

Model 

Power supply

Dimension(W*D*H) inch

Indoor noise level (Hi/Mi/Lo) dB(A)

Indoor air flow (Hi/Mi/Lo) CFM

Ph-V-Hz

Packing   (W*D*H)Indoor unit inch

Application area  (cooling standard) sq.ft

Indoor(cooling/ heating)Operation temperature �F

Thermostat type

Qty’per 20’ /40’ /40'HQ set

Indoor Model

Outdoor Model

102/216/216

 -13~86

1390

Outdoor noise level dB(A) 62.4

3.6COP

HSPF4 10.3

R410A/70.5

  -13~122

37.99x15.55x29.72

33.27x14.29x27.64

105.82/114.64

ROTARY

ATM150D23UFZ

GMCC

31.57x7.44x11.69

39/-/24.5

264/205/141

208-230V~60Hz ,1Ph

34.45x11.22x14.76

Net/Gross weight lbs 18.1/22.0

129-189

62~90/32~86

Remote Control

Cooling

Capacity 

SEER

Capacity

19000

22.5

18000

320/660/750

Power supply Ph-V-Hz

Btu/h

Btu/h

YBO-18HRN1

 208-230V～60Hz , 1Ph

YBI-09HRN1

44/96/144

 -13~86

2130

63.4

3.9

10.3

R410A/98.8

  -13~122

42.91x19.69x34.45

37.24x16.14x31.89

149.91/160.94

ROTARY

 ATF235D22UMT 

GMCC

31.57x7.44x11.69

39/-/25

306/212/147

208-230V~60Hz ,1Ph

34.45x11.22x14.76

18.1/22.0

172-252

62~90/32~86

Remote Control

28000

23

30000

320/660/750

YBO-30HRN1

 208-230V～60Hz , 1Ph

YBI-12HRN1

44/96/144

 -13~86

2130

62.3

3.4

10.2

R410A/105.8

  -13~122

42.91x19.69x34.45

37.24x16.14x31.89

156.53/167.55

ROTARY

 ATF310D43UMT

GMCC

42.52x8.90x13.19

45.5/-/34.5

559/365/306

208-230V~60Hz ,1Ph

45.47x16.34x12.40

29.1/37.0

251-368

62~90/32~86

Remote Control

36000

22.5

36000

190/400/448

YBO-36HRN1

 208-230V～60Hz , 1Ph

YBI-18HRN1

22/46/46

 -13~86

4500

64

3.6

10.2

R410A/162.3

  -13~122

43.11x19.49x58.27

37.48x16.34x52.48

223.77/255.07

Twin-ROTARY

 ATQ360D1UMU

GMCC

42.52x8.90x13.19

50/-/35.5

618/471/324

208-230V~60Hz ,1Ph

45.47x16.34x12.40

29.1/37.0

330-484

62~90/32~86

Remote Control

48000

22.4

48000

190/400/448

YBO-48HRN1

 208-230V～60Hz , 1Ph

YBI-24HRN1

YAB2Y

Cooling & Heating
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YAB10

23  SEER    60Hz     R410a     Cooling Only
YS23A-12CRN1

208/230V,1Ph,60Hz

12000 

960

4.4

3.66

23

GMCC

802x189x297

875x285x375

8.3/10.8

800x333x554

920x390x615

32.2/34.9

16-23

84/178/214

YS23A-18CRN1

208/230V,1Ph,60Hz

18000

1440

6.55

3.66

23

GMCC

1080x226x335

1155x415x315

13.5/17.2

845x363x702

965x395x765

34.2/37.4

24-35

60/126/142

YS23A-24CRN1

208/230V,1Ph,60Hz

23000

1840

8.37

3.66

20

GMCC

1080x226x335

1155x415x315

13.1/16.7

946x410x810

1090x500x875

60.4/66

31-45

44/92/108

YAB2Y Y11M

YS25M-09HRN1 YS25M-12HRN1 YS25M-18HRN1 YS25M24HRN1

Cooling & Heating

25  SEER 60Hz R410a DC Inverter

600

2.7

14.5

25

920

3.9

3.3

11.2

8.6

9

960

4.2
1456

6

12.5

22

8.4

20

30

12.9-19.4

89/183/212

17.2-25 25.8-37.3

65/140/160

34.4-51

38/78/98

835x198x280

8.4/9.5

22.5

12000

975

4.3

3.55

12

1350

6.5

3.68

10.3

8.8

10

13

20.5

29000

2500

10.9

3.4

9.9

9

15

910x270x360

40/42.5
920x390x625

990x218x315

11.4/15.5
1065x305x400

1186x258x343

17.1/22.1
1265x420x345

49.2/52.4 63/68.5

920x390x625

40/42.5

835x198x280

8.4/9.5
910x270x360

89/183/212



Loading quantity 20’ /40’ /40'HQ

Net/Gross weight  

Packing(W*D*H)

Dimension(W*D*H)

Operation temp
indoor(cooling/heating)

outdoor(cooling/heating)

Application area（Cooling Standard)

Cooling

EER

Current

Input

Capacity

Moisture Removal

Compressor

Brand

Type

Model

Control type

Outdoor noise level (Hi/Med/Lo) dB(A)

Indoor air flow (Hi/Med/Lo)

Indoor noise level (Hi/Med/Lo)

Power supply

YWF-09CRN1

Pieces

Kg

mm

mm

°C

°C

m2

A 2.81

W

Btu/w.h,w/w

Btu/h

L/h

dB(A)

m3/h

dB(A)

Ph-V-Hz

220/480/576

25.6/27.8

495x580x435

445x415x320

17-32/---

18-43/---

12-18

4.1

940

9000

1

GMCC

Hermetic

ASN84N1VBZB1

Remote Control

57.9

/

50.9/49.3/46.9

220-230V, 60Hz,1Ph

YWF-12CRN1

2.81

135/285/342

35/37.8

685x620x430

600x560x380

17-32/---

18-43/---

16-23

5.5

1250

12000

1.2 2.6

GMCC

ROTARY

ASM106N1VEZ

Remote Control

64.5

540

/55.2/55.1/54.8

220-230V, 60Hz,1Ph

YWF-18CRN1

2.8

84/180/225

53.5/58.1

815x746x515

680x660x428

17-35/--

18-43/---

24-35

8.2

1883

18000

GMCC

ROTARY

PA160M2A-3ETL

Remote Control

66/--/--

850/--/--

56/--/--

220-230V,1Ph

YWF-24CRN1

2.8

84/180/225

59.4/64.1

746x815x515

680x660x428

17-32/---

18-43/---

32-47

10.9

2512

24000

GMCC

Hermetic Motor

PA226G2C-3KT3

Remote Control

66.7/66.2

780/

62.8/62.4

220-230V, 60Hz,1Ph

Model

Window Type

22
20

21

Loading quantity 20’ /40’ /40'HQ

Net/Gross weight  

Packing(W*D*H)

Dimension(W*D*H)

Application area (Cooling EPA)

Operation temp
indoor(cooling/heating)

outdoor(cooling/heating)

Application area（Cooling Standard)

Cooling

RATED Current

RATED Input

RATED EER

RATED Capacity

Standby power

Moisture Removal

Compressor

Brand

Type

Model

Control type

Power supply

YKC-05CRN1

Pieces

Kg

mm

mm

sp.ft

°C

°C

sp.ft

A 4.0

W

Btu/w.h,w/w

Btu/h

W

L/h

Ph-V-Hz

389/809/944

18/20.5

455x437x372

406x390x306

100-150

17-32/---

18-43/---

75-108

446

11.1

5000

0.8

0.6

GMCC

ROYARY

ASN46E1VAJ1

1Ph, 115V~, 60Hz

YKC-06CRN1

5.0

317/653/735

20.3/23.4

551x452x367

471x400x340

150-250

17-32/---

18-43/---

86-129

536

11.2

6000

0.9

0.7

GMCC

ROYARY

ASN54E1VZJ

1Ph, 115V~, 60Hz

 YKC-08CRN1

6.2

317/653/735

22.1/25.2

551x452x367

471x400x340

300-350

17-32/---

18-43/---

118-172

708

11.3

8000

0.9

0.9

GMCC

ROYARY

ASN71E1VBZ

1Ph, 115V~, 60Hz

YKC-10CRN1

8.0

190/410/498

27.2/30.8

557x586x430

482x545x372

400-450

17-32/---

18-43/---

140-215

905

10.9

10000

1.0

1.1

GMCC

ROYARY

ASN84E1VBZ1

Remote Control Remote ControlRemote Control Remote Control Remote Control

1Ph, 115V~, 60Hz

YKC-12CRN1

9.5

190/410/498

31.4/34.8

557x586x430

482x545x372

450-500

17-32/---

18-43/---

172-247

1100

10.9

12000

N/A

1.2

GMCC

ROYARY

ASM106E2VEZ

1Ph, 115V~, 60Hz

Model

Window Type

Loading quantity 20’ /40’ /40'HQ

Net/Gross weight  

Packing(W*D*H)

Dimension(W*D*H)

Application area (Cooling EPA)

Operation temp
indoor(cooling/heating)

outdoor(cooling/heating)

Application area（Cooling Standard)

Cooling

RATED Current

RATED Input

RATED EER

RATED Capacity

Standby power

Moisture Removal

Compressor

Brand

Type

Model

Power supply

Pieces

Kg

mm

mm

sp.ft

°C

°C

sp.ft

A

W

Btu/w.h,w/w

Btu/h

W

L/h

Ph-V-Hz

YKC-15CRN1

11.7

96/216/270

47.1/53.7

660x760x500

600x645x455

550-700

17-32/---

18-43/---

215-312

1348

11.2

15100

1.2

1.5

GMCC

ROYARY

ASM130E1VET

1Ph, 115V~, 60Hz

YKC-18CRN1

7.3/7.8

96/216/270

51.9/58.5

660x760x500

600x645x455

700-1000

17-32/---

18-43/---

269-387

1652/1525

11.2

18500/18200

1.3

1.8

GMCC

ROYARY

PA160M2A-3ETL

1Ph, 230/208V, 60Hz

YKC-22CRN1

9.6/10.5

84/184/225

56.3/64.3

750x794x520

673x674x473

1000-1200

17-32/---

18-43/---

312-463

2135/2097

10.3

22000/21600

1.4

2.3

GMCC

ROYARY

PA205M2A-3MT

1Ph, 230/208V, 60Hz

YKC-25CRN1

11.3/12.4

84/184/225

59/66.1

750x794x520

673x674x473

1400-1500

17-32/---

18-43/---

355-527

2551/2520

9.8

25000/24700

1.4

2.7

GMCC

ROYARY

PA241G2C-3MT3

1Ph, 230/208V, 60Hz

Model
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YPF-08CRN1 YPF-10CRN1 YPF-12CRN1 YPF-14CRN1
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Accessories(Optional)

1.1

1.2

1

2

3

4

Wall sleeve (two optional)
1.1 Fixed, can be packed
With the unit.
1.2 Detachable
Aluminum grille

Drain Kit

Extruded Architectural
Grille

1

2 3 4



Build-in Drain Pump

The drain pump can lift the condensing water up to 750mm.

E-box Inside

The E-box is simply and safely built inside the indoor 
unit.This integrated design provides a more compact 
body size and ease of installation.And the maintenance 
of the E-box is simple,by opening the air-return-grille.

Wired Controller

Compared with infrared remote controller, wired controller can
be fixed on the wall and avoid mislaying. It's mainly used for
commercial zone and makes air conditioner control more conve-
nient.

Low Ambient Cooling

With built-in low ambient kit or special designed PCB, outdoor
fan speed can be changed automatically according to con-
densor temperature, even when the temperature is down to
-13°F.
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Light Commercial-Cassette
Cassette R410a ONOFF

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

W/W

m3/h

EER

Current

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

mm

kg

Packing  (W x Dx H)(panel)

Net/Gross weight(body) 21.5/25

kgNet/Gross weight(panel)

°C

°C

indoor unit+panel

17~30

 17~32

148/312/342

mmDimension (W x Dx H)(panel)

YCA-24CRDN1-N

24000

220~230-1-60

 2321

3.03

mmDimension (W x Dx H)(body) 840x840x205

1150/1000/850

46.5/39/36.2

5/8

950x950x55

1035x1035x90

900x900x217

A 10.6

25/30

17~30

 17~32

128/268/294

YCA-36CRDN1-N

36000

220~230-1-60

3676

2.87

840x840x245

2000/1700/1450

54.4/48.4/46

5/8

950x950x55

1035x1035x90

900x900x257

16.7

27/30.8

17~30

 17~32

128/268/294

YCA-48CRDN1-N

48000

220~230-1-60

5650

2.49

840x840x245

1938/1426/1299

55.2/48.1/45.9

5/8

950x950x55

1035x1035x90

900x900x257

25.8

29/33.3

17~30

 17~32

100/212/238

YCA-60CRDN1-N

55000

220~230-1-60

6948

2.32

840x840x287

1756/1428/1309

50.3/46.6/42.3

5/8

950x950x55

1035x1035x90

900x900x292

18.2
Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Cassette DC Inverter

Cassette High SEER

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Indoor noise level (sound pressure) (Hi/Mid/Lo)

Btu/h

V-ph-Hz

Btu/W

m3/h

SEER

EER

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

mm

kg

Packing  (W x Dx H)(panel)

Net/Gross weight(body) 14.5/17.3

kgNet/Gross weight(panel)

°C 17~30

234/488/566

mmDimension (W x Dx H)(panel)

YCC-09HRN1 YCC-12HRN1 YCC-18HRN1 YCC-24HRN1 YCC-36HRN1 YCC-48HRN1

9000

208-230~1-60

 13.0

20

mmDimension (W x Dx H)(body) 570x570x260

635/511/437

41/37/33

2.5/4.5

°CCooling 17~32

°CHeating 0~30

647x647x50

715x715x123

655x655x290

W/WCOP

HSPF5

HSPF4

Btu/hCapacity 10000

10.5

8.4

3.44

16/18.6

17~30

234/488/566

12000

208-230~1-60

14.0

21.5

570x570x260

644/525/443

43/39/36

2.5/4.5

17~32

0~30

647x647x50

715x715x123

655x655x290

12000

10.5

8.4

3.9

16.1/18.7

17~30

234/488/566

18000

208-230~1-60

12.5

20

570x570x260

951/821/705

43/39/36

2.5/4.5

17~32

0~30

647x647x50

715x715x123

655x655x290

18000

10.3

8.8

3.2

21/24.6

17~30

148/312/342

24000

208-230V~60Hz, 1Ph

12.5

20

840x840x205

1189/1082/974

51/47/43

5/8

17~32

0~30

950x950x55

1035x1035x90

900x900x217

24400

10.5

8.4

3.2

26.4/30

17~30

128/268/294

36000

208-230V~60Hz, 1Ph

9.0

17.5

840x840x245

1861/1628/1375

55/52/49

5/8

17~32

0~30

950x950x55

1035x1035x90

900x900x257

38000

10.5

9.1

3.0

28.7/32.9

17~30

100/212/238

48000

208-230V~60Hz, 1Ph

9.5

16.8

840x840x287

2000/1750/1450

55/52/49

5/8

17~32

0~30

950x950x55

1035x1035x90

900x900x292

50000

11.0

9.4

3.1

Cooling

Heating 
at 47F

Indoor unit

Room 
temperature

Qty’per 20’ /40’ /40'HQ
Operation temperature

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

W/W

m3/h

EER

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

mm

kg

Packing  (W x Dx H)(panel)

Net/Gross weight(body) 22/25.7

kgNet/Gross weight(panel)

°C

°C

indoor unit+panel

17~30

 17~32

148/312/342

mmDimension (W x Dx H)(panel)

YCA-24CR-N

24000

220~230-1-60

 2693

2.61

mmDimension (W x Dx H)(body) 840x840x205

1157/1004/829

46.8/42.6/39

5/8

950x950x55

1035x1035x90

900x900x217

25.2/28.9

17~30

 17~32

128/268/294

YCA-36CR-N

36000

220~230-1-60

4100

2.57

840x840x245

1851/1346/1232

50.4/45.2/43.4

5/8

950x950x55

1035x1035x90

900x900x257

27.5/31.3

17~30

 17~32

128/268/294

YCA-48CR-N

48000

220~230-1-60

5000

2.81

840x840x245

1854/1362/1240

51.9/45.6/44.3

5/8

950x950x55

1035x1035x90

900x900x257

29/33.5

17~30

 17~32

100/212/238

YCA-60CR-N

60000

220~230-1-60

6760

2.60

840x840x287

2204/1988/1770

58.8/56.8/54.6

5/8

950x950x55

1035x1035x90

900x900x292

Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Remark:

Specifications may be subject to change without prior notice. Final specifications please refer to Technology Specification shared by the sales representatives
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Easy Maintenance

More than 60% parts and assemblies (such as fan wheel,plastic cases,metal parts and etc.)are universal for 3 different bodies, 
which makes the production and maintenance much easier.

Fresh Air

Air outside can be lead into the room via a
connection pipe, which keeps the indoor air
fresh and healthy.

3D Air Flow

The unit has auto horizontal swing and auto
vertical swing function,which supplies more
even and comfortable airflow

Wired Controller(Option)

Compared with infrared remote controller,wired
controller can be fixed on the wall and avoid
mislaying. It's mainly used for commercial zone
and  makes  air  conditioner  control  more
convenient
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Light Commercial-Ceiling & Floor
Ceiling & Floor R410a ONOFF Ceiling & Floor High SEER

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

m3/h

Current

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body) 25.8/30.6

°C

°CCooling

17~30

 17~32

102/220/252

YCF-24CRDN1-N

24000

220~230-1-60

 2284

mmDimension (W x Dx H)(body) 1068x675x235

1350/1150/950

52.8/46.6/41.2

1145x755x313

A 3.08

31.2/36.7

17~30

 17~32

92/188/213

YCF-36CRDN1-N

36000

220~230-1-60

3553

1285x675x235

2000/1700/1450

56.4/53.3/49.2

1360x755x313

2.97

38.7/45.2

17~30

 17~32

72/147/167

YCF-48CRDN1-N

48000

220~230-1-60

5432

1650x675x235

2407/2060/1803

58.5/54.7/51.1

1725x755x313

2.59

39.2/45.7

17~30

 17~32

72/147/167

YCF-55CRDN1-N

55000

220~230-1-60

6297

1650x675x235

2423/2002/1693

58/53.3/49.3

900x900x292

2.56

Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Ceiling & Floor DC Inverter

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

m3/h

Current

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body) 24.7/29.5

°C

°CCooling

17~30

 17~32

102/220/252

YCF-24CR-N

24000

220~230-1-60

 2693

mmDimension (W x Dx H)(body) 1068x675x235

1298/968/770

52.5/46/40.6

1145x755x313

A 2.61

31.2/36.5

17~30

 17~32

92/188/213

YCF-36CR-N

36000

220~230-1-60

4100

1285x675x235

1804/1571/1384

54.5/51.1/47.9

1360x755x313

2.57

40/46.5

17~30

 17~32

72/147/167

YCF-48CR-N

48000

220~230-1-60

5050

1650x675x235

2451/2066/1777

56/51.7/49.2

1725x755x313

2.79

44/50.5

17~30

 17~32

72/147/167

YCF-60CR-N

60000

220~230-1-60

6760

1650x675x235

2615/2388/2248

57.7/55.9/54.4

1725x755x313

2.60

Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Indoor noise level (sound pressure) (Hi/Mid/Lo)

Btu/h

V-ph-Hz

Btu/W

m3/h

SEER

EER

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(panel)

°C

mmDimension (W x Dx H)(body)

°CCooling

°CHeating

W/WCOP

HSPF5

HSPF4

Btu/hCapacity

17~30

102/220/252

YCF-18HRN1 YCF-24HRN1 YCF-36HRN1 YCF-48HRN1

18000

208-230~1-60

12.5

20

1068x675x235

982/885/790

47/44/39

25/29.7

17~32

0~30

1145x755x313

18000

10.5

8.8

3.2

17~30

102/220/252

24000

208~230-1-60

12.5

20

1068x675x235

1290/1204/1017

53/48/42

26.5/31.4

17~32

0~30

1145x755x313

24000

11

9

3.8

17~30

92/188/213

36000

208~230-1-60

8.0

16

1285x675x235

1762/1559/1084

54/49/43

31.3/37

17~32

0~30

1360x755x313

38000

10.0

8.7

2.8

17~30

72/147/167

48000

208~230-1-60

9.3

17.8

1650x675x235

2300/1900/1700

57/54/52

38/44

17~32

0~30

1725x755x313

50000

11.0

9.4

3.2

Cooling

Heating 
at 47F

Indoor unit

Room 
temperature

Qty’per 20’ /40’ /40'HQ
Operation temperature

Remark:

Specifications may be subject to change without prior notice. Final specifications please refer to Technology Specification shared by the sales representatives
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Flexible Air Intake Ways

Air inlet from back standard and from bottom option-
al. The size of the plate from bottom and flange from
back is the same,iYs easy for installer to change the
air inlet from back to bottom.

Optional Accessories

Optional accessories are available to meet
the different needs of customers and
enhance performance.

Built-in Drain Pump (Optional)

The drain pump can lift the condensing water up to
750mm
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Light Commercial-Duct

Duct R410a ONOFF
Duct High SEER

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

m3/h

Current

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body)

°C

°CCooling

Indoor

mmDimension (W x Dx H)(body)

A

EER W/W 3.05 2.54

35.5/42.6

17~30

 17~32

75/153/170

YDU-36CWDN1-N

36000

220-230-1-60

3459

1140x775x270

1900/1600/1450

50.2/47/44.2

1355x795x350

15.15

44.1/52.7

17~30

 17~32

60/126/147

YDU-60CWDN1-N

55000

220~230-1-60

6346

1200x865x300

2224/1837/1577

49.5/45.7/43.6

1405x920x373

16.7
Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Duct DC Inverter

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Sound level  (sound pressure)

Btu/h

V-ph-Hz

W

m3/h

Current

Input

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body) 28.5/33.5

°C

°CCooling

17~30

 17~32

108/216/252

YDU-24CW-N

24000

220~230-1-60

 2481

mmDimension (W x Dx H)(body) 920x635x270

1107/886/797

40.2/36.8/35.5

1150x655x350

A 2.84

36.2/43.1

17~30

 17~32

75/153/170

YDU-36CW-N

36000

220~230-1-60

4100

1140x775x270

1629/1478/1303

48.3/45.7/43.5

1355x795x350

2.57

46.1/54.4

17~30

 17~32

60/126/147

YDU-48CW-N

48000

220~230-1-60

5000

1200x865x300

2176/1790/1531

47.4/44.3/41.9

1405x920x373

2.81

45.5/54.5

17~30

 17~32

60/126/147

YDU-60CW-N

60000

220~230-1-60

6760

1200x865x300

2281/1869/1618

50.2/46.9/44.5

1405x920x373

2.60

Cooling

Indoor unit

Room temperature
Qty’per 20’ /40’ /40'HQ

Operation temperature

Indoor model

Power supply

Indoor air flow (Hi/Med/Lo)
Indoor noise level (sound pressure) (Hi/Mid/Lo)

Btu/h

V-ph-Hz

Btu/W

m3/h

SEER

EER

Capacity

dB(A)

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(panel)

°C

mmDimension (W x Dx H)(body)

°CCooling

°CHeating

W/WCOP

HSPF5

HSPF4

Btu/hCapacity

17~30

134/270/310Indoor unit

18000

208-230~1-60

12.5

20

920x635x210

884/731/612

41/39/37

23/27.5

17~32

0~30

1135x655x290

18000

10.5

8.8

3.08

17~30

173/340/380

YDU-09HRN1 YDU-12HRN1 YDU-18HRN1 YDU-24HRN1 YDU-36HRN1 YDU-48HRN1

9000

208-230~1-60

13.5

19.5

700x635x210

570/493/408

38/35/31

18.1/22.8

17~32

0~30

915x655x290

10000

10.5

9.2

4.08

17~30

173/340/380

12000

208-230~1-60

12.5

19

700x635x210

629/544/442

44/37/31

19.1/23.4

17~32

0~30

915x655x290

12000

10

8

3.16

17~30

108/216/252

24000

208~230-1-60

12.5

20

920x635x270

1394/1054/884

53/48/43

26/31

17~32

0~30

1150x655x350

24400

10.5

8.3

3.36

17~30

75/153/170

36000

208~230-1-60

8.5

15.5

1140x775x270

1904/1598/1156

53/51/47

34.6/41.6

17~32

0~30

1355x795x350

38000

10.5

8.7

3.0

17~30

60/126/147

48000

208~230-1-60

8.9

17.4

1200x865x300

2499/2006/1598

 52 /49/46

43/51.5

17~32

0~30

1405x920x373

49500

10.3

8.8

3.6

Cooling

Heating 
at 47F

Indoor unit

Room 
temperature

Qty’per 20’ /40’ /40'HQ
Operation temperature

Remark:

Specifications may be subject to change without prior notice. Final specifications please refer to Technology Specification shared by the sales representatives

35 36



Light Commercial -Outdoor unit
Outdoor unit R410a ONOFF

Model

Capacity

Outdoor noise level (sound pressure)

Btu/h

dB(A)

Type

Model

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body)

°CCooling

Outdoor unit

mmDimension (W x Dx H)(body)

Brand GMCC

44.7/47.9

 0-50

102/216/216

YOD-24CDN1-N

24000

 ATF235D22UMT 

845x363x702

58.8

965x395x755

ROTARY

Power supply V-ph-Hz 220-230-1-60

GMCC

69/75

 0-50

44/96/144

YOD-36CDN1-N

36000

 ATF250D22UMT

946x410x810

60.3

1090x500x875

ROTARY

220-230-1-60

GMCC

95/108

 0-50

22/48/48

YOD-48CDN1-N

48000

  ATQ420D1UMU

952x415x1333

61.7

1095x495x1480

ROTARY

220-230-1-60

GMCC

104/116

 0-50

22/48/48

YOD-60CDN1-D

60000

   ATQ420D1UMU

952x415x1333

61.4

1095x495x1480

ROTARY

220-3-60

Compressor

Outdoor unit

Ambient temperature
Qty’per 20’ /40’ /40'HQ

Outdoor unit DC Inverter

Model

Capacity

Outdoor noise level (sound pressure)

Btu/h

dB(A)

Type

Model

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body)

°CCooling

Heating °C

mmDimension (W x Dx H)(body)

Brand GMCC

42.1/45.4

 18-43

-7-24

YOD-24C-N

24000

 PH370G2C-3MTU

845x363x702

61.2

965x395x755

ROTARY

Power supply V-ph-Hz 220-230-1-60

MITSUBISHI

65.4/71.1

 18-43

-7-24

YOD-36C-N

36000

 LHT53NBAC

946x410x810

63.3

1090x500x875

ROTARY

220-230-1-60

Panasonic

82/87.5

 18-43

-7-24

YOD-48C-N

48000

  C-SBR145H16A

946x410x810

65.2

1090x500x875

SCROLL

220-230-1-60

Panasonic

91.5/103

 18-43

-7-24

YOD-60C-D

60000

C-SB373H6A

900x350x1170

62.6

1032x443x1307

SCROLL

220~230-3-60

Compressor

Outdoor unit

Ambient 
temperature

Outdoor unit 102/216/216 44/96/144 44/96/144 27/57/108Qty’per 20’ /40’ /40'HQ

Outdoor unit High SEER

Model

Capacity

Outdoor air flow (Max.)

Btu/h

m3/h

Type

Model

mmPacking   (W x Dx H)(body)

kgNet/Gross weight(body)

°CCooling

Heating °C

mmDimension (W x Dx H)(body)

Brand GMCC

28/30.3

  -25~50

 -25~30

YOC-09HRN1 YOC-12HRN1 YOC-18HRN1 YOC-24HRN1 YOC-36HRN1 YOC-48HRN1

9000

 ASN98D22UFZ

770x300x555

1800

Outdoor noise level dB(A) 56

900x345x585

ROTARY

Power supply V-ph-Hz 208-230V~ 60Hz, 1Ph

Compressor

Outdoor unit

Ambient 
temperature

Outdoor 166/344/344

GMCC

34.8/37.5

  -25~50

 -25~30

12000

 ASM98D32UFZ

800x333x554

1900

58

920x390x615

ROTARY

208-230~1-60

108/219/292

GMCC

43.2/46.5

  -25~50

 -25~30

18000

 ASM135D23UFZ

845x363x702

2500

60

965x395x755

ROTARY

208-230~1-60

102/216/216

GMCC

62/67.4

  -25~50

 -25~30

24000

  ATF235D22UMT

946x410x810

4000

61

1090x500x875

ROTARY

208-230~1-60

44/96/144

GMCC

67.4/73

  -15~50

 -15~30

36000

  ATF310D43UMT

946x410x810

4300

66

1090x500x875

ROTARY

208-230~1-60

44/96/144

GMCC

98.6/111.6

  -15~50

 -15~30

48000

ATQ420D1UMU

952x415x1333

7600

62.5

1095x495x1480

ROTARY

208-230~1-60

22/48/48Qty’per 20’ /40’ /40'HQ

Remark:

Specifications may be subject to change without prior notice. Final specifications please refer to Technology Specification shared by the sales representatives
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