
Large Type TRX-L                                                            Compact Type TRX-S

Robot Hand

TRX TM

■ Example of gripping / pinching Operation

* The gripping force may decrease depending on object size.
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A compact type TRX-S achieves weight of 320g.
Making a robot hand lighter allows a heavier object 
to be transferred when used on a robot arm.

Human hand design allows one to grasp objects of 
various size and shape. The shape looks like a 
human hand, so you can intuitively understand 
how it grasps the object.

Human hand shaped three 
finger linkage system

All-in-one
It contributes to space saving by integrating 
fingers, actuator, and the driver controller.

Lightweight
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Urethane rubber

Urethane rubber

Dimensions [mm] TRX-S TRX-L

W1 40

W2 29

W3 8

W4 12

W5 31

D1 145

D2 38

H1 169

H2 89

L1 86

L2 86

L3 50

66

47

16

18

50

226

60.5

244

122.5

129

129

75

B1 8-M3 8-M4

B2 20 30

B3 3 4

■ Basic Configuration

■ Shape

● Read the manual carefully, understand the contents well, and strictly observe the safety precautions and installation/operation environment.

● When storing the unit, enclose it in a package designated by THK and store it in a horizontal orientation in a place with power off and without condensation while avoiding high temperature, 

 low temperature and high humidity.

● "SEED" and "TRX" are registered trademarks of THK CO., LTD.

● The actual products may differ from the pictures and photographs in this catalog.

● Outward appearances and specifications are subject to change without notification for the purpose of improvement.

● Although great care has been taken in the production of this catalog, THK will not take any responsibility for damage resulting from typographical errors or omissions.

● In exporting our products and technology, or selling them for the purpose of export, THK has a basic policy of observing laws relating to foreign exchange, trade and other laws.

 For export of THK products as single items, please contact THK in advance.
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* See SEED + Picsel catalog for SEED Editor, model configuration of options, and other connectivity examples.
* A number within ( ) indicates an option required for TRX-L.

Option [1] Option [11]

Option [2]

Option [10] (8)

Option [5] (4)

Switching hub

EH-PH 4P cable

PH terminating connector

EH-DC jack
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* The depth of a mounting bolt is within dimension B3 
from the mounting surface

B2 B1

Mounting dimensions

Communication module

Mounting surface

On PC

Independent operation 
enabled after writing

• Overwrite script
• Parameter settings
• Editor function

USB
Power supply

AC adapter
DC24V

CAN
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