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SECTION 033000 - CAST-IN-PLACE CONCRETE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies cast-in place concrete, including formwork, reinforcement, 
concrete materials, mixture design, placement procedures, and finishes, for the 
following: 

1. Footings. 
2. Foundation walls. 
3. Slabs-on-grade. 
4. Suspended slabs. 
5. Sidewalks 

1.3 DEFINITIONS 

A. Cementitious Materials:  Portland cement alone or in combination with one or more of 
the following: blended hydraulic cement, fly ash and other pozzolans, ground 
granulated blast-furnace slag, and silica fume; subject to compliance with 
requirements. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Design Mixtures:  For each concrete mixture.  Submit alternate design mixtures when 
characteristics of materials, Project conditions, weather, test results, or other 
circumstances warrant adjustments. 

1. Indicate amounts of mixing water to be withheld for later addition at Project site. 

2. Provide laboratory test results from independent testing agency documenting 
average compressive strength in accordance with ACI 318 Chapter 5. 

C. Steel Reinforcement Shop Drawings:  Placing drawings that detail fabrication, bending, 
and placement.  Include bar sizes, lengths, material, grade, bar schedules, stirrup 
spacing, bent bar diagrams, bar arrangement, splices and laps, mechanical 
connections, tie spacing, hoop spacing, and supports for concrete reinforcement. 

D. Samples:  For waterstops and vapor retarder. 

E. Welding certificates. 
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F. Qualification Data:  For Installer, manufacturer and testing agency. 

G. Material Test Reports:  For the following, from a qualified testing agency, indicating 
compliance with requirements: 

1. Aggregates.  Include service record data indicating absence of deleterious 
expansion of concrete due to alkali aggregate reactivity. 

H. Material Certificates:  For each of the following, signed by manufacturers: 

1. Cementitious materials. 
2. Admixtures. 
3. Steel reinforcement and accessories. 
4. Fiber reinforcement. 
5. Waterstops. 
6. Curing compounds. 
7. Floor and slab treatments. 
8. Bonding agents. 
9. Adhesives. 
10. Vapor retarders. 
11. Semirigid joint filler. 
12. Joint-filler strips. 
13. Repair materials. 

I. Floor surface flatness and levelness measurements to determine compliance with 
specified tolerances. 

 

1.5 QUALITY ASSURANCE 

A. Installer Qualifications:  A qualified installer who employs on Project personnel qualified 
as ACI-certified Flatwork Technician and Finisher and a supervisor who is an ACI-
certified Concrete Flatwork Technician. 

B. Manufacturer Qualifications:  A firm experienced in manufacturing ready-mixed 
concrete products and that complies with ASTM C 94/C 94M requirements for 
production facilities and equipment. 

1. Manufacturer certified according to NRMCA's "Certification of Ready Mixed 
Concrete Production Facilities." 

C. Testing Agency Qualifications:  An independent agency, acceptable to authorities 
having jurisdiction, qualified according to ASTM C 1077 and ASTM E 329 for testing 
indicated, as documented according to ASTM E 548. 

1. Personnel conducting field tests shall be qualified as ACI Concrete Field Testing 
Technician, Grade 1, according to ACI CP-01 or an equivalent certification 
program. 

2. Personnel performing laboratory tests shall be ACI-certified Concrete Strength 
Testing Technician and Concrete Laboratory Testing Technician - Grade I.  
Testing Agency laboratory supervisor shall be an ACI-certified Concrete 
Laboratory Testing Technician - Grade II. 
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D. Source Limitations:  Obtain each type or class of cementitious material of the same 
brand from the same manufacturer's plant, obtain aggregate from one source, and 
obtain admixtures through one source from a single manufacturer. 

E. Welding:  Qualify procedures and personnel according to AWS D1.4, "Structural 
Welding Code--Reinforcing Steel." 

F. ACI Publications:  Comply with the following unless modified by requirements in the 
Contract Documents: 

1. ACI 301, "Specification for Structural Concrete," Sections 1 through 5. 
2. ACI 117, "Specifications for Tolerances for Concrete Construction and Materials." 

G. Concrete Testing Service:  Engage a qualified independent testing agency to perform 
material evaluation tests and to design concrete mixtures. 

H. Preinstallation Conference:  Conduct conference at Project site to comply with 
requirements in Division 1 Section "Project Management and Coordination." 

1. Before submitting design mixtures, review concrete design mixture and examine 
procedures for ensuring quality of concrete materials.  Require representatives of 
each entity directly concerned with cast-in-place concrete to attend, including the 
following: 

a. Contractor's superintendent. 
b. Independent testing agency responsible for concrete design mixtures. 
c. Ready-mix concrete manufacturer. 
d. Concrete subcontractor. 

2. Review special inspection and testing and inspecting agency procedures for field 
quality control, concrete finishes and finishing, cold- and hot-weather concreting 
procedures, curing procedures, construction contraction and isolation joints, and 
joint-filler strips, semirigid joint fillers, forms and form removal limitations, shoring 
and reshoring procedures, vapor-retarder installation, anchor rod and anchorage 
device installation tolerances, steel reinforcement installation, floor and slab 
flatness and levelness measurement, concrete repair procedures, and concrete 
protection. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Steel Reinforcement:  Deliver, store, and handle steel reinforcement to prevent 
bending and damage. 

B. Waterstops:  Store waterstops under cover to protect from moisture, sunlight, dirt, oil, 
and other contaminants. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where titles below introduce lists, the following requirements 
apply to product selection: 
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1. Available Products:  Subject to compliance with requirements, products that may 
be incorporated into the Work include, but are not limited to, products specified. 

2. Available Manufacturers:  Subject to compliance with requirements, 
manufacturers offering products that may be incorporated into the Work include, 
but are not limited to, manufacturers specified. 

2.2 FORM-FACING MATERIALS 

A. Smooth-Formed Finished Concrete:  Form-facing panels that will provide continuous, 
true, and smooth concrete surfaces.  Furnish in largest practicable sizes to minimize 
number of joints. 

1. Plywood, metal, or other approved panel materials. 

B. Rough-Formed Finished Concrete:  Plywood, lumber, metal, or another approved 
material.  Provide lumber dressed on at least two edges and one side for tight fit. 

C. Forms for Cylindrical Columns, Pedestals, and Supports:  Metal, glass-fiber-reinforced 
plastic, paper, or fiber tubes that will produce surfaces with gradual or abrupt 
irregularities not exceeding specified formwork surface class.  Provide units with 
sufficient wall thickness to resist plastic concrete loads without detrimental deformation. 

D. Void Forms:  Biodegradable paper surface, treated for moisture resistance, structurally 
sufficient to support weight of plastic concrete and other superimposed loads. 

E. Chamfer Strips:  Wood, metal, PVC, or rubber strips, 3/4 by 3/4 inch (19 by 19 mm), 
minimum. 

F. Rustication Strips:  Wood, metal, PVC, or rubber strips, kerfed for ease of form 
removal. 

G. Form-Release Agent:  Commercially formulated form-release agent that will not bond 
with, stain, or adversely affect concrete surfaces and will not impair subsequent 
treatments of concrete surfaces. 

1. Formulate form-release agent with rust inhibitor for steel form-facing materials. 

H. Form Ties:  Factory-fabricated, removable or snap-off metal or glass-fiber-reinforced 
plastic form ties designed to resist lateral pressure of fresh concrete on forms and to 
prevent spalling of concrete on removal. 

1. Furnish units that will leave no corrodible metal closer than 1 inch (25 mm) to the 
plane of exposed concrete surface. 

2. Furnish ties with integral water-barrier plates to walls indicated to receive 
dampproofing or waterproofing. 

2.3 STEEL REINFORCEMENT 

A. Recycled Content of Steel Products:  Provide products with an average recycled 
content of steel products so postconsumer recycled content plus one-half of 
preconsumer recycled content is not less than 25 percent. 

B. Reinforcing Bars:  ASTM A 615/A 615M, Grade 60 (Grade 420), deformed. 
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C. Low-Alloy-Steel Reinforcing Bars:  ASTM A 706/A 706M, deformed. (for use when 
reinforcing requires welding) 

D. Plain-Steel Wire:  ASTM A 82, as drawn. 

E. Deformed-Steel Wire:  ASTM A 496. 

F. Galvanized-Steel Welded Wire Reinforcement:  ASTM A 1064, plain, fabricated from 
galvanized steel wire into flat sheets. 

2.4 REINFORCEMENT ACCESSORIES 

A. Joint Dowel Bars:  ASTM A 615/A 615M, Grade 60 (Grade 420), plain-steel bars, cut 
bars true to length with ends square and free of burrs. 

B. Zinc Repair Material:  ASTM A 780, zinc-based solder, paint containing zinc dust, or 
sprayed zinc. 

C. Bar Supports:  Bolsters, chairs, spacers, and other devices for spacing, supporting, 
and fastening reinforcing bars and welded wire reinforcement in place.  Manufacture 
bar supports from steel wire, plastic, or precast concrete according to CRSI's "Manual 
of Standard Practice," of greater compressive strength than concrete and as follows: 

1. For concrete surfaces exposed to view where legs of wire bar supports contact 
forms, use CRSI Class 1 plastic-protected steel wire or CRSI Class 2 stainless-
steel bar supports. 

2.5 CONCRETE MATERIALS 

A. Cementitious Material:  Use the following cementitious materials, of the same type, 
brand, and source, throughout Project: 

1. Portland Cement:  ASTM C 150, Type I, gray.   Supplement with the following: 

a. Fly Ash:  ASTM C 618, Class F. 
b. Ground Granulated Blast-Furnace Slag:  ASTM C 989, Grade 100 or 120. 

B. Normal-Weight Aggregates:  ASTM C 33, Class  3M coarse aggregate or better, 
graded.  Provide aggregates from a single source with documented service record data 
of at least 10 years' satisfactory service in similar applications and service conditions 
using similar aggregates and cementitious materials. 

1. Maximum Coarse-Aggregate Size:  3/4 inch (19 mm) nominal. 
2. Fine Aggregate:  Free of materials with deleterious reactivity to alkali in cement. 

C. Water:  ASTM C 94/C 94M and potable. 

2.6 ADMIXTURES 

A. Air-Entraining Admixture:  ASTM C 260. 
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B. Chemical Admixtures:  Provide admixtures certified by manufacturer to be compatible 
with other admixtures and that will not contribute water-soluble chloride ions exceeding 
those permitted in hardened concrete.  Do not use calcium chloride or admixtures 
containing calcium chloride. 

1. Water-Reducing Admixture:  ASTM C 494/C 494M, Type A. 
2. Retarding Admixture:  ASTM C 494/C 494M, Type B. 
3. Water-Reducing and Retarding Admixture:  ASTM C 494/C 494M, Type D. 
4. High-Range, Water-Reducing Admixture:  ASTM C 494/C 494M, Type F. 
5. High-Range, Water-Reducing and Retarding Admixture:  ASTM C 494/C 494M, 

Type G. 
6. Plasticizing and Retarding Admixture:  ASTM C 1017/C 1017M, Type II. 

2.7 WATERSTOPS 

A. Flexible PVC Waterstops:  CE CRD-C 572, with factory-installed metal eyelets, for 
embedding in concrete to prevent passage of fluids through joints.  Factory fabricate 
corners, intersections, and directional changes. 

1. Available Manufacturers: 

a. Bometals, Inc. 
b. Greenstreak. 
c. Meadows, W. R., Inc. 
d. Murphy, Paul Plastics Co. 
e. Progress Unlimited, Inc. 
f. Tamms Industries, Inc. 
g. Vinylex Corp. 

2. Profile:  Ribbed with center bulb. 
3. Dimensions:  4 inches by 3/16 inch thick (100 mm by 4.75 mm thick); 

nontapered. 

B. Self-Expanding Butyl Strip Waterstops:  Manufactured rectangular or trapezoidal strip, 
butyl rubber with sodium bentonite or other hydrophilic polymers, for adhesive bonding 
to concrete, 3/4 by 1 inch (19 by 25 mm). 

1. Available Products: 

a. Colloid Environmental Technologies Company; Volclay Waterstop-RX. 
b. Concrete Sealants Inc.; Conseal CS-231. 
c. Greenstreak; Swellstop. 
d. Henry Company, Sealants Division; Hydro-Flex. 
e. JP Specialties, Inc.; Earthshield Type 20. 
f. Progress Unlimited, Inc.; Superstop. 
g. TCMiraDRI; Mirastop. 

2.8 VAPOR RETARDERS 

A. Plastic Vapor Retarder:  ASTM E 1745, Class B.  Include manufacturer's 
recommended adhesive or pressure-sensitive tape. 

1. Available Products: 
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a. Fortifiber Corporation; Moistop Ultra. 
b. Raven Industries Inc.; Vapor Block 10. 
c. Stego Industries, LLC; Stego Wrap, 15 mils. 

B. Granular Fill:  Clean mixture of crushed stone or crushed or uncrushed gravel; 
ASTM D 448, Size 57, with 100 percent passing a 1-1/2-inch (37.5-mm) sieve and 0 to 
5 percent passing a No. 8 (2.36-mm) sieve. 

2.9 FLOOR AND SLAB TREATMENTS 

A. Penetrating Liquid Floor Treatment:  Clear, chemically reactive, waterborne solution of 
inorganic silicate or siliconate materials and proprietary components; odorless; 
colorless; that penetrates, hardens, and densifies concrete surfaces. 

1. Available Products: 

a. Burke by Edoco; Titan Hard. 
b. ChemMasters; Chemisil Plus. 
c. ChemTec International; ChemTec One. 
d. Conspec Marketing & Manufacturing Co., Inc., a Dayton Superior 

Company; Intraseal. 
e. Curecrete Distribution Inc.; Ashford Formula. 
f. Dayton Superior Corporation; Day-Chem Sure Hard. 
g. Euclid Chemical Company (The); Euco Diamond Hard. 
h. Kaufman Products, Inc.; SureHard. 
i. L&M Construction Chemicals, Inc.; Seal Hard. 
j. Meadows, W. R., Inc.; Liqui-Hard. 
k. Metalcrete Industries; Floorsaver. 
l. Nox-Crete Products Group, Kinsman Corporation; Duranox. 
m. Symons Corporation, a Dayton Superior Company; Buff Hard. 
n. US Mix Products Company; US Spec Industraseal. 
o. Vexcon Chemicals, Inc.; Vexcon StarSeal PS. 

2.10 CURING MATERIALS 

A. Evaporation Retarder:  Waterborne, monomolecular film forming, manufactured for 
application to fresh concrete. 

1. Available Products: 

a. Axim Concrete Technologies; Cimfilm. 
b. Burke by Edoco; BurkeFilm. 
c. ChemMasters; Spray-Film. 
d. Conspec Marketing & Manufacturing Co., Inc., a Dayton Superior 

Company; Aquafilm. 
e. Dayton Superior Corporation; Sure Film. 
f. Euclid Chemical Company (The); Eucobar. 
g. Kaufman Products, Inc.; Vapor Aid. 
h. Lambert Corporation; Lambco Skin. 
i. L&M Construction Chemicals, Inc.; E-Con. 
j. MBT Protection and Repair, Div. of ChemRex; Confilm. 
k. Meadows, W. R., Inc.; Sealtight Evapre. 
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l. Metalcrete Industries; Waterhold. 
m. Nox-Crete Products Group, Kinsman Corporation; Monofilm. 
n. Sika Corporation, Inc.; SikaFilm. 
o. Symons Corporation, a Dayton Superior Company; Finishing Aid. 
p. Unitex; Pro-Film. 
q. US Mix Products Company; US Spec Monofilm ER. 
r. Vexcon Chemicals, Inc.; Certi-Vex EnvioAssist. 

B. Absorptive Cover:  AASHTO M 182, Class 2, burlap cloth made from jute or kenaf, 
weighing approximately 9 oz./sq. yd. (305 g/sq. m) when dry. 

C. Moisture-Retaining Cover:  ASTM C 171, polyethylene film or white burlap-
polyethylene sheet. 

D. Water:  Potable. 

E. Clear, Waterborne, Membrane-Forming Curing Compound:  ASTM C 309, Type 1, 
Class B, 18 to 25 percent solids, nondissipating, certified by curing compound 
manufacturer to not interfere with bonding of floor covering. 

1. Available Products: 

a. Burke by Edoco; Spartan Cote WB II 20 Percent. 
b. ChemMasters; Safe-Cure Clear. 
c. Conspec Marketing & Manufacturing Co., Inc., a Dayton Superior 

Company; High Seal. 
d. Dayton Superior Corporation; Safe Cure and Seal (J-19). 
e. Euclid Chemical Company (The); Diamond Clear VOX. 
f. Kaufman Products, Inc.; SureCure Emulsion. 
g. Lambert Corporation; Glazecote Sealer-20. 
h. L&M Construction Chemicals, Inc.; Dress & Seal WB. 
i. MBT Protection and Repair, Div. of ChemRex; MasterKure-N-Seal VOC. 
j. Meadows, W. R., Inc.; Vocomp-20. 
k. Metalcrete Industries; Metcure 0800. 
l. Nox-Crete Products Group, Kinsman Corporation; Cure & Seal 200E. 
m. Sonneborn, Div. of ChemRex; Kure-N-Seal. 
n. Symons Corporation, a Dayton Superior Company; Cure & Seal 18 

Percent E. 
o. Tamms Industries, Inc.; Clearseal WB STD. 
p. Unitex; Hydro Seal 18. 
q. US Mix Products Company; US Spec Radiance UV-25 
r. Vexcon Chemicals, Inc.; Starseal 0800. 

2.11 RELATED MATERIALS 

A. Expansion- and Isolation-Joint-Filler Strips:  ASTM D 1751, asphalt-saturated cellulosic 
fiber. 

B. Semirigid Joint Filler:  Two-component, semirigid, 100 percent solids, epoxy resin with 
a Type A shore durometer hardness of 80 per ASTM D 2240. 

C. Bonding Agent:  ASTM C 1059, Type II, non-redispersible, acrylic emulsion or styrene 
butadiene. 
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D. Epoxy Bonding Adhesive:  ASTM C 881, two-component epoxy resin, capable of 
humid curing and bonding to damp surfaces, of class suitable for application 
temperature and of grade to suit requirements, and as follows: 

1. Types IV and V, load bearing, for bonding hardened or freshly mixed concrete to 
hardened concrete. 

E. Reglets:  Fabricate reglets of not less than 0.0217-inch- (0.55-mm-) thick, galvanized 
steel sheet.  Temporarily fill or cover face opening of reglet to prevent intrusion of 
concrete or debris. 

2.12 REPAIR MATERIALS 

A. Repair Underlayment:  Cement-based, polymer-modified, self-leveling product that can 
be applied in thicknesses from 1/8 inch (3.2 mm) and that can be feathered at edges to 
match adjacent floor elevations. 

1. Cement Binder:  ASTM C 150, portland cement or hydraulic or blended hydraulic 
cement as defined in ASTM C 219. 

2. Primer:  Product of underlayment manufacturer recommended for substrate, 
conditions, and application. 

3. Aggregate:  Well-graded, washed gravel, 1/8 to 1/4 inch (3.2 to 6 mm) or coarse 
sand as recommended by underlayment manufacturer. 

4. Compressive Strength:  Not less than 4,100 psi (29 MPa) at 28 days when tested 
according to ASTM C 109/C 109M. 

B. Repair Overlayment:  Cement-based, polymer-modified, self-leveling product that can 
be applied in thicknesses from 1/8 inch (3.2 mm) and that can be feathered at edges to 
match adjacent floor elevations. 

1. Cement Binder:  ASTM C 150, portland cement or hydraulic or blended hydraulic 
cement as defined in ASTM C 219. 

2. Primer:  Product of topping manufacturer recommended for substrate, conditions, 
and application. 

3. Aggregate:  Well-graded, washed gravel, 1/8 to 1/4 inch (3.2 to 6 mm) or coarse 
sand as recommended by topping manufacturer. 

4. Compressive Strength:  Not less than 5,000 psi (34.5 MPa) at 28 days when 
tested according to ASTM C 109/C 109M. 

2.13 CONCRETE MIXTURES, GENERAL 

A. Prepare design mixtures for each type and strength of concrete, proportioned on the 
basis of laboratory trial mixture or field test data, or both, according to ACI 301. 

1. Use a qualified independent testing agency for preparing and reporting proposed 
mixture designs based on laboratory trial mixtures. 

B. Cementitious Materials:  Use fly ash, pozzolan, ground granulated blast-furnace slag, 
and silica fume as needed to reduce the total amount of portland cement, which would 
otherwise be used, by not less than 40 percent.  Limit percentage, by weight, of 
cementitious materials other than portland cement in concrete as follows: 

1. Fly Ash:  25 percent. 
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2. Combined Fly Ash and Pozzolan:  25 percent. 
3. Ground Granulated Blast-Furnace Slag:  50 percent. 

C. Limit water-soluble, chloride-ion content in hardened concrete to 0.30 percent by 
weight of cement. 

D. Admixtures:  Use admixtures according to manufacturer's written instructions. 

1. Use water-reducing, high-range water-reducing or plasticizing admixture in 
concrete, as required, for placement and workability. 

2. Use water-reducing and retarding admixture when required by high 
temperatures, low humidity, or other adverse placement conditions. 

3. Use water-reducing admixture in pumped concrete, concrete for heavy-use 
industrial slabs and parking structure slabs, concrete required to be watertight, 
and concrete with a water-cementitious materials ratio below 0.50. 

4. Use corrosion-inhibiting admixture in concrete mixtures where indicated. 

E. Color Pigment:  Add color pigment to concrete mixture according to manufacturer's 
written instructions and to result in hardened concrete color consistent with approved 
mockup. 

2.14 CONCRETE MIXTURES FOR BUILDING ELEMENTS 

A. Footings:  Proportion normal-weight concrete mixture as follows: 

1. Minimum Compressive Strength:  3,000 psi (27.6 MPa) at 28 days. 
2. Maximum Water-Cementitious Materials Ratio:  0.50. 
3. Slump Limit:  4 inches (100 mm) to 8 inches (200 mm) for concrete with verified 

slump of 2 to 4 inches (50 to 100 mm) before adding high-range water-reducing 
admixture or plasticizing admixture, plus or minus 1 inch (25 mm). 

4. Air Content:  6 percent, plus or minus 1.5 percent at point of delivery for 3/4-inch 
(19-mm) nominal maximum aggregate size. 

B. Interior Slabs-on-Grade:  Proportion normal-weight concrete mixture as follows: 

1. Minimum Compressive Strength:  3,500 psi (27.6 MPa) at 28 days. 
2. Maximum Water-Cementitious Materials Ratio:  0.45 
3. Slump Limit:  4 inches (100 mm), plus or minus 1 inch (25 mm). 
4. Air Content:  Do not allow air content of troweled finished floors to exceed 3 

percent. 

C. Exterior Slabs-on-Grade:  Proportion normal-weight concrete mixture as follows: 

1. Minimum Compressive Strength:  4,500 psi (27.6 MPa) at 28 days. 
2. Maximum Water-Cementitious Materials Ratio:  0.45 
3. Slump Limit:  4 inches (100 mm), plus or minus 1 inch (25 mm). 
4. Air Content:  Do not allow air content of troweled finished slabs to exceed 6 

percent plus or minus 1.5 percent at point of delivery for 3/4”-inch (19-mm) 
nominal aggregate size. 

D. Sidewalks:  Proportion normal-weight concrete mixture as follows: 

1. Minimum Compressive Strength:  4,000 psi (27.6 MPa) at 28 days. 
2. Maximum Water-Cementitious Materials Ratio:  0.45 
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3. Slump Limit:  4 inches (100 mm) plus or minus 1 inch (25 mm). 
4. Air Content:  6 percent, plus or minus 1.5 percent at point of delivery for 3/4-inch 

(19-mm) nominal maximum aggregate size. 

2.15 FABRICATING REINFORCEMENT 

A. Fabricate steel reinforcement according to CRSI's "Manual of Standard Practice." 

2.16 CONCRETE MIXING 

A. Ready-Mixed Concrete:  Measure, batch, mix, and deliver concrete according to 
ASTM C 94/C 94M and ASTM C 1116, and furnish batch ticket information. 

1. When air temperature is between 85 and 90 deg F (30 and 32 deg C), reduce 
mixing and delivery time from 1-1/2 hours to 75 minutes; when air temperature is 
above 90 deg F (32 deg C), reduce mixing and delivery time to 60 minutes. 

PART 3 - EXECUTION 

3.1 FORMWORK 

A. Design, erect, shore, brace, and maintain formwork, according to ACI 301, to support 
vertical, lateral, static, and dynamic loads, and construction loads that might be 
applied, until structure can support such loads. 

B. Construct formwork so concrete members and structures are of size, shape, alignment, 
elevation, and position indicated, within tolerance limits of ACI 117. 

C. Limit concrete surface irregularities, designated by ACI 347R as abrupt or gradual, as 
follows: 

1. Class A, 1/8 inch (3.2 mm) for smooth-formed finished surfaces. 
2. Class B, 1/4 inch (6 mm) for rough-formed finished surfaces. 

D. Construct forms tight enough to prevent loss of concrete mortar. 

E. Fabricate forms for easy removal without hammering or prying against concrete 
surfaces.  Provide crush or wrecking plates where stripping may damage cast concrete 
surfaces.  Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1 
vertical. 

1. Install keyways, reglets, recesses, and the like, for easy removal. 
2. Do not use rust-stained steel form-facing material. 

F. Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve 
required elevations and slopes in finished concrete surfaces.  Provide and secure units 
to support screed strips; use strike-off templates or compacting-type screeds. 

G. Provide temporary openings for cleanouts and inspection ports where interior area of 
formwork is inaccessible.  Close openings with panels tightly fitted to forms and 



CAST-IN-PLACE CONCRETE 033000-12  
 

securely braced to prevent loss of concrete mortar.  Locate temporary openings in 
forms at inconspicuous locations. 

H. Chamfer exterior corners and edges of permanently exposed concrete. 

I. Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and 
bulkheads required in the Work.  Determine sizes and locations from trades providing 
such items. 

J. Clean forms and adjacent surfaces to receive concrete.  Remove chips, wood, 
sawdust, dirt, and other debris just before placing concrete. 

K. Retighten forms and bracing before placing concrete, as required, to prevent mortar 
leaks and maintain proper alignment. 

L. Coat contact surfaces of forms with form-release agent, according to manufacturer's 
written instructions, before placing reinforcement. 

3.2 EMBEDDED ITEMS 

A. Place and secure anchorage devices and other embedded items required for adjoining 
work that is attached to or supported by cast-in-place concrete.  Use setting drawings, 
templates, diagrams, instructions, and directions furnished with items to be embedded. 

1. Install anchor rods, accurately located, to elevations required and complying with 
tolerances in Section 7.5 of AISC's "Code of Standard Practice for Steel 
Buildings and Bridges." 

2. Install reglets to receive waterproofing and to receive through-wall flashings in 
outer face of concrete frame at exterior walls, where flashing is shown at lintels, 
shelf angles, and other conditions. 

3. Install dovetail anchor slots in concrete structures as indicated. 
4. Install embedded plates, angles, and dowels as indicated. 

3.3 REMOVING AND REUSING FORMS 

A. General:  Formwork for sides of beams, walls, columns, and similar parts of the Work 
that does not support weight of concrete may be removed after cumulatively curing at 
not less than 50 deg F (10 deg C) for 24 hours after placing concrete, if concrete is 
hard enough to not be damaged by form-removal operations and curing and protection 
operations are maintained. 

1. Leave formwork for beam soffits, joists, slabs, and other structural elements that 
supports weight of concrete in place until concrete has achieved at least 70 
percent of its 28-day design compressive strength. 

2. Remove forms only if shores have been arranged to permit removal of forms 
without loosening or disturbing shores. 

B. Clean and repair surfaces of forms to be reused in the Work.  Split, frayed, 
delaminated, or otherwise damaged form-facing material will not be acceptable for 
exposed surfaces.  Apply new form-release agent. 
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C. When forms are reused, clean surfaces, remove fins and laitance, and tighten to close 
joints.  Align and secure joints to avoid offsets.  Do not use patched forms for exposed 
concrete surfaces unless approved by Architect. 

3.4 VAPOR RETARDERS 

A. Plastic Vapor Retarders:  Place, protect, and repair vapor retarders according to 
ASTM E 1643 and manufacturer's written instructions. 

1. Lap joints 6 inches (150 mm) and seal with manufacturer's recommended tape. 

3.5 STEEL REINFORCEMENT 

A. General:  Comply with CRSI's "Manual of Standard Practice" for placing reinforcement. 

1. Do not cut or puncture vapor retarder.  Repair damage and reseal vapor retarder 
before placing concrete. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, and other foreign materials 
that would reduce bond to concrete. 

C. Accurately position, support, and secure reinforcement against displacement.  Locate 
and support reinforcement with bar supports to maintain minimum concrete cover.  Do 
not tack weld crossing reinforcing bars. 

1. Weld reinforcing bars according to AWS D1.4, where indicated. 

D. Set wire ties with ends directed into concrete, not toward exposed concrete surfaces. 

E. Install welded wire reinforcement in longest practicable lengths on bar supports spaced 
to minimize sagging.  Lap edges and ends of adjoining sheets at least one mesh 
spacing.  Offset laps of adjoining sheet widths to prevent continuous laps in either 
direction.  Lace overlaps with wire. 

3.6 JOINTS 

A. General:  Construct joints true to line with faces perpendicular to surface plane of 
concrete. 

B. Construction Joints:  Install so strength and appearance of concrete are not impaired, 
at locations indicated or as approved by Architect. 

1. Place joints perpendicular to main reinforcement.  Continue reinforcement across 
construction joints, unless otherwise indicated.  Do not continue reinforcement 
through sides of strip placements of floors and slabs. 

2. Form keyed joints as indicated.  Embed keys at least 1-1/2 inches (38 mm) into 
concrete. 

3. Locate joints for beams, slabs, joists, and girders in the middle third of spans.  
Offset joints in girders a minimum distance of twice the beam width from a beam-
girder intersection. 

4. Locate horizontal joints in walls and columns at underside of floors, slabs, 
beams, and girders and at the top of footings or floor slabs. 




