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B. Smooth-Formed Finish:  As-cast concrete texture imparted by form-facing material, 
arranged in an orderly and symmetrical manner with a minimum of seams.  Repair and 
patch tie holes and defects.  Remove fins and other projections that exceed specified 
limits on formed-surface irregularities. 

1. Apply to concrete surfaces exposed to public view, to receive a rubbed finish or 
to be covered with a coating or covering material applied directly to concrete. 

C. Rubbed Finish:  Apply the following to smooth-formed finished as-cast concrete where 
indicated: 
1. Grout-Cleaned Finish:  Wet concrete surfaces and apply grout of a consistency 

of thick paint to coat surfaces and fill small holes.  Mix one part portland cement 
to one and one-half parts fine sand with a 1:1 mixture of bonding admixture and 
water.  Add white portland cement in amounts determined by trial patches so 
color of dry grout will match adjacent surfaces.  Scrub grout into voids and 
remove excess grout.  When grout whitens, rub surface with clean burlap and 
keep surface damp by fog spray for at least 36 hours. 

D. Related Unformed Surfaces:  At tops of walls, horizontal offsets, and similar unformed 
surfaces adjacent to formed surfaces, strike off smooth and finish with a texture 
matching adjacent formed surfaces.  Continue final surface treatment of formed 
surfaces uniformly across adjacent unformed surfaces, unless otherwise indicated. 

3.10 FINISHING FLOORS AND SLABS 

A. General:  Comply with ACI 302.1R recommendations for screeding, restraightening, 
and finishing operations for concrete surfaces.  Do not wet concrete surfaces. 

B. Scratch Finish:  While still plastic, texture concrete surface that has been screeded and 
bull-floated or darbied.  Use stiff brushes, brooms, or rakes to produce a profile 
amplitude of 1/4 inch (6 mm) in 1 direction. 

1. Apply scratch finish to surfaces indicated to receive mortar setting beds for 
bonded cementitious floor finishes. 

C. Float Finish:  Consolidate surface with power-driven floats or by hand floating if area is 
small or inaccessible to power driven floats.  Restraighten, cut down high spots, and fill 
low spots.  Repeat float passes and restraightening until surface is left with a uniform, 
smooth, granular texture. 

D. Trowel Finish:  After applying float finish, apply first troweling and consolidate concrete 
by hand or power-driven trowel.  Continue troweling passes and restraighten until 
surface is free of trowel marks and uniform in texture and appearance.  Grind smooth 
any surface defects that would telegraph through applied coatings or floor coverings. 

1. Apply a trowel finish to surfaces exposed to view or to be covered with resilient 
flooring, carpet, ceramic or quarry tile set over a cleavage membrane, paint, or 
another thin-film-finish coating system. 

2. Finish surfaces to the following tolerances, according to ASTM E 1155 
(ASTM E 1155M), for a randomly trafficked floor surface: 
a. Specified overall values of flatness, F(F) 30; and of levelness, F(L) 20; with 

minimum local values of flatness, F(F) 24; and of levelness, F(L) 15; for 
suspended slabs. 
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E. Trowel and Fine-Broom Finish:  Apply a first trowel finish to surfaces indicated or 
where ceramic or quarry tile is to be installed by either thickset or thin-set method.  
While concrete is still plastic, slightly scarify surface with a fine broom. 

1. Comply with flatness and levelness tolerances for trowel finished floor surfaces. 

F. Broom Finish:  Apply a broom finish to exterior concrete platforms, steps, and ramps, 
and elsewhere as indicated. 

1. Immediately after float finishing, slightly roughen trafficked surface by brooming 
with fiber-bristle broom perpendicular to main traffic route.  Coordinate required 
final finish with Architect before application. 

3.11 MISCELLANEOUS CONCRETE ITEMS 

A. Filling In:  Fill in holes and openings left in concrete structures, unless otherwise 
indicated, after work of other trades is in place.  Mix, place, and cure concrete, as 
specified, to blend with in-place construction.  Provide other miscellaneous concrete 
filling indicated or required to complete the Work. 

B. Curbs:  Provide monolithic finish to interior curbs by stripping forms while concrete is 
still green and by steel-troweling surfaces to a hard, dense finish with corners, 
intersections, and terminations slightly rounded. 

C. Equipment Bases and Foundations:  Provide machine and equipment bases and 
foundations as shown on Drawings.  Set anchor bolts for machines and equipment at 
correct elevations, complying with diagrams or templates from manufacturer furnishing 
machines and equipment. 

D. Steel Pan Stairs:  Provide concrete fill for steel pan stair treads, landings, and 
associated items.  Cast-in inserts and accessories as shown on Drawings.  Screed, 
tamp, and trowel-finish concrete surfaces. 

3.12 CONCRETE PROTECTING AND CURING 

A. General:  Protect freshly placed concrete from premature drying and excessive cold or 
hot temperatures.  Comply with ACI 306.1 for cold-weather protection and ACI 301 for 
hot-weather protection during curing. 

B. Evaporation Retarder:  Apply evaporation retarder to unformed concrete surfaces if 
hot, dry, or windy conditions cause moisture loss approaching 0.2 lb/sq. ft. x h (1 
kg/sq. m x h) before and during finishing operations.  Apply according to 
manufacturer's written instructions after placing, screeding, and bull floating or darbying 
concrete, but before float finishing. 

C. Formed Surfaces:  Cure formed concrete surfaces, including underside of beams, 
supported slabs, and other similar surfaces.  If forms remain during curing period, 
moist cure after loosening forms.  If removing forms before end of curing period, 
continue curing for the remainder of the curing period. 

D. Unformed Surfaces:  Begin curing immediately after finishing concrete.  Cure unformed 
surfaces, including floors and slabs, concrete floor toppings, and other surfaces. 
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E. Cure concrete according to ACI 308.1, by one or a combination of the following 
methods: 

1. Moisture Curing:  Keep surfaces continuously moist for not less than seven days 
with the following materials: 

a. Water. 
b. Continuous water-fog spray. 
c. Absorptive cover, water saturated, and kept continuously wet.  Cover 

concrete surfaces and edges with 12-inch (300-mm) lap over adjacent 
absorptive covers. 

2. Moisture-Retaining-Cover Curing:  Cover concrete surfaces with moisture-
retaining cover for curing concrete, placed in widest practicable width, with sides 
and ends lapped at least 12 inches (300 mm), and sealed by waterproof tape or 
adhesive.  Cure for not less than seven days.  Immediately repair any holes or 
tears during curing period using cover material and waterproof tape. 

a. Moisture cure or use moisture-retaining covers to cure concrete surfaces to 
receive floor coverings. 

b. Moisture cure or use moisture-retaining covers to cure concrete surfaces to 
receive penetrating liquid floor treatments. 

c. Cure concrete surfaces to receive floor coverings with either a moisture-
retaining cover or a curing compound that the manufacturer certifies will not 
interfere with bonding of floor covering used on Project.. 

3. Curing Compound:  Apply uniformly in continuous operation by power spray or 
roller according to manufacturer's written instructions.  Recoat areas subjected to 
heavy rainfall within three hours after initial application.  Maintain continuity of 
coating and repair damage during curing period. 

a. After curing period has elapsed, remove curing compound without 
damaging concrete surfaces by method recommended by curing 
compound manufacturer unless manufacturer certifies curing compound 
will not interfere with bonding of floor covering used on Project. 

4. Curing and Sealing Compound:  Apply uniformly to floors and slabs indicated in a 
continuous operation by power spray or roller according to manufacturer's written 
instructions.  Recoat areas subjected to heavy rainfall within three hours after 
initial application.  Repeat process 24 hours later and apply a second coat.  
Maintain continuity of coating and repair damage during curing period. 

3.13 LIQUID FLOOR TREATMENTS 

A. Penetrating Liquid Floor Treatment:  Prepare, apply, and finish penetrating liquid floor 
treatment according to manufacturer's written instructions.  Refer to specification 
section 096710. 

1. Remove curing compounds, sealers, oil, dirt, laitance, and other contaminants 
and complete surface repairs. 

2. Apply at interior slabs that are permanently exposed as final finsh. 
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B. Sealing Coat:  Uniformly apply a continuous sealing coat of curing and sealing 
compound to hardened concrete by power spray or roller according to manufacturer's 
written instructions. 

3.14 JOINT FILLING 

A. Prepare, clean, and install joint filler according to manufacturer's written instructions. 

1. Defer joint filling until concrete has aged at least three months.  Do not fill joints 
until construction traffic has permanently ceased. 

B. Remove dirt, debris, saw cuttings, curing compounds, and sealers from joints; leave 
contact faces of joint clean and dry. 

C. Install semirigid joint filler full depth in saw-cut joints and at least 2 inches (50 mm) 
deep in formed joints.  Overfill joint and trim joint filler flush with top of joint after 
hardening. 

3.15 CONCRETE SURFACE REPAIRS 

A. Defective Concrete:  Repair and patch defective areas when approved by Architect.  
Remove and replace concrete that cannot be repaired and patched to Architect's 
approval. 

B. Patching Mortar:  Mix dry-pack patching mortar, consisting of one part portland cement 
to two and one-half parts fine aggregate passing a No. 16 (1.18-mm) sieve, using only 
enough water for handling and placing. 

C. Repairing Formed Surfaces:  Surface defects include color and texture irregularities, 
cracks, spalls, air bubbles, honeycombs, rock pockets, fins and other projections on 
the surface, and stains and other discolorations that cannot be removed by cleaning. 

1. Immediately after form removal, cut out honeycombs, rock pockets, and voids 
more than 1/2 inch (13 mm) in any dimension in solid concrete, but not less than 
1 inch (25 mm) in depth.  Make edges of cuts perpendicular to concrete surface.  
Clean, dampen with water, and brush-coat holes and voids with bonding agent.  
Fill and compact with patching mortar before bonding agent has dried.  Fill form-
tie voids with patching mortar or cone plugs secured in place with bonding agent. 

2. Repair defects on surfaces exposed to view by blending white portland cement 
and standard portland cement so that, when dry, patching mortar will match 
surrounding color.  Patch a test area at inconspicuous locations to verify mixture 
and color match before proceeding with patching.  Compact mortar in place and 
strike off slightly higher than surrounding surface. 

3. Repair defects on concealed formed surfaces that affect concrete's durability and 
structural performance as determined by Architect. 

D. Repairing Unformed Surfaces:  Test unformed surfaces, such as floors and slabs, for 
finish and verify surface tolerances specified for each surface.  Correct low and high 
areas.  Test surfaces sloped to drain for trueness of slope and smoothness; use a 
sloped template. 

1. Repair finished surfaces containing defects.  Surface defects include spalls, 
popouts, honeycombs, rock pockets, crazing and cracks in excess of 0.01 inch 
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(0.25 mm) wide or that penetrate to reinforcement or completely through 
unreinforced sections regardless of width, and other objectionable conditions. 

2. After concrete has cured at least 14 days, correct high areas by grinding. 
3. Correct localized low areas during or immediately after completing surface 

finishing operations by cutting out low areas and replacing with patching mortar.  
Finish repaired areas to blend into adjacent concrete. 

4. Correct other low areas scheduled to receive floor coverings with a repair 
underlayment.  Prepare, mix, and apply repair underlayment and primer 
according to manufacturer's written instructions to produce a smooth, uniform, 
plane, and level surface.  Feather edges to match adjacent floor elevations. 

5. Correct other low areas scheduled to remain exposed with a repair topping.  Cut 
out low areas to ensure a minimum repair topping depth of 1/4 inch (6 mm) to 
match adjacent floor elevations.  Prepare, mix, and apply repair topping and 
primer according to manufacturer's written instructions to produce a smooth, 
uniform, plane, and level surface. 

6. Repair defective areas, except random cracks and single holes 1 inch (25 mm) or 
less in diameter, by cutting out and replacing with fresh concrete.  Remove 
defective areas with clean, square cuts and expose steel reinforcement with at 
least a 3/4-inch (19-mm) clearance all around.  Dampen concrete surfaces in 
contact with patching concrete and apply bonding agent.  Mix patching concrete 
of same materials and mixture as original concrete except without coarse 
aggregate.  Place, compact, and finish to blend with adjacent finished concrete.  
Cure in same manner as adjacent concrete. 

7. Repair random cracks and single holes 1 inch (25 mm) or less in diameter with 
patching mortar.  Groove top of cracks and cut out holes to sound concrete and 
clean off dust, dirt, and loose particles.  Dampen cleaned concrete surfaces and 
apply bonding agent.  Place patching mortar before bonding agent has dried.  
Compact patching mortar and finish to match adjacent concrete.  Keep patched 
area continuously moist for at least 72 hours. 

E. Perform structural repairs of concrete, subject to Architect's approval, using epoxy 
adhesive and patching mortar. 

F. Repair materials and installation not specified above may be used, subject to 
Architect's approval. 

3.16 FIELD QUALITY CONTROL 

A. Testing and Inspecting:  Gerneral Contractor shall engage a third party special 
inspector and/or qualified testing and inspecting agency to perform field tests and 
inspections and prepare test reports. 

B. Testing and Inspecting:  General Contractor shall engage a qualified third party testing 
and inspecting agency to perform tests and inspections and to submit reports for the 
following inspections. 

C. Inspections: 

1. Steel reinforcement placement. 
2. Steel reinforcement welding. 
3. Headed bolts and studs. 
4. Verification of use of required design mixture. 
5. Concrete placement, including conveying and depositing. 
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6. Curing procedures and maintenance of curing temperature. 
7. Verification of concrete strength before removal of shores and forms from beams 

and slabs. 

D. Concrete Tests:  Testing of composite samples of fresh concrete obtained according to 
ASTM C 172 shall be performed according to the following requirements: 
1. Testing Frequency:  Obtain at least one composite sample for each 100 cu. yd. 

(76 cu. m) or fraction thereof of each concrete mixture placed each day. 

a. When frequency of testing will provide fewer than five compressive-
strength tests for each concrete mixture, testing shall be conducted from at 
least five randomly selected batches or from each batch if fewer than five 
are used. 

2. Slump:  ASTM C 143/C 143M; one test at point of placement for each composite 
sample, but not less than one test for each day's pour of each concrete mixture.  
Perform additional tests when concrete consistency appears to change. 

3. Air Content:  ASTM C 231, pressure method, for normal-weight concrete; one 
test for each composite sample, but not less than one test for each day's pour of 
each concrete mixture. 

4. Concrete Temperature:  ASTM C 1064/C 1064M; one test hourly when air 
temperature is 40 deg F (4.4 deg C) and below and when 80 deg F (27 deg C) 
and above, and one test for each composite sample. 

5. Compression Test Specimens:  ASTM C 31/C 31M. 

a. Cast and laboratory cure two sets of two standard cylinder specimens for 
each composite sample. 

b. Cast and field cure two sets of two standard cylinder specimens for each 
composite sample. 

6. Compressive-Strength Tests:  ASTM C 39/C 39M; test one set of two laboratory-
cured specimens at 7 days and one set of two specimens at 28 days. 

a. Test one set of two field-cured specimens at 7 days and one set of two 
specimens at 28 days. 

b. A compressive-strength test shall be the average compressive strength 
from a set of two specimens obtained from same composite sample and 
tested at age indicated. 

7. When strength of field-cured cylinders is less than 85 percent of companion 
laboratory-cured cylinders, Contractor shall evaluate operations and provide 
corrective procedures for protecting and curing in-place concrete. 

8. Strength of each concrete mixture will be satisfactory if every average of any 
three consecutive compressive-strength tests equals or exceeds specified 
compressive strength and no compressive-strength test value falls below 
specified compressive strength by more than 500 psi (3.4 MPa). 

9. Test results shall be reported in writing to Architect, concrete manufacturer, and 
Contractor within 48 hours of testing.  Reports of compressive-strength tests 
shall contain Project identification name and number, date of concrete 
placement, name of concrete testing and inspecting agency, location of concrete 
batch in Work, design compressive strength at 28 days, concrete mixture 
proportions and materials, compressive breaking strength, and type of break for 
both 7- and 28-day tests. 
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10. Nondestructive Testing:  Impact hammer, sonoscope, or other nondestructive 
device may be permitted by Architect but will not be used as sole basis for 
approval or rejection of concrete. 

11. Additional Tests:  Testing and inspecting agency shall make additional tests of 
concrete when test results indicate that slump, air entrainment, compressive 
strengths, or other requirements have not been met, as directed by Architect.  
Testing and inspecting agency may conduct tests to determine adequacy of 
concrete by cored cylinders complying with ASTM C 42/C 42M or by other 
methods as directed by Architect. 

12. Additional testing and inspecting, at Contractor's expense, will be performed to 
determine compliance of replaced or additional work with specified requirements. 

13. Correct deficiencies in the Work that test reports and inspections indicate dos not 
comply with the Contract Documents. 

E. Measure floor and slab flatness and levelness according to ASTM E 1155 
(ASTM E 1155M) within 24 hours of finishing. 

END OF SECTION 
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SECTION 044313 - NATURAL THIN VENEER STONE 
 
 
PART 1: GENERAL 
 
1.1 SUMMARY 
 

A. Section Includes: Natural thin stone veneer masonry for exterior. 
 
 
1.2 REFERENCES 
 

A. ANSI A118.4 – Specifications for Latex-Portland Cement Mortar. 
 

B. ANSI A118.15 – Specifications for Premium latex-Portland Cement Mortar. 
 

C. ASTM C 207 – Standard Specification for Hydrated Lime for Masonry Purposes. 
 

D. ASTM C 270 – Standard Specification for Mortar for Unit Masonry. 
 
 
 
1.3 SUBMITTALS 
 

A. Submittal Procedures as follows 
 

1. Product data including suppliers cut-sheet. 
2. Samples: 

a. Sample board of specified material 
b. Full range of colored mortars. 

3. Verification sample: Upon approval of initial sample, provide installed mock-up sample using 
selected stone and mortar showing complete size and color range. 

4. Quality Assurance / Control Submittals 
a. Natural Stone Distributor’s installation instructions. 
b. Installation instructions for other applicable materials. 
c. Natural Stone Distributor’s statement of warranty. 

 
 
1.4 QUALITY ASSURANCE 
 

A. Qualifications 
a. Installer experienced in the installation of natural thin stone veneer products 

 
B. Field Panel: 

a. Prepare mockup sample at the location of project as selected by the Architect. 
b. Obtain Architect’s approval of finished mockup panel 
c. Retain mockup for validation throughout project as necessary. 

 
1.5 DELIVERY, STORAGE, AND HANDLING 
 

A. Deliver materials onsite in original unopened packaging.  Product should be clearly labeled with 
product names and identifiers. 

 
B. Storage and Handling: 
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1.  Store pallets on level surface, and protect from harsh weather. 
2.  Mortar should be stored in a cool dry area.  Do not allow mortar to get wet.  Do not open before 

use. 
3.  Handle product with care to prevent package damage prior to installation. 

 
1.6 PROJECT ENVIRONMENTAL REQUIREMENTS 
 

A. Ensure proper temperature requirements are met during installation of stone and curing of mortar.  
Comply with requirements contained in ACI 530.1/ASCE 6/TMS 602. 
1. Air temperature must remain at or above 40 Degrees F (4.5 Degrees C) during installation. 
2. Work area and surface should be tarped/tented and heated to above 50 Degrees F during cold 

weather as described above. 
3. No mortar accelerants may be used. 

 
 
PART 2: PRODUCTS 
 
2.1 Manufacturer 
 

A. Old World Stone Veneer - 2295 Molly Pitcher Highway South - Chambersburg, PA 17202 
717-267-3799 (Basis of Design) 
  

2.2 MATERIALS 
 

A. Natural Thin Stone Veneer: 
a. Product: Homestead Rubble Rockland 

i. Substitutions: Will be considered, if requested during the submittal process 
ii. Include matching corners. 

B. Moisture Barrier 
a. [ASTM D 226, Type 1, No. 15, non-perforated asphalt-saturated felt paper] [UBC Standard 

14-1, 
kraft waterproof building paper] [ICC AC-38 Acceptance Criteria for Water Resistive Barriers] 

C. Lath:  
a. [ASTM C 847, 2.5lb/yd2 (1.4kg/m2) galvanized expanded metal lath] [ASTM C 847, 3.4lb 

(1.8 kg/m2) galvanized 3/8" rib lath] complying with code agency requirements for the type of 
substrate over which stone veneer is installed. 

D. Bonding Mortar: 
a. Latex-Portland Polymer Modified Mortar meeting ANSI A118.4 or ANSI A118.15. 

 
 
PART 3: EXECUTION 
 
3.1 EXAMINATION 
 

A. Examine substrates to receive natural thin veneer stone. 
 

B. Notify responsible party to correct any problems to substrate. 
 

C. Work may begin once substrate is considered acceptable. 
 
 
3.2 PREPARATION 
 

A. Protection: Protect adjacent surfaces or fixtures from contact with mortar and grout.  
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B. Surface Preparation:  Prepare substrates in accordance with manufacturer’s installation instructions 
and local building code.  

 
3.3 INSTALLATION 
 

A. Install natural thin stone veneer in accordance with manufacturer’s installation instruction.  Perform a 
grouted installation. 

 
B. Clean stone as necessary before bonding to the wall. 

 
C. Work out of multiple pallets of material to ensure an accurate blend of colors. 

 
D. Cutting and Fitting: 

1. Cut and fit stone veneer as necessary so that they fit with desired gap for installation. 
2. Use a wet saw to cut back on airborne dust during cutting. 

 
3.4 CLEANING 
 

A. Remove mortar on the face of stones before it is allowed to dry. 
B. Remove protection from adjacent surfaces or fixtures. 
C. Clean natural stone units as required with a soft bristle brush and mild detergent solution.  Rinse 

after cleaning. 
D. Do not use acids or other hard cleaners. 

 
END OF SECTION 
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SECTION 048100 - UNIT MASONRY ASSEMBLIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes unit masonry assemblies consisting of the following: 

1. Concrete masonry units. 
2. Mortar and grout. 
3. Reinforcing steel. 
4. Masonry joint reinforcement. 
5. Ties and anchors. 
6. Embedded flashing. 
7. Miscellaneous masonry accessories. 

B. Related Sections include the following: 

 
1. Division 7 Section “Building Insulation” for cavity wall insulation. 
2. Division 7 Section "Sheet Metal Flashing and Trim" for exposed sheet metal 

flashing. 
3. Division 5 Section “Structural Steel” for channel slot anchorages used to connect 

masonry to structural members. 
4. Division 5 Section “Cold Formed Metal Framing” for steel stud framing. 

1.3 DEFINITIONS 

A. Reinforced Masonry:  Masonry containing reinforcing steel in grouted cells. 

1.4 PERFORMANCE REQUIREMENTS 

A. Provide unit masonry that develops the following net-area compressive strengths (f'm) 
at 28 days.  Determine compressive strength of masonry from net-area compressive 
strengths of masonry units and mortar types according to Tables 1 and 2 in 
ACI 530.1/ASCE 6/TMS 602. 

1. For Concrete Unit Masonry:  f'm = 1500 psi. 

1.5 SUBMITTALS 
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A. Product Data:  For each different masonry unit, accessory, and other manufactured 
product specified, to comply with requirements in Division 1 Section “Product Data.” 

B. Shop Drawings:  Show fabrication and installation details for the following: 

1. Reinforcing Steel:  Detail bending and placement of unit masonry reinforcing 
bars.  Comply with ACI 315, "Details and Detailing of Concrete Reinforcement."   

2. Fabricated Flashing:  Detail corner units, end-dam units, and other special 
applications. 

C. Samples for Initial Selection of the following: 

1. Unit masonry samples in small-scale form showing the full range of colors and 
textures available for each different exposed masonry unit required.  Submit 
concrete masonry samples to illustrate texture. 

2. Colored mortar samples showing the full range of colors available. 

D. Samples for Verification:  For the following: 

1. Full-size units for each different exposed masonry unit required, showing the full 
range of exposed colors, textures, and dimensions to be expected in the 
completed construction. 

2. Colored mortar Samples for each color required, showing the full range of colors 
expected in the finished construction.  Make samples using the same sand and 
mortar ingredients to be used on Project.  Label Samples to indicate types and 
amounts of pigments used. 

3. Weeps/vents in color to match mortar color. 
4. Accessories embedded in the masonry. 

E. Material Test Reports:  From a qualified testing agency indicating and interpreting test 
results of the following for compliance with requirements indicated: 

1. Each type of masonry unit required. 

a. Include size-variation data for brick, verifying that actual range of sizes falls 
within specified tolerances. 

b. Include test results, measurements, and calculations establishing net-area 
compressive strength of masonry units and gross-area compressive 
strength of clay bricks. 

2. Mortar complying with property requirements of ASTM C 270. 
3. Grout mixes complying with compressive strength requirements of ASTM C 476.  

Include description of type and proportions of grout ingredients. 
               4. Submit concrete mix design for filling masonry cells and bond beams.  Use 

concrete mix having a 28-day compressive strength of 3000 psi. 

F. Material Certificates:  Signed by manufacturers certifying that each of the following 
items complies with requirements: 

1. Each type of masonry unit required. 
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a. Include size-variation data for cmu, verifying that actual range of sizes falls 
within specified tolerances. 

b. Include test data, measurements, and calculations establishing net-area 
compressive strength of masonry units. 

2. Each cement product required for mortar and grout, including name of 
manufacturer, brand, type, and weight slips at time of delivery. 

3. Each combination of masonry unit type and mortar type.  Include statement of 
net-area compressive strength of masonry units, mortar type, and net-area 
compressive strength of masonry determined according to Tables 1 and 2 in 
ACI 530.1/ASCE 6/TMS 602. 

4. Each material and grade indicated for reinforcing bars. 
5. Each type and size of joint reinforcement. 
6. Each type and size of anchor, tie, and metal accessory. 

G. Hot and Cold-Weather Procedures:  Detailed description of methods, materials, and 
equipment to be used to comply with hot and cold-weather requirements. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  An independent testing agency, acceptable to 
authorities having jurisdiction, qualified according to ASTM C 1093 to conduct the 
testing indicated, as documented according to ASTM E 548. 

B. Source Limitations for Masonry Units:  Obtain exposed masonry units of a uniform 
texture and color, through one source from a single manufacturer for each product 
required. 

C. Source Limitations for Mortar Materials:  Obtain mortar ingredients of a uniform quality, 
including color for exposed masonry, from one manufacturer for each cementitious 
component and from one source or producer for each aggregate. 

D. Preconstruction Testing Service:  Engage a qualified independent testing agency to 
perform the following tests during construction.  Components and assemblies for 
testing shall be selected by and constructed under the observation of the architect. 

1. Concrete Masonry Unit Test:  For each concrete masonry unit indicated, per 
ASTM C 140. 

2. Prism Test:  For each type of wall construction indicated, per ASTM C 1314. 
3. Mortar Test:  For mortar properties per ASTM C 270. 
4. Grout Test:  For compressive strength per ASTM C 1019. 

E. Fire-Resistance Ratings:  Where indicated, provide materials and construction identical 
to those of assemblies with fire-resistance ratings determined per ACI-216 BOCA by a 
testing and inspecting agency, by equivalent concrete masonry thickness, or by 
another means, as acceptable to authorities having jurisdiction. 

F. Mockup Panels:  Before installing unit masonry, build mockup panels, using materials 
and products indicated for the completed Work, to verify selections made under sample 
Submittals and to demonstrate aesthetic effects.  Build mockup panels for each type of 
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unit masonry assembly in sizes approximately 48 inches long by 42 inches high by full 
assembly thickness. 

1. As directed by Architect. 
2. accessories.  Include a sealant-filled vertical joint at least 16 inches long. 

a. Exposed unit masonry veneer with unit masonry backup assembly. 

G. Preinstallation Conference:  Conduct conference at Project site to comply with 
requirements in Division 1 Section "Project Meetings." 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store masonry units on elevated platforms in a dry location.  If units are not stored in an 
enclosed location, cover tops and sides of stacks with waterproof sheeting, securely 
tied.  If units become wet, do not install until they are dry. 

1. Protect concrete masonry units from moisture absorption so that, at the time of 
installation, the moisture content is not more than the maximum allowed at the 
time of delivery. 

B. Store cementitious materials on elevated platforms, under cover, and in a dry location.  
Do not use cementitious materials that have become damp. 

C. Store aggregates where grading and other required characteristics can be maintained 
and contamination avoided. 

D. Deliver preblended, dry mortar mix in moisture-resistant containers designed for lifting 
and emptying into dispensing silo.  Store preblended, dry mortar mix in delivery 
containers on elevated platforms, under cover, and in a dry location or in a metal 
dispensing silo with weatherproof cover. 

E. Store masonry accessories, including metal items, to prevent corrosion and 
accumulation of dirt and oil. 

1.8 PROJECT CONDITIONS 

A. Protection of Masonry:  During construction, cover tops of walls, projections, and sills 
with waterproof sheeting at end of each day's work.  Cover partially completed masonry 
when construction is not in progress. 

1. Extend cover a minimum of 24 inches down both sides and hold cover securely 
in place. 

2. Where one wythe of multiwythe masonry walls is completed in advance of other 
wythes, secure cover a minimum of 24 inches down face next to unconstructed 
wythe and hold cover in place. 

B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for 
at least 3 days after building masonry walls or columns. 
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C. Stain Prevention:  Prevent grout, mortar, and soil from staining the face of masonry to 
be left exposed or painted.  Immediately remove grout, mortar, and soil that come in 
contact with such masonry. 

1. Protect base of walls from rain-splashed mud and from mortar splatter by 
coverings spread on ground and over wall surface. 

2. Protect sills, ledges, and projections from mortar droppings. 
3. Protect surfaces of window and door frames, as well as similar products with 

painted and integral finishes, from mortar droppings. 
4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain 

from splashing mortar and dirt onto completed masonry. 

D. Cold-Weather Requirements:  Do not use frozen materials or materials mixed or coated 
with ice or frost.  Do not build on frozen substrates.  Remove and replace unit masonry 
damaged by frost or by freezing conditions.  Comply with cold-weather construction 
requirements contained in ACI 530.1/ASCE 6/TMS 602. 

1. Cold-Weather Cleaning:  Use liquid cleaning methods only when air temperature 
is 50 deg F (4 deg C) and above and will remain so until masonry has dried, but 
not less than 7 days after completing cleaning.  Follow manufacturer’s 
recommendations for minimum temperature. 

E. Hot-Weather Requirements:  Protect unit masonry work when temperature and 
humidity conditions produce excessive evaporation of water from mortar and grout.  
Provide artificial shade and wind breaks and use cooled materials as required. 

1. When ambient temperature exceeds 100 deg F, or 90 deg F  with a wind velocity 
greater than 8 mph, do not spread mortar beds more than 48 inches ahead of 
masonry.  Set masonry units within one minute of spreading mortar. 

PART 2 - PRODUCTS 

2.1 CONCRETE MASONRY UNITS 

A. General:  Provide shapes indicated and as follows: 

1. Provide special shapes for corners, jambs, sash, control joints, bonding, and 
other special conditions. 

2. Provide bullnose units for ALL outside corners and window stools/sills, unless 
otherwise indicated. 

B. Concrete Masonry Units:  ASTM C 90 and as follows: 

1. Unit Compressive Strength:  Provide units with minimum average net-area 
compressive strength of 1900 psi for f’m=1500 psi.. 

2. Weight Classification:  Normal weight. 
3. Size (Width):  Manufactured to the following dimensions: 

a. 4 inches nominal; 3-5/8 inches actual. 
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b. 6 inches nominal; 5-5/8 inches actual. 
c. 8 inches nominal; 7-5/8 inches actual. 
d. 10 inches nominal; 9-5/8 inches actual. 
e. 12 inches nominal; 11-5/8 inches actual. 
f. 14 inches nominal; 13-5/8 inches actual. 
g. 16 inches nominal; 15-5/8 inches actual. 

4. Exposed Faces:  Manufacturer's standard color and texture, unless otherwise 
indicated. 

C. Decorative Concrete Masonry Units:  ASTM C 90 and as follows: 

1. Unit Compressive Strength:  Provide units with minimum average net-area 
compressive strength of 1900 psi for f’m=1500 psi. 

2. Weight Classification:  Normal weight. 
3. Size:  Manufactured to dimensions indicated. 
4. Finish:  Exposed faces matching color, pattern, and texture of Architect's 

samples. 

a. Normal-weight aggregate, ground finish. 
b. Normal-weight aggregate, textured finish. 

1) Provide units made with aggregate matching aggregate in Architect's 
sample. 

5. Integral Water Repellent:  Provide units made with liquid polymeric, integral 
water-repellent admixture that does not reduce flexural bond strength.  Units 
made with integral water repellent, when tested as a wall assembly made with 
mortar containing integral water-repellent manufacturer's mortar additive 
according to ASTM E 514, with test period extended to 24 hours, show no visible 
water or leaks on the back of the test specimen. Provide test results to Architect. 

a. Available Products:  Subject to compliance with requirements, products 
that may be incorporated into the Work include, but are not limited to, the 
following: 

1) Block Plus W-10; Addiment Inc. 
2) Dry-Block; W. R. Grace & Co., Construction Products Division. 
3) Rheopel; Master Builders. 

6. Field Applied Water Repellent:  Where required by Decorative Concrete Masonry 
Unit manufacturer, provide field applied water repellent, subject to compliance 
with requirements of masonry manufacturer. 

7. Color and Texture:  Manufacturers standard options 

              8.        Manufacturers: 

                        a. Available Manufacturers:  Subject to compliance with requirements, 
manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, the following: 
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 1) Beavertown Block Co., Inc. (basis of design) 

2) New Holland Concrete 

 3) Trenwyth Industries, Inc. 

 5) York Building Products, Inc. 

2.2 MORTAR AND GROUT MATERIALS 

A. Portland Cement:  ASTM C 150, Type I or II, except Type III may be used for cold-
weather construction.  Provide natural color or white cement as required to produce 
mortar color indicated. 

B. Hydrated Lime:  ASTM C 207, Type S. 

C. Portland Cement-Lime Mix:  Packaged blend of portland cement complying with 
ASTM C 150, Type I or Type III, and hydrated lime complying with ASTM C 207. 

D. Aggregate for Mortar:  ASTM C 144; except for joints less than 1/4 inch thick, use 
aggregate graded with 100 percent passing the No. 16 sieve. 

1. Colored-Mortar Aggregates:  Natural-colored sand or ground marble, granite, or 
other sound stone; of color necessary to produce required mortar color. 

E. Aggregate for Grout:  ASTM C 404. 

F. Mortar Pigments:  Natural and synthetic iron oxides and chromium oxides, 
compounded for use in mortar mixes.  Use only pigments with a record of satisfactory 
performance in masonry mortar. 

G. Water-Repellent Admixture:  Liquid water-repellent mortar admixture intended for use 
with concrete masonry units, containing integral water repellent by same manufacturer. 

H. Water:  Potable. 

I. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

1. Colored Portland Cement-Lime Mix: 

a. Eaglebond; Blue Circle Cement. 
b. Color Mortar Blend; Glen-Gery Corporation. 
c. Rainbow Mortamix Custom Color Cement/Lime; Holnam, Inc. 
d. Centurion Colorbond PL; Lafarge Corporation. 
e. Lehigh Custom Color Portland/Lime; Lehigh Portland Cement Co. 
f. Riverton Portland Cement Lime Custom Color; Riverton Corporation (The). 

2. Mortar Pigments: 

a. True Tone Mortar Colors; Davis Colors. 
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b. Centurion Pigments; Lafarge Corporation. 
c. SGS Mortar Colors; Solomon Grind-Chem Services, Inc. 

3. Water-Repellent Admixture: 

a.  Dry-Block Mortar Admixture; W. R. Grace & Co., Construction Products 
Division. 

b. Mortar Tite; Addiment Inc. 
c. Rheopel; Master Builders. 

 

2.3 REINFORCING STEEL 

A. Uncoated Steel Reinforcing Bars:  ASTM A 615; Grade 60. 

2.4 MASONRY JOINT REINFORCEMENT 

A. General:  ASTM A 951 and as follows: 

1. Hot-dip galvanized, carbon-steel wire for both interior and exterior walls. 
2. Wire Size for Side Rods:  W1.7 or 0.148-inch diameter unless otherwise noted. 
3. Wire Size for Cross Rods:  W1.7 or 0.148 diameter unless otherwise noted. 
4. Provide in lengths of not less than 10 feet, with prefabricated corner and tee units 

where indicated. 

B. For single-wythe masonry, provide either ladder or truss type with single pair of side 
rods and cross rods spaced not more than 16 inches o.c.  Truss type shall not be used 
in vertically reinforced unit masonry walls. 

C. For multiwythe masonry, provide types as follows: 

1. Adjustable (2-piece) type with single pair of side rods and cross ties spaced not 
more than 16 inches o.c. and with separate adjustable veneer ties engaging the 
cross ties.  Crossties are either U-shaped with eyes or rectangular.  Space side 
rods for embedment within each face shell of backup wythe and size adjustable 
ties to extend at least halfway through outer wythe but with at least 5/8-inch 
cover on outside face.  Unless otherwise indicated, install in first and second 
courses above finished floor and in alternating back-up masonry courses 
thereafter. 

a. Use where indicated and where horizontal joints of facing wythe do not 
align (2” or less) with those of backup wythe. 

b. Use where facing wythe is of different material than backup wythe. 
c. Provide “#270 Ladder Eye-Wire anchor system by Hohmann & Barnard, 

Inc., or equal product. 

2.5 TIES AND ANCHORS, GENERAL 
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A. General:  Provide ties and anchors, specified in subsequent articles, made from 
materials that comply with this Article, and as required by Building Code Requirements 
for Masonry Structures; use of hot-dipped galvanized ties and anchors in exterior wall 
construction . 

B. Hot-Dip Galvanized Carbon-Steel Wire:  ASTM A 82; with ASTM A 153, Class B-2 
coating. 

C. Galvanized Steel Sheet:  ASTM A 653, G60, commercial-quality, steel sheet zinc 
coated by hot-dip process on continuous lines before fabrication. 

D. Steel Sheet, Galvanized after Fabrication:  ASTM A 366 cold-rolled, carbon-steel sheet 
hot-dip galvanized after fabrication to comply with ASTM A 153. 

 

E. Steel Plates, Shapes, and Bars:  ASTM A 36.  Plates, shapes, and bars exposed to 
weather shall be hot-dipped galvanized after fabrication. 

2.6 ADJUSTABLE ANCHORS FOR CONNECTING TO STEEL FRAME 

A. General:  Provide two-piece assemblies that allow vertical or horizontal adjustment but 
resist tension and compression forces perpendicular to plane of wall. 

1. Anchor Section:  Crimped 1/4-inch- diameter, hot-dip galvanized steel wire 
anchor section for welding to steel.   

2. Tie Section:  Triangular-shaped wire tie, sized to extend within 1 inch of masonry 
face, made from 0.25-inch diameter, hot-dip galvanized steel wire.   

 
    B.       Channel Slot Anchor:  Provide corrugated, 1 ¼-inch wide, 5 ½-inch long, 16 gage, 

mill galvanized channel slot anchors to engage slot of channel slot anchorages on steel 
framing beams and column members. 

2.7 ANCHORS FOR CONNECTING TO CONCRETE 

A. General:  Provide two-piece assemblies that allow vertical or horizontal adjustment but 
resist tension and compression forces perpendicular to plane of wall. 

1. Anchor Section:  Dovetail anchor section formed from 0.0966-inch- thick, steel 
sheet, galvanized after fabrication.  

2.8 JOINT STABILIZATION ANCHORS 

A. General:  Provide stabilization anchors in horizontal joints of masonry units across the 
joint between walls at T-shape wall intersections as follows: 

1. Use either a manufactured steel unit consisting of two steel rods, minimum 3/16-
inch diameter, connected together on each side of masonry joint by sliding plate 
assemblies that enclose ends of the rods and allow for plate assembly 
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adjustment along the length of the rods; or two (22) corrugated metal wall ties 
7/8-inch wide, 7 inches long, 16 gage per joint. 

 
2. As indicated vertical spacing on drawings. 
3. Finish:  Mill galvanized or hot-dip galvanized to comply with ASTM A 153. 

2.9 ADJUSTABLE MASONRY-VENEER ANCHORS 

A. General:  Provide two-piece assemblies that allow vertical or horizontal adjustment but 
resist tension and compression forces perpendicular to plane of wall, for attachment 
through rigid insulation to wood or metal studs, and as follows: 

1. Structural Performance Characteristics:  Capable of withstanding a 100-lbf load 
in both tension and compression without deforming or developing play in excess 
of 0.05 inch. 

B. Screw-Attached, Masonry-Veneer Anchors:  Units consisting of a wire tie section and a 
metal anchor section complying with the following requirements: 

1. Anchor Section:  Gasketed sheet metal plate with screw holes top and bottom; 
top and bottom ends bent to form pronged legs to penetrate insulation/sheathing 
and contact studs; and raised rib-stiffened strap stamped into center to provide a 
slot between strap and plate for connection of wire tie. 

a. Plate 1-1/4 inches wide by 6 inches long with strap 5/8 inch wide by 6 
inches long; slot clearance formed between face of plate and back of strap 
shall not exceed diameter of wire tie by more than 1/32 inch. 

b. Provide anchor manufacturer's standard, self-adhering, modified 
bituminous gaskets manufactured to fit behind anchor plate and to prevent 
moisture from penetrating sheathing at pronged legs and screw holes. 

2.10 MISCELLANEOUS ANCHORS 

A. Unit Type Inserts in Concrete:  Cast-iron or malleable-iron inserts of type and size 
indicated. 

B. Dovetail Slots:  Furnish dovetail slots with filler strips, of slot size indicated, fabricated 
from 0.0336-inch 22 gage (0.85-mm), galvanized steel sheet. 

C. Anchor Bolts:  Steel bolts complying with ASTM A 307, Grade A; with ASTM A 563 hex 
nuts and, where indicated, flat washers; hot-dip galvanized to comply with 
ASTM A 153, Class C; of diameter and length indicated and in the following 
configurations: 

1. Headed bolts. 
2. Nonheaded bolts, bent in manner indicated. 
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D. Postinstalled Anchors:  Anchors as described below, with capability to sustain, without 
failure, load imposed within factors of safety indicated, as determined by testing per 
ASTM E 488, conducted by a qualified independent testing agency. 

1. Type:  Chemical anchors. 
2. Type:  Expansion anchors. 
3. Type:  Undercut anchors. 
4. For Postinstalled Anchors in Concrete:  Capability to sustain, without failure, a 

load equal to four times the loads imposed. 
5. For Postinstalled Anchors in Grouted Masonry Units:  Capability to sustain, 

without failure, a load equal to six times the loads imposed. 

2.11 EMBEDDED FLASHING MATERIALS 

A. Metal Flashing:  Fabricate from the following metal complying with requirements 
specified in Division 7 Section "Sheet Metal Flashing and Trim" and below: 

1. Stainless Steel:  26 gage (.018 inches thick). 
2. Fabricate through-wall metal flashing embedded in masonry from sheet metal 

indicated above. 
3. Fabricate metal expansion-joint strips from sheet metal indicated above, formed 

to shape indicated. 

B. Concealed Flashing:  For flashing partly exposed to the exterior, use metal flashing 
specified above.  For flashing not exposed to the exterior, use the following, unless 
otherwise indicated: 

1. EPDM:  Ethylene Propylene Diene Terpoymer synthetic rubber.  Flexible 40 mil 
elastomeric rubber membrane. 

C. Solder and Sealants for Sheet Metal Flashings:  As specified in Division 7 Section 
"Sheet Metal Flashing and Trim." 

D. Adhesives, Primers, and Seam Tapes for Flashings:  Flashing manufacturer's standard 
products or products recommended by the flashing manufacturer for bonding flashing 
sheets to each other and to substrates. 

E. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include the following: 

1. Pre-fabricated Metal Flashing: 

a. Cheney Flashing; Cheney Flashing Company, Inc. 
b. Keystone 3-Way Interlocking Thruwall Flashing; Keystone Flashing Co. 
c. Sandell 

 

2.  EPDM Flashing, flexible membrane: 
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a. Carlisle Pre-Kleened EPDM; Carlisle Coatings & Waterproofing, 
Incorporated. 

 b.    Firestone Flashgard Thru-Wall Flashing; Firestone Building Products Co. 

2.12 MISCELLANEOUS MASONRY ACCESSORIES/MATERIALS 

A. Available Products:  Subject to compliance with requirements, materials that may be 
incorporated into the Work include the following: 

B. Compressible Expansion Material:  Closed cell neoprene sponge with senitive adhesive 
on one side ASTM D-1056 Grade 2A1. 

                 
              Products:  Provide the following: 

 
1. Hohmann and Barnard,  #NS  
2. Dur-O-Wal,  D/A 2015 
3. Sandell Mfg. Co., Inc. 

C. Compressible Exterior Expansion Joint Filler:  Silicone faced acrylic-impregnated 
expanding foam sealant and closed-cell foam sealant system. ASTM 1105, 
compressible up to 50 percent; of width and thickness indicated. Color as selected by 
Architect, from full range of standard and special colors. 

 

 Products:  Provide the following: 

1. Colorseal, Emseal Joint Systems, Ltd. 

D. Preformed Control-Joint Gaskets:  Styrene-Butadiene-Rubber Compound designed to 
fit standard sash block and to maintain lateral stability in masonry wall. ASTM D 2000, 
Designation M2AA-805. 

 Products:  Provide the following: 

 
1. Hohmann and Barnard 
2. Dur-O-Wal 
3. Sandell Mfg. Co., Inc. 

E. Bond-Breaker Strips:  Asphalt-saturated, organic roofing felt complying with 
ASTM D 226, Type I  (No. 15 asphalt felt). 

F. Weep Tubes:  3/8” O.D. polyethylene by 4-inch long.  Provide with integral cotton wick 
attached and stainless steel screen insert. Weep tubes to be installed at masonry 
opening 

G.  Products:  Provide the following: 
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1.  Hohmann and Barnard,  #341 W/S. 

H. Cavity Drainage Material:  free-draining mesh; made from polyethylene strands and 
shaped to avoid being clogged by mortar droppings, thickness to match cavity air 
space. 

 Products:  Provide the following: 

 
1. Mortar Net ; Mortar Net USA, Ltd. 

 

I. Cavity Weep:  free-draining mesh; made from polyester mesh. Color as selected by 
Architect, from full range of standard and special colors. 

 

 Products:  Provide the following: 
 
1. Mortar Net Weep Vents, Mortar Net USA, Ltd. 

 
a. Height of weep shall match the height of the specified masonry veneer (up 

to 4” nominal) as indicated in Products.  Use the 4” nominal height weep at 
8” or higher masonry veneer units. 

  

J. Cavity Vent:  free-draining mesh; made from polyester mesh. Color as selected by 
Architect, from full range of standard and special colors. 

 

 Products:  Provide the following: 
 
1. Mortar Net Weep Vents, Mortar Net USA, Ltd. 

a. Height of weep shall match the height of the specified masonry veneer (up 
to 4” nominal) as indicated in Products.  Use the 4” nominal height weep at 
8” or higher masonry veneer units. 

         

K. Cavity Vapor Retarder (Installed over C.M.U.):   asphalt based non-fibered emulsion-
type which permits moisture vapor to escape through the film while remaining resistant 
to water penetration ASTM D-1187, ASTM D-1227.   

 
               Products:  Provide the following:  

 
1. Air-Shield, LM, W.R.Meadows 
2. Perm-A-Barrier VP, W.R. Grace 
3. Air Block 07, Henry Co. 
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L. Cavity Insulation (Installed over C.M.U.): 16”x96” square-edged extruded-polystyrene 
board. ASTM C578, Type IV, compressive strength 25 p.s.i 

  
Products: Provide the following: 

.   
   1.    Foamular 250, Owens-Corning Co.   

2.    Cavitymate, Dow Chemical Co. 
 

 
M. Reinforcing Bar Positioners: Wire units designed to fit into mortar bed joints spanning 

masonry unit cells with loops for holding reinforcing bars in center of cells.  Units are 
formed from 0.142-inch steel wire. 

2.13 MASONRY CLEANERS 

A. Proprietary Acidic Cleaner:  Manufacturer's standard-strength cleaner designed for 
removing mortar/grout stains, efflorescence, and other new construction stains from 
new masonry without discoloring or damaging masonry surfaces.  Use product 
expressly approved for intended use by cleaner manufacturer and manufacturer of 
masonry units being cleaned.  Follow brick manufacturer’s recommendations for 
cleaning solution for each brick type. 

1. Available Products:  Subject to compliance with requirements, products that may 
be used to clean unit masonry surfaces include, but are not limited to, the 
following: 

a. Cleaners for Red and Light-Colored Brick Not Subject to Metallic Staining 
with Mortar Not Subject to Bleaching: 

1) 202 New Masonry Detergent; Diedrich Technologies, Inc. 
2) Sure Klean No. 600 Detergent; ProSoCo, Inc. 

b. Cleaners for Red and Dark-Colored Brick Not Subject to Metallic Staining: 

1) 200 Lime Solv; Diedrich Technologies, Inc. 
2) Sure Klean No. 101 Lime Solvent; ProSoCo., Inc. 

2.14 MORTAR AND GROUT MIXES 

A. General:  Do not use admixtures, including pigments, air-entraining agents, 
accelerators, retarders, water-repellent agents, antifreeze compounds, or other 
admixtures, unless otherwise indicated. 

1. Do not use calcium chloride in mortar or grout. 

B. Preblended, Dry Mortar Mix:  Furnish dry mortar ingredients in the form of a preblended 
mix.  Measure quantities by weight to ensure accurate proportions, and thoroughly 
blend ingredients before delivering to Project site. 
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C. Mortar for Unit Masonry:  Comply with ASTM C 270, Proportion Specification. 

1. Limit cementitious materials in mortar to portland cement and hydrated lime. 
2. For masonry below grade, in contact with earth, and where indicated, use 

Type M, with minimum 28-day compressive strength of 2500 psi. 
3. For above grade walls use Type N mortar (1) part portland cement, (1) part 

hydrated lime Type S and (6) parts sand. 
 

D. Pigmented Mortar:  Select and proportion pigments with other ingredients to produce 
color required.  Limit pigments to the following percentages of cement content by 
weight: 

1. For mineral-oxide pigments and portland cement-lime mortar, not more than 10 
percent. 

2. For carbon-black pigment and portland cement-lime mortar, not more than 2 
percent. 

3. For mineral-oxide pigments and mortar cement mortar, not more than 5 percent. 
4. For carbon-black pigment and mortar cement mortar, not more than 1 percent. 

 

E. Colored-Aggregate Mortar:  Produce required mortar color by using colored aggregates 
combined with selected cementitious materials. 

1. Mix to match Architect's sample. 

F. Grout for Unit Masonry:   

1. Use either pea gravel cement concrete or grout confirming to ASTM C476 with a 
minimum 28-day compressive strength of 3000 psi. 

2. Provide grout with a slump of 8 to 11 inches as measured according to 
ASTM C 143. 

2.15 SOURCE QUALITY CONTROL 

A. Concrete Masonry Unit Tests:  For each type of concrete masonry unit indicated, meet 
the requirements of Paragraph 2.1.B and 2.1.C of this Section.  units will be tested 
according to ASTM C 140. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions, with Installer present, for compliance with requirements for 
installation tolerances and other conditions affecting performance. 

1. For the record, prepare written report, endorsed by Installer, listing conditions 
detrimental to performance. 

2. Verify that foundations are within tolerances specified. 
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3. Verify that reinforcing dowels are properly placed. 
4. Proceed with installation only after unsatisfactory conditions have been 

corrected. 

B. Before installation, examine rough-in and built-in construction to verify actual locations 
of piping connections. 

3.2 INSTALLATION, GENERAL 

A. All elements of Unit Masonry Assemblies shall be installed in accordance with the 
manufacturer’s printed recommendations. 

B. Thickness:  Build cavity and composite walls and other masonry construction to the full 
thickness shown.  Build single-wythe walls to the actual widths of masonry units, using 
units of widths indicated. 

C. Build chases and recesses to accommodate items specified in this Section and in other 
Sections of the Specifications. 

D. Leave openings for equipment to be installed before completing masonry.  After 
installing equipment, complete masonry to match the construction immediately adjacent 
to the opening. 

E. Cut masonry units with motor-driven saws to provide clean, sharp, unchipped edges.  
Cut units as required to provide a continuous pattern and to fit adjoining construction.  
Where possible, use full-size units without cutting.  Allow units cut with water-cooled 
saws to dry before placing, unless wetting of units is specified.  Install cut units with cut 
surfaces and, where possible, cut edges concealed. 

F. Select and arrange units for exposed unit masonry to produce a uniform blend of colors 
and textures. 

1. Mix units from several pallets or cubes as they are placed. 

G. Wetting of Brick:  Wet brick 3 to 24 hours before laying if the initial rate of absorption 
exceeds 20 g/30 sq. in. per minute when tested per ASTM C 67.  Allow units to absorb 
water so they are damp but not wet at the time of laying. 

H. No conduit or pipe shall be installed vertically or horizontally in the cavity, except 
for items such as wall hydrants, electrical fixtures, etc., for which penetrations shall be 
horizontal, perpendicular through cavity, located directly at the intended item. 

3.3 CONSTRUCTION TOLERANCES 

A. Comply with tolerances in ACI 530.1/ASCE 6/TMS 602 and the following: 

B. For conspicuous vertical lines, such as external corners, door jambs, reveals, and 
expansion and control joints, do not vary from plumb by more than 1/4 inch in 20 feet, 
nor 1/2 inch maximum. 
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C. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 
inch in 10 feet, nor 1/2 inch maximum. 

D. For conspicuous horizontal lines, such as exposed lintels, sills, parapets, and reveals, 
do not vary from level by more than 1/4 inch in 20 feet, nor 1/2 inch maximum. 

E. For exposed bed joints, do not vary from thickness indicated by more than plus or 
minus 1/8 inch, with a maximum thickness limited to 1/2 inch.  Do not vary from bed-
joint thickness of adjacent courses by more than 1/8 inch. 

F. For exposed head joints, do not vary from thickness indicated by more than plus or 
minus 1/8 inch.  Do not vary from adjacent bed-joint and head-joint thicknesses by 
more than 1/8 inch. 

3.4 LAYING MASONRY WALLS 

A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform 
joint thicknesses and for accurate location of openings, movement-type joints, returns, 
and offsets.  Avoid using less-than-half-size units, particularly at corners, jambs, and, 
where possible, at other locations. 

B. Bond Pattern for Exposed Masonry:  Lay exposed masonry in the following bond 
pattern; do not use units with less than nominal 4-inch horizontal face dimensions at 
corners or jambs. 

1. One-half running bond with vertical joint in each course centered on units in 
courses above and below. 

C. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping 
not less than 2 inches.  Bond and interlock each course of each wythe at corners.  Do 
not use units with less than nominal 4-inch horizontal face dimensions at corners or 
jambs. 

D. Stopping and Resuming Work:  In each course, rack back one-half-unit length for one-
half running bond or one-third-unit length for one-third running bond; do not tooth.  
Clean exposed surfaces of set masonry, wet clay masonry units lightly if required, and 
remove loose masonry units and mortar before laying fresh masonry. 

E. Built-in Work:  As construction progresses, build in items specified under this and other 
Sections of the Specifications.  Fill in solidly with masonry around built-in items. 

F. Fill space between hollow-metal frames and masonry solidly with mortar, unless 
otherwise indicated. 

 

G. Fill cores in hollow concrete masonry units with grout 24 inches (600 mm) under 
bearing plates, beams, lintels, posts, and similar items, unless otherwise indicated. 
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H. Build non-load-bearing interior partitions full height of story to underside of solid floor or 
roof structure above, unless otherwise indicated. 

1. Install compressible filler in joint between top of partition and underside of 
structure above. 

2. At fire-rated partitions, install firestopping in joint between top of partition and 
underside of structure above to comply with Division 7 Section "Firestopping." 

3.5 MORTAR BEDDING AND JOINTING 

A. Lay hollow masonry units as follows: 

1. With full mortar coverage on horizontal and vertical face shells. 
2. Bed webs in mortar in starting course on footings and in all courses of piers, 

columns, and pilasters, and where adjacent to cells or cavities to be filled with 
grout. 

3. For starting course on footings where cells are not grouted, spread out full mortar 
bed, including areas under cells. 

B. Set stone units in full bed of mortar with vertical joints slushed full.  Fill dowel, anchor, 
and similar holes solid.  Wet stone-joint surface thoroughly before setting; for soiled 
stone surfaces, clean bedding and exposed surfaces with fiber brush and soap powder 
and rinse thoroughly with clear water. 

C. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than 
the joint thickness, unless otherwise indicated. 

D. Collar Joints in Clay Tile Masonry:  After each course is laid, fill the vertical, longitudinal 
joint between wythes solidly with grout mortar at [exterior walls, except cavity walls] [, 
and] solidly with mortar at [interior walls and partitions]. 

3.6 BONDING OF MULTIWYTHE MASONRY 

A. Use masonry joint reinforcement installed in horizontal mortar joints to bond wythes 
together. 

B. Corners:  Provide interlocking masonry unit bond in each wythe and course at corners, 
unless otherwise indicated. 

1. Provide continuity with masonry joint reinforcement at corners by using 
prefabricated "L" units as well as masonry bonding. 

C. Intersecting and Abutting Walls:  Unless vertical expansion or control joints are shown 
at juncture, bond walls together as follows: 

1. Provide continuity with masonry joint reinforcement by using prefabricated "T" 
units. 
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3.7 CAVITIES 

A. Keep cavities clean of mortar droppings and other materials during construction.  Strike 
joints of back-up wall wythes facing cavities flush. 

B. Installing Cavity-Wall Insulation:  Apply rectangular grid adhesive on inside face of 
insulation boards.  Fit courses of insulation between wall ties and other confining 
obstructions in cavity, with edges butted tightly both ways.  Press units firmly against 
inside wythe of masonry or other construction as shown. 

1. Seal or tape all insulation board joints, crack and gaps, piping and conduit 
penetrations with materials compatible  with insulation and masonry. 

3.8 MASONRY JOINT REINFORCEMENT 

A. General:  Provide continuous masonry joint reinforcement as indicated.  Install entire 
length of longitudinal side rods in mortar with a minimum cover of 5/8 inch on exterior 
side of walls, 1/2 inch elsewhere.  Lap reinforcement a minimum of 6 inches. 

1. Space reinforcement not more than 16 inches o.c. 
2. Space reinforcement not more than 8 inches o.c. in foundation walls and parapet 

walls. 

a. Reinforcement above is in addition to continuous reinforcement. 

B. Cut or interrupt joint reinforcement at control and expansion joints, unless otherwise 
indicated. 

C. Provide continuity at corners and wall intersections by using prefabricated "L" and "T" 
sections.  Cut and bend reinforcing units as directed by manufacturer for continuity at 
returns, offsets, column fireproofing, pipe enclosures, and other special conditions. 

D. At all flashing locations, reinforcement shall not interrupt the flashing. 

3.9 ANCHORING MASONRY TO STRUCTURAL MEMBERS 

A. Anchor masonry to structural members where masonry abuts or faces structural 
members to comply with the following: 

 
1. Anchor masonry to structural members with flexible channel slot anchors 

embedded in masonry joints and attached to the structure.  Provide a 1-inch 
space in width between masonry and structural member, unless otherwise 
indicated.  Keep open space free of mortar or other rigid materials. 

2. Space anchors at the location of the slotted channel anchor assembly on the 
structure member. 

3.10 CONTROL AND EXPANSION JOINTS 
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A. General:  Install control and expansion joints in unit masonry per industry 
recomendations.  Build-in related items as masonry progresses.  Do not form a 
continuous span through movement joints unless provisions are made to prevent in-
plane restraint of wall or partition movement. 

B. Form control joints in concrete masonry as follows: 

1. Fit bond-breaker strips into hollow contour in ends of concrete masonry units on 
one side of control joint.  Fill resultant core with grout and rake joints in exposed 
faces.  Maximum distance between C.M.U. control joints shall not exceed 
distances as indicated on Structural Drawings. 

2. Install preformed control-joint gaskets designed to fit sash block. 

C. Form building expansion joints in exterior masonry veneer as follows: 

1. Form open joint of width indicated; install compressible exterior expansion joint 
filler as per manufacturers’ recommendation.  Keep joint free and clear of mortar.    
Locations as indicated on drawings.  

D. Build in pressure-relieving expansion per industry standards; construct joints by  
installing compressible expansion material. 

3.11 FLASHING, WEEPS, AND VENTS 

A. General:  Install continuous embedded flashing and weeps in masonry at shelf angles, 
lintels, ledges, other obstructions to downward flow of water in wall, and where 
indicated. 

B. Prepare masonry surfaces so they are smooth and free from projections that could 
puncture flashing.  Unless otherwise indicated, place through-wall flashing on sloping 
bed of mortar and cover with mortar.  Before covering with mortar, seal penetrations in 
flashing with adhesive, sealant, or tape as recommended by flashing manufacturer.  
Adhere all flashing to steel angles. 

C. Install flashing as follows: 

1a. At thru-wall base flashing conditions and at composite masonry walls, including 
cavity walls, extend EPDM flashing from a point a minimum of 1 inch beyond the 
exterior face of the outer wythe of masonry, through the outer wythe, turned up a 
minimum of 16 inches (behind insulation) and into the inner wythe 1-1/2 inches.  
Seal laps between lengths of flashing with lap sealant, over lap min. 4”.  Provide 
positive drainage to weeps where bottom of flashing turns out to outer wythe.    
Trim off flashing uniformly ¼” beyond the face of veneer when joint is fully cured, 
but not before directed by Architect (creating ¼” drip edge). 

1c. At masonry opening (i.e. window) sill flashing conditions, extend EPDM flashing 
from a point a minimum of 1 inch beyond the exterior face of the outer wythe of 
masonry, through the outer wythe, turned up vertically and continuing horizontally 
to meet angle flashing stop.  Flashing to extend vertically in joint between window 
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frame and vertical leg of angle flashing stop, terminating just below top edge.  
Flashing to be consealed below joint sealant.  Seal laps between lengths of 
flashing with lap sealant, over lap min. 4”.  Install weep tubes with integral cotton 
wick cords laid flat, horizontally along inside face of the outer wythe of masonry  
Provide positive drainage to weeps where bottom of flashing turns out to outer 
wythe. Trim off flashing uniformly ¼” beyond the face of veneer when joint is fully 
cured, but not before directed by Architect (creating ¼” drip edge). 

2.  At lintels and shelf angles, extend EPDM flashing a minimum of 4 inches into 
masonry at each end.  each end dam, extend flashing 4 inches at ends and turn 
flashing up not less than 2 inches to form a pan.  Trim off flashing uniformly ¼” 
beyond the face of veneer when joint is fully cured, but not before directed by 
Architect (creating ¼” drip edge). Seal laps between lengths of flashing with lap 
sealant, over lap min. 4”. 

  3a. At low roof to high wall conditions, composite masonry walls, including cavity 
walls, install a (two piece interlocking type) 26 gauge stainless steel sheet 
flashing through the outer wythe of masonry.  Turn up embedded piece a 
minimum of 2 inches, flush with inner wythe of masonry at cavity to form a pan 
(Behind insulation).  Overlap ends of stainless steel flashing a minimum of 6 
inches and seal lap with elastomeric sealant.  Extend EPDM  flashing from a 
point 1 inch behind exterior face of outer wythe of masonry, through the outer 
wythe, turned up a minimum of 16 inches (behind insulation) and into the inner 
wythe 1-1/2 inches.  Seal lap between stainless steel flashing and EPDM flashing 
with elastomeric sealant.  Install interlocking piece of flashing over roof 
termination as indicated on drawing. 

 

D. Install cavity weeps, vents, tube and drainage material in the head joints in exterior 
wythes of masonry as indicated on drawing and as follows: 
 
1. Space cavity weeps at min. 24” o.c., 16” o.c. at 16” long masonry units. 
2. Space cavity vents at min. 48” o.c. 
3. Space weep tubes at min. 24” o.c. 
4. Place continuous cavity drainage material immediately above flashing in cavities. 
5. Test weep with water poured into cavity to insure draining water freely comes out 

of each weep hole. 

E. Install reglets and nailers for flashing and other related construction where they are 
shown to be built into masonry. 

F. Apply cavity vapor retarder on the entire exterior face of the inner wythe of masonry of 
the cavity wall. 

G. Install vapor retarder on the entire exterior face of the metal stud wall sheathing. 

3.12 REINFORCED UNIT MASONRY INSTALLATION 

A. Temporary Formwork and Shores:  Construct formwork and shores to support 
reinforced masonry elements during construction. 
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1. Construct formwork to conform to shape, line, and dimensions shown.  Make the 
formwork sufficiently tight to prevent leakage of mortar and grout.  Brace, tie, and 
support forms to maintain position and shape during construction and curing of 
reinforced masonry. 

2. Do not remove forms and shores until reinforced masonry members have 
hardened sufficiently to carry their own weight and other temporary loads that 
may be placed on them during construction. 

B. Placing Reinforcement:  Comply with requirements of ACI 530.1/ASCE 6/TMS 602. 

C. Grouting:  Do not place grout until entire height of masonry to be grouted has attained 
sufficient strength to resist grout pressure. 

1. Comply with requirements of ACI 530.1/ASCE 6/TMS 602 for cleanouts and for 
grout placement, including minimum grout space and maximum pour height. 

3.13 FIELD QUALITY CONTROL 

A. Contractor shall engage a qualified independent testing agency to perform field quality-
control testing indicated below. 

B. Testing Frequency:  Tests and Evaluations listed in this Article will be performed during 
construction for each 35K bricks or 5700 concrete masonry units Testing requirements 
for mortar and grout may be deleted if prism testing is retained. 

C. Mortar properties will be tested per ASTM C 780. 

D. Grout will be sampled and tested for compressive strength per ASTM C 1019. 

E. Prism-Test Method:  For each type of structural masonry wall construction indicated, 
masonry prisms will be tested per ASTM C 1314, and as follows: 

1. Prepare 1 set of prisms for testing at 7 days and 1 set for testing at 28 days. 

F. Test weeps.  Allow masonry 12 hours setting time before test.  Test to be done in 10’ 
lengths of cavity. 

3.14 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace masonry units that are loose, chipped, broken, stained, or 
otherwise damaged or that do not match adjoining units.  Install new units to match 
adjoining units; install in fresh mortar, pointed to eliminate evidence of replacement. 

B. Pointing:  During the tooling of joints, enlarge voids and holes, except weep holes, and 
completely fill with mortar.  Point up joints, including corners, openings, and adjacent 
construction, to provide a neat, uniform appearance.  Prepare joints for sealant 
application. 

C. In-Progress Cleaning:  Clean unit masonry as work progresses by dry brushing to 
remove mortar fins and smears before tooling joints. 
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D. Final Cleaning:  After mortar is thoroughly set and cured, clean exposed masonry as 
follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic 
scrape hoes or chisels. 

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned 
for comparison purposes.  Obtain Architect's approval of sample cleaning before 
proceeding with cleaning of masonry. 

3. Protect adjacent stone and non-masonry surfaces from contact with cleaner by 
covering them with liquid strippable masking agent, polyethylene film, or 
waterproof masking tape. 

4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly 
by rinsing the surfaces thoroughly with clear water. 

5. Clean brick by the bucket-and-brush hand-cleaning method described in BIA 
Technical Notes No. 20, using job-mixed detergent solution. 

6. Clean masonry with a proprietary acidic cleaner applied according to 
manufacturer's written instructions. 

7. Clean concrete masonry by cleaning method indicated in NCMA TEK 8-2 
applicable to type of stain on exposed surfaces. 

3.15 MASONRY WASTE DISPOSAL 

A. Unless otherwise indicated, excess masonry materials are Contractor's property.  At 
completion of unit masonry work, remove from Project site. 

END OF SECTION 
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SECTION 054000 - COLD-FORMED METAL FRAMING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Interior load-bearing wall framing. 
2. Floor joist framing. 
3. Ceiling joist framing. 

B. Related Sections include the following: 

1. L/480 for Live Loads. 

2. L/360 for Total Loads. 

3. L/600 at locations where wall studs back up masonry veneer. 

1.3 PERFORMANCE REQUIREMENTS 

A. Structural Performance:  Provide cold-formed metal framing capable of withstanding 
design loads within limits and under conditions indicated. 

1. Design Loads:  As indicated. 

2. Deflection Limits:  Design framing systems to withstand design loads without 
deflections greater than the following: 

a. Interior Load-Bearing Wall Framing:  Horizontal deflection of 1/360 of the 
wall height under a horizontal load of 5 lbf/sq. ft. 

b. Floor Joist Framing:  Vertical deflection of 1/480 for live loads and l/360 for 
total loads of the span. 

c. Ceiling Joist Framing:  Vertical deflection of 1/240 of the span. 

3. Design framing systems to provide for movement of framing members without 
damage or overstressing, sheathing failure, connection failure, undue strain on 
fasteners and anchors, or other detrimental effects when subject to a maximum 
ambient temperature change of 120 deg F. 
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4. Design framing system to maintain clearances at openings, to allow for 
construction tolerances, and to accommodate live load deflection of primary 
building structure as follows: 

a. Upward and downward movement of 3/4 inch. 

B. Cold-Formed Steel Framing, General:  Design according to AISI's "Standard for Cold-
Formed Steel Framing - General Provisions." 

1. Headers:  Design according to AISI's "Standard for Cold-Formed Steel Framing - 
Header Design." 

2. Design exterior non-load-bearing wall framing to accommodate horizontal 
deflection without regard for contribution of sheathing materials. 

1.4 SUBMITTALS 

A. Product Data:  For each type of cold-formed metal framing product and accessory 
indicated. 

B. Shop Drawings:  Show layout, spacings, sizes, thicknesses, and types of cold-formed 
metal framing; fabrication; and fastening and anchorage details, including mechanical 
fasteners.  Show reinforcing channels, opening framing, supplemental framing, 
strapping, bracing, bridging, splices, accessories, connection details, and attachment 
to adjoining work. 

1. For cold-formed metal framing indicated to comply with design loads, include 
structural analysis data signed and sealed by the qualified professional engineer 
responsible for their preparation. 

C. Welding certificates. 

D. Qualification Data:  For professional engineer and testing agency. 

E. Product Test Reports:  From a qualified testing agency, unless otherwise stated, 
indicating that each of the following complies with requirements, based on evaluation of 
comprehensive tests for current products: 

1. Steel sheet. 
2. Expansion anchors. 
3. Power-actuated anchors. 
4. Mechanical fasteners. 
5. Vertical deflection clips. 
6. Horizontal drift deflection clips 
7. Miscellaneous structural clips and accessories. 

F. Research/Evaluation Reports:  For cold-formed metal framing. 

1.5 QUALITY ASSURANCE 

A. Engineering Responsibility:  Preparation of Shop Drawings, design calculations, and 
other structural data by a qualified professional engineer. 



COLD FORMED METAL FRAMING 054000-3    
 

B. Professional Engineer Qualifications:  A professional engineer who is legally qualified 
to practice in jurisdiction where Project is located and who is experienced in providing 
engineering services of the kind indicated.  Engineering services are defined as those 
performed for installations of cold-formed metal framing that are similar to those 
indicated for this Project in material, design, and extent. 

C. Testing Agency Qualifications:  An independent testing agency, acceptable to 
authorities having jurisdiction, qualified according to ASTM E 329 to conduct the testing 
indicated. 

D. Product Tests:  Mill certificates or data from a qualified independent testing agency 
indicating steel sheet complies with requirements, including base-metal thickness, yield 
strength, tensile strength, total elongation, chemical requirements, ductility, and 
metallic-coating thickness. 

E. Welding:  Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural 
Welding Code--Steel," and AWS D1.3, "Structural Welding Code--Sheet Steel." 

F. Fire-Test-Response Characteristics:  Where indicated, provide cold-formed metal 
framing identical to that of assemblies tested for fire resistance per ASTM E 119 by a 
testing and inspecting agency acceptable to authorities having jurisdiction. 

G. AISI Specifications and Standards:  Comply with AISI's "North American Specification 
for the Design of Cold-Formed Steel Structural Members" and its "Standard for Cold-
Formed Steel Framing - General Provisions." 

1. Comply with AISI's "Standard for Cold-Formed Steel Framing – Header Design." 

H. Comply with AISI's "Standard for Cold-Formed Steel Framing - Prescriptive Method for 
One and Two Family Dwellings." 

I. Preinstallation Conference:  Conduct conference at Project site to comply with 
requirements in Division 01 Section "Project Management and Coordination." 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Protect cold-formed metal framing from corrosion, deformation, and other damage 
during delivery, storage, and handling. 

B. Store cold-formed metal framing, protect with a waterproof covering, and ventilate to 
avoid condensation. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide cold-formed metal 
framing by one of the following: 

1. AllSteel Products, Inc. 
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2. Clark Steel Framing. 
3. Custom Stud, Inc. 
4. Dietrich Metal Framing; a Worthington Industries Company. 
5. MarinoWare; a division of Ware Industries. 
6. SCAFCO Corporation 
7. The Steel Network, Inc. 
8. United Metal Products, Inc. 

2.2 MATERIALS 

A. Recycled Content of Steel Products:  Provide products with an average recycled 
content of steel products so postconsumer recycled content plus one-half of 
preconsumer recycled content is not less than 25 percent. 

B. Steel Sheet:  ASTM A 1003/A 1003M, Structural Grade, Type H, metallic coated, of 
grade and coating weight as follows: 

1. Grade:  As required by structural performance. 
2. Coating:  G90 for all exterior wall framing, G60 or equivalent elsewhere. 

C. Steel Sheet for Vertical Deflection and Drift Clips:  ASTM A 653/A 653M, structural 
steel, zinc coated, of grade and coating as follows: 

1. Grade:  As required by structural performance. 
2. Coating:  G90. 

2.3 FRAMING ACCESSORIES 

A. Fabricate steel-framing accessories from steel sheet, ASTM A 1003/A 1003M, 
Structural Grade, Type H, metallic coated, of same grade and coating weight used for 
framing members. 

B. Provide accessories of manufacturer's standard thickness and configuration, unless 
otherwise indicated, as follows: 

1. Supplementary framing. 
2. Bracing, bridging, and solid blocking. 
3. Web stiffeners. 
4. Anchor clips. 
5. End clips. 
6. Foundation clips. 
7. Gusset plates. 
8. Stud kickers, knee braces, and girts. 
9. Joist hangers and end closures. 
10. Hole reinforcing plates. 
11. Backer plates. 
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2.4 ANCHORS, CLIPS, AND FASTENERS 

A. Steel Shapes and Clips:  ASTM A 36/A 36M, zinc coated by hot-dip process according 
to ASTM A 123/A 123M. 

B. Expansion Anchors:  Fabricated from corrosion-resistant materials, with capability to 
sustain, without failure, a load equal to 5 times design load, as determined by testing 
per ASTM E 488 conducted by a qualified independent testing agency. 

C. Power-Actuated Anchors:  Fastener system of type suitable for application indicated, 
fabricated from corrosion-resistant materials, with capability to sustain, without failure, 
a load equal to 10 times design load, as determined by testing per ASTM E 1190 
conducted by a qualified independent testing agency. 

D. Mechanical Fasteners:  ASTM C 1513, corrosion-resistant-coated, self-drilling, self-
tapping steel drill screws. 

1. Head Type:  Low-profile head beneath sheathing, manufacturer's standard 
elsewhere. 

E. Welding Electrodes:  Comply with AWS standards. 

2.5 MISCELLANEOUS MATERIALS 

A. Galvanizing Repair Paint:  SSPC-Paint 20 or DOD-P-21035 and/or ASTM A 780. 

B. Nonmetallic, Nonshrink Grout:  Premixed, nonmetallic, noncorrosive, nonstaining grout 
containing selected silica sands, portland cement, shrinkage-compensating agents, 
and plasticizing and water-reducing agents, complying with ASTM C 1107, with fluid 
consistency and 30-minute working time. 

C. Shims:  Load bearing, high-density multimonomer plastic, nonleaching. 

D. Sealer Gaskets:  Closed-cell neoprene foam, 1/4 inch thick, selected from 
manufacturer's standard widths to match width of bottom track or rim track members. 

2.6 FABRICATION 

A. Fabricate cold-formed metal framing and accessories plumb, square, and true to line, 
and with connections securely fastened, according to referenced AISI's specifications 
and standards, manufacturer's written instructions, and requirements in this Section. 

1. Fabricate framing assemblies using jigs or templates. 
2. Cut framing members by sawing or shearing; do not torch cut. 
3. Fasten cold-formed metal framing members by welding, screw fastening, clinch 

fastening, or riveting as standard with fabricator.  Wire tying of framing members 
is not permitted. 

a. Comply with AWS D1.3 requirements and procedures for welding, 
appearance and quality of welds, and methods used in correcting welding 
work. 
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b. Locate mechanical fasteners and install according to Shop Drawings, with 
screw penetrating joined members by not less than three exposed screw 
threads. 

4. Fasten other materials to cold-formed metal framing by welding, bolting, or screw 
fastening, according to Shop Drawings. 

B. Reinforce, stiffen, and brace framing assemblies to withstand handling, delivery, and 
erection stresses.  Lift fabricated assemblies to prevent damage or permanent 
distortion. 

C. Fabrication Tolerances:  Fabricate assemblies level, plumb, and true to line to a 
maximum allowable tolerance variation of 1/8 inch in 10 feet and as follows: 

1. Spacing:  Space individual framing members no more than plus or minus 1/8 inch 
from plan location.  Cumulative error shall not exceed minimum fastening 
requirements of sheathing or other finishing materials. 

2. Squareness:  Fabricate each cold-formed metal framing assembly to a maximum 
out-of-square tolerance of 1/8 inch. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine supporting substrates and abutting structural framing for compliance with 
requirements for installation tolerances and other conditions affecting performance. 

1. Proceed with installation only after unsatisfactory conditions have been 
corrected. 

3.2 PREPARATION 

A. Before sprayed fire-resistive materials are applied, attach continuous angles, 
supplementary framing, or tracks to structural members indicated to receive sprayed 
fire-resistive materials. 

B. After applying sprayed fire-resistive materials, remove only as much of these materials 
as needed to complete installation of cold-formed framing without reducing thickness of 
fire-resistive materials below that are required to obtain fire-resistance rating indicated.  
Protect remaining fire-resistive materials from damage. 

C. Install load bearing shims or grout between the underside of wall bottom track or rim 
track and the top of foundation wall or slab at stud or joist locations to ensure a uniform 
bearing surface on supporting concrete or masonry construction. 

D. Install sealer gaskets to isolate the underside of wall bottom track or rim track and the 
top of foundation wall or slab at stud or joist locations. 
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3.3 INSTALLATION, GENERAL 

A. Cold-formed metal framing may be shop or field fabricated for installation, or it may be 
field assembled. 

B. Install cold-formed metal framing according to AISI's "Standard for Cold-Formed Steel 
Framing - General Provisions" and to manufacturer's written instructions unless more 
stringent requirements are indicated. 

C. Install shop- or field-fabricated, cold-formed framing and securely anchor to supporting 
structure. 

1. Screw, bolt, or weld wall panels at horizontal and vertical junctures to produce 
flush, even, true-to-line joints with maximum variation in plane and true position 
between fabricated panels not exceeding 1/16 inch. 

D. Install cold-formed metal framing and accessories plumb, square, and true to line, and 
with connections securely fastened. 

1. Cut framing members by sawing or shearing; do not torch cut. 
2. Fasten cold-formed metal framing members by welding, screw fastening, clinch 

fastening, or riveting.  Wire tying of framing members is not permitted. 

a. Comply with AWS D1.3 requirements and procedures for welding, 
appearance and quality of welds, and methods used in correcting welding 
work. 

b. Locate mechanical fasteners and install according to Shop Drawings, and 
complying with requirements for spacing, edge distances, and screw 
penetration. 

E. Install framing members in one-piece lengths unless splice connections are indicated 
for track or tension members. 

F. Install temporary bracing and supports to secure framing and support loads 
comparable in intensity to those for which structure was designed.  Maintain braces 
and supports in place, undisturbed, until entire integrated supporting structure has 
been completed and permanent connections to framing are secured. 

G. Do not bridge building expansion and control joints with cold-formed metal framing.  
Independently frame both sides of joints. 

H. Install insulation, specified in Division 07 Section "Thermal Insulation," in built-up 
exterior framing members, such as headers, sills, boxed joists, and multiple studs at 
openings, that are inaccessible on completion of framing work. 

I. Fasten hole reinforcing plate over web penetrations that exceed size of manufacturer's 
standard punched openings. 

J. Erection Tolerances:  Install cold-formed metal framing level, plumb, and true to line to 
a maximum allowable tolerance variation of 1/8 inch in 10 feet and as follows: 
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1. Space individual framing members no more than plus or minus 1/8 inch from plan 
location.  Cumulative error shall not exceed minimum fastening requirements of 
sheathing or other finishing materials. 

3.4 FIELD QUALITY CONTROL 

A. Testing:  Owner will engage a qualified independent testing and inspecting agency to 
perform field tests and inspections and prepare test reports. 

B. Field and shop welds will be subject to testing and inspecting. 

C. Testing agency will report test results promptly and in writing to Contractor and 
Architect. 

D. Remove and replace work where test results indicate that it does not comply with 
specified requirements. 

E. Additional testing and inspecting, at Contractor's expense, will be performed to 
determine compliance of replaced or additional work with specified requirements. 

3.5 REPAIRS AND PROTECTION 

A. Galvanizing Repairs:  Prepare and repair damaged galvanized coatings on fabricated 
and installed cold-formed metal framing with galvanized repair paint according to 
ASTM A 780 and manufacturer's written instructions. 

B. Provide final protection and maintain conditions, in a manner acceptable to 
manufacturer and Installer, that ensure that cold-formed metal framing is without 
damage or deterioration at time of Substantial Completion. 

END OF SECTION 
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SECTION 055113 - METAL STAIRS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A. This Section includes the following:
1. Pre-assembled steel-pan stairs with concrete filled treads.
2. Ships ladders.
3. Roof ladders.
4. Steel tube guard rail systems.

B. RELATED SECTIONS
1. Division 3, Section “Cast-In-Place Concrete” for concrete fill for stair treads and 

platforms.
2. Division 4, Section “Unit Masonry Assemblies” for unit masonry for metal stair 

support.

1.3 PERFORMANCE REQUIREMENTS

A. Structural Performance:  Engineer, fabricate, and install steel stairs to withstand the 
following structural loads without exceeding the allowable design working stress of the 
materials involved, including anchors and connections.  Apply each load to produce the 
maximum stress in each component of steel stairs.
1. Treads of Steel Stairs:  Capable of withstanding a uniform load of 100 lbf per sq. 

ft. or a concentrated load of 300 lbf on an area of 4 sq. inches located in the 
center of the tread, whichever produces the greater stress.

2. Platforms of Steel Stairs:  Capable of withstanding a uniform load of 100 lbf per 
sq. ft.

3. Stair Framing:  Capable of withstanding stresses resulting from loads specified 
above as well as stresses resulting from railing system loads.

B. Structural Performance of Handrails and Railing Systems:  Engineer, fabricate, and 
install handrails and railing systems to comply with requirements of ASTM E 985 for 
structural performance based on the following:
1. Testing performed according to ASTM E 894 and E 935.

C. Structural Performance:  Engineer, fabricate, and install handrails and railing systems to 
withstand the following structural loads without exceeding the allowable design working 
stress of the materials involved, including anchors and connections.  Apply each load to 
produce the maximum stress in each of the respective components of each metal 
fabrication.
1. Top Rail of Guardrail Systems:  Capable of withstanding the following loads 

applied as indicated:
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a. Concentrated load of 200 lbf applied at any point and in any direction.
b. Uniform load of 50 lbf per linear foot applied horizontally and concurrently 

with uniform load of 100 lbf per linear foot applied vertically downward.
c. Concentrated and uniform loads above need not be assumed to act 

concurrently.

2. Handrails Not Serving as Top Rails:  Capable of withstanding the following loads 
applied as indicated:

a. Concentrated load of 200 lbf applied at any point and in any direction.
b. Uniform load of 50 lbf per linear foot applied in any direction.
c. Concentrated and uniform loads above need not be assumed to act 

concurrently.

3. Infill Area of Guardrail Systems:  Capable of withstanding a horizontal 
concentrated load of 200 lbf applied to one sq. ft. at any point in the system 
including panels, intermediate rails, balusters, or other elements composing the 
infill area. 

a. Above load need not be assumed to act concurrently with loads on top 
rails of railing systems in determining stress on guard.

1.4 SUBMITTALS

A. General:  Submit each item in this Article according to the Conditions of the Contract 
and Division 1 Specification Sections.

B. Shop drawings detailing fabrication and installation of steel stairs.  Include plans, 
elevations, sections, and details of steel stairs and their connections.  Show anchorage 
and accessory items.  Provide templates for anchors and bolts specified for installation 
under other sections.
1. For installed steel stairs indicated to comply with certain design loadings, include 

structural analysis data sealed and signed by the qualified professional engineer 
who was responsible for their preparation.

C. Welder certificates signed by Contractor certifying that welders comply with 
requirements specified under the "Quality Assurance" Article.

1.5 QUALITY ASSURANCE

A. Fabricator Qualifications:  Firm experienced in producing steel stairs similar to those 
indicated for this Project with a record of successful in-service performance and with 
sufficient production capacity to produce required units without delaying the Work.

B. Installer Qualifications:  Arrange for steel stair installation specified in this Section by the 
same firm that fabricated them.

C. Engineer Qualifications:  A professional engineer legally authorized to practice in 
jurisdiction where Project is located and experienced in providing engineering services 
of the kind indicated that have resulted in the installation of metal stairs (including 



Manheim Township School District 055113-3
Manheim Township Middle School Metal Stairs
CRA Project No. 3064 COMPILATION SET – January 21, 2019

handrails and railing systems) similar to this Project in material, design, and extent and 
that have a record of successful in - service performance.

D. Welding Standards:  Comply with applicable provisions of AWS D1.1 "Structural 
Welding Code - Steel" and AWS D1.3 "Structural Welding Code - Sheet Steel."
1. Certify that each welder has satisfactorily passed AWS qualification tests for 

welding processes involved and, if pertinent, has undergone recertification.

1.6 COORDINATION

A. Coordinate installation of anchorages for metal stairs.  Furnish setting drawings, 
templates, and directions for installing anchorages, including sleeves, concrete inserts, 
anchor bolts, and items with integral anchors, that are to be embedded in concrete or 
masonry.  Deliver such items to Project site in time for installation.

PART 2  - PRODUCTS

2.1 FERROUS METALS

A. Metal Surfaces, General:  For surfaces exposed to view in the completed Work, provide 
materials selected for their surface flatness, smoothness, and freedom from surface 
blemishes.  Do not use materials with exposed pitting, seam marks, roller marks, rolled 
trade names, roughness, or, for steel sheet, variations in flatness exceeding those 
permitted by referenced standards for stretcher - leveled sheet.

B. Steel Plates, Shapes, and Bars:  ASTM A 36.

C. Steel Tubing:  Product type (manufacturing method) and as follows:
1. Cold - Formed Steel Tubing:  ASTM A 500.

D. Steel Pipe:  ASTM A 53, standard weight (schedule 40), unless otherwise indicated, or 
another weight required by structural loads.
1. Black finish, unless otherwise indicated.

E. Uncoated Steel Sheet:  Commercial quality, product type (method of manufacture) as 
follows:
1. Cold - Rolled Steel Sheet:  ASTM A 366.
2. Hot - Rolled Steel Sheet:  ASTM A 569.

F. Welding Rods and Bare Electrodes:  Select according to AWS specifications for the 
metal alloy to be welded.

2.2 FASTENERS

A. General:  Provide plated fasteners complying with ASTM B 633, Class Fe/Zn 25 for 
electrodeposited zinc coating, for exterior use or where built into exterior walls.  Select 
fasteners for the type, grade, and class required.

B. Bolts and Nuts:  Regular hexagon-head type, ASTM A 307, Grade A, with hex nuts, 
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ASTM A 563, and, where indicated, flat washers.

C. Machine Screws:  ANSI B18.6.3.

D. Lag Bolts:  ANSI B18.2.1.

E. Plain Washers:  Round, carbon steel, ANSI B18.22.1.

F. Lock Washers:  Helical, spring type, carbon steel, ANSI B 18.21.1.

G. Expansion Anchors:  Anchor bolt and sleeve assemblies of material indicated below with 
capability to sustain, without failure, a load equal to 6 times the load imposed when 
installed in unit masonry and equal to 4 times the load imposed when installed in 
concrete as determined by testing per ASTM E 488 conducted by a qualified 
independent testing agency.
1. Material:  Carbon steel components zinc - plated to comply with ASTM B 633, 

Class Fe/Zn 5.
2. Material:  Group 1 alloy 304 or 316 stainless - steel bolts and nuts complying 

with ASTM F 593 and ASTM F 594.

2.3 ABRASIVE NOSINGS

A. Extruded Units:  Aluminum units with abrasive filler consisting of aluminum oxide, silicon 
carbide, or a combination of both, in an epoxy-resin binder.  Fabricate units in lengths 
necessary to accurately fit openings or conditions.
1. Manufacturers:  Subject to compliance with requirements, available 

manufacturers offering products that may be incorporated into the Work include, 
but are not limited to, the following:

a. ACL Industries, Inc.
b. American Safety Tread Co., Inc.
c. Armstrong Products, Inc.
d. Balco Inc.
e. Wooster Products Inc.

2. Provide ribbed units, with abrasive filler strips projecting 1/16 inch above 
aluminum extrusion.

B. Provide anchors for embedding units in concrete, either integral or applied to units, as 
standard with manufacturer.

C. Apply clear lacquer to concealed surfaces of extruded units set into concrete.

2.4 PAINT

A. Shop Primer for Ferrous Metal:  Fast-curing, lead- and chromate-free, universal 
modified-alkyd primer complying with performance requirements of FS TT-P-664, 
selected for good resistance to normal atmospheric corrosion, compatibility with finish 
paint systems indicated, and capability to provide a sound foundation for field-applied 
topcoats despite prolonged exposure.
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B. Bituminous Paint:  Cold-applied asphalt mastic complying with SSPC-Paint 12, except 
containing no asbestos fibers.

2.5 GROUT

A. Nonshrink, Nonmetallic Grout:  Factory-packaged, nonstaining, noncorrosive, 
nongaseous grout complying with ASTM C 1107.  Provide grout specifically 
recommended by manufacturer for interior and exterior applications.

B. Available Products:  Subject to compliance with requirements, products that may be 
incorporated in the Work include, but are not limited to, the following:
1. Nonshrink, Nonmetallic Grouts:

a. B-6 Construction Grout; W. R. Bonsal Co.
b. Euco N-S Grout; Euclid Chemical Co.
c. Five Star Grout; Five Star Products.
d. Masterflow 928 and 713; Master Builders Technologies, Inc.
e. Sealtight 588 Grout; W. R. Meadows, Inc.
f. Sonogrout 14; Sonneborn Building Products--ChemRex, Inc.

2.6 CONCRETE FILL AND REINFORCING MATERIALS

A. Concrete Materials and Properties:  Comply with requirements of Division 3 Section 
"Cast – in - Place Concrete" for normal - weight, ready - mixed concrete with a minimum 
28-day compressive strength of 2,500 psi, unless higher strengths indicated.

B. Reinforcing Bars:  ASTM A 615, Grade 60, unless otherwise indicated.

2.7 FABRICATION, GENERAL

A. Form steel stairs from materials of size, thickness, and shapes indicated, but not less 
than that needed to comply with performance requirements indicated.  Work to 
dimensions indicated or accepted on shop drawings, using proven details of fabrication 
and support.

B. Form exposed work true to line and level with accurate angles and surfaces and straight 
sharp edges.

C. Shear and punch metals cleanly and accurately.

D. Remove sharp or rough areas on exposed surfaces.

E. Ease exposed edges to a radius of approximately 1/32 inch, unless otherwise indicated.  
Form bent-metal corners to smallest radius possible without causing grain separation or 
otherwise impairing work.

F. Weld corners and seams continuously to comply with the following:
1. Use materials and methods that minimize distortion and develop strength and 

corrosion resistance of base metals.
2. Obtain fusion without undercut or overlap.
3. Remove welding flux immediately.
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4. At exposed connections, finish exposed welds and surfaces smooth and blended 
so that no roughness shows after finishing, and welded surface matches 
contours of adjoining surfaces.

G. Form exposed connections with hairline joints, flush and smooth, using concealed 
fasteners wherever possible.  Use exposed fasteners of type indicated or, if not 
indicated, Phillips flat-head (countersunk) screws or bolts.  Locate joints where least 
conspicuous.

H. Shop Assembly:  Preassemble in shop to greatest extent possible to minimize field 
splicing and assembly.  Use connections that maintain structural value of joined pieces.  
Clearly mark units for field assembly and coordinated installation.

I. Fabricate joints that will be exposed to weather in a manner to exclude water, or provide 
weep holes where water may accumulate.

2.8 STEEL-FRAMED STAIRS

A. General:  Construct stairs to conform to sizes and arrangements indicated.  Join pieces 
together by welding, unless otherwise indicated.  Provide complete stair assemblies, 
including metal framing, hangers, columns, handrails, railing systems, newels, balusters, 
struts, clips, brackets, bearing plates, or other components necessary for the support of 
stairs and platforms, and as required to anchor and contain the stairs on the supporting 
structure.
1. NAAMM Stair Standard:  Comply with "Recommended Voluntary Minimum 

Standards for Fixed Metal Stairs" in NAAMM "Metal Stair Manual" for class of 
stair designated, except where more stringent requirements are indicated.

a. Commercial class, unless otherwise indicated.

B. Stair Framing:  Fabricate stringers of structural steel channels, plates, or a combination 
thereof, as indicated.  Provide closures for exposed ends of stringers.  Construct 
platforms of structural steel channel headers and miscellaneous framing members as 
indicated.  Bolt or weld headers to stringers; and bolt or weld newels and framing 
members to stringers and headers.  If using bolts, fabricate and join so bolts are not 
exposed on finish surfaces.
1. Where masonry walls support steel stairs, provide temporary supporting struts 

designed for erecting steel stair components before installing masonry.

C. Metal Pan Risers, Subtreads, and Subplatforms:  Shape metal pans for risers and 
subtreads to conform to configuration shown.  Provide thicknesses of structural steel 
sheet for metal pans indicated, but not less than that required, to support total design 
loading.
1. Form metal pans of uncoated cold-rolled steel sheet, unless otherwise indicated.
2. Attach risers and subtreads to stringers with brackets made of steel angles or 

bars.  Weld brackets to stringers and attach metal pans to brackets by welding, 
riveting, or bolting.

3. Shape metal pans to include nosing integral with riser.
4. Provide subplatforms of configuration and construction indicated; if not indicated, 

of same metal as risers and subtreads, in thicknesses required to support design 
loading.  Attach subplatform to platform framing members with welds.
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2.9 STEEL PIPE HANDRAILS AND TUBE/PIPE RAILING SYSTEMS

A. General:  Fabricate pipe handrails and railing systems to comply with requirements 
indicated for design, dimensions, details, finish, and member sizes, including wall 
thickness of pipe, post spacings, and anchorage, but not less than that required to 
support structural loads.

B. Interconnect railing and handrail members by butt-welding or welding with internal 
connectors, at fabricator's option, unless otherwise indicated.
1. At tee and cross intersections, cope ends of intersecting members to fit contour 

of pipe to which end is joined, and weld all around.

C. Form changes in direction of handrails and rails as follows:
1. By bending.

D. Form simple and compound curves by bending pipe in jigs to produce uniform curvature 
for each repetitive configuration required; maintain cylindrical cross section of pipe 
throughout entire bend without buckling, twisting, cracking, or otherwise deforming 
exposed surfaces of pipe.

E. Provide wall returns at ends of wall-mounted handrails, unless otherwise indicated.

F. Close exposed ends of pipe by welding 3/16-inch-thick steel plate in place or with 
prefabricated fittings, except where clearance of end of pipe and adjoining wall surface 
is 1/4 inch or less.

G. Brackets, Flanges, Fittings, and Anchors:  Provide wall brackets, end closures, flanges, 
miscellaneous fittings, and anchors for interconnections of pipe and attachment of 
handrails and railing systems to other work.  Furnish inserts and other anchorage 
devices for connecting handrails and railing systems to concrete or masonry work.
1. Connect railing posts to stair framing by direct welding, unless otherwise 

indicated.

H. Fillers:  Provide steel sheet or plate fillers of thickness and size indicated or required to 
support structural loads of handrails where needed to transfer wall bracket loads 
through wall finishes to structural supports.  Size fillers to suit wall finish thicknesses.  
Size fillers to produce adequate bearing to prevent bracket rotation and overstressing of 
substrate.

I. For nongalvanized steel handrails and railing systems, provide nongalvanized ferrous 
metal fittings, brackets, fasteners, and sleeves, except galvanize anchors embedded in 
exterior masonry and concrete construction.

2.10 FINISHES

A. General:  Finish metal stairs after assembly.
1. Comply with NAAMM "Metal Finishes Manual" for recommendations on 

application and designations of finishes.

B. Preparation for Shop Priming:  Prepare uncoated ferrous metal surfaces to comply with 
minimum requirements indicated below for SSPC surface preparation specifications and 
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environmental exposure conditions of installed units:
1. Interiors (SSPC Zone 1A):  SSPC SP 3 "Power Tool Cleaning."

C. Apply shop primer to uncoated surfaces, or those to be embedded in concrete, sprayed 
- on fireproofing, or masonry, unless otherwise indicated.  Comply with requirements of 
SSPC-PA 1 "Paint Application Specification No. 1" for shop painting.
1. Stripe paint corners, crevices, bolts, welds, and sharp edges.

PART 3 - EXECUTION

3.1 PREPARATION

A. Coordinate and furnish anchorages, setting drawings, diagrams, templates, instructions, 
and directions for installing anchorages, including concrete inserts, weld plates, and 
anchor bolts.  Coordinate delivery of such items to Project site.

3.2 INSTALLATION, GENERAL

A. Fastening to In-Place Construction:  Provide anchorage devices and fasteners where 
necessary for securing steel stairs to in-place construction; include threaded fasteners 
for concrete and masonry inserts, through-bolts, lag bolts, and other connectors as 
required.

B. Cutting, Fitting, and Placement:  Perform cutting, drilling, and fitting required for 
installing steel stairs.  Set units accurately in location, alignment, and elevation; with 
edges and surfaces level, plumb, true, and free of rack; and measured from established 
lines and levels.

C. Install steel stairs by welding stair framing to steel structure or to weld plates cast into 
concrete, except where otherwise indicated.

D. Provide temporary bracing or anchors in formwork for items that are to be built into 
concrete, masonry, or similar construction.

E. Fit exposed connections accurately together to form hairline joints.  Weld connections 
that are not to be left as exposed joints but cannot be shop-welded because of shipping 
size limitations.  Do not weld, cut, or abrade the surfaces of exterior units that have been 
hot-dip galvanized after fabrication and are intended for bolted field connections.

F. Field Welding:  Comply with the following requirements:
1. Use materials and methods that minimize distortion and develop strength and 

corrosion resistance of base metals.
2. Obtain fusion without undercut or overlap.
3. Remove welding flux immediately.
4. At exposed connections, finish exposed welds and surfaces smooth and blended 

so that no roughness shows after finishing and welded surface matches contours 
of adjoining surfaces.

G. Corrosion Protection:  Coat concealed surfaces of aluminum that will come into contact 
with concrete or dissimilar metals with a heavy coat of bituminous paint.
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3.3 INSTALLING STEEL PIPE RAILINGS AND HANDRAILS

A. Adjust handrails and railing systems prior to anchoring to ensure matching alignment at 
abutting joints.  Space posts at spacing indicated or, if not indicated, as required by 
design loadings.  Plumb posts in each direction.  Secure posts and railing ends to 
building construction as follows:
1. Anchor posts to steel by welding directly to steel supporting members.
2. Anchor handrail ends into concrete and masonry with steel round flanges welded 

to rail ends and anchored into wall construction with drilled-in expansion anchors.

B. Secure handrails to wall with wall brackets and end fittings.  Provide bracket with 
1-1/2-inch clearance from inside face of handrail and finished wall surface.  Locate 
brackets as indicated or, if not indicated, at spacing required to support structural loads.  
Secure wall brackets and wall return fittings to building construction as follows:
1. Use type of bracket with flange tapped for concealed anchorage to threaded 

hanger bolt.
2. For concrete and solid masonry anchorage, use drilled-in expansion anchor.
3. For hollow masonry anchorage, use toggle bolts having square heads.

3.4 ADJUSTING AND CLEANING

A. Touchup Painting:  Immediately after erection, clean field welds, bolted connections, 
and abraded areas of shop paint, and paint exposed areas with same material as used 
for shop painting to comply with SSPC-PA 1 requirements for touching up field-painted 
surfaces.
1. Apply by brush or spray to provide a minimum dry film thickness of 2.0 mils.

END OF SECTION 055113
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SECTION 055200 – HANDRAILS AND RAILINGS 
 
 
PART 1 GENERAL  
 
1.1 RELATED DOCUMENTS 
 

A. The provisions of the General Conditions, Supplementary Conditions, and 
the 

Sections included under Division 1, General Requirements, are included as 
a part of this Section as though bound herein. 

 
1.2 SUMMARY 
 

A. Provide labor, materials, services, and equipment necessary for complete 
installation of the following items: 
1. Steel handrails and railings. 

 
B. Related Work Specified Elsewhere 

1. Section 03300 - Cast-in-Place Concrete: For post-installed anchors. 
2. Section 04080 - Masonry Accessories: For post-installed anchors. 
3. Section 09910 - Paints. 

 
1.3 SYSTEM DESCRIPTION 
 

A. General:  In engineering handrail and railing systems to withstand structural 
loads indicated, determine allowable design working stresses of railing 
materials based on the following: 
1.  Cold-Formed Structural Steel: AISI SG-673, Part I, "Specification for 

the design of Cold-Formed Steel Structural Members." 
2. Aluminum: AA 30, "Specifications for Aluminum Structures." 

 
B. Loads on handrails and guardrails:  All required handrails and guardrails 

shall be designed and constructed to the structural loading conditions in 
Section 4.4 of ASCE 7 — 95: Minimum Design Loads for Buildings and Other 
Structures. 

 
1.4 SUBMITTALS 
 

A. Product data for mechanically connected handrails and railing systems, each 
kind of fitting, grout, anchoring cement, and paint products 

 

B. Shop drawings showing fabrication and installation of handrails and 
railing systems including plans, elevations sections, details of 
components, and attachments to other units of work. 

 
1. For installed handrails and railings indicated to comply with 

design loads, include  structural  analysis  data  signed  and  
sealed  by  the  qualified professional engineer responsible for 
their preparation. 
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1.5 QUALITY ASSURANCE 
 

A. Engineer Qualifications: Professional engineer legally authorized to 
practice in the jurisdiction where Project is located and 
experienced in providing engineering services of the kind indicated 
for handrails and railing systems similar to this Project in material, 
design, and extent, and that have a record of successful in-
service performance.  

 
1.6 STORAGE 
 

A. Store handrails and railings in a dry, well ventilated, weather tight 
place. 

 
1.7 PROJECT CONDITIONS 
 

A. Field Measurements:  Where handrails and railing systems are 
indicated to fit to other construction, check actual dimensions of other 
construction by accurate field measurements on final shop drawings.   
Coordinate fabrication schedule with construction progress to avoid 
delaying the Work. 

 
1.8 COORDINATION 
 

A. Coordinate installation of anchorages for handrails and railings.   
Furnish setting drawings, templates, and directions for installing 
anchorages, including sleeves, concrete inserts, anchor bolts, 
and items with integral anchors, that are to be embedded in 
concrete or masonry.   Deliver such items to project site in time for 
installation.  

 
1.9 SEQUENCING AND SCHEDULING 
 

A. Mount handrails only on completed walls.  Do not support handrails 
temporarily by any means not satisfying structural performance 
requirements. 

 
B. Mount handrails on plaster or gypsum board assemblies only where 

reinforced to receive anchors and where the location of concealed 
reinforcements has been clearly marked for benefit of Installer. 

 
 
PART 2 PRODUCTS 
  
2.01 METALS 
 

A. General:  Provide  metal free from  pitting,  seam  marks,  roller marks,  
stains, discolorations, and other imperfections where exposed to view on 
finished units. 

 
B. Steel and Iron: Provide steel and iron in the form indicated, complying 

with the following requirements: 
1. Steel Pipe: ASTM A 53; finish, type, and weight class as follows: 

a. Black finish, unless otherwise indicated. 
b. Galvanized finish for exterior installations and where indicated. 
c.  Type F or Type S, Grade A, standard weight (Schedule 40), 

unless another grade and weight are required by structural 
loads. 
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2. Steel Tubing: Cold-formed steel tubing, ASTM A 500, Grade A, 
unless another grade is required by structural loads. 

3. Steel Plates, Shapes, and Bars: ASTM A 36. 
4. Iron Castings: Gray iron complying with ASTM A 48, Class 30. 

 
C.  Aluminum: Alloy and temper recommended by aluminum producer and 

finisher for type of use and finish indicated, and with not less than the 
strength and durability properties of alloy and temper designated below for 
each aluminum form required. 

 1. Extruded Bar and Tube: ASTM B 221 (ASTM B 221M), alloy 6063-T51 
T52. 

2. Plate and Sheet ASTM B 209 (ASTM B 209M), alloy 6061-T6. 
3. Die and Hand Forgings: ASTM B 247 (ASTM B 247M), alloy 6061-T6. 
4. Castings: ASTM B 26/B 26M, alloy A356-T6. 

 
D. Brackets, Flanges, and Anchors: Cast or formed metal of same type of 

material and finish as supported rails, unless otherwise indicated. 
 
2.02 GROUT AND ANCHORING CEMENT 
 

A. Nonshrink, Nonmetallic Grout:  Premixed, factory-packaged, nonstaining, 
Noncorrosive, nongaseous grout complying with ASTM C1107. Provide 
grout specifically recommended by manufacturer for interior and exterior 
applications of type specified in this Section.  

 
B.  Erosion Resistant Anchoring Cement: Factory-packaged, nonshrink, 

nonstaining, hydraulic controlled expansion cement formulation for mixing 
with water at Project site to create pourable anchoring, patching, and 
grouting compound.   Provide formulation that is resistant to erosion 
from water exposure without need for protection by a sealer or 
waterproof crating and is recommended for exterior use by manufacturer.  
1.  Product shall be Super Par-Rok; Minwax Construction Products Division.  
 

2,03 WELDING MATERIALS. FASTENERS, AND ANCHORS 
 

A. Welding Electrodes and Filler Metal: Provide type and alloy of 
filler metal and electrodes as recommended by producer of metal 
to be welded and as required for color match, strength, and 
compatibility in fabricated items.  

 
B.  Fasteners for Anchoring Handrails and Railings to Other 

Construction: Select fasteners of type, grade, and class required 
to produce connections suitable for anchoring handrails and railings 
to other types of construction indicated and capable of withstanding 
design loads.  
1. For steel handrails, railings, and fittings, use plated fasteners 

complying with ASTM B 633, Class Fe/Zn 25 for 
electrodeposited zinc coating. 

2. For aluminum handrails and railings, use fasteners fabricated 
from Type 304 or Type 316 stainless steel. 

3. For stainless steel handrails and railings, use fasteners 
fabricated from Type 304 or Type 316 stainless steel. 

 
C.  Fasteners for Interconnecting Handrail and Railing Components: 

Use fasteners fabricated from same basic metal as fastened metal, 
unless otherise indicated.  Do not use metals that are corrosive or 
incompatible with materials joined.  Provide  concealed  fasteners  
for  interconnecting  handrail  and  railing components and for 
attaching them to other work, unless otherewise indicated.  Cast-
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In-Place Anchors: Anchors of type indicated below, fabricated from 
corrosion resistant materials with capability to sustain, without failure, 
a load equal to 6 times the load imposed when installed in unit 
masonry and equal to 4 times the load imposed when installed in 
concrete, as determined by testing per ASTM E 488 conducted by 
a qualified independent testing agency. Cast-in-place anchors.  

 
2.04 PAINT 
 

A. Shop Primers: Provide primers to comply with applicable 
requirements in Section 09910 - Paints. 

 
B.  Bituminous Paint: Cold applied asphalt mastic complying with SSPC-

Paint 12, 
except containing no asbestos fibers, or cold applied asphalt 
emulsion complying with ASTM D 1187. 

 
 
2.05 STEEL HANDRAILS AND RAILINGS 

 
A. Fabricate pipe railings to dimensions and details shown with 
smooth bends and welded joints ground smooth and flush. Where 
details are not shown, use 1-1/4 inch minimum  nominal  
diameter,1.66  inch  O.D. to 1-112  inch  maximum  nominal diameter, 
1.90 inch O.D. standard weight steel pipe. 
 

 
B. Close exposed ends of pipe by welding 3/16 inch thick steel plate in place 

or by use of prefabricated fittings. 
 
 
2.06 FINISHES, GENERAL 
 

A.  Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal 
Products” for recommendations for applying and designating finishes. 

 
2.07 STEEL FINISHES 
 

A. Galvanized  Handrails and  Railings:  Hot-dip galvanize exterior steel  
and  iron handrails and railings to comply with ASTM A 123. Hot-dip 
galvanize hardware for exterior steel and iron handrails and railings to comply 
with ASTM A 153/A 153M.  

 
B.   Fill vent and drain holes that will be exposed in finished Work, unless 

indicated to remain as weep holes, by plugging with zinc solder and filing off 
smooth.  

 
C.  For  galvanized  handrails  and  railings,  provide  galvanized  fittings,  

brackets, fasteners, sleeves, and other ferrous components. 
 

E.  Preparation for Shop Priming: After galvanizing, thoroughly clean 
handrails and railings of grease, dirt, oil, flux, and other foreign matter, 
and treat with metallic phosphate process. 

 
F.  Preparation for Shop Priming: Prepare uncoated ferrous metal surfaces 

to comply with  minimum  requirements  indicated  below  for  SSPC  
surface  preparation specifications and environmental exposure 
conditions of installed handrails and railings. 



HANDRAILS AND RAILINGS 055200-5 
  
 
 
 

1. SSPC-SP 3 "Power Tool Cleaning." 
 
2.08 ALUMINUM FINISHES 
 

A.  Finish designations prefixed by AA comply with system established by the 
Aluminum Association for designating aluminum finishes. 

 
B. Class 1, Clear Anodic Finish: AA-MN12C22A41 (Mechanical Finish: 
nonspecular as fabricated; Chemical Finish: etched, medium matte; 
Anodic Coating: Architectural Class I, clear coating 0.018 mm or thicker) 
complying with AAMA 607. 
 

2.09 FABRICATION 
 

A. General: Fabricate handrails and railings to comply with requirements 
indicated for design, dimensions, member sizes and spacing, 
details, finish, and anchorage, but not less than that required to 
support structural loads.  

 
B.  Assemble handrails and railings in the shop to greatest extent 

possible to minimize field splicing and assembly.  Disassemble units 
only as necessary for shipping and handling limitations. Clearly mark 
units for reassembly and coordinated installation. Use connections that 
maintain structural value of joined pieces.  

 
C. Interconnect railing and handrail members by butt-welding or welding 

with internal connectors, at fabricators option, unless otherwise 
indicated. 
1. At tee and cross intersections, provide coped joints. 
2. At bends, interconnect members by means of prefabricated 

elbow fittings or flush radius bends, as applicable, of radiuses 
indicated. 

3. Form bends by use of prefabricated elbow fittings and radius  
bends or by bending members at fabricators option. 

 
D.  Form simple and compound curves by bending members in jigs to 

produce uniform curvature for each repetitive configuration required; 
maintain cylindrical cross-section of pipe throughout entire bend 
without buckling, twisting, or otherwise deforming exposed surfaces 
of handrail and railing components.  

 
E. Welded Connections: Fabricate handrails and railings for connecting 

members by welding. Cope components at perpendicular and skew 
connections to provide close fit, or use fittings designed for this 
purpose.   Weld connections continuously to 
comply with the following: 
1. Use materials and methods that minimize distortion and 

develop strength and corrosion resistance of base metals. 
2. Obtain fusion without undercut or overlap. 
3. Remove flux immediately. 
4. At exposed connections, finish exposed surfaces smooth and 

blended so no roughness shows after finishing and welded 
surface matches contours of adjoining surfaces.  

 
F.  Nonwelded Connections: Fabricate handrails and railings by 

connecting members with concealed mechanical fasteners and 
fittings,  unless otherwise indicated. Fabricate members and fittings 
to produce flush, smooth, rigid, hairline joints.  
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G.  Provide inserts and other anchorage devices for connecting handrails 

and railings to concrete or masonry work.  Fabricate anchorage 
devices capable of withstanding loads imposed by handrails and 
railings. Coordinate anchorage devices with supporting structure. 

 
H. Provide wall returns at ends of wall-mounted handrails, except where 

otherwise indicated. Close ends of railing.  
 
I.   Brackets, Flanges, Fittings, and Anchors:   Provide wall brackets, end 

closures, flanges,  miscellaneous fittings,  and  anchors for 
interconnections of pipe and attachment of railings and handrails to 
other work.   Furnish inserts and other anchorage devices for 
connecting railings and handrails to concrete or masonry work.  
1. Wall Bracket (located at ramps, passageways, aisles, and corridors) 

a. Acceptable Malleable Iron Wall Brackets (Steel Handrails) 
1) "382" by Julius Blum & Co., Carlstadt, New Jersey 
2) "1765" by R&B Wagner Inc., Butler, Wisconsin 
3) "4596" by J.G. Braun Co., Skokie, Illinois 

b. Acceptable Aluminum Wall Brackets (Aluminum Handrails) 
1) "384" by Julius Blum & Co., Carlstadt, New Jersey 
2) "1767" by R&B Wagner Inc., Butler, Wisconsin 
3) "4579" by J.G. Braun Co., Skokie, Illinois 

2. Wall Bracket (located at stairways) 
a. Acceptable Malleable Iron Wall Brackets (Steel Handrails) 

1) "306" by Julius Blum & Co., Carlstadt, New Jersey 
2) "1770" by R&B Wagner Inc., Butler, Wisconsin 
3) "4549" by J.G. Braun Co., Skokie, Illinois 

b. Acceptable Aluminum Wall Brackets (Aluminum Handrails) 
1) "316A" by Julius Blum & Co., Carlstadt, New Jersey 
2) "1772" by R&B Wagner Inc., Butler, Wisconsin 
3) "4494" by J.G. Braun Co., Skokie, Illinois 

 
J. Shear and punch metals cleanly and accurately.  Remove burrs 

from exposed cut edges. 
 
K. Ease exposed edges to a radius of approximately 1/32 inch, 

unless otherwise indicated. Form bent metal corners to smallest radius 
possible without causing grain separation or otherwise impairing the Work. 

 
L.  Cut, reinforce, drill, and tap components, as indicated, to receive finish 

hardware, screws. and similar items. 
 
M.  Provide weep holes or another means to drain entrapped water in hollow 

sections of handrail and railing members that are exposed to exterior 
or to moisture from condensation or other sources. 

 
N. Fabricate joints that will be exposed to weather in a watertight manner. 
 
0. Stair Railings and Handrails: Comply with applicable requirements 

specified elsewhere in this Section for steel pipe railings and handrails,and 
as follows. 
1. Railings may be bent at corners, rail returns, and wall 

returns, instead of using prefabricated fittings. 
2. Connect railing posts to stair framing by direct welding, 

unless otherwise indicated. 
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PART 3 EXECUTION 
 
3.01 INSTALLATION, GENERAL 
 

A. Fit exposed connections together to form tight, hairline joints. 
 

B. Perform cutting, drilling, and fitting required to install handrails and 
railings.  Set handrails and railings accurately in location, 
alignment, and elevation; measured from established lines and levels 
and free from rack. 
1. Do not weld, cut, or abrade surfaces of handrail and railing 

components that have been coated or finished after fabrication 
and that are intended for field connection by mechanical or 
other means without further cutting or fitting. 

2. Set posts plumb within a tolerance of 1/16 inch in 3 feet. 
 
3. Align rails so variations from level for horizontal members and 

from parallel with rake of steps and ramps for sloping members 
do not exceed 114 inch in 12 feet.  

C.  Corrosion Protection: Coat concealed surfaces of aluminum that will 
be in contact with grout, concrete, masonry, wood, or dissimilar 
metals with a heavy coat of bituminous paint.  

 
D.  Adjust handrails and railings before anchoring to ensure matching 

alignment at abutting joints.  Space posts at interval indicated, but 
not less than that required by structural loads.  

 
E. Fastening to In-Place Construction: Use anchorage devices and 

fasteners where necessary for securing handrails and railings and 
for properly transferring loads to in-place construction. 

 
3.02 RAILING CONNECTIONS 
 

A. Nonwelded  Connections:  Use  mechanical  or adhesive joints 
for permanently connecting railing components. Use wood blocks 
and padding to prevent damage to railing members and fittings. Seal 
recessed holes of exposed locking screws using plastic cement filler 
colored to match finish of handrails and railings. 

 
B. Welded Connections: Use fully welded joints for permanently 

connecting railing components.   Comply with requirements for 
welded connections in "fabrication" Article whether welding is 
performed in the shop or in the field. 

3.03 ANCHORING POSTS 
 

A.  Form or core drill holes not less than 5 inches deep and 3/4 inch larger 
than OD of post for installing posts in concrete. Clean holes of loose 
material, insert posts, and fill annular space between post and concrete 
with the following anchoring material, mixed  and  placed  to  comply with  
anchoring  material  manufacturer's written instructions:  
1. Nonshrink, nonmetallic grout. 

 
B.  Leave anchorage joint exposed; wipe off surplus anchoring material; and 

leave 1/8 inch build-up, sloped away from post. 
 

C.  Anchor posts to metal surfaces with oval flanges, angle type, or floor type 
as required by conditions, connected to posts and to metal supporting 
members as follows: 
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1.  For steel pipe railings, weld flanges to post and bolt to metal 
supporting surfaces. 

 
3.04 ANCHORING RAILING ENDS 
 

A. Anchor railing ends into concrete and masonry with round flanges 
connected to railing ends and anchored into wail construction with 
postinstalled anchors and bolts. 

 
B. Anchor railing ends to metal surfaces with flanges bolted to metal 

surfaces. 
1. Weld flanges to railing ends for steel pipe railings. 
2. Connect flanges to railing ends using nonwelded connections. 

 
3.05 ATTACHING HANDRAILS TO WALLS 
 

A. Attach handrails to walls with wall brackets. 
 

B.  Locate brackets as indicated or, if not indicated, at spacing required to 
support structural loads. 

 
C. Secure wall brackets to building construction as follows: 

1. For concrete and solid masonry anchorage, use drilled-in 
expansion shields and hanger or lag bolts. 

2. For hollow masonry anchorage, use toggle bolts. 
3.  For steel framed gypsum board assemblies, use hanger or lag bolts 

set into wood backing between studs.   Coordinate with stud 
installation to locate backing members. 

 
3.06 CLEANING 
 

A. Clean aluminum and stainless steel by washing thoroughly with 
clean water and soap and rinsing with clean water. 

 
B. Touchup Painting: Cleaning and touchup painting of field welds, bolted 

connections, and abraded areas of shop paint are specified in Section 
09910 - Paints. 

 
C. Galvanized Surfaces: Clean field welds, bolted connections, and 

abraded areas and repair galvanizing to comply with ASTM A 780. 
 
 
END OF SECTION 
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SECTION 061000 - ROUGH CARPENTRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and Part I - GENERAL PROVISIONS, Part II - TECHNICAL 
REQUIREMENTS, Division 0 Bidding and Contract Requirements, including 
Supplemental General Provisions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Sheathing. 
2. Wood nailers and blocking. 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 

1. Section 06402 "Interior Architectural Woodwork.” 
2. Section 09255 "Gypsum Board Assemblies.” 

1.3 DEFINITIONS 

A. Rough carpentry includes carpentry work not specified as part of other Sections and 
generally not exposed, unless otherwise specified. 

1.4 SUBMITTALS 

A. General:  Submit the following in accordance with Conditions of the Contract. 

B. Product Data for the following products: 

1. Construction adhesives. 

C. Testing Laboratory Qualifications:  To qualify for acceptance, an independent testing 
laboratory shall demonstrate to Engineer's satisfaction, based on evaluation of 
laboratory-submitted criteria conforming to ASTM E 699, that it has the experience and 
capability to conduct satisfactorily the testing indicated without delaying the progress of 
the work. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Delivery and Storage:  Keep materials under cover and dry.  Protect against exposure 
to weather and contact with damp or wet surfaces.  Stack lumber as well as plywood 
and other panels; provide for air circulation within and around stacks and under 
temporary coverings including polyethylene and similar materials. 

PART 2 - PRODUCTS 

2.1 LUMBER, GENERAL 

A. Lumber Standards:  Furnish lumber manufactured to comply with PS 20 "American 
Softwood Lumber Standard" and with applicable grading rules of inspection agencies 
certified by American Lumber Standards Committee's (ALSC) Board of Review. 

B. Inspection Agencies:  Inspection agencies and the abbreviations used to reference 
them with lumber grades and species include the following: 

1. NLGA - National Lumber Grades Authority (Canadian). 
2. SPIB - Southern Pine Inspection Bureau. 
3. WWPA - Western Wood Products Association. 

C. Grade Stamps:  Provide lumber with each piece factory-marked with grade stamp of 
inspection agency evidencing compliance with grading rule requirements and 
identifying grading agency, grade, species, moisture content at time of surfacing and 
mill. 

D. Nominal sizes are indicated, except as shown by detail dimensions.  Provide actual 
sizes as required by PS 20, for moisture content specified for each use. 

1. Provide dressed lumber, S4S, unless otherwise indicated. 
2. Provide seasoned lumber with 19 percent maximum moisture content at time of 

dressing and shipment for sizes 2" or less in nominal thickness, unless otherwise 
indicated. 

2.2 DIMENSION LUMBER 

A. For light framing (2 to 4 inches thick, 2 to 4 inches wide), provide the following grade 
and species: 

1. Southern Pine graded under SPIB rules. 
2. Spruce-Pine-Fir graded under NLGA rules. 
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B. For structural light framing (2 to 4 inches thick, 2 to 4 inches wide), provide the 
following grade and species: 

1. Same species as indicated for structural framing grade under SPIB, NLGA or 
WWPA fules. 

2.3 BOARDS 

A. Exposed Boards:  Where boards will be exposed in the finished work, provide the 
following: 

1. Where painted finish is indicated, provide "No. 1 Boards" per SPIB rules, "Select 
Merchantable Boards" per WCLIB rules or "No. 2 Common Boards & Better" per 
WWPA rules. 

B. Concealed Boards:  Where boards will be concealed by other work, provide lumber of 
19 percent maximum moisture content (S-DRY or KD-19) and of the following species 
and grade: 

1. Southern Pine "No. 2 Boards" per SPIB rules or any species graded 
"Construction Boards" or "No. 3 Common" per WCLIB or WWPA rules. 

2.4 MISCELLANEOUS LUMBER 

A. General:  Provide lumber for support or attachment of other construction including 
rooftop equipment curbs and support bases, cant strips, bucks, nailers, blocking, 
furring, grounds and similar members. 

B. Fabricate miscellaneous lumber from dimension lumber of sizes indicated and into 
shapes shown. 

C. Moisture Content:  19 percent maximum for lumber items not specified to receive wood 
preservative treatment. 

D. Grade:  "Standard" grade light-framing-size lumber of any species or board-size lumber 
as required.  "No. 3 Common" or "Standard" grade boards per WCLIB or WWPA rules 
or "No. 2 Boards" per SPIB rules. 

2.5 CONSTRUCTION PANELS, GENERAL 

A. Construction Panel Standards:  Comply with PS1 "U.S. Product Standard for 
Construction and industrial Plywood" for plywood construction panels and, for products 
not manufactured under PS 1 provisions, with APA PRP-108. 

B. Trademark:  Furnish construction panels that are each factory-marked with APA 
trademark evidencing compliance with grade requirements. 

2.6 CONSTRUCTION PANELS FOR BACKING 
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A. Plywood Backing Panels:  For mounting electrical or telephone equipment, provide fire-
retardant-treated plywood panels with grade designation, APA C-D PLUGGED 
EXPOSURE 1, in thickness indicated, or, if not otherwise indicated, not less than 
15/32". 

2.7 FASTENERS 

A. General:  Provide fasteners of size and type indicated that comply with requirements 
specified in this article for material and manufacture. 

1. Where rough carpentry is exposed to weather, in ground contact, or in area of 
high relative humidity, provide fasteners with a hot-dip zinc coating per ASTM A 
153 or of AISI Type 304 stainless steel. 

B. Nails, Wire, Brads and Staples:  FS FF-N-105. 

C. Power Driven Fasteners:  National Evaluation Report NER-272. 

D. Wood Screws:  ANSI B18.6.1. 

E. Lag Bolts:  ANSI B18.2.1. 

F. Bolts:  Steel bolts complying with ASTM A 307, Grade A; with ASTM A 563 hex nuts 
and where indicated, flat washers. 

2.8 MISCELLANEOUS MATERIALS 

A. Adhesives for Field Gluing Panels to Framing:  Formulation complying with APA AFG-
01 that is approved for use with type of construction panel indicated by both adhesive 
and panel manufacturer. 

2.9 PRESERVATIVE WOOD TREATMENT BY PRESSURE PROCESS 

A. General:  Where lumber or plywood is indicated as preservative-treated wood or is 
specified herein to be treated, comply with applicable requirements of AWPA 
Standards C2 (Lumber) and C9 (Plywood).  Mark each treated item with the AWPB or 
SPIB Quality Mark Requirements. 

B. Pressure-treat above-ground items with water-borne preservatives to a minimum 
retention of 0.25 pcf.  For interior uses, after treatment, kiln-dry lumber and plywood to 
a maximum moisture content, respectively, of 19 percent and 15 percent.  Treat 
indicated items and the following: 

1. Wood cants, nailers, curbs, equipment support bases, blocking and similar 
members in connection with roofing and flashing. 

2. Wood blocking, furring and similar concealed members in contact with masonry 
or concrete. 

C. Complete fabrication of treated items prior to treatment, where possible.  If cut after 
treatment, coat cut surfaces to comply with AWPA M4.  Inspect each piece of lumber 
or plywood after drying and discard damaged or defective pieces. 
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PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Discard units of material with defects that impair quality of rough carpentry construction 
and that are too small to use in fabricating rough carpentry with minimum joints or 
optimum joint arrangement. 

B. Set rough carpentry to required levels and lines, with members plumb and true to line 
and cut and fitted. 

C. Fit rough carpentry to other construction; scribe and cope as required for accurate fit.  
Correlate location of furring, nailers, blocking, grounds and similar supports to allow 
attachment of other construction. 

D. Securely attach rough carpentry work to substrate by anchoring and fastening as 
indicated. 

E. Countersink nail heads on exposed carpentry work and fill holes. 

F. Use common wire nails, unless otherwise indicated.  Use finishing nails for finish work. 
Select fasteners of size that will not penetrate members where opposite side will be 
exposed to view or will receive finish materials.  Make tight connections between 
members.  Install fasteners without splitting of wood; predrill as required. 

3.2 WOOD NAILERS AND BLOCKING 

A. Install wood nailers and blocking where shown and where required for screeding or 
attachment of other work.  Form to shapes as shown and cut as required for true line 
and level of work to be attached.  Coordinate location with other work involved. 

B. Attach substrates as required to support applied loading.  Countersink bolts and nuts 
flush with surfaces, unless otherwise indicated.  Build into masonry during installation 
of masonry work.  Where possible, anchor to formwork before concrete placement. 

C. Install permanent grounds of dressed, preservative treated, key-bevelled lumber not 
less than 1 1/2" wide and of thickness required to bring face of ground to exact 
thickness of finish material involved.  Remove temporary grounds when no longer 
required. 

3.3 WOOD FURRING 

A. Install plumb and level with closure strips at edges and openings.  Shim with wood as 
required for tolerance of finished work. 

B. Furring to Receive Plywood Paneling:  Install 1" x 3" furring at 2' o.c., horizontally and 
vertically.  Select furring for freedom from knots capable of producing bent-over nails 
and resulting damage to paneling. 

3.4 INSTALLATION OF CONSTRUCTION PANELS 
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A. General:  Comply with applicable recommendations contained in Form No. E30, "APA 
Design/Construction Guide - Residential & Commercial", for types of construction 
panels and applications indicated. 

B. Fastening Methods:  Fasten panels as indicated below: 

1. Plywood Backing Panels:  Nail to supports. 

END OF SECTION 



THERMAL INSULATION 072100-1  
  
 

SECTION 072100 - THERMAL INSULATION 

PART 1 – GENERAL 
 

1.1 RELATED DOCUMENTS 

A. Drawings, Division 0 - Bidding and Contract Requirements and Division 1 General 
Requirements apply to this Section.        

1.2 SUMMARY 

A. This Section includes the following: 

1. Insulation under slabs-on-grade. 
3. Concealed building insulation. 
4. Safing insulation. 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 
 
1. Division 4 Section "Unit Masonry" for insulation installed in cavity walls and 

masonry cells. 
2. Division 7 Section "Firestopping" for safing insulation. 
3. Division 7 Section "Single-Ply Membrane Roofing" for insulation specified as 

part of roofing construction. 
4. Division 9 Section indicated below for insulation installed as part of metal-

framed wall and partition assemblies: 
 
a. "Gypsum Board Assemblies." 

1.3 SUBMITTALS 

A. General:  Submit each item in this Article according to the Conditions of the Contract 
and Division 1 Specification Sections. 

B. Product Data for each type of insulation product specified. 

C. Product test reports from and based on tests performed by a qualified independent 
testing agency evidencing compliance of insulation products with specified 
requirements including those for thermal resistance, fire-test-response characteristics, 
water-vapor transmission, water absorption, and other properties, based on 
comprehensive testing of current products. 

D. Research or evaluation reports of the model code organization acceptable to 
authorities having jurisdiction that evidence compliance of foam-plastic insulations 
with building code in effect for Project. 
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1.4 QUALITY ASSURANCE 

A. Single-Source Responsibility for Insulation Products:  Obtain each type of building 
insulation from a single source with resources to provide products complying with 
requirements indicated without delaying the Work. 

B. Fire-Test-Response Characteristics:  Provide insulation and related materials with the 
fire-test-response characteristics indicated on Drawings or specified elsewhere in this 
Section as determined by testing identical products per test method indicated below 
by UL or another testing and inspecting agency acceptable to authorities having 
jurisdiction.  Identify materials with appropriate markings of applicable testing and 
inspecting agency. 

1. Surface-Burning Characteristics:  ASTM E 84. 
2. Fire-Resistance Ratings:  ASTM E 119. 
3. Combustion Characteristics:  ASTM E 136. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Protect insulation materials from physical damage and from deterioration by moisture, 
soiling, and other sources.  Store inside and in a dry location.  Comply with 
manufacturer's written instructions for handling, storing, and protecting during 
installation. 

B. Protect plastic insulation as follows: 

1. Do not expose to sunlight, except to extent necessary for period of installation 
and concealment. 

2. Protect against ignition at all times.  Do not deliver plastic insulating materials to 
Project site before installation time. 

3. Complete installation and concealment of plastic materials as rapidly as 
possible in each area of construction. 

PART 2 – PRODUCTS 
 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering insulation products that may be incorporated in the work include, but are not 
limited to, the following: 

1. Extruded-Polystyrene Board Insulation: (Cavity Wall) 

a. Amoco Foam Products Company. 
b. Dow Chemical Co. 
c. UC Industries, Inc.; Owens-Corning Co. 

2. Polyisocyanurate Board Insulation: (Roof Insulation) 

a. Johns Manville 
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b. NRG Barriers, Inc. 

3. Glass-Fiber Insulation:  

a. CertainTeed Corporation. 
b. Knauf Fiber Glass GmbH. 
c. Owens-Corning Fiberglas Corporation. 
d. Schuller International, Inc. 

                

2.2 INSULATING MATERIALS 

A. General:  Provide insulating materials that comply with requirements and with 
referenced standards. 

B. Extruded-Polystyrene Board Insulation:  Rigid, cellular polystyrene thermal insulation 
formed from polystyrene base resin by an extrusion process using 
hydrochlorofluorocarbons as blowing agent to comply with ASTM C 578 for type and 
with other requirements indicated below: 

1. Type IV, 1.60-lb/cu. ft. minimum density, unless otherwise indicated. 
2. Surface-Burning Characteristics:  Maximum flame-spread and smoke-

developed indices of 75 and 450, respectively. 
3. Recycled Content:  Not less than 50 percent blend of postconsumer and 

recovered polystyrene resins. 

C. Polyisocyanurate Board Insulation:  Rigid, cellular polyisocyanurate thermal insulation 
with core formed by using hydrochlorofluorocarbons as blowing agent and faced on 
both sides with aluminum foil to comply with referenced standards and with other 
requirements indicated below: 

1. Federal Standard:  FS HH-I-1972/1, Class 1 (nonreinforced core) or 2 
(reinforced core). 

2. ASTM Standard:  ASTM C 1289, Type I, Class 1 or 2. 
3. Surface-Burning Characteristics:  Maximum flame-spread and smoke-

developed indices of 75 and 450, respectively, based on tests performed on 
unfaced core on thicknesses up to 4 inches. 

4. Thermal Resistivity:  7.2 deg F x h x sq. ft./Btu x in. at 75 deg F. 
 

D. Unfaced, Flexible Glass-Fiber Sound Attenuation Insulation combining glass fibers 
with thermosetting resin binders to comply with ASTM C 665, Type I; or with ASTM E 
136, Type I. 

 

2.3 SAFING INSULATION AND ACCESSORIES 
 

A. Slag-Wool-Fiber Board Safing Insulation:  Semirigid boards designed for use as fire 
stop at openings between edge of slab and exterior wall panels, produced by 
combining slag-wool fibers with thermosetting resin binders to comply with ASTM 
C612, Type IA and IB; nominal density of 4 lb/cu. Ft.; passing ASTM E 136 for 
combustion characteristics; thermal resistivity of 4 deg F x h x sq. ft./BTU x in. at 75 
deg F. 
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B. Caulking Compound:  Material approved by manufacturer of safing insulation for 
sealing joint between foil backing of safing insulation and edge of concrete floor slab 
against penetration of smoke. 

 
C. Safing Clips:  Galvanized steel safing clips approved by manufacturer of saving 

insulation for holding safing insulation in place. 

2.4 VAPOR RETARDERS 

A. Polyethylene Vapor Retarder:  ASTM D 4397, 6 mils thick, with maximum permeance 
rating of 0.13 perm. 

B. Vapor-Retarder Tape:  Pressure-sensitive tape of type recommended by vapor 
retarder manufacturer for sealing joints and penetrations in vapor retarder. 

C. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

1. Reinforced-Polyethylene Vapor Retarders: 

a. DURA-SKRIM 6WW; Raven Industries, Inc. 
b. Griffolyn T-65; Reef Industries, Inc., Griffolyn Div. 

2.5 AUXILIARY INSULATING MATERIALS 

A. Adhesive for Bonding Insulation:  Product with demonstrated capability to bond 
insulation securely to substrates indicated without damaging insulation and 
substrates. 

2.6 INSULATION FASTENERS 

A. Adhesively Attached, Spindle-Type Anchors:  Plate welded to projecting spindle; 
capable of holding insulation, of thickness indicated, securely in position indicated 
with self-locking washer in place; and complying with the following requirements: 

1. Plate:  Perforated galvanized carbon-steel sheet, 0.030 inch thick by 2 inches 
square. 

2. Spindle:  Copper-coated low carbon steel, fully annealed, 0.105 inches in 
diameter, length to suit depth of insulation indicated. 

B. Insulation-Retaining Washers:  Self-locking washers formed from 0.016-inch- thick 
galvanized steel sheet, with beveled edge for increased stiffness, sized as required to 
hold insulation securely in place, but not less than 1-1/2 inches square or in diameter. 

1. Where spindles will be exposed to human contact after installation, protect ends 
with capped self-locking washers incorporating a spring steel insert to ensure 
permanent retention of cap. 

C. Anchor Adhesive:  Product with demonstrated capability to bond insulation anchors 
securely to substrates indicated without damaging insulation, fasteners, and 
substrates. 
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D. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

1. Adhesively Attached, Spindle-Type Anchors: 

a. TACTOO Insul-Hangers; AGM Industries, Inc. 
b. Spindle Type Gemco Hangers; Gemco. 

2. Insulation-Retaining Washers: 

a. RC150; AGM Industries, Inc. 
b. SC150; AGM Industries, Inc. 
c. Dome-Cap; Gemco. 
d. R-150; Gemco. 
e. S-150; Gemco. 

3. Anchor Adhesives: 

a. TACTOO Adhesive; AGM Industries, Inc. 
b. Tuff Bond Hanger Adhesive; Gemco. 
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PART 3 – EXECUTION 
 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with 
requirements of Sections in which substrates and related work are specified and to 
determine if other conditions affecting performance of insulation are satisfactory.  Do 
not proceed with installation until unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean substrates of substances harmful to insulations or vapor retarders, including 
removing projections capable of puncturing vapor retarders or that interfere with 
insulation attachment. 

3.3 INSTALLATION, GENERAL 

A. Comply with insulation manufacturer's written instructions applicable to products and 
application indicated. 

B. Install insulation that is undamaged, dry, unsoiled, and has not been exposed at any 
time to ice and snow. 

C. Extend insulation in thickness indicated to envelop entire area to be insulated.  Cut 
and fit tightly around obstructions and fill voids with insulation.  Remove projections 
that interfere with placement. 

D. Apply single layer of insulation to produce thickness indicated, unless multiple layers 
are otherwise shown or required to make up total thickness. 

3.4 INSTALLATION OF PERIMETER AND UNDER-SLAB INSULATION 

A. On vertical surfaces, set units in adhesive applied according to manufacturer's written 
instructions.  Use adhesive recommended by insulation manufacturer. 

B. Protect below-grade insulation on vertical surfaces from damage during backfilling by 
applying protection board.  Set in adhesive according to written instructions of 
insulation manufacturer. 

3.5 INSTALLATION OF CAVITY WALL INSULATION 

1. Refer to Division 4 Section “Unit Masonry”. 

3.6 INSTALLATION OF GENERAL BUILDING INSULATION 

A. Apply insulation units to substrates by method indicated, complying with 
manufacturer's written instructions.  If no specific method is indicated, bond units to 
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substrate with adhesive or use mechanical anchorage to provide permanent 
placement and support of units. 

B. Seal joints between closed-cell (nonbreathing) insulation units by applying adhesive, 
mastic, or sealant to edges of each unit to form a tight seal as units are shoved into 
place.  Fill voids in completed installation with adhesive, mastic, or sealant as 
recommended by insulation manufacturer. 

C. Set vapor-retarder-faced units with vapor retarder to warm side of construction, 
unless otherwise indicated.  Do not obstruct ventilation spaces, except for 
firestopping. 

1. Tape joints and ruptures in vapor retarder, and seal each continuous area of 
insulation to surrounding construction to ensure airtight installation. 

D. Set reflective, foil-faced units with not less than 0.75-inch  air space in front of foil as 
indicated. 

E. Install mineral-fiber blankets in cavities formed by framing members according to the 
following requirements: 

1. Use blanket widths and lengths that fill cavities formed by framing members.  
Where more than one length is required to fill cavity, provide lengths that will 
produce a snug fit between ends. 

2. Place blankets in cavities formed by framing members to produce a friction fit 
between edges of insulation and adjoining framing members.Revise below to 
indicate type of concrete substrate, such as architectural precast concrete 
panels or cast-in-place concrete walls. 

3.7 NOT USED  

3.8 INSTALLATION OF VAPOR RETARDERS 

A. General:  Extend vapor retarder to extremities of areas to be protected from vapor 
transmission.  Secure in place with adhesives or other anchorage system as 
indicated.  Extend vapor retarder to cover miscellaneous voids in insulated 
substrates, including those filled with loose-fiber insulation. 

B. Seal vertical joints in vapor retarders over framing by lapping not less than 2 wall 
studs.  Fasten vapor retarders to framing at top, end, and bottom edges; at perimeter 
of wall openings; and at lap joints.  Space fasteners 16 inches o.c. 

C. Seal overlapping joints in vapor retarders with adhesives or vapor-retarder tape 
according to vapor retarder manufacturer's instructions.  Seal butt joints and fastener 
penetrations with vapor-retarder tape.  Locate all joints over framing members or 
other solid substrates. 

D. Firmly attach vapor retarders to substrates with mechanical fasteners or adhesives as 
recommended by vapor retarder manufacturer. 

E. Seal joints caused by pipes, conduits, electrical boxes, and similar items penetrating 
vapor retarders with vapor-retarder tape to create an airtight seal between 
penetrating objects and vapor retarder. 
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F. Repair any tears or punctures in vapor retarders immediately before concealment by 
other work.  Cover with vapor-retarder tape or another layer of vapor retarder. 

3.9 PROTECTION 

A. General:  Protect installed insulation and vapor retarders from damage due to harmful 
weather exposures, physical abuse, and other causes.  Provide temporary coverings 
or enclosures where insulation is subject to abuse and cannot be concealed and 
protected by permanent construction immediately after installation. 

END OF SECTION 07210 
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ROOF HATCHES - SECTION 077233 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Work Included:  Provide factory-fabricated roof hatches for ladder access. 

1.2 SUBMITTALS 

A. Product Data:  Submit manufacturer’s product data. 

B. Shop Drawings: Submit shop drawings including profiles, accessories, location, adjacent 
construction interface, and dimensions. 

C. Warranty:  Submit executed copy of manufacturer’s standard warranty. 

1.3 QUALITY ASSURANCE 

A. Manufacturer:  A minimum of 5 years experience manufacturing similar products. 

B. Installer:  A minimum of 2 years experience installing similar products. 

C. Manufacturer’s Quality System: Registered to ISO 9001:2008 Quality Standards including in-
house engineering for product design activities. 

1.4 DELIVERY, STORAGE AND HANDLING 

A. Deliver products in manufacturer’s original packaging.  Store materials in a dry, protected, well-
vented area. Inspect product upon receipt and report damaged material immediately to 
delivering carrier and note such damage on the carrier’s freight bill of lading. 

1.5 WARRANTY 

A. Manufacturer’s Warranty:  Provide manufacturer’s standard warranty.  Materials shall be free of 
defects in material and workmanship for a period of five years from the date of purchase. 
Should a part fail to function in normal use within this period, manufacturer shall furnish a new 
part at no charge. 

PART 2 - PRODUCTS 

2.1 MANUFACTURER 

A. Basis-of-Design Manufacturer:  Type E-50TB Roof Hatch by The BILCO Company, P.O. Box 
1203, New Haven, CT 06505, 1-800-366-6530, Web: www.bilco.com. 

2.2 ROOF HATCH 

A. Furnish and install where indicated on plans metal roof hatch Type E-50TB, size width: 36" 
(914mm) x length: 36" (914mm). Length denotes hinge side. The roof hatch shall be single leaf. 
The roof hatch shall be pre-assembled from the manufacturer. 

B. Performance characteristics: 

1. Cover and curb shall be thermally broken to prevent heat transfer between interior and 
exterior surfaces. 



ROOF HATCHES                 077233 - 2 
 

 

2. Cover shall be reinforced to support a minimum live load of 40 psf (195kg/m2) with a 
maximum deflection of 1/150th of the span or 20 psf (97kg/m2) wind uplift. 

3. Operation of the cover shall be smooth and easy with controlled operation throughout the 
entire arc of opening and closing. 

4. Operation of the cover shall not be affected by temperature. 
5. Entire hatch shall be weather tight with fully welded corner joints on cover and curb. 

C. Cover: Shall be 11 gauge (2.3mm) aluminum with a 5” (127mm) beaded flange with formed 
reinforcing members. Interior and exterior surfaces shall be thermally broken to minimize heat 
transfer and to resist condensation. Cover shall have a heavy extruded EPDM rubber gasket 
bonded to the cover interior to assure a continuous seal when compressed to the top surface of 
the curb. 

D. Cover insulation: Shall be 3” (75mm) thick polyisocyanurate with an R-value = 18 (U=0.315 
W/m2K), fully covered and protected by an 18 gauge (1mm) aluminum liner. 

E. Curb: Shall be 12” (305mm) in height and of 11 gauge (2.3mm) aluminum. Interior and exterior 
surfaces shall be thermally broken to minimize heat transfer and to resist condensation. The 
curb shall be formed with a 5-1/2” (140mm) flange with 7/16” (11mm) holes provided for 
securing to the roof deck. The curb shall be equipped with an integral metal capflashing of the 
same gauge and material as the curb, fully welded at the corners, that features the Bil-Clip® 
flashing system, including stamped tabs, 6” (153mm) on center, to be bent inward to hold single 
ply roofing membrane securely in place.  

F. Curb insulation: Shall be 3” (75mm) thick polyisocyanurate with an R-value = 18 (U=0.315 
W/m2K). 

G. Lifting mechanisms: Manufacturer shall provide compression spring operators enclosed in 
telescopic tubes to provide, smooth, easy, and controlled cover operation throughout the entire 
arc of opening and closing. The upper tube shall be the outer tube to prevent accumulation of 
moisture, grit, and debris inside the lower tube assembly. The lower tube shall interlock with a 
flanged support shoe welded to the curb assembly. 

H. Hardware 

1. Heavy stainless steel pintle hinges shall be provided 
2. Cover shall be equipped with a spring latch with interior and exterior turn handles 
3. Roof hatch shall be equipped with interior and exterior padlock hasps. 
4. The latch strike shall be a stamped component bolted to the curb assembly. 
5. Cover shall automatically lock in the open position with a rigid hold open arm equipped 

with a 1” (25mm) diameter red vinyl grip handle to permit easy release for closing. 
6. Compression spring tubes shall be an anti-corrosive composite material and all other 

hardware shall be zinc plated and chromate sealed. [For installation in highly corrosive 
environments or when prolonged exposure to hot water or steam is anticipated, specify 
Type 316 stainless steel hardware]. 

7. Cover hardware shall be bolted into heavy gauge channel reinforcing welded to the 
underside of the cover and concealed within the insulation space. 

I. Finishes: Factory finish shall be mill finish aluminum. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and openings for compliance with requirements for installation tolerances 
and other conditions affecting performance.  Proceed with installation only after unsatisfactory 
conditions have been corrected. 
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3.2 INSTALLATION 

A. Install products in strict accordance with manufacturer’s instructions and approved submittals.  
Locate units level, plumb, and in proper alignment with adjacent work.  

1. Test units for proper function and adjust until proper operation is achieved. 
2. Repair finishes damaged during installation.  
3. Restore finishes so no evidence remains of corrective work. 

3.3 ADJUSTING AND CLEANING 

A. Clean exposed surfaces using methods acceptable to the manufacturer which will not damage 
finish. 

END OF SECTION 
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SECTION 079200 - JOINT SEALANTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes sealants for the following applications, including those specified 
by reference to this Section: 

1. Exterior joints in the following vertical surfaces and nontraffic horizontal 
surfaces: 

 
a. Control and expansion joints in unit masonry. 
b. Perimeter joints between materials listed above and frames of doors and 

windows. 

2. Interior joints in the following vertical surfaces and horizontal nontraffic 
surfaces: 
a. Perimeter joints of exterior openings where indicated. 
b. Perimeter joints between interior wall surfaces and frames of interior 

doors, and windows. 
c. Joints between new unit masonry and existing concrete or masonry 

construction. 
d. Other joints as indicated. 

1.3 PERFORMANCE REQUIREMENTS 

A. Provide elastomeric joint sealants that establish and maintain watertight and airtight 
continuous joint seals without staining or deteriorating joint substrates. 

1.4 SUBMITTALS 

A. Product Data:  For each joint-sealant product indicated. 

B. Samples for Initial Selection:  Manufacturer's color charts showing the full range of 
colors available for each product exposed to view. 

C. Product Certificates:  Signed by manufacturers of joint sealants certifying that 
products furnished comply with requirements and are suitable for the use indicated. 

D. Qualification Data:  For firms and persons specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience.  Include lists of completed projects 
with project names and addresses, names and addresses of architects and owners, 
and other information specified. 

E. Compatibility and Adhesion Test Reports:  From sealant manufacturer indicating the 
following: 
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1. Materials forming joint substrates and joint-sealant backings have been tested 
for compatibility and adhesion with joint sealants. 

2. Interpretation of test results and written recommendations for primers and 
substrate preparation needed for adhesion. 

F. Warranties:  Special warranties specified in this Section. 

1.5 QUALITY ASSURANCE 

A. Installer Qualifications:  An experienced installer who has specialized in installing joint 
sealants similar in material, design, and extent to those indicated for this Project and 
whose work has resulted in joint-sealant installations with a record of successful in-
service performance. 

B. Source Limitations:  Obtain each type of joint sealant through one source from a 
single manufacturer. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to Project site in original unopened containers or bundles with labels 
indicating manufacturer, product name and designation, color, expiration date, pot 
life, curing time, and mixing instructions for multicomponent materials. 

B. Store and handle materials in compliance with manufacturer's written instructions to 
prevent their deterioration or damage due to moisture, high or low temperatures, 
contaminants, or other causes. 

1.7 PROJECT CONDITIONS 

A. Environmental Limitations:  Do not proceed with installation of joint sealants under the 
following conditions: 

1. When ambient and substrate temperature conditions are outside limits 
permitted by joint sealant manufacturer. 

2. When ambient and substrate temperature conditions are outside limits 
permitted by joint sealant manufacturer or are below 40 deg F. 

3. When joint substrates are wet. 

B. Joint-Width Conditions:  Do not proceed with installation of joint sealants where joint 
widths are less than those allowed by joint sealant manufacturer for applications 
indicated. 

C. Joint-Substrate Conditions:  Do not proceed with installation of joint sealants until 
contaminants capable of interfering with adhesion are removed from joint substrates. 

1.8 WARRANTY 

A. General Warranty:  Special warranties specified in this Article shall not deprive Owner 
of other rights Owner may have under other provisions of the Contract Documents 
and shall be in addition to, and run concurrent with, other warranties made by 
Contractor under requirements of the Contract Documents. 

B. Special Installer's Warranty:  Written warranty, signed by Installer agreeing to repair 
or replace elastomeric joint sealants that do not comply with performance and other 
requirements specified in this Section within specified warranty period. 
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1. Warranty Period:  Two years from date of Substantial Completion. 

C. Special warranties specified in this Article exclude deterioration or failure of 
elastomeric joint sealants from the following: 

1. Movement of the structure resulting in stresses on the sealant exceeding 
sealant manufacturer's written specifications for sealant elongation and 
compression caused by structural settlement or errors attributable to design or 
construction. 

2. Disintegration of joint substrates from natural causes exceeding design 
specifications. 

3. Mechanical damage caused by individuals, tools, or other outside agents. 
4. Changes in sealant appearance caused by accumulation of dirt or other 

atmospheric contaminants. 

PART 2 - PRODUCTS 

2.1 MATERIALS, GENERAL 

A. Compatibility:  Provide joint sealants, backings, and other related materials that are 
compatible with one another and with joint substrates under conditions of service and 
application, as demonstrated by sealant manufacturer based on testing and field 
experience. 

B. Colors of Exposed Joint Sealants:  As selected by Architect from manufacturer's full 
range for this characteristic. 

2.2 ELASTOMERIC JOINT SEALANTS 

A. Elastomeric Sealant Standard:  Comply with ASTM C 920 and other requirements 
indicated for each liquid-applied chemically curing sealant in the Elastomeric Joint-
Sealant Schedule at the end of Part 3, including those referencing ASTM C 920 
classifications for type, grade, class, and uses. 

B. Additional Movement Capability:  Where additional movement capability is specified 
in the Elastomeric Joint-Sealant Schedule, provide products with the capability, when 
tested for adhesion and cohesion under maximum cyclic movement per ASTM C 719, 
to withstand the specified percentage change in the joint width existing at the time of 
installation and remain in compliance with other requirements of ASTM C 920 for 
uses indicated. 

C. Stain-Test-Response Characteristics:  Where elastomeric sealants are specified in 
the Elastomeric Joint-Sealant Schedule to be nonstaining to porous substrates, 
provide products that have undergone testing according to ASTM C 1248 and have 
not stained porous joint substrates indicated for Project. 

2.3 ACOUSTICAL JOINT SEALANTS 

A. Acoustical Sealant for Exposed and Concealed Joints:  For each product of this 
description indicated in the Acoustical Joint-Sealant Schedule at the end of Part 3, 
provide manufacturer's standard nonsag, paintable, nonstaining latex sealant 
complying with ASTM C 834 and the following: 
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1. Product effectively reduces airborne sound transmission through perimeter 
joints and openings in building construction as demonstrated by testing 
representative assemblies according to ASTM E 90. 

B. Acoustical Sealant for Concealed Joints:  For each product of this description 
indicated in the Acoustical Joint-Sealant Schedule at the end of Part 3, provide 
manufacturer's standard, nondrying, nonhardening, nonskinning, nonstaining, 
gunnable, synthetic-rubber sealant recommended for sealing interior concealed joints 
to reduce airborne sound transmission. 

2.4 JOINT-SEALANT BACKING 

A. General:  Provide sealant backings of material and type that are nonstaining; are 
compatible with joint substrates, sealants, primers, and other joint fillers; and are 
approved for applications indicated by sealant manufacturer based on field 
experience and laboratory testing. 

B. Cylindrical Sealant Backings:  ASTM C 1330, of type indicated below and of size and 
density to control sealant depth and otherwise contribute to producing optimum 
sealant performance: 

1. Type C:  Closed-cell material with a surface skin. 
2. Type O:  Open-cell material. 
3. Type B:  Bicellular material with a surface skin. 
4. Type:  Any material indicated above. 

C. Bond-Breaker Tape:  Polyethylene tape or other plastic tape recommended by 
sealant manufacturer for preventing sealant from adhering to rigid, inflexible joint-filler 
materials or joint surfaces at back of joint where such adhesion would result in 
sealant failure.  Provide self-adhesive tape where applicable. 

2.5 MISCELLANEOUS MATERIALS 

A. Primer:  Material recommended by joint sealant manufacturer where required for 
adhesion of sealant to joint substrates indicated, as determined from preconstruction 
joint-sealant-substrate tests and field tests. 

B. Cleaners for Nonporous Surfaces:  Chemical cleaners acceptable to manufacturers of 
sealants and sealant backing materials, free of oily residues or other substances 
capable of staining or harming joint substrates and adjacent nonporous surfaces in 
any way, and formulated to promote optimum adhesion of sealants with joint 
substrates. 

C. Masking Tape:  Nonstaining, nonabsorbent material compatible with joint sealants 
and surfaces adjacent to joints. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine joints indicated to receive joint sealants, with Installer present, for 
compliance with requirements for joint configuration, installation tolerances, and other 
conditions affecting joint-sealant performance. 
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B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Surface Cleaning of Joints:  Clean out joints immediately before installing joint 
sealants to comply with joint sealant manufacturer's written instructions and the 
following requirements: 

1. Remove all foreign material from joint substrates that could interfere with 
adhesion of joint sealant, including dust, paints (except for permanent, 
protective coatings tested and approved for sealant adhesion and compatibility 
by sealant manufacturer), old joint sealants, oil, grease, waterproofing, water 
repellents, water, surface dirt, and frost. 

2. Clean porous joint substrate surfaces by brushing, grinding, blast cleaning, 
mechanical abrading, or a combination of these methods to produce a clean, 
sound substrate capable of developing optimum bond with joint sealants.  
Remove loose particles remaining from above cleaning operations by 
vacuuming or blowing out joints with oil-free compressed air.  Porous joint 
surfaces include the following: 

a. Concrete. 
b. Masonry. 
c. Unglazed surfaces of ceramic tile. 

3. Remove laitance and form-release agents from concrete. 
4. Clean nonporous surfaces with chemical cleaners or other means that do not 

stain, harm substrates, or leave residues capable of interfering with adhesion of 
joint sealants. 

a. Metal. 
b. Glass. 
c. Glazed surfaces of ceramic tile. 

B. Joint Priming:  Prime joint substrates where recommended in writing by joint sealant 
manufacturer, based on preconstruction joint-sealant-substrate tests or prior 
experience.  Apply primer to comply with joint sealant manufacturer's written 
instructions.  Confine primers to areas of joint-sealant bond; do not allow spillage or 
migration onto adjoining surfaces. 

C. Masking Tape:  Use masking tape where required to prevent contact of sealant with 
adjoining surfaces that otherwise would be permanently stained or damaged by such 
contact or by cleaning methods required to remove sealant smears.  Remove tape 
immediately after tooling without disturbing joint seal. 

3.3 INSTALLATION OF JOINT SEALANTS 

A .General:  Comply with joint sealant manufacturer's written installation instructions for 
products and applications indicated, unless more stringent requirements apply. 

B .Sealant Installation Standard:  Comply with recommendations of ASTM C 1193 for 
use of joint sealants as applicable to materials, applications, and conditions indicated. 

C. Acoustical Sealant Application Standard:  Comply with recommendations of 
ASTM C 919 for use of joint sealants in acoustical applications as applicable to 
materials, applications, and conditions indicated. 
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D. Install sealant backings of type indicated to support sealants during application and at 
position required to produce cross-sectional shapes and depths of installed sealants 
relative to joint widths that allow optimum sealant movement capability. 

1. Do not leave gaps between ends of sealant backings. 
2. Do not stretch, twist, puncture, or tear sealant backings. 
3. Remove absorbent sealant backings that have become wet before sealant 

application and replace them with dry materials. 

E. Install bond-breaker tape behind sealants where sealant backings are not used 
between sealants and back of joints. 

F. Install sealants by proven techniques to comply with the following and at the same 
time backings are installed: 

1. Place sealants so they directly contact and fully wet joint substrates. 
2. Completely fill recesses provided for each joint configuration. 
3. Produce uniform, cross-sectional shapes and depths relative to joint widths that 

allow optimum sealant movement capability. 

G. Tooling of Nonsag Sealants:  Immediately after sealant application and before 
skinning or curing begins, tool sealants according to requirements specified below to 
form smooth, uniform beads of configuration indicated; to eliminate air pockets; and 
to ensure contact and adhesion of sealant with sides of joint. 

1. Remove excess sealants from surfaces adjacent to joint. 
2. Use tooling agents that are approved in writing by sealant manufacturer and 

that do not discolor sealants or adjacent surfaces. 
3. Provide concave joint configuration per Figure 5A in ASTM C 1193, unless 

otherwise indicated. 

3.4  CLEANING 

A. Clean off excess sealants or sealant smears adjacent to joints as the Work 
progresses by methods and with cleaning materials approved in writing by 
manufacturers of joint sealants and of products in which joints occur. 

356  PROTECTION 

A. Protect joint sealants during and after curing period from contact with contaminating 
substances and from damage resulting from construction operations or other causes 
so sealants are without deterioration or damage at time of Substantial Completion.  If, 
despite such protection, damage or deterioration occurs, cut out and remove 
damaged or deteriorated joint sealants immediately so installations with repaired 
areas are indistinguishable from the original work. 

3.6  ELASTOMERIC JOINT-SEALANT SCHEDULE 

A. Multicomponent Nonsag Polysulfide Sealant:  Where joint sealants of this type are 
indicated, provide products complying with the following: 

4. Products: Available products include the following:   

a. cm-60; W.R Meadows, Inc. 
b. T-2235-M; Morton International, Inc. 
c. T-2282; Morton International, Inc. 
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d. Thiokol 2P; Morton International, Inc. 
e. GC-5 Synthacalk; Pecora Corporation. 
f. Two-Part Sealant; Sonneborn Building Products Div., ChemRex Inc. 

5. Type and Grade:  M (multicomponent) and NS (nonsag). 
6. Class:  25. 
7. Use Related to Exposure: NT (nontraffic) 
8. Uses Related to Joint Substrates:  M, G, A, and, as applicable to joint 

substrates indicated, O. 

a. Use O Joint Substrates: aluminum coated with a high-performance 
coating, galvanized steel, brick, ceramic tile, and wood. 

9. Applications:   

a. Exterior joints between unit masonry, aluminum flashing, wood, aluminum 
storefront aluminum or aluminum clad windows and steel door frames. 

b. Interior and exterior expansion joints in unit masonry. 
c. Other joints indicated to receive sealant for which a specific sealant is not 

otherwise scheduled. 

B. Mildew-Resistant Silicone Sealant :  Where joint sealants of this type are indicated, 
provide products formulated with fungicide that are intended for sealing interior 
ceramic tile joints and other nonporous substrates that are subject to in-service 
exposures of high humidity and temperature extremes, and that comply with the 
following: 

1. Products:  Available products include the following 

a. 786 Mildew Resistant; Dow Corning. 
b. Sanitary 1700; GE Silicones. 
c. NuFlex 302; NUCO Industries, Inc. 
d. 898 Silicone Sanitary Sealant; Pecora Corporation. 
e. PSI-611; Polymeric Systems, Inc. 
f. Tremsil 600 White; Tremco. 

2. Type and Grade:  S (single component) and NS (nonsag). 
3. Class:  25. 
4. Use Related to Exposure:  NT (nontraffic). 
5. Uses Related to Joint Substrates:  G, A, and, as applicable to joint substrates 

indicated, O. 

a. Use O Joint Substrates: ceramic tile, paint and porcelain fixtures. 

6. Applications:   

a. Control or expansion joints within ceramic tile work. 
b. Joints between ceramic tile and adjacent fixtures and wall surfaces.  

C. Multicomponent Pourable Urethane Sealant:  Where joint sealants of this type are 
indicated, provide products complying with the following: 

1. Products: Available products include the following:   

a. Chem-Calk 550; Bostik Inc. 
b. Vulkem 245; Mameco International. 
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c. Vulkem 255; Mameco International. 
d. Pourthane; W.R. Meadows, Inc. 
e. Elasto-Thane 920 Pourable; Pacific Polymers, Inc. 
f. NR-200 Urexpan; Pecora Corporation. 
g. NR-300 Urexpan, Type M; Pecora Corporation. 
h. PSI-270SL; Polymeric Systems, Inc. 
i. PSI-551/RC-2; Polymeric Systems, Inc. 
j. Sikaflex - 2c SL; Sika Corporation. 
k. SL 2; Sonneborn Building Products Div., ChemRex Inc. 
l. THC-900; Tremco. 
m. THC-901; Tremco. 

2. Type and Grade:  M (multicomponent) and P (pourable). 
3. Class:  25. 
4. Use[s] Related to Exposure: T (traffic) and NT (nontraffic)  
5. Uses Related to Joint Substrates:  M, as applicable to joint substrates indicated, 

O.  

a. Use O Joint Substrates: Concrete and unit masonry 

6. Applications:   

a. Joints within concrete walkways and curbs  
b. Joints between exterior concrete and abutting masonry or asphaltic 

pavement. 

3.7  LATEX JOINT-SEALANT SCHEDULE 

A .Latex Sealant   Where joint sealants of this type are indicated, provide products 
complying with the following: 

1. Products: Available products include the following  

a .Chem-Calk 600; Bostik Inc. 
c. NuFlex 330; NUCO Industries, Inc. 
d. LC 160 All Purpose Acrylic Caulk; Ohio Sealants, Inc. 
e. AC-20; Pecora Corporation. 
f. PSI-701; Polymeric Systems, Inc. 
g. Sonolac; Sonneborn Building Products Div., ChemRex, Inc. 
h. Tremflex 834; Tremco. 

2. Applications:  General purpose interior caulking. 
 

END OF SECTION  
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SECTION 081113 - HOLLOW METAL DOORS AND FRAMES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Standard and custom hollow metal doors and frames. 
2. Steel sidelight, borrowed lite and transom frames. 
3. Louvers installed in hollow metal doors. 
4. Light frames and glazing installed in hollow metal doors. 

B. Related Sections: 

1. Division 04 Section "Unit Masonry" for embedding anchors for hollow metal work 
into masonry construction. 

2. Division 08 Section “Flush Wood Doors”. 
3. Division 08 Section “Fiberglass Reinforced Polyester (FRP) Doors”. 
4. Division 08 Section "Glazing" for glass view panels in hollow metal doors. 
5. Division 08 Section "Door Hardware". 
6. Division 09 Sections "Exterior Painting" and "Interior Painting" for field painting 

hollow metal doors and frames. 

C. Codes and References: Comply with the version year adopted by the Authority Having 
Jurisdiction. 
 
1. ANSI/SDI A250.8 - Recommended Specifications for Standard Steel Doors and 

Frames. 
2. ANSI/SDI A250.4 - Test Procedure and Acceptance Criteria for Physical 

Endurance for Steel Doors, Frames, Frames Anchors and Hardware Reinforcing. 
3. ANSI/SDI A250.6 - Recommended Practice for Hardware Reinforcing on Standard 

Steel Doors and Frames. 
4. ANSI/SDI A250.10 - Test Procedure and Acceptance Criteria for Prime Painted 

Steel Surfaces for Steel Doors and Frames.  
5. ANSI/SDI A250.11 - Recommended Erection Instructions for Steel Frames. 
6. ASTM A1008 - Standard Specification for Steel Sheet, Cold-Rolled, Carbon, 

Structural, High-Strength Low-Alloy and High-Strength Low-Alloy with Improved 
Formability. 

7. ASTM A653 - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or 
Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process. 

8. ASTM A924 - Standard Specification for General Requirements for Steel Sheet, 
Metallic-Coated by the Hot-Dip Process. 

9. ASTM C 1363 - Standard Test Method for Thermal Performance of Building 
Assemblies by Means of a Hot Box Apparatus. 
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10. ANSI/BHMA A156.115 - Hardware Preparation in Steel Doors and Frames. 
11. ANSI/SDI 122 - Installation and Troubleshooting Guide for Standard Steel Doors 

and Frames. 
12. ANSI/NFPA 80 - Standard for Fire Doors and Fire Windows; National Fire 

Protection Association. 
13. ANSI/NFPA 105: Standard for the Installation of Smoke Door Assemblies. 
14. NFPA 252 - Standard Methods of Fire Tests of Door Assemblies; National Fire 

Protection Association. 
15. UL 10C - Positive Pressure Fire Tests of Door Assemblies. 
16. UL 1784 - Standard for Air Leakage Tests of Door Assemblies. 

1.3 SUBMITTALS 

A. Product Data: For each type of product indicated. Include construction details, material 
descriptions, core descriptions, hardware reinforcements, profiles, anchors, fire-
resistance rating, and finishes. 

B. Door hardware supplier is to furnish templates, template reference number and/or 
physical hardware to the steel door and frame supplier in order to prepare the doors 
and frames to receive the finish hardware items. 

C. Shop Drawings: Include the following: 

1. Elevations of each door design. 
2. Details of doors, including vertical and horizontal edge details and metal 

thicknesses. 
3. Frame details for each frame type, including dimensioned profiles and metal 

thicknesses. 
4. Locations of reinforcement and preparations for hardware. 
5. Details of anchorages, joints, field splices, and connections. 
6. Details of accessories. 
7. Details of moldings, removable stops, and glazing. 
8. Details of conduit and preparations for power, signal, and control systems. 

D. Samples for Verification: 

1. Samples are only required by request of the architect and for manufacturers that 
are not current members of the Steel Door Institute. 

1.4 QUALITY ASSURANCE 

A. Source Limitations: Obtain hollow metal doors and frames through one source from a 
single manufacturer wherever possible. 

B. Quality Standard: In addition to requirements specified, comply with ANSI/SDI A250.8, 
latest edition, "Recommended Specifications for Standard Steel Doors and Frames". 

C. Fire-Rated Door Assemblies: Assemblies complying with NFPA 80 that are listed and 
labeled by a qualified testing agency, for fire-protection ratings indicated, based on 
testing at positive pressure according to UL10C (neutral pressure at 40” above sill) or 
UL 10C. 
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1. Oversize Fire-Rated Door Assemblies Construction: For units exceeding sizes of 
tested assemblies, attach construction label certifying doors are built to standard 
construction requirements for tested and labeled fire rated door assemblies 
except for size. 

2. Temperature-Rise Limit: Where indicated and at vertical exit enclosures (stairwell 
openings) and exit passageways, provide doors that have a maximum 
transmitted temperature end point of not more than 450 deg F (250 deg C) above 
ambient after 30 minutes of standard fire-test exposure. 

3. Smoke Control Door Assemblies: Comply with NFPA 105. 

a. Smoke "S" Label: Doors to bear “S” label, and include smoke and draft 
control gasketing applied to frame and on meeting stiles of pair doors. 

D. Fire-Rated, Borrowed-Light Frame Assemblies: Assemblies complying with NFPA 80 
that are listed and labeled, by a testing and inspecting agency acceptable to authorities 
having jurisdiction, for fire-protection ratings indicated, based on testing according to 
NFPA 257. Provide labeled glazing material. 

E. Pre-Submittal Conference: Conduct conference in compliance with requirements in 
Division 01 Section "Project Meetings" with attendance by representatives of Supplier, 
Installer, and Contractor to review proper methods and procedures for installing hollow 
metal doors and frames and to verify installation of electrical knockout boxes and 
conduit at frames with electrified or access control hardware. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver hollow metal work palletized, wrapped, or crated to provide protection during 
transit and Project site storage. Do not use non-vented plastic. 

B. Deliver welded frames with two removable spreader bars across bottom of frames, tack 
welded to jambs and mullions. 

C. Store hollow metal work under cover at Project site. Place in stacks of five units 
maximum in a vertical position with heads up, spaced by blocking, on minimum 4-inch 
high wood blocking. Do not store in a manner that traps excess humidity. 

1. Provide minimum 1/4-inch space between each stacked door to permit air 
circulation. Door and frames to be stacked in a vertical upright position. 

1.6 PROJECT CONDITIONS 

A. Field Measurements: Verify actual dimensions of openings by field measurements 
before fabrication. 

1.7 COORDINATION 

A. Coordinate installation of anchorages for hollow metal frames. Furnish setting 
drawings, templates, and directions for installing anchorages, including sleeves, 
concrete inserts, anchor bolts, and items with integral anchors. Deliver such items to 
Project site in time for installation. 
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1.8 WARRANTY 

A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair 
or replace doors that fail in materials or workmanship within specified warranty period. 

B. Warranty includes installation and finishing that may be required due to repair or 
replacement of defective doors. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of 
the following: 

1. CECO Door Products (C). 
2. Curries Company (CU). 
3. Steelcraft (S). 

2.2 MATERIALS 

A. Cold-Rolled Steel Sheet: ASTM A 1008/A 1008M, Commercial Steel (CS), Type B; 
suitable for exposed applications. 

B. Metallic-Coated Steel Sheet: ASTM A 653/A 653M, Commercial Steel (CS), Type B; 
with minimum G60 (Z180) or A60 (ZF180) metallic coating. 

C. Frame Anchors: ASTM A 653/A 653M, Commercial Steel (CS), Commercial Steel 
(CS), Type B; with minimum G60 (Z180) or A60 (ZF180) metallic coating. 

2.3 HOLLOW METAL DOORS 

A. General: Provide 1-3/4 inch doors of design indicated, not less than thickness 
indicated; fabricated with smooth surfaces, without visible joints or seams on exposed 
faces unless otherwise indicated. Comply with ANSI/SDI A250.8 and ANSI/NAAMM 
HMMA 867. 

B. Interior Doors: Face sheets fabricated of commercial quality cold rolled steel that 
complies with ASTM A 1008/A 1008M. Provide doors complying with requirements 
indicated below by referencing ANSI/SDI A250.8 for level and model and 
ANSI/SDI A250.4 for physical performance level: 

1. Design: Flush panel. 

a. Fire Door Core: As required to provide fire-protection and temperature-rise 
ratings indicated. 

2. Level/Model: Level 2 and Physical Performance Level B (Heavy Duty), Minimum 
18 gauge (0.042-inch - 1.0-mm) thick steel, Model 2. 

3. Top and Bottom Edges: Reinforce tops and bottoms of doors with a continuous 
steel channel not less than 16 gauge, extending the full width of the door and 
welded to the face sheet.  
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4. Hinge Reinforcement: Minimum 7 gauge (3/16") plate 1-1/4" x 9" or minimum 14 
gauge continuous channel with pierced holes, drilled and tapped.  

5. Hardware Reinforcements: Fabricate according to ANSI/SDI A250.6 with 
reinforcing plates from same material as door face sheets. 

C. Manufacturers Basis of Design: 

1. Curries Company (CU) - Polystyrene Core - 707 Series. 

2.4 HOLLOW METAL FRAMES 

A. General: Comply with ANSI/SDI A250.8 and with details indicated for type and profile. 

B. Exterior Frames: Fabricated of hot-dipped zinc coated steel that complies with ASTM 
A 653/A 653M, Coating Designation A60. 

1. Fabricate frames with mitered or coped corners.  Profile as indicated on 
drawings. 

2. Frames: Minimum 14 gauge (0.067-inch -1.7-mm) thick steel sheet. 
3. Manufacturers Basis of Design: 

a. Curries Company (CU) – M Series. 

C. Interior Frames: Fabricated from cold-rolled steel sheet that complies with 
ASTM A 1008/A 1008M. 

1. Fabricate frames with mitered or coped corners.  Profile as indicated on 
drawings. 

2. Frames: Minimum 16 gauge (0.053-inch -1.3-mm) thick steel sheet. 
3. Manufacturers Basis of Design: 

a. Curries Company (CU) - M Series. 

D. Fire rated frames: Fabricate frames in accordance with NFPA 80, listed and labeled by 
a qualified testing agency, for fire-protection ratings indicated. 

E. Hardware Reinforcement: Fabricate according to ANSI/SDI A250.6 Table 4 with 
reinforcement plates from same material as frames. 

2.5 FRAME ANCHORS 

A. Jamb Anchors: 

1. Masonry Type: Adjustable strap-and-stirrup or T-shaped anchors to suit frame 
size, formed from A60 metallic coated material, not less than 0.042 inch thick, 
with corrugated or perforated straps not less than 2 inches wide by 10 inches 
long; or wire anchors not less than 0.177 inch thick. 

2. Stud Wall Type: Designed to engage stud and not less than 0.042 inch thick. 

B. Floor Anchors: Floor anchors to be provided at each jamb, formed from A60 metallic 
coated material, not less than 0.042 inches thick. 
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C. Mortar Guards: Formed from same material as frames, not less than 0.016 inches 
thick. 

2.6 LOUVERS  

A. Metal Louvers: Door manufacturer's standard metal louvers unless otherwise indicated. 

1. Blade Type: Vision proof inverted V or inverted Y. 
2. Metal and Finish: Galvanized steel, 0.040 inch thick, factory primed for paint 

finish with baked enamel or powder coated finish. Match pre-finished door paint 
color where applicable. 

B. Louvers for Fire Rated Doors: Metal louvers with fusible link and closing device, listed 
and labeled for use in doors with fire protection rating of 1-1/2 hours and less. 

1. Manufacturers: Subject to compliance with requirements, provide door 
manufacturers standard louver to meet rating indicated. 

2. Metal and Finish: Galvanized steel, 0.040 inch thick, factory primed for paint 
finish with baked enamel or powder coated finish. Match pre-finished door paint 
color where applicable. 

2.7 LIGHT OPENINGS AND GLAZING 

A. Stops and Moldings: Provide stops and moldings around glazed lites where indicated. 
Form corners of stops and moldings with butted or mitered hairline joints at fabricator’s 
shop. Fixed and removable stops to allow multiple glazed lites each to be removed 
independently. Coordinate frame rabbet widths between fixed and removable stops 
with the type of glazing and installation indicated. 

B. Moldings for Glazed Lites in Doors and Loose Stops for Glazed Lites in Frames: 
Minimum 20 gauge thick, fabricated from same material as door face sheet in which 
they are installed. 

C. Fixed Frame Moldings: Formed integral with hollow metal frames, a minimum of 5/8 
inch (16 mm) high unless otherwise indicated. Provide fixed frame moldings and stops 
on outside of exterior and on secure side of interior doors and frames. 

D. Preformed Metal Frames for Light Openings: Manufacturer's standard frame formed of 
0.048-inch-thick, cold rolled steel sheet; with baked enamel or powder coated finish; 
and approved for use in doors of fire protection rating indicated. Match pre-finished 
door paint color where applicable. 

2.8 ACCESSORIES 

A. Mullions and Transom Bars: Join to adjacent members by welding or rigid mechanical 
anchors. 

B. Grout Guards: Formed from same material as frames, not less than 0.016 inches thick. 
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2.9 FABRICATION 

A. Fabricate hollow metal work to be rigid and free of defects, warp, or buckle. Accurately 
form metal to required sizes and profiles, with minimum radius for thickness of metal. 
Where practical, fit and assemble units in manufacturer's plant. When shipping 
limitations so dictate, frames for large openings are to be fabricated in sections for 
splicing or splining in the field by others. 

B. Tolerances: Fabricate hollow metal work to tolerances indicated in ANSI/SDI A250.8. 

C. Hollow Metal Doors: 

1. Glazed Lites: Factory cut openings in doors with applied trim or kits to fit. Factory 
install glazing where indicated. 

D. Hollow Metal Frames: 

1. Shipping Limitations: Where frames are fabricated in sections due to shipping or 
handling limitations, provide alignment plates or angles at each joint, fabricated of 
same thickness metal as frames. 

2. Welded Frames: Weld flush face joints continuously; grind, fill, dress, and make 
smooth, flush, and invisible. 

a. Welded frames are to be provided with two steel spreaders temporarily 
attached to the bottom of both jambs to serve as a brace during shipping 
and handling. Spreader bars are for bracing only and are not to be used to 
size the frame opening. 

3. Sidelight and Transom Bar Frames: Provide closed tubular members with no 
visible face seams or joints, fabricated from same material as door frame. Fasten 
members at crossings and to jambs by butt welding. 

4. Provide countersunk, flat- or oval-head exposed screws and bolts for exposed 
fasteners unless otherwise indicated for removable stops, provide security 
screws at exterior locations. 

5. Mortar Guards: Provide guard boxes at back of hardware mortises in frames at 
all hinges and strike preps regardless of grouting requirements. 

6. Floor Anchors: Weld anchors to bottom of jambs and mullions with at least four 
spot welds per anchor. 

7. Jamb Anchors: Provide number and spacing of anchors as follows: 

a. Masonry Type: Locate anchors not more than 18 inches from top and 
bottom of frame. Space anchors not more than 32 inches o.c. and as 
follows: 

1) Two anchors per jamb up to 60 inches high. 
2) Three anchors per jamb from 60 to 90 inches high. 
3) Four anchors per jamb from 90 to 120 inches high. 
4) Four anchors per jamb plus 1 additional anchor per jamb for each 24 

inches or fraction thereof above 120 inches high. 

b. Stud Wall Type: Locate anchors not more than 18 inches from top and 
bottom of frame. Space anchors not more than 32 inches o.c. and as 
follows: 
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1) Three anchors per jamb up to 60 inches high. 
2) Four anchors per jamb from 60 to 90 inches high. 
3) Five anchors per jamb from 90 to 96 inches high. 
4) Five anchors per jamb plus 1 additional anchor per jamb for each 24 

inches or fraction thereof above 96 inches high. 
5) Two anchors per head for frames above 42 inches wide and mounted 

in metal stud partitions. 
8. Door Silencers: Except on weatherstripped or gasketed doors, drill stops to 

receive door silencers. Silencers to be supplied by frame manufacturer 
regardless if specified in Division 08 Section "Door Hardware". 

E. Hardware Preparation: Factory prepare hollow metal work to receive template mortised 
hardware; include cutouts, reinforcement, mortising, drilling, and tapping according to 
the Door Hardware Schedule and templates furnished as specified in Division 08 
Section "Door Hardware." 

1. Locate hardware as indicated, or if not indicated, according to ANSI/SDI A250.8. 
2. Reinforce doors and frames to receive non-template, mortised and surface 

mounted door hardware. 
3. Comply with applicable requirements in ANSI/SDI A250.6 and 

ANSI/DHI A115 Series specifications for preparation of hollow metal work for 
hardware. 

4. Coordinate locations of conduit and wiring boxes for electrical connections with 
Division 26 Sections. 

2.10 STEEL FINISHES 

A. Prime Finishes: Doors and frames to be cleaned, and chemically treated to insure 
maximum finish paint adhesion. Surfaces of the door and frame exposed to view to 
receive a factory applied coat of rust inhibiting shop primer. 

1. Shop Primer: Manufacturer's standard, fast-curing, lead and chromate free 
primer complying with ANSI/SDI A250.10 acceptance criteria; recommended by 
primer manufacturer for substrate; and compatible with substrate and field-
applied coatings. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of 
the Work. 

B. General Contractor to verify the accuracy of dimensions given to the steel door and 
frame manufacturer for existing openings or existing frames (strike height, hinge 
spacing, hinge back set, etc.). 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 PREPARATION 

A. Remove welded in shipping spreaders installed at factory. Restore exposed finish by 
grinding, filling, and dressing, as required to make repaired area smooth, flush, and 
invisible on exposed faces. 

B. Prior to installation, adjust and securely brace welded hollow metal frames for square, 
level, twist, and plumb condition. 

C. Tolerances shall comply with SDI-117 "Manufacturing Tolerances Standard Steel 
Doors and Frames." 

D. Drill and tap doors and frames to receive non-template, mortised, and surface-mounted 
door hardware. 

3.3 INSTALLATION 

A. General: Install hollow metal work plumb, rigid, properly aligned, and securely fastened 
in place; comply with Drawings and manufacturer's written instructions. 

B. Hollow Metal Frames: Install hollow metal frames of size and profile indicated. Comply 
with ANSI/SDI A250.11 and NFPA 80 at fire rated openings. 

1. Set frames accurately in position, plumbed, leveled, aligned, and braced securely 
until permanent anchors are set. After wall construction is complete and frames 
properly set and secured, remove temporary braces, leaving surfaces smooth and 
undamaged. Shim as necessary to comply with installation tolerances. 

2. Floor Anchors: Provide floor anchors for each jamb and mullion that extends to 
floor, and secure with post-installed expansion anchors. 

3. Masonry Walls: Coordinate installation of frames to allow for solidly filling space 
between frames and masonry with mortar. 

4. Grout Requirements: Do not grout head of frames unless reinforcing has been 
installed in head of frame. Do not grout vertical or horizontal closed mullion 
members. 

C. Hollow Metal Doors: Fit hollow metal doors accurately in frames, within clearances 
specified below. Shim as necessary. 

1. Non-Fire-Rated Standard Steel Doors: 

a. Jambs and Head: 1/8 inch plus or minus 1/16 inch. 
b. Between Edges of Pairs of Doors: 1/8 inch plus or minus 1/16 inch. 
c. Between Bottom of Door and Top of Threshold: Maximum 3/8 inch. 
d. Between Bottom of Door and Top of Finish Floor (No Threshold): Maximum 

3/4 inch. 

2. Fire-Rated Doors: Install doors with clearances according to NFPA 80. 

D. Field Glazing: Comply with installation requirements in Division 08 Section "Glazing" 
and with hollow metal manufacturer's written instructions. 
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3.4 ADJUSTING AND CLEANING 

A. Final Adjustments: Check and readjust operating hardware items immediately before 
final inspection. Leave work in complete and proper operating condition. Remove and 
replace defective work, including hollow metal work that is warped, bowed, or 
otherwise unacceptable. 

B. Remove grout and other bonding material from hollow metal work immediately after 
installation. 

C. Prime-Coat and Painted Finish Touchup: Immediately after erection, sand smooth 
rusted or damaged areas of prime coat, or painted finishes, and apply touchup of 
compatible air drying, rust-inhibitive primer, zinc rich primer (exterior and galvanized 
openings) or finish paint. 

END OF SECTION 
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SECTION 08360 - SECTIONAL OVERHEAD DOORS 
 

PART  1  GENERAL 

1.1   SECTION INCLUDES 
  
A. Insulated steel sandwich sectional overhead door 
B.       Electric Door Operators 

 
1.2  RELATED SECTIONS 

A.  03 30 00 - Cast-In-Place Concrete. 
B.  04 20 00 - Unit Masonry Assemblies. 
C.  05 50 00 - Metal Fabrications. 
D.  06 10 00 - Rough Carpentry. 
E.  07 90 00 - Joint Seals. 
F.  08 71 00 - Door Hardware and locks. 
G.  09 90 00 - Paints and Coatings. 
H.  11 15 00 - Parking Control Equipment: Remote door control. 
I.  16 05 00 - Electrical service and connections for powered operators. 

 
1.3  REFERENCES 

A.  ASTM B 653/653M 
B.  ASTM B 209/209M 
C.  ASTM B 221/221M 
D.  AAMA 2604 
E.  DASMA TDS-163 
F.  ANSI/DASMA 102 

1.4  SUBMITTALS 
A. Submit under provisions of Section 01 30 00 - Administrative Requirements. 
B. Product Data: Manufacturer's data sheets on each product to be used, including: 

1. Preparation instructions and recommendations. 
2. Storage and handling requirements and recommendations. 
3. Installation methods. 
4. Operation and maintenance data. 
5. Nameplate data and ratings for motors. 

C. Shop Drawings: Include opening dimensions and required tolerances, connection 
details, anchorage spacing, hardware locations, and installation details. 

D. Selection Samples: Upon request furnish color samples or 2’ X 2’ section sample. 

1.5  WIND PERFORMANCE REQUIREMENTS 
A. Design doors to withstand positive and negative wind loads as calculated in accordance 

with applicable building code and detailed in structural documents. 
 

1.6  QUALITY ASSURANCE 
 

A. Manufacturer Qualifications: Minimum ten years of documented experience. 
B. Installer Qualifications: Minimum five years of documented experience, and authorized 

by the door manufacturer. 

1.7  WARRANTY 
A.        Manufacturers Limited Warranty steel sectional overhead doors: 
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1.  Standard finish warranty against cracking, checking, or peeling for 10 years.   
Custom color option Color Blast Finish limited warranty period for 5 years;   
Delamination warranty for 5 years; Parts and Hardware for 1 year. Extended 8-
Year Hardware Warranty option.  

 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 
A. Acceptable Manufacturer: Clopay Corporation: 8585 Duke Blvd.; Mason, OH 45040; 

https://www.clopaydoor.com 
 

B.       Requests for substitutions will be considered 

2.2  LIGHT RIBBED STEEL DOORS, THERMALLY-BROKEN, POLYSTYRENE INSULATED 
A. Door Construction: 

1. Panels: Sandwich construction of exterior and interior steel skins pressure 
bonded to an expanded core, with skins separated by a continuous silicone filling 
forming a thermal break. 

2. Steel Skins: Formed from roll formed commercial or drawing quality steel sheet, 
hot-dip galvanized per ASTM A 924/A 924M and ASTM A 653/A 653M, pre-
painted with primer and baked-on polyester topcoat; sections formed to create 
weather tight tongue-in-groove meeting joint, unless otherwise specified. 

3. Reinforcing: Galvanized and primed steel reinforcement located under each hinge 
location, pre-punched for hinge attachment. 
 

B. Standard Duty Door: Clopay Model 3150 (basis of design). 
1. Style: Steel doors with minor ribs, thermally-broken, polystyrene insulated.  
2. Overall Panel Thickness: 1-3/8 inches (35 mm).  
3. Steel Skin Thickness: Minimum 27 gauge 0.016 inch (0.40 mm) exterior; minimum 

27 gauge 0.016 inch (0.40 mm) interior.  
4. Stiles: Steel pre-painted end stiles, minimum 0.034 inch (0.86 mm) thick, 

engineered for easy hardware attachment through pre-punched holes.  
5. Astragal: U-shaped flexible PVC in retainer of full-length 0.055 inch (1.4 mm) rigid 

PVC.  
6. Thermal Resistance (R-value): 6.5 deg F hr sq ft/Btu (1.15 (K sq m)/W); 

calculated door section R-value in accordance with DASMA TDS-163.  
7.       U-Factor: 0.30 
8.       Air Infiltration: .041 cfm/ft2. 
9. Windows: None.  
10. Windows: Extruded polypropylene windows measuring 8 inches by 24 inches 

(200 mm by 600 mm). 
a. Glazing: 1/2 inch (12 mm) insulated glass. 
b. Glazing: 1/2 inch (12 mm) insulated tempered glass. 

11. Windows: Extruded polypropylene windows measuring 12 inches by 24 inches 
(305 mm by 600 mm). 
a. Glazing: 1/2 inch (12 mm) insulated glass. 
b. Glazing: 1/2 inch (12 mm) insulated tempered glass. 

12.  Windows: Full vision aluminum section, pre-painted to match door finish.  
a. Glazing: 1/8 inch (3 mm) DSB clear float glass. 
b. Glazing: 1/2 inch (13 mm) dual pane insulated glazing. 
c.       Glazing: Custom ______________ 
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13. Finish: Stucco embossed texture with 0.040 inch (100 mm) minor ribs 4 inches or 
5 inches (100 or 125 mm) on center, white interior, exterior as follows:  
a. White.  
b. Brown.  
c. Commercial Tan.  
d. Gray. 
e.       Charcoal  
f.        Mocha Brown   
g.       Clopay ColorBlast®, a two part paint system utilizing Sherwin Williams® 

Solar reflective Polane Paint system. Sherwin Williams® color number SW 
_____. 

14. Locking: 
a. Provide one inside slide lock.  
b. Provide two inside slide lock.  
c. Provide five pin cylinder lock with outside key.  
d.       No lock. 

15. Door Drop Safety Device: Provide brackets designed to stop the fall of the door 
should lift cables fail . 

16. Weatherstripping: Provide complete perimeter seals.  
17. Track: 

a. Provide track configuration to maximize headroom available per plans.  
b. 2 inches (50 mm) track designed for 2” diameter rollers. Vertical tracks 

minimum 0.061 inch (1.55 mm) galvanized steel. Horizontal tracks minimum 
0.075 inch (1.91 mm) galvanized steel.  

c. 3 inches (75 mm) track designed for 3” diameter rollers. Vertical and 
horizontal tracks minimum 0.096 inch (2.43 mm) galvanized steel. 

18. Spring Counterbalance: Torsion spring counterbalance mechanism sized to 
weight of the door, with high strength galvanized aircraft cable with minimum 7 to 
1 safety factor.  
a. Standard Cycle Spring: 10,000 cycle.  
b. High Cycle Spring: 25,000 cycles.  
c. High Cycle Spring: 50,000 cycles.  
d. High Cycle Spring: 100,000 cycles. 
e.       Maximum cycles on a single shaft line. 

19. Manual Operation 
a. ControlGard® SD direct drive chain hoist with integral brake mechanism 

that will immediately stop upward or downward travel and maintain the 
door in a stationary position when the hand chain is released by the user. 

i. 2.8:1 primary reduction in 1" bore 
ii. 2.8:1 primary reduction in 1-1/4" bore 
iii. 3.7:1 primary reduction in 1" bore 
iv. 3.7:1 primary reduction in 1-1/4" bore 

b. Pull rope. 
 

2.3  ELECTRIC DOOR OPERATORS 
A. General:  Provide  electric door operator provided by door manufacturer for door with 

operational life specified complete with electric motor and factory pre-wired motor 
controls, starter, gear-reduction unit, clutch, remote-control stations, control devices, 
integral gearing for locking door, and accessories required for proper operation. Comply 
with NFPA 70. 
1. Solenoid-operated brake. 

B. Disconnect Device:  Provide hand-operated disconnect or mechanism for emergency 



 

SECTIONAL OVERHEAD DOORS          08360-4  

manual operation while disconnecting motor, without affecting timing of limit switch.  
Mount disconnect and operator so they are accessible from floor level.  Include interlock 
device to automatically prevent motor from operating when emergency operator is 
engaged. 

C. Design operator so motor may be removed without disturbing limit switch adjustment 
and without affecting emergency auxiliary operator. 

D. Provide control equipment complying with NEMA ICS1, NEMA ICS 2, and NEMA ICS 6, 
with NFPA 70 Class 2 control circuit, maximum 24-V, AC or DC. 

E. Electric Motors:  Provide high-starting torque, reversible, continuous-duty, Class A 
insulated, electric motor, complying with NEMA MG 1, with overload protection, sized to 
start, accelerate, and operate door in either direction, from any position, at not less than 
2/3 fps (0.2 m/s) and not more than 1 fps (.03m/s), without exceeding nameplate ratings 
or considering service factor. 
1. Type:  Mechanical. 
2. Type:  Solid State. 
3. Type: Jackshaft. 
4. Type: Trolley. 
5. HP: 

a. 1/3 hp (246 W). 
b. 1/2  hp (373 W). 
c. 3/4hp (559 W). 
d. 1 hp (746 W). 

6. Power Characteristics: 
a. 115 V. 
b. 220 V. 
c. 460 V. 
d. 1 phase. 
e. 3 phase. 

7. Service Factor: 
a. NEMA MG 1. 
b. NEMA 4 watertight. 
c. NEMA 9 waterproof. 
d. NEMA 10 oil resistant. 
e. NEMA 12 explosion resistant. 

8. Coordinate wiring requirements and electrical characteristics of motors with 
building electrical system. 

F. Remote Control Station: Provide momentary contact, 3-button control station with push 
- button controls labeled "Open", "Close" and "Stop". 

G. Remote Control Station: Provide continuous contact, 3-button control station with push - 
button controls labeled "Open", "Close" and "Stop". 

H. Provide interior units, fully guarded, surface mounted, heavy-duty type, with general-
purpose NEMA ICS 6 enclosure in one of the following types: 
1. Enclosure Type: Type 1. 
2. Enclosure Type: Type 4. 
3. Enclosure Type: Type 12. 

I. Obstruction Detection Device: Provide each motorized door with indicated external 
automatic safety sensor able to protect full width of door opening.  Activation of sensor 
immediately stops and reverses downward door travel. 
1. Sensor Edge:  Provide each motorized door with an automatic safety sensing 

edge, located within astragal or weather stripping mounted to bottom bar.  
Contact with sensor immediately stops and reverses downward door travel.  
Connect to control circuit using manufacturer's standard take-up reel or self-
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coiling cord.  Sensing edge shall be operated by: 
a. Electric. 
b. Pneumatic. 
c. Electric Fail safe. 
d. Pneumatic Fail safe. 

2. Photo-electric control: Provide each motorized door with a photo-electric device 
that will stop and reverse the downward door travel if the light beam is broken or 
blocked. Device shall be: 
a. NEMA Type 1. 
b. NEMA Type 4. 

J. Limit Switches: Provide adjustable switches, interlocked with motor controls and set to 
automatically stop door at fully opened and fully closed positions. 

K. Radio Controls:  Provide 3 button radio transmitter to provide remote open, close, stop 
functionality. 
1. Provide external antenna and coaxial wiring to receiver to enhance radio control 

reception. 
L. Provide auxiliary chain hoist: for emergency manual operation while disconnecting 

motor, without affecting timing of limit switch.  Mount disconnect and operator so they 
are accessible from floor level.  Include interlock device to automatically prevent motor 
from operating when emergency operator is engaged. 

 

PART  3  EXECUTION 

3.1  EXAMINATION 
A. Examine wall and overhead areas, including opening framing and blocking, with 

installer present, for compliance with requirements for installation tolerances, 
clearances, and other conditions affecting performance of Work in this Section. 
1. Proceed with installation only after unsatisfactory conditions have been corrected. 

B. If substrate preparation is the responsibility of another installer, notify Architect of 
unsatisfactory preparation before proceeding. 

3.2  PREPARATION 
A. Prepare surfaces using the methods recommended by the manufacturer for achieving 

the best result for the substrate under the project conditions. 

3.3  INSTALLATION 
A. Install overhead doors and track in accordance with approved shop drawings and the 

manufacturer's printed instructions. 

3.4  PROTECTION 
A. Protect installed products until completion of project. 
B. Touch-up, repair or replace damaged products before Substantial Completion. 

 
END OF SECTION 
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SECTION 088000 - GLAZING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes glazing for the following products and applications, including 
those specified in other Sections where glazing requirements are specified by 
reference to this Section: 

1. Windows 
2. Doors 
3. Interior borrowed lites 

1.3 DEFINITIONS 

A. Manufacturers of Glass Products:  Firms that produce primary glass, fabricated glass, 
or both, as defined in referenced glazing publications. 

B. Glass Thicknesses:  Indicated by thickness designations in millimeters according to 
ASTM C 1036. 

C. Interspace:  Space between lites of an insulating-glass unit that contains dehydrated 
air or a specified gas. 

D. Deterioration of Insulating Glass:  Failure of hermetic seal under normal use that is 
attributed to the manufacturing process and not to causes other than glass breakage 
and practices for maintaining and cleaning insulating glass contrary to manufacturer's 
written instructions.  Evidence of failure is the obstruction of vision by dust, moisture, or 
film on interior surfaces of glass. 

1.4 PERFORMANCE REQUIREMENTS 

A. General:  Provide glazing systems capable of withstanding normal thermal movement 
and wind and impact loads (where applicable) without failure, including loss or glass 
breakage attributable to the following:  defective manufacture, fabrication, and 
installation; failure of sealants or gaskets to remain watertight and airtight; deterioration 
of glazing materials; or other defects in construction. 

B. Glass Design:  Glass thickness designations indicated are minimums and are for 
detailing only.  Confirm glass thicknesses by analyzing Project loads and in-service 
conditions.  Provide glass lites in the thickness designations indicated for various size 
openings, but not less than thicknesses and in strengths (annealed or heat treated) 
required to meet or exceed the required criteria. 
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C. Thermal Movements:  Provide glazing that allows for thermal movements resulting 
from the following maximum change (range) in ambient and surface temperatures 
acting on glass framing members and glazing components.  Base engineering 
calculation on surface temperatures of materials due to both solar heat gain and 
nighttime-sky heat loss. 

1. Temperature Change (Range):  120 deg F, ambient; 180 deg F, material 
surfaces. 

1.5 SUBMITTALS 

A. Product Data:  For each glass product and glazing material indicated. 

B. Samples:  For the following products, in the form of 12-inch-square Samples for glass 
and of 12-inch-long Samples for sealants.  Install sealant Samples between two strips 
of material representative in color of the adjoining framing system. 

C. Glazing Schedule:  Use same designations indicated on Drawings for glazed openings 
in preparing a schedule listing glass types and thicknesses for each size opening and 
location. 

D. Product Certificates:  Signed by manufacturers of glass and glazing products certifying 
that products furnished comply with requirements. 

1. For solar-control low-e-coated glass, provide documentation demonstrating that 
manufacturer of coated glass is certified by coating manufacturer. 

E. Qualification Data:  For installers. 

F. Preconstruction Adhesion and Compatibility Test Report:  From glazing sealant 
manufacturer indicating glazing sealants were tested for adhesion to glass and glazing 
channel substrates and for compatibility with glass and other glazing materials. 

G. Product Test Reports:  For each of the following types of glazing products: 

1. Tinted float glass. 
2. Insulating glass. 
3. Glazing sealants. 
4. Glazing gaskets. 

H. Warranties:  Special warranties specified in this Section. 

 

1.6 QUALITY ASSURANCE 

A. Installer Qualifications:  An experienced installer who has completed glazing similar in 
material, design, and extent to that indicated for this Project; whose work has resulted 
in glass installations with a record of successful in-service performance; and who 
employs glass installers for this Project who are certified under the National Glass 
Association's Certified Glass Installer Program. 

B. Source Limitations for Glass:  Obtain the following through one source from a single 
manufacturer for each glass type:  clear float glass and insulating glass. 
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C. Source Limitations for Glass Sputter-Coated with Solar-Control Low-E Coatings:  
Where solar-control low-e coatings of a primary glass manufacturer that has 
established a certified fabricator program is specified, obtain sputter-coated solar-
control low-e-coated glass in fabricated units from a manufacturer that is certified by 
coated-glass manufacturer. 

D. Source Limitations for Glazing Accessories:  Obtain glazing accessories through one 
source from a single manufacturer for each product and installation method indicated. 

E. Glass Product Testing:  Obtain glass test results for product test reports in "Submittals" 
Article from a qualified testing agency based on testing glass products. 

1. Glass Testing Agency Qualifications:  An independent testing agency with the 
experience and capability to conduct the testing indicated, as documented 
according to ASTM E 548. 

F. Elastomeric Glazing Sealant Product Testing:  Obtain sealant test results for product 
test reports in "Submittals" Article from a qualified testing agency based on testing 
current sealant formulations within a 36-month period. 

1. Sealant Testing Agency Qualifications:  An independent testing agency qualified 
according to ASTM C 1021 to conduct the testing indicated, as documented 
according to ASTM E 548. 

G. Glazing for Fire-Rated Door Assemblies:  Glazing for assemblies that comply with 
NFPA 80 and that are listed and labeled by a testing and inspecting agency acceptable 
to authorities having jurisdiction, for fire-protection ratings indicated, based on testing 
according to NFPA 252. 

H. Safety Glazing Products:  Comply with testing requirements in 16 CFR 1201. 

1. Subject to compliance with requirements, obtain safety glazing products 
permanently marked with certification label of the Safety Glazing Certification 
Council or another certification agency or manufacturer acceptable to authorities 
having jurisdiction. 

2. Where glazing units, including Kind FT glass and laminated glass, are specified 
in Part 2 articles for glazing lites more than 9 sq. ft. in exposed surface area of 
one side, provide glazing products that comply with Category II materials, for lites 
9 sq. ft. or less in exposed surface area of one side, provide glazing products that 
comply with Category I or II materials, except for hazardous locations where 
Category II materials are required by 16 CFR 1201 and regulations of authorities 
having jurisdiction. 

I. Glazing Publications:  Comply with published recommendations of glass product 
manufacturers and organizations below, unless more stringent requirements are 
indicated.  Refer to these publications for glazing terms not otherwise defined in this 
Section or in referenced standards. 

1. GANA Publications:  GANA's "Glazing Manual." 
2. IGMA Publication for Insulating Glass:  SIGMA TM-3000, "Glazing Guidelines for 

Sealed Insulating Glass Units." 

J. Insulating-Glass Certification Program:  Permanently marked either on spacers or on at 
least one component lite of units with appropriate certification label of the following 
testing and inspecting agency: 
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1. Associated Laboratories, Inc. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Protect glazing materials according to manufacturer's written instructions and as 
needed to prevent damage to glass and glazing materials from condensation, 
temperature changes, direct exposure to sun, or other causes. 

B. For insulating-glass units that will be exposed to substantial altitude changes, comply 
with insulating-glass manufacturer's written recommendations for venting and sealing 
to avoid hermetic seal ruptures. 

1.8 PROJECT CONDITIONS 

A. Environmental Limitations:  Do not proceed with glazing when ambient and substrate 
temperature conditions are outside limits permitted by glazing material manufacturers 
and when glazing channel substrates are wet from rain, frost, condensation, or other 
causes. 

1. Do not install liquid glazing sealants when ambient and substrate temperature 
conditions are outside limits permitted by glazing sealant manufacturer or below 
40 deg F. 

1.9 WARRANTY 

A. Manufacturer's Special Warranty on Insulating Glass:  Manufacturer's standard form, 
made out to Owner and signed by insulating-glass manufacturer agreeing to replace 
insulating-glass units that deteriorate as defined in "Definitions" Article, f.o.b. the 
nearest shipping point to Project site, within specified warranty period indicated below. 

1. Warranty Period:  10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where titles below introduce lists, the following requirements 
apply to product selection: 

1. Available Manufacturers:  Subject to compliance with requirements, 
manufacturers offering products that may be incorporated into the Work include, 
but are not limited to, manufacturers specified. 

 
a.  Primary Float Glass  

 
b.  Pittsburgh Corning Corp. 
c.  LOF (Libbey-Owens-Ford) Co. 
d.  PPG Industries Inc.  
e.  Falconer Glass Industries 
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b. Laminated Glass  
 

a. Guardian Industries Corp. 
b. Interpane Glass Company 
c. Marquez Glasseries, Inc. 
d. PPG Industries, Inc. 
e. Vircon, Inc. 

 
c. Fire Rated Glazing Products (where required by code) 

 
a. Pittsburgh Corning Corp. 
b. LOF (Libbey-Owens-Ford) Co. 
c. PPG Industries Inc. 
d. Falconer Glass Industries 
 

d. Insulated Glass  
 

a.  Pittsburgh Corning Corp. 
b.  LOF (Libbey-Owens-Ford) Co. 
c.  PPG Industries Inc. 

2.2 GLASS PRODUCTS 

A. Primary and Heat-Treated Float Glass:  Type I (transparent flat glass); Quality-Q3; of 
class, kind, and condition indicated. 

1. Fabrication Process:  By horizontal (roller-hearth) process with roll-wave 
distortion parallel to bottom edge of glass as installed, unless otherwise 
indicated. 

2. Provide Kind HS (heat-strengthened) float glass in place of annealed float glass 
where needed to resist thermal stresses induced by differential shading of 
individual glass lites and to comply with glass design requirements specified in 
Part 1 "Performance Requirements" Article. 

3. For uncoated glass, comply with requirements for Condition A. 
4. Ceramic-coated spandrel glass, ASTM C 1048, condition B, class 2, coat second 

surface. 
5. For coated vision glass, comply with requirements for Condition C (other 

uncoated glass). 
6. Provide Kind FT (fully tempered) float glass in place of annealed or Kind HS 

(heat-strengthened) float glass where safety glass is indicated. 
7. Available Manufacturers: 

a. Falconer Glass Industries 
b. Guardian Industries Corporation 
c. PPG Industries, Inc. 

8. Primary Float Glass:  ASTM C 1036, Class 2 (tinted, heat-absorbing, light-
reducing). 

a. Tint Color:  To be selected by architect from manufacturer’s full range of 
colors. 

b. Visible Light Transmittance:  37% minimum. 
c. Outdoor Visibility Reflectance:  8%. 
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9. Heat-Treated Float Glass:  By vertical or horizontal process; ASTM C 1048; 
Class, Kind and Condition as required by the glazing code. 

B. Insulating-Glass Units, General:  Factory-assembled units consisting of sealed lites of 
glass separated by a dehydrated interspace, and complying with ASTM E 774 for 
Class CBA units and with requirements specified in this Article and in Part 2 
"Insulating-Glass Units" Article. 

 Basis of design: PPG SOLARBAN 70XL – TYPE ‘A’ (South and West exposures only). 

           PPG SOLARBAN 60     – TYPE ‘B’ (North and East exposures only). 

1. Provide Kind HS (heat-strengthened) float glass in place of annealed glass 
where needed to resist thermal stresses induced by differential shading of 
individual glass lites and to comply with glass design requirements specified in 
Part 1 "Performance Requirements" Article. 

2. Provide Kind FT (fully tempered) glass lites where safety glass is indicated. 
3. Overall Unit Thickness and Thickness of Each Lite:  Dimensions indicated for 

insulating-glass units are nominal and the overall thicknesses of units are 
measured perpendicularly from outer surfaces of glass lites at unit's edge. 

4. Sealing System:  Dual seal, with primary and secondary sealants as follows: 

a. Manufacturer's standard sealants.  

5. Spacer Specifications:  Manufacturer's standard spacer material and construction 
complying with the following requirements: 

a. Spacer Material:  Aluminum with mill or clear anodic finish. 
b. Desiccant:  Molecular sieve or silica gel, or blend of both. 
c. Corner Construction:  Manufacturer's standard corner construction. 

6. Available Manufacturers: 

a. Guardian Industries Corporation. 
b. LOF; Libby, Owen, Ford Co. 
c. PPG Industries 
d. Falconer Glass Industries 

7. Overall Unit Thickness and Thickness of each Lite: 

a. Non-Tempered Units:  Two panels of 1/4" thick float glass, separated by 
1/2" air space. 

b. Tempered Units:  Two panels of 1/4" thick float glass, separated by 1/2" air 
space.        

c. The exterior panel (of both tempered and non-tempered glass) shall be 
tinted medium bronze, with a visible light transmittance of 38% minimum 
(Type ‘A’) and 41% (Type ‘B’). 

d. Insulating glass units shall have the following performance characteristics: 

1) Winter Night Time U-Value:  0.29 Type ‘A’ 
        0.29 Type ‘B’ 

2) Summer Day Time U-Value: 0.27 Type ‘A’ 
        0.28  Type ‘B’ 

3) SHGC - 0.26 Type ‘A’ 
     0.32 Type ‘B’ 
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e. Locations:  Insulating glass shall be used in all exterior windows, 
storefronts/entrances, and doors.  Insulating glass in doors and sidelites 
(below the door head-height) and other locations indicated on the drawings 
or required by applicable code, shall consist of tempered glass. 

f. Insulated opaque glass unit.  The number 4 surface (concealed conditions) 
and the number 2 & 3 surfaces (where exposed to view) shall receive a 
factory applied manufacturer's standard opacifier (color: to be selected), 
with resulting products complying with Specification No. 89-1-6 in GANA 
Tempering Division's "Engineering Standards Manual."  

 
 

a. Indoor Lite:  Class 1 (clear) float glass. 
1) Kind FT (fully tempered). 

b. Low-E Film:  Low-e coated film suspended in the interspace. 
c. Performance Characteristics (Center of Glass):  See Performance 

Schedule 
 

2.3        FIRE-RATED GLAZING PRODUCTS (where required by code or labeled on the      
 drawings): Subject to compliance with IBC 2009, provide one of the following materials 
 where the drawings call for ‘rated glass’. 

A.  Monolithic Ceramic Glazing Material:  Proprietary product in the form of clear flat 
sheets of 3/16-inch (5-mm) nominal thickness weighing 2.5 lb/sq.ft. (12.2 kg/sq.m), 
and  as follows: 

B.   Fire-Protection Rating:  As indicated for the fire window in which glazing material is  
  installed, and permanently labeled by a testing and inspection agency acceptable to  
  authorities having  jurisdiction. 

C. Product:  “Premium FireLite” (polished on both surfaces) by Nippon Electric Glass Co., 
Ltd. and distributed by Technical Glass Products or equal. 

2.4 Film-Faced Ceramic Glazing Material:  Proprietary Category II safety glazing product in 
the form of a 3/16-inch (5-mm-) thick, ceramic glazing material, polished on both 
surfaces, faced on one surface with a clear glazing film, as follows: 

A. Fire-Protection Rating:  As indicated for the assembly in which glazing material is 
installed, and permanently labeled b a testing and inspecting agency acceptable to 
authorities having jurisdiction. 

B. Product:  “FireLite NT” by Nippon Electric Glass  Co., Ltd., and distributed by Technical 
Glass Products. 

2.5 Laminated Ceramic Glazing Material:  Proprietary Category II safety glazing product in 
the form of 2 lites of clear ceramic glazing material laminated together to produce a 
laminated lite of 5/16-inch (8-mm) nominal thickness; polished on both surfaces; 
weighing 4 lb/sq. ft. (19.5 kg/sq.m); and as follows: 

A. Fire-Protection Rating:  As indicated for the assembly in which glazing material is 
installed, and permanently labeled by a testing and inspecting agency acceptable to 
authorities having jurisdiction. 
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B. Polished on both surfaces, transparent. 

C. Product:  “FireLite Plus” by Nippon Electric Glass Co., Ltd., and distributed by 
Technical Glass Products. 

2.6 GLAZING GASKETS 

A. Dense Compression Gaskets:  Molded or extruded gaskets of material indicated below, 
complying with standards referenced with name of elastomer indicated below, and of 
profile and hardness required to maintain watertight seal: 

1. Neoprene, ASTM C 864. 
2. EPDM, ASTM C 864. 
3. Silicone, ASTM C 1115. 
4. Thermoplastic polyolefin rubber, ASTM C 1115. 
5. Any material indicated above. 

2.7 GLAZING SEALANTS 

A. General:  Provide products of type indicated, complying with the following 
requirements: 

1. Compatibility:  Select glazing sealants that are compatible with one another and 
with other materials they will contact, including glass products, seals of 
insulating-glass units, and glazing channel substrates, under conditions of 
service and application, as demonstrated by sealant manufacturer based on 
testing and field experience. 

2. Suitability:  Comply with sealant and glass manufacturers' written instructions for 
selecting glazing sealants suitable for applications indicated and for conditions 
existing at time of installation. 

3. Colors of Exposed Glazing Sealants:  As selected by Architect from 
manufacturer's full range. 

B. Elastomeric Glazing Sealants:  Comply with ASTM C 920 and other requirements 
indicated for each liquid-applied chemically curing sealant specified, including those 
referencing ASTM C 920 classifications for type, grade, class, and uses related to 
exposure and joint substrates. 

1. Single-Component Neutral- and Basic-Curing Silicone Glazing Sealants: 

a. Available Manufacturers: 

1) Dow Corning Corporation. 
2) GE Silicones. 
3) Tremco. 

b. Type and Grade:  S (single component) and NS (nonsag). 
c. Class:  50. 
d. Use Related to Exposure:  NT (nontraffic). 
e. Uses Related to Glazing Substrates:  M, G, A, and, as applicable to glazing 

substrates indicated, O. 

2. Neutral-Curing Silicone Glazing Sealants: 
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a. Available Manufacturers: 

1) Dow Corning Corporation. 
2) GE Silicones. 
3) Pecora Corporation. 

b. Type and Grade:  S (single component) and NS (nonsag). 
c. Class:  50. 
d. Use Related to Exposure:  NT (nontraffic). 
e. Uses Related to Glazing Substrates:  M, G, A, and, as applicable to glazing 

substrates indicated, O. 

C. Glazing Sealants for Fire-Resistive Glazing Products:  Identical to products used in test 
assemblies to obtain fire-protection rating. 

2.8 GLAZING TAPES 

A. Back-Bedding Mastic Glazing Tapes:  Preformed, butyl-based elastomeric tape with a 
solids content of 100 percent; nonstaining and nonmigrating in contact with nonporous 
surfaces; with or without spacer rod as recommended in writing by tape and glass 
manufacturers for application indicated; packaged on rolls with a release paper 
backing; and complying with ASTM C 1281 and AAMA 800 for products indicated 
below: 

1. AAMA 806.3 tape, for glazing applications in which tape is subject to continuous 
pressure. 

2. AAMA 807.3 tape, for glazing applications in which tape is not subject to 
continuous pressure. 

2.9 MISCELLANEOUS GLAZING MATERIALS 

A. General:  Provide products of material, size, and shape complying with referenced 
glazing standard, requirements of manufacturers of glass and other glazing materials 
for application indicated, and with a proven record of compatibility with surfaces 
contacted in installation. 

B. Cleaners, Primers, and Sealers:  Types recommended by sealant or gasket 
manufacturer. 

C. Setting Blocks:  Elastomeric material with a Shore, Type A durometer hardness of 85, 
plus or minus 5. 

D. Spacers:  Elastomeric blocks or continuous extrusions with a Shore, Type A durometer 
hardness required by glass manufacturer to maintain glass lites in place for installation 
indicated. 

E. Edge Blocks:  Elastomeric material of hardness needed to limit glass lateral movement 
(side walking). 

2.10 FABRICATION OF GLAZING UNITS 

A. Fabricate glazing units in sizes required to glaze openings indicated for Project, with 
edge and face clearances, edge and surface conditions, and bite complying with 
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written instructions of product manufacturer and referenced glazing publications, to 
comply with system performance requirements. 

B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites in a manner that 
produces square edges with slight kerfs at junctions with outdoor and indoor faces. 

C. Grind smooth and polish exposed glass edges and corners. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine framing glazing, with Installer present, for compliance with the following: 

1. Manufacturing and installation tolerances, including those for size, squareness, 
and offsets at corners. 

2. Presence and functioning of weep system. 
3. Minimum required face or edge clearances. 
4. Effective sealing between joints of glass-framing members. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean glazing channels and other framing members receiving glass immediately before 
glazing.  Remove coatings not firmly bonded to substrates. 

3.3 GLAZING, GENERAL 

A. Comply with combined written instructions of manufacturers of glass, sealants, 
gaskets, and other glazing materials, unless more stringent requirements are indicated, 
including those in referenced glazing publications. 

B. Glazing channel dimensions, as indicated on Drawings, provide necessary bite on 
glass, minimum edge and face clearances, and adequate sealant thicknesses, with 
reasonable tolerances.  Adjust as required by Project conditions during installation. 

C. Protect glass edges from damage during handling and installation.  Remove damaged 
glass from Project site and legally dispose of off Project site.  Damaged glass is glass 
with edge damage or other imperfections that, when installed, could weaken glass and 
impair performance and appearance. 

D. Apply primers to joint surfaces where required for adhesion of sealants, as determined 
by preconstruction sealant-substrate testing. 

E. Install setting blocks in sill rabbets, sized and located to comply with referenced glazing 
publications, unless otherwise required by glass manufacturer.  Set blocks in thin 
course of compatible sealant suitable for heel bead. 

F. Do not exceed edge pressures stipulated by glass manufacturers for installing glass 
lites. 
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G. Provide spacers for glass lites where length plus width is larger than 50 inches as 
follows: 

1. Locate spacers directly opposite each other on both inside and outside faces of 
glass.  Install correct size and spacing to preserve required face clearances, 
unless gaskets and glazing tapes are used that have demonstrated ability to 
maintain required face clearances and to comply with system performance 
requirements. 

2. Provide 1/8-inch minimum bite of spacers on glass and use thickness equal to 
sealant width.  With glazing tape, use thickness slightly less than final 
compressed thickness of tape. 

H. Provide edge blocking where indicated or needed to prevent glass lites from moving 
sideways in glazing channel, as recommended in writing by glass manufacturer and 
according to requirements in referenced glazing publications. 

I. Set glass lites in each series with uniform pattern, draw, bow, and similar 
characteristics. 

J. Where wedge-shaped gaskets are driven into one side of channel to pressurize sealant 
or gasket on opposite side, provide adequate anchorage so gasket cannot walk out 
when installation is subjected to movement. 

K. Square cut wedge-shaped gaskets at corners and install gaskets in a manner 
recommended by gasket manufacturer to prevent corners from pulling away; seal 
corner joints and butt joints with sealant recommended by gasket manufacturer. 

3.4 GASKET GLAZING (DRY) 

A. Fabricate compression gaskets in lengths recommended by gasket manufacturer to fit 
openings exactly, with allowance for stretch during installation. 

B. Insert soft compression gasket between glass and frame or fixed stop so it is securely 
in place with joints miter cut and bonded together at corners. 

C. Center glass lites in openings on setting blocks and press firmly against soft 
compression gasket by inserting dense compression gaskets formed and installed to 
lock in place against faces of removable stops.  Start gasket applications at corners 
and work toward centers of openings.  Compress gaskets to produce a weathertight 
seal without developing bending stresses in glass.  Seal gasket joints with sealant 
recommended by gasket manufacturer. 

D. Install gaskets so they protrude past face of glazing stops. 

3.5 CLEANING AND PROTECTION 

A. Protect exterior glass from damage immediately after installation by attaching crossed 
streamers to framing held away from glass.  Do not apply markers to glass surface.  
Remove nonpermanent labels, and clean surfaces. 

B. Protect glass from contact with contaminating substances resulting from construction 
operations, including weld splatter.  If, despite such protection, contaminating 
substances do come into contact with glass, remove substances immediately as 
recommended by glass manufacturer. 
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C. Examine glass surfaces adjacent to or below exterior concrete and other masonry 
surfaces at frequent intervals during construction, but not less than once a month, for 
buildup of dirt, scum, alkaline deposits, or stains; remove as recommended in writing 
by glass manufacturer. 

D. Remove and replace glass that is broken, chipped, cracked, or abraded or that is 
damaged from natural causes, accidents, and vandalism, during construction period. 

E. Wash glass on both exposed surfaces in each area of Project not more than four days 
before date scheduled for inspections that establish date of Substantial Completion.  
Wash glass as recommended in writing by glass manufacturer. 

END OF SECTION 
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SECTION 092550 - GYPSUM BOARD ASSEMBLIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Nonload-bearing steel framing members for gypsum board assemblies. 
2. Gypsum board assemblies attached to steel framing. 
3. Gypsum board bonded adhesively to interior concrete and masonry 

substrates. 
4. Metal trim and accessories for finishing gypsum board. 
5. Sound Attenuation Blankets 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 

1. Division 5 Section "Cold-Formed Metal Framing" for load-bearing steel 
framing. 

2. Division 6 Section "Rough Carpentry" for wood framing and furring. 
3. Division 7 Section “Through-Penetration Firestop Systems” for firestopping 

systems and fire-resistance-rated joint sealants. 
 

1.3 DEFINITIONS 

A. Gypsum Board Construction Terminology:  Refer to ASTM C 11 and GA-505 for 
definitions of terms for gypsum board assemblies not defined in this Section or in 
other referenced standards. 

1.4 ASSEMBLY PERFORMANCE REQUIREMENTS 

A. Sound Transmission Characteristics:  For gypsum board assemblies with STC ratings 
provide materials and construction identical to those of assemblies whose STC 
ratings were determined according to ASTM E 90 and classified according to 
ASTM E 413 by a qualified independent testing agency. 

B. Fire Resistance:  Provide gypsum board assemblies with fire-resistance ratings 
indicated. 

1.5 SUBMITTALS 

A. General:  Submit each item in this Article according to the Conditions of the Contract 
and Division 1 Specification Sections. 

B. Product Data for each type of product specified. 
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C. Product certificates signed by manufacturers of gypsum board assembly components 
certifying that their products comply with specified requirements. 

1.6 QUALITY ASSURANCE 

A. Single-Source Responsibility for Steel Framing:  Obtain steel framing members for 
gypsum board assemblies from a single manufacturer, unless otherwise indicated. 

B. Single-Source Responsibility for Panel Products:  Obtain each type of gypsum board 
and other panel products from a single manufacturer. 

C. Single-Source Responsibility for Finishing Materials:  Obtain finishing materials from 
either the same manufacturer that supplies gypsum board and other panel products 
or from a manufacturer acceptable to gypsum board manufacturer. 

D. Fire-Test-Response Characteristics:  Where fire-resistance-rated gypsum board 
assemblies are indicated, provide gypsum board assemblies that comply with the 
following requirements: 

1. Fire-Resistance Ratings:  As indicated by GA File Numbers in GA-600 "Fire 
Resistance Design Manual" or design designations in UL "Fire Resistance 
Directory" or in the listing of another testing and inspecting agency acceptable 
to authorities having jurisdiction. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials in original packages, containers, or bundles bearing brand name 
and identification of manufacturer or supplier. 

B. Store materials inside under cover and keep them dry and protected against damage 
from weather, direct sunlight, surface contamination, corrosion, construction traffic, 
and other causes.  Neatly stack gypsum panels flat to prevent sagging. 

1.8 PROJECT CONDITIONS 

A. Environmental Conditions, General:  Establish and maintain environmental conditions 
for applying and finishing gypsum board to comply with ASTM C 840 requirements or 
gypsum board manufacturer's recommendations, whichever are more stringent. 

B. Room Temperatures:  For nonadhesive attachment of gypsum board to framing, 
maintain not less than 40 deg F.  For adhesive attachment and finishing of gypsum 
board, maintain not less than 50 deg F for 48 hours before application and 
continuously after until dry.  Do not exceed 95 deg F when using temporary heat 
sources. 

C. Ventilation:  Ventilate building spaces as required to dry joint treatment materials.  
Avoid drafts during hot, dry weather to prevent finishing materials from drying too 
rapidly. 

 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 
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A. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated in the Work include, but are not limited to, 
the following: 

1. Steel Framing and Furring: 
 

a. Dale Industries, Inc. 
b. Dietrich Industries, Inc. 
c. Marino/Ware (formerly Marino Industries Corp.). 
d. National Gypsum Co.; Gold Bond Building Products Division. 

2. Gypsum Board and Related Products: 

a. United States Gypsum Co. 
b. National Gypsum Co.; Gold Bond Building Products Division. 
c. Georgia-Pacific Corp. 

3. Drywall Trims 
 

a.  United States Gypsum Co. 
b.  National Gypsum Co. 
c.  Georgia Pacific Corp. 
d.  Fry Reglet - Heavy Cuty Corner Trim 

B. Available Products:  Subject to compliance with requirements, products that may be 
incorporated in the Work include, but are not limited to, the following: 

General:  Complying with ASTM C 36/C 36M or ASTM C 1396/C 1396M, as 
applicable to type of gypsum board indicated and whichever is more stringent. 

 
a. Basis-of-Design Product:  The design for each type of gypsum board and related 

products is based on G-P Gypsum products named.  All gypsum wall board is to 
be “paperless” and moisture resistant.  Subject to compliance with requirements, 
provide the named product or a comparable product by one of the following: 
a. American Gypsum Co. 
b. BPB America Inc. 
c. Lafarge North America Inc. 
d. National Gypsum Company. 
e. PABCO Gypsum. 
f. Temple. 
g. USG Corporation. 

1. Impact Resistant Gypsum Wallboard 

a.  SHEETROCK AR Board; United States Gypsum Company. 
b.  High Impact 2000; National Gypsum Co. 
c.  GyProc Abuse Resistant Gypsum Board; Georgia-Pacific Corp. 
 

2. Gypsum Sheathing (for exterior soffits) 
 

a.      “Dens-Glass Gold” by G-P Gypsum Corporation. 
 

2.2 STEEL FRAMING FOR WALLS AND PARTITIONS 
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A. General:  Provide steel framing members complying with the following requirements: 
 

1. Protective Coating:  Manufacturer's standard corrosion-resistant coating. 

B. Steel Studs and Runners:  ASTM C 645, with flange edges of studs bent back 90 
degrees and doubled over to form 3/16-inch- wide minimum lip (return), and 
complying with the following requirements for minimum thickness of base (uncoated) 
metal and for depth: 

1. Thickness:  0.0179 inch, unless otherwise indicated. 
2. Thickness:  0.0312 inch as follows: 

a. For head runner, sill runner, jamb, and cripple studs at door and other 
openings. 

b. Where indicated. 
 

3. Depth:  3-5/8 inches, where indicated. 
4. Depth:  6-inches where indicated. 

C. Deflection Track:  Manufacturer's standard top runner designed to prevent cracking of 
gypsum board applied to interior partitions resulting from deflection of the structure 
above fabricated from steel sheet complying with ASTM A 653 or ASTM A 568.  
Thickness as indicated for studs, and width to accommodated depth of studs, and of 
the following configuration: 

 
1. Top runner with 2-1/2-inch- deep flanges that either have V-shaped offsets 

that compress when pressure is applied from construction above or have slots 
1 inch o.c. that allow fasteners attached to studs through the slots to 
accommodate structural movement by slipping. 

a. Available Products:  Subject to compliance with requirements, products 
that may be incorporated in the Work include, but are not limited to, the 
following: 

a. Superior Flex Track System (SFT); Delta Star, Inc. 
b. SLP-TRK; Metal-Lite, Inc. 

D. Deflection and Firestop Track:  Top runner designed to allow partition heads to 
expand and contract with movement of structure above while maintaining continuity of 
the assembly.  Comply with requirements of ASTM C 645 except configuration, of 
thickness indicated for studs and width to accommodate depth of studs indicated with 
flanges offset at midpoint to accommodate gypsum board thickness. 

 
1. Offset Configuration:  Reveal design with offset recessing in from depth of 

stud. 

a. Available Product:  Subject to compliance with requirements, products 
that may be incorporated in the Work include, but are not limited to:  

a. "Fire Trak"; Fire Trak Corp. 

E. Steel Rigid Furring Channels:  ASTM C 645, hat shaped, depth and minimum 
thickness of base (uncoated) metal as follows: 

1. Thickness:  0.0179 inch, unless otherwise indicated. 
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2. Depth:  7/8 inch. 

F. Furring Brackets:  Serrated-arm type, adjustable, fabricated from corrosion-resistant 
steel sheet complying with ASTM C 645, minimum thickness of base (uncoated) 
metal of 0.0329 inch, designed for screw attachment to steel studs and steel rigid 
furring channels used for furring. 

G. Steel Resilient Furring Channels:  Manufacturer's standard product designed to 
reduce sound transmission, fabricated from steel sheet complying with ASTM A 653 
or ASTM A 568 to form 1/2-inch- deep channel of the following configuration: 

 
1. Single- or Double-Leg Configuration:  Asymmetric-shaped channel with face 

connected to a single flange by a single-slotted leg (web) or hat-shaped 
channel, with 1-1/2-inch- wide face connected to flanges by double-slotted or 
expanded-metal legs (webs). 

H. Steel Channel Bridging:  Cold-rolled steel, 0.0598-inch minimum thickness of base 
(uncoated) metal and 7/16-inch- wide flanges, 1-1/2 inches deep, 475 lb/1000 feet, 
unless otherwise indicated. 

I. Steel Flat Strap and Backing Plate:  Steel sheet for blocking and bracing complying 
with ASTM A 653 or ASTM A 568, length and width as indicated, and with a minimum 
base metal (uncoated) thickness as follows: 

 
1. Thickness:  0.0598 inch unless indicated otherwise. 

J. Fasteners for Metal Framing:  Provide fasteners of type, material, size, corrosion 
resistance, holding power, and other properties required to fasten steel framing and 
furring members securely to substrates involved; complying with the 
recommendations of gypsum board manufacturers for applications indicated. 

2.3 GYPSUM BOARD PRODUCTS 

A. General:  Provide gypsum board of types indicated in maximum lengths available that 
will minimize end-to-end butt joints in each area indicated to receive gypsum board 
application. 

1. Widths:  Provide gypsum board in widths of 48 inches. 
 

2.4 TRIM ACCESSORIES 

A. Accessories for Interior Installation:  Cornerbead, edge trim, reveals, and control 
joints complying with ASTM C 1047 and requirements indicated below: 

1. Material:  Formed metal or plastic, with metal complying with the following 
requirements: 

a. Steel sheet zinc coated by hot-dip process or rolled zinc. 
b. Steel sheet zinc coated by hot-dip or electrolytic process, or steel sheet 

coated with aluminum or rolled zinc. 

2. Shapes indicated below by reference to Fig. 1 designations in ASTM C 1047: 
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a. Heavy duty outside corner trim as manufactured by Fry Reglet for all 
vertical outside corners in traffic areas. 

b. Cornerbead on outside corners, in non-traffic areas. 
c. LC-bead with both face and back flanges; face flange formed to receive 

joint compound.  Use LC-beads for edge trim, unless otherwise indicated. 
d. L-bead with face flange only; face flange formed to receive joint 

compound.  Use L-bead where indicated. 
e. U-bead with face and back flanges; face flange formed to be left without 

application of joint compound.  Use U-bead where indicated. 
f. One-piece control joint formed with V-shaped slot and removable strip 

covering slot opening. 
g.  ½” reveal trim and accessories as manufactured by Fry Reglet. 

2.5 JOINT TREATMENT MATERIALS 

A. General:  Provide joint treatment materials complying with ASTM C 475 and the 
recommendations of both the manufacturers of sheet products and of joint treatment 
materials for each application indicated. 

B. Joint Tape for Gypsum Board:  Paper reinforcing tape, unless otherwise indicated. 

C. Setting-Type Joint Compounds for Gypsum Board:  Factory-packaged, job-mixed, 
chemical-hardening powder products formulated for uses indicated. 

1. Where setting-type joint compounds are indicated as a taping compound only 
or for taping and filling only, use formulation that is compatible with other joint 
compounds applied over it. 

2. For topping compound, use sandable formulation. 

D. Drying-Type Joint Compounds for Gypsum Board:  Factory-packaged vinyl-based 
products complying with the following requirements for formulation and intended use. 

1. Ready-Mixed Formulation:  Factory-mixed product. 

a. Taping compound formulated for embedding tape and for first coat over 
fasteners and face flanges of trim accessories. 

b. Topping compound formulated for fill (second) and finish (third) coats. 
c. All-purpose compound formulated for both taping and topping 

compounds. 
 

2.6 ACOUSTICAL SEALANT 

A. Acoustical Sealant for Exposed Joints:  Manufacturer's standard nonsag, paintable, 
nonstaining latex sealant complying with ASTM C 834 and the following 
requirements: 

1. Product is effective in reducing airborne sound transmission through 
perimeter joints and openings in building construction as demonstrated by 
testing representative assemblies according to ASTM E 90. 

B. Acoustical Sealant for Concealed Joints:  Manufacturer's standard nondrying, 
nonhardening, nonskinning, nonstaining, gunnable, synthetic-rubber sealant 
recommended for sealing interior concealed joints to reduce transmission of airborne 
sound. 



 
GYPSUM BOARD ASSEMBLIES   092550 – 7 

C. Available Products:  Subject to compliance with requirements, acoustical sealants 
that may be incorporated in the Work include, but are not limited to, the following: 

1. Acoustical Sealant for Exposed Joints: 

a. PL Acoustical Sealant; ChemRex, Inc.; Contech Brands. 
b. AC-20 FTR Acoustical and Insulation Sealant; Pecora Corp. 
c. SHEETROCK Acoustical Sealant; United States Gypsum Co. 

2. Acoustical Sealant for Concealed Joints: 

a. BA-98; Pecora Corp. 
b. Tremco Acoustical Sealant; Tremco, Inc. 

2.7 MISCELLANEOUS MATERIALS 

A. General:  Provide auxiliary materials for gypsum board construction that comply with 
referenced standards and recommendations of gypsum board manufacturer. 

B. Spot Grout:  ASTM C 475, setting-type joint compound recommended for spot-
grouting hollow metal door frames. 

C. Steel drill screws complying with ASTM C 1002 for the following applications: 

1. Fastening gypsum board to steel members less than 0.033 inch thick. 

D. Steel drill screws complying with ASTM C 954 for fastening gypsum board to steel 
members from 0.033 to 0.112 inch thick. 

E. Asphalt-Saturated Organic Felt:  ASTM D 226, Type I (No. 15 asphalt felt), 
nonperforated. 

F. Foam Gaskets:  Closed-cell vinyl foam adhesive-backed strips that allow fastener 
penetration without foam displacement, 1/8 inch thick, in width to suit metal stud size 
indicated. 

G. Sound-Attenuation Blankets:  Unfaced mineral-fiber blanket insulation produced by 
combining mineral fibers of type described below with thermosetting resins to comply 
with ASTM C 665 for Type I (blankets without membrane facing). 

1. Mineral-Fiber Type:  Fibers manufactured from glass. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates to which gypsum board assemblies attach or abut, installed 
hollow metal frames, cast-in-anchors, and structural framing, with Installer present, for 
compliance with requirements for installation tolerances and other conditions affecting 
performance of assemblies specified in this Section.  Do not proceed with installation 
until unsatisfactory conditions have been corrected. 

3.2 PREPARATION 
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A. Ceiling Anchorages:  Coordinate installation of ceiling suspension systems with 
installation of overhead structural assemblies to ensure that inserts and other 
provisions for anchorages to building structure have been installed to receive ceiling 
hangers that will develop their full strength and at spacing required to support 
ceilings. 

3.3 INSTALLING STEEL FRAMING, GENERAL 

A. Steel Framing Installation Standard:  Install steel framing to comply with ASTM C 754 
and with ASTM C 840 requirements that apply to framing installation. 

B. Install supplementary framing, blocking, and bracing at terminations in gypsum board 
assemblies to support fixtures, equipment services, heavy trim, grab bars, toilet 
accessories, furnishings, or similar construction.  Comply with details indicated and 
with recommendations of gypsum board manufacturer or, if none available, with 
United States Gypsum Co.'s "Gypsum Construction Handbook." 

1. Use steel flat strap and backing plate as blocking and bracing for the support 
of above listed items. 

C. Isolate steel framing from building structure at locations indicated to prevent transfer 
of loading imposed by structural movement.  Comply with details shown on Drawings. 

1. Where building structure abuts ceiling perimeter or penetrates ceiling. 
2. Where partition framing and wall furring abut structure, except at floor. 

a. Install deflection track top runner to attain lateral support and avoid axial 
loading. 

b. Install deflection and firestop track top runner at fire-resistance-rated 
assemblies. 

a. Attach jamb studs at openings to tracks using manufacturer's 
standard stud clip. 

D. Do not bridge building control and expansion joints with steel framing or furring 
members.  Independently frame both sides of joints with framing or furring members 
as indicated. 

3.4 INSTALLING STEEL FRAMING FOR WALLS AND PARTITIONS 

A. Install runners (tracks) at floors, ceilings, and structural walls and columns where 
gypsum board stud assemblies abut other construction. 

1. Where studs are installed directly against exterior walls, install asphalt felt 
strips or foam gaskets between studs and wall. 

B. Installation Tolerances:  Install each steel framing and furring member so that 
fastening surfaces do not vary more than 1/8 inch from the plane formed by the faces 
of adjacent framing. 

C. Extend partition framing full height to structural supports or substrates above 
suspended ceilings, except where partitions are indicated to terminate at, or within 12 
inches above, suspended ceilings.  Continue framing over frames for doors and 
openings and frame around ducts penetrating partitions above ceiling to provide 
support for gypsum board. 
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1. Cut studs  short of full height in accordance with deflection track 
manufacturer’s installation instructions to provide perimeter relief. 

2. For STC-rated and fire-resistance-rated partitions that extend to the underside 
of floor/roof slabs and decks or other continuous solid structural surfaces to 
obtain ratings, install framing around structural and other members extending 
below floor/roof slabs and decks, as needed, to support gypsum board 
closures needed to make partitions continuous from floor to underside of solid 
structure. 

D. Terminate partition framing at, or within 12 inches above, suspended ceilings where 
indicated. 

E. Install steel studs and furring in sizes and at spacings indicated. 

1. Single-Layer Construction:  Space studs and furring 16 inches o.c., unless 
otherwise indicated. 

F. Install steel studs so flanges point in the same direction and leading edge or end of 
each gypsum board panel can be attached to open (unsupported) edges of stud 
flanges first. 

G. Frame door openings to comply with GA-219, and with applicable published 
recommendations of gypsum board manufacturer, unless otherwise indicated.  Attach 
vertical studs at jambs with screws either directly to frames or to jamb anchor clips on 
door frames; install runner track section (for cripple studs) at head and secure to jamb 
studs. 

1. Install 2 studs at each jamb, unless otherwise indicated. 
2. Install cripple studs at head adjacent to each jamb stud, with a minimum 1/2-

inch clearance from jamb stud to allow for installation of control joint. 
3. Extend jamb studs through suspended ceilings and attach to underside of 

floor or roof structure above. 

H. Frame openings other than door openings to comply with details indicated or, if none 
indicated, as required for door openings.  Install framing below sills of openings to 
match framing required above door heads. 

3.5 APPLYING AND FINISHING GYPSUM BOARD, GENERAL 

A. Gypsum Board Application and Finishing Standards:  Install and finish gypsum panels 
to comply with ASTM C 840 and GA-216. 

B. Install sound-attenuation blankets, where indicated, prior to installing gypsum panels 
unless blankets are readily installed after panels have been installed on one side. 

C. Install ceiling board panels across framing to minimize the number of abutting end 
joints and to avoid abutting end joints in the central area of each ceiling.  Stagger 
abutting end joints of adjacent panels not less than one framing member. 

D. Install gypsum panels with face side out.  Do not install imperfect, damaged, or damp 
panels.  Butt panels together for a light contact at edges and ends with not more than 
1/16 inch of open space between panels.  Do not force into place. 

E. Locate both edge or end joints over supports, except in ceiling applications where 
intermediate supports or gypsum board back-blocking is provided behind end joints.  
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Do not place tapered edges against cut edges or ends.  Stagger vertical joints on 
opposite sides of partitions.  Avoid joints other than control joints at corners of framed 
openings where possible. 

F. Attach gypsum panels to steel studs so leading edge or end of each panel is attached 
to open (unsupported) edges of stud flanges first. 

G. Attach gypsum panels to framing provided at openings and cutouts. 

H. Spot grout hollow metal door frames for solid-core wood doors, hollow metal doors, 
and doors over 32 inches wide.  Apply spot grout at each jamb anchor clip and 
immediately insert gypsum panels into frames. 

I. Form control and expansion joints at locations indicated and as detailed, with space 
between edges of adjoining gypsum panels, as well as supporting framing behind 
gypsum panels. 

J. Cover both faces of steel stud partition framing with gypsum panels in concealed 
spaces (above ceilings, etc.), except in chases that are braced internally. 

1. Except where concealed application is indicated or required for sound, fire, 
air, or smoke ratings, coverage may be accomplished with scraps of not less 
than 8 sq. ft. in area. 

2. Fit gypsum panels around ducts, pipes, and conduits. 
3. Where partitions intersect open concrete coffers, concrete joists, and other 

structural members projecting below underside of floor/roof slabs and decks, 
cut gypsum panels to fit profile formed by coffers, joists, and other structural 
members; allow 1/4- to 3/8-inch- wide joints to install sealant. 

K. Isolate perimeter of nonload-bearing gypsum board partitions at structural abutments, 
except floors.  Unless detailed otherwise,  provide 1/4- to 1/2-inch- wide spaces at 
these locations and trim edges with U-bead edge trim where edges of gypsum panels 
are exposed.  Seal joints between edges and abutting structural surfaces with 
acoustical sealant. 

L. Where STC-rated gypsum board assemblies are indicated, seal construction at 
perimeters, behind control and expansion joints, openings, and penetrations with a 
continuous bead of acoustical sealant including a bead at both faces of the partitions.  
Comply with ASTM C 919 and manufacturer's recommendations for location of edge 
trim and closing off sound-flanking paths around or through gypsum board 
assemblies, including sealing partitions above acoustical ceilings. 

M. Space fasteners in gypsum panels according to referenced gypsum board application 
and finishing standard and manufacturer's recommendations. 

1. Space screws a maximum of 12 inches o.c. for vertical applications. 

N. Space fasteners in panels that are tile substrates a maximum of 8 inches o.c. 

3.6 GYPSUM BOARD APPLICATION METHODS 

A. Single-Layer Application:  Install gypsum wallboard panels as follows: 
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1. On ceilings, apply gypsum panels prior to wall/partition board application to 
the greatest extent possible and at right angles to framing, unless otherwise 
indicated. 

2. On partitions/walls, apply gypsum panels horizontally (perpendicular to 
framing), unless parallel application is required for fire-resistance-rated 
assemblies.  Use maximum-length panels to minimize end joints. 

a. Stagger abutting end joints not less than one framing member in alternate 
courses of board. 

B. Single-Layer Fastening Methods:  Apply gypsum panels to supports as follows: 

1. Fasten with screws. 

C. Direct-Bonding to Substrate:  Where gypsum panels are indicated as directly adhered 
to a substrate (other than studs, joists, furring members, or base layer of gypsum 
board), comply with gypsum board manufacturer's recommendations, and temporarily 
brace or fasten gypsum panels until fastening adhesive has set. 

3.7 INSTALLING TRIM ACCESSORIES 

A. General:  For trim accessories with back flanges, fasten to framing with the same 
fasteners used to fasten gypsum board.  Otherwise, fasten trim accessories 
according to accessory manufacturer's directions for type, length, and spacing of 
fasteners. 

B. Install cornerbead at external corners.  Install heavy duty corner beads at all vertical 
outside corners. 

C. Install edge trim where edge of gypsum panels would otherwise be exposed.  Provide 
edge trim type with face flange formed to receive joint compound, except where other 
types are indicated. 

1. Install LC-bead where gypsum panels are tightly abutted to other construction 
and back flange can be attached to framing or supporting substrate. 

2. Install L-bead where edge trim can only be installed after gypsum panels are 
installed. 

3. Install U-bead where indicated. 

D. Install control joints according to ASTM C 840 and manufacturer's recommendations 
and in specific locations approved by Architect for visual effect. 

3.8 FINISHING GYPSUM BOARD ASSEMBLIES 

A. General:  Treat gypsum board joints, interior angles, flanges of cornerbead, edge 
trim, control joints, penetrations, fastener heads, surface defects, and elsewhere as 
required to prepare gypsum board surfaces for decoration. 

B. Prefill open joints, rounded or beveled edges, and damaged areas using setting-type 
joint compound. 

C. Apply joint tape over gypsum board joints and to flanges of trim accessories as 
recommended by trim accessory manufacturer. 
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D. Levels of Gypsum Board Finish:  Provide the following levels of gypsum board finish 
per GA-214. 

1. Level 1 for ceiling plenum areas, concealed areas, and where indicated, 
unless a higher level of finish is required for fire-resistance-rated assemblies 
and sound-rated assemblies. 

2. Level 2 where panels form substrates for tile and where indicated. 
3. Level 4 for gypsum board surfaces exposed to view, unless otherwise 

indicated. 
 

E. Use one of the following joint compound combinations as applicable to the finish 
levels specified: 

1. Embedding and First Coat:  Setting-type joint compound.  Fill (Second) Coat:  
Setting-type joint compound.  Finish (Third) Coat:  Sandable, setting-type joint 
compound. 

2. Embedding and First Coat:  Setting-type joint compound.  Fill (Second) Coat:  
Setting-type joint compound.  Finish (Third) Coat:  Ready-mixed, drying-type, 
all-purpose or topping compound. 

3. Embedding and First Coat:  Ready-mixed, drying-type, all-purpose or taping 
compound.  Fill (Second) Coat:  Ready-mixed, drying-type, all-purpose or 
topping compound.  Finish (Third) Coat:  Ready-mixed, drying-type, all-
purpose or topping compound. 

F. Where Level 1 gypsum board finish is indicated, embed tape in joint compound. 

G. Where Level 2 gypsum board finish is indicated, embed tape in joint compound and 
apply a separate first coat of joint compound to tape, fasteners and trim flanges. 

H. Where Level 4 gypsum board finish is indicated, embed tape in joint compound and 
apply first, fill (second), and finish (third) coats of joint compound over joints, angles, 
fastener heads, and accessories.  Touch up and sand between coats and after last 
coat as needed to produce a surface free of visual defects and ready for decoration. 

 
 

3.9 FIELD QUALITY CONTROL 

A. Above-Ceiling Observation:  Architect will conduct an above-ceiling observation prior 
to installation of gypsum board ceilings and report any deficiencies in the Work 
observed.  Do not proceed with installation of gypsum board to ceiling support 
framing until deficiencies have been corrected. 

1. Notify Architect one week in advance of the date and the time when the 
Project, or part of the Project, will be ready for an above-ceiling observation. 

2. Prior to notifying Architect, complete the following in areas to receive gypsum 
board ceilings: 

a. Installation of 80 percent of lighting fixtures, powered for operation. 
b. Installation, insulation, and leak and pressure testing of water piping 

systems. 
c. Installation of air duct systems. 
d. Installation of air devices. 
e. Installation of mechanical system control air tubing. 
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f. Installation of ceiling support framing. 

3.10 CLEANING AND PROTECTION 

A. Promptly remove any residual joint compound from adjacent surfaces. 

B. Provide final protection and maintain conditions, in a manner acceptable to Installer, 
that ensure gypsum board assemblies are without damage or deterioration at the time 
of Substantial Completion. 

END OF SECTION 
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SECTION 095110 - ACOUSTICAL PANEL CEILINGS 

PART 1 - GENERAL  

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes ceilings consisting of acoustical panels and suspension 
systems. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product specified. 

B. Samples for Initial Selection:  Manufacturer's color charts consisting of actual 
acoustical panels or sections of acoustical panels, fiberglass reinforced plastic 
panels, suspension systems, and moldings showing the full range of colors, textures, 
and patterns available for each type of ceiling assembly indicated. 

1. 6-inch square samples of each acoustical panel type, pattern, and color. 
2. Set of 12-inch long samples of exposed suspension system members, including 

moldings, for each color and system type required. 

C. Qualification Data:  For firms and persons specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience.  Include lists of completed projects 
with project names and addresses, names and addresses of architects and owners, 
and other information specified. 

D. Product Test Reports:  Indicate compliance of acoustical panel ceilings and 
components with requirements based on comprehensive testing of current products. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications and FRP Panel Ceilings:  Engage an experienced installer who 
has completed acoustical panel ceilings similar in material, design, and extent to that 
indicated for this Project and with a record of successful in-service performance. 

B. Source Limitations for Ceiling Units:  Obtain each acoustical ceiling panel and 
suspension sytem from one source with resources to provide products of consistent 
quality in appearance and physical properties without delaying the Work. 

C. Source Limitations for FRP Panels:  Obtain from one source with resources to provide 
products of consistent quality in appearance and physical properties without delaying 
the work. 
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D. Source Limitations for Suspension System:  Obtain each suspension system from 
one source with resources to provide products of consistent quality in appearance 
and physical properties without delaying the Work. 

1. Obtain both acoustical ceiling panels and suspension system from the same 
manufacturer. 

E. Fire-Test-Response Characteristics:  Provide acoustical panel and FRP panel ceilings 
that comply with the following requirements: 

1. Fire-response tests were performed by UL, ITS/Warnock Hersey, or another 
independent testing and inspecting agency that is acceptable to authorities 
having jurisdiction and that performs testing and follow-up services. 

2. Surface-burning characteristics of acoustical panels and FRP comply with 
ASTM E 1264 for Class A materials as determined by testing identical products 
per ASTM E 84. 

3. Fire-resistance-rated assemblies, which are indicated by design designations 
from UL's "Fire Resistance Directory," from ITS/Warnock Hersey's "Directory of 
Listed Products," or from the listings of another testing and inspecting agency, 
are identical in materials and construction to those tested per ASTM E 119. 

4. Products are identified with appropriate markings of applicable testing and 
inspecting agency. 

F. Preinstallation Conference:  Conduct conference at Project site to comply with 
requirements of Division 1 Section "Project Meetings." 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver acoustical panels, FRP panels and suspension system components to Project 
site in original, unopened packages and store them in a fully enclosed space where 
they will be protected against damage from moisture, direct sunlight, surface 
contamination, and other causes. 

B. Before installing acoustical panels and FRP panels, permit them to reach room 
temperature and a stabilized moisture content. 

C. Handle acoustical panels and FRP panels carefully to avoid chipping edges or 
damaging units in any way. 

1.6 PROJECT CONDITIONS 

A. Space Enclosure and Environmental Limitations:  Do not install acoustical panel 
ceilings and FRP panel ceilings until spaces are enclosed and weatherproof, wet-
work in spaces is complete and dry, work above ceilings is complete, and ambient 
temperature and humidity conditions are maintained at the levels indicated for Project 
when occupied for its intended use. 

1.7 COORDINATION 

A. Coordinate layout and installation of acoustical panels, FRP panels, and suspension 
system with other construction that penetrates ceilings or is supported by them, 
including light fixtures, HVAC equipment, fire-suppression system, and partition 
assemblies. 
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1.8 EXTRA MATERIALS 

A. Furnish extra materials described below that match products installed, are packaged 
with protective covering for storage, and are identified with labels describing contents. 

1. Acoustical Ceiling Units:  Full-size units equal to 2.0 percent of amount 
installed, Full carton quantity only. 

2. Suspension System Components:  Quantity of each exposed component equal 
to 2.0 percent of amount installed full carton quantity only. 

 
1.9   WARRANTY  
 

A.  Sag & Warp Warranty 
 

1. Manufacturer, or manufacturer’s approved equal, shall warrant product mineral 
ceiling panels with Clima Plus or HumiGuard Plus performance to be free from 
sagging and warping as a direct result of defects in material or factory 
workmanship for fifteen(15) years or lifetime warranty from date of installation of 
the ceiling material, provided the panels are installed in the same manufacturer’s 
suspension system and subject to the conditions set forth below. 

  
a. The material shall be installed in accordance with all applicable 

manufacturer’s specifications in effect at the time of installation. 
b. Installation may be carried out in interior conditions where the HVAC system 

is not operating or cycled on and off.  The ceiling may not come in contact 
with water or be installed where water will be a continuous presence ie. 
Indoor pool. 

c. The acoustical material is not used to support any other material except 
fiberglass thermal/sound control insulation installed in the thickness, density 
and manner specified by the manufacturer. 

d. Should the material sag or warp as described above, written notice within 30 
days after first observing such fact must be given to manufacturer who shall 
furnish, at its own expense, new material of the same type and grade in an 
amount equal to that which has sagged or warped. 

 
B.  Ceiling Suspension System Warranty 
  

1. Manufacturer shall warrant ceiling suspension system components as 
manufactured to meet or exceed ASTM C 635 standards and conform to direct 
hung structural classification of light, intermediate, or heavy duty.  These 
components should be warranted against the occurrence of 50% red rust as 
defined by ASTM B 117 test procedures during the first 10 years of this warranty.  
This warranty is subject to further conditioned outlines below. 

  
a. All material shall be installed in accordance with manufacturer’s 

specifications for grid system. 
b. Damage, which may occur from chemical fumes, freezing temperature, 

vibration and abuse, is not covered by this warranty. 
c. Installation may be carried out in temperature conditions up to 120 degrees F 

and in spaces where HVAC systems are cycled or not operating.  These 
systems can not be used in exterior applications, where standing water is 
present or where moisture will come in direct contact with the ceiling. 

d. Damage which may occur from direct moisture in the form of building leaks 
or condensation is not covered by this warranty. 
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e. Manufacturer must receive written notice within 30 days after first 
observation of defects covered by this warranty.  Subject to inspection, 
manufacture shall furnish new material at its own expense of the same or 
similar type and grade in an amount equal to that which is determined to be 
defective. 

 
PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Products:  Subject to compliance with requirements, provide one of the products 
indicated for each designation in the Acoustical Panel Ceiling Schedule at the end of 
Part 3. 

2.2 ACOUSTICAL PANELS, GENERAL 

A. Acoustical Panel Standard:  Provide manufacturer's standard panels of configuration 
indicated that comply with ASTM E 1264 classifications as designated by types, 
patterns, acoustical ratings, and light reflectances, unless otherwise indicated. 

B. Acoustical Panel Colors and Patterns:  Match appearance characteristics indicated 
for each product type. 

1. Where appearance characteristics of acoustical panels are indicated by 
referencing ASTM E 1264 pattern designations and not manufacturers' 
proprietary product designations, provide products selected by Architect from 
each manufacturer's full range of products that comply with requirements 
indicated for type, pattern, color, light reflectance, acoustical performance, edge 
detail, and size. 

C. Panel Characteristics:  Comply with requirements indicated in the Acoustical Panel 
Ceiling Schedule at the end of Part 3, including those referencing ASTM E 1264 
classifications. 

 
D. Broad Spectrum Antimicrobial Fungicide and Bactericide Treatment:  Provide 

acoustical panels treated with manufacturer's standard antimicrobial formulation that 
inhibits fungus, mold, mildew, and gram-positive and gram-negative bacteria and 
showing no mold, mildew, or bacterial growth when tested according to ASTM D 3273 
and evaluated according to ASTM D 3274 or ASTM G 21. 

E. Treatment in paragraph above is both a fungicide and antimicrobial and is available 
from manufacturers, each with their own licensed formulation.  Treatment in 
paragraph below is to inhibit mold and mildew and is available from Armstrong.  If 
retaining above or below, coordinate with panel product characteristics in subsequent 
Part 2 article.  Verify extent of application and, if a specific fungal or bacterial agent is 
a concern, the performance of these coatings with manufacturers.  Delete if not 
needed or if treatment is not available for product selected.  Retaining below risks a 
proprietary specification. 

1. Antimicrobial Fungicide Treatment:  Provide acoustical panels with face and 
back surfaces coated with antimicrobial treatment consisting of manufacturer's 
standard formulation with fungicide added to inhibit growth of mold and mildew 
and showing no mold or mildew growth when tested according to ASTM D 3273 
and evaluated according to ASTM D 3274 or ASTM G 21. 
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        F.    All manufactures must provide 30 year written warranty for 30 year mold and mildew  

   protection. 

2.3 FIBERGLASS REINFORCED PLASTIC PANELS, GENERAL 
 

A. Provide manufacturer’s standard panels of configuration indicated. 
 

B. Panel Colors and Patterns:  Match appearance characteristics indicated. 
 

1.  Provide products selected by architect from manufacturer’s full range of 
products that comply with requirements indicated. 

 
C.  Panel Characteristics: Comply with requirements indicated in schedule at the end of 

Part 3. 

2.4 METAL SUSPENSION SYSTEMS, GENERAL 
 

A. Metal Suspension System Standard for Acoustical Panels:  Provide manufacturer's 
standard direct-hung metal suspension systems of types, structural classifications, 
and finishes indicated that comply with applicable ASTM C 635 requirements.  As 
based on USG Interiors or Armstrong World Industries equal to USG, refer to Section 
2.5 NON-FIRE-RESISTANCE-RATED, DIRECT-HUNG SUSPENSION SYSTEMS for 
specifications. 

B. Metal Suspension System Standard for FRP Panels: Provide manufacturer’s standard 
direct-hung aluminum suspension systems of types, structural classifications, and 
finishes indicated that comply with applicable ASTM C635  requirements.   

C. Metal Suspension System Characteristics:  Comply with requirements indicated in the 
Acoustical Panel Ceiling Schedule at the end of Part 3. 

D. Finishes and Colors, General:  Comply with NAAMM's "Metal Finishes Manual for 
Architectural and Metal Products" for recommendations for applying and designating 
finishes.  Provide manufacturer's standard factory-applied finish for type of system 
indicated. 

1. High-Humidity Finish:  Comply with ASTM C 635 requirements for "Coating 
Classification for Severe Environment Performance" where high-humidity 
finishes are indicated. 

E. Attachment Devices:  Size for five times design load indicated in ASTM C 635, Table 
1, Direct Hung, unless otherwise indicated. 

F. Wire Hangers, Braces, and Ties:  Provide wires complying with the following 
requirements: 

1. Zinc-Coated Carbon-Steel Wire:  ASTM A 641/A 641M, Class 1 zinc coating, 
soft temper. 

2. Nickel-Copper-Alloy Wire:  ASTM B 164, nickel-copper-alloy UNS No. N04400. 
3. Size:  Select wire diameter so its stress at three times hanger design load 

(ASTM C 635, Table 1, Direct Hung) will be less than yield stress of wire, but 
provide not less than 0.106-inch diameter wire. 
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G. Hanger Rods:  Mild steel, zinc coated or protected with rust-inhibitive paint. 

H. Flat Hangers:  Mild steel, zinc coated or protected with rust-inhibitive paint. 

I. Angle Hangers:  Angles with legs not less than 7/8 inch wide; formed with 0.04-inch- 
thick, galvanized steel sheet complying with ASTM A 653/A 653M, G90 coating 
designation; with bolted connections and 5/16-inch diameter bolts. 

J. Sheet-Metal Edge Moldings and Trim:  Type and profile indicated or, if not indicated, 
manufacturer's standard moldings for edges and penetrations that fit acoustical panel 
edge details and suspension systems indicated; formed from sheet metal of same 
material and finish as that used for exposed flanges of suspension system runners. 

1. For lay-in panels with reveal edge details, provide stepped edge molding that 
forms reveal of same depth and width as that formed between edge of panel 
and flange at exposed suspension member. 

2. For circular penetrations of ceiling, provide edge moldings fabricated to 
diameter required to fit penetration exactly. 

3. For narrow-face suspension systems, provide suspension system and 
manufacturer's standard edge moldings that match width and configuration of 
exposed runners. 

K. Install edge moldings and trim of type indicated at perimeter of acoustical ceiling area 
and where necessary to conceal edges of acoustical panels.   

1. Apply acoustical sealant in a continuous ribbon concealed on back of vertical 
legs and moldings before they are installed. 

2. Screw attach moldings to substrate at intervals not over 16 inches o.c. and not 
more than 3 inches from ends, leveling with ceiling suspension system to a 
tolerance of 1/8 inch in 12 feet.  Miter corners accurately and connect securely. 
 
a. Color:  As selected by Architect from manufacturer's standard colors. 

 
3. Manufacturer:  Subject to compliance with requirements, provide products by 

one of the following: 

a. Armstrong World Industries, Inc. 
b. USG Interiors, Inc. 

2.5 NON-FIRE-RESISTANCE-RATED, DIRECT-HUNG SUSPENSION SYSTEMS 

A. Wide Face, Double Web, Steel Suspension System for use with Acoustical Panels, 
Provide the following:   

1. Prepainted 15/16 inch wide flanges 
2. Main Runners USG Donn DX 24 or Armstrong World Industries equal to USG. 
3. 4’ Tees USG Donn DX 424 or Armstrong World Industries equal to USG. 
4. 2’ TeesDonn DX 216 or Armstrong World Industries equal to USG.                                            
5. Wall Angle USG M7 or Armstrong World Industries equal to USG. 6. System to 

be stab installed. 
6. Finish: Factory Finish White 

2.6 FABRICATION 
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A. Trim pans:  Edges formed to snap onto attachment clips and provide positive 
mechanical lock with no visible fasteners.  Factory finished to match approved 
samples. 

  
B. Splice plates:  Formed to snap into and provide positive lock between abutting pans 

with no visible fasteners.  Factory finished to match trim pans. 
  

C. Mounting clips:  Formed to snap into trim pans and provide positive mechanical lock 
with no visible fasteners while providing a variable angle, screw-fastened connection 
to suspension members that intersect the trim. 

 

PART 3 - EXECUTION 

A. EXAMINATION 

1. Examine substrates and structural framing to which acoustical panel ceilings 
attach or abut, with Installer present, for compliance with requirements 
specified in this and other Sections that affect ceiling installation and 
anchorage, and other conditions affecting performance of acoustical panel 
ceilings. 

a. Proceed with installation only after unsatisfactory conditions have been 
corrected. 

B. PREPARATION 

1. Coordination:  Furnish layouts for cast-in-place anchors, clips, and other 
ceiling anchors whose installation is specified in other Sections. 

 2. Measure each ceiling area and establish layout of acoustical panels to 
balance border widths at opposite edges of each ceiling.  Avoid using less-
than-half-width panels at borders, and comply with layout shown on reflected 
ceiling plans. 

C. INSTALLATION 

1. General:  Install acoustical panel ceilings to comply with publications 
referenced below per manufacturer's written instructions and CISCA's 
"Ceiling Systems Handbook." 

2. Standard for Ceiling Suspension System Installations:  Comply with 
ASTM C 636. 

3. Suspend ceiling hangers from building's structural members and as follows: 

a. Install hangers plumb and free from contact with insulation or other 
objects within ceiling plenum that are not part of supporting structure or of 
ceiling suspension system. 

 



ACOUSTICAL PANEL CEILINGS 095110-8  
 

b. Splay hangers only where required to miss obstructions; offset resulting 
horizontal forces by bracing, countersplaying, or other equally effective 
means. 

 
c. Splay hangers only where required and, if permitted with fire-resistance-

rated ceilings, to miss obstructions; offset resulting horizontal forces by 
bracing, countersplaying, or other equally effective means. 

 
d. Where width of ducts and other construction within ceiling plenum 

produces hanger spacings that interfere with location of hangers at 
spacings required to support standard suspension system members, 
install supplemental suspension members and hangers in form of 
trapezes or equivalent devices.  Size supplemental suspension members 
and hangers to support ceiling loads within performance limits established 
by referenced standards and publications. 

 
e. Secure wire hangers to ceiling suspension members and to supports 

above with a minimum of three tight turns.  Connect hangers directly 
either to structures or to inserts, eye screws, or other devices that are 
secure; that are appropriate for substrate; and that will not deteriorate or 
otherwise fail due to age, corrosion, or elevated temperatures. 

 
f. Secure flat, angle, channel, and rod hangers to structure, including 

intermediate framing members, by attaching to inserts, eye screws, or 
other devices that are secure and appropriate for both structure to which 
hangers are attached and type of hanger involved.  Install hangers in a 
manner that will not cause them to deteriorate or fail due to age, 
corrosion, or elevated temperatures. 

 
g. Do not support ceilings directly from permanent metal forms or floor deck.  

Fasten hangers to cast-in-place hanger inserts, powder-actuated 
fasteners, or drilled-in anchors that extend through forms into concrete. 

 
h. Do not attach hangers to steel deck tabs. 
 
i. Do not attach hangers to steel roof deck.  Attach hangers to structural 

members. 
 
j. Space hangers not more than 48 inches o.c. along each member 

supported directly from hangers, unless otherwise indicated; and provide 
hangers not more than 8 inches from ends of each member. 

4. Secure bracing wires to ceiling suspension members and to supports with a 
minimum of four tight turns.  Suspend bracing from building's structural 
members as required for hangers, without attaching to permanent metal 
forms, steel deck, or steel deck tabs.   

5. Install edge moldings and trim of type indicated at perimeter of acoustical 
ceiling area and where necessary to conceal edges of acoustical panels. 

a. Apply acoustical sealant in a continuous ribbon concealed on back of 
vertical legs of moldings before they are installed. 

b. Screw attach moldings to substrate at intervals not more than 16 inches  
o.c. and not more than 3 inches from ends, leveling with ceiling 
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suspension system to a tolerance of 1/8 inch in 12 feet.  Miter corners 
accurately and connect securely. 

c. Do not use exposed fasteners, including pop rivets, on moldings and trim. 

6. Install suspension system runners so they are square and securely 
interlocked with one another.  Remove and replace dented, bent, or kinked 
members. 

7. Install acoustical panels with undamaged edges and fitted accurately into 
suspension system runners and edge moldings.  Scribe and cut panels at 
borders and penetrations to provide a neat, precise fit. 

a. Arrange directionally patterned acoustical panels as follows: 

1) As indicated on reflected ceiling plans. 

b. Install panels with edges fully hidden from view by flanges of suspension 
system runners and moldings. 

 
c. Install hold-down clips in areas indicated, in areas required by authorities 

having jurisdiction, and for fire-resistance ratings; space as recommended 
by panel manufacturer's written instructions, unless otherwise indicated or 
required. 

D. CLEANING 

1. Clean exposed surfaces of acoustical panel ceilings, including trim, edge 
moldings, and suspension system members.  Comply with manufacturer's written 
instructions for cleaning and touchup of minor finish damage.  Remove and 
replace ceiling components that cannot be successfully cleaned and repaired to 
permanently eliminate evidence of damage. 

E. ACOUSTICAL PANEL CEILING SCHEDULE 

1. Tile Type One (ACT1) 

a. Manufactures:  

1) USG Interiors, Inc. Radar Clima Plus No.2410 

2) Armstrong World Industries Fine Fissured No.1729 with Bioblock and 
Humiguard Plus. 

 
b. Panel Characteristics:  Type III, Form 2 acoustical panels per ASTM E 1264, 

with painted finish, complying with pattern and other requirements indicated 
below: 

 
1) Pattern:  Panels matching pattern indicated above. 
2) Color/Light Reflectance Coefficient:  White/LR 0.84 minimum. 
3) Noise Reduction Coefficient:  NRC 0.55 minimum. 
4) Ceiling Sound Transmission Class:  CSTC 35. 
5) Edge Detail:  Square. 
6) Size:  24 by 48 inches. 
7) Thickness:  5/8 inch. 
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8) Warranty: Clima Plus 30 Year Susupension Warranty to withstand 
conditions up to 104 degrees F/ 90% relative humidity with out visiblesag 
when used with USG Donn Brand Grid System or Amstrong World 
Industries Grid Systems equal to USG. 

 
c. Suspension System Type:  As specified in Part 2.5, Non-Fire Resistance Rated, 

Direct-Hung Suspension System. . 

END OF SECTION 
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SECTION 096510 - RESILIENT WALL BASE 

 

PART 1 - PART 1 – GENERAL 
 

1.1 RELATED DOCUMENTS 

A. Drawings, Division 0 - Bidding and Contract Requirements and Division 1 General 
Requirements apply to this Section.        

1.2 SUMMARY 

A. This Section includes the following: 
1. Resilient wall base and accessories. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product specified. 

B. Samples for Initial Selection:  Manufacturer's color charts consisting of units or sec-
tions of units showing the full range of colors and patterns available for each type of 
product indicated. 

 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  Engage an experienced installer to perform work of this Sec-
tion who has specialized in installing resilient products similar to those required for 
this Project and with a record of successful in-service performance. 

B. Source Limitations:  Obtain each type, color, and pattern of product specified from 
one source with resources to provide products of consistent quality in appearance 
and physical properties without delaying the Work. 

C. Fire-Test-Response Characteristics:  Provide products with the following fire-test-
response characteristics as determined by testing identical products per test method 
indicated below by a testing and inspecting agency acceptable to authorities having 
jurisdiction. 

1. Critical Radiant Flux:  0.45 W/sq. cm or greater when tested per ASTM E 648. 
2. Smoke Density:  Maximum specific optical density of 450 or less when tested 

per ASTM E 662. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver products to Project site in manufacturer's original, unopened cartons and con-
tainers, each bearing names of product and manufacturer, Project identification, and 
shipping and handling instructions. 
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B. Store products in dry spaces protected from the weather, with ambient temperatures 
maintained between 50 and 90 deg F. 

C. Move products into spaces where they will be installed at least 48 hours before instal-
lation, unless longer conditioning period is recommended in writing by manufacturer. 

1.6 PROJECT CONDITIONS 

A. Maintain a temperature of not less than 70 deg F or more than 95 deg F in spaces to 
receive products for at least 48 hours before installation, during installation, and for at 
least 48 hours after installation, unless manufacturer's written recommendations 
specify longer time periods.  After post installation period, maintain a temperature of 
not less than 55 deg F or more than 95 deg F. 

B. Install base and accessories after other finishing operations, including painting, have 
been completed. 

 

PART 2 - PART 2 – PRODUCTS 
 

2.1 MANUFACTURERS 

A. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to: 

 
   1. Johnsonite 

   2.  Tarkett 

   3.  Roppe 

2.2 RESILIENT BASE 

A. Vinyl Wall Base:  Products complying with FS SS-W-40, Type II and with require-
ments specified in the Resilient Tile Flooring Schedule. 

B. Rubber Stair Treads:  Products of style suitable for use indicated and complying with 
FS RR-T-650, Composition A and with requirements specified in the Resilient Tile 
Flooring Schedule. 

PART 3 - PART 3 – EXECUTION 
 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions where installation of resilient products will 
occur, with Installer present, for compliance with manufacturer's requirements.  Verify 
that substrates and conditions are satisfactory for resilient product installation and 
comply with requirements specified. 
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B. Concrete Subfloors:  Verify that concrete slabs comply with ASTM F 710 and the fol-
lowing: 

1. Slab substrates are dry and free of curing compounds, sealers, hardeners, and 
other materials that may interfere with adhesive bond.  Determine adhesion and 
dryness characteristics by performing bond and moisture tests recommended 
by flooring manufacturer. 

C. Do not proceed with installation until unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. General:  Comply with resilient product manufacturer's written installation instructions 
for preparing substrates indicated to receive resilient products. 

C. Remove coatings, including curing compounds, and other substances that are in-
compatible with the adhesives and that contain soap, wax, oil, or silicone, using me-
chanical methods recommended by manufacturer.  Do not use solvents. 

3.4 INSTALLATION 

A. General:  Install resilient base according to manufacturer's written installation instruc-
tions. 

B. Apply resilient wall base to walls, columns, pilasters, casework and cabinets in toe 
spaces, and other permanent fixtures in rooms and areas where base is required. 

1. Install wall base in lengths as long as practicable without gaps at seams and 
with tops of adjacent pieces aligned. 

2. Tightly adhere wall base to substrate throughout length of each piece, with 
base in continuous contact with horizontal and vertical substrates. 

3. Do not stretch base during installation. 
4. On masonry surfaces or other similar irregular substrates, fill voids along top 

edge of resilient wall base with manufacturer's recommended adhesive filler 
material. 

5. Install premolded outside and inside corners before installing straight pieces. 

C. Place resilient accessories so they are butted to adjacent materials and bond to sub-
strates with adhesive.  Install reducer strips at edges of flooring that would otherwise 
be exposed. 

D. Apply resilient products to stairs as indicated and according to manufacturer's written 
installation instructions. 

3.5 CLEANING AND PROTECTING 

A. Perform the following operations immediately after installing resilient products: 

1. Remove adhesive and other surface blemishes using cleaner recommended by 
resilient product manufacturers. 

2. Sweep or vacuum floor thoroughly. 
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3. Do not wash floor until after time period recommended by flooring manufactur-
er. 

4. Damp-mop floor to remove marks and soil. 

1. Apply protective a minimum of two coats of floor polish to floor surfaces that are 
free from soil, visible adhesive, and surface blemishes, if recommended in writ-
ing by manufacturer. 

a. Coordinate selection of floor polish with Owner's maintenance service. 

END OF SECTION 
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SECTION 087100   DOOR HARDWARE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes commercial door hardware for the following: 

1. Swinging doors. 
2. Other doors to the extent indicated. 

B. Door hardware includes, but is not necessarily limited to, the following: 

1. Mechanical door hardware. 
2. Electromechanical door hardware. 
3. Cylinders specified for doors in other sections. 

C. Related Sections: 

1. Division 08 Section “Hollow Metal Doors and Frames”. 
2. Division 08 Section “Flush Wood Doors”. 
3. Division 08 Section “Fiberglass Doors”, 
4. Division 08 Section “Aluminum-Framed Entrances and Storefronts”. 
5. Division 28 Section “Access Control”. 

D. Codes and References: Comply with the version year adopted by the Authority Having 
Jurisdiction. 

1. ANSI A117.1 - Accessible and Usable Buildings and Facilities. 
2. ICC/IBC - International Building Code. 
3. NFPA 70 - National Electrical Code. 
4. NFPA 80 - Fire Doors and Windows. 
5. NFPA 101 - Life Safety Code. 
6. NFPA 105 - Installation of Smoke Door Assemblies. 
7. State Building Codes, Local Amendments. 

E. Standards: All hardware specified herein shall comply with the following industry 
standards: 

1. ANSI/BHMA Certified Product Standards - A156 Series 
2. UL10C – Positive Pressure Fire Tests of Door Assemblies 
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1.3 SUBMITTALS 

A. Product Data: Manufacturer's product data sheets including installation details, material 
descriptions, dimensions of individual components and profiles, operational 
descriptions and finishes. 

B. Door Hardware Schedule: Prepared by or under the supervision of supplier, detailing 
fabrication and assembly of door hardware, as well as procedures and diagrams. 
Coordinate the final Door Hardware Schedule with doors, frames, and related work to 
ensure proper size, thickness, hand, function, and finish of door hardware. 

1. Format: Comply with scheduling sequence and vertical format in DHI's 
"Sequence and Format for the Hardware Schedule." 

2. Organization: Organize the Door Hardware Schedule into door hardware sets 
indicating complete designations of every item required for each door or opening. 
Organize door hardware sets in same order as in the Door Hardware Sets at the 
end of Part 3. Submittals that do not follow the same format and order as the 
Door Hardware Sets will be rejected and subject to resubmission. 

3. Content: Include the following information: 

a. Type, style, function, size, label, hand, and finish of each door 
hardware item. 

b. Manufacturer of each item. 
c. Fastenings and other pertinent information. 
d. Location of door hardware set, cross-referenced to Drawings, both on 

floor plans and in door and frame schedule. 
e. Explanation of abbreviations, symbols, and codes contained in 

schedule. 
f. Mounting locations for door hardware. 
g. Door and frame sizes and materials. 
h. Warranty information for each product. 

4. Submittal Sequence: Submit the final Door Hardware Schedule at earliest 
possible date, particularly where approval of the Door Hardware Schedule must 
precede fabrication of other work that is critical in the Project construction 
schedule. Include Product Data, Samples, Shop Drawings of other work affected 
by door hardware, and other information essential to the coordinated review of 
the Door Hardware Schedule. 

C. Shop Drawings: Details of electrified access control hardware indicating the following: 

1. Wiring Diagrams: Upon receipt of approved schedules, submit detailed system 
wiring diagrams for power, signaling, monitoring, communication, and control of 
the access control system electrified hardware. Differentiate between 
manufacturer-installed and field-installed wiring. Include the following: 

a. Elevation diagram of each unique access controlled opening showing 
location and interconnection of major system components with 
respect to their placement in the respective door openings. 

b. Complete (risers, point-to-point) access control system block wiring 
diagrams. 

c. Wiring instructions for each electronic component scheduled herein.  
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2. Electrical Coordination: Coordinate with related sections the voltages and wiring 
details required at electrically controlled and operated hardware openings. 

D. Proof of Certification: Provide copy of manufacturer(s) official certification or 
accreditation document indicating proof of status as a qualified and authorized provider 
of the primary Integrated Wiegand Access Control Products. 

E. Proof of Certification: Provide copy of manufacturer(s) official certification or 
accreditation document indicating proof of status as a qualified installer of Windstorm 
assemblies. 

F. Keying Schedule: After a keying meeting with the owner has taken place prepare a 
separate keying schedule detailing final instructions. Submit the keying schedule in 
electronic format. Include keying system explanation, door numbers, key set symbols, 
hardware set numbers and special instructions. Owner must approve submitted keying 
schedule prior to the ordering of permanent cylinders/cores. 

G. Informational Submittals: 

1. Product Test Reports: Indicating compliance with cycle testing requirements, 
based on evaluation of comprehensive tests performed by manufacturer and 
witnessed by a qualified independent testing agency. 

H. Operating and Maintenance Manuals: Provide manufacturers operating and 
maintenance manuals for each item comprising the complete door hardware 
installation in quantity as required in Division 01, Closeout Submittals. 

1.4 QUALITY ASSURANCE 

A. Manufacturers Qualifications: Engage qualified manufacturers with a minimum 5 years 
of documented experience in producing hardware and equipment similar to that 
indicated for this Project and that have a proven record of successful in-service 
performance. 

B. Installer Qualifications: A minimum 3 years documented experience installing both 
standard and electrified door hardware similar in material, design, and extent to that 
indicated for this Project and whose work has resulted in construction with a record of 
successful in-service performance. 

C. Door Hardware Supplier Qualifications: Experienced commercial door hardware 
distributors with a minimum 5 years documented experience supplying both 
mechanical and electromechanical hardware installations comparable in material, 
design, and extent to that indicated for this Project. Supplier recognized as a factory 
direct distributor by the manufacturers of the primary materials with a warehousing 
facility in Project's vicinity. Supplier to have on staff a certified Architectural Hardware 
Consultant (AHC) available during the course of the Work to consult with Contractor, 
Architect, and Owner concerning both standard and electromechanical door hardware 
and keying. 

D. Integrated Wiegand, Wireless, and IP-Enabled Access Control Products Supplier 
Qualifications: Integrated access control products and accessories are required to be 
supplied and installed through current members of the manufacturers "Authorized 
Channel Partner" (ACP) and "Certified Integrator" (CI) programs. Suppliers are to be 
factory trained, certified prior to project bid, and a direct purchaser of the specified 
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product.  Installers are to be factory trained, certified prior to project bid, and are 
responsible for commissioning, servicing, and warranting the installed equipment 
specified for the project. 

E. Source Limitations: Obtain each type and variety of door hardware specified in this 
section from a single source unless otherwise indicated. 

1. Electrified modifications or enhancements made to a source manufacturer's 
product line by a secondary or third party source will not be accepted. 

2. Provide electromechanical door hardware from the same manufacturer as 
mechanical door hardware, unless otherwise indicated. 

F. Each unit to bear third party permanent label demonstrating compliance with the 
referenced standards. 

G. Keying Conference: Conduct conference to comply with requirements in Division 01 
Section "Project Meetings." Keying conference to incorporate the following criteria into 
the final keying schedule document: 

1. Function of building, purpose of each area and degree of security required. 
2. Plans for existing and future key system expansion. 
3. Requirements for key control storage and software. 
4. Installation of permanent keys, cylinder cores and software. 
5. Address and requirements for delivery of keys. 

H. Pre-Submittal Conference: Conduct coordination conference in compliance with 
requirements in Division 01 Section "Project Meetings" with attendance by 
representatives of Supplier(s), Installer(s), and Contractor(s) to review proper methods 
and the procedures for receiving, handling, and installing door hardware. 

1. Prior to installation of door hardware, conduct a project specific training meeting 
to instruct the installing contractors' personnel on the proper installation and 
adjustment of their respective products. Product training to be attended by 
installers of door hardware (including electromechanical hardware) for aluminum, 
hollow metal and wood doors. Training will include the use of installation 
manuals, hardware schedules, templates and physical product samples as 
required. 

2. Inspect and discuss electrical roughing-in, power supply connections, and other 
preparatory work performed by other trades. 

3. Review sequence of operation narratives for each unique access controlled 
opening. 

4. Review and finalize construction schedule and verify availability of materials. 
5. Review the required inspecting, testing, commissioning, and demonstration 

procedures 

I. At completion of installation, provide written documentation that components were 
applied to manufacturer's instructions and recommendations and according to 
approved schedule. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Inventory door hardware on receipt and provide secure lock-up and shelving for door 
hardware delivered to Project site. Do not store electronic access control hardware, 
software or accessories at Project site without prior authorization. 

B. Tag each item or package separately with identification related to the final Door 
Hardware Schedule, and include basic installation instructions with each item or 
package. 

C. Deliver, as applicable, permanent keys, cylinders, cores, access control credentials, 
software and related accessories directly to Owner via registered mail or overnight 
package service. Instructions for delivery to the Owner shall be established at the 
"Keying Conference". 

1.6 COORDINATION 

A. Templates: Obtain and distribute to the parties involved templates for doors, frames, 
and other work specified to be factory prepared for installing standard and electrified 
hardware. Check Shop Drawings of other work to confirm that adequate provisions are 
made for locating and installing hardware to comply with indicated requirements. 

B. Door Hardware and Electrical Connections: Coordinate the layout and installation of 
scheduled electrified door hardware and related access control equipment with 
required connections to source power junction boxes, low voltage power supplies, 
detection and monitoring hardware, and fire and detection alarm systems. 

C. Door and Frame Preparation:  Doors and corresponding frames are to be prepared, 
reinforced and pre-wired (if applicable) to receive the installation of the specified 
electrified, monitoring, signaling and access control system hardware without additional 
in-field modifications. 

1.7 WARRANTY 

A. General Warranty: Reference Division 01, General Requirements. Special warranties 
specified in this Article shall not deprive Owner of other rights Owner may have under 
other provisions of the Contract Documents and shall be in addition to, and run 
concurrent with, other warranties made by Contractor under requirements of the 
Contract Documents. 

B. Warranty Period: Written warranty, executed by manufacturer(s), agreeing to repair or 
replace components of standard and electrified door hardware that fails in materials or 
workmanship within specified warranty period after final acceptance by the Owner. 
Failures include, but are not limited to, the following: 

1. Structural failures including excessive deflection, cracking, or breakage. 
2. Faulty operation of the hardware. 
3. Deterioration of metals, metal finishes, and other materials beyond normal 

weathering. 
4. Electrical component defects and failures within the systems operation. 

C. Standard Warranty Period: One year from date of Substantial Completion, unless 
otherwise indicated. 
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D. Special Warranty Periods: 

1. Ten years for mortise locks and latches. 
2. Seven years for heavy duty cylindrical (bored) locks and latches. 
3. Five years for exit hardware. 
4. Twenty five years for manual surface door closer bodies. 
5. Two years for electromechanical door hardware. 

1.8 MAINTENANCE SERVICE 

A. Maintenance Tools and Instructions: Furnish a complete set of specialized tools and 
maintenance instructions as needed for Owner's continued adjustment, maintenance, 
and removal and replacement of door hardware. 

PART 2 - PRODUCTS 

2.1 SCHEDULED DOOR HARDWARE 

A. General: Provide door hardware for each door to comply with requirements in Door 
Hardware Sets and each referenced section that products are to be supplied under. 

B. Designations: Requirements for quantity, item, size, finish or color, grade, function, and 
other distinctive qualities of each type of door hardware are indicated in the Door 
Hardware Sets at the end of Part 3. Products are identified by using door hardware 
designations, as follows: 

C. Named Manufacturer's Products: Product designation and manufacturer are listed for 
each door hardware type required for the purpose of establishing requirements. 
Manufacturers' names are abbreviated in the Door Hardware Schedule. 

D. Substitutions: Requests for substitution and product approval for inclusive mechanical 
and electromechanical door hardware in compliance with the specifications must be 
submitted in writing and in accordance with the procedures and time frames outlined in 
Division 01, Substitution Procedures. Approval of requests is at the discretion of the 
architect, owner, and their designated consultants. 

2.2 HANGING DEVICES 

A. Hinges: ANSI/BHMA A156.1 certified butt hinges with number of hinge knuckles as 
specified in the Door Hardware Sets. 

1. Quantity: Provide the following hinge quantity, unless otherwise indicated: 

a. Two Hinges: For doors with heights up to 60 inches. 
b. Three Hinges: For doors with heights 61 to 90 inches. 
c. Four Hinges: For doors with heights 91 to 120 inches. 
d. For doors with heights more than 120 inches, provide 4 hinges, plus 1 

hinge for every 30 inches of door height greater than 120 inches. 

2. Hinge Size: Provide the following, unless otherwise indicated, with hinge widths 
sized for door thickness and clearances required: 
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a. Widths up to 3’0”: 4-1/2” standard or heavy weight as specified. 
b. Sizes from 3’1” to 4’0”: 5” standard or heavy weight as specified. 

3. Hinge Weight and Base Material: Unless otherwise indicated, provide the 
following: 

a. Exterior Doors: Heavy weight, non-ferrous, ball bearing or oil 
impregnated bearing hinges unless Hardware Sets indicate standard 
weight. 

b. Interior Doors: Standard weight, steel, ball bearing or oil impregnated 
bearing hinges unless Hardware Sets indicate heavy weight. 

4. Hinge Options: Comply with the following where indicated in the Hardware Sets 
or on Drawings: 

a. Non-removable Pins: Provide set screw in hinge barrel that, when 
tightened into a groove in hinge pin, prevents removal of pin while 
door is closed; for the all out-swinging lockable doors. 

5. Acceptable Manufacturers: 

a. Bommer Industries (BO). 
b. Hager Companies (HA). 
c. McKinney Products (MK). 

B. Continuous Geared Hinges: ANSI/BHMA A156.26 Grade 1-600 certified continuous 
geared hinge. with minimum 0.120-inch thick extruded 6060 T6 aluminum alloy hinge 
leaves and a minimum overall width of 4 inches. Hinges are non-handed, reversible 
and fabricated to template screw locations. Factory trim hinges to suit door height and 
prepare for electrical cut-outs. 

1. Acceptable Manufacturers: 

a. Bommer Industries (BO). 
b. McKinney Products (MK). 
c. Pemko Manufacturing (PE). 

2.3 POWER TRANSFER DEVICES 

A. Concealed Quick Connect Electric Power Transfers: Provide concealed wiring pathway 
housing mortised into the door and frame for low voltage electrified door hardware. 
Furnish with Molex™ standardized plug connectors and sufficient number of concealed 
wires (up to 12) to accommodate the electrified functions specified in the Door 
Hardware Sets. Connectors plug directly to through-door wiring harnesses for 
connection to electric locking devices and power supplies. Wire nut connections are 
not acceptable. 

1. Acceptable Manufacturers: 

a. Pemko Manufacturing (PE) – EL-CEPT Series. 
b. Securitron (SU) - EL-CEPT Series. 
c. Von Duprin (VD) - EPT-10 Series. 
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B. Electric Door Wire Harnesses: Provide electric/data transfer wiring harnesses with 
standardized plug connectors to accommodate up to twelve (12) wires. Connectors 
plug directly to through-door wiring harnesses for connection to electric locking devices 
and power supplies. Provide sufficient number and type of concealed wires to 
accommodate electric function of specified hardware. Provide a connector for through-
door electronic locking devices and from hinge to junction box above the opening. Wire 
nut connections are not acceptable. Determine the length required for each electrified 
hardware component for the door type, size and construction, minimum of two per 
electrified opening. 

1. Acceptable Manufacturers: 

a. McKinney Products (MK) – QC-C Series. 

2.4 DOOR OPERATING TRIM 

A. Flush Bolts and Surface Bolts: ANSI/BHMA A156.3 and A156.16, Grade 1, certified. 

1. Manual flush bolts to be furnished with top rod of sufficient length to allow bolt 
location approximately six feet from the floor. 

2. Furnish dust proof strikes for bottom bolts.  
3. Surface bolts to be minimum 8” in length and U.L. listed for labeled fire doors and 

U.L. listed for windstorm components where applicable. 
4. Provide related accessories (mounting brackets, strikes, coordinators, etc.) as 

required for appropriate installation and operation. 

5. Acceptable Manufacturers: 

a. Door Controls International (DC). 
b. Rockwood Manufacturing (RO). 
c. Trimco (TC). 

B. Coordinators: ANSI/BHMA A156.3 certified door coordinators consisting of active-leaf, 
hold-open lever and inactive-leaf release trigger.  Model as indicated in hardware sets. 

1. Acceptable Manufacturers: 

a. Door Controls International (DC). 
b. Rockwood Manufacturing (RO). 
c. Trimco (TC). 

C. Door Push Plates and Pulls: ANS/BHMA A156.6 certified door pushes and pulls of type 
and design specified in the Hardware Sets. Coordinate and provide proper width and 
height as required where conflicting hardware dictates. 

1. Push/Pull Plates: Minimum .050 inch thick, size as indicated in hardware sets, 
with beveled edges, secured with exposed screws unless otherwise indicated. 

2. Offset Pull Design: Size, shape, and material as indicated in the hardware sets. 
Minimum clearance of 2 1/2-inches from face of door and offset of 90 degrees 
unless otherwise indicated. 

3. Fasteners: Provide manufacturer's designated fastener type as indicated in 
Hardware Sets. 

4. Acceptable Manufacturers: 
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a. Hiawatha, Inc. (HI). 
b. Rockwood Manufacturing (RO). 
c. Trimco (TC). 

2.5 CYLINDERS AND KEYING 

A. General: Cylinder manufacturer to have minimum (10) years experience designing 
secured master key systems and have on record a published security keying system 
policy. 

B. Source Limitations: Obtain each type of keyed cylinder and keys from the same source 
manufacturer as locksets and exit devices, unless otherwise indicated. 

C. Cylinders: Original manufacturer cylinders complying with the following: 

1. Mortise Type: Threaded cylinders with rings and cams to suit hardware 
application. 

2. Rim Type: Cylinders with back plate, flat-type vertical or horizontal tailpiece, and 
raised trim ring. 

3. Bored-Lock Type: Cylinders with tailpieces to suit locks. 
4. Mortise and rim cylinder collars to be solid and recessed to allow the cylinder 

face to be flush and be free spinning with matching finishes. 
5. Keyway:   Match Facility Restricted Keyway. 

D. Permanent Cores: Manufacturer's standard; finish face to match lockset; complying 
with the following: 
1. Removable Cores: Core insert, removable by use of a special key, and for use 

with only the core manufacturer's cylinder and door hardware. Provide removable 
core (small or large format) as specified in Hardware Sets. 

E. Security Cylinders: ANSI/BHMA A156.5, Grade 1, patented security cylinders and keys 
able to be used together under the same facility master or grandmaster key system. 
Cylinders are to be factory keyed. 

1. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) - Signature Series. 
b. No Substitution. 

F. Keying System: Each type of lock and cylinders to be factory keyed.  

1. Conduct specified "Keying Conference" to define and document keying system 
instructions and requirements.  

2. Furnish factory cut, nickel-silver large bow permanently inscribed with a visual 
key control number as directed by Owner. 

3. Existing System: Key locks to Owner's existing system. 

G. Key Quantity: Provide the following minimum number of keys: 

1. Change Keys per Cylinder:  Two (2)  
2. Master Keys (per Master Key Level/Group): Five (5). 
3. Construction Keys (where required):  Ten (10). 
4. Construction Control Keys (where required): Two (2). 
5. Permanent Control Keys (where required): Two (2). 
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H. Construction Keying: Provide temporary keyed construction cores. 

I. Key Registration List (Bitting List): 

1. Provide keying transcript list to Owner's representative in the proper format for 
importing into key control software. 

2. Provide transcript list in writing or electronic file as directed by the Owner. 

J. Key Control Cabinet: Provide a key control system including envelopes, labels, and 
tags with self-locking key clips, receipt forms, 3-way visible card index, temporary 
markers, permanent markers, and standard metal cabinet. Key control cabinet shall 
have expansion capacity of 150% of the number of locks required for the project. 

1. Acceptable Manufacturers: 

a. Lund Equipment (LU). 
b. MMF Industries (MM). 
c. Telkee (TK). 

P. Electronic Key Management System: Provide an electronic key control system with 
Stand-alone Plug and Play features including advanced RFID technology.  
Touchscreen interface with PIN access for keys individually locked in place.  Minimum 
1,000 system users and 21 iFobs for locking receptors. System shall have a minimum 
250,000 audit events screen displayed or ability to be exported via USB port. 

1. Acceptable Manufacturers: 

a. Medeco (MC). 

2.6 MECHANICAL LOCKS AND LATCHING DEVICES 

A. Mortise Locksets, Grade 1 (Heavy Duty): ANSI/BHMA A156.13, Series 1000, 
Operational Grade 1 certified.  Locksets are to be manufactured with a corrosion 
resistant steel case and be field-reversible for handing without disassembly of the lock 
body. 

1. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) – 8200 Series. 
b. No Substitution. 

B. Cylindrical Locksets, Grade 1 (Heavy Duty): ANSI/BHMA A156.2, Series 4000, Grade 
1 certified. 

1. Furnish with solid cast levers, standard 2 3/4” backset, and 1/2" (3/4" at rated 
paired openings) throw brass or stainless steel latchbolt. 

2. Locks are to be non-handed and fully field reversible. 

3. Extended cycle test:  Locks to have been cycle tested in ordinance with 
ANSI/BHMA 156.2 requirements to 9 million cycles. 

4. Acceptable Manufacturers: 
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a. Sargent Manufacturing (SA) – 10 Line. 
b. No Substitution. 

2.7 STAND ALONE ACCESS CONTROL LOCKING DEVICES 

A. Stand Alone Integrated Access Control Lockets: Internal, battery-powered, self-
contained ANSI Grade 1, mortise or cylindrical lock consisting of electronically motor 
driven locking mechanism, integrated keypad, proximity card reader, or 
keypad/proximity card reader combination, and specified electronic programming 
accessories. Locks to accept standard, interchangeable (removable) core, security and 
high security override cylinders. Provide keypad/proximity and proximity only products 
with a minimum of 2,000 user codes, key override, low-battery detection and warning, 
LED status indicators, and ability to program at the lock for the functions indicated. 

1. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) - Profile v.G1 Series. 
b. No Substitution. 

2.8 INTEGRATED WIEGAND OUTPUT LOCKING DEVICES – MULTI-CLASS READER 

A. Integrated Wiegand Output Multi-Class Mortise Locks: Wiegand output ANSI A156.13, 
Grade 1, mortise lockset with integrated card reader, request-to-exit signaling, door 
position status switch, and latchbolt monitoring in one complete unit. Hard wired, 
solenoid driven locking/unlocking control of the lever handle trim, 3/4" deadlocking anti-
friction latch, and 1" case-hardened steel deadbolt. Lock is U.L listed and labeled for 
use on up to 3 hour fire rated openings. Available with or without keyed high security 
cylinder override. 
1. Open architecture, hard wired platform supports centralized control of locking 

units with new or existing Wiegand compatible access control systems. Latchbolt 
monitoring and door position switch act in conjunction to report door-in-frame 
(DPS) and door latched (door closed and latched) conditions. 

2. Integrated reader supports the following credentials: 
a. 125kHz proximity credentials: HID, AWID, Indala, and EM4102. 
b. 13.56 MHz proximity credentials: HID iClass, HID iClass SE, SE for 

MIFARE Classic, DESFire EV1. 
3. 12VDC external power supply required for reader and lock, with optional 24VDC 

lock solenoid.  Fail safe or fail secure options. 
4. Energy Efficient Design:  Provide lock bodies which have a holding current draw 

of 15mA maximum, and can operate on either 12 or 24 volts.  Locks are to be 
field configurable for fail safe or fail secure operation. 

5. Support end-of-line resistors contained within the lock case.   
6. Installation requires only one cable run from the lock to the access control panel 

without requirements for additional proprietary lock panel interface boards or 
modules. 

7. Installation to include manufacturer's access control panel interface board or 
module where required for Wiegand output protocol. 

8. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) – M1 8200 Series. 
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2.9 AUXILIARY LOCKS 

A. Mortise Deadlocks, Small Case: ANSI/BHMA A156.5, Grade 1, certified small case 
mortise type deadlocks constructed of heavy gauge wrought corrosion resistant steel. 
Steel or stainless steel bolts with a 1" throw and hardened steel roller pins. Deadlocks 
to be products of the same source manufacturer and keyway as other specified 
locksets. 

1. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) - 4870 Series. 
b. No Substitution. 

2.10 LOCK AND LATCH STRIKES 

A. Strikes: Provide manufacturer's standard strike with strike box for each latch or lock 
bolt, with curved lip extended to protect frame, finished to match door hardware set, 
unless otherwise indicated, and as follows: 

1. Flat-Lip Strikes: For locks with three-piece antifriction latchbolts, as 
recommended by manufacturer. 

2. Extra-Long-Lip Strikes: For locks used on frames with applied wood casing trim. 
3. Aluminum-Frame Strike Box: Provide manufacturer's special strike box fabricated 

for aluminum framing. 
4. Double-lipped strikes: For locks at double acting doors. Furnish with retractable 

stop for rescue hardware applications.  

B. Standards: Comply with the following: 

1. Strikes for Mortise Locks and Latches: BHMA A156.13. 
2. Strikes for Bored Locks and Latches: BHMA A156.2. 
3. Strikes for Auxiliary Deadlocks: BHMA A156.5. 
4. Dustproof Strikes: BHMA A156.16. 

2.11 CONVENTIONAL EXIT DEVICES 

A. General Requirements: All exit devices specified herein shall meet or exceed the 
following criteria: 

1. At doors not requiring a fire rating, provide devices complying with NFPA 101 
and listed and labeled for "Panic Hardware" according to UL305. Provide proper 
fasteners as required by manufacturer including sex nuts and bolts at openings 
specified in the Hardware Sets. 

2. Where exit devices are required on fire rated doors, provide devices complying 
with NFPA 80 and with UL labeling indicating "Fire Exit Hardware". Provide 
devices with the proper fasteners for installation as tested and listed by UL. 
Consult manufacturer’s catalog and template book for specific requirements. 

3. Except on fire rated doors, provide exit devices with hex key dogging device to 
hold the pushbar and latch in a retracted position. Provide optional keyed 
cylinder dogging on devices where specified in Hardware Sets. 
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4. Devices must fit flat against the door face with no gap that permits unauthorized 
dogging of the push bar.  The addition of filler strips is required in any case 
where the door light extends behind the device as in a full glass configuration. 

5. Electromechanical Options:  Subject to same compliance standards and 
requirements as mechanical exit devices, electrified devices to be of type and 
design as specified in hardware sets.  Include any specific controllers when 
conventional power supplies are not sufficient to provide the proper inrush 
current. 

6. Lever Operating Trim: Where exit devices require lever trim, furnish 
manufacturer's heavy duty escutcheon trim with threaded studs for thru-bolts.  

a. Lock Trim Design: As indicated in Hardware Sets, provide finishes 
and designs to match that of the specified locksets.  

b. Where function of exit device requires a cylinder, provide a cylinder 
(Rim or Mortise) as specified in Hardware Sets. 

7. Vertical Rod Exit Devices: Where surface or concealed vertical rod exit devices 
are used at interior openings, provide as less bottom rod (LBR) unless otherwise 
indicated.  Provide dust proof strikes where thermal pins are required to project 
into the floor. 

8. Narrow Stile Applications: At doors constructed with narrow stiles, or as specified 
in Hardware Sets, provide devices designed for maximum 2” wide stiles. 

9. Dummy Push Bar: Nonfunctioning push bar matching functional push bar. 

10. Rail Sizing: Provide exit device rails factory sized for proper door width 
application.  

11. Through Bolt Installation: For exit devices and trim as indicated in Door Hardware 
Sets. 

B. Conventional Push Rail Exit Devices (Heavy Duty): ANSI/BHMA A156.3, Grade 1 
certified panic and fire exit hardware devices furnished in the functions specified in the 
Hardware Sets. Exit device latch to be stainless steel, pullman type, with deadlock 
feature. 

1. Acceptable Manufacturers: 

a. Corbin Russwin Hardware (RU) - ED4000 / ED5000 Series. 
b. Sargent Manufacturing (SA) - 80 Series. 

C. Tube Steel Removable Mullions: ANSI/BHMA A156.3 removable steel mullions with 
malleable-iron top and bottom retainers and a primed paint finish. 

1. Provide keyed removable feature where specified in the Hardware Sets. 

2. Provide stabilizers and mounting brackets as required. 

3. Provide electrical quick connection wiring options as specified in the hardware 
sets. 

4. Acceptable Manufacturers: 
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a. Corbin Russwin Hardware (RU) - 700/900 Series. 
b. Sargent Manufacturing (SA) - 980S Series. 

2.12 INTEGRATED WIEGAND OUTPUT EXIT DEVICES – MULTI-CLASS READER 

A. Integrated Wiegand Output Multi-Class Exit Hardware: Wiegand output ANSI 156.3 
Grade 1 rim, mortise, and vertical rod exit device hardware with integrated proximity 
card reader, latchbolt and touchbar monitoring, and request-to-exit signaling, in one 
complete unit. Hard wired, solenoid driven locking/unlocking control of the lever handle 
exit trim with 3/4" throw latch bolt. U.L listed and labeled for either panic or "fire exit 
hardware" for use on up to 3 hour fire rated openings. Available with or without keyed 
high security cylinder override. 

1. Open architecture, hard wired platform supports centralized control of locking 
units with new or existing Wiegand compatible access control systems. Inside 
push bar (request-to-exit) signaling and door position (open/closed status) 
monitoring (via separately connected DPS). 

2. Integrated reader supports the following credentials: 
a. 125kHz proximity credentials: HID, AWID, Indala, and EM4102. 
b. 13.56 MHz proximity credentials: HID iClass, HID iClass SE, SE for 

MIFARE Classic, DESFire EV1. 
3. 12VDC external power supply required for reader.  24VDC required for solenoid 

operated exit trim. Fail safe or fail secure options. 
4. Installation requires only one cable run from the exit hardware to the access 

control panel without requirements for additional proprietary lock panel interface 
boards or modules. 

5. Competitor Alternates Allowed Option>Installation to include manufacturer's 
access control panel interface board or module where required for Wiegand 
output protocol. 

6. Acceptable Manufacturers: 

a. Corbin Russwin (RU) – ED5000 SE-LP10 Series. 
b. Sargent Manufacturing (SA) – M1 80 Series. 

2.13 DOOR CLOSERS 

A. All door closers specified herein shall meet or exceed the following criteria: 

1. General: Door closers to be from one manufacturer, matching in design and 
style, with the same type door preparations and templates regardless of 
application or spring size. Closers to be non-handed with full sized covers 
including installation and adjusting information on inside of cover. 

2. Standards: Closers to comply with UL-10C for Positive Pressure Fire Test and be 
U.L. listed for use of fire rated doors. 

3. Cycle Testing:  Provide closers which have surpassed 15 million cycles in a test 
witnessed and verified by UL. 

4. Size of Units: Comply with manufacturer's written recommendations for sizing of 
door closers depending on size of door, exposure to weather, and anticipated 
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frequency of use. Where closers are indicated for doors required to be accessible 
to the physically handicapped, provide units complying with ANSI ICC/A117.1. 

5. Closer Arms: Provide heavy duty, forged steel closer arms unless otherwise 
indicated in Hardware Sets. 

 
6. Closers shall not be installed on exterior or corridor side of doors; where possible 

install closers on door for optimum aesthetics.  

7. Closer Accessories: Provide door closer accessories including custom templates, 
special mounting brackets, spacers and drop plates, and through-bolt and 
security type fasteners as required for proper installation. 

B. Door Closers, Surface Mounted (Large Body Cast Iron): ANSI/BHMA A156.4, Grade 1 
surface mounted, heavy duty door closers with complete spring power adjustment, 
sizes 1 thru 6; and fully operational adjustable according to door size, frequency of use, 
and opening force. Closers to be rack and pinion type, one piece cast iron body 
construction, with adjustable backcheck and separate non-critical valves for closing 
sweep and latch speed control. 

1. Acceptable Manufacturers: 

a. Corbin Russwin Hardware (RU) - DC8000 Series. 
b. LCN Closers (LC) - 4040XP Series. 
c. Sargent Manufacturing (SA) - 281 Series. 

2.14 SURFACE MOUNTED CLOSER HOLDERS 

A. Multi-Point Closer Holders with Motion Sensor: ANSI A156.15, Grade 1 certified multi-
point, closer holder devices designed to keep doors in a held-open position if presence 
is detected within the opening. Push side or pull side mounting applications having a 
maximum opening of 180° (hold open to 175°) and dual voltage input (24V /120V). 
Voltage to be 24VDC unless otherwise specified. Units are fail safe, closing the door in 
the event of fire alarm system or electrical power interruption. 

1. Safe Zone Detection: Closer holders units to have an integral motion sensor 
device monitoring a "zone of safety" at the door opening. Safe zone detection 
prevents the door from closing in event of movement within the adjustable 
sensing field. Movement is detectable in both directions with selectable closer 
hold open time and senor sensitivity. Provide optional handheld device for 
programming safe zone sensor settings. 

2. Acceptable Manufacturers: 

a. Norton Door Controls (NO) - 7100SZ Series. 

2.15 ARCHITECTURAL TRIM 

A. Door Protective Trim 

1. General: Door protective trim units to be of type and design as specified below or 
in the Hardware Sets. 
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2. Size: Fabricate protection plates (kick, armor, or mop) not more than 2" less than 
door width (LDW) on stop side of single doors and 1” LDW on stop side of pairs 
of doors, and not more than 1" less than door width on pull side. Coordinate and 
provide proper width and height as required where conflicting hardware dictates. 
Height to be as specified in the Hardware Sets.  

3. Protection Plates: ANSI/BHMA A156.6 certified protection plates (kick, armor, or 
mop), fabricated from the following: 

a. Stainless Steel: 300 grade, 050-inch thick. 

4. Options and fasteners: Provide manufacturer's designated fastener type as 
specified in the Hardware Sets.  Provide countersunk screw holes. 

5. Acceptable Manufacturers: 

a. Hiawatha, Inc. (HI). 
b. Rockwood Manufacturing (RO). 
c. Trimco (TC). 

2.16 DOOR STOPS AND HOLDERS 

A. General: Door stops and holders to be of type and design as specified below or in the 
Hardware Sets. 

B. Door Stops and Bumpers: ANSI/BHMA A156.16, Grade 1 certified door stops and wall 
bumpers. Provide wall bumpers, either convex or concave types with anchorage as 
indicated, unless floor or other types of door stops are specified in Hardware Sets. Do 
not mount floor stops where they will impede traffic. Where floor or wall bumpers are 
not appropriate, provide overhead type stops and holders. 

1. Acceptable Manufacturers: 

a. Hiawatha, Inc. (HI). 
b. Rockwood Manufacturing (RO). 
c. Trimco (TC). 

C. Overhead Door Stops and Holders: ANSI/BHMA A156.6, Grade 1 certified overhead 
stops and holders to be surface or concealed types as indicated in Hardware Sets. 
Track, slide, arm and jamb bracket to be constructed of extruded bronze and shock 
absorber spring of heavy tempered steel. Provide non-handed design with mounting 
brackets as required for proper operation and function. 

1. Acceptable Manufacturers: 

a. Glynn Johnson (GJ). 
b. Rixson Door Controls (RF). 
c. Sargent Manufacturing (SA). 

2.17 ARCHITECTURAL SEALS 

A. General: Thresholds, weatherstripping, and gasket seals to be of type and design as 
specified below or in the Hardware Sets. Provide continuous weatherstrip gasketing on 
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exterior doors and provide smoke, light, or sound gasketing on interior doors where 
indicated. At exterior applications provide non-corrosive fasteners and elsewhere 
where indicated. 

B. Smoke Labeled Gasketing: Assemblies complying with NFPA 105 that are listed and 
labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, 
for smoke control ratings indicated, based on testing according to UL 1784. 

1. Provide smoke labeled perimeter gasketing at all smoke labeled openings. 

C. Fire Labeled Gasketing:  Assemblies complying with NFPA 80 that are listed and 
labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, 
for fire ratings indicated, based on testing according to UL-10C. 

1. Provide intumescent seals as indicated to meet UL10C Standard for Positive 
Pressure Fire Tests of Door Assemblies, and UBC 7-2, Fire Tests of Door 
Assemblies.  

D. Sound-Rated Gasketing: Assemblies that are listed and labeled by a testing and 
inspecting agency, for sound ratings indicated. 

E. Replaceable Seal Strips: Provide only those units where resilient or flexible seal strips 
are easily replaceable and readily available from stocks maintained by manufacturer. 

F. Acceptable Manufacturers: 

1. National Guard Products (NG). 
2. Pemko Manufacturing (PE). 
3. Reese Enterprises, Inc. (RE). 

2.18 ELECTRONIC ACCESSORIES 

A. Push-Button Switches: Industrial grade momentary or alternate contact, back-lighted 
push buttons with stainless-steel switch enclosures. 12/24 VDC bi-color illumination 
suitable for either flush or surface mounting.  

1. Acceptable Manufacturers: 

a. Security Door Controls (SD) - 400 Series. 
b. Securitron (SU) - PB Series. 

B. Door Position Switches: Door position magnetic reed contact switches specifically 
designed for use in commercial door applications. On recessed models the contact and 
magnetic housing snap-lock into a 1" diameter hole. Surface mounted models include 
wide gap distance design complete with armored flex cabling. Provide SPDT, N/O 
switches with optional Rare Earth Magnet installation on steel doors with flush top 
channels. 

1. Acceptable Manufacturers: 

a. Sargent Manufacturing (SA) – 3280 Series. 
b. Security Door Controls (SD) - DPS Series. 
c. Securitron (SU) - DPS Series. 
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C. Power Supplies: Provide Nationally Recognized Testing Laboratory Listed 12VDC or 
24VDC (field selectable) filtered and regulated power supplies. Include battery backup 
option with integral battery charging capability in addition to operating the DC load in 
event of line voltage failure. Provide the least number of units, at the appropriate 
amperage level, sufficient to exceed the required total draw for the specified electrified 
hardware and access control equipment. 

1. Acceptable Manufacturers: 

a. Corbin Russwin Hardware (RU) – 782. 
b. Sargent Manufacturing (SA) – 3500 Series. 
c. Securitron (SU) - BPS Series. 

2.19 FABRICATION 

A. Fasteners: Provide door hardware manufactured to comply with published templates 
generally prepared for machine, wood, and sheet metal screws. Provide screws 
according to manufacturers recognized installation standards for application intended. 

2.20 FINISHES 

A. Standard: Designations used in the Hardware Sets and elsewhere indicate hardware 
finishes complying with ANSI/BHMA A156.18, including coordination with traditional 
U.S. finishes indicated by certain manufacturers for their products. 

B. Provide quality of finish, including thickness of plating or coating (if any), composition, 
hardness, and other qualities complying with manufacturer's standards, but in no case 
less than specified by referenced standards for the applicable units of hardware. 

C. Protect mechanical finishes on exposed surfaces from damage by applying a 
strippable, temporary protective covering before shipping. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine scheduled openings, with Installer present, for compliance with requirements 
for installation tolerances, labeled fire door assembly construction, wall and floor 
construction, and other conditions affecting performance. 

B. Notify architect of any discrepancies or conflicts between the door schedule, door 
types, drawings and scheduled hardware. Proceed only after such discrepancies or 
conflicts have been resolved in writing. 

3.2 PREPARATION 

A. Hollow Metal Doors and Frames: Comply with ANSI/DHI A115 series.  

B. Wood Doors: Comply with ANSI/DHI A115-W series. 
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3.3 INSTALLATION 

A. Install each item of mechanical and electromechanical hardware and access control 
equipment to comply with manufacturer's written instructions and according to 
specifications. 

1. Installers are to be trained and certified by the manufacturer on the proper 
installation and adjustment of fire, life safety, and security products including: 
hanging devices; locking devices; closing devices; and seals.  

B. Mounting Heights: Mount door hardware units at heights indicated in following 
applicable publications, unless specifically indicated or required to comply with 
governing regulations: 

1. Standard Steel Doors and Frames: DHI's "Recommended Locations for 
Architectural Hardware for Standard Steel Doors and Frames." 

2. Wood Doors: DHI WDHS.3, "Recommended Locations for Architectural 
Hardware for Wood Flush Doors." 

3. Where indicated to comply with accessibility requirements, comply with ANSI 
A117.1 "Accessibility Guidelines for Buildings and Facilities." 

4. Provide blocking in drywall partitions where wall stops or other wall mounted 
hardware is located. 

C. Integrated Wiegand access control products are required to be installed through 
current members of the manufacturers "Certified Integrator" (CI) program.  

D. Retrofitting: Install door hardware to comply with manufacturer's published templates 
and written instructions. Where cutting and fitting are required to install door hardware 
onto or into surfaces that are later to be painted or finished in another way, coordinate 
removal, storage, and reinstallation of surface protective trim units with finishing work 
specified in Division 9 Sections. Do not install surface-mounted items until finishes 
have been completed on substrates involved. 

E. Thresholds: Set thresholds for exterior and acoustical doors in full bed of sealant 
complying with requirements specified in Division 7 Section "Joint Sealants." 

F. Storage: Provide a secure lock up for hardware delivered to the project but not yet 
installed. Control the handling and installation of hardware items so that the completion 
of the work will not be delayed by hardware losses before and after installation. 

3.4 FIELD QUALITY CONTROL 

A. Field Inspection: Supplier will perform a final inspection of installed door hardware and 
state in report whether work complies with or deviates from requirements, including 
whether door hardware is properly installed, operating and adjusted. 

3.5 ADJUSTING 

A. Initial Adjustment: Adjust and check each operating item of door hardware and each 
door to ensure proper operation or function of every unit. Replace units that cannot be 
adjusted to operate as intended. Adjust door control devices to compensate for final 
operation of heating and ventilating equipment and to comply with referenced 
accessibility requirements. 
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3.6 CLEANING AND PROTECTION 

A. Protect all hardware stored on construction site in a covered and dry place. Protect 
exposed hardware installed on doors during the construction phase. Install any and all 
hardware at the latest possible time frame. 

B. Clean adjacent surfaces soiled by door hardware installation. 

C. Clean operating items as necessary to restore proper finish.  Provide final protection 
and maintain conditions that ensure door hardware is without damage or deterioration 
at time of owner occupancy. 

3.7 DEMONSTRATION 

A. Instruct Owner's maintenance personnel to adjust, operate, and maintain mechanical 
and electromechanical door hardware. 

3.8 DOOR HARDWARE SETS 

A. The hardware sets represent the design intent and direction of the owner and architect. 
They are a guideline only and should not be considered a detailed hardware schedule. 
Discrepancies, conflicting hardware and missing items should be brought to the 
attention of the architect with corrections made prior to the bidding process. Omitted 
items not included in a hardware set should be scheduled with the appropriate 
additional hardware required for proper application and functionality. 

B. Manufacturer’s Abbreviations: 

 
 1. MK - McKinney     
 2. PE - Pemko     
 3. RO - Rockwood     
 4. SA - Sargent     
 5. RF - Rixson     
 6. NO - Norton     
 7. MC - Medeco     
 8. SU - Securitron     
 9. LU - Lund Equipment Co., Inc.     
  
  
Hardware Schedule:  Refer to Drawings  
 

END OF SECTION 087100 
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SECTION 099000 - PAINTING   

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes surface preparation and field painting of exposed exterior and 
interior items and surfaces. 

1. Surface preparation, priming, and finish coats specified in this Section are in 
addition to shop priming and surface treatment specified in other Sections. 

B. Paint exposed surfaces, except where these Specifications indicate that the surface or 
material is not to be painted or is to remain natural.  If an item or a surface is not 
specifically mentioned, paint the item or surface the same as similar adjacent materials 
or surfaces.  If a color of finish is not indicated, Architect will supply a color selection. 

1. Painting includes field painting of exposed bare and covered pipes and ducts 
(including color coding), hangers, exposed steel and iron supports, and surfaces 
of mechanical and electrical equipment that do not have a factory-applied final 
finish. 

C. Do not paint prefinished items, concealed surfaces, finished metal surfaces, operating 
parts, and labels. 

1. Prefinished items include the following factory-finished components: 

a. Architectural woodwork. 
b. Finished mechanical and electrical equipment. 
c. Light fixtures. 

2. Concealed surfaces include walls or ceilings in the following generally 
inaccessible spaces: 

a. Foundation spaces. 
b. Furred areas. 
c. Ceiling plenums. 
d. Pipe spaces. 
e. Duct shafts. 

3. Finished metal surfaces include the following: 

a. Anodized aluminum. 
b. Stainless steel. 
c. Chromium plate. 
d. Copper and copper alloys. 
e. Bronze and brass. 
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4. Operating parts include moving parts of operating equipment and the following: 

a. Valve and damper operators. 
b. Linkages. 
c. Sensing devices. 
d. Motor and fan shafts. 

5. Labels:  Do not paint over UL, FMG, or other code-required labels or equipment 
name, identification, performance rating, or nomenclature plates. 

D. Related Sections include the following: 

1. Division 5 Sections for shop priming of metal substrates with primers specified in 
this Section. 

2. Division 2 Section "Cement Concrete Pavement" for traffic-marking paint. 
3. Division 5 Section "Structural Steel" for shop priming structural steel. 
4. Division 5 Section "Metal Fabrications" for shop priming ferrous metal. 
5. Division 6 Section "Interior Architectural Woodwork" for shop priming interior 

architectural woodwork. 
6. Division 8 Section "Steel Doors and Frames" for factory priming steel doors and 

frames. 
7. Division 8 Section "Custom Steel Doors and Frames" for factory priming steel 

doors and frames. 
8. Division 9 Section "Gypsum Board Assemblies" for surface preparation of gypsum 

board. 

1.3 DEFINITIONS 

A. General:  Standard coating terms defined in ASTM D 16 apply to this Section. 

1. Flat refers to a lusterless or matte finish with a gloss range below 15 when 
measured at an 85-degree meter. 

2. Eggshell refers to low-sheen finish with a gloss range between 20 and 35 when 
measured at a 60-degree meter. 

3. Semigloss refers to medium-sheen finish with a gloss range between 35 and 70 
when measured at a 60-degree meter. 

4. Full gloss refers to high-sheen finish with a gloss range more than 70 when 
measured at a 60-degree meter. 

1.4 SUBMITTALS 

A. Product Data:  For each paint system indicated.  Include block fillers and primers. 

1. Material List:  An inclusive list of required coating materials.  Indicate each 
material and cross-reference specific coating, finish system, and application.  
Identify each material by manufacturer's catalog number and general 
classification.  Submit in same format as specification. 

2. Manufacturer's Information:  Manufacturer's technical information, including label 
analysis and instructions for handling, storing, and applying each coating 
material. 

3. Certification by the manufacturer that products supplied comply with local 
regulations controlling use of volatile organic compounds (VOC’s). 

B. Colors:  Match Architect’s color selections. 
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C. Samples for Verification:  For each color and material to be applied, with texture to 
simulate actual conditions, on representative Samples of the actual substrate. 

1. Submit 4 sets of samples of each final color and finish. 

D. Qualification Data:  For firms and persons specified in the “Quality Assurance” Article 
to be demonstrate their capabilities and experience.  Include lists of completed projects 
with project names and addresses, names and addresses of architects and owners, 
and other information specified. 

1.5 QUALITY ASSURANCE 

A. Applicator Qualifications:  A firm or individual experienced in applying paints and 
coatings similar in material, design, and extent to those indicated for this Project, 
whose work has resulted in applications with a record of successful in-service 
performance. 

B. Source Limitations:  Obtain block fillers and primers for each coating system from the 
same manufacturer as the finish coats. 

C. Benchmark Samples (Mockups):  Provide a full-coat benchmark finish sample for each 
type of coating and substrate required.  Comply with procedures specified in PDCA P5.  
Duplicate finish of approved sample Submittals. 

1. Architect will select one room or surface to represent surfaces and conditions for 
application of each type of coating and substrate. 

a. Provide mock up of first and second coats of block filler or primer for 
approval of application. 

b. Wall Surfaces:  Provide samples on at least 100 sq. ft.  
c. Small Areas and Items:  Architect will designate items or areas required. 

2. Apply benchmark samples, according to requirements for the completed Work, 
after permanent lighting and other environmental services have been activated.  
Provide required sheen, color, and texture on each surface. 

a. After finishes are accepted, Architect will use the room or surface to 
evaluate coating systems of a similar nature. 

3. Final approval of colors will be from benchmark samples. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver materials to Project site in manufacturer's original, unopened packages and 
containers bearing manufacturer's name and label and the following information: 

1. Product name or title of material. 
2. Product description (generic classification or binder type). 
3. Manufacturer's stock number and date of manufacture. 
4. Contents by volume, for pigment and vehicle constituents. 
5. Thinning instructions. 
6. Application instructions. 
7. Color name and number. 
8. VOC content. 
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B. Store materials not in use in tightly covered containers in a well-ventilated area at a 
minimum ambient temperature of 45 deg F.  Maintain storage containers in a clean 
condition, free of foreign materials and residue. 

1. Protect from freezing.  Keep storage area neat and orderly.  Remove oily rags 
and waste daily. 

C. Take necessary measures to ensure that workers and work areas are protected from 
fire and health hazards resulting from handling, mixing, and application. 

1.7 PROJECT CONDITIONS 

A. Apply waterborne paints only when temperatures of surfaces to be painted and 
surrounding air are between 50 and 90 deg F. 

B. Apply solvent-thinned paints only when temperatures of surfaces to be painted and 
surrounding air are between 45 and 95 deg F. 

C. Do not apply paint in snow, rain, fog, or mist; or when relative humidity exceeds 85 
percent; or at temperatures less than 5 deg F above the dew point; or to damp or wet 
surfaces. 

1. Painting may continue during inclement weather if surfaces and areas to be 
painted are enclosed and heated within temperature limits specified by 
manufacturer during application and drying periods. 

1.8 EXTRA MATERIALS 

A. Furnish extra paint materials from the same production run as the materials applied 
and in the quantities described below.  Package with protective covering for storage 
and identify with labels describing contents.  Deliver left-over paint materials to Owner. 

1. Quantity:  Furnish Owner with extra paint materials in quantities indicated below: 

a. Exterior:  2 gallons of each color applied. 
b. Interior:  1 case of each color applied. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, products listed in other Part 2 
articles. 

B. Manufacturers' Names:  Shortened versions (shown in parentheses) of the following 
manufacturers' names are used in other Part 2 articles: 

Sherwin Williams. (SW)  
 

2.2 PAINT MATERIALS, GENERAL 

A. Material Compatibility:  Provide block fillers, primers, and finish-coat materials that are 
compatible with one another and with the substrates indicated under conditions of 
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service and application, as demonstrated by manufacturer based on testing and field 
experience.  Each system should be from the same manufacturer. 

B. Material Quality:  Provide manufacturer's best-quality paint material of the various 
coating types specified that are factory formulated and recommended by manufacturer 
for application indicated.  Paint-material containers not displaying manufacturer's 
product identification will not be acceptable. 

1. Proprietary Names:  Use of manufacturer's proprietary product names to 
designate colors or materials is not intended to imply that products named are 
required to be used to the exclusion of equivalent products of other 
manufacturers.  Furnish manufacturer's material data and certificates of 
performance for proposed substitutions. 

C. Colors:  To be selected by the Architects from Manufacturers standard colors. 

2.3 CONCRETE UNIT MASONRY BLOCK FILLERS AND PRECAST PANEL BLOCK 
FILLER 

A. Concrete Unit Masonry Block Filler:  Factory-formulated high-performance latex block 
fillers. 

 
1. S-W; PrepRite Interior/Exterior Block Filler B25W25:  Applied at a dry film 

thickness of not less than 8.0 mils. 
 

2.4 EXTERIOR PRIMERS 
 

A. Exterior Ferrous-Metal Primer:  Factory-formulated rust-inhibitive metal primer for 
exterior application. 
 
1. S-W; Kem Bond B50 Series Universal Metal Primer :  Applied at a dry film 

thickness of not less than 3.0 mils. 

B. Exterior Galvanized-Metal Primer:  Factory-formulated rust-inhibitive metal primer for 
exterior application. 
 
1. S-W; Pro-Cryl Universal Water Based Primer B66-310 Series :  Applied at a dry 

film thickness of not less than 3.0 mils. 
 

2.5 INTERIOR PRIMERS 

A. Interior Concrete and Masonry Primer:  Factory-formulated alkali-resistant acrylic-latex 
interior primer for interior application. 

 
1. S-W; PrepRite Masonry Primer B28W300:  Applied at a dry film thickness of not 

less than 3.0 mils. 

B. Interior Gypsum Board Primer:  Factory-formulated latex-based primer for interior 
application. 
1. Provide Sherwin Williams ProGreen 200 Low VOC Interior Latex Wall Primer No. 

B28W00600.   
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C. Interior Ferrous-Metal Primer:  Factory-formulated quick-drying rust-inhibitive alkyd-
based metal primer. 

 
1. S-W; Kem-Kromick Universal Primer:  Applied at a dry film thickness of not less 

than 3.0 mils. 

D. Interior Galvanized-Metal Primer:  Factory-formulated rust-inhibitive metal primer for 
exterior application. 
 
1. S-W Galvite HS Pro-Cryl Universal Water Based Primer B66-310 Series :  

Applied at a dry film thickness of not less than 3.0 mils. 

E. S-W:  ProIndustrial Enamel 100 applied per manufacturer’s recommendations.   
 

2.6 EXTERIOR FINISH COATS 

A. Full-Gloss Acrylic Enamel for Concrete, Masonry, and Wood:  Factory-formulated full-
gloss waterborne acrylic-latex enamel for exterior application. 

 
1. S-W; Sher-Cryl HPA B66-300 Series:  Applied at a dry film thickness of not less 

than 1.2 mils. 
2. All other manufactures listed in Section 2.1 B must meet product specification 

listed above. 

B. Semi-Gloss Acrylic Enamel for Ferrous and Galvanized Metal:  Factory-formulated 
Semi-gloss waterborne acrylic-latex enamel for exterior application. 

 
1. S-W; Sher-Cryl HPA B66-300 Series:  Applied at a dry film thickness of not less 

than 1.2 mils. 
2. All other manufactures listed in Section 2.1 B must meet product specification 

listed above. 
 

2.7 INTERIOR FINISH COATS 

A. Interior Flat Acrylic Paint:  Factory-formulated flat acrylic-emulsion latex paint for 
interior application. For ceiling applications 

 
1. Provide Sherwin Williams ProGreen 200 Low VOC Interior Flat Paint No. 

B30W600.   
 

B. Interior Low Luster/Eggshell Acrylic Enamel:  Factory-formulated semigloss acrylic-
latex enamel for interior application. 

 
1. Provide Sherwin Williams ProGreen Low VOC Interior EggShell Low Luster Paint 

No. B20W600.   
 

C. Interior Semi-Gloss Acrylic Enamel:  Factory-formulated semigloss acrylic-latex enamel 
for interior application. 
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1. Provide Sherwin Williams ProGreen Low VOC Interior semi Gloss Paint No. 

B31W600.   

D. Interior Latex Dryfall:  Factory Formulate Interior Latex “Flash” rust Resistant Dry Fog. 
Provide for painted exposed structure. 

1. SW Waterbourne Acrylic Dryfall B42 Series, applied to manufacture’s written 
recommendations.  

2. S-W; Waterbased Tile Clad Epoxy B73-100 Series applied per manufactures 
written recommendation.. 

3. All other manufactures listed in Section 2.1 B must meet product specification 
listed above. 

E. Interior Epoxy (EPX) on Concrete Masonry and Gypsum Wall board.   

 
1. S-W; Waterbased Tile Clad Epoxy B73-100 Series applied per manufactures 

written recommendation.. 
 
 

1. As jointly recommended by the sealant and paint system manufacturers. 
 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Applicator present, for compliance 
with requirements for paint application.  Comply with procedures specified in PDCA P4. 

1. Proceed with paint application only after unsatisfactory conditions have been 
corrected and surfaces receiving paint are thoroughly dry. 

2. Start of painting will be construed as Applicator's acceptance of surfaces and 
conditions within a particular area. 

B. Coordination of Work:  Review other Sections in which primers are provided to ensure 
compatibility of the total system for various substrates.  On request, furnish information 
on characteristics of finish materials to ensure use of compatible primers. 

1. Notify Architect about anticipated problems when using the materials specified 
over substrates primed by others. 

3.2 PREPARATION 

A. General:  Remove hardware and hardware accessories, plates, machined surfaces, 
lighting fixtures, and similar items already installed that are not to be painted.  If 
removal is impractical or impossible because of size or weight of the item, provide 
surface-applied protection before surface preparation and painting.  

1. After completing painting operations in each space or area, reinstall items 
removed using workers skilled in the trades involved. 

B. Cleaning:  Before applying paint or other surface treatments, clean substrates of 
substances that could impair bond of the various coatings.  Remove oil and grease 
before cleaning. 
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1. Schedule cleaning and painting so dust and other contaminants from the 
cleaning process will not fall on wet, newly painted surfaces. 

C. Surface Preparation:  Clean and prepare surfaces to be painted according to 
manufacturer's written instructions for each particular substrate condition and as 
specified. 

1. Provide barrier coats over incompatible primers or remove and reprime. 
2. Cementitious Materials:  Prepare concrete, concrete unit masonry, cement 

plaster, and mineral-fiber-reinforced cement panel surfaces to be painted.  
Remove efflorescence, chalk, dust, dirt, grease, oils, and release agents.  
Roughen as required to remove glaze.  If hardeners or sealers have been used 
to improve curing, use mechanical methods of surface preparation. 

a. Use abrasive blast-cleaning methods if recommended by paint 
manufacturer. 

b. Determine alkalinity and moisture content of surfaces by performing 
appropriate tests.  If surfaces are sufficiently alkaline to cause the finish 
paint to blister and burn, correct this condition before application.  Do not 
paint surfaces if moisture content exceeds that permitted in manufacturer's 
written instructions. 

c. Clean concrete floors to be painted with a 5 percent solution of muriatic 
acid or other etching cleaner.  Flush the floor with clean water to remove 
acid, neutralize with ammonia, rinse, allow to dry, and vacuum before 
painting. 

3. Wood:  Clean surfaces of dirt, oil, and other foreign substances with scrapers, 
mineral spirits, and sandpaper, as required.  Sand surfaces exposed to view 
smooth and dust off. 

a. Scrape and clean small, dry, seasoned knots, and apply a thin coat of 
white shellac or other recommended knot sealer before applying primer.  
After priming, fill holes and imperfections in finish surfaces with putty or 
plastic wood filler.  Sand smooth when dried. 

b. Prime, stain, or seal wood to be painted immediately on delivery.  Prime 
edges, ends, faces, undersides, and back sides of wood, including 
cabinets, counters, cases, and paneling. 

c. If transparent finish is required, backprime with spar varnish. 
d. Backprime paneling on interior partitions where masonry, plaster, or other 

wet wall construction occurs on back side. 
e. Seal tops, bottoms, and cutouts of unprimed wood doors with a heavy coat 

of varnish or sealer immediately on delivery. 

4. Ferrous Metals:  Clean ungalvanized ferrous-metal surfaces that have not been 
shop coated; remove oil, grease, dirt, loose mill scale, and other foreign 
substances.  Use solvent or mechanical cleaning methods that comply with 
SSPC's recommendations. 

a. Blast steel surfaces clean as recommended by paint system manufacturer 
and according to SSPC-SP 10/NACE No. 2. 

b. Treat bare and sandblasted or pickled clean metal with a metal treatment 
wash coat before priming. 

c. Touch up bare areas and shop-applied prime coats that have been 
damaged.  Wire-brush, clean with solvents recommended by paint 
manufacturer, and touch up with same primer as the shop coat. 
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5. Galvanized Surfaces:  Clean galvanized surfaces with nonpetroleum-based 
solvents so surface is free of oil and surface contaminants.  Remove 
pretreatment from galvanized sheet metal fabricated from coil stock by 
mechanical methods. 

D. Material Preparation:  Mix and prepare paint materials according to manufacturer's 
written instructions. 

1. Maintain containers used in mixing and applying paint in a clean condition, free of 
foreign materials and residue. 

2. Stir material before application to produce a mixture of uniform density.  Stir as 
required during application.  Do not stir surface film into material.  If necessary, 
remove surface film and strain material before using. 

3. Use only thinners approved by paint manufacturer and only within recommended 
limits. 

E. Tinting:  Tint each undercoat a lighter shade to simplify identification of each coat when 
multiple coats of same material are applied.  Tint undercoats to match the color of the 
finish coat, but provide sufficient differences in shade of undercoats to distinguish each 
separate coat. 

3.3 APPLICATION 

A. General:  Apply paint according to manufacturer's written instructions.  Use applicators 
and techniques best suited for substrate and type of material being applied. 

1. Paint colors, surface treatments, and finishes are indicated in the paint 
schedules. 

2. Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or 
conditions detrimental to formation of a durable paint film. 

3. Provide finish coats that are compatible with primers used. 
4. The term "exposed surfaces" includes areas visible when permanent or built-in 

fixtures, grilles, convector covers, covers for finned-tube radiation, and similar 
components are in place.  Extend coatings in these areas, as required, to 
maintain system integrity and provide desired protection. 

5. Paint surfaces behind movable equipment and furniture the same as similar 
exposed surfaces.  Before final installation of equipment, paint surfaces behind 
permanently fixed equipment or furniture with prime coat only. 

6. Paint interior surfaces of ducts with a flat, nonspecular black paint where visible 
through registers or grilles. 

7. Paint back sides of access panels and removable or hinged covers to match 
exposed surfaces. 

8. Finish exterior doors on tops, bottoms, and side edges the same as exterior 
faces. 

9. Finish interior of wall and base cabinets and similar field-finished casework to 
match exterior. 

10. Sand lightly between each succeeding enamel or varnish coat. 

B. Scheduling Painting:  Apply first coat to surfaces that have been cleaned, pretreated, 
or otherwise prepared for painting as soon as practicable after preparation and before 
subsequent surface deterioration. 

1. The number of coats and film thickness required are the same regardless of 
application method.  Do not apply succeeding coats until previous coat has cured 
as recommended by manufacturer.  If sanding is required to produce a smooth, 
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even surface according to manufacturer's written instructions, sand between 
applications. 

2. Omit primer over metal surfaces that have been shop primed and touchup 
painted. 

3. If undercoats, stains, or other conditions show through final coat of paint, apply 
additional coats until paint film is of uniform finish, color, and appearance.  Give 
special attention to ensure that edges, corners, crevices, welds, and exposed 
fasteners receive a dry film thickness equivalent to that of flat surfaces. 

4. Allow sufficient time between successive coats to permit proper drying.  Do not 
recoat surfaces until paint has dried to where it feels firm, and does not deform or 
feel sticky under moderate thumb pressure, and until application of another coat 
of paint does not cause undercoat to lift or lose adhesion. 

C. Application Procedures:  Apply paints and coatings by brush, roller, spray, or other 
applicators according to manufacturer's written instructions. 

1. Brushes:  Use brushes best suited for type of material applied.  Use brush of 
appropriate size for surface or item being painted. 

2. Rollers:  Use rollers of carpet, velvet-back, or high-pile sheep's wool as 
recommended by manufacturer for material and texture required. 

3. Spray Equipment:  Use airless spray equipment with orifice size as 
recommended by manufacturer for material and texture required. 

D. Minimum Coating Thickness:  Apply paint materials no thinner than manufacturer's 
recommended spreading rate to achieve dry film thickness indicated.  Provide total dry 
film thickness of the entire system as recommended by manufacturer. 

E. Mechanical and Electrical Work:  Painting of mechanical and electrical work is limited 
to items exposed in equipment rooms and occupied spaces. 

F. Mechanical items to be painted include, but are not limited to, the following: 

1. Exposed uninsulated metal piping. 
2. Exposed uninsulated plastic piping. 
3. Exposed pipe hangers and supports. 
4. Tanks that do not have factory-applied final finishes. 
5. Visible portions of internal surfaces of metal ducts, without liner, behind air inlets 

and outlets. 
6. Duct, equipment, and pipe insulation having "all-service jacket" or other paintable 

jacket material. 
7. Mechanical equipment that is indicated to have a factory-primed finish for field 

painting. 

G. Electrical items to be painted include, but are not limited to, the following: 

1. Switchgear. 
2. Panelboards. 
3. Electrical equipment that is indicated to have a factory-primed finish for field 

painting. 

H. All interior and exterior exposed gypsum wallboard, including any bulkheads and soffits 
to be painted. 

I. All interior and exterior ferrous metal to be painted including any lintels, railings, grilles, 
and louvers (does not include factory or pre-finished items). 
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J. All hollow metal doors and frames, interior and exterior, to be painted. 

K. Block Fillers:  Apply block fillers to concrete masonry block at a rate to ensure 
complete coverage with pores filled. 

L. Prime Coats:  Before applying finish coats, apply a prime coat, as recommended by 
manufacturer, to material that is required to be painted or finished and that has not 
been prime coated by others.  Recoat primed and sealed surfaces where evidence of 
suction spots or unsealed areas in first coat appears, to ensure a finish coat with no 
burn-through or other defects due to insufficient sealing. 

M. Pigmented (Opaque) Finishes:  Completely cover surfaces as necessary to provide a 
smooth, opaque surface of uniform finish, color, appearance, and coverage.  
Cloudiness, spotting, holidays, laps, brush marks, runs, sags, ropiness, or other 
surface imperfections will not be acceptable. 

N. Transparent (Clear) Finishes:  Use multiple coats to produce a glass-smooth surface 
film of even luster.  Provide a finish free of laps, runs, cloudiness, color irregularity, 
brush marks, orange peel, nail holes, or other surface imperfections. 

1. Provide satin finish for final coats. 

O. Completed Work:  Match approved samples for color, texture, and coverage.  Remove, 
refinish, or repaint work not complying with requirements. 

3.4 FIELD QUALITY CONTROL 

A. Owner reserves the right to invoke the following test procedure at any time and as 
often as Owner deems necessary during the period when paint is being applied: 

1. Owner will engage a qualified independent testing agency to sample paint 
material being used.  Samples of material delivered to Project will be taken, 
identified, sealed, and certified in the presence of Contractor. 

2. Testing agency will perform appropriate tests for the following characteristics as 
required by Owner: 

a. Quantitative material analysis. 
b. Abrasion resistance. 
c. Apparent reflectivity. 
d. Flexibility. 
e. Washability. 
f. Absorption. 
g. Accelerated weathering. 
h. Dry opacity. 
i. Accelerated yellowness. 
j. Recoating. 
k. Skinning. 
l. Color retention. 
m. Alkali and mildew resistance. 

3. Owner may direct Contractor to stop painting if test results show material being 
used does not comply with specified requirements.  Contractor shall remove 
noncomplying paint from Project site, pay for testing, and repaint surfaces 
previously coated with the noncomplying paint.  If necessary, Contractor may be 
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required to remove noncomplying paint from previously painted surfaces if, on 
repainting with specified paint, the two coatings are incompatible. 

 
B. Pre-installation Meetings: 

 
1. Schedule a conference and inspection to be held on-site before field application 

of coating systems begins. 
2. Conference shall be attended by Contractor, Owner's representative, Engineer, 

Construction Manager, coating applicators, and a representative of coating 
material manufacturer. 

3. Topics to be discussed at meeting shall include: 
 
a.   A review of Contract Documents and accepted shop drawings shall be 

made and deviations or differences shall be resolved. 
b.   Review items such as environmental conditions, surface conditions, surface 

preparation, application procedures, and protection following application. 
c.   Establish which areas on-site will be available for use as storage areas and 

working area 
 

4.  Pre-construction conference and inspection shall serve to clarify Contract 
Documents, application requirements and what work should be completed before 
coating application can begin. 

5.  Prepare and submit, to parties in attendance, a written report of pre-installation 
conference report shall be submitted with 3 days following conference. 

6. Field Samples: 
 
a. Provide a full coating system to the required sheen, color, texture, and           

recommended coverage rates. Simulate finished lighting conditions for 
reviewing in-place work. 

 
7. The Architect, Construction Manager or Owners Representative will select one 

room, area, or combination of areas and surfaces and conditions for each type of 
coating and substrate to be coated. Apply coatings in this room, area, 
combination of areas and surfaces according to the schedule, or as specified. 
After finishes are accepted, this room, area or combination of areas and surfaces 
will serve as the standard of quality and for evaluation of coating systems of 
similar nature. 

8.  A manufacturer’s representative shall be available upon request by the General 
Contractor or Painting subcontractor, to advise applicator on proper application 
technique and procedures. 

 

3.5 CLEANING 

A. Cleanup:  At the end of each workday, remove empty cans, rags, rubbish, and other 
discarded paint materials from Project site. 

1. After completing painting, clean glass and paint-spattered surfaces.  Remove 
spattered paint by washing and scraping without scratching or damaging 
adjacent finished surfaces. 

3.6 PROTECTION 
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A. Protect work of other trades, whether being painted or not, against damage from 
painting.  Correct damage by cleaning, repairing or replacing, and repainting, as 
approved by Architect. 

B. Provide "Wet Paint" signs to protect newly painted finishes.  After completing painting 
operations, remove temporary protective wrappings provided by others to protect their 
work. 

1. After work of other trades is complete, touch up and restore damaged or defaced 
painted surfaces.  Comply with procedures specified in PDCA P1. 

3.7 EXTERIOR PAINT SCHEDULE 

A. Ferrous Metal:  Provide the following finish systems over exterior ferrous metal.  Primer 
is not required on shop-primed items. 

1. Full-Gloss Acrylic-Enamel Finish:  two finish coats over a rust-inhibitive primer. 

a. Primer:  Exterior ferrous-metal primer. 
b. Finish Coats:  Exterior full-gloss acrylic enamel for ferrous and other 

metals. 

B. Galvanized Metal:  Provide the following finish systems over exterior ferrous metal.  
Primer is not required on shop-primed items. 

1. Full-Gloss Acrylic-Enamel Finish:  two finish coats over a rust-inhibitive primer. 

a. Primer:  Exterior ferrous-metal primer. 
b. Finish Coats:  Exterior full-gloss acrylic enamel for ferrous and other 

metals. 

3.8 INTERIOR PAINT SCHEDULE 

A. Gypsum Board:  Provide the following finish systems over interior gypsum board 
surfaces: 

1. Flat Acrylic Finish:  - Two finish coats over a primer. 

a. Primer:  Interior gypsum board primer. 
b. Finish Coats:  Interior flat acrylic paint. 

 
2. Low Luster Acrylic-Enamel Finish:  two finish coats over a primer. 

a. Primer:  Interior gypsum board primer. 
b. Finish coats:  Interior low luster acrylic enamel. 

B. Ferrous Metal:  Provide the following finish systems over ferrous metal: 

1. Semi-Gloss Finish:  two finish coats over a primer. 

a. Primer:  Interior ferrous-metal primer. 
b. Finish Coats:  Interior Semi-gloss for metal surfaces. 

C. Galvanized Metal:  Provide the following finish systems over galvanized metal: 

1. Semi-Gloss Finish:  two finish coats over a primer. 
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a. Primer:  Interior galvanized-metal primer. 
b. Finish Coats:  Interior Semi-gloss for metal surfaces. 

D. Dry Fog Paint :  Provide where indicated  for painted exposed structure. 

1.  Provide dry fog paint system according to approved manufacturer’s 
recommendations.  
 
 

END OF SECTION 

 

 



HIGH PERFORMANCE COATINGS  099600-1 

099600 HIGH PERFORMANCE COATINGS 
 
PART 1 GENERAL 
 

1.1 SUMMARY 
 
A. Work under this section consists of surface preparation, priming, painting, and finish 

work for the following: 
1. All exposed metal structural components. 
2. Concrete Floor surfacing 

 

1.3 RELATED WORK SPECIFIED IN OTHER SECTIONS 
 

A. Paints and coatings - Section 09900. 
 

1.4 REFERENCES 
 

A. Publications listed herein are part of this specification to extent referenced 
 

B. American Society for Testing and Materials: 
1. ASTM 6117 Test Method for Salt Spray (fog) Testing 
2. ASTM D16 Terminology Relating to Paint, Varnish, Lacquer and 

Related Products 
3. ASTM  0149 Test Method or Dielectric Breakdown Voltage and Dielectric 

Strength of Solid Electrical Insulating Materials   at   
Commercial   Power Frequencies 

4. ASTM 0522 Test Methods for Mandrel Bend Test of Attached Organic Coatings 
5. ASTM 0870 Practice for Testing Water Resistance of Coatings 

Using Water Immersion 
6. ASTM  01014 Practice for Conducting Exterior Exposure Tests of Paints on 

Steel 
7. ASTM 01653 Test Methods for Water Vapor Transmission of 

Organic Coating Films 
8. ASTM 02794 Test Method for Resistance of Organic Coatings to the Effects   of 

Rapid Deformation (Impact) 
9. ASTM 03273 Test Method for Resistance to Growth of Mold on the 

Surface of Interior Coatings in an Environmental Chamber 
10. ASTM 03359 Test Method for Measuring Adhesion by Tape Test 
11. ASTM 03363 Test for Film Hardness by Pencil Test 
12. ASTM  04060 Test Method for Abrasion of Organic Coatings by 

the Taber Abraser 
13. ASTM  04141   Practice for Conducting Accelerated Outdoor Exposure Tests of 

Coatings 
14. ASTM 04263 Test Method for Indicating Moisture in Concrete by 

the Plastic Sheet Method. 
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15. ASTM D4541 Test Method for Pull-Out Strength of Coatings Using Portable 
Adhesion-Testers 

16. ASTM D4585 Practice for Testing the Water Resistance of Coatings Using 
Controlled Condensation 

17. ASTM E84 Test Methods for Surface Burning Characteristics of Building 
Materials 

18. ASTM GB Test Methods for Cathodic Disbanding of Pipeline Coatings 
19. ASTM G53 Practice   for   Operating L ight-and-Water-Exposure   

Apparatus (Fluorescent UV-Condensation Type) for Exposure of Nonmetallic 
Materials 

 
C. National Fire Protection Association: 

1. NFPA 101 Life Safety Code 
 

D. Steel Structures Painting Council: 
1. SSPC SP-1 Specification for Solvent Cleaning 
2. SSPC SP-2 Specification for Hand Tool Cleaning 
3. SSPC SP-3 Specification for Power Tool Cleaning 
4. SSPC SP-5 Specification for White Metal Blast Cleaning 
5. SSPC SP-6 Specification for Commercial Blast Cleaning 
6. SSPC SP-7 Specification for Brush-Off Blast Cleaning 
7. SSPC SP-10 Specification for Near White Metal Blast Cleaning 
8. SSPC SP-11 Specification for Power Tool Cleaning to Bare Metal 
9. SSPC PA-1 Painting Application Specification 

 
1.5 DEFINITIONS 

 
A. Terms PAINT or PAINTING shall in a general sense have reference to, urethane 

zinc- rich & epoxy primers, polyurethane and fluoropolymer finish type coatings 
and application of these materials. 

 
B. DRY FILM THICKNESS (DFT}: Thickness, measured in mils, of a coat of paint in 

cured state 
 

C. Conform to ASTM D16 for interpretation of terms used in this section. 
 

1.6 SUBMITTALS 
 

A. Product Data: 
1. Submit in accordance with Section 01300. 
2. Submit manufacturer's literature describing products to be provided, 91v1ng 

manufacturer's name, product name, and product line number for each 
material. 

3. Include technical data sheets for each coating, giving descriptive data, curing 
times, mixing, thinning, and application requirements. 
a. Provide material analysis, including vehicle type and percentage by 

weight and by volume of vehicle, resin and pigment. 
b. Submit manufacturer's Material Safety Data Sheets (MSDS) and other 

safety requirements. 
 

B. Shop Drawings: 
1. Submit in accordance with Section 01300. 
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2. Submit a complete list of products proposed for use, including identifying 
product names and catalog numbers. 
a. Arrange in same format as Schedule of Coating Systems in Part 3 

of this Section. 
b. Include applicable manufacturer's data and recommendations. 

 
C. Samples: 

1. Submit in accordance with Section 01300. 
2. Selection Samples: Submit color charts displaying manufacturer's full 

range of standard colors for initial selection by Engineer. 
3. Verification Samples: 

a. Submit 3 samples of each coating and color selected, showing bare, 
prepared surface and each successive coat. 

b. Submit samples on metal, label samples on back, identifying 
manufacturer, product name, and color number. 

c. Sample Size:  Not less than 12" x 12" (300 mm x 300 mm 
 

D. Quality Assurance  Submittats: 
1. Test Reports: Submit certified test reports in accordance with Section 

01300, prepared by an independent testing laboratory, confirming 
compliance with specified performance criteria. 

2. Certificates: 
a. Submit in accordance with Section 01300. 
b. Coatings manufacturer shall certify that coating materials utilized are 

"non- lead" (less than 0.06% lead by weight in dried film) as defined  ·1n  
Part 1303  of  Consumer  Product Safety Act. 

c. Provide certification that specialized equipment as may be required 
by manufacturer for proper application of coating materials shall be 
utilized for work of this Section. 

d. Provide manufacturer's certification that products to be used comply 
with specified requirements and are suitable for intended 
application. 

e. Submit listing of not less than 5 of applicator's most recent 
applications representing similar scope and complexity to Project 
requirements. List shall include information as follows: 
1) Project name and  address 
2) Name of owner 
3) Name of contractor 
4) Name of engineer 
5) Date of completion 

 
E. Manufacturer's Instructions: Submit manufacturer's installation procedures 

in accordance with Section 01300, which shall be basis for accepting or 
rejecting actual installation procedures. 

 
 

1.7 QUALITY ASSURANCE 
 

A. Qualifications: 
1.  Manufacturer: Company specializing in manufacture of high   

performance coatings with a minimum of 5 years experience. 
2. Applicator: Trained in application techniques and procedures of coating 
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materials and capable of demonstrating a minimum of 2 years successful 
experience in such application. 

 
B. Single Source Responsibility: 

1. Provide products of a single manufacturer or items standard with 
manufacturer of specified coating materials. 

2. Provide    secondary    materials    which    are    produced   or   are specifically 
recommended by coating system manufacturer to ensure compatibility of 
system. 

 
C. Regulatory Requirements: Conform to applicable codes and ordinances for 

flame, fuel, smoke, and volatile organic compound (VOC} ratings requirements 
for finishes at time of application. 

 
D. Pre-Installation Meeting: 

1. Schedule a pre-installation meeting to be attended by Contractor, Owner's 
representative, coating applicators, and a representative of coating material 
manufacturer to be held on-site before field application of coating systems 
begins. 

2. Topics to be discussed at meeting shall include: 
a. Review of Contract Documents and accepted shop drawings with 

resolution of deviations or differences. 
b. Review items such as environmental conditions, surface conditions, 

surface preparation, application procedures, and protection following 
application. 

c. Establish on-site storage and working areas. 
d. Identify application requirements and required preparation work. 

3. Prepare a written report of pre-installation conference and submit to parties 
in attendance within 3 days following conference. 

 
1.8 MOCK-UP 

 
A. Before proceeding, prepare and finish sample area in location directed by Architect. 

 
B. When approved, use finishes as standard for application, appearance and 

materials for similar areas or items throughout project. 
 

1.9 DELIVERY, STORAGE, AND HANDLING 
 

A. Delivery: 
1. Deliver products in manufacturer's original unopened containers, each 

having manufacturer's label, intact and legible. 
2. Include on label for each container: 

a. Manufacturer's name 
b. Type of paint 
c. Manufacturer's stock number 
d. Color name and number 
e. Instructions for thinning, where applicable 

 
B. Storage and Protection: 

1. Store materials in a protected area, away from construction activities and 
restricted to paint materials and related equipment. 

2. Maintain temperature in area of  storage between 40 degrees  F (4 degrees  C) 
and 110 degrees F (43 degrees C). 
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3. Comply with health and fire safety regulations. 
4. Remove damaged materials from Site. 

 
1.10 PROJECT CONDITIONS 

 
A. Environmental Requirements for Application of Coating Materials: 

1. Air temperature: Not below 40 degrees F (2 degrees C) or above 110 
degrees F (43 degrees C). 

2. Minimum Surface Temperature: 
a. Refer to specific product information sheets for minimum surface 

temperature requirements. 
b. Minimum 5 degrees F (15 degrees  C) above  dew  point and  in  a  rising 

mode. 
c. Relative humidity: no higher than 85%. 
d. Wind Velocity: For exterior spray application, less than 15 mph (25 kph). 
e. Atmosphere: Relatively free of airborne dust. 

 
1.11 SEQUENCING 

 
A. Perform work in proper sequence with work of other trades to avoid damage to 

finished work. 
 
 

PART 2 PRODUCTS 
 

2.1 ACCEPTABLE MANUFACTURERS 
 

A. The Sherwin-Williams Company of Cleveland, Ohio 
B. Tnemec Company, Inc. of Kansas City, Missouri. 

 
2.2 SOURCE QUALITY CONTROL 

 
A. Testing Laboratory Services: 

1. Documents: Review Contract Documents and applicable sections of 
referenced standards. 

2. Shop Painting Inspection: 
a. Verify cleaning operations to surfaces are to condition specified. 
b. Verify conformance of paint to specification. 
c. Check for thickness of each coating, final thickness and holidays. 
d. Check touchup for final finish. 

 
 

3. Reports: 
a. Submit written progress reports describing tests and inspections made 

and showing action taken to correct nonconforming work. 
b. Report uncorrected deviations from Contract Document 

 
 
PART 3   EXECUTION 
 

3.1 ACCEPTABLE INSTALLERS 
 

A. Applicator must be acceptable to coatings manufacturer. 
 

B. Submit certification letter listing 5 jobs similar in material and extent to those systems 
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indicated for the project 
 

3.2 EXAMINATION 
 
A Examine areas and conditions under which application of coating systems is to performed for 
conditions that will diversely affect execution, permanence, or  quality of  coating system application. 
 

B. Report conditions detrimental to timely and proper execution of Work to   Architect. 
 

C. Do not proceed until unsatisfactory conditions have been corrected. 
 

D. Commencement of installation constitutes acceptance of conditions and 
responsibility for satisfactory performance. 

 
3.3 PROTECTION 

 
A. Provide drop cloths, shields, and other protective equipment. 

 
B. Protect elements surrounding work of this section from damage or disfiguration. 

 
C. As Work proceeds, promptly remove spilled, splashed, or splattered materials from 

surfaces. 
 

D. Post Wet Paint signs during application of coating materials and until surfaces are 
adequately cured. 

 
E. Post No Smoking signs during application of solvent-based materials. 

 
F. Take precautionary measures to prevent fire hazards and spontaneous combustion. 

 
G. Remove empty containers from site. 

 
H. Place cotton waste, cloths and hazardous materials in containers, and remove from site 

daily. 
 

I. Protect work against damage until fully cured 
 

3.4 SEPARATION AND TOUCH UP 
A. General Requirements: 

1. Prior to application of primer, prepare surfaces to receive specified coating 
system in compliance with manufacturer's recommendations and specifications 
of Steel Structures Painting Council as specified in this Section. 

2. Clean surfaces of residual deposits of grease,  scale,  rust, oil, dirt, and  other 
                                foreign matter, immediately prior to priming. . . 

3. Provide dry and smooth surfaces, free from dust and foreign matter which will 
adversely affect adhesion or appearance. 

 
B. Steel: 

1. Clean surfaces free of residual deposits of grease, rust, scale, dirt, dust, and oil. 
2. Surface Preparation: 

a. (Shop or Field) Prepare in accordance with SSPC-SP6 Commercial Blast 
Cleaning standards. 

b. (Field Touch-up of Shop-applied Zinc Primer) Clean rusted and bare metal 
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areas in accordance with SSPC-SP11 Power Tool Cleaning to Bare Metal 
or SSPC-SP6 Commercial Blast Cleaning standards. 
 

C. Galvanized Decking: 
1. Remove all soluble and insoluble contaminants and corrosion. Sweep 

(Abrasive) Blasting per ASTM D 6386 to achieve a uniform anchor profile (1.0 - 
2.0 mils). 

 
3.5 REPAIR/RESTORATION 

 
A. At completion of Work, touchup and restore finishes where damaged. 

 
B. Defects in Finished Surfaces: 

1. When stain, dirt, or undercoats show through final coat, correct defects and 
cover with additional coats until coating is of uniform finish, color, appearance 
and coverage. 

2. Touchup minor damage: where result is not visibly different from surrounding 
surfaces. 

3. Where result is visibly different, either in color, sheen, or texture, recoat entire 
surface. 

 
3.6 FIELD QUALITY CONTROL 

 
A. Testing Laboratory Services: 

1. Documents: Review Contract Documents and applicable sections of referenced 
standards. 

 
2. Field Painting Inspection: 

a. Verify cleaning operations to surfaces are to condition specified. 
b. Verify conformance of paint to specification. 
c. Check for thickness of each coating, final thickness and holidays. 
d. Check touchup for final finish. 

 
3. Reports: 

a. Submit written progress reports describing tests and inspections made and 
showing action taken to correct nonconforming work. 

b. Report uncorrected deviations from Contract Documents. 
 

B. Manufacturer's Field Service: Coatings manufacturer to provide on-site inspections, 
technical assistance, and guidance for application of coating system. 

 
 

3.7 CLEANING 
 
A. At completion of day's work, remove from site rubbish and accumulated materials. 

 
B. Clean paint spots and other soiling from  pre-finished  surfaces  and surfaces with 

integral finish using solvents which will not damage finished surface. 
 

C. Leave storage area clean and in same condition indicated for equivalent spaces   in 
Project. 
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3.8 WASTE MANAGEMENT 

 
A. General Requirements: 

1. Place materials defined as hazardous or toxic waste in designated containers. 
2. Return solvent and oil soaked rags for contaminant recovery and laundering or 

for proper disposal; pouring on ground not permitted. 
3. Place paints or solvents in designated containers for proper disposal. 
4. Where paint recycling is available, collect waste paint by type and provide for 

delivery to recycling or collection facility. 
 

B. Containment/Disposal Requirements: 
1. Surface Preparation Debris Containment: 

a. When required by federal, state or local regulation, entire tank and 
structure shall be enclosed and surface preparation debris contained. 

b. Refer to SSPC 61 Guide for Containing Debris Generated During Paint 
Removal Operations. 

 
2. Disposal of Surface Preparation Debris: 

a. Refer to SSPC 71 Guide for the Disposal of Lead-Contaminated Surface 
Preparation Debris. 

b. Surface preparation debris shall be disposed of in compliance with 
applicable federal, state and local regulations. 

 
3. Containment/Disposal Costs: Contractor shall be responsible for costs 

associated with containment and waste disposal that may result from execution 
of this Project. 
 

 
3.9 SCHEDULE OF COATING SYSTEMS 

 
A. Interior and Exterior Steel: 

1. Surface Preparation: SSPC-SP6 Commercial Blast Cleaning. 
2. Primer: Tnemec Series 90-97 Tneme-Zinc, Ory Film Thickness: 2.5 to 3.5 mils 

or Sherwin-Williams Corothane 1 Galvapac S65G10/869D210 
3. First Coat Tnemec Series N69N69 Epoxoline, Dry Film Thickness:  3.0 to   4.0 

mils or Sherwin-Williams Macropoxy 646 Fast Cure Epoxy, 858-600 series 
4. Finish Coat: Tnemec Series 1071 Fluoronar, Dry Film Thickness: 2.0 to 3.0 

mils. Or Sherwin-Williams Fluorokem Gloss, 865-500 series 
5. Total Dry Film Thickness: 7.5 to 10.5 mils 
6. Galvanized Decking: Surface Preparation: Brush-off Blast to achieve a 

minimum profile of 1.0 mil Substrate must be clean, dry, and free of 
contaminants. 

7. Primer:  Tnemec Series N69N69 Epoxoline, Dry Film Thickness: 2.0 to 3.0   
mils OFT Or Sherwin-Williams Macropoxy 646 Fast Cure Epoxy, 858-600 series 

8. Finish Coat:  Tnemec Series 73 Endurashield, Dry Film Thickness:  2.0 to 3.0 
mils or Sherwin-Williams Acrofon 218 HS Polyurethane Semi-Gloss, 865-650 
series. 

9. Total Dry Film Thickness: 4.0 to 6.0 mils.  
 
 
 

END OF SECTION 



 
  

 
TOILET COMPARTMENTS  101550 - 1 
 

 

SECTION 101550 TOILET COMPARTMENTS 

 

PART  1 - GENERAL 
 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

 
 

1.2 SUMMARY 
 

A This Section includes stock, manufactured toilet compartments. 
 

B. Types of toilet compartments and urinal screens include: 
 

1. Solid-polymer, homogenous color. 
 

C. Styles of toilet compartments include: 
 

1. Floor-anchored, overhead-braced. 
 

D. Toilet accessories, such as toilet paper holders  and grab  bars are specified in  another 
Division 10 Section. 

 
 

1.3 SUBMITTALS 
 

A. General: Submit the following. 
 
 

B. LEED Submittals: 
 

1. Product Data for Credit MR 4.1 and Credit MR 4.2: For products having 
recycled content, documentation indicating percentages by in light of 
postconsumer and preconsumer recycled content. Include statement indicating 
costs for each product having recycled content. 

2. Product Data for Credit EQ 4.4: For particleboard, documentation indicating 
that product contains no urea formaldehyde. 

 
C. Product data for materials, fabrication, and installation including catalog cuts of 

anchors, hardware, fastenings, and accessories. 
 

D. Shop drawings for fabrication and erection of toilet compartment assemblies not fully 
described by product drawings, templates, and instructions for installation of 
anchorage devices built into other work. 

 
1. Show locations for compartment-mounted toilet accessories. 

 
E. Samples of full range of colors in form of pieces of plastic. 
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F. Warranty: Manufactures to supply a written warranty covering all plastic components and 
plastic hardware against breakage, corrosion and delamination for a period of fifteen (15) 
years. 

 
1.4 QUALITY ASSURANCE 

 
A. Field Measurements: Take field measurements prior to preparation of shop drawings and 

fabrication. Where possible, to ensure proper fitting of work. However, allow for 
adjustments where taking of field measurements before fabrication might delay work. 

 
 

B. Coordination: Furnish inserts and anchorages which must be built into other work for 
installation of toilet compartments and related items. Coordinate delivery with other work  
to avoid delay. 

 
 

PART 2 - PRODUCTS 
 

2 1 MANUFACTURERS 
 

A. Basis-of-Design Product: The design for toilet compartments is based on the product 
named. Subject to compliance with requirements, provide either the named product or a 
comparable product by one of the other manufacturers specified. 

 
1. Solid-Polymer Units: 

 
a. Comtec Industries - Protec Series P300 
b. Santana Products Co. 
c. Capitol Partitions, Jnc. 
d. Sanatec Industries, Inc. 
e. Sanyrnetal Products Corp. 

 
 

2.2 MATERIALS 
 

A. General: Provide materials which have been selected for surface flatness and 
smoothness. Exposed surfaces which exhibit pitting, seam marks, roller marks, stains, 
discolorations, or other imperfections on finished units are not acceptable. 

 
B. Solid-Polymer: High density, solid polymer resin with homogenous color throughout. 

Provide material not less than 1 inch thick with seamless construction with edges eased. 
 

1. Color and Pattern: One color and pattern in each room as selected by Architect 
from manufacturer's full range of colors and patterns. 
 

C. Pilaster Shoes and Caps: ASTM A 167, Type 302/304 stainless steel, not less than 3 
inches high 0.0396 inch thick (20 gage), finished to match hardware. 

 
D. Stirrup Brackets: Manufacturer's standard design for attaching panels to walls and 

pilasters anodized aluminum. Full-height, (continuous) type. 
 

E. Heat-Sink Strip:   Manufacturer's standard continuous, extruded-aluminum strip fastened to 
exposed bottom edges of solid-polymer components to prevent burning. 

 
F. Hardware and Accessories: Manufc1cturer's standard design, heavy duty operating 
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·1'. 

hardware and accessories of chromium-plated, nonferrous cast alloy ("Zamac''). 
 

G. Overhead Bracing: Continuous extruded aluminum. antigrip profile, with clear anodized 
finish. 

 
H. Anchorages and Fasteners: Manufacturer's standard exposed fasteners of stainless  

steel, with theft-resistant-type heads and nuts. Provide sex-type bolts for through-bolt 
applications. For concealed anchors, use hot-dip galvanized, cadmium-plated, or other 
rust-resistant protective-coated steel. 

 
 

2.3 FABRICATION 
 

A.   General: Furnish standard doors, panels, screens, and pilasters  fabricated  for  
compartment system.  Furnish units with cutouts, drilled holes, and internal reinforcement 
to receive partition-mounted hardware, accessories, and grab bars, as indicated. 

 
B. Door Dimensions: unless otherwise indicated, furnish 24-inch made in-swinging doors for 

ordinary toilet stalls and 32-inch-wide (clear opening) out-swinging doors fortalls equipped 
for  use by handicap persons. 

 
C. Overhead-Braced Compartments: Furnish galvanized steel supports, leveling bolts, 

fasteners, and anchors at pilasters as recommended by manufacturer to suit floor 
conditions. Make provisions for setting and securing continuous, extruded, aluminum, 
antigrip, overhead bracing at top of each pilaster. Provide shoe at  each  pilaster  to  
conceal supports and leveling  mechanism. 

 
D. Floor-Supported Compartments: Furnish galvanized steel anchorage  devices complete 

with threaded rods. lock washers, and leveling adjustment nuts at pilasters to permit 
structural connection at floor.   Provide shoe at each pilaster to conceal  anchorage. 

 
E. Hardware: Furnish hardware for each compartment to comply with ANS1 A117.1 for 

handicap accessibility and as follows: 
 

1. Hinges: Cutout inset type, adjustable to hold door open at any angle  up to  90 
degrees. Provide gravity type, spring-action  cam type,  or  concealed torsion  rod 
type to suit manufacturer's standards. 

2. Latch and Keeper:  Manufacturer's  standard  surface-mounted  latch  unit. designed 
for  handicap accessibility, with combination rubber-faced door strike and  keeper. 

3. Coat Hook: Manufacturer's standard unit, combination hook and rubber-tipped 
bumper, sized to prevent door hitting mounted  accessories. 

4. Door  Pull:   Manufacturer's  standard  unit  for  out swinging doors.   Provide pulls on 
both faces of handicap compartment  doors. 

5. Door Bumper: Manufacturer's standard rubber-tipped  bumpers  at  out swinging 
doors or entrance screen  doors. 

 
 
PART 3  EXECUTION  
 
3.1 INSTALLATION   
 

A. General: Comply with manufacturer's recommended procedures and installation 
sequence. Install compartment  units rigid, straight, plumb, and level.  Provide 
clearances  of not more than 1/2 inch between pilasters and panels, and not more 
than 1 inch between panels and walls. Secure panels to walls with not less than 
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two stirrup brackets attached near top and bottom of panel. Locate wall brackets 
so that holes for wall anchorages occur in masonry or tile joints. Secure  panels to 
pilasters with  not less than  two stirrup brackets located to align with stirrup 
brackets at  wall.  Secure  panels  in  position with manufacturer's recommended 
anchoring  devices. 

 
B. Overhead-Braced Compartments: Secure pilasters to floor and level, plumb, and 

tighten installation with devices furnished. Secure overhead brace to each pilaster 
with not less than two fasteners. Hang doors and adjust so that tops of doors  are  
parallel with overhead brace when doors are in closed position. 
 

C. No evidence of drilling, cutting, or patching shall be visible in the finished mark.  
 
D. Finished surfaces shalt be cleaned after installation and left free of imperfections. 

 
E. Authorized factory installers to be utilized. 

 
 

3.1 ADJUST AND CLEAN 
 

A. Hardware Adjustment: Adjust and lubricate hardware for proper operation. Set 
hinges on in-swinging doors to hold open approximately 30 degrees from closed 
position when unlatched. Set hinges on out-swinging doors (and entrance swing 
doors) to return to fully closed  position.  
 

B. Clean exposed surfaces of toilet compartment assemblies using materials and 
methods recommended by manufacturer, and provide protection- as necessary to 
prevent damage during remainder of construction  period. 

 
END OF SECTION 
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SECTION 104250 - SIGNS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following types of signs: 

1. Panel signs. 
2. Dimensional letters and numbers. 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 

 
1. Division 15 Section "Mechanical Identification" for labels, tags, and nameplates 

for mechanical equipment. 
2. Division 16 Section "Electrical Identification" for labels, tags, and nameplates for 

electrical equipment. 
3. Division 16 Section "Interior Lighting" for illuminated exit signs. 

1.3 SUBMITTALS 

A. General:  Submit the following according to the Conditions of the Contract and Division 1 
Specification Sections. 

B. Product data for each type of sign specified, including details of construction relative to 
materials, dimensions of individual components, profiles, and finishes. 

C. Shop drawings showing fabrication and erection of signs.  Include plans, elevations, and 
large-scale sections of typical members and other components.  Show anchors, grounds, 
layout, reinforcement, accessories, and installation details. 

1. Provide message list for each sign required, including large-scale details of 
wording and lettering layout. 

2. For signs supported by or anchored to permanent construction, provide setting 
drawings, templates, and directions for installation of anchor bolts and other 
anchors to be installed as a unit of Work in other Sections. 

3. Furnish full-size rubbings for metal plaques. 

D. Samples:  Provide the following samples of each sign component for initial selection of 
color, pattern and surface texture as required and for verification of compliance with 
requirements indicated. 

1. Samples for initial selection of color, pattern, and texture: 
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a. Cast Acrylic Sheet:  Manufacturer's color charts consisting of actual 
sections of material including the full range of colors available for each 
material required. 

1.4 QUALITY ASSURANCE 

A. Sign Fabricator Qualifications:  Firm experienced in producing signs similar to those 
indicated for this Project, with a record of successful in-service performance, and 
sufficient production capacity to produce sign units required without causing delay in the 
Work. 

B. UL and NEMA Compliance:  Provide lighting fixtures and electrical components for 
illuminated signs that are labeled and listed by UL and comply with applicable NEMA 
standards. 

C. Single-Source Responsibility:  For each separate sign type required, obtain signs from 
one source of a single manufacturer. 

D. Design Concept:  The Drawings indicate sizes, profiles, and dimensional requirements of 
signs and are based on the specific types and models indicated.  Sign units by other 
manufacturers may be considered provided deviations in dimensions and profiles do not 
change the design concept as judged by the Architect.  The burden of proof of equality is 
on the proposer. 

 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated in the Work include, but are not limited to, the 
following: 

1. Manufacturers of Panel Signs: 

a. 4Sign Solutions. 
b. Best Manufacturing 

      c.      Alpine Signs of York 

2.2     FRAMED PANEL SIGNS 

A.  Cast Acrylic Sheet:  Provide cast (not extruded or continuous cast) methyl methacrylate 
monomer plastic sheet, in sizes and thicknesses indicated, with a minimum flexural 
strength of 16,000 psi when tested according to ASTM D 790, with a minimum allowable 
continuous service temperature of 176 deg F (80 deg C), and of the following general 
types: 

1. Opaque Sheet:  Where sheet material is indicated as "opaque," provide colored 
opaque acrylic sheet in colors and finishes as selected from the manufacturer's 
standards. 
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B. Fasteners:  Use concealed fasteners fabricated from metals that are not corrosive to 
the sign material and mounting surface. 

C. Colored Coatings for Acrylic Plastic Sheet:  Use colored coatings, including inks and 
paints for copy and background colors, that are recommended by acrylic 
manufacturers for optimum adherence to acrylic surface and are nonfading for the 
application intended. 

D.  Framed Panel Signs:  Comply with requirements indicated for materials, thicknesses, 
finishes, colors, designs, shapes, sizes, and details of construction. 

1. Produce smooth, even, level sign panel surfaces, constructed to remain flat 
under installed conditions within a tolerance of plus or minus 1/16 inch 
measured diagonally. Frame to match background of panel sign. Minimum of 3 
color selections for frames. 

2. Panel signs shall be as indicated with 1” high room numbers and ¾” high room 
identification.  Standard grade Braille shall be ½” below copy.  All signage shall 
comply with ADA guidelines.  

 
3. Edge Condition: Square Cut 

   
4. Edge Color for Plastic Laminate:  Edge color same as background. 
5. Corner Condition:  Square Corners 
6. Frame Material: Plastic 
7. Sizes: Refer to Drawings 
8. Refer to drawings for quantities and locations. 

 
9. NOTE:  FINAL TEXT FOR ALL SIGNS TO BE APPROVED BY OWNER PRIOR TO 

MANUFACTURING. 
 

E. Laminated Sign Panels:  Permanently laminate face panels to backing sheets of 
material and thickness indicated using the manufacturer's standard process. 

F.  Graphic Content and Style:  Provide sign copy that complies with the requirements 
indicated for size, style, spacing, content, position, material, finishes, and colors of 
letters, numbers, and other graphic devices. 

 
  1. All panel signs shall comply in all regards with ADA requirements, including 
   raised copy and braille message. 
  2. Signs indicating entrances to men’s and women’s toilet rooms shall include the 
   manufacturer’s standard symbol for men and women. 
  3. Provide signs at the entrances to all toilet rooms that are not accessible 

directing people needing handicapped accessible facilities to the closest 
accessible toilet facilities. 

G. Engraved Copy:  Machine-engrave letters, numbers, symbols, and other graphic 
devices into sign panel on the face indicated to produce precisely formed copy, 
incised to uniform depth.  Use high-speed cutters mechanically linked to master 
templates in a pantographic system or equivalent process capable of producing 
characters of the style indicated with sharply formed edges.                    
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2.3 FINISHES 

A. Colors and Surface Textures:  For exposed sign material that requires selection of 
materials with integral or applied colors, surface textures or other characteristics related 
to appearance, provide color matches indicated, or if not indicated, as selected by the 
Architect from the manufacturer's standards. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. General:  Locate sign units and accessories where indicated, using mounting methods of 
the type described and in compliance with the manufacturer's instructions. 

1. Install signs level, plumb, and at the height indicated, with sign surfaces free 
from distortion or other defects in appearance. 

B. Wall-Mounted Framed Panel Signs:  Attach panel signs to wall surfaces using the 
methods indicated below: 

 
1. Vinyl-Tape Mounting:  Use double-sided foam tape with silicone added to back 

of frame to mount signs to smooth, nonporous surfaces.  Do not use this 
method for vinyl-covered or rough surfaces. 

3.2 CLEANING AND PROTECTION 

A. After installation, clean soiled sign surfaces according to the manufacturer's instructions.  
Protect units from damage until acceptance by the Owner. 

 
 
 

END OF SECTION 
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SECTION 104416 - FIRE EXTINGUISHERS, CABINETS, AND ACCESSORIES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings, Division 0 - Bidding and Contract Requirements and Division 1 - General 
Requirements apply to this Section.

1.2 SUMMARY

A. This Section includes the following:

1. Fire extinguishers.
2. Fire extinguisher cabinets.

1.3 SUBMITTALS

A. General:  Submit the following according to the Conditions of the Contract and 
Division 1 Specification Sections.

1.4 QUALITY ASSURANCE

A. Single-Source Responsibility:  Obtain extinguishers and cabinets from one source from 
a single manufacturer.

B. UL-Listed Products:  Fire extinguishers shall be UL listed with UL listing mark for type, 
rating, and classification of extinguisher.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Available Manufacturers:  Subject to compliance with requirements of the Instructions 
to Bidders, manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, the following:

1. Ansul Fire Protection
2.      J.L. Industries
3.      Larsen’s Manufacturing Corp.
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2.2 FIRE EXTINGUISHERS

A. General:  Provide fire extinguishers, in colors and finishes selected by Architect from 
manufacturer's standard that comply with authorities having jurisdiction.

B. Multipurpose Dry Chemical Type:  UL-rated 4-A:60-B:C, 10-lb nominal capacity, in 
enameled steel container.  Provide fire extinguisher with a minimum 10-B rating shall 
be provided in the kitchen.

2.3 FIRE EXTINGUISHER CABINETS

A. General:  Provide fire extinguisher cabinets of suitable size for housing fire 
extinguishers of types and capacities indicated.

B. Construction:  Manufacturer's standard enameled steel box, with trim, frame, door, and 
hardware to suit cabinet type, trim style, and door style indicated.  Weld joints and 
grind smooth.  Miter and weld perimeter door frames.

C. Fire-Rated Cabinets:  UL-listed with UL Listing Mark with rating of wall where it is 
installed.

D. Cabinet Type:  Suitable for mounting conditions indicated of the following types:

1. Semirecessed:  Cabinet box (tub) partially recessed in walls of shallow depth.  
Similar to J.L Industries 3/8” soft edge recessed, crystal VU.

E. Trim Style:  Fabricate trim in one piece with corners mitered, welded, and ground 
smooth.

1. Exposed Trim:  One-piece combination trim and perimeter door frame 
overlapping surrounding wall surface with exposed trim face and wall return at 
outer edge (backbend).

a. Rolled-edge trim with 1-1/4 inch backbend depth.
b. Trim Metal:   Aluminum

F. Door Material and Construction:  Manufacturer's standard door construction, of material 
indicated, coordinated with cabinet types and trim styles selected.

1. Aluminum:  Manufacturer's standard flush, hollow aluminum door construction.

G. Door Style:  Manufacturer's standard design.

1. Bubble Type:  High impact material, one-piece molded clear.

H. Door Hardware:  Provide manufacturer's standard door-operating hardware of proper 
type for cabinet type, trim style, and door material and style indicated.  Provide either 
lever handle with cam-action latch, or door pull, exposed or concealed, and friction
 latch.  Provide concealed or continuous-type hinge permitting door to open 180 
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degree.

2.4 FINISHES FOR FIRE EXTINGUISHER CABINETS, GENERAL

A. Comply with NAAMM "Metal Finishes Manual" for recommendations relative to 
applying and designating finishes.

B. Protect mechanical finishes on exposed surfaces from damage by applying strippable, 
temporary protective covering prior to shipping.

2.5 ALUMINUM FIRE EXTINGUISHER CABINET FINISHES

A. Class I Color-Anodized Finish:  AA-M12C22A42/A44 (Mechanical Finish: as fabricated, 
nonspecular; Chemical Finish:  etched, medium matte:  Anodic Coating:  Class I 
Architectural Film thicker than 0.7 mil with integral color or electrolytically deposited 
color) complying with AAMA 606.1 or AAMA 608.1.

1. Color:  As selected by Architect from within standard industry colors and color 
density range.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Follow manufacturer's printed instructions for installation.

B. Install in locations and at mounting heights indicated or, if not indicated, at heights to 
comply with applicable regulations of governing authorities including ADA.

1. Fasten mounting brackets to structure, square and plumb.

END OF SECTION 104416
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SECTION 122400 - MANUAL ROLLER SHADES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes the following: 
 

1. Manually operated, roll-up fabric interior window shades including mounting and 
operating hardware. Provide Roller Shades for all exterior windows on the 
South and west facing elevations.  

1.1  REFERENCES 

A. NFPA 70 - National Electrical Code. 

B. NFPA 701-99 - Fire Tests for Flame-Resistant Textiles and Films. 

C. GREENGUARD Environmental Institute Children & Schools 

D. US Green Building Council. 

1.2  SUBMITTALS 

A. Product Data:  Manufacturer's data sheets on each product specified, 
including: 
1. Preparation instructions and recommendations. 
2. Installation and maintenance instructions. 
3. Styles, material descriptions, dimensions of individual components, 

profiles, features, finishes and operating instructions. 
4. Storage and handling requirements and recommendations. 
5. Mounting details and installation methods. 
6. Typical wiring diagrams including integration of motor controllers with 

building management system, audiovisual and lighting control systems 
as applicable. 

B. Shop Drawings:  Plans, elevations, sections, product details, installation 
details, operational clearances, wiring diagrams and relationship to adjacent 
work. 

C. Window Treatment Schedule:  For all roller shades.  Use same room 
designations as indicated on the Drawings, field verified window dimensions, 
quantities, type of shade, controls, fabric, and color, and include opening 
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sizes and key to typical mounting details. 

D. Selection Samples:  For each finish product specified, two complete sets of 
shade cloth options and aluminum finish color samples representing 
manufacturer's full range of available colors and patterns. 

E. Verification Samples:  For each finish product specified, two complete sets of 
shade components, unassembled, demonstrating compliance with specified 
requirements.  Shade fabric sample and aluminum finish sample as selected, 
representing actual product, color, and patterns.  Mark face of material to 
indicate interior faces. 

F. Maintenance Data:  Methods for maintaining roller shades, precautions 
regarding cleaning materials and methods, instructions for operating 
hardware and controls. 

G. Manufacturer's Certificates: Certify products meet or exceed specified 
requirements. 

1.3  QUALITY ASSURANCE 

A. Manufacturer Qualifications: Obtain roller shades through one source from a 
single manufacturer with a minimum of twenty years experience in 
manufacturing products comparable to those specified in this section. 

B. NFPA Flame-Test: Passes NFPA 701. Materials tested shall be identical to 
products proposed for use. 

C. Mock-Up:  Provide a mock-up of one of each type roller shade assembly 
specified for evaluation of mounting, appearance and accessories. 
1. Locate mock-up in window(s) designated by Architect. 
2. Do not proceed with remaining work until mock-up is accepted by 

Architect. 

1.4  DELIVERY, STORAGE, AND HANDLING 

A. Do not deliver window shades until building is enclosed and construction 
within spaces where shades will be installed is substantially complete. 

B. Deliver products in manufacturer's original, unopened, undamaged 
containers with labels intact. 

C. Label containers and shades according to Window Shade Schedule. 

D. Store products in manufacturer's unopened packaging until ready for 
installation. 

 

1.5  SEQUENCING 

A. Ensure that locating templates and other information required for installation 
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of products of this section are furnished to affected trades in time to prevent 
interruption of construction progress. 

B. Ensure that products of this section are supplied to affected trades in time to 
prevent interruption of construction progress. 

1.6  PROJECT CONDITIONS 

A. Install roller shades after finish work and ambient temperature, humidity and 
ventilation conditions are maintained at levels recommended for project upon 
completion. 

1.7  WARRANTY 

A. Hardware and Shade Fabric:  Draper's standard twenty-five year limited 
warranty. 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 

A. Manufacturers Subject to compliance with requirements, provide products as 
indicated Manufacturers:  

a. Draper, Inc.  

b. Hunter Douglas (products equal to the Draper products specified). 

c. Jackson Window Shoppe, Inc.  

2.2  MANUALLY OPERATED WINDOW SHADES 

A. Manually Operated Window Shades with Independent Control: Manually 
operated, vertical roll-up, fabric window shade with components necessary 
for complete installation; Manual FlexShade as manufactured by Draper, Inc. 
1. Operation: Bead chain and clutch operating mechanism allowing shade 

to stop when chain is released. Designed never to need adjustment or 
lubrication. Provide limit stops to prevent shade from being raised or 
lowered too far. 
a. Clutch mechanism: Fabricated from high carbon steel and molded 

fiberglass reinforced polyester or injected molded nylon. 
b. Bead chain loop: Stainless steel bead chain hanging at side of 

window. 
c. Idler Assembly: Provide roller idler assembly of molded nylon with 

adjustable length idler pin to facilitate easy installation, and 
removal of shade for service. 

2. Mounting: 
a. Endcaps and cassette head rail. 

3. Roller Tube: Fabricated from extruded aluminum, galvanized steel, or 
enameled steel. Diameter, wall thickness, and material selected by 
manufacturer to accommodate shade type and size. Fabric connected 
to the roller tube with LSE (low surface energy) double sided adhesive 
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specifically developed to attach coated textiles to metal. Adhesive 
attachment to eliminate horizontal impressions in fabric. 

4. Shade slat: Slat encased in heat seamed hem. 
5. Fascia/cassette head rail: L shaped aluminum extrusion to conceal 

shade roller and hardware. 
a. Attachment: Snaps onto endcaps without requiring exposed 

fasteners of any kind. Fascia can be mounted continuously across 
two or more shade bands. 

b.Provide a cassette rail for all blinds. 

2.3  FABRIC 

A. Light-Filtering Fabrics SheerWeave Vinyl-coated polyester, flame retardant, 
woven into a basketweave.. Series PW4100: avg. 10% open, 17.5oz./sq. yd., 
.035" thick.Fire rating: NFPA 701. Bacteria and Fungal Resistance: ASTM G 
21 and ASTM G 22..  

B. Color and pattern: As selected by Architect from manufacturer's standard 
range. 

PART  3  EXECUTION 

3.1  EXAMINATION 

A. Do not begin installation until substrates have been properly prepared. 

B. If substrate preparation is the responsibility of another installer, notify 
Architect of unsatisfactory preparation before proceeding. 

3.2  PREPARATION 

A. Coordinate requirements for blocking and structural supports to ensure 
adequate means for installation of window shades. 

3.3  INSTALLATION 

A. Install in accordance with manufacturer's instructions. 

B. Install roller shades level, plumb, square, and true.  Allow proper clearances 
for window operation hardware. 

C. Install the following items to conceal roller and operating mechanism. Do not 
use exposed fasteners. 
1. Fascias. 

3.4  TESTING AND DEMONSTRATION 

A. Test window shades to verify that operating mechanism, fabric retainer, and 
other operating components are functional. Correct deficiencies. 
1. Chain and clutch. 

B. Demonstrate operation of shades to Owner's designated representatives. 
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3.5  PROTECTION 

A. Protect installed products until completion of project. 

B. Touch-up, repair or replace damaged products before Substantial 
Completion. 

 
 
END OF SECTION 
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SECTION 122413 - ROLLER WINDOW SHADES 

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section.

1.2 SUMMARY

A. Section Includes:

1. Manually-operated roller shades to be applied to exterior and interior window 
applications as indicated on the Drawings, as well as the following:  
a. Manual Interior Window Applications: A167, E112, E116, E208 and E210.  

(DELETED per Addendum No. 8, 11-6-18 – Refer to Reflected Ceiling 
Plans and Addendum for all interior and exterior locations.)

2. Motorized, roll-up fabric interior window shades, including motor operator, 
controls, low-voltage wall switches, mounting hardware, fascia, and all 
components necessary for a complete installation; refer to reflected ceiling plans 
for the locations.
a. Provide Dual Roller Shade System with Blackout shades for one roller and 

light filtering fabric for second roller; provide at the following exterior window 
locations: E203 and E206.

B. Related Requirements:

1. Division 6 Section "Miscellaneous Rough Carpentry" for wood blocking and 
grounds for mounting roller shades and accessories.

2. Division 7 Section "Joint Sealants" for sealing the perimeters of installation 
accessories for light-blocking shades with a sealant.

3. Division 16 - Electrical: Electrical supply, conduit, and wiring for motorized 
window shades.

1.3 ACTION SUBMITTALS

A. Product Data: For each type of product.

1. Include styles, material descriptions, construction details, dimensions of 
individual components and profiles, features, finishes, and operating instructions 
for roller shades.
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B. Shop Drawings: Show fabrication and installation details for roller shades, including 
shadeband materials, their orientation to rollers, and their seam and batten locations.

C. Samples: For each exposed product and for each color and texture specified.

D. Samples for Initial Selection: For each type and color of shadeband material.

1. Include Samples of accessories involving color selection.

E. Roller-Shade Schedule: Use same designations indicated on Drawings.

1.4 INFORMATIONAL SUBMITTALS

A. Qualification Data: For Installer.

B. Product Certificates: For each type of shadeband material, signed by product 
manufacturer.

C. Product Test Reports: For each type of shadeband material, for tests performed by 
manufacturer and witnessed by a qualified testing agency.

1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data: For roller shades to include in maintenance manuals.

1.6 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with 
protective covering for storage and identified with labels describing contents.

1. Roller Shades: Full-size units equal to 5 percent of quantity installed for each 
size, color, and shadeband material indicated, but no fewer than 2 units.

1.7 QUALITY ASSURANCE

A. Installer Qualifications: Fabricator of products.

1.8 DELIVERY, STORAGE, AND HANDLING

A. Deliver roller shades in factory packages, marked with manufacturer, product name, 
and location of installation using same designations indicated on Drawings.

1.9 FIELD CONDITIONS

A. Environmental Limitations: Do not install roller shades until construction and finish work 
in spaces, including painting, is complete and dry and ambient temperature and 
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humidity conditions are maintained at the levels indicated for Project when occupied for 
its intended use.

B. Field Measurements: Where roller shades are indicated to fit to other construction, 
verify dimensions of other construction by field measurements before fabrication and 
indicate measurements on Shop Drawings. Allow clearances for operating hardware of 
operable glazed units through entire operating range. Notify Architect of installation 
conditions that vary from Drawings. Coordinate fabrication schedule with construction 
progress to avoid delaying the Work.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers: Subject to compliance with requirements, provide products by one of 
the following and not limited to:

1. Draper Inc. Manual Flexshade
2. Hunter Douglas Contract. (Equal to Draper)
3. MechoShade Systems, Inc. (Equal to Draper)
4. Jacksons Window Shoppe

B. Source Limitations: Obtain roller shades from single source from single manufacturer.

2.2 MANUALLY OPERATED SHADES WITH SINGLE ROLLERS

A. Chain-and-Clutch Operating Mechanisms: With continuous-loop bead chain and clutch 
that stops shade movement when bead chain is released; permanently adjusted and 
lubricated.

1. Bead Chains: Manufacturer's standard.

a. Loop Length: Full length of roller shade.
b. Limit Stops: Provide upper and lower ball stops.
c. Chain-Retainer Type: Chain tensioner, jamb mounted.

B. Rollers: Corrosion-resistant steel or extruded-aluminum tubes of diameters and wall 
thicknesses required to accommodate operating mechanisms and weights and widths 
of shadebands indicated without deflection. Provide with permanently lubricated drive-
end assemblies and idle-end assemblies designed to facilitate removal of shadebands 
for service.

1. Roller Drive-End Location: Right side of inside face of shade
2. Direction of Shadeband Roll:  Regular, from back of roller.
3. Shadeband-to-Roller Attachment: Manufacturer's standard method.

C. Mounting Hardware: Brackets or endcaps, corrosion resistant and compatible with 
roller assembly, operating mechanism, installation accessories, and mounting location 
and conditions indicated.

http://www.specagent.com/LookUp/?uid=123456789482&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456789483&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456789485&mf=04&src=wd
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D. Roller-Coupling Assemblies: Coordinated with operating mechanism and designed to 
join up to three inline rollers into a multiband shade that is operated by one roller drive-
end assembly.

E. Shadebands:

1. Shadeband Material: Light-filtering Series
2. Shadeband Bottom (Hem) Bar: Steel or extruded aluminum.

a. Type: Enclosed in sealed pocket of shadeband material
b. Color and Finish: As selected by Architect from manufacturer's full range

F. Installation Accessories:

1. Front Fascia: Aluminum extrusion that conceals front and underside of roller and 
operating mechanism and attaches to roller endcaps without exposed fasteners.
a. Shape: L-shaped 
b. Height: Manufacturer's standard height required to conceal roller and 

shadeband when shade is fully open, but not less than 3 inches.

2. Exposed Headbox: Rectangular, extruded-aluminum enclosure including front 
fascia, top and back covers, endcaps, and removable bottom closure.
a. Height: Manufacturer's standard height required to enclose roller and 

shadeband when shade is fully open, but not less than 3 inches 

3. Endcap Covers: To cover exposed endcaps.
4. Installation Accessories Color and Finish: As selected from manufacturer's full 

range.
5. Back Covers for Interior Roller Shades: Provide and install back cover for all 

interior shades.

2.3 Motorized Window Shades 
A. Type: Motorized vertical roll-up, fabric, window shade with motors, controls, 

mounting brackets, low voltage switch plates and other components 
necessary for complete installation; Motorized FlexShade as manufactured by 
Draper, Inc. Refer to drawings for details. 

B. Roller: Fabricated from extruded aluminum or steel. Diameter, wall thickness, 
and material selected by manufacturer to accommodate shade size. Provide 
with roller idler assembly of molded nylon and zinc-plated steel pin. Sliding pin 
to allow easy installation and removal of roller. Fabric connected to the roller 
tube with LSE (low surface energy) double sided adhesive specifically 
developed to attach coated textiles to metal. Adhesive attachment to eliminate 
horizontal impressions in fabric. 

C. Coupling system: Couplings to join motorized shade rollers to allow operation 
by single motor. FlexShade Coupling System as manufactured by Draper, Inc. 
Provide endcaps to receive couplers and support multiple shades.

1. One motorized band, with four panels.
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D. Shade slat: Slat encased in heat seamed hem.
E. Installation Accessories:

1. Front Fascia: Aluminum extrusion that conceals front and underside of 
roller and operating mechanism and attaches to roller endcaps 
without exposed fasteners.
a. Shape: L-shaped 
b. Height: Manufacturer's standard height required to conceal roller 

and shadeband when shade is fully open, but not less than 3 
inches.

c. Exposed Headbox: Rectangular, extruded-aluminum enclosure 
including front fascia, top and back covers, endcaps, and 
removable bottom closure.

d. Height: Manufacturer's standard height required to enclose roller 
and shadeband when shade is fully open, but not less than 3 
inches 

e.   Endcap Covers: To cover exposed endcaps.
F. Installation Accessories Color and Finish: As selected from manufacturer's full 

range.
G. Double Roller Shade System with Pocket Enclosures, provide where indicated 

in the drawings.

2.4 SHADEBAND MATERIALS

A. Shadeband Material Flame-Resistance Rating: Comply with NFPA 701 Testing by a 
qualified testing agency. Identify products with appropriate markings of applicable 
testing agency.

B. Light-Filtering Fabric: Woven fabric, stain and fade resistant.
1. Source: Mermet, E Screen.
2. Type: Vinyl Coated polyester.
3. Weight: 13.9 oz per yard.
4. Openness Factor: 1 percent.
5. Color: As selected by Architect from manufacturer's full range.

C. Blackout Fabric: Woven fabric, stain and fade resistant.
1. Source: Mermet, Avila Twilight
2. Type: Vinyl Coated polyester.
3. Weight: 12 oz per yard.
4. Color: As selected by Architect from manufacturer's full range.

2.5 ROLLER-SHADE FABRICATION

A. Product Safety Standard: Fabricate roller shades to comply with WCMA A 100.1, 
including requirements for flexible, chain-loop devices; lead content of components; 
and warning labels.
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B. Unit Sizes: Fabricate units in sizes to fill window and other openings as follows, 
measured at 74 deg F.
1. Between (Inside) Jamb Installation: Width equal to jamb-to-jamb dimension of 

opening in which shade is installed less 1/4 inch per side or 1/2-inch total, plus or 
minus 1/8 inch.  Length equal to head-to-sill or -floor dimension of opening in 
which shade is installed less 1/4 inch plus or minus 1/8 inch.

C. Shadeband Fabrication: Fabricate shadebands without battens or seams to extent 
possible except as follows:
1. Vertical Shades: Where width-to-length ratio of shadeband is equal to or greater 

than 1:4 provide battens and seams at uniform spacings along shadeband length 
to ensure shadeband tracking and alignment through its full range of movement 
without distortion of the material.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances, operational clearances and other conditions 
affecting performance of the Work.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 ROLLER-SHADE INSTALLATION

A. Install roller shades level, plumb, and aligned with adjacent units according to 
manufacturer's written instructions.

3.3 ADJUSTING

A. Adjust and balance roller shades to operate smoothly, easily, safely, and free from 
binding or malfunction throughout entire operational range.

3.4 CLEANING AND PROTECTION

A. Clean roller-shade surfaces after installation, according to manufacturer's written 
instructions.

B. Provide final protection and maintain conditions, in a manner acceptable to 
manufacturer and Installer that ensure that roller shades are without damage or 
deterioration at time of Substantial Completion.

C. Replace damaged roller shades that cannot be repaired, in a manner approved by 
Architect, before time of Substantial Completion.

END OF SECTION 122413
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SECTION – 123450  CASEWORK 
 
 
PART 1 - GENERAL 
 
1.1 RELATED DOCUMENTS 
 

A.  Drawings, Division 0 - Bidding and Contract Requirements and Division 1 General 
Requirements apply to this Section. 

 
 
1.2 SCOPE OF WORK 
 

A.  Provide all plastic laminate casework and related accessory items as specified herein.  
Refer to contract documents for specific details and requirements.  Casework includes 
all storage components, accessory items, closure, fillers, and framing necessary for a 
complete installation, as identified by manufacturers product/model number, or 
reference thereto. 

B.  All casework shall be Flush Inset door/drawer design, as further described herein. 
C.  General Conditions:  The General Conditions, Supplementary General Conditions, 

Special Conditions, and General Requirements apply to all work in this Division. 
D.  Provide coordination with Mechanical and Electrical contractors for their respective 

installation of mechanical and electrical fixtures. 
 
 
1.3 RELATED WORK SPECIFIED ELSEWHERE 
 

A. General millwork and custom cabinetry unless specified herein or so noted on plans 
as included within this section. 

 
B. Rubber, vinyl or other finished toe base. 

 
C. Blocking with walls. 

 
D. Sinks, faucets, fittings, traps, stops, tail pieces, vacuum breakers, and other fixtures, 

electrical and mechanical runs and connections. 
 

E. Fixture installation/services connections:  Setting and installation of equipment and 
fixtures, and related utility connections, are provided under the other sections of the 
Project Specification governing the utility. 

 
 
1.4 SUBMITTALS 
 

A. Submit in accordance with General, Supplementary, and Special Conditions. 
 

B. Submit shop drawings for approval in the form of a PDF and one print.  Show 
materials, dimensions, cabinet-cut details, and sink locations. 

 
C. Samples of colors shall be submitted upon award of contract for selection and 

coordination with other suppliers. Architect to have color choice from full range of 
laminates from laminate manufacturer.  Architect may request and retain samples and 
catalog cuts as required for accessory and special items. 
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1.5 QUALIFICATIONS 

 
1.  A. Stevens Advantage 1200 Tradition series was used to establish a standard of 

quality subject to compliance with requirements, of the Instructions to Bidders.  
Products that may be incorporated in the work include: 

 
2.  Wood Mode 
3.  Mastercraft Woodworking 

 
 

B.   Manufacturers requesting approval shall submit evidence of at least 5 years’ 
experience and installations for similar type of project.  Manufacturers shall also 
show evidence of financial stability, plant facilities, catalogs, and specifications.  Full-
sized samples, catalogs, and specifications shall be submitted with written request 
along with detailed list of compliance and deviations from these documents for 
approval.  Samples may be impounded by Owner and retained until completion of 
job for verification and compliance with specifications 

 
C.  In addition to the above requirements, manufacturers requesting approval shall, at the 

same time, submit certified product test data in accordance with ANSI A161.1-1980, 
NEMA LD3-1991, and general static load testing performed and certified by an 
independent testing agency, covering the following areas of product performance, 
with these minimum results. 

 
1. Base cabinet construction/racking test:     800 lbs. 
2. Cabinet front joint loading test:     425 lbs. 
3. Wall cabinet static load test:                  2,200 lbs. 
4. Drawer front joint loading test:     600 lbs. 
5. Drawer construction/static load test:    635 lbs. 
6. Cabinet adjustable shelf support 

device/static load test:       300 lbs. 
7. Particleboard screw holding power:     350 lbs. 

 
E. The following performance details are project requirements and must be met by all 

Bidders whether named herein, or approved by Addendum.  Deviations will not be 
allowed. 

 
1. Design 
  
 a. Casework:  Overlay door design with door/drawer front edge having 3mm 

PVC and cabinet body edge having FlatEdge PVC. 
 
2. ADA-Americans with Disabilities Act Requirements:  The special requirements 

specified herein shall be met, where specifically indicated on architectural plans 
as "ADA", or by General Note.  To be in compliance with Federal Register 
Volume 56, No. 144, Rules and Regulations. 

3. Lamination System:  Doors, finished end panels, and other decorative exterior 
laminate surfaces shall be composed of minimum 3/4 inch core, laminated 
exterior with .030 inch high pressure plastic laminate, and interior with .020 inch 
high pressure cabinet liner.  Lamination with hybrid P.V.A. Type III water 
resistant adhesives.  Total thickness 13/16 inch.  No exceptions. 

4.  Structural Cabinet Body:  Cabinet backs shall be minimum 3/8 inch thick, inset 
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from rear of body, fully housed four sides, and back-shimmed.  Provide 3/4 inch 
thick stiffeners glued and fastened to back/body as specified herein.  Back 
perimeter and stiffeners to be fully sealed with hot melt adhesive. 

5. Interior Space:  All cabinets shall have clear span interiors.  No vertical dividers 
allowed unless by specified architectural design. 

6. Heavy Components:  Wall cabinet tops and bottoms, and all bookstack shelves 
shall be minimum 1 inch thick, for additional load support.  Shelves in door 
cabinets 30 inches wide and over shall be 1 inch thick. Shelves in open 
cabinets, regardless of width, shall be 1 inch thick. 

7. Structural Drawer Body:  Drawer body material shall be multi-directional 
fiberboard with bottom recessed, captured all four sides and sealed with hot 
melt adhesive.  Provide under body stiffener as specified herein.  Particleboard 
bodies and/or surface-applied bottoms are not acceptable. 

8. Drawer Suspension:  Drawer slides shall be self-closing design, epoxy power-
coated, with positive instop, outstop, and out-keeper.  Kynamic (operational) 
load rating to be minimum 100 lbs.  Minimum 150 lb. static load rating. 

9. Structural Cabinet Support:  Cabinet sub base shall be of a separate and 
continuous ladder-type platform design leveled and floor mounted prior to 
cabinet body replacement.  Material to be exterior grade plywood.  No cabinet 
sides-to-floor will be allowed. 

 
F.  Architect/Owner's opinion and decision shall be final in the evaluation of manufacturer's 

products for approval to bid or award of contract. 
 
G.  Guarantee:  All materials produced by the Casework Manufacturer shall be guaranteed 

for a period of five years from manufacturer’s defects and workmanship. Other materials 
and equipment shall carry the Guarantee of the product manufacturer. 

 
PART 2 - PRODUCTS  
 
2.1 MATERIALS  
 

A. Laminated Plastics/Finishes 
 

1. High pressure plastic laminate, .030 inch thickness, for exterior cabinet 
surfaces shall meet NEMA LD3-1991 GP28 standards including thickness. 

2. Exterior Color Selection Available: 
 

a. Standard finish vertical surface laminate from full range of 125 laminate 
manufacturer's colors consisting of wood grain patterns and solid colors.   

b. Total of 12 different colors available per project. 
c. Manufacturers:Laminates to be selected from a combination of the 

followIng laminate manufactures. 
  
    1. Wilsonart. 
    2. Formica. 
                                    3.      Nevamar 
 

3. Plastic Laminate Balancing Sheet:  White high pressure cabinet liner, .020 inch 
thickness shall meet NEMA LD3-1991 CL 20 standards.  Use for balancing 
exterior surface laminates. 

4. Countertop High Pressure Plastic Laminate: 
 

a. High pressure plastic laminate, textured finish .050 inch thickness or .042 
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inch postforming grade as detailed.  Color as selected from 
manufacturer's full range of laminate patterns and colors. 

b. Heavy gauge neutral colored backing sheet for balanced construction. 
 

5.  Pressure Fused Laminate/Interior Surfacing: 
 

a.  Melamine resin impregnated, 100 gram PSM minimum, surface laminated 
to core under pressure. 

b.  Shall meet NEMA LD3.1-1991 GP28 standards and NEMA LD3-1991 CL20 
standards. 

c.  White pressure fused laminate for cabinet interiors behind door and 
drawers, interiors of all open cabinets shall be HPL,  and underside of wall 
cabinet unless otherwise specified. 

d.  Shall be balanced at all concealed surfaces with phenolic backer.  
Unsurfaced coreboard not allowed. 

 
B. High Performance Particle Board Core: 

 
1. Particleboard to be 47 lb. density, of balanced 3-ply construction with moisture 

content not to exceed 8%.  Particleboard shall conform to ANSI A208-1-1993, 
Type M-3. 

2. Particleboard cabinet components to be of the following minimum core 
thickness prior to lamination: 

 
a. 3/8"  cabinet backs 
b. 1/2":  dividers, as detailed 
c. 3/4":  base and tall cabinet tops and bottoms, cabinet sides, drawer 

spreaders, door, drawer head, cabinet back rear hangstrips, dividers as 
detailed, exposed cabinet backs. 

d. 1":  wall cabinet tops and bottoms, door-cabinet shelving 30 inch width 
and over, exposed cabinet shelving and off-wall shelving of all widths. 

 
C. Edging types:  Provide one or more of the following in accordance with Paragraph 

2.1.D, "Edging Locations":  
 

1. 3mm thick PVC.  Solid, high impact, purified, color-thru, acid resistant, pre-
lamination primed edging, machine-applied with hot melt adhesives, 
automatically trimmed, inside/outside length-radiused for uniform appearance, 
buffed and corner-radiused for consistent design. 

 
2. Flat Edge PVC, .020 inch.  Solid, high impact, purified, color-thru, acid resistant 

PVC edging machine-applied with hot melt adhesives, automatically trimmed 
face, back, and corners for uniform appearance.  Manufacturer option of .030 
inches high-pressure plastic laminate if PVC is unavailable. 

 
D. Edging Locations 

 
1. Edging Locations on science lab casework:  Provide edging types at the 

following locations: 
 

a. Door/Drawer-Front edging shall be 3 mm PVC selected from standard LSI 
colors. 

b. Cabinet end panel, top, bottom, door/drawer front spacer rail, divider(s), 
and shelf, shall be 3mm PVC at leading edge, selected from standard LSI 
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colors. 
c. Top of drawer body to be FlatEdge PVC, white. 
d. Student locker units in all classrooms are to receive 3mm PVC for all 

exposed edges. 
 

2. Edging locations on all other Casework:  provide edging types at the following 
locations: 

 
a. Door/Drawer-Front edging shall be 3 mm PVC selected from 12 standard 

LSI colors. 
b. Cabinet Body edge, including door/drawer front spacer rail shall be flat 

edge PVC, color matched to door/drawer face. 
c. Interior body component edging, interior dividers, drawer body, shelf shall 

be FlatEdge PVC to match cabinet interior surface color, white. 
 

E. Hardware: 
 

1. Hinges 
 

a. Heavy duty, five knuckle 2 3/4 inch institutional type hinge shall meet 
ANSI/BHMA A156.9 Grade 1 requirements.  Mill ground, hospital tip, tight 
pin feature with all edges eased.  Hinge to be full wrap around type of 
tempered steel .095 inch thick. Each hinge to have minimum 9 screws, 
#7, 5/8 inch FHMS to assure positive door attachment. 

b. One pair per door to 48 inch height.  One and one-half pair over 48 inch 
in height.  Hinge to accommodate 13/16 inch thick laminated door and 
allow 270 degree swing. 

c. Finish to be LH-301 ChromeCoat Powder Finish or painted finish. 
 

2. Pulls 
 

a. Wire design, LH-325 nylon, 4 inch, in White, StoneGrey, or Brushed 
Chrome. 

 
3. Drawer Slides 

 
a. Standard Drawers:  Self-closing design.  White epoxy powder coated with 

positive in-stop, out-stop, and out-keeper to maintain drawer in 80% open 
position.  Captive nylon rollers, front and rear.  Minimum 100 lb. dynamic 
load rating at 50,000 cycles.  Minimum 150 lb. static load rating. minimum 
100 lb., zinc plated or epoxy coated at manufacturer's option. 

 
4. Catches:  Catch to provide opening resistance in compliance with the 

Americans with Disabilities Act. 
 

a. Provide one top-mounted magnetic catch for base, wall and tall cabinet 
door.  Catch housing to be molded in White.  LH-340ADA. 

b. LH-345 Roller catch for mobile cabinets. 
 

5. Adjustable Shelf Supports:  To be LH-354 twin pin design with anti tip-up shelf 
restraints for both 3/4 inch and 1 inch shelves.  Design to include keel to retard 
shelf slide-off, and slot for ability to mechanically attach shelf to clip.  Load 
rating to be minimum 300 lbs. each support without failure, reference 1.4.D.  
Cabinet interior sides shall be flush, without shelf system permanent projection. 
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6.  Locks:  Not required 

 
 
 

2.2 CONSTRUCTION 
 

A. Detailed Requirements for Cabinet Construction 
 

1. Sub-Base: 
 

a. Cabinet Sub-Base:  To be separated and continuous (no cabinet body 
sides-to-floor), water resistant exterior grade plywood with concealed 
fastening to cabinet bottom.  Ladder-type construction of front, back and 
intermediates to form a secure and level platform to which cabinets 
attached. 

b. Tubular steel 1 1/4" square base in brushed chrome, or black, furnished 
where specified. 

 
2. Cabinet Top and Bottom: 

 
a. Solid sub-top to be furnished for all base and tall cabinets. 
b. Wall cabinet and library stack bottoms and tops to be 1 inch thick. 
c. Exterior exposed wall cabinet bottoms to be Pressure Fused White 

laminate both sides.  Assembly devices to be concealed on bottom side 
of wall cabinets. 

 
3. Cabinet Ends 

 
a. Holes drilled for adjustable shelves 1 1/4 inch on center. 
b. Exposed exterior cabinet ends to be laminated with high pressure plastic 

laminate, balanced with high pressure cabinet liner interior surface. 
c. Front edges shall be flush with door/drawer face. 

 
4. Fixed and Adjustable Shelves 

 
a. Thickness:  Behind doors, to be 3/4 inch to 27 inches wide.  One inch 

shelving at 30 inch wide cabinet and over. 
b. Thickness at all widths of open cabinets to be 1 inch. 

 
5. Cabinet Backs: 

 
a. Cabinet back to be fully housed into sides, top, and bottom, recessed 7/8 

inch from cabinet rear.  Rear, unexposed, side of back to receive 
continuous bead of hot melt adhesive at joint between back and 
sides/top/bottom. 

b. Hang rails shall be glued to rear of cabinet back and mechanically 
fastened to cabinet sides.  Provide minimum of 2 at base, 2 at wall, and 3 
at tall cabinets. 

c. Exposed exterior backs to be high pressure plastic laminate balanced 
with high pressure cabinet liner. 

 
6. Door and Drawer Fronts 
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a. Laminated door and drawer fronts to be 13/16 inch thick for all hinged and 
sliding doors.  Drawer fronts and hinged doors are to overlay the cabinet 
body.  Maintain a maximum 1/8 inch reveal between pairs of doors, 
between door and drawer front, or between multiple drawer fronts within 
the cabinet. 

b. Stile and Rail doors shall be 13/16 inch thick glazed with full ¼ inch glass. 
 Available hinged or sliding.  All exposed lite-opening edges shall be 
trimmed and glazed with extruded vinyl glazing bead. 

 
7. Drawers 

 
a. Drawer fronts shall be applied to separate drawer body component sub-

front. 
b. Drawer sides shall be dadoed and glued to receive front and back, 

machine squared and held under pressure while hot melt glued and 
pinned together. 

c. Drawer bottom to be housed into front, sides and back.  Underside of 
drawer to receive continuous bead of hot melt adhesive at joint between 
bottom and back/sides/front for sealing and rigidity.  Reinforce drawer 
bottoms with 1/2 inch by 4 inch front-to-back intermediate underbelly 
stiffeners, hot melt glued and fastened.  One at 24 inch, two at 36 inch, 
four at 48 inch. 

d. Paper storage drawers fitted with full width hood at back. 
e. All drawers shall have roller guides as specified under Paragraph 2.1.E.3. 

 
8. Vertical and Horizontal Dividers:  One of the following as indicated by cabinet 

number: 
 

a. Natural hardboard 1/4 inch thick, smooth both faces.  Secured in cabinet 
with molded plastic clips. 

b. Pressure Fused laminate 3/4 inch thickness.  Secured in cabinet with 
molded plastic clips or dowels. 

 
9. Door/Drawer Front Rail:  Provide minimum 3/4 inch x 6 inch x full width cabinet 

body rails immediately behind all door/drawer and  multiple drawer horizontal 
joints to maintain exact body dimensions, close off reveal, and be locator for 
lock strikes. 

 
10. ADA-Americans with Disabilities Act Requirements:  The following special 

requirements shall be met, where specifically indicated on architectural plans as 
"ADA", or by General Note.  To be in compliance with Federal Register Volume 
56, No. 144, Rules and Regulations: 

 
a. Countertop height:  with or without cabinet below, not to exceed a height 

of 34 inches A.F.F., (Above Finished Floor), at a surface depth of 24 
inches. 

b. Kneecap clearance:  to be minimum 27 inches A.F.F., and 30 inches 
clear span width. 

c. 12 inch deep shelving, adjustable or fixed:  not to exceed a range from 9 
inches A.F.F. to 54 inches A.F.F. 

 
B. Countertops 

 
1. General:  High pressure plastic laminate bonded to particleboard core on all 
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exposed surfaces.  Underside to be properly balanced with heavy gauge 
backing sheet.  Provide tops in as long as practical continuous lengths.  Provide 
field glued spleens at joints. 

 
C. Workmanship 

 
1. All exposed exterior cabinet surfaces to be .030 inch high pressure laminate, 

color as selected from casework manufacturer's standards, minimum 53 
colors/wood grains available.  Laminate surface/balancing liner to core under 
controlled conditions, by approved and regulated laminating methods to assure 
a premium lamination.  Natural-setting hybrid P.V.A.  Type III water resistant 
adhesives that cure through chemical reaction, containing no health or 
environmentally hazardous ingredients, are required.  Methods requiring heat 
are not allowed; "contract" methods of laminating are not allowed. 

2. Cabinet parts shall be accurately machined and bored for premium grade 
quality joinery construction utilizing automatic machinery to insure consistent 
sizing of modular components.  End panels shall be doweled to receive bottom 
and top. 

3. Back panel shall be fully housed into, and recessed 7/8 inch from the back of 
cabinet sides, top, and bottom to insure rigidity and fully closed cabinet.  
Cabinet back shall be shimmed from rear of body for tight interior fit. 

4. Drawer bottom shall be fully housed into and recessed 1/2 inch up from the 
bottom of sides, back and subfront. Sides of drawer shall be fully dadoed to 
receive drawer back, locked in fully to subfront, fastened with glue and 
mechanical fasteners. 

5. 3/4 inch thick hang rails shall be glued to backside and mechanically fastened 
to end panels of all wall, base, and tall cabinets for extra rigidity and to facilitate 
installation. 

6. Rear of cabinet back and underside of drawer bottom joints to receive a 
continuous bead of hot melt adhesive to add to unit body strength and develop 
moisture and vermin seal. 

7. All cases shall be square, plumb, and true. 
8. Case body and drawer workmanship and quality of construction shall be further 

evidenced by Independent Testing Laboratory results as described in 1.4.D. 
9. Provide removable back panels and closure panels for plumbing access where 

shown on drawings. 
 

4.  cabinet/divider sides with continuous offset channels to retain and support the 
shelf.  Color, white to match other interior components.  Vandal resistant.  
Removable only by authorized personnel. 

 
    

PART 3 - EXECUTION 
 
3.1 COORDINATION 
 

A. Coordinate work of this Section with related work of other Sections as necessary to 
obtain proper installation of all items. 

 
B. Verify site dimensions of cabinet locations in building prior to fabrication. 

 
 
3.2 INSTALLATION 
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A. Storage and Protection:  Casework shall be protected in transit.  Store under cover in 
a ventilated building not exposed to extreme temperature and humidity changes.  Do 
not store or install casework in building until concrete, masonry, and drywall/plaster 
work is dry. 

 
B. Workmen:  Install casework under the supervision of the manufacturer's 

representative with factory-trained mechanics certified by manufacturer. 
 

C. Workmanship 
 

1. Erect casework straight, level and plumb and securely anchor in place.  Scribe 
and closely fit to adjacent work.  Cut and fit work around pipes, ducts, etc. 

2. Install all items complete and adjust all moving parts to operate properly. 
3. Leave surface clean and free from defects at time of final acceptance. 

 
D. Guarantee:  All materials shall be guaranteed for a period of 5 years from 

manufacturer's defects and workmanship. 
 

E. Clean Up:  Remove all cartons, debris, sawdust, scraps, etc., and leave spaces clean 
and all casework ready for Owner's use. 

 
 

 
END OF SECTION 
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SECTION 133419 - METAL BUILDING SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Structural-steel framing. 
2. Metal roof panels. 
3. Metal wall panels. 
4. Foamed-insulation-core metal wall panels. 
5. Metal soffit panels. 
6. Thermal insulation. 
7. Personnel doors and frames. 
8. Horizontal sliding doors. 
9. Windows. 
10. Translucent panels. 
11. Accessories. 

B. Related Requirements: 

1. Section 077253 "Snow Guards" for prefabricated devices designed to hold snow 
on the roof surface. 

2. Section 083323 "Overhead Coiling Doors" for coiling vehicular doors in metal 
building systems. 

1.2 DEFINITIONS 

A. Terminology Standard: See MBMA's "Metal Building Systems Manual" for definitions of 
terms for metal building system construction not otherwise defined in this Section or in 
standards referenced by this Section. 

1.3 COORDINATION 

A. Coordinate sizes and locations of concrete foundations and casting of anchor-rod 
inserts into foundation walls and footings. Anchor rod installation, concrete, 
reinforcement, and formwork requirements are specified in Section 033000 "Cast-in-
Place Concrete." 

B. Coordinate metal panel assemblies with rain drainage work, flashing, trim, and 
construction of supports and other adjoining work to provide a leakproof, secure, and 
noncorrosive installation. 
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1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at the Project site. 

1. Review methods and procedures related to metal building systems including, but 
not limited to, the following: 

a. Condition of foundations and other preparatory work performed by other 
trades. 

b. Structural load limitations. 
c. Construction schedule. Verify availability of materials and erector's 

personnel, equipment, and facilities needed to make progress and avoid 
delays. 

d. Required tests, inspections, and certifications. 
e. Unfavorable weather and forecasted weather conditions and impact on 

construction schedule. 

2. Review methods and procedures related to metal roof panel assemblies 
including, but not limited to, the following: 

a. Compliance with requirements for purlin and rafter conditions, including 
flatness and attachment to structural members. 

b. Structural limitations of purlins and rafters during and after roofing. 
c. Flashings, special roof details, roof drainage, roof penetrations, equipment 

curbs, and condition of other construction that will affect metal roof panels. 
d. Temporary protection requirements for metal roof panel assembly during 

and after installation. 
e. Roof observation and repair after metal roof panel installation. 

3. Review methods and procedures related to metal wall panel assemblies 
including, but not limited to, the following: 

a. Compliance with requirements for support conditions, including alignment 
between and attachment to structural members. 

b. Structural limitations of girts and columns during and after wall panel 
installation. 

c. Flashings, special siding details, wall penetrations, openings, and condition 
of other construction that will affect metal wall panels. 

d. Temporary protection requirements for metal wall panel assembly during 
and after installation. 

e. Wall observation and repair after metal wall panel installation. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of metal building system component. 

1. Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes for the following: 

a. Metal roof panels. 
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b. Foamed-insulation-core metal panels. 
c. Metal soffit panels. 
d. Thermal insulation and vapor-retarder facings. 
e. Personnel doors and frames. 
f. Windows. 

 

B. Shop Drawings: Indicate components by others. Include full building plan, elevations, 
sections, details and the following: 

1. Anchor-Rod Plans: Submit anchor-rod plans and templates before foundation 
work begins. Include location, diameter, and minimum required projection of 
anchor rods required to attach metal building to foundation. Indicate column 
reactions at each location. 

2. Structural-Framing Drawings: Show complete fabrication of primary and 
secondary framing; include provisions for openings. Indicate welds and bolted 
connections, distinguishing between shop and field applications. Include 
transverse cross-sections. 

a. Show provisions for attaching mezzanines, roof curbs 

3. Metal Roof and Wall Panel Layout Drawings: Show layouts of panels including 
methods of support. Include details of edge conditions, joints, panel profiles, 
corners, anchorages, clip spacing, trim, flashings, closures, and special details. 
Distinguish between factory- and field-assembled work; show locations of 
exposed fasteners. 

a. Show roof-mounted items including roof hatches, equipment supports, pipe 
supports and penetrations, lighting fixtures, and items mounted on roof 
curbs. 

b. Show wall-mounted items including personnel doors, vehicular doors, 
windows, louvers, and lighting fixtures. 

c. Show translucent panels. 

4. Accessory Drawings: Include details of the following items, at a scale of not less 
than 1-1/2 inches per 12 inches 

a. Flashing and trim. 
b. Gutters. 
c. Downspouts. 

 

C. Samples for Initial Selection: For units with factory-applied finishes. 

D. Samples for Verification: For the following products: 

1. Panels: Nominal 12 inches long by actual panel width. Include fasteners, 
closures, and other exposed panel accessories. 

2. Flashing and Trim: Nominal 12 inches long. Include fasteners and other exposed 
accessories. 

3. Vapor-Retarder Facings: Nominal 6-inch square Samples. 
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4. Accessories: Nominal 12-inch long Samples for each type of accessory. 

E. Door Schedule: For doors and frames. Use same designations indicated on Drawings. 
Include details of reinforcement. 

1. Door Hardware Schedule: Include details of fabrication and assembly of door 
hardware. Organize schedule into door hardware sets indicating complete 
designations of every item required for each door or opening. 

2. Keying Schedule: Detail Owner's final keying instructions for locks. Include 
schematic keying diagram and index each key set to unique door designations. 

F. Delegated Design Submittals: For metal building systems. 

1. Include analysis data indicating compliance with performance requirements and 
design data signed and sealed by the qualified professional engineer responsible 
for their preparation. 

1.6 INFORMATIONAL SUBMITTALS 

A. Letter of Design Certification: Signed and sealed by a qualified professional engineer. 
Include the following: 

1. Name and location of Project. 
2. Order number. 
3. Name of manufacturer. 
4. Name of Contractor. 
5. Building dimensions including width, length, height, and roof slope. 
6. Indicate compliance with AISC standards for hot-rolled steel and AISI standards 

for cold-rolled steel, including edition dates of each standard. 
7. Governing building code and year of edition. 
8. Design Loads: Include dead load, roof live load, collateral loads, roof snow load, 

deflection, wind loads/speeds and exposure, seismic design category or effective 
peak velocity-related acceleration/peak acceleration, and auxiliary loads 
(cranes). 

9. Load Combinations: Indicate that loads were applied acting simultaneously with 
concentrated loads, according to governing building code. 

10. Building-Use Category: Indicate category of building use and its effect on load 
importance factors. 

B. Erector Certificates: For qualified erector, from manufacturer. 

C. Material Test Reports: For each of the following products: 

1. Structural steel including chemical and physical properties. 
2. Bolts, nuts, and washers including mechanical properties and chemical analysis. 
3. Tension-control, high-strength, bolt-nut-washer assemblies. 
4. Shop primers. 
5. Nonshrink grout. 

D. Source quality-control reports. 
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E. Surveys: Show final elevations and locations of major members. Indicate discrepancies 
between actual installation and the Contract Documents. Have surveyor who 
performed surveys certify their accuracy. 

F. Sample Warranties: For special warranties. 

1.7 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For metal panel finishes and door hardware to include in 
maintenance manuals. 

1.8 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A qualified manufacturer. 

1. Accreditation: Manufacturer's facility accredited according to IAS AC472, 
"Accreditation Criteria for Inspection Programs for Manufacturers of Metal 
Building Systems." 

2. Engineering Responsibility: Preparation of comprehensive engineering analysis 
and Shop Drawings by a professional engineer who is legally qualified to practice 
in jurisdiction where Project is located. 

B. Erector Qualifications: An experienced erector who specializes in erecting and 
installing work similar in material, design, and extent to that indicated for this Project 
and who is acceptable to manufacturer. 

C. Welding Qualifications: Qualify procedures and personnel according to the following: 

1. AWS D1.1/D1.1M, "Structural Welding Code - Steel." 
2. AWS D1.3, "Structural Welding Code - Sheet Steel." 

D. Land Surveyor Qualifications: A professional land surveyor who practices in jurisdiction 
where Project is located and who is experienced in providing surveying services of the 
kind indicated. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Deliver components, sheets, panels, and other manufactured items so as not to be 
damaged or deformed. Package metal panels for protection during transportation and 
handling. 

B. Unload, store, and erect metal panels in a manner to prevent bending, warping, 
twisting, and surface damage. 

C. Stack metal panels horizontally on platforms or pallets, covered with suitable 
weathertight and ventilated covering. Store metal panels to ensure dryness, with 
positive slope for drainage of water. Do not store metal panels in contact with other 
materials that might cause staining, denting, or other surface damage. 
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D. Protect foam-plastic insulation as follows: 

1. Do not expose to sunlight, except to extent necessary for period of installation 
and concealment. 

2. Protect against ignition at all times. Do not deliver foam-plastic insulation 
materials to Project site before installation time. 

3. Complete installation and concealment of foam-plastic materials as rapidly as 
possible in each area of construction. 

1.10 FIELD CONDITIONS 

A. Weather Limitations: Proceed with panel installation only when weather conditions 
permit metal panels to be installed according to manufacturers' written instructions and 
warranty requirements. 

1.11 WARRANTY 

A. Special Warranty on Metal Panel Finishes: Manufacturer agrees to repair finish or 
replace metal panels that show evidence of deterioration of factory-applied finishes 
within specified warranty period. 

1. Exposed Panel Finish: Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to 
ASTM D2244. 

b. Chalking in excess of a No. 8 rating when tested according to 
ASTM D4214. 

c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period: 20 years from date of Substantial Completion. 

B. Special Weathertightness Warranty for Standing-Seam Metal Roof Panels: 
Manufacturer agrees to repair or replace standing-seam metal roof panel assemblies 
that leak or otherwise fail to remain weathertight within specified warranty period. 

1. Warranty Period: 20 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Varco Pruden (basis of design) 

B. Source Limitations: Obtain metal building system components, including primary and 
secondary framing and metal panel assemblies, from single source from single 
manufacturer. 
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2.2 SYSTEM DESCRIPTION 

A. Provide a complete, integrated set of mutually dependent components and assemblies 
that form a metal building system capable of withstanding structural and other loads, 
thermally induced movement, and exposure to weather without failure or infiltration of 
water into building interior. 

B. Primary-Frame Type: 

1. Rigid Clear Span: Solid-member, structural-framing system without interior 
columns. 

2. Lean-to: Solid- or truss-member, structural-framing system, designed to be 
partially supported by another structure. 

C. End-Wall Framing: 

1. Manufacturer's standard, for buildings not required to be expandable, consisting 
of [primary frame, capable of supporting one-half of a bay design load, and end-
wall columns] [load-bearing end-wall and corner columns and rafters]. 

D. Secondary-Frame Type: Manufacturer's standard purlins and joists and exterior-framed 
(bypass) girts. 

E. Eave Height: Refer to Drawings 

F. Bay Spacing: Refer to Drawings  

G. Roof Slope: Refer to Drawings 

H. Roof System: Manufacturer's standard standing-seam, metal roof panels. 

I. Exterior Wall System: Manufacturer's standard [concealed-fastener, flush-profile], 
foamed-insulation-core metal wall panels. 

1. Liner Panels: [Tapered rib] [Flush profile]. 

2.3 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Engage a qualified professional engineer, as defined in 
Section 014000 "Quality Requirements," to design metal building system. 

B. Structural Performance: Metal building systems to withstand the effects of gravity loads 
and the following loads and stresses within limits and under conditions indicated 
according to procedures in MBMA's "Metal Building Systems Manual." 

1. Design Loads:  As indicated on Drawings 
2. Deflection and Drift Limits: 

a. Design metal building system assemblies to withstand serviceability design 
loads without exceeding deflections and drift limits recommended in AISC 
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Steel Design Guide No. 3 "Serviceability Design Considerations for Steel 
Buildings." 

b. No greater than the following: 

1) Purlins and Rafters: Vertical deflection of 1/240 of the span. 
2) Girts: Horizontal deflection of 1/240 of the span for bays without 

windows and l/360 for bays with windows. 
3) Metal Roof Panels: Vertical deflection of 1/240 of the span. 
4) Metal Wall Panels: Horizontal deflection of 1/240 of the span. 
5) Design secondary-framing system to accommodate deflection of 

primary framing and construction tolerances, and to maintain 
clearances at openings. 

6) Lateral Drift: Maximum of 1/400 of the building height. 

C. Seismic Performance: Metal building system to withstand the effects of earthquake 
motions determined according to ASCE/SEI 7. 

D. Thermal Movements: Allow for thermal movements from ambient and surface 
temperature changes by preventing buckling, opening of joints, overstressing of 
components, failure of joint sealants, failure of connections, and other detrimental 
effects. Base calculations on surface temperatures of materials due to both solar heat 
gain and nighttime-sky heat loss. 

1. Temperature Change: 180 deg F, material surfaces 

E. Fire-Resistance Ratings: Where assemblies are indicated to have a fire-resistance 
rating, provide metal panel assemblies identical to those of assemblies tested for fire 
resistance per ASTM E119 or ASTM E108 by a qualified testing agency. Identify 
products with appropriate markings of applicable testing agency. 

1. Indicate design designations from UL's "Fire Resistance Directory," FM Global's 
"Approval Guide," or from the listings of another qualified testing agency. 

F. Fire Propagation Characteristics: Exterior wall assemblies containing foam plastics 
pass NFPA 285 fire test. 

G. Fire-Rated Door Assemblies: Assemblies complying with NFPA 80 that are listed and 
labeled by a qualified testing agency, for fire-protection ratings indicated, based on 
testing at positive pressure according to NFPA 252 or UL 10C. 

H. Structural Performance for Metal Roof and Wall Panels: Provide metal panel systems 
capable of withstanding the effects of the following loads, based on testing according to 
ASTM E1592: 

1. Wind Loads: As indicated on Drawings. 

I. Air Infiltration for Metal Roof Panels: Air leakage of not more than 0.06 cfm/sq. ft. when 
tested according to ASTM E1680 at the following test-pressure difference: 

1. Test-Pressure Difference: 6.24 lbf/sq. ft. 
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J. Air Infiltration for Metal Wall Panels: Air leakage of not more than 0.06 cfm/sq. ft. when 
tested according to ASTM E283 at the following test-pressure difference: 

1. Test-Pressure Difference: 6.24 lbf/sq. ft.  

K. Water Penetration for Metal Roof Panels: No water penetration when tested according 
to ASTM E1646 at the following test-pressure difference: 

1. Test-Pressure Difference: 6.24 lbf/sq. ft. 

L. Water Penetration for Metal Wall Panels: No water penetration when tested according 
to ASTM E331 at the following test-pressure difference: 

1. Test-Pressure Difference: 6.24 lbf/sq. ft. 

M. Wind-Uplift Resistance: Provide metal roof panel assemblies that comply with UL 580 
for wind-uplift-resistance class indicated. 

1. Uplift Rating: UL 90 

N. FM Global Listing: Provide metal roof panels and component materials that comply 
with requirements in FM Global 4471 as part of a panel roofing system and that are 
listed in FM Global's "Approval Guide" for Class 1 or noncombustible construction, as 
applicable. Identify materials with FM Global markings. 

1. Fire/Windstorm Classification: Class 1A- 120 
2. Hail Resistance: SH 

O. Energy Performance: Provide roof panels according to one of the following when 
tested according to CRRC-1: 

P. Thermal Performance for Opaque Elements: Provide the following maximum U-factors 
and minimum R-values when tested according to ASTM C1363 or ASTM C518: 

1. Roof: 

a. U-Factor: .037 
b. R-Value: 35 min. 

2. Walls: 

a. U-Factor: .050 
b. R-Value: 26 min. 

2.4 STRUCTURAL-STEEL FRAMING 

A. Structural Steel: Comply with AISC 360, "Specification for Structural Steel Buildings." 

B. Bolted Connections: Comply with RCSC's "Specification for Structural Joints Using 
High-Strength Bolts." 
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C. Cold-Formed Steel: Comply with AISI's "North American Specification for the Design of 
Cold-Formed Steel Structural Members" for design requirements and allowable 
stresses. 

D. Primary Framing: Manufacturer's standard primary-framing system, designed to 
withstand required loads and specified requirements. Primary framing includes 
transverse and lean-to frames; rafters, rake, and canopy beams; sidewall, 
intermediate, end-wall, and corner columns; and wind bracing. 

1. General: Provide frames with attachment plates, bearing plates, and splice 
members. Factory drill for field-bolted assembly. Provide frame span and spacing 
indicated. 

a. Slight variations in span and spacing may be acceptable if necessary to 
comply with manufacturer's standard, as approved by Architect. 

2. Rigid Clear-Span Frames: I-shaped frame sections fabricated from shop-welded, 
built-up steel plates or structural-steel shapes. Interior columns are not permitted. 

 
3. Frame Configuration: Multiple gable with cuppolas and Lean-to, with high side 

connected to and supported by another structure. 
4. Exterior Column: Tapered. 
5. Rafter: Tapered. 

 

E. End-Wall Framing: Manufacturer's standard primary end-wall framing fabricated for 
field-bolted assembly to comply with the following: 
1. End-Wall Rafters: C-shaped, cold-formed, structural-steel sheet; or I-shaped 

sections fabricated from shop-welded, built-up steel plates or structural-steel 
shapes. 

F. Secondary Framing: Manufacturer's standard secondary framing, including purlins, 
girts, eave struts, flange bracing, base members, gable angles, clips, headers, jambs, 
and other miscellaneous structural members. Unless otherwise indicated, fabricate 
framing from either cold-formed, structural-steel sheet or roll-formed, metallic-coated 
steel sheet, prepainted with coil coating, to comply with the following: 

1. Purlins: 

 

a. C- or Z-shaped sections; fabricated from built-up steel plates, steel sheet, 
or structural-steel shapes; minimum 2-1/2-inch wide flanges. 

1) Depth: As needed to comply with system performance requirements. 

2. Girts: C- or Z-shaped sections; fabricated from built-up steel plates, steel sheet, 
or structural-steel shapes. Form ends of Z-sections with stiffening lips angled 40 
to 50 degrees from flange, with minimum 2-1/2-inch wide flanges. 



METAL BUILDING SYSTEMS 133419 - 11 

a. Depth: As required to comply with system performance requirements. 

3. Eave Struts: Unequal-flange, C-shaped sections; fabricated from built-up steel 
plates, steel sheet, or structural-steel shapes; to provide adequate backup for 
metal panels. 

4. Flange Bracing: Minimum 2-by-2-by-1/8-inch structural-steel angles or 1-inch 
diameter, cold-formed structural tubing to stiffen primary-frame flanges. 

5. Sag Bracing: Minimum 1-by-1-by-1/8-inch structural-steel angles. 

 
6. Base or Sill Angles: Manufacturer's standard base angle, minimum 3-by-2-inch 

fabricated from zinc-coated (galvanized) steel sheet. 
7. Purlin and Girt Clips: Manufacturer's standard clips fabricated from steel sheet. 

Provide galvanized clips where clips are connected to galvanized framing 
members. 

8. Framing for Openings: Channel shapes; fabricated from cold-formed, structural-
steel sheet or structural-steel shapes. Frame head and jamb of door openings 
and head, jamb, and sill of other openings. 

9. Miscellaneous Structural Members: Manufacturer's standard sections fabricated 
from cold-formed, structural-steel sheet; built-up steel plates; or zinc-coated 
(galvanized) steel sheet; designed to withstand required loads. 

G. Canopy Framing: Manufacturer's standard structural-framing system, designed to 
withstand required loads; fabricated from shop-welded, built-up steel plates or 
structural-steel shapes. Provide frames with attachment plates and splice members, 
factory drilled for field-bolted assembly. 

1. Type: As indicated. 

H. Bracing: Provide adjustable wind bracing using any method as follows: 

1. Rods: ASTM A36/A36M; ASTM A572/A572M, Grade 50 or ASTM A529/A529M, 
Grade 50 minimum 1/2-inch diameter steel; threaded full length or threaded a 
minimum of 6 inches at each end. 

2. Cable: ASTM A475, minimum 1/4-inch diameter, extra-high-strength grade, 
Class B, zinc-coated, seven-strand steel; with threaded end anchors. 

3. Angles: Fabricated from structural-steel shapes to match primary framing, of size 
required to withstand design loads. 

4. Rigid Portal Frames: Fabricated from shop-welded, built-up steel plates or 
structural-steel shapes to match primary framing; of size required to withstand 
design loads. 

I. Anchor Rods: Headed anchor rods as required for attachment of metal building to 
foundation.  Final size, quantity, and embedment depth will be coordinated after 
submission of final column reactions by Pre-engineered Metal Building Supplier. 

J. Materials: 

1. W-Shapes: ASTM A992/A992M; ASTM A572/A572M, Grade 50 or 55 or 
ASTM A529/A529M, Grade 50 or 55  
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2. Channels, Angles, M-Shapes, and S-Shapes: ASTM A36/A36M; 
ASTM A572/A572M, Grade 50 or 55 or ASTM A529/A529M, Grade 50 or 55  

3. Plate and Bar: ASTM A36/A36M; ASTM A572/A572M, Grade 50 or 55 or 
ASTM A529/A529M, Grade 50 or 55  

4. Steel Pipe: ASTM A53/A53M, Type E or S, Grade B. 
5. Cold-Formed Hollow Structural Sections: ASTM A500, Grade B or C, structural 

tubing. 
6. Structural-Steel Sheet: Hot-rolled, ASTM A1011/A1011M, Structural Steel (SS), 

Grades 30 through 55 or High-Strength Low-Alloy Steel (HSLAS) or High-
Strength Low-Alloy Steel with Improved Formability (HSLAS-F), Grades 45 
through 70 or cold-rolled, ASTM A1008/A1008M, Structural Steel (SS), 
Grades 25 through 80 or HSLAS, Grades 45 through 70 

7. Metallic-Coated Steel Sheet: ASTM A653/A653M, SS, Grades 33 through 80 or 
HSLAS or HSLAS-F, Grades 50 through 80 with G60 coating designation; mill 
phosphatized. 

8. Metallic-Coated Steel Sheet Prepainted with Coil Coating: Steel sheet, metallic 
coated by the hot-dip process and prepainted by the coil-coating process to 
comply with ASTM A755/A755M. 

a. Zinc-Coated (Galvanized) Steel Sheet: ASTM A653/A653M, SS, Grades 33 
through 80 or HSLAS or HSLAS-F, Grades 50 through 80; with G90 
coating designation. 

b. Aluminum-Zinc Alloy-Coated Steel Sheet: ASTM A792/A792M, SS, 
Grade 50 or 80 with Class AZ50 coating. 

9. Non-High-Strength Bolts, Nuts, and Washers: ASTM A307, Grade A, carbon-
steel, hex-head bolts; ASTM A563 carbon-steel hex nuts; and ASTM F844 plain 
(flat) steel washers. 

a. Finish: Hot-dip zinc coating, ASTM F2329, Class C  

10. High-Strength Bolts, Nuts, and Washers, Grade A325 ASTM F3125/F3125M, 
Type 1, heavy-hex steel structural bolts; ASTM A563, Grade DH, heavy-hex 
carbon-steel nuts; and ASTM F436/F436M, Type 1, hardened carbon-steel 
washers. 

a. Finish: Hot-dip zinc coating, ASTM F2329, Class C  

11. Headed Anchor Rods: ASTM F1554, Grade 36. 

a. Configuration: Straight. 
b. Nuts: ASTM A563 heavy-hex carbon steel. 
c. Plate Washers: ASTM A36/A36M carbon steel. 
d. Washers: ASTM F436 hardened carbon steel. 
e. Finish: Hot-dip zinc coating, ASTM F2329, Class C. 

12. Threaded Rods: ASTM A36/A36M. 

a. Nuts: ASTM A563 heavy-]hex carbon steel. 
b. Washers: ASTM F436 hardened carbon steel. 
c. Finish: Hot-dip zinc coating, ASTM F2329, Class C. 
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K. Finish: Factory primed. Apply specified primer immediately after cleaning and 
pretreating. 

1. Clean and prepare in accordance with SSPC-SP2. 
2. Coat with manufacturer's standard primer. Apply primer to primary and 

secondary framing to a minimum dry film thickness of 1 mil  

a. Prime secondary framing formed from uncoated steel sheet to a minimum 
dry film thickness of 0.5 mil on each side. 

2.5 METAL ROOF PANELS 

A. Standing-Seam, Vertical-Rib, Metal Roof Panels: Formed with vertical ribs at panel 
edges and flat pan between ribs; designed for sequential installation by mechanically 
attaching panels to supports using concealed clips located under one side of panels 
and engaging opposite edge of adjacent panels. 

1. Material: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel 
sheet,.030-inch nominal uncoated steel thickness. Prepainted by the coil-coating 
process to comply with ASTM A755/A755M. 

a. Exterior Finish:  Three-coat fluoropolymer 
b. Color: As selected by Architect from manufacturer's full range 

2. Clips: Two-piece floating to accommodate thermal movement. 
3. Joint Type: seamed 
4. Panel Coverage: 16 inches  
5. Panel Height: 2 inches  

2.6 FOAMED-INSULATION-CORE METAL WALL PANELS 

A. Concealed-Fastener, Foamed-Insulation-Core Metal Wall Panels <Insert drawing 
designation>: Formed with tongue-and-groove panel edges; designed for sequential 
installation by interlocking panel edges and mechanically attaching panels to supports 
using concealed clips or fasteners. 

1. Panel Thermal-Resistance Value (R-Value): 26 min. 
2. Facing Material: Fabricate panel with exterior and interior facings of same 

material and thickness. Aluminum-zinc alloy-coated steel sheet, 0.018-inch 
nominal uncoated steel thickness. Prepainted by the coil-coating process to 
comply with ASTM A755/A755M. 

a. Exterior Surface: Shallow ribs 
b. Exterior Finish: Three-coat fluoropolymer 
c. Color: As selected by Architect from manufacturer's full range 

3. Panel Coverage: 36 inches  
4. Panel Thickness: 3 inches  
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5. Insulation Core: Modified polyisocyanurate or polyurethane foam using a non-
CFC blowing agent, foamed-in-place or board type, with maximum flame-spread 
and smoke-developed indexes of 25 and 450, respectively. 

a. Closed-Cell Content: 90 percent when tested according to ASTM D6226. 
b. Density: 2.0 to 2.6 lb/cu. ft. when tested according to ASTM D1622. 
c. Compressive Strength: Minimum 20 psi when tested according to 

ASTM D1621. 
d. Shear Strength: 26 psi when tested according to ASTM C273/C273M. 

6. Fire-Test-Response Characteristics: Class A according to ASTM E108. 
7. Surface-Burning Characteristics: Flame-spread index of 25 or less and a smoke-

developed index of 450 or less, per ASTM E84. 

B. Finishes: 

1. Exposed Coil-Coated Finish: 
a. Three-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not 

less than 70 percent PVDF resin by weight in both color coat and clear 
topcoat. Prepare, pretreat, and apply coating to exposed metal surfaces to 
comply with coating and resin manufacturers' written instructions. 

2. Concealed Finish: Apply pretreatment and manufacturer's standard white or light-
colored acrylic or polyester backer finish, consisting of prime coat and wash coat 
with a minimum total dry film thickness of 0.5 mil 

2.7 METAL SOFFIT PANELS 

A. General: Provide factory-formed metal soffit panels designed to be installed by lapping 
and interconnecting side edges of adjacent panels and mechanically attaching through 
panel to supports using concealed fasteners [ and factory-applied sealant] in side laps. 
Include accessories required for weathertight installation. 

B. Concealed-Fastener, Flush-Profile, Metal Soffit Panels: Formed with vertical panel 
edges and flush surface; with flush joint between panels; with 1-inch wide flange for 
attaching interior finish; designed to be installed by lapping and interconnecting side 
edges of adjacent panels and mechanically attaching through panel to supports using 
concealed fasteners and factory-applied sealant in side laps. 

1. Material: Aluminum-zinc alloy-coated steel sheet, 0.030-inch nominal uncoated 
steel thickness. Prepainted by the coil-coating process to comply with 
ASTM A755/A755M. 

a. Exterior Finish: Siliconized polyester 
b. Color: As selected by Architect from manufacturer's full range 

2. Panel Coverage: 12 inches 
3. Panel Height: 1 inch  
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2.8 THERMAL INSULATION 

A. Faced Metal Building Insulation: ASTM C991, Type II, glass-fiber-blanket insulation; 
0.5-lb/cu. ft. density; 2-inch  wide, continuous, vapor-tight edge tabs; with a flame-
spread index of 25 or less. 

B. Retainer Strips: For securing insulation between supports, 0.025-inch nominal-
thickness, formed, metallic-coated steel or PVC retainer clips colored to match 
insulation facing. 

C. Vapor-Retarder Facing: ASTM C1136, with permeance not greater than 0.02 perm 
when tested according to ASTM E96/E96M, Desiccant Method. 
1. Composition: 

a. White polypropylene film facing and fiberglass-polyester-blend fabric 
backing. 

D. Vapor-Retarder Tape: Pressure-sensitive tape of type recommended by vapor-retarder 
manufacturer for sealing joints and penetrations in vapor retarder. 

2.9 PERSONNEL DOORS AND FRAMES 

A. Swinging Personnel Doors and Frames: 

 
1. Metal building system manufacturer's standard doors and frames; prepared and 

reinforced at strike and at hinges to receive factory- and field-applied hardware 
according to BHMA A156 Series. 

a. Steel Doors: 1-3/4 inches thick; fabricated from metallic-coated steel face 
sheets, 0.036-inch nominal uncoated steel thickness, of [seamed] 
[seamless], hollow-metal construction; with 0.060-inch nominal uncoated 
steel thickness, inverted metallic-coated steel channels welded to face 
sheets at top and bottom of door. 

1) Design: As indicated on Drawings 
2) Core: 

a) Polyurethane foam with U-factor rating of at least 0.07 Btu/sq. 
ft. x h x deg F 

3) Glazing Frames: Steel frames to receive field-installed glass. 
4) Glazing: As specified in Section 088000 "Glazing." 

b. Steel Frames: Fabricate 2-inch wide face frames from aluminum-zinc alloy-
coated steel sheet, 0.060-inch nominal uncoated steel thickness. 

1) Type: Knocked down for field assembly. 

c. Fabricate concealed stiffeners, reinforcement, edge channels, and 
moldings from either cold- or hot-rolled steel sheet. 
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d. Hardware: 

1) Provide hardware for each door leaf, as follows: 

a) Hinges: BHMA A156.1. Three [plain] [antifriction]-bearing, 
standard-weight, full-mortise, stainless steel or bronze, 
template-type hinges; 4-1/2 by 4-1/2 inches, with nonremovable 
pin. 

 
b) Lockset: BHMA A156.2. Key-in-lever cylindrical type. 

. 
c) Exit Device: BHMA A156.3. Touch- or push-bar type. 
d) Threshold: BHMA A156.21. Extruded aluminum. 
e) Silencers: Pneumatic rubber; three silencers on strike jambs of 

single door frames and two silencers on heads of double door 
frames. 

f) Closer: BHMA A156.4. Surface-applied, standard-duty 
hydraulic type. 

g) Weather Stripping: Vinyl applied to head and jambs, with vinyl 
sweep at sill. 

e. Anchors and Accessories: Manufacturer's standard units, galvanized 
according to ASTM A123/A123M. 

f. Fabrication: Fabricate doors and frames to be rigid; neat in appearance; 
and free from defects, warp, or buckle. Provide continuous welds on 
exposed joints; grind, dress, and make welds smooth, flush, and invisible. 

B. Materials: 

1. Cold-Rolled Steel Sheet: ASTM A1008/A1008M, Commercial Steel (CS), Type B, 
suitable for exposed applications. 

2. Hot-Rolled Steel Sheet: ASTM A1011/A1011M, CS, Type B; free of scale, pitting, 
or surface defects; pickled and oiled. 

3. Metallic-Coated Steel Sheet: ASTM A653/A653M, CS, Type B; with G60 zinc 
(galvanized) or A60 zinc-iron-alloy (galvannealed) coating designation. 

C. Finishes for Personnel Doors and Frames: 

1. Factory-Applied Paint Finish: Manufacturer's standard, complying with 
SDI A250.3 for performance and acceptance criteria. 

a. Color and Gloss: As selected by Architect from manufacturer's full range 

2.10 WINDOWS 

A. Aluminum Windows: 
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1. Metal building system manufacturer's standard, with self-flashing mounting fins, 

and as follows: 

a. Type, Performance Class, and Performance Grade: Comply with 
AAMA/WDMA/CSA 101/I.S.2/A440 and as follows: 
1) Fixed Units: FW-AW40 

b. Aluminum Extrusions: ASTM B221, alloy and temper recommended by 
manufacturer for strength, corrosion resistance, and application of required 
finish, but not less than 0.064-inch thickness at any location for main frame 
and sash members. 

1) Thermally Improved Construction: Fabricate window units with an 
integral, concealed, low-conductance thermal barrier; located 
between exterior materials and window members exposed on interior 
side; in a manner that eliminates direct metal-to-metal contact 

c. Mullions: Between adjacent windows, fabricated of extruded aluminum 
matching finish of window units. 

d. Fasteners, Anchors, and Clips: Nonmagnetic stainless steel, aluminum, or 
other noncorrosive material, compatible with aluminum window members, 
trim, hardware, anchors, and other components of window units. Fasteners 
are not be exposed, except for attaching hardware. 

1) Reinforcement: Where fasteners screw-anchor into aluminum less 
than 0.128 inch thick, reinforce interior with aluminum or 
nonmagnetic stainless steel to receive screw threads, or provide 
standard, noncorrosive, pressed-in, spline grommet nuts. 

e. Hardware: Manufacturer's standard; of aluminum, stainless steel, die-cast 
steel, malleable iron, or bronze; including the following: 

1) Cam-action sweep sash lock and keeper at meeting rails. 
2) Spring-loaded, snap-type lock at jambs. 

2. Insulating-Glass Units: Factory-assembled units consisting of sealed lites of 2.5-
mm-thick clear float glass separated by a dehydrated interspace, qualified 
according to ASTM E2190. 

3. Factory-Glazed Fabrication: Glaze window units in the factory to greatest extent 
possible and practical for applications indicated. Comply with requirements in 
Section 088000 "Glazing." 

B. Finish: 
1. Baked-Enamel Finish, Organic Coating: Thermosetting, modified-acrylic enamel 

primer/topcoat system complying with AAMA 2603 except with a minimum dry 
film thickness of 0.7 mil, medium gloss. 

a. Color: As selected by Architect from manufacturer's full range 
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2.11 TRANSLUCENT PANELS 

A. Insulated Translucent Panels: Fabricate insulating units of two sheets of glass-fiber-
reinforced polyester, translucent plastic separated by an air space; complying with 
ASTM D3841, Type CC1 (limited flammability), Grade 1 (weather resistant); smooth 
finish on both sides. Match profile of adjacent metal panels. 

1. Exterior Panel Weight: Not less than 8 oz./sq. ft.  
2. Interior Panel Weight: Not less than 8 oz./sq. ft.  
3. Light Transmittance: Not less than 42 percent according to ASTM D1494. 
4. Metal Edge: Fabricate full length of each side of panel with metal edge for 

seaming into standing-seam roof panel joint. 
5. Color: Shall match adjacent metal panel color 

B. Mastic for Translucent Panels: Nonstaining, saturated vinyl polymer as recommended 
by translucent panel manufacturer for sealing laps. 

C. Performance: 

1. Surface-Burning Characteristics: As determined by testing identical products 
according to ASTM E84 by a qualified testing agency. Identify products with 
appropriate markings of applicable testing agency. 

a. Flame-Spread Index: 25 or less. 
b. Smoke-Developed Index: 450 or less. 

2.12 ACCESSORIES 

A. General: Provide accessories as standard with metal building system manufacturer 
and as specified. Fabricate and finish accessories at the factory to greatest extent 
possible, by manufacturer's standard procedures and processes. Comply with 
indicated profiles and with dimensional and structural requirements. 

1. Form exposed sheet metal accessories that are without excessive oil-canning, 
buckling, and tool marks and that are true to line and levels indicated, with 
exposed edges folded back to form hems. 

B. Roof Panel Accessories: Provide components required for a complete metal roof panel 
assembly including copings, fasciae, corner units, ridge closures, clips, sealants, 
gaskets, fillers, closure strips, and similar items. Match material and finish of metal roof 
panels unless otherwise indicated. 

1. Closures: Provide closures at eaves and ridges, fabricated of same material as 
metal roof panels. 

2. Clips: Manufacturer's standard, formed from stainless steel sheet, designed to 
withstand negative-load requirements. 

3. Cleats: Manufacturer's standard, mechanically seamed cleats formed from 
stainless steel sheet. 

4. Backing Plates: Provide metal backing plates at panel end splices, fabricated 
from material recommended by manufacturer. 
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5. Closure Strips: Closed-cell, expanded, cellular, rubber or crosslinked, polyolefin-
foam or closed-cell laminated polyethylene; minimum 1-inch thick, flexible 
closure strips; cut or premolded to match metal roof panel profile. Provide closure 
strips where indicated or necessary to ensure weathertight construction. 

6. Thermal Spacer Blocks: Where metal panels attach directly to purlins, provide 
thermal spacer blocks of thickness required to provide 1-inch standoff; fabricated 
from extruded polystyrene. 

C. Wall Panel Accessories: Provide components required for a complete metal wall panel 
assembly including copings, fasciae, mullions, sills, corner units, clips, sealants, 
gaskets, fillers, closure strips, and similar items. Match material and finish of metal wall 
panels unless otherwise indicated. 

1. Closures: Provide closures at eaves and rakes, fabricated of same material as 
metal wall panels. 

2. Backing Plates: Provide metal backing plates at panel end splices, fabricated 
from material recommended by manufacturer. 

3. Closure Strips: Closed-cell, expanded, cellular, rubber or crosslinked, polyolefin-
foam or closed-cell laminated polyethylene; minimum 1-inch thick, flexible 
closure strips; cut or premolded to match metal wall panel profile. Provide closure 
strips where indicated or necessary to ensure weathertight construction. 

D. Flashing and Trim: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel sheet, 
0.018-inch nominal uncoated steel thickness, prepainted with coil coating; finished to 
match adjacent metal panels. 

1. Provide flashing and trim as required to seal against weather and to provide 
finished appearance. Locations include, but are not limited to, eaves, rakes, 
corners, bases, framed openings, ridges, fasciae, and fillers. 

2. Opening Trim: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel 
sheet, 0.030-inch nominal uncoated steel thickness, prepainted with coil coating. 
Trim head and jamb of door openings, and head, jamb, and sill of other 
openings. 

E. Gutters: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel sheet, 0.018-
inch nominal uncoated steel thickness, prepainted with coil coating; finished to match 
roof fascia and rake trim. Match profile of gable trim, complete with end pieces, outlet 
tubes, and other special pieces as required. Fabricate in minimum 96-inch long 
sections, sized according to SMACNA's "Architectural Sheet Metal Manual." 

1. Gutter Supports: Fabricated from same material and finish as gutters. 
2. Strainers: Bronze, copper, or aluminum wire ball type at outlets. 

F. Downspouts: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel sheet, 
0.018-inch nominal uncoated steel thickness, prepainted with coil coating; finished to 
match metal wall panels. Fabricate in minimum 10-foot long sections, complete with 
formed elbows and offsets. 

1. Mounting Straps: Fabricated from same material and finish as gutters. 

G. Roof Ventilators: Gravity type, complete with hardware, flashing, closures, and fittings. 
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1. Continuous or Sectional-Ridge Type: Factory-engineered and -fabricated, 
continuous unit; Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel 
sheet, 0.018-inch (0.46-mm) nominal uncoated steel thickness, prepainted with 
coil coating; finished to match metal roof panels. Fabricated in minimum 10-foot 
long sections. Provide throat size and total length indicated, complete with side 
baffles, ventilator assembly, end caps, splice plates, and reinforcing diaphragms. 

a. Bird Screening: aluminum, 1/2-inch square mesh, 0.063-inch wire. 

H. Roof Curbs: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel sheet, 
0.048-inch (1.21-mm) nominal uncoated steel thickness prepainted with coil coating; 
finished to match metal roof panels; with welded top box and bottom skirt, and integral 
full-length cricket; capable of withstanding loads of size and height indicated. 

1. Curb Subframing: Zinc-coated (galvanized) or aluminum-zinc alloy-coated steel 
sheet, 0.060-inch nominal uncoated steel thickness, angle-, C-, or Z-shaped 
metallic-coated steel sheet. 

2. Insulation: 1-inch thick, rigid type. 

I. Pipe Flashing: Premolded, EPDM pipe collar with flexible aluminum ring bonded to 
base. 

J. Materials: 

1. Fasteners: Self-tapping screws, bolts, nuts, self-locking rivets and bolts, end-
welded studs, and other suitable fasteners designed to withstand design loads. 
Provide fasteners with heads matching color of materials being fastened by 
means of plastic caps or factory-applied coating. 

2. Fasteners for Metal Roof Panels: 
a. Self-drilling, Type 410 stainless steel or self-tapping, Type 304 stainless 

steel or zinc-alloy-steel hex washer head, with EPDM washer under heads 
of fasteners bearing on weather side of metal panels. 

3. Fasteners for Metal Wall Panels: 
a. Self-drilling, Type 410 stainless steel or self-tapping, Type 304 stainless 

steel or zinc-alloy-steel hex washer head, with EPDM sealing washers 
bearing on weather side of metal panels. 

4. Fasteners for Flashing and Trim: Blind fasteners or self-drilling screws with hex 
washer head. 

5. Blind Fasteners: High-strength aluminum or stainless steel rivets. 
6. Corrosion-Resistant Coating: Cold-applied asphalt mastic, compounded for 15-

mil dry film thickness per coat. Provide inert-type noncorrosive compound free of 
asbestos fibers, sulfur components, and other deleterious impurities. 

7. Nonmetallic, Shrinkage-Resistant Grout: ASTM C1107/C1107M, factory-
packaged, nonmetallic aggregate grout, noncorrosive, nonstaining, mixed with 
water to consistency suitable for application and a 30-minute working time. 

8. Metal Panel Sealants: 

a. Sealant Tape: Pressure-sensitive, 100 percent solids, gray 
polyisobutylene-compound sealant tape with release-paper backing. 
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Provide permanently elastic, nonsag, nontoxic, nonstaining tape of 
manufacturer's standard size. 

b. Joint Sealant: ASTM C920; one part elastomeric polyurethane or 
polysulfide; of type, grade, class, and use classifications required to seal 
joints in metal panels and remain weathertight; and as recommended by 
metal building system manufacturer. 

2.13 FABRICATION 

A. General: Design components and field connections required for erection to permit easy 
assembly. 

1. Mark each piece and part of the assembly to correspond with previously 
prepared erection drawings, diagrams, and instruction manuals. 

2. Fabricate structural framing to produce clean, smooth cuts and bends. Punch 
holes of proper size, shape, and location. Members to be free of cracks, tears, 
and ruptures. 

B. Tolerances: Comply with MBMA's "Metal Building Systems Manual" for fabrication and 
erection tolerances. 

C. Primary Framing: Shop fabricate framing components to indicated size and section, 
with baseplates, bearing plates, stiffeners, and other items required for erection welded 
into place. Cut, form, punch, drill, and weld framing for bolted field assembly. 

1. Make shop connections by welding or by using high-strength bolts. 
2. Join flanges to webs of built-up members by a continuous, submerged arc-

welding process. 
3. Brace compression flange of primary framing with steel angles or cold-formed 

structural tubing between frame web and purlin web or girt web, so flange 
compressive strength is within allowable limits for any combination of loadings. 

4. Weld clips to frames for attaching secondary framing if applicable, or punch for 
bolts. 

5. Shop Priming: Prepare surfaces for shop priming according to SSPC-SP 2. Shop 
prime primary framing with specified primer after fabrication. 

D. Secondary Framing: Shop fabricate framing components to indicated size and section 
by roll forming or break forming, with baseplates, bearing plates, stiffeners, and other 
plates required for erection welded into place. Cut, form, punch, drill, and weld 
secondary framing for bolted field connections to primary framing. 

1. Make shop connections by welding or by using non-high-strength bolts. 
2. Shop Priming: Prepare uncoated surfaces for shop priming according to SSPC-

SP 2. Shop prime uncoated secondary framing with specified primer after 
fabrication. 

E. Metal Panels: Fabricate and finish metal panels at the factory to greatest extent 
possible, by manufacturer's standard procedures and processes, as necessary to fulfill 
indicated performance requirements. Comply with indicated profiles and with 
dimensional and structural requirements. 
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1. Provide panel profile, including major ribs and intermediate stiffening ribs, if any, 
for full length of metal panel. 

2.14 SOURCE QUALITY CONTROL 

A. Special Inspection: Owner will engage a qualified special inspector to perform source 
quality control inspections and to submit reports. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with erector present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of 
the Work. 

B. Before erection proceeds, survey elevations and locations of concrete- and masonry-
bearing surfaces and locations of anchor rods, bearing plates, and other embedments 
to receive structural framing, with erector present, for compliance with requirements 
and metal building system manufacturer's tolerances. 

1. Engage land surveyor to perform surveying. 

C. Proceed with erection only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean and prepare surfaces to be painted according to manufacturer's written 
instructions for each particular substrate condition. 

B. Provide temporary shores, guys, braces, and other supports during erection to keep 
structural framing secure, plumb, and in alignment against temporary construction 
loads and loads equal in intensity to design loads. Remove temporary supports when 
permanent structural framing, connections, and bracing are in place unless otherwise 
indicated. 

3.3 ERECTION OF STRUCTURAL FRAMING 

A. Erect metal building system according to manufacturer's written instructions and 
drawings. 

B. Do not field cut, drill, or alter structural members without written approval from metal 
building system manufacturer's professional engineer. 

C. Set structural framing accurately in locations and to elevations indicated, according to 
AISC specifications referenced in this Section. Maintain structural stability of frame 
during erection. 
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D. Base and Bearing Plates: Clean concrete- and masonry-bearing surfaces of bond-
reducing materials, and roughen surfaces prior to setting plates. Clean bottom surface 
of plates. 

1. Set plates for structural members on wedges, shims, or setting nuts as required. 
2. Tighten anchor rods after supported members have been positioned and 

plumbed. Do not remove wedges or shims but, if protruding, cut off flush with 
edge of plate before packing with grout. 

3. Promptly pack grout solidly between bearing surfaces and plates so no voids 
remain. Neatly finish exposed surfaces; protect grout and allow to cure. Comply 
with manufacturer's written installation instructions for shrinkage-resistant grouts. 

E. Align and adjust structural framing before permanently fastening. Before assembly, 
clean bearing surfaces and other surfaces that will be in permanent contact with 
framing. Perform necessary adjustments to compensate for discrepancies in elevations 
and alignment. 

1. Level and plumb individual members of structure. 
2. Make allowances for difference between temperature at time of erection and 

mean temperature when structure will be completed and in service. 

F. Primary Framing and End Walls: Erect framing level, plumb, rigid, secure, and true to 
line. Level baseplates to a true even plane with full bearing to supporting structures, set 
with double-nutted anchor bolts. Use grout to obtain uniform bearing and to maintain a 
level base-line elevation. Moist-cure grout for not less than seven days after 
placement. 

1. Make field connections using high-strength bolts installed according to RCSC's 
"Specification for Structural Joints Using High-Strength Bolts" for bolt type and 
joint type specified. 

a. Joint Type: Snug tightened or pretensioned as required by manufacturer. 

G. Secondary Framing: Erect framing level, plumb, rigid, secure, and true to line. Field 
bolt secondary framing to clips attached to primary framing. 

1. Provide rake or gable purlins with tight-fitting closure channels and fasciae. 
2. Locate and space wall girts to suit openings such as doors and windows. 
3. Provide supplemental framing at entire perimeter of openings, including doors, 

windows, louvers, ventilators, and other penetrations of roof and walls. 

H. Bracing: Install bracing in roof and sidewalls where indicated on erection drawings. 

1. Tighten rod and cable bracing to avoid sag. 
2. Locate interior end-bay bracing only where indicated. 

I. Framing for Openings: Provide shapes of proper design and size to reinforce openings 
and to carry loads and vibrations imposed, including equipment furnished under 
mechanical and electrical work. Securely attach to structural framing. 



METAL BUILDING SYSTEMS 133419 - 24 

J. Erection Tolerances: Maintain erection tolerances of structural framing within 
AISC 303. 

3.4 METAL PANEL INSTALLATION, GENERAL 

A. Fabricate and finish metal panels and accessories at the factory, by manufacturer's 
standard procedures and processes, as necessary to fulfill indicated performance 
requirements demonstrated by laboratory testing. Comply with indicated profiles and 
with dimensional and structural requirements. 

B. Examination: Examine primary and secondary framing to verify that structural-panel 
support members and anchorages have been installed within alignment tolerances 
required by manufacturer. 

1. Examine roughing-in for components and systems penetrating metal panels, to 
verify actual locations of penetrations relative to seams before metal panel 
installation. 

C. General: Anchor metal panels and other components of the Work securely in place, 
with provisions for thermal and structural movement. 

1. Field cut metal panels as required for doors, windows, and other openings. Cut 
openings as small as possible, neatly to size required, and without damage to 
adjacent metal panel finishes. 

a. Field cutting of metal panels by torch is not permitted unless approved in 
writing by manufacturer. 

2. Install metal panels perpendicular to structural supports unless otherwise 
indicated. 

3. Flash and seal metal panels with weather closures at perimeter of openings and 
similar elements. Fasten with self-tapping screws. 

4. Locate and space fastenings in uniform vertical and horizontal alignment. 
5. Locate metal panel splices over structural supports with end laps in alignment. 
6. Lap metal flashing over metal panels to allow moisture to run over and off the 

material. 

D. Lap-Seam Metal Panels: Install screw fasteners using power tools with controlled 
torque adjusted to compress EPDM washers tightly without damage to washers, screw 
threads, or metal panels. Install screws in predrilled holes. 

1. Arrange and nest side-lap joints so prevailing winds blow over, not into, lapped 
joints. Lap ribbed or fluted sheets one full rib corrugation. Apply metal panels and 
associated items for neat and weathertight enclosure. Avoid "panel creep" or 
application not true to line. 

E. Metal Protection: Where dissimilar metals contact each other or corrosive substrates, 
protect against galvanic action by painting contact surfaces with corrosion-resistant 
coating, by applying rubberized-asphalt underlayment to each contact surface, or by 
other permanent separation as recommended by metal roof panel manufacturer. 
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F. Joint Sealers: Install gaskets, joint fillers, and sealants where indicated and where 
required for weatherproof performance of metal panel assemblies. Provide types of 
gaskets, fillers, and sealants indicated; or, if not indicated, provide types recommended 
by metal panel manufacturer. 

1. Seal metal panel end laps with double beads of tape or sealant the full width of 
panel. Seal side joints where recommended by metal panel manufacturer. 

3.5 METAL ROOF PANEL INSTALLATION 

A. General: Provide metal roof panels of full length from eave to ridge unless otherwise 
indicated or restricted by shipping limitations. 

1. Install ridge and hip caps as metal roof panel work proceeds. 
2. Flash and seal metal roof panels with weather closures at eaves and rakes. 

Fasten with self-tapping screws. 

B. Standing-Seam Metal Roof Panels: Fasten metal roof panels to supports with 
concealed clips at each standing-seam joint, at location and spacing and with fasteners 
recommended by manufacturer. 

1. Install clips to supports with self-drilling or self-tapping fasteners. 
2. Install pressure plates at locations indicated in manufacturer's written installation 

instructions. 
3. Seamed Joint: Crimp standing seams with manufacturer-approved motorized 

seamer tool so that clip, metal roof panel, and factory-applied sealant are 
completely engaged. 

4. Rigidly fasten eave end of metal roof panels and allow ridge end free movement 
for thermal expansion and contraction. Predrill panels for fasteners. 

5. Provide metal closures at peaks rake edges rake walls and each side of 
ridge and hip caps. 

C. Lap-Seam Metal Roof Panels: Fasten metal roof panels to supports with exposed 
fasteners at each lapped joint, at location and spacing recommended by manufacturer. 

1. Provide metal-backed sealing washers under heads of exposed fasteners 
bearing on weather side of metal roof panels. 

2. Provide sealant tape at lapped joints of metal roof panels and between panels 
and protruding equipment, vents, and accessories. 

3. Apply a continuous ribbon of sealant tape to weather-side surface of fastenings 
on end laps and on side laps of nesting-type metal panels, on side laps of ribbed 
or fluted metal panels, and elsewhere as needed to make metal panels 
weatherproof to driving rains. 

4. At metal panel splices, nest panels with minimum 6-inch end lap, sealed with 
butyl-rubber sealant and fastened together by interlocking clamping plates. 

D. Metal Fascia Panels: Align bottom of metal panels and fasten with blind rivets, bolts, or 
self-drilling or self-tapping screws. Flash and seal metal panels with weather closures 
where fasciae meet soffits, along lower panel edges, and at perimeter of all openings. 
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3.6 METAL WALL PANEL INSTALLATION 

A. General: Install metal wall panels in orientation, sizes, and locations indicated on 
Drawings. Install panels perpendicular to girts, extending full height of building, unless 
otherwise indicated. Anchor metal wall panels and other components of the Work 
securely in place, with provisions for thermal and structural movement. 

1. Unless otherwise indicated, begin metal panel installation at corners with center 
of rib lined up with line of framing. 

2. Shim or otherwise plumb substrates receiving metal wall panels. 
3. When two rows of metal panels are required, lap panels 4 inches minimum. 
4. When building height requires two rows of metal panels at gable ends, align lap 

of gable panels over metal wall panels at eave height. 
5. Rigidly fasten base end of metal wall panels and allow eave end free movement 

for thermal expansion and contraction. Predrill panels. 
6. Flash and seal metal wall panels with weather closures at eaves and rakes, and 

at perimeter of all openings. Fasten with self-tapping screws. 
7. Install screw fasteners in predrilled holes. 
8. Install flashing and trim as metal wall panel work proceeds. 
9. Apply elastomeric sealant continuously between metal base channel (sill angle) 

and concrete, and elsewhere as indicated on Drawings; if not indicated, as 
necessary for waterproofing. 

10. Align bottom of metal wall panels and fasten with blind rivets, bolts, or self-drilling 
or self-tapping screws. 

11. Provide weatherproof escutcheons for pipe and conduit penetrating exterior 
walls. 

B. Metal Wall Panels: Install metal wall panels on exterior side of girts. Attach metal wall 
panels to supports with fasteners as recommended by manufacturer. 

C. Insulated Metal Wall Panels: Install insulated metal wall panels on exterior side of girts. 
Attach panels to supports at each panel joint using concealed clip and fasteners at 
maximum 42 inches  o.c., spaced not more than manufacturer's recommendation. Fully 
engage tongue and groove of adjacent insulated metal wall panels. 

1. Install clips to supports with self-tapping fasteners. 
2. Apply continuous ribbon of sealant to panel joint on concealed side of insulated 

metal wall panels as vapor seal; apply sealant to panel joint on exposed side of 
panels as weather seal. 

D. Installation Tolerances: Shim and align metal wall panels within installed tolerance of 
1/4 inch in 20 feet, noncumulative; level, plumb, and on location lines; and within 1/8-
inch offset of adjoining faces and of alignment of matching profiles. 

3.7 METAL SOFFIT PANEL INSTALLATION 

A. Provide metal soffit panels the full width of soffits. Install panels perpendicular to 
support framing. 
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B. Flash and seal metal soffit panels with weather closures where panels meet walls and 
at perimeter of all openings. 

3.8 THERMAL INSULATION INSTALLATION 

A. General: Install insulation concurrently with metal panel installation, in thickness 
indicated to cover entire surface, according to manufacturer's written instructions. 

1. Set vapor-retarder-faced units with vapor retarder toward warm side of 
construction unless otherwise indicated. Do not obstruct ventilation spaces 
except for firestopping. 

2. Tape joints and ruptures in vapor retarder, and seal each continuous area of 
insulation to the surrounding construction to ensure airtight installation. 

3. Install factory-laminated, vapor-retarder-faced blankets straight and true in one-
piece lengths, with both sets of facing tabs sealed, to provide a complete vapor 
retarder. 

B. Blanket Roof Insulation: Comply with the following installation method: 
1. Over-Purlin-with-Spacer-Block Installation: Extend insulation and vapor retarder 

over and perpendicular to top flange of secondary framing. Install layer of filler 
insulation over first layer to fill space formed by metal roof panel standoffs. Hold 
in place by panels fastened to standoffs. 

a. Thermal Spacer Blocks: Where metal roof panels attach directly to purlins, 
install thermal spacer blocks. 

2. Two-Layers-between-Purlin-with-Spacer-Block Installation: Extend insulation and 
vapor retarder between purlins. Carry vapor-retarder-facing tabs up and over 
purlin, overlapping adjoining facing of next insulation course and maintaining 
continuity of retarder. Install layer of filler insulation over first layer to fill space 
between purlins formed by thermal spacer blocks. Hold in place with bands and 
crossbands below insulation. 

a. Thermal Spacer Blocks: Where metal roof panels attach directly to purlins, 
install thermal spacer blocks. 

3. Retainer Strips: Install retainer strips at each longitudinal insulation joint, straight 
and taut, nesting with secondary framing to hold insulation in place. 

C. Blanket Wall Insulation: Extend insulation and vapor retarder over and perpendicular to 
top flange of secondary framing. Hold in place by metal wall panels fastened to 
secondary framing. 

1. Retainer Strips: Install retainer strips at each longitudinal insulation joint, straight 
and taut, nesting with secondary framing to hold insulation in place. 

2. Sound-Absorption Insulation: Where sound-absorption requirement is indicated 
for metal liner panels, cover insulation with polyethylene film and provide inserts 
of wire mesh to form acoustical spacer grid. 
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D. Board Wall Insulation: Extend board insulation in thickness indicated to cover entire 
wall. Hold in place by metal wall panels fastened to secondary framing. Comply with 
manufacturers' written instructions. 

1. Retainer Strips: Install retainer strips at each longitudinal insulation joint, straight 
and taut, nesting with secondary framing to hold insulation in place. 

3.9 DOOR AND FRAME INSTALLATION 

A. General: Install doors and frames plumb, rigid, properly aligned, and securely fastened 
in place according to manufacturers' written instructions. Coordinate installation with 
wall flashings and other components. Seal perimeter of each door frame with 
elastomeric sealant used for metal wall panels. 

B. Personnel Doors and Frames: Install doors and frames according to NAAMM-
HMMA 840. Fit non-fire-rated doors accurately in their respective frames, with the 
following clearances: 

1. Between Doors and Frames at Jambs and Head: 1/8 inch 
2. Between Edges of Pairs of Doors: 1/8 inch 
3. At Door Sills with Threshold: 3/8 inch 
4. At Door Sills without Threshold: 3/4 inch 
5. At fire-rated openings, install frames according to, and doors with clearances 

specified in, NFPA 80. 

C. Sliding Service Doors: Bolt support angles to opening head members through factory-
punched holes. Bolt door tracks to support angles at maximum 24 inches o.c. Set 
doors and operating equipment with necessary hardware, jamb and head mold stops, 
continuous hood flashing, anchors, inserts, hangers, and equipment supports. 

D. Door Hardware: 

1. Install surface-mounted items after finishes have been completed at heights 
indicated in DHI's "Recommended Locations for Architectural Hardware for 
Standard Steel Doors and Frames." 

2. Set units level, plumb, and true to line and location. Adjust and reinforce 
attachment substrates as necessary for proper installation and operation. 

3. Drill and countersink units that are not factory prepared for anchorage fasteners. 
Space fasteners and anchors according to industry standards. 

4. Set thresholds for exterior doors in full bed of sealant complying with 
requirements for concealed mastics specified in Section 079200 "Joint Sealants." 

3.10 WINDOW INSTALLATION 

A. General: Install windows plumb, rigid, properly aligned, without warp or rack of frames 
or sash, and securely fasten in place according to manufacturer's written instructions. 
Coordinate installation with wall flashings and other components. Seal perimeter of 
each window frame with elastomeric sealant used for metal wall panels. 
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1. Separate dissimilar materials from sources of corrosion or electrolytic action at 
points of contact with other materials by complying with requirements specified in 
AAMA/WDMA/CSA 101/I.S.2/A440. 

B. Set sill members in bed of sealant or with gaskets, for weathertight construction. 

C. Install windows and components to drain condensation, water penetrating joints, and 
moisture migrating within windows to the exterior. 

D. Mount screens directly to frames with tapped screw clips. 

3.11 ACCESSORY INSTALLATION 

A. General: Install accessories with positive anchorage to building and weathertight 
mounting, and provide for thermal expansion. Coordinate installation with flashings and 
other components. 

1. Install components required for a complete metal roof panel assembly, including 
trim, copings, ridge closures, seam covers, flashings, sealants, gaskets, fillers, 
closure strips, and similar items. 

2. Install components for a complete metal wall panel assembly, including trim, 
copings, corners, seam covers, flashings, sealants, gaskets, fillers, closure strips, 
and similar items. 

3. Where dissimilar metals contact each other or corrosive substrates, protect 
against galvanic action by painting contact surfaces with corrosion-resistant 
coating, by applying rubberized-asphalt underlayment to each contact surface, or 
by other permanent separation as recommended by manufacturer. 

B. Flashing and Trim: Comply with performance requirements, manufacturer's written 
installation instructions, and SMACNA's "Architectural Sheet Metal Manual." Provide 
concealed fasteners where possible, and set units true to line and level. Install work 
with laps, joints, and seams that will be permanently watertight and weather resistant. 

1. Install exposed flashing and trim that is without excessive oil-canning, buckling, 
and tool marks and that is true to line and levels indicated, with exposed edges 
folded back to form hems. Install sheet metal flashing and trim to fit substrates 
and to result in waterproof and weather-resistant performance. 

2. Expansion Provisions: Provide for thermal expansion of exposed flashing and 
trim. Space movement joints at a maximum of 10 feet with no joints allowed 
within 24 inches of corner or intersection. Where lapped or bayonet-type 
expansion provisions cannot be used or would not be sufficiently weather 
resistant and waterproof, form expansion joints of intermeshing hooked flanges, 
not less than 1 inch deep, filled with mastic sealant (concealed within joints). 

C. Gutters: Join sections with riveted-and-soldered or lapped-and-sealed joints. Attach 
gutters to eave with gutter hangers spaced as required for gutter size, but not more 
than 36 inches o.c. using manufacturer's standard fasteners. Provide end closures and 
seal watertight with sealant. Provide for thermal expansion. 
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D. Downspouts: Join sections with 1-1/2-inch telescoping joints. Provide fasteners 
designed to hold downspouts securely 1 inch away from walls; locate fasteners at top 
and bottom and at approximately 60 inches o.c. in between. 

1. Provide elbows at base of downspouts to direct water away from building. 
2. Tie downspouts to underground drainage system indicated. 

E. Continuous Roof Ventilators: Set ventilators complete with necessary hardware, 
anchors, dampers, weather guards, rain caps, and equipment supports. Join sections 
with splice plates and end-cap skirt assemblies where required to achieve indicated 
length. Install preformed filler strips at base to seal ventilator to metal roof panels. 

F. Roof Curbs: Install curbs at locations indicated on Drawings. Install flashing around 
bases where they meet metal roof panels. 

G. Pipe Flashing: Form flashing around pipe penetration and metal roof panels. Fasten 
and seal to panel as recommended by manufacturer. 

3.12 FIELD QUALITY CONTROL 

A. Special Inspections: Owner will engage a qualified special inspector to perform field 
quality control special inspections and to submit reports. 

B. Product will be considered defective if it does not pass tests and inspections. 

C. Prepare test and inspection reports. 

3.13 ADJUSTING 

A. Doors: After completing installation, test and adjust doors to operate easily, free of 
warp, twist, or distortion. 

B. Door Hardware: Adjust and check each operating item of door hardware and each door 
to ensure proper operation and function of every unit. Replace units that cannot be 
adjusted to operate as intended. 

3.14 CLEANING AND PROTECTION 

A. Remove and replace glass that has been broken, chipped, cracked, abraded, or 
damaged during construction period. 

B. Touchup Painting: 

1. After erection, promptly clean, prepare, and prime or reprime field connections, 
rust spots, and abraded surfaces of prime-painted structural framing[, bearing 
plates,] and accessories. 

a. Clean and prepare surfaces by SSPC-SP 2, "Hand Tool Cleaning," or by 
SSPC-SP 3, "Power Tool Cleaning." 
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b. Apply a compatible primer of same type as shop primer used on adjacent 
surfaces. 

C. Metal Panels: Remove temporary protective coverings and strippable films, if any, as 
metal panels are installed. On completion of metal panel installation, clean finished 
surfaces as recommended by metal panel manufacturer. Maintain in a clean condition 
during construction. 

1. Replace metal panels that have been damaged or have deteriorated beyond 
successful repair by finish touchup or similar minor repair procedures. 

D. Doors and Frames: Immediately after installation, sand rusted or damaged areas of 
prime coat until smooth and apply touchup of compatible air-drying primer. 

1. Immediately before final inspection, remove protective wrappings from doors and 
frames. 

E. Windows: Clean metal surfaces immediately after installing windows. Avoid damaging 
protective coatings and finishes. Remove excess sealants, glazing materials, dirt, and 
other substances. Clean factory-glazed glass immediately after installing windows. 

END OF SECTION 133419 


