























Call before you dig.
811 or 1-800-242-1776

PENNSYLVANIA LAW REQUIRES

® @
Know what's helow.

3 WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND 10 WORKING
DAYSIN DESIGN STAGE - STOP CALL

WELL VEGETATED, GRASSY AREA

24" DIAMETER COMPOST
FILTER SOCK, 4' MIN.

- Heavy Dut !

0.7 STAPLES/SQ.YD. 1.2 STAPLES/SQ.YD. .75 STAPLES/SQR.YD. Multi-Filament Mult-Filament OVERLAP ON UF’SLOF’E\

4:1 SLOPES 3. SLOPES 2.1 SLOPES Material Type 3 mil HDPE 5 mil HDPE 5 mil HDPE Pol)("r\)nr:;g;ene Polypropylene SIDE OF F”_TER R|NG

X X X—%—X X

2"x2"x36" WOODEN
STAKES SPACED 5' O.C.

Table 41 Compost Sock Fabric Specifications

Characteristics ble
+ 12" 12" 12" 12"
z\l Sock Di ters 12" 18" 18" 18" 18"
m _+_ i 18" 24" 24" 24" 24"

X < X 32" 32" 32" 32"
_ ! Mesh Opening 3/8" 3/8" 3/8" 3/8" 1/8" &
N __X N\ X X X X Tensile Strength - 26 psi 26 psi 44 psi 202 psi

| " | | X__ Ultra.v.iolet [ 3
5 I'-6 5 Ori;ﬁ’z'g‘t{:ﬁ oth | 23%at 1000 hrs. | 23% at 1000 hrs. . 100% at 1000 hrs. | 100% at 1000 hrs. CLAMPS
[ [ (ASTM G-155)
_—— 3' Minimum . ‘
INLET GRATE SANDBAG, FILTER LOG, ——X X __X X X T_l:’r’]l;t:‘:l?tzl 6 months 9 months 6 months 1 year 2 years L ‘ HEAVY DUTY LIFTING STRAPS
A\

COMPOST SOCK, OR Two-Ply Systems
FILTER TUBE x x YT i (RECOMMENDED)

Continuously wound

X Material Photo-degradable | Photo-degradable Bio-degrada Photo-degradable | Photo-degradable
DISCHARGE HOSE

| |

3 N PUMP

: i INTAKE HOSE
| |

FILTER BAG

1 IN. REBAR FOR
BAG REMOVAL FROM

/_EXPAN5|ON RESTRAH\IT Inner Containment Netting

Fusion-welded junctures

INLET 4 IN. NYLON ROPE) NOTES: 3" x 314" Max. aperture size Pl AN
‘ xé INX 2N X 3/4 N THE BLANKET SHALL BE STAPLED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS. outer Fitration Meah I:vihmpuiyrlzzpyv'va:bh) 24" DIAMETER COMPOST FILTER SOCK
o — o7 \EROSION CONTROL BLANKET STAPLE PATTERN e E— Ly 2'x2"436" WOODEN STAKES SPACED 5' O.C. Do RaE nosE
|N5TALLAT|ON DETA”_ @ NOT TO SCALE Table 4.2 Compost Standards PUMP

FILTER BAG

Organic Portion Fibrous and Elongated
pH 5.5% - 8.5%
Moisture Content 30% -60%

Particle Size 3% - 50% pass through 3/8" sieve WELL VEGETATED, GRASSY AREA Z -
Soluble Salt Concentration 50 dS/m (mmhos/cm) Maximum ): _‘ o 0 %
BLANKET EDGES INSTALL BEGINNING OF ROLL IN T INTAKE HOSE g o €
STAPLED AND 6 IN. x 6 IN. ANCHOR TRENCH, = EOgs
OVERLAPPED STAPLE, BACKFILL AND @ W ooy §
(4 IN. MIN. COMPACT SOIL COMPOST FILTER SOCK 2 IN. x 2 IN. WOODEN STAKES SECTION I 5B ¢
ISOMETRIC VIEW el PLACED 10 FT ON CENTER T t58
] BLOWN/PLACED NOTES: « ToR
A -HH]]]]]]H]]]]],' EXTEND STARTING AT TOP OF FILTER MEDIA RS
- === SLOPE, ROLL BLANKETS IN Ng S
MIN. BERM OVER DIRECHON OF WATER FLOW ‘\ UNDISTURBED AREA LOW VOLUME FILTER BAGS SHALL BE MADE FROM NON-WOVEN GEOTEXTILE MATERIAL SEWN WITH 2 EB
| ax CURB IF HIGH STRENGTH, DOUBLE STITCHED "J' TYPE SEAMS. THEY SHALL BE CAPABLE OF TRAPPING z 28>
op oF  curs 21 A RUNOFF 15 DISTURBED AREA K PARTICLES LARGER THAN 150 MICRONS. HIGH VOLUME FILTER BAGS SHALL BE MADE FROM ( /) o bwj
e —rr BYPASSING S WOVEN GEOTEXTILES THAT MEET THE FOLLOWING STANDARDS: - E53
B b i S INLET ON =2 2
LANDWARD — = N omo
NLET, BERM SIDE Ry 7= —’— PROPERTY TEST METHOD  [MINIMUM STANDARD 9 fg‘ i §
SECTION AVG. WIDE WIDTH ASTM D-4884 60 LB/IN Rk
B STRENGTH : o EQS
SECTION VIEW PLAN VIEW UL UDING. PPLICATION OF GRAB _TENSILE ASTM D-4632 205 LB [—L] L _] U gEL
S cphe— LIME, FERTILIZER AND PUNCTURE ASTM D-4833 110 LB > % =
| —— SEED) PRIOR TO BLANKET MULLEN BURST ASTM D-3786 350 PS § s "EZ
NOTED: INSTALLATION UV_RESISTANCE ASTM D-4355 70% < 9
MAXIMUM DRAINAGE AREA = I/2 ACRE. AOS % RETAINED ASTM D-475I 80 SIEVE o =
[sp]
INLET PROTECTION SHALL NOT BE REQUIRED FOR INLET TRIBUTARY TO SEDIMENT BASIN OR TRAP. EXISTING A SUITABLE MEANS OF ACCESSING THE BAG WITH MACHINERY REQUIRED FOR DISPOSAL
BERMS SHALL BE REQUIRED FOR ALL INSTALLATIONS. CONTOURS PURPOSES SHALL BE PROVIDED. FILTER BAGS SHALL BE REPLACED WHEN THEY BECOME 1/2
gilie= FULL OF SEDIMENT. SPARE BAGS SHALL BE KEPT AVAILABLE FOR REPLACEMENT OF THOSE
- Ty B AL SRR P A AL UGS ST RO
MAINTAINED UNTIL ROADWAY SURFACE RECEIVES FINAL COAT. THE BLAHK_I;Z_TJ OVERLAP BLANKET ENDS 6 N REFER TO MANUE. i REMOVAL UNLESS BAGS COME WITH LIFTING STRAPS ALREADY ATTACHED. y
AT A MINIMUM, THE FABRIC SHALL HAVE A MINIMUM GRAB TENSILE STRENGTH OF 120 LBS, A MINIMUM SHOULD NOT BE MIN. WITH THE UPSLOPE RECOMMENDED STAPLING COMPOS UNDISTURBED AREA 2 IN. x 2 IN. WOODEN BAGS SHALL BE LOCATED IN WELL-VEGETATED (GRASSY) AREA, AND DISCHARGE ONTO STABLE
BURST STRENGTH OF 200 PSI, AND A MINIMUM TRAPEZOIDAL TEAR STRENGTH OF 50 LBS. FILTER BAGS STRETCHED; IT BLANKED OVERLYING THE PATTERN FOR STEEPNESS FILTER SOCK STAKES PLACED 10 FT ON EROSION RESISTANT AREAS. WHERE THIS IS NOT( p055|5|_)E/ A GEOTEXTILE UNDERLAYMENT AND w O -
SHALL BE CAPABLE OF TRAPPING ALL PARTICLES NOT PASSING A NO. 40 SIEVE. MUST MAINTAIN DOWNSLOPE BLANKET (SHINGLE AND LENGTH OF SLOPE BEING PLAN VIEW CENTER FLOW PATH SHALL BE PROVIDED. BAGS MAY BE PLACED ON FILTER STONE TO INCREASE O
GOOD SOIL CONTACT  STYLE). STAPLE SECURELY. BLANKETED DISCHARGE CAPACITY. BAGS SHALL NOT BE PLACED ON SLOPES GREATER THAN 5%. FOR SLOPES = Or =
INLET FILTER BAGS SHALL BE INSPECTED ON A WEEKLY BASIS AND AFTER EACH RUNOFF EVENT. BAGS NOTES: NOTES: EXCEEDING 5%, CLEAN ROCK OR OTHER NON-ERODIBLE AND NON-POLLUTING MATERIAL MAY BE n- - zZ
SHALL BE EMPTIED AND RINSED OR REPLACED WHEN HALF FULL OR WHEN FLOW CAPACITY HAS BEEN PLACED UNDER THE BAG TO REDUCE SLOPE STEEPNESS. = I n <>(
REDUCED SO AS TO CAUSE FLOODING OR BYPASSING OF THE INLET. DAMAGED OR CLOGGED BAGS SHALL SEED AND SOIL AMENDMENTS SHALL BE APPLIED ACCORDING TO THE RATES IN THE PLAN SOCK FABRIC SHALL MEET STANDARDS OF TABLE 4.1 OF THE PA DEP EROSION CONTROL MANUAL. 5§S 02 2
BE REPLACED. A SUPPLY SHALL BE MAINTAINED ON SITE FOR REPLACEMENT OF BAGS. ALL NEEDED DRANINGS PRIOR TO INSTALLING. THE BLANKET COMPOST SHALL MEET THE STANDARDS OF TABLE 4.2 OF THE PA DEP EROSION CONTROL MANUAL. COMPOST FILTER SOCK SHALL BE INSTALLED BELOW BAGS. nl|Eg o >
REPAIRS SHALL BE INITIATED IMMEDIATELY AFTER THE INSPECTION. DISPOSE OF ACCUMULATED SEDIMENT '
AS WELL AS ALL USED BAGS ACCORDING TO THE PLAN NOTES. NCH NCH N SIM HION COMPOST FILTER SOCK SHALL BE PLACED AT EXISTING LEVEL GRADE. BOTH ENDS OF THE THE PUMP DISCHARGE HOSE SHALL BE INSERTED INTO THE BAGS IN THE MANNER SPECIFIED BY =S » 2
PROVIDE ANCHOR TRENCH AT TOE OF SLOPE IN SIMILAR FASHION AS AT TOP OF SLOPE. BARRIER SHALL BE EXTENDED AT LEAST 8 FEET UP SLOPE AT 45 DEGREES TO THE MAIN BARRIER — o T O &
DO NOT USE ON MAJOR PAVED ROADWAYS WHERE PONDING MAY CAUSE TRAFFIC HAZARDS ALIGNMENT. MAXIMUM SLOPE LENGTH ABOVE ANY BARRIER SHALL NOT EXCEED THAT SPECIFIED THE MANUPACTURER AND SECURELY CLAMPED. A PIECE OF PVC PIPE IS RECOMMENDED FOR L] x O o
' SLOPE SURFACE SHALL BE FREE OF ROCKS, CLODS, STICKS, AND GRASS. FOR THE SIZE OF THE SOCK AND THE SLOPE OF ITS TRIBUTART AREA. THIS PURPOSE. Hlo®® O -
STANDARD CONSTRUCTION DETAIL #4-15 BLANKET SHALL HAVE GOOD CONTINUOUS CONTACT WITH UNDERLYING SOIL THROUGHOUT TRAFFIC SHALL NOT BE PERMITTED TO CROSS COMPOST FILTER SOCKS. THE PUMPING RATE SHALL BE NO GREATER THAN 750 GPM OR 1/2 THE MAXIMUM SPECIFIED BY Wwliz0 =o &t
CONTACT T oI, DO NoT Sracaeh BLankey (E OR STAPLE TO MAINTAIN DIRECT ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT REACHES 1/2 THE ABOVE GROUND HEIGHT THE MANDPACTURER, WHICHEVER 1S LESS. PUMP INTAKES SHALL BE FLOATING AND SCREENED. Qlo - L & 03
CONTACT WITH SOIL. DO NOT STRETCH BLANKET.
FILTER BAG INLET PROTECTION - TYPE C INLET OF THE BARRIER AND DISPOSED IN THE MANNER DESCRIBED ELSEWHERE IN THE PLAN. FILTER BAGS SHALL BE INSPECTED DAILY. IF ANY PROBLEM IS DETECTED, PUMPING SHALL | x Pl
O THE BLANKET SHALL BE STAPLED IN ACCORDANCE WITH THE MANUFACTURER'S CEASE IMMEDIATELY AND NOT RESUME UNTIL THE PROBLEM IS CORRECTED. ol@Q W wEEs
C-703 NOT TO SCALE RECOMMENDATIONS COMPOST FILTER SOCKS SHALL BE INSPECTED WEEKLY AND AFTER EACH RUNOFF EVENT. DAMAGED L] _JZouw
. SOCKS SHALL BE REPAIRED ACCORDING TO MANUFACTURER'S SPECIFICATIONS OR REPLACED WITHIN 1’4 STl 2 =z
BLANKETED AREAS SHALL BE INSPECTED WEEKLY AND AFTER EACH RUNOFF EVENT UNTIL 24 HOURS OF INSPECTION. ol oA Q33
PERENNIAL VEGETATION 1S ESTABLISHED TO A MINIMUM UNIFORM 70% COVERAGE THROUGHOUT BIODEGRADABLE COMPOST FILTER SOCKS SHALL BE REPLACED AFTER 6 MONTHS: o2 \ABACT PUMPED WATER FILTER BAG Z|“FErQoz:s
THE BLANKETED AREA. DAMAGED OR DISPLACED BLANKETS SHALL BE RESTORED OR PHOTODEGRADABLE SOCKS AFTER | YEAR. POLYPROPYLENE SOCKS SHALL BE REPLACED C-703 NOT TO SCALE Olwn L = x2S
REPLACED WITHIN 4 CALENDAR DAYS. ACCORDING TO MANUFACTURER'S RECOMMENDATIONS. Ol 5 - = LiSa
UPON STABILIZATION OF THE AREA TRIBUTARY TO THE SOCK, STAKES SHALL BE REMOVED. THE L O - =aZ
STANDARD CONSTRUCTION DETAIL #Il-1 SOCK MAY BE LEFT IN PLACE AND VEGETATED OR REMOVED. IN THE LATTER CASE, THE MESH % = 5 O 2 ©Z
MAXIMUM DEPTH OF SHALL BE CUT OPEN AND THE MULCH SPREAD AS A SOIL SUPPLEMENT. 3 =
— o
CONCRETE NASHOUT (06 \EROSION CONTROL BLANKET INSTALLATION T BERM (6 N MIN.)* nlcon a8 °
z — 7 100" MIN. ' ' @]
g 2l 360 II/\JOODEN STAKES FILTER RING HEIGHT C-703 NOT TO SCALE STAN DARD CONSTRUCTION DETAI L- 114_" ‘ / ' EXISTING ROADWAT o = Z m 5 %
SPACED 5' O.C. y <
! 24" DIAMETER COMPOST X|o
FILTER SOCK o4 YCOMPOST FILTER S0CK wl & |.|QJ E E 8‘
f _ i
‘ L \ 2"x2"x36" WOODEN STAKES c-703 NOT TO SCALE \ GEOTEXTILE/ | \%EARTH FILL 0 Y Qu ;
= Z = SPACED 5' O.C. EXISTING MIN 8" AASHTO # PIPE_AND I T
& Z Y ) GROUND GEOTEXTILE AS < 2 z
, - ; PROFEILE NECESSARY
f IMPERVIOUS MEMBRANE J_ 0% | §T‘LTE§A§5§R corrosT OF | (D < w
(PLASTIC POLY SHEETING, T .7 m 3 , o
6 MIL THICKNESS MIN.) | i 50' MIN. 50° MIN.
SECTION : I MIN. 8" MIN. 4" ROLLED
= Z AASHTO #I AND COMPACTED
°F “ ” " 6 N CONPOST LATER AGGREGATE PENNDOT 2RC
DIRECT CONCRETE WASHOUT THT FIRMLY ANCHORED AGGREGATE OVER | | RELEASES:
WATER INTO FILTER RING 4" AASHTO #1 HoZ » :
1 MIN AGGREGATE =r % No.| DATE |DESCRIPTION
a)
I|_ OPTIONAL & IN. SUMP f J— <O( 1 [01/09/26 | SCHEMATIC PRICING
2"x2"x36" WOODEN ,/—-—" - o 2 |04/29/26 | NPDES SUBMISSION
STAKES SPACED 5' O.C. L e —— 85 V)
2"x2"x36" WOODEN — T Z 3 |05/14/26 | DD PRICING
24" DIAMETER COMPOST STAKES SPACED 5' O.C. R-3 ROCK AASHTO NO. 57 ‘ / b
FILTER SOCK, 4' MIN. 6 IN. MIN T 3
OVERLAP ON UPSLOPE 24" DIAMETER COMPOST / MOUNTABL/E/ _Z
SIDE OF FILTER RING FILTER SOCK, 4' MIN. OUTLET CROSS-SECTION ORANGE CONSTRUCTION BERM (& IN. MIN/)* S
OVERLAP ON UPSLOPE SIDE FENCE (IF NOT IN CUT/FILL) AS NEEDED I
OF FILTER RING S TRAN BALES PLAN VIEW
. NOOD OR FILTER FABRIC‘\ PLAN VIEWN
G POSTS TFT, * MOUNTABLE BERM USED TO PROVIDE PROPER COVER FOR PIPE AND/OR WHEN
o - ACCESS SLOPES TOWARD ROAD
NOTES:
| MIN
| REMOVE TOPSOIL PRIOR TO INSTALLATION OF ROCK CONSTRUCTION ENTRANCE.
EXTEND ROCK OVER FULL WIDTH OF ENTRANCE.
AN RUNOFF SHALL BE DIVERTED FROM ROADWAY TO A SUITABLE SEDIMENT
REMOVAL BMP PRIOR TO ENTERING ROCK CONSTRUCTION ENTRANCE.
HEIGHT OF ROCK MOUNTABLE BERM SHALL BE INSTALLED WHEREVER OPTIONAL CULVERT PIPE IS
e 3 FT. MIN.—» AASHTO No. 57 USED AND PROPER PIPE COVER AS SPECIFIED BY MANUFACTURER IS NOT
OF STRAN BALES OR OTHERWISE PROVIDED. PIPE SHALL BE SIZED APPROPRIATELY FOR SIZE OF
SLO AC MAINTENANCE: ROCK CONSTRUCTION ENTRANCE THICKNESS SHALL BE
NOTES: NOTE: UP- CONSTANTLY MAINTAINED TO THE SPECIFIED DIMENSIONS BY ADDING ROCK. A
. STOCKPILE SHALL BE MAINTAINED ON SITE FOR THIS PURPOSE. ALL SEDIMENT
. INSTALL ON FLAT GRADE FOR OPTIMUM PERFORMANCE. TOPSOIL REQUIRED FOR THE ESTABLISHMENT OF VEGETATION SHALL BE NOTES: DEPOSITED ON PAVED ROADWATS SHALL BE RENMOVED AND RETURNED TO THE
! i STOCKPILED AT THE LOCATION(S) SHOWN ON THE PLAN IN THE AMOUNT A ROCK FILTER OUTLET SHALL BE INSTALLED WHERE FAILURE OF A COMPOST FILTER ucTl ITE | IATELY. | | U |
2 T R AL P D NI POUBLE 28 et NECESSARY TO COMPLETE THE FINISH GRADING OF ALL EXPOSED AREAS SOCK BARRIER HAS OCCURRED DUE TO CONCENTRATED FLOW. ANCHORED COMPOST BEING DEPOSITED ON ROADWAY, EXTEND LENGTH OF ROCK CONSTRUCTION
BE PROTECTED IN THE MANNER SHOWN ON THE PLAN DRAWINGS. .
3. A SUITABLE IMPERVIOUS MEMBRANE SHALL BE PLACED AT THE STOCKPILE HEIGHTS SHALL NOT EXCEED 35 FEET. STOCKPILE SLOPES SEDIMENT SHALL BE REMOVED WHEN ACCUMULATIONS REACH I/3 THE HEIGHT OF THE ROADWAY DITCHES, SEWERS, CULVERTS, OR OTHER DRAINAGE COURSES IS NOT Q Q
LOCATION OF THE WASHOUT PRIOR TO INSTALLING THE SOCKS. O Ay G SEDIME! ACCEPTABLE sl o] 3 ”
: ) ) . ] Y =] ==
al® o> - L an}
ol vl 1 ] ()]
=J0
COMPOST FILTER S0CK TEMPORARY TOPSOIL ALTERNATIVE ABACT " ERN B )
< 4 04 = o
os \WASHOUT INSTALLATION 05 \STOCKPILE INSTALLATION 03 Y\ABACT ROCK FILTER OUTLET m ROCK CONSTRUCTION ENTRANCE o Je o J& s

C-703 ] 312500-001-002 SCALE: 1/4"=1'-0" C-703 ] 312500-002-00I SCALE: 1/4"='-0" Cc-703 NOT TO SCALE Cc-703 NOT TO SCALE DRAWING NO.
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