






 BERKS COUNTY INTERMEDIATE UNIT - (BCIU MAIN OFFICE)

(SECTION 305) USE GROUP CLASSIFICATION
(SECTION 602) TYPE OF CONSTRUCTION

SPRINKLERED
TOTAL BUILDING AREA

INTERNATIONAL BUILDING CODE (2018)

E
III-B
NO
98,466  SF

TOTAL BUILDING AREA CALCULATION

BASEMENT
FIRST FLOOR

SECOND FLOOR
THIRD FLOOR

TOTAL

3,707 SF
43,703 SF
40,456 SF
10,599 SF

98,466 SF

INTERNATIONAL BUILDING CODE (EXCEPT CHAPTER 1 & 11)
INTERNATIONAL BUILDING CODE - CHAPTER 11

INTERNATIONAL FIRE CODE
INTERNATIONAL MECHANICAL CODE

INTERNATIONAL PLUMBING CODE
INTERNATIONAL ENERGY CONSERVATION CODE

ICC ELECTRICAL CODE
ICC ANSI A117.1

LOCAL CODE AMENDMENTS

APPLICABLE CODES AS OF DATE OF DESIGN CONTRACT
CODE DATE

2018
2021
2018
2018
2018
2018
2018
2017

NONE

SECTION 703.7 - MARKING AND IDENTIFICATION
FIRE WALLS, FIRE BARRIERS, FIRE PARTITIONS, SMOKE BARRIERS AND SMOKE
PARTITIONS OR ANOTHER WALL REQUIRED TO HAVE PROTECTED OPENINGS OR
PENETRATIONS SHALL BE EFFECTIVELY AND PERMANENTLY IDENTIFIED WITH SIGNS OR
STENCILING. SUCH IDENTIFICATION SHALL:

1. BE LOCATED IN ACCESSIBLE CONCEALED FLOOR, FLOOR-CEILING OR 
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CLASSROOM
127

974 SF
CODE OCC.
DESIGN OCC.

49
--

CLASSROOM
125

976 SF
CODE OCC.
DESIGN OCC.

49
--

CLASSROOM
123

735 SF
CODE OCC.
DESIGN OCC.

37
--

CLASSROOM
126

1,128 SF
CODE OCC.
DESIGN OCC.

57
49

CLASSROOM
124

1,049 SF
CODE OCC.
DESIGN OCC.

53
49

CLASSROOM
122

940 SF
CODE OCC.
DESIGN OCC.

47
--

MECHANICAL
136

792 SF
CODE OCC.
DESIGN OCC.

3
--

CLASSROOM
120

1,023 SF
CODE OCC.
DESIGN OCC.

52
49

158
180

53

47

57

46

37

49

49

52
360
360

123
360

MEETING ROOM
111

2,014 SF
CODE OCC.
DESIGN OCC.

21
--

MEETING ROOM
115

598 SF
CODE OCC.
DESIGN OCC.

6
--

MEETING ROOM
114

487 SF
CODE OCC.
DESIGN OCC.

5
--

THERAPY SUITE
132

3,028 SF
CODE OCC.
DESIGN OCC.

21
--

SEMINAR
133

761 SF
CODE OCC.

DESIGN OCC.
6
--

FIRST FLOOR CODE PLAN
SCALE: 1" = 20'-0"

THERAPY SUITE
110

1,658 SF
CODE OCC.
DESIGN OCC.

12
--

MEETING ROOM
113

1,937 SF
CODE OCC.
DESIGN OCC.

20
--

116
180

20
180

80

34
180

91
180

42
180

57

HEAD START SUITE
141

1,970 SF
CODE OCC.

DESIGN OCC.
14
--

ECSS
137

932 SF
CODE OCC.

DESIGN OCC.
7
--

KITCHEN
116

1,094 SF
CODE OCC.
DESIGN OCC.

6
--67 11

10

42

P&D STORAGE
131

448 SF
CODE OCC.

DESIGN OCC.
2
--

2

7

7
180

CLASSROOM
135

1,836 SF
CODE OCC.
DESIGN OCC.

13
--

WAREHOUSE AREA
134

3,237 SF
CODE OCC.
DESIGN OCC.

22
--

101

333

102

6

6

6

CAFETERIA
117

1,019 SF
CODE OCC.
DESIGN OCC.

68
--

34

34

14

11
10

1311

11

3

CLASSROOM
121

906 SF
CODE OCC.
DESIGN OCC.

46
--

15

1

2

33
180

--
180

--
180

--
180

6
360

6
180

BASEMENT 
-

3,713 SF
CODE OCC.
DESIGN OCC.

12
--

FE

FE

BASEMENT CODE PLAN
SCALE: 1" = 20'-0"

PAL CLASSROOM
316

915 SF
CODE OCC.
DESIGN OCC.

45
--

PAL OPEN SPACE
312

1,424 SF
CODE OCC.
DESIGN OCC.

29
--

ECSS SUITE
320

3,376 SF
CODE OCC.
DESIGN OCC.

22
--

PAL HOME LAB
312

633 SF
CODE OCC.
DESIGN OCC.

13
--

PAL WORKROOM
315

263 SF
CODE OCC.
DESIGN OCC.

6
--

LOCKERS
315

155 SF
CODE OCC.
DESIGN OCC.

4
--

60

59

THIRD FLOOR CODE PLAN
SCALE: 1" = 20'-0"

ALIGN

ALIGN

ALIGN
ALIGN

ALIGN

ALIGN

A-A1
5

H.R. SUITE
231

4,300 SF
CODE OCC.
DESIGN OCC.

43
--

P.L. SUITE
232

3,019 SF
CODE OCC.

DESIGN OCC.
31
--

OFFICE SUITE
233

958 SF
CODE OCC.

DESIGN OCC.
10
--

ECSS SUITE
240

8,468 SF
CODE OCC.

DESIGN OCC.
57
--

I.T. SUITE
234

3,681 SF
CODE OCC.

DESIGN OCC.
25
--

EXEC. SUITE
215

2,984 SF
CODE OCC.
DESIGN OCC.

20
--

OPERATIONS SUITE
210

2,471 SF
CODE OCC.
DESIGN OCC.

17
--

B.S. SUITE
220

4,376 SF
CODE OCC.
DESIGN OCC.

30
--

P.D. SUITE
220

2,601 SF
CODE OCC.
DESIGN OCC.

30
--

60
20

80

25
17

42

57

THERAPY SUITE
132

3,028 SF
CODE OCC.
DESIGN OCC.

21
--

42

42

59

60

SECOND FLOOR CODE PLAN
SCALE: 1" = 20'-0"
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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127A

127

E

123

124

125

126B

126A

120

120C

120A

122

ELECTRICAL

BOARD ROOM

MACH. RM.
STAIR

STAIR

TRAINING LAB 

TRAINING LAB 

TRAINING LAB 

MEETING ROOM

MEETING ROOM

CORRIDOR

FOOD PREP.

DATA

ETS WKRM

120B
PASSAGE

G

127B

D
121

ELEVATOR

MECHANICAL CORRIDOR

PRESENTATION LAB

VESTIBULE
107

UNIT B

UNIT A

UNIT C

UNIT A
9E

8A

9E

9E

8A

8A

8A

9E

10A

9E

10A

9E

12A22
8A

9E

9E
8A

8A

8A

11A

9E

9E9E

8A

8A

8A

8A

8A 8A

8B

8A

10G

9E

9E
9E

9E

9E

9E

9E

9E

9E

9E

9E

9E

8C

9A

9A
9H

9H
9B

9D 11B

9A
9H
9D

9A
9H
9D

9A
9H
9D

9A
9H
9D

9A
9H
9D

9A
9H
9D

12C
9S

12C
9S

12C
9S

12C

8E

12C

12C 12C 12C

11B

9S

9A
9H
9B

9E

9A
9H
9D

9A
9H
9D

11B

9S

9T

10B

9M

9M

9R

9R

9E

8E

9M

9M
9M

9M

9M

9X

9N

9R

9E

9F

12C

9R

9E

9E

3A

9M

9M

8G
9AA

5B

E
STAIR

001
BASEMENT

003
CORRIDOR

002
BASEMENT

RAMP

8B

8B

GENERAL DEMOLITION NOTES:

A) DEMOLITION NOTED IS PROVIDED TO FURNISH AN UNDERSTANDING OF THE
SCOPE OF DEMOLITION REQUIRED AND MAY NOT NECESSARILY BE ALL
INCLUSIVE OF ALL DEMOLITION REQUIRED FOR THE INCORPORATION OF NEW
WORK.  ALL DEMOLITION WORK  REQUIRED TO ACCOMMODATE NEW
CONSTRUCTION SHALL BE INCLUDED AS PART OF THE CONTRACT. CONTRACTOR
SHALL REVIEW ALL CONSTRUCTION DOCUMENTS TO UNDERSTAND THE SCOPE
OF DEMOLITION REQUIRED FOR NEW WORK. ALL DEMOLITION SHALL BE
COORDINATED WITH THE OTHER CONSTRUCTION DOCUMENTS. REFER TO MEP
DRAWINGS FOR ADDITIONAL MEP DEMOLITION REQUIREMENTS.

B) ALL REMAINING SURFACES TO BE EXPOSED AFTER DEMOLITION SHALL BE
PATCHED, REPAIRED AND REFINISHED TO MATCH EXISTING ADJACENT FINISH
CONDITIONS.  ALL REMAINING SURFACES TO BE CONCEALED BY NEW WORK
SHALL BE PREPARED AS REQUIRED FOR THE NEW WORK. REFER TO
SPECIFICATIONS AND PRODUCT REQUIREMENTS FOR SPECIFIC CUTTING AND
PATCHING METHODS REQUIRED FOR DEMOLITION WORK.

C) WHERE EQUIPMENT OR SYSTEMS ARE INDICATED FOR DEMOLITION, ALL
PARTS AND ASSEMBLIES OF THE EQUIPMENT OR SYSTEMS SHALL BE REMOVED
INCLUDING BLOCKING, SUPPORTS, HANGERS, ETC.  REFER TO MEP DRAWINGS
FOR ADDITIONAL INFORMATION FOR MEP DEMOLITION.

D) CONTRACTORS SHALL REVIEW ALL EXISTING CONDITIONS TO UNDERSTAND
THE SCOPE OF THE WORK PRIOR TO SUBMITTING BIDS.

E) ALL DEMOLITION SHALL BE COORDINATED WITH PROJECT PHASING SCHEDULE
AND THE PROGRESS OF THE WORK TO ENSURE ALL EXISTING SYSTEMS REMAIN
OPERABLE DURING WORK.

F) IN ALL AREAS WHERE NEW FLOORING IS INDICATED, EXISTING FLOORING
SHALL BE REMOVED AND CEMENTITIOUS LEVER INSTALLED PRIOR TO NEW
FLOORING INSTALLATION UNLESS SPECIFICALLY NOTED OTHERWISE.

G) ALL DEMOLITION NOTED BY BCIU SHALL BE REMOVED BY BCIU AND GC
PATCHED AS NEEDED.

** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **
** ALL DEMOLITION INDICATED ON THIS SHEET SHALL BE PERFORMED

DEMOLITION NOTES:
** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **

** ALL DEMOLITION INDICATED ON THIS SHEET SHALL
BE PERFORMED BY THE G.C. UNLESS OTHERWISE NOTED **

8A REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE.

5B

BY THE G.C. UNLESS OTHERWISE NOTED **

8B EXISTING DOOR(S) AND FRAME TO REMAIN. REMOVE EXISTING HARDWARE.

9A REMOVE EXISTING CEILING SYSTEM AND ALL ASSOCIATED COMPONENTS, STRUCTURE AND SUPPORTS.

3A

9E REMOVE EXISTING WALL CONSTRUCTION AS INDICATED AND AS REQUIRED FOR NEW CONSTRUCTION.

9D REMOVE EXISTING CARPET FLOORING.

9B

9C

REMOVE EXISTING VCT FLOORING.

REMOVE EXISTING CONCRETE SLAB AS INDICATED BY SHADED AREA AND AS REQUIRED FOR NEW CONSTRUCTION.

10A

10B

REMOVE EXISTING OPERABLE PARTITION AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING TACKBOARD / MARKERBOARD / CHALKBOARD AND ALL ASSOCIATED COMPONENTS.

REMOVE CERAMIC TILE FLOORING.

REMOVE EXISTING RUBBER BASE.

REMOVE EXISTING CERAMIC WALL TILE AND BACKER BOARD TO STUDS.

REMOVE EXISTING QUARRY FLOOR TILE.

REMOVE EXISTING WINDOW(S) AND FRAME(S).

REMOVE EXISTING RAILING AND PATCH CONCRETE.

REMOVE EXISTING GYPSUM BOARD SOFFIT AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CERAMIC TILE BASE.

8C

9F

9G

9H

9J

9K

12A REMOVE EXISTING CASEWORK, COUNTERTOP, BACKSPLASH, SHELVING AND BLOCKING.

12C

12D

REMOVE EXISTING HORIZONTAL LOUVER BLINDS, ROLLER SHADES AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING ENTRANCE MAT, FRAME AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CHAIR RAIL.

REMOVE EXISTING WOOD WINDOW SILL/TRIM.

REMOVE EXISTING WALK-IN COOLER.10D

8D REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE. PROTECT AND REINSTALL IN NEW WALL.

REMOVE EXISTING QUARY TILE BASE.9L

8E REMOVE EXISTING SPANDREL GLASS PANEL.

10C REMOVE EXISTING KITCHEN EQUIPMENT.

9R

9S

22

23 H.C. DEMO. (RREFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

26 E.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

P.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

REMOVE EXISTING FIRE EXTINGUISHER CABINET.

REMOVE EXISTING CHAIR LIFT.

REMOVE EXISTING SOUND PANELS.

REMOVE EXISTING MIRROR.

REMOVE EXISTING COAT HOOKS.

REMOVE EXISTING LOCKERS.

REMOVE EXISTING SHOWER CURTAIN ROD.

11B

11A

9T

9U

9V

9W

9X

9Y

REMOVE EXISTING CORNER GUARDS.9M

REMOVE EXISTING GYPSUM WALL BOARD DOWN TO THE STUDS.9N

REMOVE EXISTING WOOD TRIM.

8F REMOVE EXISTING WINDOW(S),  AND FRAME(S). PROTECT AND REINSTALL IN NEW WALL.

REMOVE AND PROTECT AED.11C

REMOVE EXISTING TOILET PARTITIONS.9P

REMOVE EXISTING TOILET ACCESSORIES.9Q

REMOVE EXISTING CERAMIC TILE AND MORTAR. ASSUME +/-1" TOTAL DEPTH FOR BIDDING PURPOSE. ADD UP TP 1"
AVERAGE HYDO CEMENT UNDERLAYMENT W/ AGGREGATE LEVELER.9Z

8G REMOVE EXISTING CARD READER. PATCH WALL TO MATCH EXISTING. REMOVE EXISTING AWNING AND PATCH EFIS TO MATCH EXISTING.9AA

5A REMOVE EXISTING METAL RAILING.
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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SCALE: N.T.S.
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UNIT A FIRST FLOOR DEMO PLAN
SCALE: 1/8" = 1'-0"

UNIT A BASEMENT FLOOR DEMO PLAN
SCALE: 1/8" = 1'-0"



OFFICE

OFFICE

PAYROLL

BUSINESS OFFICE

AUDIT ROOM

PASSAGE

OFFICE

OFFICE

OFFICE

PASSAGE

OPERATIONS

STAIR

ELEV.

DATA 

OFFICE

OFFICE

LAB OFFICE

OFFICE

OFFICE

OFFICE

OFFICE

231B

231A 231D

231E

231F

231C

231G

231

231H

230

232D

232E

233A

230

232

E

D

233K

G

230A

233C

233B

233D

232B

232C

OFFICE

OFFICE OFFICE

OFFICE

STAIR

INNOVATION AND TECHNOLOGY
233

PD STORAGE
222

STORAGE
232A

SAFE. COORD.

HARDWARE

OFFICE
231J

UNIT B

UNIT A

UNIT C

UNIT A

9E

9E

9A

9E

9H

9A
9H

8D

9D

9H
9A

AS NEEDED
9D

9H
9D

AS NEEDED
9A

AS NEEDED

8A

8F

GENERAL DEMOLITION NOTES:

A) DEMOLITION NOTED IS PROVIDED TO FURNISH AN UNDERSTANDING OF THE
SCOPE OF DEMOLITION REQUIRED AND MAY NOT NECESSARILY BE ALL
INCLUSIVE OF ALL DEMOLITION REQUIRED FOR THE INCORPORATION OF NEW
WORK.  ALL DEMOLITION WORK  REQUIRED TO ACCOMMODATE NEW
CONSTRUCTION SHALL BE INCLUDED AS PART OF THE CONTRACT. CONTRACTOR
SHALL REVIEW ALL CONSTRUCTION DOCUMENTS TO UNDERSTAND THE SCOPE
OF DEMOLITION REQUIRED FOR NEW WORK. ALL DEMOLITION SHALL BE
COORDINATED WITH THE OTHER CONSTRUCTION DOCUMENTS. REFER TO MEP
DRAWINGS FOR ADDITIONAL MEP DEMOLITION REQUIREMENTS.

B) ALL REMAINING SURFACES TO BE EXPOSED AFTER DEMOLITION SHALL BE
PATCHED, REPAIRED AND REFINISHED TO MATCH EXISTING ADJACENT FINISH
CONDITIONS.  ALL REMAINING SURFACES TO BE CONCEALED BY NEW WORK
SHALL BE PREPARED AS REQUIRED FOR THE NEW WORK. REFER TO
SPECIFICATIONS AND PRODUCT REQUIREMENTS FOR SPECIFIC CUTTING AND
PATCHING METHODS REQUIRED FOR DEMOLITION WORK.

C) WHERE EQUIPMENT OR SYSTEMS ARE INDICATED FOR DEMOLITION, ALL
PARTS AND ASSEMBLIES OF THE EQUIPMENT OR SYSTEMS SHALL BE REMOVED
INCLUDING BLOCKING, SUPPORTS, HANGERS, ETC.  REFER TO MEP DRAWINGS
FOR ADDITIONAL INFORMATION FOR MEP DEMOLITION.

D) CONTRACTORS SHALL REVIEW ALL EXISTING CONDITIONS TO UNDERSTAND
THE SCOPE OF THE WORK PRIOR TO SUBMITTING BIDS.

E) ALL DEMOLITION SHALL BE COORDINATED WITH PROJECT PHASING SCHEDULE
AND THE PROGRESS OF THE WORK TO ENSURE ALL EXISTING SYSTEMS REMAIN
OPERABLE DURING WORK.

F) IN ALL AREAS WHERE NEW FLOORING IS INDICATED, EXISTING FLOORING
SHALL BE REMOVED AND CEMENTITIOUS LEVER INSTALLED PRIOR TO NEW
FLOORING INSTALLATION UNLESS SPECIFICALLY NOTED OTHERWISE.

G) ALL DEMOLITION NOTED BY BCIU SHALL BE REMOVED BY BCIU AND GC
PATCHED AS NEEDED.

** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **
** ALL DEMOLITION INDICATED ON THIS SHEET SHALL BE PERFORMED

DEMOLITION NOTES:
** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **

** ALL DEMOLITION INDICATED ON THIS SHEET SHALL
BE PERFORMED BY THE G.C. UNLESS OTHERWISE NOTED **

8A REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE.

5B

BY THE G.C. UNLESS OTHERWISE NOTED **

8B EXISTING DOOR(S) AND FRAME TO REMAIN. REMOVE EXISTING HARDWARE.

9A REMOVE EXISTING CEILING SYSTEM AND ALL ASSOCIATED COMPONENTS, STRUCTURE AND SUPPORTS.

3A

9E REMOVE EXISTING WALL CONSTRUCTION AS INDICATED AND AS REQUIRED FOR NEW CONSTRUCTION.

9D REMOVE EXISTING CARPET FLOORING.

9B

9C

REMOVE EXISTING VCT FLOORING.

REMOVE EXISTING CONCRETE SLAB AS INDICATED BY SHADED AREA AND AS REQUIRED FOR NEW CONSTRUCTION.

10A

10B

REMOVE EXISTING OPERABLE PARTITION AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING TACKBOARD / MARKERBOARD / CHALKBOARD AND ALL ASSOCIATED COMPONENTS.

REMOVE CERAMIC TILE FLOORING.

REMOVE EXISTING RUBBER BASE.

REMOVE EXISTING CERAMIC WALL TILE AND BACKER BOARD TO STUDS.

REMOVE EXISTING QUARRY FLOOR TILE.

REMOVE EXISTING WINDOW(S) AND FRAME(S).

REMOVE EXISTING RAILING AND PATCH CONCRETE.

REMOVE EXISTING GYPSUM BOARD SOFFIT AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CERAMIC TILE BASE.

8C

9F

9G

9H

9J

9K

12A REMOVE EXISTING CASEWORK, COUNTERTOP, BACKSPLASH, SHELVING AND BLOCKING.

12C

12D

REMOVE EXISTING HORIZONTAL LOUVER BLINDS, ROLLER SHADES AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING ENTRANCE MAT, FRAME AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CHAIR RAIL.

REMOVE EXISTING WOOD WINDOW SILL/TRIM.

REMOVE EXISTING WALK-IN COOLER.10D

8D REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE. PROTECT AND REINSTALL IN NEW WALL.

REMOVE EXISTING QUARY TILE BASE.9L

8E REMOVE EXISTING SPANDREL GLASS PANEL.

10C REMOVE EXISTING KITCHEN EQUIPMENT.

9R

9S

22

23 H.C. DEMO. (RREFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

26 E.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

P.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

REMOVE EXISTING FIRE EXTINGUISHER CABINET.

REMOVE EXISTING CHAIR LIFT.

REMOVE EXISTING SOUND PANELS.

REMOVE EXISTING MIRROR.

REMOVE EXISTING COAT HOOKS.

REMOVE EXISTING LOCKERS.

REMOVE EXISTING SHOWER CURTAIN ROD.

11B

11A

9T

9U

9V

9W

9X

9Y

REMOVE EXISTING CORNER GUARDS.9M

REMOVE EXISTING GYPSUM WALL BOARD DOWN TO THE STUDS.9N

REMOVE EXISTING WOOD TRIM.

8F REMOVE EXISTING WINDOW(S),  AND FRAME(S). PROTECT AND REINSTALL IN NEW WALL.

REMOVE AND PROTECT AED.11C

REMOVE EXISTING TOILET PARTITIONS.9P

REMOVE EXISTING TOILET ACCESSORIES.9Q

REMOVE EXISTING CERAMIC TILE AND MORTAR. ASSUME +/-1" TOTAL DEPTH FOR BIDDING PURPOSE. ADD UP TP 1"
AVERAGE HYDO CEMENT UNDERLAYMENT W/ AGGREGATE LEVELER.9Z

8G REMOVE EXISTING CARD READER. PATCH WALL TO MATCH EXISTING. REMOVE EXISTING AWNING AND PATCH EFIS TO MATCH EXISTING.9AA

5A REMOVE EXISTING METAL RAILING.
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by the CONTRACTOR at the SITE.
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300
PASSAGE

303
MEN

302
WOMEN

301
WELLNESS ROOM

G
ELEV.

D
STAIR

304A
JAN.

306A
DATA

EARLY CHILDHOOD AND SCHOOL SERVICES ITINERANTS

305
CONFERENCE

304

E
STAIR

304B
DATA

306
FILES304C

KITCHEN

307
CONFERENCE

UNIT B

UNIT A

UNIT C

UNIT A

8A

8A

9E

9E

9E

9E

10B

9A
9D
9H

9A
9D
9H

9A
9D
9H

9A
9H
9D

5B

9S
12C

9S
12C

9S
12C

9S
12C

9A
9D

AS NEEDED

AS NEEDED AS NEEDED

12C 12C

8C

9H

9M

9M

11C 10B

9M
9U

9R

9R
8A

11B

9Q
9Y

9Y

9J

AS NEEDED

GENERAL DEMOLITION NOTES:

A) DEMOLITION NOTED IS PROVIDED TO FURNISH AN UNDERSTANDING OF THE
SCOPE OF DEMOLITION REQUIRED AND MAY NOT NECESSARILY BE ALL
INCLUSIVE OF ALL DEMOLITION REQUIRED FOR THE INCORPORATION OF NEW
WORK.  ALL DEMOLITION WORK  REQUIRED TO ACCOMMODATE NEW
CONSTRUCTION SHALL BE INCLUDED AS PART OF THE CONTRACT. CONTRACTOR
SHALL REVIEW ALL CONSTRUCTION DOCUMENTS TO UNDERSTAND THE SCOPE
OF DEMOLITION REQUIRED FOR NEW WORK. ALL DEMOLITION SHALL BE
COORDINATED WITH THE OTHER CONSTRUCTION DOCUMENTS. REFER TO MEP
DRAWINGS FOR ADDITIONAL MEP DEMOLITION REQUIREMENTS.

B) ALL REMAINING SURFACES TO BE EXPOSED AFTER DEMOLITION SHALL BE
PATCHED, REPAIRED AND REFINISHED TO MATCH EXISTING ADJACENT FINISH
CONDITIONS.  ALL REMAINING SURFACES TO BE CONCEALED BY NEW WORK
SHALL BE PREPARED AS REQUIRED FOR THE NEW WORK. REFER TO
SPECIFICATIONS AND PRODUCT REQUIREMENTS FOR SPECIFIC CUTTING AND
PATCHING METHODS REQUIRED FOR DEMOLITION WORK.

C) WHERE EQUIPMENT OR SYSTEMS ARE INDICATED FOR DEMOLITION, ALL
PARTS AND ASSEMBLIES OF THE EQUIPMENT OR SYSTEMS SHALL BE REMOVED
INCLUDING BLOCKING, SUPPORTS, HANGERS, ETC.  REFER TO MEP DRAWINGS
FOR ADDITIONAL INFORMATION FOR MEP DEMOLITION.

D) CONTRACTORS SHALL REVIEW ALL EXISTING CONDITIONS TO UNDERSTAND
THE SCOPE OF THE WORK PRIOR TO SUBMITTING BIDS.

E) ALL DEMOLITION SHALL BE COORDINATED WITH PROJECT PHASING SCHEDULE
AND THE PROGRESS OF THE WORK TO ENSURE ALL EXISTING SYSTEMS REMAIN
OPERABLE DURING WORK.

F) IN ALL AREAS WHERE NEW FLOORING IS INDICATED, EXISTING FLOORING
SHALL BE REMOVED AND CEMENTITIOUS LEVER INSTALLED PRIOR TO NEW
FLOORING INSTALLATION UNLESS SPECIFICALLY NOTED OTHERWISE.

G) ALL DEMOLITION NOTED BY BCIU SHALL BE REMOVED BY BCIU AND GC
PATCHED AS NEEDED.

** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **
** ALL DEMOLITION INDICATED ON THIS SHEET SHALL BE PERFORMED

DEMOLITION NOTES:
** G.C. SHALL COORDINATE DEMOLITION WITH ALL CONTRACTORS **

** ALL DEMOLITION INDICATED ON THIS SHEET SHALL
BE PERFORMED BY THE G.C. UNLESS OTHERWISE NOTED **

8A REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE.

5B

BY THE G.C. UNLESS OTHERWISE NOTED **

8B EXISTING DOOR(S) AND FRAME TO REMAIN. REMOVE EXISTING HARDWARE.

9A REMOVE EXISTING CEILING SYSTEM AND ALL ASSOCIATED COMPONENTS, STRUCTURE AND SUPPORTS.

3A

9E REMOVE EXISTING WALL CONSTRUCTION AS INDICATED AND AS REQUIRED FOR NEW CONSTRUCTION.

9D REMOVE EXISTING CARPET FLOORING.

9B

9C

REMOVE EXISTING VCT FLOORING.

REMOVE EXISTING CONCRETE SLAB AS INDICATED BY SHADED AREA AND AS REQUIRED FOR NEW CONSTRUCTION.

10A

10B

REMOVE EXISTING OPERABLE PARTITION AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING TACKBOARD / MARKERBOARD / CHALKBOARD AND ALL ASSOCIATED COMPONENTS.

REMOVE CERAMIC TILE FLOORING.

REMOVE EXISTING RUBBER BASE.

REMOVE EXISTING CERAMIC WALL TILE AND BACKER BOARD TO STUDS.

REMOVE EXISTING QUARRY FLOOR TILE.

REMOVE EXISTING WINDOW(S) AND FRAME(S).

REMOVE EXISTING RAILING AND PATCH CONCRETE.

REMOVE EXISTING GYPSUM BOARD SOFFIT AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CERAMIC TILE BASE.

8C

9F

9G

9H

9J

9K

12A REMOVE EXISTING CASEWORK, COUNTERTOP, BACKSPLASH, SHELVING AND BLOCKING.

12C

12D

REMOVE EXISTING HORIZONTAL LOUVER BLINDS, ROLLER SHADES AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING ENTRANCE MAT, FRAME AND ALL ASSOCIATED COMPONENTS.

REMOVE EXISTING CHAIR RAIL.

REMOVE EXISTING WOOD WINDOW SILL/TRIM.

REMOVE EXISTING WALK-IN COOLER.10D

8D REMOVE EXISTING DOOR(S), FRAME(S) AND HARDWARE. PROTECT AND REINSTALL IN NEW WALL.

REMOVE EXISTING QUARY TILE BASE.9L

8E REMOVE EXISTING SPANDREL GLASS PANEL.

10C REMOVE EXISTING KITCHEN EQUIPMENT.

9R

9S

22

23 H.C. DEMO. (RREFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

26 E.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

P.C. DEMO. (REFER TO MEP DEMO. DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL INFO.)

REMOVE EXISTING FIRE EXTINGUISHER CABINET.

REMOVE EXISTING CHAIR LIFT.

REMOVE EXISTING SOUND PANELS.

REMOVE EXISTING MIRROR.

REMOVE EXISTING COAT HOOKS.

REMOVE EXISTING LOCKERS.

REMOVE EXISTING SHOWER CURTAIN ROD.

11B

11A

9T

9U

9V

9W

9X

9Y

REMOVE EXISTING CORNER GUARDS.9M

REMOVE EXISTING GYPSUM WALL BOARD DOWN TO THE STUDS.9N

REMOVE EXISTING WOOD TRIM.

8F REMOVE EXISTING WINDOW(S),  AND FRAME(S). PROTECT AND REINSTALL IN NEW WALL.

REMOVE AND PROTECT AED.11C

REMOVE EXISTING TOILET PARTITIONS.9P

REMOVE EXISTING TOILET ACCESSORIES.9Q

REMOVE EXISTING CERAMIC TILE AND MORTAR. ASSUME +/-1" TOTAL DEPTH FOR BIDDING PURPOSE. ADD UP TP 1"
AVERAGE HYDO CEMENT UNDERLAYMENT W/ AGGREGATE LEVELER.9Z

8G REMOVE EXISTING CARD READER. PATCH WALL TO MATCH EXISTING. REMOVE EXISTING AWNING AND PATCH EFIS TO MATCH EXISTING.9AA

5A REMOVE EXISTING METAL RAILING.
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DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED
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