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GENERAL DOOR AND FRAME NOTES

1.

2.

3.

ALL DOORS LOCATED AT CORNERS IN MASONRY WALLS SHALL BE 
LOCATED 8" FROM ADJACENT PERPENDICULAR WALL TO OUTSIDE OF 
FRAME UNLESS DIMENSIONED OTHERWISE

ALL DOORS LOCATED AT CORNERS IN STUD WALLS SHALL BE LOCATED 
4" FROM ADJACENT PERPENDICULAR WALL TO OUTSIDE OF FRAME 
UNLESS DIMENSIONED OTHERWISE

UNDERCUT DOORS AS REQUIRED TO OPERATE SMOOTHLY OVER 
FINISHED FLOOR.  MAXIMUM UNDERCUT SHALL BE 1/4", UNLESS NOTED 
OTHERWISE  FINISH BOTTOM OF DOORS AFTER UNDERCUTTING.

LINTEL - REFER 
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E.S. AND SHIM
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AS SCHEDULED
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2" RIGID INSULATION
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INSULATION

4 
1/

2"
3"

8"

MASONRY WALL - 
REFER TO FLOOR PLAN 
FOR PARTITION TYPE

WALL LINE BELOW

WALL LINE BELOW

CONT. SEALANT 
E.S. AND SHIM

ALUM STOREFRONT 
SYSTEM - REFER TO 
SCHEDULESOLID SURFACE SILL 

ON PLYWOOD

MASONRY WALL - 
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DOOR SCHEDULE

DOOR
NUMBER

DOOR

FIRE
RATING

FRAME

SILL COMMENTS

SIZE
DOOR
TYPE

DOOR
MATERIAL

FRAME
TYPE

FRAME
MATERIAL HEAD JAMB

WIDTH
HEIGHTLEAF 1 LEAF 2

exH-107.3 7' - 4"
exH-107.4 7' - 4"
exH-107.5 1' - 0 19/32"

H-101 3' - 0" 7' - 2" F HM HM1 HM 10/A9.1 9/A9.1 23/A9.1
H-102 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1 23/A9.1
H-103 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1 23/A9.1
H-104 3' - 0" 3' - 0" 7' - 2" F WD HM2 HM 3/A9.1 4/A9.1

H-105.1.1 2' - 10" 2' - 10" 7' - 2" F HM HM2 HM 11/A9.1 2/A9.1 23/A9.1
H-105.1.2 3' - 0" 7' - 2" F WD HM1 HM 5/A9.1 4/A9.1
H-106.1 3' - 0" 3' - 0" 7' - 2" AG2 ALUM AL2 ALUM 2/A3.2 16/A9.1 23/A9.1
H-106.2 3' - 0" 3' - 0" 7' - 2" AG2 ALUM AL2 ALUM 2/A3.2 16/A9.1 23/A9.1
H-106.3 3' - 0" 7' - 2" F WD HM2 HM 3/A9.1 4/A9.1
H-106.4 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1 23/A9.1
H-107.1 3' - 0" 7' - 2" G WD HM1 HM 3/A9.1 4/A9.1
H-107.2 3' - 0" 7' - 2" F HM HM1 HM 5/A9.1 4/A9.1 22/A9.1
H-108 2' - 10" 2' - 10" 7' - 2" F HM HM2 HM 11/A9.1 2/A9.1 23/A9.1
H-109 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1 12"x12" LOUVER
H-110 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1 12"x12" LOUVER

H-111.1 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1
H-111.2 3' - 0" 7' - 2" F HM HM1 HM 5/A9.1 4/A9.1 23/A9.1
H-112 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1 12"x12" LOUVER
H-113 3' - 0" 7' - 2" F HM HM1 HM 10/A9.1 9/A9.1 23/A9.1
H-114 3' - 0" 7' - 2" F HM HM1 HM 5/A9.1 4/A9.1 23/A9.1
H-115 3' - 0" 7' - 2" F HM HM1 HM 5/A9.1 4/A9.1 23/A9.1

H-202.1 3' - 0" 7' - 2" F HM 90 MIN HM1 HM 3/A9.1 4/A9.1
H-203 3' - 0" 7' - 2" F HM HM1 HM 12/A9.1 13/A9.1

H-203.2 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1
V-101 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1
V-102 3' - 0" 7' - 2" F WD HM1 HM 3/A9.1 4/A9.1 12"x12" LOUVER

V-103.1.3 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1
V-103.2 4' - 0" 4' - 0" 7' - 2" F HM HM2 HM 1/A9.1 2/A9.1 23/A9.1
V-104 3' - 0" 7' - 2" F HM HM1 HM 6/A9.1 7/A9.1 23/A9.1
V-105 3' - 0" 7' - 2" F HM HM1 HM 8/A9.1 9/A9.1 23/A9.1
V-106 3' - 0" 7' - 2" F HM HM1 HM 8/A9.1 9/A9.1 23/A9.1
V-107 3' - 0" 7' - 2" F HM HM1 HM 6/A9.1 7/A9.1 23/A9.1

V-107.1 3' - 0" 7' - 0" F HM HM1 HM 3/A9.1 4/A9.1 12"x12" LOUVER
V-108 4' - 0" 4' - 0" 7' - 2" F HM HM2 HM 3/A9.1 4/A9.1

V-111.1 4' - 0" 4' - 0" 7' - 2" F HM HM2 HM 1/A9.1 2/A9.1 23/A9.1
V-111.2 3' - 0" 7' - 2" F HM HM1 HM 3/A9.1 4/A9.1

LEGEND
GL GLASS PANEL
MP METAL PANEL
OV OUTSWING VENT UNIT
TW TRANSLUCENT WALL PANEL
M.O. MASONRY OPENING

 1 1/2" = 1'-0"A9.1
1 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
2 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
8 HEAD DETAIL

 1/4" = 1'-0"
DOOR TYPESDOOR TYPES

 1/4" = 1'-0"
HOLLOW METAL FRAME TYPESHOLLOW METAL FRAME TYPES

 1 1/2" = 1'-0"A9.1
23 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
24 JAMB DETAIL

DOOR SCHEDULE - OVERHEAD DOORS
DOOR

NUMBER WIDTH

DOOR
FIRE

RATING

FRAME

COMMENTS
SIZE DOOR

TYPE
DOOR

MATERIAL HEAD JAMB SILLHEIGHT
H-105.1 9' - 4" 8' - 0" STEEL INSUL 8/A9.1 7/A9.1 25/A9.1 OH COILING DOOR
H-202.2 9' - 4" 10' - 0" STEEL INSUL 8/A9.1 7/A9.1 25/A9.1 OH COILING DOOR
H-202.3 9' - 4" 10' - 0" STEEL INSUL 8/A9.1 7/A9.1 25/A9.1 OH COILING DOOR

 1/4" = 1'-0"
ALUMINUM FRAME TYPESALUMINUM FRAME TYPES
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 1 1/2" = 1'-0"A9.1
3 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
4 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
5 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
14 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
15 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
6 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
7 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
9 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
10 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
11 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
12 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
13 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
16 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
17 SILL DETAIL

 1 1/2" = 1'-0"A9.1
18 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
19 HEAD DETAIL

 1 1/2" = 1'-0"A9.1
20 JAMB DETAIL

 1 1/2" = 1'-0"A9.1
21 SILL DETAIL

 1 1/2" = 1'-0"A9.1
22 THRESHOLD DETAIL

 1 1/2" = 1'-0"A9.1
25 THRESHOLD DETAIL

OH
OH
OH

 1 1/2" = 1'-0"A9.1
26 SLIDER - HEAD DETAIL

 1 1/2" = 1'-0"A9.1
27 SLIDER - JAMB DETAIL

 1 1/2" = 1'-0"A9.1
28 SLIDER - SILL DETAIL



FINISH LEGEND
FLOOR FINISHES

BASE FINISHES
RB
TARKETT 4" RUBBER COVE BASE; MAX OF 4 COLORS

EPOXY
4" EPOXY BASE

SEALED CONCRETE
CONC

EPOXY
EPOXY

TARKETT SOLID RUBBER FLOOR TILE
RB-1

CEILING FINISHES
PNT EXPOSED
PAINT EXPOSED CEILING, STRUCTURE AND ALL MEP COMPONENTS

PLASTIC LAMINATES
PLAM-1
CABINETS- WILSONART, COLOR: TBD

PLAM-2
COUNTERS- WILSONART, COLOR: TBD

PAINT
PNT-1
SHERWIN WILLIAMS, OVERALL NEUTRAL WAINSCOTTING WALL PAINT. COLOR: (NEUTRAL) TBD

PNT-2
SHERWIN WILLIAMS, OVERALL NEUTRAL FIELD WALL PAINT. COLOR: SW 7637 OYSTER WHITE
 
PNT-3
SHERWIN WILLIAMS, ACCENT WALL PAINT, COLOR: (RED) TBD

PNT-4
SHERWIN WILLIAMS, EXPOSED CEILING & STRUCTURE PAINT, COLOR: (NEUTRAL) TBD

PNT-5 
SHERWIN WILLIAMS, DOOR & WINDOW TRIM PAINT, COLOR: (BLACK) TBD

REGUPOL AKTIV ROLLED RUBBER FLOORING, 3/8" THICK, COLOR: INTENSE THUNDER
GRAY #95102

RAF-1

REGUPOL AKTIV ROLLED RUBBER FLOORING, 3/8" THICK, COLOR: STRENGTH RED
DEVIL #35105

RAF-2

COAT
CONCRETE COATING

GENERAL FINISH NOTES
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

CONTRACTOR SHALL FLASH AT DOORS TO ALLOW FOR A LEVEL FLOOR FINISH BETWEEN CONCRETE AND 
ADJACENT FINISHES SUCH AS EPOXY AND RUBBER SPORTS FLOOR AND EXISTING FLOORING THAT WILL 
REMAIN.

ALL EXPOSED STEEL TO BE PAINTED FINISH. VERIFY COLOR IN FIELD WITH OWNER AND ARCHITECT.

ALL COLORS TO BE CONFIRMED DURING THE SUBMITTAL PROCESS.

ALL PAINT COLORS ARE PLACE-HOLDERS. EXACT COLOR SELECTIONS WILL BE CONFIRMED DURING THE 
SUBMITTAL PROCESS WITH DRAWDOWNS.

CONCRETE SLAB IS TO SLOPE TO FLOOR DRAIN AT 1/8" / FT IN LOCATIONS AS SHOWN.

SUBMIT SAMPLES OF ALL SPECIFIED FINISHES AND COLORS FOR ARCHITECT'S APPROVAL PRIOR TO 
EXECUTION OF WORK.

ARCHITECT SHALL INTERPRET THE AESTHETIC MATCH OF THE CONTROL SAMPLES THEY POSSESS, AND 
THEIR ACCEPTANCE OR REJECTION OF THE SAMPLES OFFERED IS FINAL.

 STARTING OF FINISH WORK SHALL INDICATE APPLICATOR'S ACCEPTANCE OF SUBSTRATE.

ENSURE ALL SURFACES TO RECEIVE FINISH ARE CLEAN, TRUE AND FREE OF IRREGULARITIES. DO NOT 
PROCEED WITH WORK UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED.

CONCRETE SLAB TO BE FLASH PATCHED AS REQUIRED TO RECEIVE NEW FLOOR FINISH.

UPON RECEIPT FROM MANUFACTURER, THE INSTALLER SHALL INSPECT ALL MATERIAL FOR DEFECTS, 
SHIPPING DAMAGE, FLAWS, CORRECT COLOR AND PATTERN. DAMAGED OR INCORRECT MATERIALS 
SHALL BE SENT BACK TO THE MANUFACTURER FOR IMMEDIATE REPLACEMENT.

WHERE TWO FLOOR FINISHES MEET AT A DOORWAY, THE TRANSITION MUST OCCUR ON THE CENTERLINE 
OF THE DOOR IN ITS CLOSED POSITION.

EXTEND FLOOR FINISH UNDER OPEN-BOTTOM AND RAISED BOTTOM OBSTRUCTIONS. EXTEND FINISH INTO 
CLOSETS AND ALCOVE AREAS AS INDICATED, UNLESS ANOTHER FINISH IS INDICATED FOR THAT AREA.

APPLY RUBBER BASE WHERE SCHEDULED TO WALLS, COLUMNS AND OTHER PERMANENT FIXTURES IN 
ROOMS OR AREAS WHERE SPECIFIED.  INSTALL BASE IN AS LONG LENGTHS AS PRACTICAL. TIGHTLY BOND 
TO BACKING THROUGHOUT THE LENGTH AND HEIGHT OF EACH PIECE, WITH CONTINUOUS CONTACT AT 
VERTICAL AND HORIZONTAL SURFACES. RUBBER CORNERS TO BE PRE-MOLDED, TYPICAL THROUGHOUT .

PRIOR TO OCCUPANCY, THE CONTRACTOR SHALL CLEAN ALL FINISHES OF DUST, DEBRIS, LOOSE 
CONSTRUCTION MATERIALS & EQUIPMENT.

MAINTENANCE MATERIALS: DELIVER USEABLE SCRAPS OF CARPET, VINYL TILE, AND OTHER FINISH 
MATERIALS TO OWNER'S DESIGNATED STORAGE SPACE, PROPERLY PACKAGED (PAPER WRAPPED) AND 
IDENTIFIED. 

ALL EXPOSED DUCTWORK TO BE PAINTED BY D

TYPICAL THROUGHOUT - HOLLOW METAL FRAMES TO BE PAINTED PNT-2.

PROVIDE TRANSITION STRIPS, AS REQUIRED, AT INTERSECTION OF DIFFERENT FLOORING MATERIALS.

PAINT
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

ALL PAINT TO BE APPLIED IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS. SAND LIGHTLY BETWEEN COATS TO 
ACHIEVE REQUIRED FINISH. ALLOW EACH COAT OF FINISH TO DRY BEFORE THE FOLLOWING COAT IS APPLIED, UNLESS 
DIRECTED OTHERWISE BY MANUFACTURER. FILL KNICKS, GOUGES AND OTHER IMPERFECTIONS OF SURFACES WITH LATEX 
FILLER AND SAND SMOOTH UNTIL FLUSH WITH SURFACE. 

MATERIALS TO ARRIVE AT JOBSITE IN ORIGINAL, NEW, UNOPENED CONTAINERS BEARING THE MANUFACTURER'S NAME, 
TRADE NAME AND LABEL ANALYSES. STORE ON SITE IN STRICT ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS. 

 ALL PAINTING TO BE DONE UNDER FINAL LIGHTING CONDITIONS.

FINISHED PAINTED SURFACES SHALL BE OF UNIFORM COLOR, APPEARANCE AND FINISH WITHOUT DRIPS, RUNS OR 
SMUDGES.

WHERE GRILLES OR DIFFUSERS OCCUR IN CEILING OR WALL, CONFIRM WITH PROFESSIONAL PRIOR TO PAINTING TO MATCH 
EXISTING ADJACENT SURFACES. 

REMOVE OR OTHERWISE PROTECT FINISH HARDWARE, ACCESSORIES, PLATES, LIGHTING FIXTURES AND SIMILAR ITEMS 
BEFORE PAINTING. 

DO NOT PAINT ANY MOVING PARTS OR OPERATION UNITS, CODE-REQUIRED LABELS AND EQUIPMENT IDENTIFICATIONS.

PAINT AREAS BEHIND MOVEABLE SURFACE (E.G. INSIDE CABINETS AND BACKS OF ACCESS PANELS). COORDINATE WITH 
ARCHITECT PRIOR TO START OF WORK.

REPAINT OR REFINISH PAINTED SURFACES DAMAGED BY SUBSEQUENT WORK. 

ALL EXPOSED NON-GALVANIZED DECK IS TO BE PRIMED AND PAINTED.

BLEACHER FINISH NOTES
1. EXISTING EXPOSED STADIUM CONCRETE STRUCTURE, INCLUDING ALL RISERS AND TREADS, TO RECEIVE  A CONCRETE 

COATING - REFER TO SPECS FOR REMOVAL OF EXISTING COATING, PREP AND APPLICATION OF NEW COATING

2. APPLY SAFETY PAINT AT NOSING OF ALL CONCRETE STAIRS WITHIN BLEACHERS AS REQUIRED BY CODE, TYPICAL.
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FINISH SCHEDULE
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ROOM FINISH SCHEDULE
NUMBER NAME FLOOR FINISH SUB-FLR BASE

WALL FINISH CEILING
FINISH CASEWORK COMMENTSN E S W

H-101 WOMENS RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-102 JANITOR COAT EXIST. CONC. --- PNT PNT PNT PNT PNT --- ---
H-103 RESTROOM EPOXY EXIST. CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-104 FOOTBALL STORAGE COAT EXIST. CONC. --- PNT PNT PNT PNT PNT --- ---
H-105 OPEN STORAGE COAT EXIST. CONC. --- PNT PNT PNT PNT PNT --- ---

H-105.1 ENTRY COAT CONC. RB PNT PNT PNT PNT PNT --- ---
H-106 WORKOUT ROOM RAF-1 / RAF-2 CONC. RB PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-107 ATHLETIC TRAINERS EPOXY CONC. EPOXY PNT PNT PNT PNT PNT PLAM-1/ PLAM-2 ---
H-108 VESTIBULE COAT CONC. RB PNT PNT PNT PNT PNT --- ---
H-109 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-110 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-111 ATHLETIC TEAM ROOM RAF-1 / RAF-2 CONC. RB PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-112 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-113 MENS RESTROOMS EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-114 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-115 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
H-201 MECHANICAL CONC CONC. --- PNT PNT PNT PNT PNT --- ---
H-202 OPEN SPACE EXIST EXIST. / NEW CONC. RB PNT PNT PNT PNT PNT --- ---
H-203 DATA CLOSET CONC CONC. --- PNT PNT PNT PNT PNT --- ---
H-301 NEW HOME PRESS

BOX
--- - --- --- --- --- --- --- --- PRE-MANUFACTURED

V-101 ATHLETIC TEAM ROOM RAF-1 / RAF-2 EXIST. CONC. RB PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
V-102 RESTROOM EPOXY EXIST. CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
V-103 ENTRY COAT CONC. RB PNT PNT PNT PNT PNT --- ---

V-103.1 DATA CLOSET CONC CONC. --- PNT PNT PNT PNT PNT --- ---
V-104 WOMENS RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
V-105 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
V-106 RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.
V-107 MENS RESTROOM EPOXY CONC. EPOXY PNT PNT PNT PNT PNT --- REFER TO INTERIOR ELEVATIONS FOR WALL & CEILING PAINT PATTERN/COLORS.

V-107.1 JANITOR COAT CONC. --- PNT PNT PNT PNT PNT --- ---
V-108 STORAGE COAT CONC. RB PNT PNT PNT PNT PNT --- ---
V-109 STORAGE COAT EXIST. / NEW CONC. RB --- PNT PNT PNT PNT --- ---
V-110 CORRIDOR COAT EXIST. / NEW CONC. RB PNT PNT --- PNT PNT --- ---
V-111 ENTRY COAT EXIST. / NEW CONC. RB PNT PNT PNT PNT PNT --- ---
V-301 VISITOR PRESS BOX CONC WOOD RB PNT PNT PNT PNT PNT PLAM-2 THIS COVERS 2 FLOORS OF EXISTING PRESS BOX. PROVIDE NEW PLASTIC LAMNATE COUNTERTOP AND SUPPORT

BRACKETS AS REQUIRED. 24" DEEP.
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