MANHEIM TOWNSHIP SCHOOL DISTRICT - NEW MAINTENANCE FACILITY

ADDENDUM NO. 1

The Project Manual and Drawings for the Manheim Township School District's New
Maintenance Facility Project, forming a part thereof, are modified as follows:

1-1.  There are no Liquidated Damages on this project.

1-2. A pre-bid meeting is not scheduled for this project. Firms wishing to visit the site
prior to submitting a proposal may do so by contacting the Owner's
Representative. Site visits will be coordinated with the School District and
scheduled by appointment to ensure access to the facility

1-3. Building Pad: Horst Excavating is currently performing the site work under a
separate prime contract and is scheduled to complete the building pad by the
end of August, at which time the site will be turned over to the General
Contractor (G.C.).

The GC under this contract shall be responsible for all excavation required for
the building foundations and footings. The G.C. shall retain ownership of and
be responsible for the removal, reuse, or disposal of all excavated material
(spoils) generated from the foundation and footing excavation.

The building pad has been constructed to the required design elevations and in
accordance with the project specifications. Engineered fill was placed in
controlled lifts and tested for compliance after each lift. Accordingly, the
material within the building pad shall be considered unclassified excavation,
and no additional compensation will be provided based on differing soil
classifications encountered within the prepared building pad limits, except as
otherwise provided in the Contract Documents.

1-4. Exterior Sidewalks and Aprons: All exterior sidewalks, concrete aprons, and
associated paving extending to the building shall be furnished and installed by
the current Site Prime Contractor, Horst Excavating. No work associated with
these improvements shall be included in the scope of the Building Prime
Contractors unless specifically noted otherwise in the Contract Documents

1-5.  Utility Connections: All utility services will be extended by the Site Prime
Contractor to a point located five (5) feet outside the building pad. From that
point of connection, each respective Prime Contractor shall be responsible for
extending, connecting, testing, and commissioning their applicable utility
services to the building, including all labor, materials, equipment, permits, and
coordination required for a complete and operational system.

1-6. Applicable Site Drawing have been included as an attachment to this
addendum for your reference.

1-7.  The GC shall provide (2) temporary toilet facilities for all prime contractor use.

1-8. The GC shall be responsible for job site security and provide temporary
barricades, if required, to ensure the job site is not accessible by unauthorized
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personnel.

1-9. The GC shall serve and act as the “lead” contractor with responsibility to
incorporate the tasks of the other prime contractors into a master schedule and
to manage the project schedule to the extent of alerting the architect and owner
when a Prime Contractor has fallen behind to the extent that it is impacting
another prime contractor and/or the project completion date. The Construction
Schedule shall include the following Best Practices rational:

e Clearly defined activities
e Realistic durations
e Best Practices Scheduling Logic

1-10. Sound Batt. Insulation shall be included in all interior framed walls.

1-11. Any references in the Contract Documents to translucent roof panels shall be
disregarded. These panels have been eliminated from the project and are not
included in the scope of work for any Prime Contractor. No costs associated
with the furnishing or installation of translucent roof panels shall be included in
the bid

1-12. The Plumbing Contractor shall be responsible for the complete design,
engineering, permitting support, and installation of the automatic fire sprinkler
system. The sprinkler system shall be provided as a delegated design,
prepared, signed, and sealed by a licensed Fire Protection Engineer or other
design professional authorized by the Authority Having Jurisdiction (AHJ). The
sprinkler system design shall be submitted as a deferred submittal for review
and approval by the Township Code Officials prior to fabrication or installation.
A performance specification and performance drawings defining the design
criteria are included as attachments to this Addendum and shall serve as the
basis for the delegated design.

1-13. The proposed “Gas Heater Alternate” outlined on Drawing P201 has been
eliminated.

1-14. The contact for the Pre-Engineered Metal Building, Basis of Design (Varco
Pruden) is:

Mike Cutson
mcutson@teamnutec.com
223-877-6236

End of Addendum No. 1

This Addendum shall be attached to the Project Manual and form a part thereof.

Attachments
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SECTION 210000 - FIRE PROTECTION

QUALITY ASSURANCE: COMPLY WITH THE CURRENT:

INTERNATIONAL BUILDING CODE (IBC), INTERNATIONAL FIRE CODE (IFC)
APPLICABLE NFPA CODES FOR MATERIALS HAZARDS AND WATER SUPPLY
FM INSURANCE DATA SHEETS

SUBMITTALS:

PRODUCT DATA FOR EQUIPMENT
HYDRAULIC CALCULATIONS AND CONSTRUCTION DRAWINGS SEALED BY PROFESSIONAL ENGINEER IN JURISDICTION OF THE
PROJECT.

SPRINKLER SYSTEM DELEGATED DESIGN:

PROVIDE CHROME PLATED STANDARD RESPONSE PENDANT HEADS IN CENTER OF CEILING TILES OR BRASS UPRIGHT HEADS IN
AREAS WITHOUT CEILINGS. COORDINATE HEAD TYPES AND TEMPERATURE RATINGS WITH OWNER FOR FUNCTIONAL
REQUIREMENTS OF EACH SPACE.

PROVIDE DRAIN VALVES AND INSPECTOR'S TEST AND SIGHT GLASS FOR TESTING.

PROVIDE SIAMESE FIRE DEPARTMENT CONNECTION ON ADDRESS SIDE OF THE BUILDING WITH HOSE CONNECTION TYPE AS
REQUIRED BY THE LOCAL AUTHORITY.

PROVIDE ALARM VALVES FOR EACH ZONE WITH A MAXIMUM COVERAGE AREA OF 52,000 SQUARE FEET (FOR LIGHT HAZARD OR
ORDINARY HAZARD GROUP 1) OR AS REQUIRED BY NFPA 13 AND IBC.

OBTAIN HYDRANT FLOW TEST DATA AND PERFORM HYDRAULIC CALCULATIONS.

PROVIDE DRAWINGS AND CALCULATIONS SEALED BY THE REGISTERED PROFESSIONAL ENGINEER IN RESPONSIBLE CHARGE
AND ISSUE TO AUTHORITY TO OBTAIN PERMIT, INCLUDING PERMIT FEES.

PROVIDE WET PIPE SPRINKLER SYSTEM FOR ALL AREAS OF THE BUILDING ACCORDING TO NFPA 13 REQUIREMENTS FOR
ORDINARY HAZARD GROUP 1.

PROVIDE DRY PIPE SYSTEMS FOR ATTICS, FREEZERS, AND OTHER UNHEATED SPACES ACCORDING TO NFPA 13.
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Paragon Engineering Services Inc. shall retain all common law, statutory and other reserved rights, including copyright to all drawings, specifications, electronic data, and any other instruments of service furnished to the Owner for use with respect to this project. These documents may not be used by any other party, for this project or for any other project without written consent from Paragon Engineering Services Inc.
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