BERKS CAREER AND TECHNOLOGY CENTER

REQUEST FOR BIDS
RECREATIONAL & POWER EQUIPMENT TECHNOLOGY SHOP - WEST CAMPUS

PRE-BID CONFERENCE SIGN-IN SHEET

COMPANY ATTENDEE(PRINTED) |PHONE NO. FAX NO. EMAIL
1 | Avborate Léj’ic. Romd/Kobertom 717-7198 406k (oundy. roberdsonecarrrer,
2 | Psrceu, Canst| Y000 Camenal) 717 336140 rocemerone Purce
3 Rbf’gvf'\w\vu /&w("‘w l/(JL j"ﬁ B U-19-3354 %Lj@'ﬂmro(/q‘tom
_ 4 1gsm Komo//}}\, 7 Deaw /7’0::4 717-629-g96k Deanh © ?sr'\raff;'%’ Lo
5 Brbypwnce Sm Zw(/ww Grern G 1() - 357-G774 Za&ﬁ@(,gfo\(‘&; com
& Wty rucker i) Whhh el 215316736 oice ewoberbucler ol
7 |EA P\WPN} co’ Ephcoin Mlqw 1797 T ol Qearoofms}c,o_cow
| 8
| ; —
10
P B e e B
12
13
14 _
15
LOCATION TIME DATE PROJECT NO.
West Campus 11:00 AM. Jjune 9, 2026 25-0485-0037




BERKS CAREER AND TECHNOLOGY CENTER

REQUEST FOR BIDS
RECREATIONAL & POWER EQUIPMENT TECHNOLOGY SHOP - WEST CAMPUS

PRE-BID CONFERENCE SIGN-IN SHEET

COMPANY ATTENDEE(PRINTED) {PHONE NO. FAX NO. EMAIL SIGNAT%E
N osknrs Lph Ctrunan dG/0 -$57 3602, A/,Ajagyzwm%wﬂ .
2 HB Frazer Bf\'hn Am\evs:w\ blo (19895~ bandetson@ I»L\Ca.;u.mm %‘—-——___'__
3 lemeor ss700) | MaclenShopg |459-221 -0385” hshoppec o ollecdy, %Wz/
4 S o
" |
6
7
8
9 _
10
11
12
13
14
15 |
!_OCATION TIME ) DATE PROJECT NO.
West Campus [11:00 A M. June 9, 2026 25-0485-0037




BERKS CAREER AND TECHNOLOGY CENTER

REQUEST FOR BIDS
RECREATIONAL & POWER EQUIPMENT TECHNOLOGY SHOP - WEST CAMPUS

~ PRE-BID CONFERENCE SIGN-IN SHEET

COMPANY ATTENDEE(PRINTED) |PHONE NO. FAX NO. EMAIL SIGNATURE
1| Cnme Sawegy | Tk Tlu, | 98T ~S63-704 rrucks @ €5 1eade i Y. Mézf—— |
2 Bolton confrodor\wYalt BullogM8Y 707 2247 e’éJri"m”ﬁ."?ﬁ;@m/d:oan
3 UMD of Buston | Fued Svpets | 6Glo-15%-0677 Fevpse LLrsgttoptim. com
4 Dheig Conrbion Bill Lind 434 503%0 Wind €vlncig.com
5
6
7
8
9
10
11
12
13
14
15
LOCATION TIME DATE PROJECT NO.
West Campus 11:00AM.  june9,2026  [25-0485-0037




25107.00

SECTION 083323-1 - OVERHEAD COILING DOORS

PART 1 - GENERAL

1.1

1.2

1.3

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General, Special and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1.
2.

Service doors.
Superimposed service doors.

Related Sections:

1.
2.

Section 055000 "Metal Fabrications" for miscellaneous steel supports.
Section 099123 "Interior Painting" for finish painting of factory-primed doors.

PERFORMANCE REQUIREMENTS

Structural Performance, Exterior Doors: Exterior overhead coiling doors shall withstand the
wind loads, the effects of gravity loads, and loads and stresses within limits and under
conditions indicated according to SEI/ASCE 7.

1.

Wind Loads: Uniform pressure (velocity pressure) of 20 lbf/sq. ft. (960 Pa), acting
inward and outward .

a. Basic Wind Speed: 100 mph (44 m/s).
b. Importance Factor: 1.15.
c. Exposure Category: B.

Deflection Limits: Design overhead coiling doors to withstand design wind load without
evidencing permanent deformation or disengagement of door components.

Operability under Wind Load: Design overhead coiling doors to remain operable under
uniform pressure (velocity pressure) of 20 1bf/sq. ft. (960 Pa) wind load, acting inward and
outward.

Seismic Performance: Overhead coiling doors shall withstand the effects of earthquake motions
determined according to SEI/ASCE 7.

1.

The term "withstand" means "the unit will remain in place without separation of any parts
from the device when subjected to the seismic forces specified and the emergency-egress-
door component will be fully operational after the seismic event
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D.  Operation Cycles: Provide overhead coiling door components and operators capable of
operating for not less than number of cycles indicated for each door. One operation cycle is
complete when a door is opened from the closed position to the fully open position and returned
to the closed position.

E. Thermal Performance: U-Factor Value: 0.90 or less in accordance with IECC insulated rolling
doors.

1.4 ACTION SUBMITTALS

A.  Product Data: For each type and size of overhead coiling door and accessory. Include the

following:

1. Construction details, material descriptions, dimensions of individual components, profiles
for slats, and finishes.

2. Rated capacities, operating characteristics, electrical characteristics, and furnished
accessories.

3. For fire-rated doors, description of fire-release system including testing and resetting
instructions.

B.  Shop Drawings: For each installation and for special components not dimensioned or detailed
in manufacturer's product data. Include plans, elevations, sections, details, and attachments to
other work.

1. Detail equipment assemblies and indicate dimensions, weights, loads, required
clearances, method of field assembly, components, and location and size of each field
connection.

2. Show locations of replaceable fusible links.
3. Wiring Diagrams: For power, signal, and control wiring.

C.  Samples for Initial Selection: Manufacturer's finish charts showing full range of colors and
textures available for units with factory-applied finishes.

1. Include similar Samples of accessories involving color selection.

1.5 INFORMATIONAL SUBMITTALS

A.  Qualification Data: For qualified Installer.

1.6 CLOSEOUT SUBMITTALS

A.  Maintenance Data: For overhead coiling doors to include in maintenance manuals.

1.7 QUALITY ASSURANCE

A.  Installer Qualifications: Manufacturer's authorized representative who is trained and approved
for both installation and maintenance of units required for this Project.
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C.

D.

25107.00
Source Limitations:  Obtain overhead coiling doors from single source from single
manufacturer.
1. Obtain operators and controls from overhead coiling door manufacturer.

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
by a qualified testing agency, and marked for intended location and application.

Regulatory Requirements: Comply with applicable provisions in the U.S. Architectural &
Transportation Barriers Compliance Board's ADA-ABA Accessibility Guidelines and
ICC/ANSI A117.1.

PART 2 - PRODUCTS

2.1

A.

D.

DOOR CURTAIN MATERIALS AND CONSTRUCTION

Door Curtains: Fabricate overhead coiling-door curtain of interlocking metal slats, designed to
withstand wind loading indicated, in a continuous length for width of door without splices.
Unless otherwise indicated, provide slats of thickness and mechanical properties recommended
by door manufacturer for performance, size, and type of door indicated, and as follows:

1. Powder Coated Steel Door Curtain Slats: Galvanized Steel, Sheet thickness of 0.025 inch
(0.64 mm) and as required to meet requirements.

2. Insulation: Fill slats for insulated doors with manufacturer's standard thermal insulation
complying with maximum flame-spread and smoke-developed indexes of 75 and 450,
respectively, according to ASTM E 84. Enclose insulation completely within slat faces.

3. Metal Interior Curtain-Slat Facing: Match metal of exterior curtain-slat face.

4. Gasket Seal: Provide insulated slats with manufacturer's standard interior-to-exterior
thermal break or with continuous gaskets between slats.

Endlocks and Windlocks for Service Doors:  Malleable-iron casings galvanized after
fabrication, secured to curtain slats with galvanized rivets or high-strength nylon. Provide locks
on not less than alternate curtain slats for curtain alignment and resistance against lateral
movement.

Bottom Bar for Service Doors: Consisting of two angles, each not less than 1-1/2 by 1-1/2 by
1/8 inch (38 by 38 by 3 mm) thick; fabricated from manufacturer's standard hot-dip galvanized
steel, stainless steel, or aluminum extrusions to match curtain slats and finish.

Astragal for Interior Doors: Equip each door bottom bar with a replaceable, adjustable,
continuous, compressible gasket of flexible vinyl, rubber, or neoprene as a cushion bumper.

Curtain Jamb Guides: Manufacturer's standard angles or channels and angles of same material
and finish as curtain slats unless otherwise indicated, with sufficient depth and strength to retain
curtain, to allow curtain to operate smoothly, and to withstand loading. Slot bolt holes for guide
adjustment. Provide removable stops on guides to prevent over travel of curtain, and a
continuous bar for holding windlocks.
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2.4

2.5

2.6
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HOOD

General: Form sheet metal hood to entirely enclose coiled curtain and operating mechanism at
opening head. Contour to fit end brackets to which hood is attached. Roll and reinforce top and
bottom edges for stiffness. Form closed ends for surface-mounted hoods and fascia for any
portion of between-jamb mounting that projects beyond wall face. Equip hood with
intermediate support brackets as required to prevent sagging.

I. Galvanized Steel: Nominal 0.028-inch- (0.71-mm-) thick, hot-dip galvanized steel sheet
with G90 (Z275) zinc coating, complying with ASTM A 653/A 653M.

RESERVED

CURTAIN ACCESSORIES

Weatherseals: Equip each exterior door with weather-stripping gaskets fitted to entire perimeter
of door for a weathertight installation, unless otherwise indicated.

1. At door head, use 1/8-inch- (3-mm-) thick, replaceable, continuous sheet secured to
inside of hood.
2. At door jambs, use replaceable, adjustable, continuous, flexible, 1/8-inch- (3-mm-) thick

seals of flexible vinyl, rubber, or neoprene.
COUNTERBALANCING MECHANISM

General: Counterbalance doors by means of manufacturer's standard mechanism with an
adjustable-tension, steel helical torsion spring mounted around a steel shaft and contained in a
spring barrel connected to top of curtain with barrel rings. Use grease-sealed bearings or self-
lubricating graphite bearings for rotating members.

Counterbalance Barrel:  Fabricate spring barrel of manufacturer's standard hot-formed,
structural-quality, welded or seamless carbon-steel pipe, of sufficient diameter and wall
thickness to support rolled-up curtain without distortion of slats and to limit barrel deflection to
not more than 0.03 in./ft. (2.5 mm/m) of span under full load.

Spring Balance: One or more oil-tempered, heat-treated steel helical torsion springs. Size
springs to counterbalance weight of curtain, with uniform adjustment accessible from outside
barrel. Secure ends of springs to barrel and shaft with cast-steel barrel plugs.

Torsion Rod for Counterbalance Shaft: Fabricate of manufacturer's standard cold-rolled steel,
sized to hold fixed spring ends and carry torsional load.

Brackets: Manufacturer's standard mounting brackets of either cast iron or cold-rolled steel
plate.

ELECTRIC DOOR OPERATORS

General: Electric door operator assembly of size and capacity recommended and provided by
door manufacturer for door and operation-cycles requirement specified, with electric motor and
factory-prewired motor controls, starter, gear-reduction unit, solenoid-operated brake, clutch,
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remote-control stations, control devices, integral gearing for locking door, and accessories
required for proper operation.

1. Comply with NFPA 70.
2. Provide control equipment complying with NEMA ICS 1, NEMAICS2, and
NEMA ICS 6, with NFPA 70 Class 2 control circuit, maximum 24 V, ac or dc.

B.  Usage Classification: Electric operator and components capable of operating for not less than
number of cycles per hour indicated for each door.

C.  Door Operator Location(s): Operator location indicated for each door.

L. Top-of-Hood Mounted: Operator is mounted to the right or left door head plate with the
operator on top of the door-hood assembly and connected to the door drive shaft with
drive chain and sprockets. Headroom is required for this type of mounting.

D.  Electric Motors: Comply with NEMA designation, temperature rating, service factor, enclosure
type, and efficiency requirements specified in Section 110005 "Common Motor Requirements
for Equipment" unless otherwise indicated.

1. Electrical Characteristics:

a. Phase: Single phase.
b. Volts: 115
c. Hertz: 60.

2. Motor Type and Controller: Reversible motor and controller (disconnect switch) for
motor exposure indicated.

3. Motor Size: Minimum size as indicated. If not indicated, large enough to start,
accelerate, and operate door in either direction from any position, at a speed not less than
8 in./sec. (203 mm/s) and not more than 12 in./sec. (305 mm/s), without exceeding
nameplate ratings or service factor.

4. Operating Controls, Controllers (Disconnect Switches), Wiring Devices, and Wiring:
Manufacturer's standard unless otherwise indicated.
5. Coordinate wiring requirements and electrical characteristics of motors and other

electrical devices with building electrical system and each location where installed.

E. Limit Switches: Equip each motorized door with adjustable switches interlocked with motor
controls and set to automatically stop door at fully opened and fully closed positions.

F. Obstruction Detection Device: Equip motorized door with indicated external automatic safety
sensor capable of protecting full width of door opening. For fire-rated doors, activation delays
closing.

1. Photoelectric Sensor: Manufacturer's standard system designed to detect an obstruction
in door opening without contact between door and obstruction.

2. Sensor Edge: Automatic safety sensor edge, located within astragal or weather stripping
mounted to bottom bar. Contact with sensor activates device. Connect to control circuit
using manufacturer's standard take-up reel or self-coiling cable.
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Remote-Control Station: Momentary-contact, three-button control station with push-button
controls labeled "Open," "Close," and "Stop."

1. Interior units, full-guarded, surface-mounted, heavy-duty type, with general-purpose
NEMA ICS 6, Type 1 enclosure.

Emergency Manual Operation: Equip each electrically powered door with capability for
emergency manual operation. Design manual mechanism so required force for door operation
does not exceed 25 Ibf (111 N).

Emergency Operation Disconnect Device: Equip operator with hand-operated disconnect
mechanism for automatically engaging manual operator and releasing brake for emergency
manual operation while disconnecting motor without affecting timing of limit switch. Mount
mechanism so it is accessible from floor level. Include interlock device to automatically
prevent motor from operating when emergency operator is engaged.

Motor Removal: Design operator so motor may be removed without disturbing limit-switch
adjustment and without affecting emergency manual operation.

INSULATED DOOR ASSEMBLY <Garage - Door 2/G111>

Insulated Service Door: Overhead insulated coiling door formed with curtain of interlocking
metal slats.

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following:
a. Cookson Company.
b. Cornell Iron Works, Inc.
c. Overhead Door Corporation.
d. Raynor.
2. Basis-of-Design Product: Subject to compliance with requirements, provide Cornell /

Cookson ESD30 Thermiser Max or comparable product by one of the above.
Operation Cycles: Not less than 50,000
1. Include tamperproof cycle counter.
Insulation: Tested U-Factor of 0.90 or less in accordance with IECC for rolling doors.
Door Curtain Material: Powdercoated Steel
Door Curtain Slats: Flat profile slats of 1-7/8-inch (48-mm) center-to-center height.
Curtain Jamb Guides: Powder coated Steel.
Electric Door Operator:

1. Usage Classification: Gear Head Heavy duty, 60 to 90 cycles per hour.
2. Operator Location: Top of hood.

3. Motor Exposure: Interior.
4. Emergency Manual Operation: Chain type.
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5. Obstruction Detection Device: 4 wire fail safe electric.
a. Sensor Edge Bulb Color: As selected by Architect from manufacturer's full range.
6. Remote-Control Station: Interior.

Other Equipment: Audible and visual signals.
8. 115 volt Release Device with Battery Back-up.

~

Door Finish:

1. Powder-Coated Finish: Color as selected by Architect from manufacturer's full range or
custom color match to the Aluminum Framed Entrances and Storefronts.

SUPERIMPOSED INSULATED DOOR & CURTAIN ASSEMBLY <Garage - Door 1/G101>

Insulated Service Door:

1. Exterior Door - Overhead insulated coiling door formed with curtain of interlocking
metal slats.
2. Interior Curtain — Overhead coiling grille formed with curtain of interlocking metal rods

and spacers.

3. Manufacturers: Subject to compliance with requirements, provide products by one of the
following:
a. Cookson Company.
b. Cornell Iron Works, Inc.
C. Overhead Door Corporation.
d. Raynor.
4. Basis-of-Design Product: Subject to compliance with requirements, provide Cornell /

Cookson or comparable product by one of the following:
a. Exterior Door: Model # ESD30 Thermiser Max
b. Interior Curtain: Model #Extreme 300 Series High Performance Curtain Model
EPG324 (Straight Pattern)
Operation Cycles: Not less than 50,000

1. Include tamperproof cycle counter.

Exterior Door Insulation: Tested U-Factor of 0.90 or less in accordance with IECC for rolling
doors

Interior Curtain Insulation: N/A.

Exterior Door Material: Powdercoated Steel

Interior Curtain Finish: Clear anodized aluminum.

Door Curtain Slats: Flat profile slats of 1-7/8-inch (48-mm) center-to-center height.

Interior Curtain Material and Configuration:
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Configuration - Horizontal Rods: Minimum solid 5/16 inch (8 mm) diameter, 5056 H32

aluminum alloy sleeved with horizontal aluminum tube spacers to separate vertical links on

alternate rods with continuous end tube spacers. Will have continuous end tube spacers if

anodized over 25 feet wide.

1. Vertical Spacing: 2 inches (50.8 mm) on center

2. Vertical Chains: Solid 1/8” minimum aluminum links, 3/4 inch (19 mm) wide, positioned
by aluminum tube spacers on 9 inch (228.6 mm) centers. Provide nylon insert nuts
threaded on to the end of each rod to secure the chains.

3. Bottom Bar: Extruded aluminum tubular section: Minimum 2” x 3.5” x 0.93”; finish
clear anodized.

Curtain Jamb Guides: Steel.
Electric Door Operators — (1) for Exterior Door and (1) for Interior Curtain:

1. Usage Classification: Gear Head Heavy duty, 60 to 90 cycles per hour.
2. Operator Location: Top of hood.

3. Motor Exposure: Interior.
4. Emergency Manual Operation: Chain type.

5. Obstruction Detection Device: 4 wire fail safe electric.
a. Sensor Edge Bulb Color: As selected by Architect from manufacturer's full range.
6. Remote-Control Station: Interior.
7. Other Equipment: Audible and visual signals.
8. 115 volt Release Device with Battery Back-up.

Door Finish:

1. Powder-Coated Finish: Color as selected by Architect from manufacturer's full range.

STEEL AND GALVANIZED-STEEL FINISHES
RESERVED
Baked-Enamel or Powder-Coat Finish: Manufacturer's standard baked-on finish consisting of

prime coat and thermosetting topcoat. Comply with coating manufacturer's written instructions
for cleaning, pretreatment, application, and minimum dry film thickness.

PART 3 - EXECUTION

3.1

A.

B.

EXAMINATION

Examine substrates areas and conditions, with Installer present, for compliance with
requirements for substrate construction and other conditions affecting performance of the Work.

Examine locations of electrical connections.
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33

34

3.5
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Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION
Install overhead coiling doors and operating equipment complete with necessary hardware,
anchors, inserts, hangers, and equipment supports; according to manufacturer's written

instructions and as specified.

Install overhead coiling doors, hoods, and operators at the mounting locations indicated for each
door.

Accessibility: Install overhead coiling doors, switches, and controls along accessible routes in
compliance with regulatory requirements for accessibility.

STARTUP SERVICE

Engage a factory-authorized service representative to perform startup service.

1. Perform installation and startup checks according to manufacturer's written instructions.
Test and adjust controls and safeties. Replace damaged and malfunctioning controls and
equipment.

3. Test door closing when activated by detector or alarm-connected fire-release system.

Reset door-closing mechanism after successful test.

ADJUSTING

Adjust hardware and moving parts to function smoothly so that doors operate easily, free of
warp, twist, or distortion.

Lubricate bearings and sliding parts as recommended by manufacturer.

Adjust seals to provide weathertight fit around entire perimeter.

DEMONSTRATION

Engage a factory-authorized service representative to train Owner's maintenance personnel to
adjust, operate, and maintain overhead coiling doors.

END OF SECTION 083323-1
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SECTION 087110 - DOOR HARDWARE

PART 1 - GENERAL

1.1

1.2

1.3

A.

RELATED DOCUMENTS
Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 1 Specification Sections, apply to this Section.
SUMMARY
This Section includes the following:
1. Commercial door hardware for the following:
a. Swinging doors.
Related Sections include the following:
1. Division 8 Section "Steel Doors and Frames"
SUBMITTALS

Product Data: Include installation details, material descriptions, dimensions of individual
components and profiles, and finishes.

Shop Drawings: Details of electrified door hardware, indicating the following:

1. Wiring Diagrams:  Detail wiring for power, signal, and control systems and
differentiation between manufacturer-installed and field-installed wiring. Include the
following:

a. System schematic.

b. Point-to-point wiring diagram.
c. Riser diagram.

d. Elevation of each door.

2. Detail interface between electrified door hardware and access fire alarm, control, and
security building control system.

Samples for Initial Selection: Manufacturer's color charts consisting of units or sections of units
showing the full range of colors, textures, and patterns available for each type of door hardware
indicated.

1. Samples will be returned to Contractor. Units that are acceptable and remain undamaged
through submittal, review, and field comparison process may, after final check of
operation, be incorporated into the Work, within limitations of keying requirements.

Door Hardware Schedule: Prepared by or under the supervision of supplier, detailing
fabrication and assembly of door hardware, as well as procedures and diagrams. Coordinate the
final Door Hardware Schedule with doors, frames, and related work to ensure proper size,
thickness, hand, function, and finish of door hardware.
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1. Format: Comply with scheduling sequence and vertical format in DHI's "Sequence and
Format for the Hardware Schedule."

2. Organization: Organize the Door Hardware Schedule into door hardware sets indicating
complete designations of every item required for each door or opening,

a. Organize door hardware sets in same order as in the Door Hardware Schedule at
the end of Part 3.
3. Content: Include the following information:
a. Type, style, function, size, label, hand, and finish of each door hardware item.
b. Manufacturer of each item.
C. Fastenings and other pertinent information.
d. Location of each door hardware set, cross-referenced to Drawings, both on floor

plans and in door and frame schedule.

e. Explanation of abbreviations, symbols, and codes contained in schedule.

f. Mounting locations for door hardware.

g. Door and frame sizes and materials.

h. Description of each electrified door hardware function, including location,
sequence of operation, and interface with other building control systems.

9] Sequence of Operation: Include description of component functions that
occur in the following situations: authorized person wants to enter;
authorized person wants to exit; unauthorized person wants to enter;
unauthorized person wants to exit.

4. Submittal Sequence: Submit the final Door Hardware Schedule at earliest possible date,

particularly where approval of the Door Hardware Schedule must precede fabrication of
other work that is critical in the Project construction schedule. Include Product Data,
Samples, Shop Drawings of other work affected by door hardware, and other information
essential to the coordinated review of the Door Hardware Schedule.

5. Submittal Sequence: Submit initial draft of final schedule along with essential Product
Data to facilitate the fabrication of other work that is critical in the Project construction
schedule. Submit the final Door Hardware Schedule after Samples, Product Data,
coordination with Shop Drawings of other work, delivery schedules, and similar
information has been completed and accepted.

E. Keying Schedule: Prepared by or under the supervision of supplier, detailing Owner's final
keying instructions for locks. Include schematic keying diagram and index each key set to

unique door designations.

F. Product Certificates: Signed by manufacturers of electrified door hardware certifying that
products furnished comply with requirements.

1. Certify that door hardware approved for use on types and sizes of labeled fire doors
complies with listed fire door assemblies.

G.  Qualification Data: For firms and persons specified in "Quality Assurance" Atrticle.

1. Include lists of completed projects with project names and addresses of architects and
owners, and other specified information.
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H.  Product Test Reports: Based on evaluation of comprehensive tests performed by manufacturer
and witnessed by a qualified testing agency, indicating current products comply with
requirements.

L. Maintenance Data: For each type of door hardware to include in maintenance manuals
specified in Division 1.

J. Warranties: Special warranties specified in this Section.

1.4 QUALITY ASSURANCE

A.  Installer Qualifications: An experienced installer who has completed door hardware similar in
material, design, and extent to that indicated for this Project and whose work has resulted in
construction with a record of successful in-service performance.

B.  Supplier Qualifications: Door hardware supplier with warehousing facilities in Project's
vicinity and who is or employs a qualified Architectural Hardware Consultant, available during
the course of the Work to consult with Contractor, Architect, and Owner about door hardware
and keying.

L. Electrified Door Hardware Supplier Qualifications: An experienced door hardware
supplier who has completed projects with electrified door hardware similar in material,
design, and extent to that indicated for this Project, whose work has resulted in
construction with a record of successful in-service performance, and who is acceptable to
manufacturer of primary materials.

a. Engineering Responsibility: Prepare data for electrified door hardware, including
Shop Drawings, based on testing and engineering analysis of manufacturer's
standard units in assemblies like those indicated for this Project.

2. Scheduling Responsibility: Preparation of door hardware and keying schedules.

C.  Architectural Hardware Consultant Qualifications: A person who is currently certified by the
Door and Hardware Institute as an Architectural Hardware Consultant and who is experienced
in providing consulting services for door hardware installations that are comparable in material,
design, and extent to that indicated for this Project.

1. Electrified Door Hardware Qualifications: Experienced in providing consulting services
for electrified door hardware installations.

D.  Source Limitations: Obtain each type and variety of door hardware from a single manufacturer,
unless otherwise indicated.

1. Provide electrified door hardware from same manufacturer as mechanical door hardware,
unless otherwise indicated. @ Manufacturers that are listed to perform electrical
modifications, by a testing and inspecting agency acceptable to authorities having
jurisdiction, are acceptable.

E. Regulatory Requirements: Comply with provisions of the following:
1. Where indicated to comply with accessibility requirements, comply with Americans with
Disabilities Act (ADA), "Accessibility Guidelines for Buildings and Facilities

(ADAAG)," ANSI A117.1, FED-STD-795, "Uniform Federal Accessibility Standards,"
as follows:
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a. Handles, Pulls, Latches, Locks, and other Operating Devices: Shape that is easy to
grasp with one hand and does not require tight grasping, tight pinching, or twisting
of the wrist.

b. Door Closers: Comply with the following maximum opening-force requirements
indicated:

1)  Interior Hinged Doors: 5 Ibf (22.2 N) applied perpendicular to door.

2) Sliding or Folding Doors: 5 Ibf (22.2 N) applied parallel to door at latch.

3)  Fire Doors: Minimum opening force allowable by authorities having
jurisdiction.

C. Thresholds: Not more than 1/2 inch (13 mm) high, Not more than 3/4 inch (19
mm) high for exterior sliding doors. Bevel raised thresholds with a slope of not
more than 1:2.

2. NFPA 101: Comply with the following for means of egress doors:

a. Latches, Locks, and Exit Devices: Not more than 15 Ibf (67 N) to release the
latch. Locks shall not require the use of a key, tool, or special knowledge for
operation.

b. Delayed-Egress Locks: Lock releases within 15 seconds after applying a force not
more than 15 Ibf (67 N) for not more than 3 seconds.

c. Door Closers: Not more than 30 Ibf (133 N) to set door in motion and not more
than 15 1bf (67 N) to open door to minimum required width.

d. Thresholds: Not more than 1/2 inch (13 mm) high.

3. Electrified Door Hardware: Listed and labeled as defined in NFPA 70, Article 100, by a
testing agency acceptable to authorities having jurisdiction.

F. Fire-Rated Door Assemblies: Provide door hardware for assemblies complying with NFPA 80
that are listed and labeled by a testing and inspecting agency acceptable to authorities having
jurisdiction, for fire ratings indicated, based on testing according to NFPA 252.

1. Test Pressure: Test at atmospheric pressure.
G. Keying Conference: Conduct conference at Project site to comply with requirements in

Division 1 Section "Project Meetings." Incorporate keying conference decisions into final
keying schedule after reviewing door hardware keying system including, but not limited to, the

following:

1. Function of building, flow of traffic, purpose of each area, degree of security required,
and plans for future expansion.

2. Preliminary key system schematic diagram.

3. Requirements for key control system.

4. Address for delivery of keys.

H.  Preinstallation Conference: Conduct conference at Project site to comply with requirements in
Division 1 Section "Project Meetings."

L All Electric Door Hardware shall be furnished and installed by the General Contractor. All
Electric Door Hardware shall be wired by the Electrical Contractor. Both the Electrical &
General Contractor shall meet and coordinate all work before proceeding.

J. Preinstallation Conference: Conduct conference at Project site to comply with requirements in
Division 1 Section "Project Meetings." Review methods and procedures related to electrified
door hardware including, but not limited to, the following:
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1. Inspect and discuss electrical roughing-in and other preparatory work performed by other

trades.
2. Review sequence of operation for each type of electrified door hardware.
3. Review and finalize construction schedule and verify availability of materials, Installer's

personnel, equipment, and facilities needed to make progress and avoid delays.

4. Review required testing, inspecting, and certifying procedures.

1.5 DELIVERY, STORAGE, AND HANDLING

A.  Inventory door hardware on receipt and provide secure lock-up for door hardware delivered to
Project site.

B.  Tag each item with Door Number related to the final Approved Door Hardware Schedule and
include basic installation instructions with each item or package.

C.  Deliver keys to manufacturer of key control system, or Owner as Directed.

D.  Deliver keys to Owner by registered mail or overnight package service.

1.6 COORDINATION

A.  Coordinate layout and installation of recessed pivots and closers with floor construction. Cast
anchoring inserts into concrete. Concrete, reinforcement, and formwork requirements are
specified in Division 3 Section "Cast-in-Place Concrete."

B.  Templates: Obtain and distribute to the parties’ involved templates for doors, frames, and other
work specified to be factory prepared for installing door hardware. Check Shop Drawings of
other work to confirm that adequate provisions are made for locating and installing door
hardware to comply with indicated requirements.

C.  Electrical System Roughing-in: Coordinate layout and installation of electrified door hardware
with connections to power supplies, fire alarm system and detection devices, access control
system, security system, and building control system.

1.7 WARRANTY

A.  General Warranty: Special warranties specified in this Article shall not deprive Owner of other
rights Owner may have under other provisions of the Contract Documents and shall be in
addition to, and run concurrent with, other warranties made by Contractor under requirements
of the Contract Documents.

B.  Special Warranty: Written warranty, executed by manufacturer agreeing to repair or replace
components of door hardware that fail in materials or workmanship within specified warranty
period. Failures include, but are not limited to, the following:

1. Structural failures include excessive deflection, cracking, or breakage.
2. Faulty operation of operators and door hardware.
3. Deterioration of metals, metal finishes, and other materials beyond normal weathering.

C.  Warranty Period for Locksets: Ten, (10) years from date of Substantial Completion, unless
otherwise indicated.
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D.

E.

1.8

A.

B.

C.

Warranty Period for Manual Closers: Twenty-Five, (25) years from date of Substantial
Completion, unless otherwise indicated.

Warranty Period for Exit Devices: Ten, (10) years from date of Substantial Completion, unless
otherwise indicated.

Warranty Period for Electrical Exit Devices: Two, (2) years from date of Substantial
Completion, unless otherwise indicated.

MAINTENANCE SERVICE

Maintenance Tools and Instructions: Furnish a complete set of specialized tools and
maintenance instructions as needed for Owner's continued adjustment, maintenance, and
removal and replacement of door hardware.

Maintenance Service: Beginning at Substantial Completion, provide six months' full
maintenance by skilled employees of door hardware Installer. Include quarterly preventive
maintenance, repair or replacement of worn or defective components, lubrication, cleaning, and
adjusting as required for proper door hardware operation. Provide parts and supplies as used in
the manufacture and installation of original products.

Engage a factory authorized service representative to train Owner’s maintenance personnel to
adjust, operate, and maintain door hardware and door hardware finishes.

PART 2 - PRODUCTS

2.1

A.

B.

2.2

A.

SCHEDULED DOOR HARDWARE

General: Provide door hardware for each door to comply with requirements in this Section,
door hardware sets indicated in door and frame schedule, and the Door Hardware Schedule at
the end of Part 3.

1. Door Hardware Sets: Provide quantity, item, size, finish or color indicated and named
manufacturer's products. Retain subparagraph below for electrified door hardware.
2. Sequence of Operation: Provide electrified door hardware function, sequence of

operation, and interface with other building control systems indicated.

Designations: Requirements for design, grade, function, finish, size, and other distinctive
qualities of each type of door hardware are indicated in the Door Hardware Schedule at the end
of Part 3. Products are identified by using door hardware designations, as follows:

1. Named Manufacturer's Products: Product designation and manufacturer are listed for
each door hardware type required for the purpose of establishing minimum requirements.
Manufacturers' names are abbreviated in the Door Hardware Schedule.

2. References to BHMA Standards: Provide products complying with these standards and
requirements for description, quality, and function.

HINGES

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:
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1. Butt Hinges:
a. Best Hinge Company, Inc.
b. Hager Hinge Company, Inc.
c. Bommer Hinge Company, Inc.

2. Continuous Hinges:

a. Architectural Builders Hardware Mfg., Inc.
b. Best Hinge Company, Inc.
c. National Guard Products, Inc.

B.  Standards: Comply with the following:
1. Hinges ANSI/BHMA Standard A156.1 Grade 1
2. Continuous Hinges ANSI/BHMA Standard A156.26 Grade 1

C.  Template Requirements: Except for hinges and pivots to be installed entirely (both leaves) into
wood doors and frames, provide only template-produced units.

D.  Concealed bearings are made from engineered polymer material with PTFE and Aramid fiber;
bearing is maintenance free, no oil, no grease.

E. Butt hinges are equipped with easily seated, non-rising pin. Hole in bottom of pin enables quick
pin removal for ease of installation.

F. Continuous hinge material to be 14-gauge, 304 stainless steel

G.  Continuous hinge steel pin to be .25 diameter, 304 stainless steel

H.  Continuous hinge exterior barrel diameter .438 (7/16)

I Continuous hinge knuckle to be 2”, including split nylon bearing at each separation for a quiet,

smooth, self-lubricating operation
J. All hinges to carry Warnock Hersey Int. or UL for fire rated doors and frames up to 3 hours
K.  Continuous hinges to have Symmetrically templated hole pattern
L. Continuous hinge to have a 10-year Warranty

M. Hinge Weight: Unless otherwise indicated, provide the following:
1. Supports weights up to 600Ibs.

N.  Hinge Base Metal: Unless otherwise indicated, provide the following:

Exterior Continuous Hinges: Stainless steel, with stainless-steel pin,

Interior Continuous Hinges: Stainless steel, with stainless-steel pin.

Continuous Hinges for Fire-Rated Assemblies: Stainless steel, with stainless-steel pin.
Exterior Butt Hinges: Stainless Steel or Brass or Bronze

Interior Butt Hinges: Steel or Brass or Bronze

A

O. Hinge Options: Comply with the following were indicated in the Door Hardware Schedule or
on Drawings:

1. Hospital Tips: Slope ends of hinge barrel.
2. Maximum Security Pin: Fix pin in hinge barrel after it is inserted.
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2.3

3. Nonremovable Pins: Provide set screw in hinge barrel that, when tightened into a groove
in hinge pin, prevents removal of pin while door is closed; for the following applications:

a. Outswinging exterior doors.
b. Outswinging corridor doors with locks.

Continuous-Geared Aluminum Hinges: Minimum 0.120-inch- (3.0-mm-) thick, hinge leaves
with minimum overall width of 4 inches (100 mm); fabricated to full height of door and frame.
Finish components after milling and drilling are complete. Fabricate hinges to template screw
locations.

All geared hinges to be heavy-gauge aluminum alloy with solid support blocks of self-
lubricating DELRIN.

All geared hinges to meet Dynamic and static load test for compliance with ANSI A156.1,
(BHMA) for 350,000 cycles at 15 cycles per minute.

Fasteners: Comply with the following:

1. Machine Screws: For metal doors and frames. Install into drilled and tapped holes.

2. Wood Screws: For wood doors and frames.

3. Threaded-to-the-Head Wood Screws: For fire-rated wood doors.

4. Screws: Phillips flat-head screws; machine screws drilled and tapped holes for metal
doors, wood screws for wood doors and frames. Finish screw heads to match surface of
hinges.

LOCKS AND LATCHES

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Mechanical Locks and Latches:
a. Assa Abloy / Sargent Mfg., Inc.

Standards: Comply with the following:
1. Mortise Locks and Latches: BHMA A156.13.

Mortise Locks: Stamped steel case with steel or brass parts; ANSI A156.13, Series 1000,
BHMA Grade 1 Operational and Grade 2 Security and be UL Listed.

Certified Products: Provide door hardware listed in the following BHMA directories:
1. Mechanical Locks and Latches: BHMA's "Directory of Certified Locks & Latches."

Lock Trim: Comply with the following:

1. Lever: Mortise Locks & Latches, Forged or Cast brass, bronze or stainless-steel
construction
2. Dummy Trim: Match lever lock trim and escutcheons.

Lock Functions: Function numbers and descriptions indicated in the Door Hardware Schedule
comply with the following:
1. Mortise Locks: BHMA A156.13.
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2.4

2.5

Lock Throw: Comply with testing requirements for bolt lengths to comply with labeled fire
door requirements, and as follows:
1. Mortise Locks: Minimum 3/4-inch latch bolt throw.

Backset: 2-3/4 inches (70 mm), unless otherwise indicated.
Mortise Locks & Latches shall have an anti-friction, 3/4-inch throw latch bolt with anti-friction
piece made of self-lubricated stainless steel. Latch bolt with plastic insert and three-piece latch

bolt are unacceptable on this project.

Mortise Locks & Latches shall have levers to be operated with a roller bearing spindle hub
mechanism.

DOOR BOLTS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Flush Bolts:

a. Triangle Brass Manufacturing Company, Inc.
b. Burns Manufacturing, Inc.
c. Hager Company, Inc.

Standards: Comply with the following:

1. Automatic and Self-Latching Flush Bolts: BHMA A156.3.

2. Manual Flush Bolts: BHMA A156.16.

Flush Bolts: BHMA Grade 1, designed for mortising into door edge.

Bolt Throw: Comply with testing requirements for length of bolts to comply with labeled fire
door requirements, and as follows:

1. Mortise Flush Bolts: Minimum 3/4-inch (19-mm) throw.

EXIT DEVICES

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Assa Abloy / Sargent Mfg., Inc.
Standard: BHMA A156.3.
1. BHMA Grade: Grade 1

Certified Products: Provide exit devices listed in BHMA's "Directory of Certified Exit
Devices."

Panic Exit Devices: Listed and labeled by a testing and inspecting agency acceptable to
authorities having jurisdiction, for panic protection, based on testing according to UL 305.
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2.6

Fire Exit Devices: Complying with NFPA 80 that are listed and labeled by a testing and
inspecting agency acceptable to authorities having jurisdiction, for fire and panic protection,
based on testing according to UL 305 and NFPA 252.

Exit device lock stile chassis shall be investment cast steel. Stamped steel units will not be
accepted. All device latch bolts shall be stainless steel and shall be deadlocking type.

Exit device strikes shall be adjustable type investment cast stainless steel.

Exit device should include sound reduction dampening for both depression and extension of the
touch pad.

Exit device end cap shall be all metal and secured with a bracket that interlocks both at the
touch bar channel base and hinge side filler to prevent end cap “peel-back”.

All exposed surfaces of the exit device housing shall be no less than 14 gauge brass or bronze;
or no less than 16-gauge stainless steel. Aluminum housing type exit devices are not acceptable.

Dummy Push Bar: Nonfunctioning push bar matching functional push bar.
1. Operation: Rigid

Outside Trim: Lever, Lever with cylinder, Pull, pull with cylinder, material and finish to match
locksets, unless otherwise indicated.

L. Match design for locksets and latchsets, unless otherwise indicated.
CYLINDERS AND KEYING

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Cylinders:

a. Assa Abloy / Sargent Mfg., Inc.
b. All cylinders shall be 7-pin interchangeable cores.

Standards: Comply with the following:
1. Cylinders: BHMA A156.5.

Cylinder Grade: BHMA Grade 1, Cylinders:  Manufacturer's standard tumbler type,
constructed from brass or bronze, stainless steel, or nickel silver, and complying with the
following:

1. Number of Pins: Seven.

2. Mortise Type: Threaded cylinders with rings and straight- or clover-type cam.

3. Rim Type: Cylinders with back plate, flat-type vertical or horizontal tailpiece, and raised
trim ring.

4. Bored-Lock Type: Cylinders with tailpieces to suit locks.

Permanent Cores: Manufacturer's standard; finish face to match lockset; complying with the
following:
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2.7

2.8

A.

L. Removable Cores: Core insert, removable by use of a special key, and for use with only
the core manufacturer's locksets.

Construction Keying: Comply with the following:

L. Construction Cores: Provide Brass construction cores in all locksets and cylinders that
are replaceable by permanent cores.

a. Replace Brass construction cores with permanent cores, as indicated in keying
schedule

Keying System: Unless otherwise indicated, provide a factory-registered keying system
complying with the following requirements:

1. Existing System: Master key or grand master key locks to Owner's existing system.
Keys: Provide nickel-silver keys complying with the following:

1. Stamping: Permanently inscribe each key with a visual key control number and include
the following notation:

a. Notation: "DO NOT DUPLICATE."

2. Quantity: In addition to one extra blank key for each lock, provide the following:

a. Cylinder Change Keys: Three.

b. Control Keys: Three

C. Construction Master Keys: Three

d. Construction Core Control Keys: Three
STRIKES

Standards: Comply with the following:
1. Strikes for Mortise Locks and Latches: BHMA A156.13.
2. Dustproof Strikes: BHMA A156.16.

Strikes: Provide manufacturer's standard strike with strike box for each latch or lock bolt, with
curved lip extended to protect frame, finished to match door hardware set, unless otherwise
indicated, and as follows:

1. Flat-Lip Strikes: For locks with three-piece antifriction latch bolts, as recommended by
manufacturer.

2. Extra-Long-Lip Strikes: For locks used on frames with applied wood casing trim.

3. Aluminum-Frame Strike Box: Provide manufacturer's special strike box fabricated for

aluminum framing.
Dustproof Strikes: BHMA Grade 1

ACCESSORIES FOR PAIRS OF DOORS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:
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2.9

2.10

2.11

1. Astragals:
a. Architectural Builders Hardware, Inc.
b. National Guard Products, Inc.
CLOSERS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Surface-Mounted Closers:
a. Assa Abloy / Sargent Mfg., Inc.

Standards: Comply with the following:
1. Closers: BHMA A156.4.
Surface Closers: BHMA Grade 1

Certified Products: Provide door closers listed in BHMA's "Directory of Certified Door
Closers."

Size of Units: Unless otherwise indicated, comply with manufacturer's written
recommendations for size of door closers depending on size of door, exposure to weather, and

anticipated frequency of use. Provide factory-sized closers, adjustable to meet field conditions
and requirements for opening force.

PROTECTIVE TRIM UNITS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Metal Protective Trim Units:

a. Architectural Builders Hardware, Inc.

b. Burns Manufacturing Company, Inc.
Standard: Comply with BHMA A156.6.
Materials: Fabricate protection plates from the following:

1. Stainless Steel: 0.050 inch (1.3 mm) thick; beveled 4 sides.

Fasteners: Provide manufacturer's standard exposed fasteners for door trim units consisting of
either machine or self-tapping screws.

Furnish protection plates sized 2” less than door width on push side and 1” less than door width
on pull side, by height specified in Door Hardware Schedule.
STOPS AND HOLDERS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Architectural Builders Hardware Mfg., Inc.
2. Triangle Brass Manufacturing Company, Inc.
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2.12

H.

Standards: Comply with the following:

1. Stops and Bumpers: BHMA A156.16.
2. Combination Overhead Holders and Stops: BHMA A156.8.
3. Door Silencers: BHMA A156.16.

Stops and Bumpers: BHMA Grade 1
Combination Overhead Stops and Holders: BHMA Grade 1

Silencers for Metal Door Frames: BHMA Grade 1; neoprene or rubber, minimum diameter 1/2
inch (13 mm); fabricated for drilled-in application to frame.

DOOR GASKETING

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. Door Gasketing:
a. National Guard Products, Inc.
b. Reese Manufacturing Co., Inc.

2. Door Bottoms:
a. National Guard Products
b. Reese Manufacturing Co., Inc.

Standard: Comply with BHMA A156.22.

General: Provide continuous weather-strip gasketing on exterior doors and provide smoke,
light, or sound gasketing on interior doors were indicated or scheduled. Provide noncorrosive
fasteners for exterior applications and elsewhere as indicated.

1. Perimeter Gasketing: Apply to head and jamb, forming seal between door and frame.
. Meeting Stile Gasketing: Fasten to meeting stiles, forming seal when doors are closed.
3. Door Bottoms: Apply to bottom of door, forming seal with threshold when door is
closed.

Air Leakage: Not to exceed 0.50 cfm per foot (0.000774 cu. m/s per m) of crack length for
gasketing other than for smoke control, as tested according to ASTM E 283.

Smoke-Labeled Gasketing: Assemblies complying with NFPA 105 that are listed and labeled
by a testing and inspecting agency acceptable to authorities having jurisdiction, for smoke-
control ratings indicated, based on testing according to UL 1784.

1. Provide smoke-labeled gasketing on 20-minute-rated doors and on smoke-labeled doors.
Fire-Labeled Gasketing: Assemblies complying with NFPA 80 that are listed and labeled by a
testing and inspecting agency acceptable to authorities having jurisdiction, for fire ratings

indicated, based on testing according to UL 10B or NFPA 252.

Sound-Rated Gasketing: Assemblies that are listed and labeled by a testing and inspecting
agency, for sound ratings indicated, based on testing according to ASTM E 1408.

Replaceable Seal Strips: Provide only those units where resilient or flexible seal strips are
easily replaceable and readily available from stocks maintained by manufacturer.
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2.13

2.14

Gasketing Materials: Comply with ASTM D 2000 and AAMA 701/702.

THRESHOLDS

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

1. National Guard Products, Inc.
2. Reese Manufacturing Co., Inc.

Standard: Comply with BHMA A156.21.
FABRICATION

Manufacturer's Nameplate: Do not provide manufacturers' products that have manufacturer's
name or trade name displayed in a visible location (omit removable nameplates) except in
conjunction with required fire-rated labels and as otherwise approved by Architect.

1. Manufacturer's identification will be permitted on rim of lock cylinders only.

Base Metals: Produce door hardware units of base metal, fabricated by forming method
indicated, using manufacturer's standard metal alloy, composition, temper, and hardness.
Furnish metals of a quality equal to or greater than that of specified door hardware units and
BHMA A156.18 for finishes. Do not furnish manufacturer's standard materials or forming
methods if different from specified standard.

Fasteners: Provide door hardware manufactured to comply with published templates generally
prepared for machine, wood, and sheet metal screws. Provide screws according to
commercially recognized industry standards for application intended. Provide Phillips flat-head
screws with finished heads to match surface of door hardware, unless otherwise indicated.

1. Concealed Fasteners: For door hardware units that are exposed when door is closed,
except for units already specified with concealed fasteners. Do not use through bolts for
installation where bolt head or nut on opposite face is exposed unless it is the only means
of securely attaching the door hardware. Where through bolts are used on hollow door
and frame construction, provide sleeves for each through bolt.

2. Steel Machine or Wood Screws: For the following fire-rated applications:
a. Mortise hinges to doors.
b. Strike plates to frames.
C. Closers to doors and frames.

3. Steel Through Bolts: For the following fire-rated applications, unless door blocking is

provided:

a. Surface hinges to doors.

b. Closers to doors and frames.
c. Surface-mounted exit devices.

4. Spacers or Sex Bolts: For through bolting of hollow metal doors.
5. Fasteners for Wood Doors: Comply with requirements of DHI WDHS.2,
"Recommended Fasteners for Wood Doors."
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2.15

A.

B.

C.

D.

FINISHES
Standard: Comply with BHMA A156.18.

Protect mechanical finishes on exposed surfaces from damage by applying a strippable,
temporary protective covering before shipping.

Appearance of Finished Work: Variations in appearance of abutting or adjacent pieces are
acceptable if they are within one-half of the range of approved Samples. Noticeable variations
in the same piece are not acceptable. Variations in appearance of other components are
acceptable if they are within the range of approved Samples and are assembled or installed to
minimize contrast.

BHMA Designations: Comply with base material and finish requirements indicated by the
following:

BHMA 600: Primed for painting, over steel base metal.

BHMA 626: Satin chromium plated over nickel, over brass or bronze base metal.
BHMA 628: Satin aluminum, clear anodized, over aluminum base metal.
BHMA 630: Satin stainless steel, over stainless steel base metal.

BHMA 652: Satin chromium plated over nickel, over steel base metal.

BHMA 689: Aluminum painted, over any base metal.

ANl S e

PART 3 - EXECUTION

3.1

A.

B.

C.

3.2

A.

B.

33

A.

EXAMINATION
Examine doors and frames, with Installer present, for compliance with requirements for
installation tolerances, labeled fire door assembly construction, wall and floor construction, and

other conditions affecting performance.

Examine roughing-in for electrical power systems to verify actual locations of wiring
connections before electrified door hardware installation.

Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION
Steel Doors and Frames: Comply with DHI A115 series.

1. Surface-Applied Door Hardware: Drill and tap doors and frames according to SDI 107.

Wood Doors: Comply with DHI A115-W series.

INSTALLATION

Mounting Heights: Mount door hardware units at heights indicated in following applicable
publications, unless specifically indicated or required to comply with governing regulations:

1. Standard Steel Doors and Frames: DHI's "Recommended Locations for Architectural
Hardware for Standard Steel Doors and Frames."
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3.5

2. Custom Steel Doors and Frames: DHI's "Recommended Locations for Builders'
Hardware for Custom Steel Doors and Frames."

3. Wood Doors: DHI WDHS.3, "Recommended Locations for Architectural Hardware for
Wood Flush Doors."

Install each door hardware item to comply with manufacturer's written instructions. Where
cutting and fitting are required to install door hardware onto or into surfaces that are later to be
painted or finished in another way, coordinate removal, storage, and reinstallation of surface
protective trim units with finishing work specified in Division 9 Sections. Do not install
surface-mounted items until finishes have been completed on substrates involved.

1. Set units level, plumb, and true to line and location. Adjust and reinforce attachment
substrates as necessary for proper installation and operation.
2. Drill and countersink units that are not factory prepared for anchorage fasteners. Space

fasteners and anchors according to industry standards.

Key Control System: Place keys on markers and hooks in key control system cabinet, as
determined by final keying schedule. Supply key cabinet with 25% expansion. Factory installs
keys in cabinet or in field with owner’s representative. Key cabinet to be supplied with a
“Complete System” equal to the Telkee System.

Boxed Power Supplies: Locate power supplies as indicated or, if not indicated above accessible
ceilings, in equipment room. Verify location with Architect.

1. Configuration: Provide one power supply for each door opening.
2. Configuration: Provide the least number of power supplies required to adequately serve
doors with electrified door hardware.

Thresholds: Set thresholds for exterior and acoustical doors in full bed of sealant complying
with requirements specified in Division 7 Section "Joint Sealants."

FIELD QUALITY CONTROL

Independent Architectural Hardware Consultant: Owner or Architect will engage a qualified
independent Architectural Hardware Consultant to perform inspections and to prepare
inspection reports.

1. Independent Architectural Hardware Consultant will inspect door hardware and state in
each report whether installed work complies with or deviates from requirements,
including whether door hardware is properly installed and adjusted.

ADJUSTING

Initial Adjustment: Adjust and check each operating item of door hardware and each door to
ensure proper operation or function of every unit. Replace units that cannot be adjusted to
operate as intended. Adjust door control devices to compensate for final operation of heating
and ventilating equipment and to comply with referenced accessibility requirements.

1. Spring Hinges: Adjust to achieve positive latching when door is allowed to close freely
from an open position of 30 degrees.

2. Electric Strikes: Adjust horizontal and vertical alignment of keeper to properly engage
lock bolt.
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3. Door Closers: Adjust sweep period so that, from an open position of 70 degrees, the door
will take at least 3 seconds to move to a point 3 inches (75 mm) from the latch, measured

to the leading edge of the door.

B.  Six-Month Adjustment: Approximately six months after date of Substantial Completion,

Installer shall perform the following:

1. Examine and readjust each item of door hardware as necessary to ensure function of
doors, door hardware, and electrified door hardware.

2. Consult with and instruct Owner's personnel on recommended maintenance procedures.

3. Replace door hardware items that have deteriorated or failed due to faulty design,

materials, or installation of door hardware units.

3.6 CLEANING AND PROTECTION
A.  Clean adjacent surfaces soiled by door hardware installation.
B.  Clean operating items as necessary to restore proper function and finish.
C.  Provide final protection and maintain conditions that ensure door hardware is without damage
or deterioration at time of Substantial Completion.
3.7 DEMONSTRATION
A.  Engage a factory-authorized service representative to train Owner's maintenance personnel to
adjust, operate, and maintain door hardware and door hardware finishes.
3.8 DOOR HARDWARE SCHEDULE
Hardware Schedule
BERKS CTC, WEST CAMPUS SMALL ENGINE REPAIR
Hardware Set #: 0001 - SGL DRS HMD & HMF EXTERIOR
1/G110

Opening to Have:

Qty Description Finish Mfg
CONTINUOUS HINGE Al110HDC x SC x PT x FULL HEIGHT 628 ABH
RIM CYLINDER (IC) 64-63-34 626 SARGENT
POWER TRANSFER PT1000 628 ABH
POWER SUPPLY 3540 x 24VDC x 2-AMP 600 SARGENT
RIM EXIT DEVICE 56-63-64-8804 x ETL 630 SARGENT
DOOR CLOSER 351 x CPS 689 SARGENT
KICK PLATE 16" x 2" LDW .050 x B4E x CTSK 630 ABH
TEAR DROP SEAL 5050B x HEAD & JAMBS BLK NGP
DOOR SWEEP 200NA x FULL WIDTH 628 NGP
THRESHOLD 896V x SIA x 1/4-20-2" COMBO 628 NGP

N e

CARD READER BY ELECTRICAL CONTRACTOR

DOOR HARDWARE — ADDENDUM NO. 1
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Hardware Set #: 0002 - SGL DRS HMD & HMF
2/G110

Opening to Have:

Qty Description Finish Mfg
3 HINGE FBB168 4.5 x 4.5 x NRP 652 BEST
1 RIM CYLINDER (IC) 64-63-34 626 SARGENT
1 POWER TRANSFER PT1000 628 ABH
1 POWER SUPPLY 3540 x 24VDC x 2-AMP 600 SARGENT
1 RIM EXIT DEVICE 56-63-64-8804 x ETL 630 SARGENT
1 DOOR CLOSER 351 x P9 689 SARGENT
1 KICK PLATE 16" x 2" LDW .050 x B4E x CTSK 630 ABH
1 MOP PLATE 6" x 1" LDW .050 x B4E x CTSK 630 ABH
1 WALL STOP AB409 630 ABH
3 SILENCERS 1229A GRAY TRIMCO
1 CARD READER BY ELECTRICAL CONTRACTOR

Hardware Set #: 0003 - SGL DRS HMD & HMF
1/G101Aa

Opening to Have:

Qty Description Finish Mfg

3 HINGE FBB199 4.5 x 4.5 x NRP 630 BEST
1 RIM EXIT DEVICE 63-64-8804 x ETL 630 SARGENT
1 DOOR CLOSER 351 x CPS 689 SARGENT
1 MOP PLATE 6" x 1" LDW .050 x B4E x CTSK 630 ABH
3 SILENCERS 1229A GRAY TRIMCO

Hardware Set #: 0004 - SGL DRS HMD & HMF

1/G111

Opening to Have:

Qty Description Finish Mfg
3 HINGE FBB168 4.5 x 4.5 652 BEST
1 STOREROOM LOCKSET 63-64-8204 x LNL 630 SARGENT
1 KICK PLATE 16" x 2" LDW .050 x B4E x CTSK 630 ABH
1 WALL STOP AB409 630 ABH
3 SILENCERS 1229A GRAY TRIMCO
1 DOOR TO SWING 180 DEGREES

Hardware Set #: 0005 - PRS DRS HMD & HMF (DUTCH DOOR LHR LEAF)
1/G109

Opening to Have:

Qty Description Finish Mfg
7 HINGE FBB168 4.5 x 4.5 x NRP 652 BEST
2 FLUSH BOLT 18555 1" x 6-3/4" x 12" 626 ABH
1 DUST PROOF STRIKE 1870 630 ABH
1 OFFICE LOCKSET 63-64-10XG05 x LL 626 SARGENT
1 ASTRAGAL A548B x BEVEL EDGE x FULL HEIGHT 630 ABH
1 DUTCH DOOR BOLT 3920-4 630 TRIMCO
2 KICK PLATE 16" x 1" LDW .050 x B4E x CTSK 630 ABH
2 MOP PLATE 6" x 1" LDW .050 x B4E x CTSK 630 ABH
3 WALL STOP AB409 630 ABH
2 SILENCERS 1229A GRAY TRIMCO
2 DOOR TO SWING 180 DEGREES

END OF SECTION 087110
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SECTION 105113 - METAL LOCKERS

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

1.6

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General, Special and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Heavy-duty metal lockers.

ACTION SUBMITTALS
Product Data: For each type of product indicated. Include construction details, material
descriptions, dimensions of individual components and profiles, and finishes for each type of

metal locker.

Shop Drawings: For metal lockers. Include plans, elevations, sections, details, and attachments
to other work.

1. Show locker trim and accessories.
2. Include locker identification system and numbering sequence.

Samples for Initial Selection: For units with factory-applied color finishes.

INFORMATIONAL SUBMITTALS

Warranty: Sample of special warranty.

CLOSEOUT SUBMITTALS

Maintenance Data:  For adjusting, repairing, and replacing locker doors and latching
mechanisms to include in maintenance manuals.

MATERIALS MAINTENANCE SUBMITTALS

Furnish extra materials that match products installed and that are packaged with protective
covering for storage and identified with labels describing contents.

1. Full-size units of the following metal locker hardware items equal to 10 percent of
amount installed for each type and finish installed, but no fewer than five units:

METAL LOCKERS — ADDENDUM NO. 1 105113 -1
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a. Identification plates.
b. Hooks.
1.7 QUALITY ASSURANCE

A. Installer Qualifications: Manufacturer's authorized representative who is trained and approved
for installation of units required for this Project.

B.  Source Limitations: Obtain metal lockers, locker and accessories from single source from
single manufacturer.

C.  Regulatory Requirements: Where metal lockers are indicated to comply with accessibility
requirements, comply with the U.S. Architectural & Transportation Barriers Compliance
Board's "Americans with Disabilities Act (ADA) and Architectural Barriers Act (ABA)
Accessibility Guidelines for Buildings and Facilities" and ICC/ANSI A117.1.
1.8 DELIVERY, STORAGE, AND HANDLING

A. Do not deliver metal lockers until spaces to receive them are clean, dry, and ready for their
installation.

B.  Deliver master and control keys, and combination control charts to Owner by registered mail or
overnight package service.

1.9 PROJECT CONDITIONS

A.  Field Measurements: Verify actual dimensions of recessed openings by field measurements
before fabrication.

1.10 COORDINATION

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related
units of work specified in other Sections to ensure that metal lockers can be supported and
installed as indicated.

1.11 WARRANTY

A.  Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or
replace components of metal lockers that fail in materials or workmanship, excluding finish,
within specified warranty period.

1. Failures include, but are not limited to, the following:
a. Structural failures.
b. Faulty operation of latches and other door hardware.
2. Damage from deliberate destruction and vandalism is excluded.

METAL LOCKERS — ADDENDUM NO. 1 105113 -2
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3. Warranty Period for All-Welded Metal Lockers: Lifetime from date of Substantial
Completion.

PART 2 - PRODUCTS

2.1

2.2

A.

MATERIALS

Cold-Rolled Steel Sheet: ASTM A 1008/A 1008M, Commercial Steel (CS), Type B, suitable
for exposed applications.

Metallic-Coated Steel Sheet: ASTM A 653/A 653M, Commercial Steel (CS), Type B; with
A60 (ZF180) zinc-iron, alloy (galvannealed) coating designation.

Stainless-Steel Sheet: ASTM A 666, Type 304.
Steel Tube: ASTM A 500, cold rolled.

Fasteners: Zinc- or nickel-plated steel, slotless-type, exposed bolt heads; with self-locking nuts
or lock washers for nuts on moving parts.

Anchors: Material, type, and size required for secure anchorage to each substrate.

1. Provide nonferrous-metal or hot-dip galvanized anchors and inserts on inside face of
exterior walls, and elsewhere as indicated, for corrosion resistance.
2. Provide toothed-steel or lead expansion sleeves for drilled-in-place anchors.

HEAVY-DUTY METAL LOCKERS
Products: Subject to compliance with requirements, provide one of the following:

Lyon Workspace Products, Inc.

Penco Products, Inc.

Art Metal Products Co.

Republic Storage Systems Company, Inc.

el

B. Locker Units: Provide eighteen (18) Type 1 units as follows:

Type 1 — Student Lockers
Width: 12 inches.

Depth: 15 inches.

Height: 72 inches: (3) 24-inch compartments per unit.
Configuration: Triple tier (three person) with hat’/hook per compartment.
Mounting: Surface.

Base: Mounted on base.

Locking: Equipped with pad lock hasps with recessed box.
Ventilation Method: Door louvers top and bottom of door

Class: Heavy duty

Tops: Flat

METAL LOCKERS — ADDENDUM NO. 1 105113 -3
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C. Material: Cold-rolled steel sheet.

D. Body: Assembled by welding body components together. Fabricate from unperforated steel
sheet with thicknesses as follows:

1. Tops, Bottoms, and Sides: 0.060-inch (1.52-mm) nominal thickness.

2. Backs: 0.048-inch (1.21-mm) nominal thickness.

3. Shelves: 0.060-inch (1.52-mm) nominal thickness, with double bend at front and single
bend at sides and back.

E. Doors: One piece; fabricated from 0.075-inch (1.90-mm) nominal-thickness steel sheet;
formed into channel shape with double bend at vertical edges and with right-angle single bend
at horizontal edges.

1. Reinforcement: Manufacturer's standard reinforcing angles, channels, or stiffeners for
doors more than 15 inches (381 mm) wide; welded to inner face of doors.
2. Door Style:
a. Vents: Raised Louver shape vents.
F. Hinges: Welded to door and attached to door frame with no fewer than two factory-installed
rivets per hinge that are completely concealed and tamper resistant when door is closed;
fabricated to swing 180 degrees; self-closing.

1. Continuous Hinges: Manufacturer's standard, steel, full height.

G. Recessed Door Handle and Latch: Stainless-steel cup with integral door pull, recessed so locking
device does not protrude beyond face of door; pry and vandal resistant.

1. Single-Point Latching: Nonmoving latch hook designed to engage bolt of built-in
combination lock.

a. Latch Hook: Equip each door with one latch hook, fabricated from 0.120-inch
(3.04-mm) nominal-thickness steel sheet; welded midway up full-height door

strike; with resilient silencer.

H. Equipment: Equip each metal locker with identification plate and the following unless otherwise
indicated:

L Accessories:
1. Recess Trim: Fabricated from 0.048-inch (1.21-mm) nominal-thickness steel sheet.
2. Filler Panels: Fabricated from 0.048-inch (1.21-mm) nominal-thickness steel sheet.
J. Finish: Baked enamel or powder coat.

1. Color(s):  One color for door, frame and body; as selected by Architect from
manufacturer's full range.

METAL LOCKERS — ADDENDUM NO. 1 105113 - 4
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FABRICATION

Fabricate metal lockers square, rigid, and without warp and with metal faces flat and free of
dents or distortion. Make exposed metal edges safe to touch and free of sharp edges and burrs.

1. Form body panels, doors, shelves, and accessories from one-piece steel sheet unless
otherwise indicated.

2. Provide fasteners, filler plates, supports, clips, and closures as required for complete
installation.

Fabricate each metal locker with an individual door and frame; individual top, bottom, and

back; and common intermediate uprights separating compartments. Factory weld frame

members of each metal locker together to form a rigid, one-piece assembly.

All-Welded Construction: Factory preassemble metal lockers by welding all joints, seams, and

connections; with no bolts, nuts, screws, or rivets used in assembly of main locker groups.

Factory weld main locker groups into one-piece structures. Grind exposed welds flush.

Accessible Lockers: Fabricate as follows:

L. Locate bottom shelf no lower than 15 inches (381 mm) above the floor.

2. Where hooks, coat rods, or additional shelves are provided, locate no higher than 48
inches (1219 mm) above the floor.

Hooks: Manufacturer's standard ball-pointed type, aluminum or steel; zinc plated.

Identification Plates: Manufacturer's standard, etched, embossed, or stamped aluminum plates,
with numbers and letters at least 3/8 inch (9 mm) high.

Continuous Sloping Tops: Fabricated in lengths as long as practical, without visible fasteners at
splice locations; finished to match lockers.

1. Sloping-top corner fillers, mitered.

Recess Trim: Fabricated with minimum 2-1/2-inch (64-mm) face width and in lengths as long
as practical; finished to match lockers.

Filler Panels: Fabricated in an unequal leg angle shape; finished to match lockers. Provide slip-
joint filler angle formed to receive filler panel.

Boxed End Panels: Fabricated with 1-inch- (25-mm-) wide edge dimension and designed for
concealing fasteners and holes at exposed ends of nonrecessed metal lockers; finished to match

lockers.

1. Provide one-piece panels for double-row (back-to-back) locker ends.

STEEL SHEET FINISHES

Factory finish steel surfaces and accessories except stainless-steel and chrome-plated surfaces.

METAL LOCKERS — ADDENDUM NO. 1 105113 -5
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B.  Powder-Coat Finish: Immediately after cleaning and pretreating, electrostatically apply
manufacturer's standard, baked-polymer, thermosetting powder finish. Comply with resin
manufacturer's written instructions for application, baking, and minimum dry film thickness.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine walls, floors, and support bases, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of the Work.

B.  Prepare written report, endorsed by Installer, listing conditions detrimental to performance of
the Work.

C.  Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION
A. General: Install level, plumb, and true; shim as required, using concealed shims.

1. Anchor locker runs at ends and at intervals recommended by manufacturer, but not more
than 36 inches (910 mm) o.c. Using concealed fasteners, install anchors through backup
reinforcing plates, channels, or blocking as required to prevent metal distortion.

2. Anchor single rows of metal lockers to walls near top and bottom of lockers.

3. Anchor back-to-back metal lockers to floor.

B.  All-Welded Metal Lockers: Connect groups together with standard fasteners, with no exposed
fasteners on face frames.

C.  Equipment and Accessories: Fit exposed connections of trim, fillers, and closures accurately
together to form tight, hairline joints, with concealed fasteners and splice plates.

1. Attach hooks with at least two fasteners.
Attach door locks on doors using security-type fasteners.
3. Identification Plates: Identify metal lockers with identification indicated on Drawings.
a. Attach plates to each locker door, near top, centered, with at least two aluminum
rivets.
b. Attach plates to upper shelf of each open-front metal locker, centered, with a least

two aluminum rivets.

4. Attach recess trim to recessed metal lockers with concealed clips.

5. Attach filler panels with concealed fasteners. Locate filler panels where indicated on
Drawings.

6. Attach sloping-top units to metal lockers, with closures at exposed ends.

7. Attach boxed end panels with concealed fasteners to conceal exposed ends of

nonrecessed metal lockers.
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3.3 ADJUSTING, CLEANING, AND PROTECTION

A.  Clean, lubricate, and adjust hardware. Adjust doors and latches to operate easily without
binding. Verify that integral locking devices operate properly.

B. Protect metal lockers from damage, abuse, dust, dirt, stain, or paint. Do not permit use during
construction.

C.  Touch up marred finishes or replace metal lockers that cannot be restored to factory-finished

appearance. Use only materials and procedures recommended or furnished by locker
manufacturer.

END OF SECTION 105113
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MECHANICAL LEGEND VEHICLE EXHAUST FAN SCHEDULE

MECHANICAL NOTES ISt VEHICLE EXHAUST SYSTEM TAG | TYPE |MOUNTING| cFm | HP | DUTY [FANIMOTOR| v 1aGE PASIS OF DESICN NOTES
DucT size CYCLE |RPM| WATTS MANUFACTURER | MODEL
CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS REQUIRED TO FABRICATE, INSTALL, AND |Z| DUCT SECTION, RETURN AR 1. CONTRACTOR SHALL PROVIDE AND INSTALL THE FOLLOWING EQUIPMENT AS PER MANUFACTURER'S VEF—1| UPBLAST | CEILING |4000| 10 | CONT. [3535 7500 |208—-230/460( PLYMOVENT [TEV-745 1
PLACE IN WORKING ORDER ALL SYSTEMS SHOWN ON DRAWINGS. CONTRACTOR SHALL PROVIDE =< DUCT SECTION. SUPPLY AIR SPECIFICATIONS. ALL MODEL NUMBERS REFER TO EQUIPMENT AS SUPPLIED BY PLYMOVENT
COMPLETE AND OPERATIONAL SYSTEMS. ALL WORK SHALL BE PERFORMED IN A WORKMANLIKE AND = '
PROFESSIONAL MANNER CONSISTENT WITH ALL APPLICABLE INDUSTRY STANDARDS. = VOLUME DAMPER — (7) 301478 SER 850 AD Spring Recoil Hose Reel w/ Mechanical Damper, 33.5”/850mm wide NOTES: ) )
drum, suitable for 4, 5 or 6" hoses, 33 /10M long max. 1. PROVIDE, INSTALL, INTERLOCK FAN WITH EQUIPMENT NOTED UNDER "VEHICLE EXHAUST SYSTEM
ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE MOST RECENT ADOPTED EDITION OF THE £ _ ' . y _ "
INTERNATIONAL MECHANICAL CODE AND THE REQUIREMENTS OF THE LOCAL AUTHORITY HAVING :Dj> TRANSITION (S7E)R_‘|1‘I|?9E1E9LSMAS 150 Hose Conn. Set SER MAS—150 MNTING ASMBLY, SPRING HOSE, @150MM/6 ,
JURISDICTION. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY FOR AND PROCURE ALL REQUIRED . , . -
— (7) 10352 SNF2-150-7.5 Black exhaust hose, 25 long, 6" diameter. Temp resistance 700F w/
DRAWINGS INDICATE THE GENERAL LOCATION AND ARRANGEMENT OF THE NEW CONSTRUCTION. SO internal steel helix. Max Spike temp 1250 Deg. F
FAR AS PRACTICAL, INSTALL NEW WORK AS INDICATED. CONTRACTOR SHALL BE RESPONSIBLE TO ‘E|||||:+ FLEXIBLE CONNECTION — (14) 116853 HOSE CLAMP 6 )
THOROUGHLY INVESTIGATE AND VERIFY ALL FIELD CONDITIONS AND ALL OTHER NEW SYSTEMS - (7) 105259 AU-150 (Package) AU-150 AU-TRGS/ STAND WTH HOOD, 150MM/6" HOSE TAG MODEL No. MANUFACTURER SERVING CAPACITY | \ouNT TYPE
INSTALLED PRIOR TO FABRICATION AND INSTALLATION OF NEW SYSTEMS. 7~ FLEX DUCT CONNECTION TONS
— (1) 102940 TEV-745 536 NEMA UVD TEV FAN, 10 HP, 3450 RPM, 208-230 / 460V, 3 PHASE, VOLT/PH/HZ
UNLESS OTHERWISE NOTED, EQUIPMENT AND MATERIALS OF CONSTRUCTION AS SCHEDULED AND _ EXISTING ITEM 60HZ, TEFC MOTOR,CLASS B CENTRIFUGAL FAN. STANDARD UPBLAST VERTICAL DISCHARGE FX—WM—2HP—1PH—115/230V
SHOWN ON THE DRAWINGS CONSTITUTE A STANDARD OF QUALITY AND CONTRACTOR BASIS OF (UVD)CONFIGURATION FE-1 KIT / FUMEXTRACOTRS |SMALL ENGINE SHOP| 1600 CFM WALL 115/1/60
CONTRACT BID. AT THE CONTRACTOR’S DISCRETION, EQUIVALENT PRODUCT SUBSTITUTIONS MAY BE — NEW ITEM — (1) 100346 SC—315/FLEXIBLE CONNECTION SC—315 SOFT CONNECTION @315 COMPLETE
SUBMITTED TO THE OWNER FOR APPROVAL. WRITTEN APPROVAL AND ACCEPTANCE BY THE OWNER 8 CONNECTION TO EXISTING — (1) 116519 VFD-10-460 VFD—10-460 VAR FREQ DRIVE CONTROL 10 HP, 460V, NEMA 12 NOTES:
OF AN EQUIVALENT PRODUCT SUBSTITUTION SHALL NOT HOWEVER RELIEVE THE CONTRACTOR OF THE — (1) 116513 TG—3750 TG-3750 4-20 MA OUTPUT, 15WC ! PROVIDE WITH FILTER FOR EXHAUST, MODEL NO. FXO—WM—FLTR—BASE
RESPONSIBILITY OF PROVIDING COMPLETE AND OPERATIONAL SYSTEMS. THIS CONTRACTOR SHALL AT REFRIGERANT LIQUID 5 PROVIDE WITH FUME EXTRACTION ARM. MODEL NO. FX—HA— 0814
NO ADDITIONAL COST TO THE CONTRACT , BE RESPONSIBLE FOR ANY AND ALL MODIFICATIONS - : ' :
AND/OR ADDITIONAL CONSTRUCTION REQUIRED TO ACCOMMODATE INSTALLATION AND OPERATION OF @ THERMOSTAT
ANY SUBSTITUTE PRODUCT. ROOF CURB SCHEDULE
THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL MAJOR MANUFACTURED ITEMS REQUIRED TRANSFER GRILLE SCHEDULE
ON THIS PROJECT. ELECTRONIC COPIES SHALL BE SUBMITTED. PURCHASE OR INSTALLATION OF
EQUIPMENT OR SYSTEMS COMPONENTS WITHOUT PRIOR WRITTEN APPROVALS IS FORBIDDEN. TAG SIZE MANUFACTURER|  MODEL NOTES
APPROVAL OF SHOP DRAWINGS DOES NOT RELIEVE THE CONTRACTOR OF THE RESPONSIBLY OF TAG SIzE BORDER | MANUFACTURER|  MODEL NOTES
PROVIDING COMPLETE OPERATIONAL SYSTEMS. UNIT HEATER SCHEDULE RC—1 | 24 X 24 DAYTON 2RB78 - o e SURFACE TUS - 2
- MOUNT :
CONTRACTOR SHALL INFORM THE ENGINEER OF ANY QUESTIONS OR DISCREPANCIES PRIOR TO
PURCHASE, FABRICATION, AND/OR INSTALLATION OF ANY MATERIAL. BLOWER HEATING | ELECTRIC CHARACTERISTICS OPERATING T6-2 87X4” SURFACE TITUS 112RL 1.2
TAG |MANUFACTURER|  MODEL TYPE  |ARRANGEMENT WEIGHT | NOTES MOUNT
ALL EQUIPMENT PROVIDED UNDER THIS CONTRACTOR SHALL BE INSTALLED IN STRICT COMPLIANCE HP | CFM [ MBH | VOLTAGE | MCA | MOCP | KW (LBS) 63 | 14"x6” SURFACE TITUS 112RL 12
WITH THE MANUFACTURER’S WRITTEN INSTALLATION INSTRUCTIONS. MOUNT '
CEILING
CONTRACTOR SHALL FURNISH AND INSTALL ALL STRUCTURAL STEEL, SUPPORTS, BRACES, HANGERS, CUH-1|  RITTUNG | RCW-420-02 | cygyper | RECESSED | 1/30 | 220 | 162 | 120/1/60 | 6 | 15 | - 75 - NOTES:
ETC. REQUIRED FOR HIS CONTRACT UNLESS OTHERWISE NOTED. CONTRACTOR SHALL COORDINATE ALL CEILING 1. FINISH AS SELECTED BY ARCHITECT/OWNER
EQUIPMENT SUPPORT LOCATIONS AND INSTALLATION WITH ROOFING AND STRUCTURAL CONTRACTORS. CUH-2|  RITTLING RCW-420-02 CABINET RECESSED 1/30 |220| 16.2 | 120/1/60 | & | 15 | - 75 - 2 PROVIDE MANUFACTURERS STANDARD MOUNTING FRAME
CONTRACTOR SHALL PROVIDE ALL LABOR, DEVICES, WIRE, CONDUIT, ETC. REQUIRED FOR CONTROL B aon CEILING B B
INSTALLATION. REQUIRED ELECTRICAL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE LATEST CUH-3| RITILNG | RCW-420-02 | cygner | RECESSED | 1/30 1220 | 16.2 | 120/1/60 | .6 | 15 75
EDITION OF THE NEC.
UNIT
UH-1 QMARK MUH-07-8 WALL HUNG | 1/30 |650 | 256 | 208/3/60 | - - | 75 38 1,2
. CONTRACTOR SHALL LEAVE THE WORK IN PROPER WORKING ORDER AND SHALL, WITHOUT ADDITIONAL HEATER SUPPLY DIFFUSER SCHEDULE
CHARGE, REPLACE ANY WORK, MATERIALS, OR EQUIPMENT FURNISHED AND INSTALLED BY HIM UNDER AR VENT g 2
HIS CONTRACT WHICH DEVELOPS DEFECTS, EXCEPT FROM ORDINARY WEAR AND TEAR WITHIN ONE (1) NOTES: ]
YEAR FROM THE DATE OF FINAL ACCEPTANCE BY THE OWNER. 1. COORDINATE MOUNTING HEIGHT WITH OWNER PRIOR TO INSTALLATION TAG SIZE NECK TYPE BORDER  |MANUFACTURER|  MODEL NOTES
PROVIDE WITH MT—1 SINGLE POLE THERMOSTAT \ ' —
. CONTRACTOR SHALL PROVIDE TESTING, ADJUSTING, AND BALANCING, INCLUDING A WRITTEN REPORT & SD-1 | 24”Xx24” |DUCT SIZE| LAY IN LAY IN TITUS ™S 1,2
TO THE OWNER FOR APPROVAL FOR SYSTEM INSTALLED. TEST SHALL BE PERFORMED TO ASCERTAIN - ——1—NOTE 1 — — —
WHETHER SYSTEM AND EQUIPMENT INSTALLED COMPLY TO THE EQUIPMENT SPECIFICATION AND ARE colL SD-2 | 127°x4 DUCT MOUNT) SURFACE s DL—SV 12
IN PROPER WORKING ORDER. BALANCE ALL BRANCHES, DUCTWORK, SUPPLY AIR DIFFUSERS, RETURN \ SD-3 18"X4” - DUCT MOUNT| SURFACE TITUS DL-SV 1,2
AIR REGISTERS, AND EXHAUST REGISTERS, ETC. TO QUANTITIES SHOWN ON THE PLANS. ALL DEVICES J"
SHALL BE BALANCED TO WITHIN 5% OF QUANTITIES SHOWN. (WORK SHALL BE PERFORMED BY A FIRM NOTES:
CERTIFIED BY THE NATIONAL ENVIRONMENTAL BALANCING BUREAU OR THE ASSOCIATED AIR BALANCE S R 1. FINISH AS SELECTED BY ARCHITECT/OWNER
COUNCIL.) DUCTED SPLIT AIR HANDLING UNIT SCHEDULE b 2. PROVIDE MANUFACTURERS STANDARD MOUNTING FRAME
. AT THE COMPLETION OF CONSTRUCTION CONTRACTOR SHALL BE PROVIDE COMPLETE AND ACCURATE HEAT ELECTRICAL OPERATING "4,1
"AS CONSTRUCTED DOCUMENTATION” FOR ALL SYSTEMS INSTALLED UNDER THIS CONTRACT. TAG | MANUFCATURER MODEL SEN [ FLow ] osA WEIGHT NOTES .
CONTRACTOR SHALL ALSO PROVIDE ONE COMPLETE SET OF OPERATING AND MAINTENANCE CAP ENT | LEAV| VOLTAGE | FLA | MCA DRAIN ——
INSTRUCTIONS IN AN ELECTRONIC FORMAT. CONTRACTOR SHALL INSTRUCT THE OWNER OR HIS AGENT maH | (CFM)|(CFM) (LBS) VAVEG/4) o EXHAUST FAN SCHEDULE
WITH REGARD TO THE PROPER USE OF THE SYSTEM UNTIL SUCH INSTRUCTION IS COMPLETE TO THE JOHANSON
OWNER'S SATISFACTION. AHU-1|  AONTROLS LMM—FCM 192 |3590 | 1120 | 48 | 97.4 | 480/3/60 | 6.9 |8.62 742 1,2 T e Tuoomal Lo omeve [FANIMOTOR | e EASIS OF DESION -
NOTES RPM|[WATTS MANUFACTURER MODEL
NOTES: 1. HOT WATER SUPPLY = —1 | EXHAUST 75 0.100 795| 5.1 |115/60/1 FV-0511VKS2 | 1,2
1 PROVIDE INTERNAL AR FILTER. BALL VALVE OP 0 2 1/2 EF—1 CEILING DIRECT 5.1 /60/1|  PANASONIC .
2. PROVIDE MOUNTING ACCESSORIES AS RECOMMENDED BY MANUFACTURER BUTTERFLY VALVE 3 AND UP
NOTES:

1. PROVIDE FAN WITH TIME DELAY OFF

MATERIALS OF CONSTRUCTION: PIPING ARRANGEMENT - UNIT HEATER ¢ Sl S s s o vor s v

NTS

DUCTWORK:
EXHAUST DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL, ASTM—A-525. FABRICATE

AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT
CONSTRUCTION STANDARDS — METAL AND FLEXIBLE.” SMACNA APPROVED JOINTS, SEAMS PACKAGED ROOFTOP UNIT SCHEDULE (H YDRONIC HEAT / DX COOI_ING)
AND REINFORCING FOR 3" W.G.
SUPPLY, RETURN, AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL, CFM SUPPLY FAN DX COOLING (MODULATING) HYDRONIC COIL HEAT cufki%ﬁﬁglﬁcs OPERATING
ASTM—A—525. FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF A VANUFACTURER VODEL AREA SERVED FLTER WEIGHT NOTES
THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS — METAL AND FLEXIBLE. SMACNA e | wen | wen EAT AT — AR (L8)
APPROVED JOINTS, SEAMS AND REINFORCING FOR +3” W.G. DUCTWORK SHALL INSULATED sa | oa | WP | R | o | (sens) (TYP) MBH | GPM VOLT/PH/HZ | MCA |MocP
WITH FLEXIBLE FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R DB | WB | DB | WB EAT | LAT
VALUE OF 6.0. PROVIDE WITH ALL PURPOSE JACKET AND VAPOR RETARDER. CU-1 |FRASER JOHNSTON PH3E36N00S21 THEORY ROOM & OFFICE | 500 | 200 | .5 79 | 32.0 | 256 | 75.0 | 625 | 51.3 | 51.2 |R-454B| MERV-8 19.5 2 70.0 | 87.9 208/1/60 |27.3 | 40 423 1 THROUGH 8
VOLUME DAMPERS: SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM—A—525 HOT
DIPPED GALVANIZED SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WTH THE
LATEST EDITION OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS — METAL AND 1. PROVIDE UNIT MOUNTED NON-FUSED DISCONNECT SWITCH. 7. PROVIDE W/CONDENSATE PAN FLOAT SWITCH WIRED TO SHUT DOWN UNIT IF
FLEXIBLE * 2. PROVIDE FULLY MODULATING ENTHALPY ECONOMIZER. DRAIN PAN’ FLUID LEVEL BECOMES TO HIGH.
: 3. PROVIDE WITH 14" HIGH FULL PERIMETER ROOF CURB. SEE ROOF PLAN 8. PROVIDE WALL MOUNTED 7 DAY/WEEK, 4 PROGRAM /DAY,
DUCTWORK SEALANT: ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A 4. PROVIDE WITH BAROMETRIC RELIEF FOR 100% 0.A. OCCUPIED/UNOCCUPIED, HEATING/COOLING THERMOSTATS.
5. PROVIDE WITH STAINLESS STEEL IAQ COIL DRAIN PAN.
NON—HARDENING, NON—MIGRATING SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM 2 PROVIDE CONDENSER COIL HAIL GUARDS
LEAKAGE. SEALANT SHALL BE CLEAR IN COLOR. : '
DUCTWORK SUPPORT MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS, ﬁ‘é%?&”&ﬂ?’kﬁé‘?ﬁﬂ'i%rr VALVE
STRAPS, AND TRIM. () 3_WAY CONTROL MANUAL AR
VALVE VENT
PIPING:
PETER M. MEDICA RA016195
AR CONDITIONING CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH AT 0611726 ADDENDUM | oG
SOCKET FITTINGS AND SOLVENT CEMENTED JOINTS. 2 - NO NC — ;l: ) MEMBER OF THE AMERICAN 0 [05/28/26 ISSUED FOR BID CAR
NO NO.| DATE REVISION BY
REFRIGERANT LIQUID AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280, GRILLE SCHEDULE :i INSTITUTE OF ARCHITECTS
TYPE ACR, WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED S _ o — 5 _—
JOINTS WITH CLASS BAG—1 FILLER. INSULATE PIPING WITH %" THICK BY 6.0 P.C.F. S <t i I —— SYSTE MS DES'GN
DENSITY CLOSED CELL FLEXIBLE TUBULAR INSULATION. TAG SIZE BORDER ~ |MANUFACTURER| ~ MODEL NOTES
SHUT—OFF UNION (TYP)
o1 | RS AT D Ll el 1 VALVE SEE NOTE 1 o ENGINEERING, INC
S6—2 | 6X6 LAY IN TITUS PAR 1 ’
STRAINER WITH CAPPED HOSE—END 1032 JAMES DR. LEESPORT, PA 19533 BOYERTOWN, PA 610.369.1319
RG-1 18 X 6 LAY IN TITUS 350RL 1 BLOW—DOWN VALVE DRAIN VALVE BONNETT PHONE: 610.916.8500 FAX: 610.916.8501 SCHUYLKILL HAVEN, PA 570.385.5549

?.OTE»?;NUFACTURER’S STANDARD BAKED WHITE ENAMEL FINISH MEDICA BERKS CAREER & TECHNOLOGY CENTER
NOTES: A SSOCIATES WEST CAMPUS

5. PicH COIL TOR PROPER VENTING. - WATERIALS DIFFER INCORPORATED RECREATIONAL & EQUIPMENT TECH SHOP RENOVATIONS
ARCHITECTS + PLANNERS 1057 COUNTY WELFARE ROAD LEESPORT, PA 19533
ENGINEERS « PROJECT MANAGERS HVAC NOTESS”Q!\EIE SCHEDULES
HYDRON]C PIP]NG W/S-WAY VALVE FOR 1242 WEST CHESTER PII{E .SUITE 11 DRAWN BY CHECKED APPRBOEV':DN TOS\I/D\{EI:‘RSOTEICZ-IEJE\E;S COUNTY_PA
DUCT COIL WEST CHESTER, PA 19382 oG LGS 5G| D-25.0485.0037
SCALE: N.T.S. TELEPHONE 610+368° 6678 DATE SCALE DRAWING NUMBER

6/10/26 AS NOTED HOOT
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1. CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS REQUIRED TO FABRICATE, INSTALL, AND CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS REQUIRED TO FABRICATE, INSTALL, AND PLACE IN WORKING ORDER ALL SYSTEMS SHOWN ON DRAWINGS. CONTRACTOR SHALL PROVIDE COMPLETE AND OPERATIONAL SYSTEMS. ALL WORK SHALL BE PERFORMED IN A WORKMANLIKE AND PROFESSIONAL MANNER CONSISTENT WITH ALL APPLICABLE INDUSTRY STANDARDS.  2. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE MOST RECENT ADOPTED EDITION OF THE ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE MOST RECENT ADOPTED EDITION OF THE INTERNATIONAL MECHANICAL CODE AND THE REQUIREMENTS OF THE LOCAL AUTHORITY HAVING JURISDICTION. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY FOR AND PROCURE ALL REQUIRED PERMITS, CERTIFICATES AND AGENCY APPROVALS. 3. DRAWINGS INDICATE THE GENERAL LOCATION AND ARRANGEMENT OF THE NEW CONSTRUCTION. SO DRAWINGS INDICATE THE GENERAL LOCATION AND ARRANGEMENT OF THE NEW CONSTRUCTION. SO FAR AS PRACTICAL, INSTALL NEW WORK AS INDICATED. CONTRACTOR SHALL BE RESPONSIBLE TO THOROUGHLY INVESTIGATE AND VERIFY ALL FIELD CONDITIONS AND ALL OTHER NEW SYSTEMS INSTALLED PRIOR TO FABRICATION AND INSTALLATION OF NEW SYSTEMS.      4. UNLESS OTHERWISE NOTED, EQUIPMENT AND MATERIALS OF CONSTRUCTION AS SCHEDULED AND UNLESS OTHERWISE NOTED, EQUIPMENT AND MATERIALS OF CONSTRUCTION AS SCHEDULED AND SHOWN ON THE DRAWINGS CONSTITUTE A STANDARD OF QUALITY AND CONTRACTOR BASIS OF CONTRACT BID. AT THE CONTRACTOR'S DISCRETION, EQUIVALENT PRODUCT SUBSTITUTIONS MAY BE SUBMITTED TO THE OWNER FOR APPROVAL. WRITTEN APPROVAL AND ACCEPTANCE BY THE OWNER OF AN EQUIVALENT PRODUCT SUBSTITUTION SHALL NOT HOWEVER RELIEVE THE CONTRACTOR OF THE RESPONSIBILITY OF PROVIDING COMPLETE AND OPERATIONAL SYSTEMS. THIS CONTRACTOR SHALL AT NO ADDITIONAL COST TO THE CONTRACT , BE RESPONSIBLE FOR ANY AND ALL MODIFICATIONS AND/OR ADDITIONAL CONSTRUCTION REQUIRED TO ACCOMMODATE INSTALLATION AND OPERATION OF ANY SUBSTITUTE PRODUCT.  5. THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL MAJOR MANUFACTURED ITEMS REQUIRED THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL MAJOR MANUFACTURED ITEMS REQUIRED ON THIS PROJECT. ELECTRONIC COPIES SHALL BE SUBMITTED. PURCHASE OR INSTALLATION OF EQUIPMENT OR SYSTEMS COMPONENTS WITHOUT PRIOR WRITTEN APPROVALS IS FORBIDDEN. APPROVAL OF SHOP DRAWINGS DOES NOT RELIEVE THE CONTRACTOR OF THE RESPONSIBLY OF PROVIDING COMPLETE OPERATIONAL SYSTEMS.  6. CONTRACTOR SHALL INFORM THE ENGINEER OF ANY QUESTIONS OR DISCREPANCIES PRIOR TO CONTRACTOR SHALL INFORM THE ENGINEER OF ANY QUESTIONS OR DISCREPANCIES PRIOR TO PURCHASE, FABRICATION, AND/OR INSTALLATION OF ANY MATERIAL. 7. ALL EQUIPMENT PROVIDED UNDER THIS CONTRACTOR SHALL BE INSTALLED IN STRICT COMPLIANCE ALL EQUIPMENT PROVIDED UNDER THIS CONTRACTOR SHALL BE INSTALLED IN STRICT COMPLIANCE WITH THE MANUFACTURER'S WRITTEN INSTALLATION INSTRUCTIONS. 8. CONTRACTOR SHALL FURNISH AND INSTALL ALL STRUCTURAL STEEL, SUPPORTS, BRACES, HANGERS, CONTRACTOR SHALL FURNISH AND INSTALL ALL STRUCTURAL STEEL, SUPPORTS, BRACES, HANGERS, ETC. REQUIRED FOR HIS CONTRACT UNLESS OTHERWISE NOTED. CONTRACTOR SHALL COORDINATE ALL EQUIPMENT SUPPORT LOCATIONS AND INSTALLATION WITH ROOFING AND STRUCTURAL CONTRACTORS. 9. CONTRACTOR SHALL PROVIDE ALL LABOR, DEVICES, WIRE, CONDUIT, ETC. REQUIRED FOR CONTROL CONTRACTOR SHALL PROVIDE ALL LABOR, DEVICES, WIRE, CONDUIT, ETC. REQUIRED FOR CONTROL INSTALLATION. REQUIRED ELECTRICAL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE LATEST EDITION OF THE NEC. 10. CONTRACTOR SHALL LEAVE THE WORK IN PROPER WORKING ORDER AND SHALL, WITHOUT ADDITIONAL CONTRACTOR SHALL LEAVE THE WORK IN PROPER WORKING ORDER AND SHALL, WITHOUT ADDITIONAL CHARGE, REPLACE ANY WORK, MATERIALS, OR EQUIPMENT FURNISHED AND INSTALLED BY HIM UNDER HIS CONTRACT WHICH DEVELOPS DEFECTS, EXCEPT FROM ORDINARY WEAR AND TEAR WITHIN ONE (1) YEAR FROM THE DATE OF FINAL ACCEPTANCE BY THE OWNER.  11. CONTRACTOR SHALL PROVIDE TESTING, ADJUSTING, AND BALANCING, INCLUDING A WRITTEN REPORT CONTRACTOR SHALL PROVIDE TESTING, ADJUSTING, AND BALANCING, INCLUDING A WRITTEN REPORT TO THE OWNER FOR APPROVAL FOR SYSTEM INSTALLED. TEST SHALL BE PERFORMED TO ASCERTAIN WHETHER SYSTEM AND EQUIPMENT INSTALLED COMPLY TO THE EQUIPMENT SPECIFICATION AND ARE IN PROPER WORKING ORDER. BALANCE ALL BRANCHES, DUCTWORK, SUPPLY AIR DIFFUSERS, RETURN AIR REGISTERS, AND EXHAUST REGISTERS, ETC. TO QUANTITIES SHOWN ON THE PLANS. ALL DEVICES SHALL BE BALANCED TO WITHIN 5% OF QUANTITIES SHOWN. (WORK SHALL BE PERFORMED BY A FIRM CERTIFIED BY THE NATIONAL ENVIRONMENTAL BALANCING BUREAU OR THE ASSOCIATED AIR BALANCE COUNCIL.)  12. AT THE COMPLETION OF CONSTRUCTION CONTRACTOR SHALL BE PROVIDE COMPLETE AND ACCURATE AT THE COMPLETION OF CONSTRUCTION CONTRACTOR SHALL BE PROVIDE COMPLETE AND ACCURATE "AS CONSTRUCTED DOCUMENTATION" FOR ALL SYSTEMS INSTALLED UNDER THIS CONTRACT. CONTRACTOR SHALL ALSO PROVIDE ONE COMPLETE SET OF OPERATING AND MAINTENANCE INSTRUCTIONS IN AN ELECTRONIC FORMAT. CONTRACTOR SHALL INSTRUCT THE OWNER OR HIS AGENT WITH REGARD TO THE PROPER USE OF THE SYSTEM UNTIL SUCH INSTRUCTION IS COMPLETE TO THE OWNER'S SATISFACTION. 
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DUCTWORK: : EXHAUST DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE  DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE  HOT DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE HOT DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE  DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE DIPPED GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE  GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE GALVANIZED SHEET METAL,  ASTM-A-525.  FABRICATE  SHEET METAL,  ASTM-A-525.  FABRICATE SHEET METAL,  ASTM-A-525.  FABRICATE  METAL,  ASTM-A-525.  FABRICATE METAL,  ASTM-A-525.  FABRICATE   ASTM-A-525.  FABRICATE  ASTM-A-525.  FABRICATE ASTM-A-525.  FABRICATE   FABRICATE  FABRICATE FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT IN ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT ACCORDANCE WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT WITH THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  THE LATEST EDITION OF THE 'SMACNA HVAC DUCT THE LATEST EDITION OF THE 'SMACNA HVAC DUCT  LATEST EDITION OF THE 'SMACNA HVAC DUCT LATEST EDITION OF THE 'SMACNA HVAC DUCT  EDITION OF THE 'SMACNA HVAC DUCT EDITION OF THE 'SMACNA HVAC DUCT  OF THE 'SMACNA HVAC DUCT OF THE 'SMACNA HVAC DUCT  THE 'SMACNA HVAC DUCT THE 'SMACNA HVAC DUCT  'SMACNA HVAC DUCT 'SMACNA HVAC DUCT  HVAC DUCT HVAC DUCT  DUCT DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  STANDARDS - METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS STANDARDS - METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  - METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS - METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS METAL AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS AND FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS FLEXIBLE.' SMACNA APPROVED JOINTS, SEAMS  SMACNA APPROVED JOINTS, SEAMS SMACNA APPROVED JOINTS, SEAMS  APPROVED JOINTS, SEAMS APPROVED JOINTS, SEAMS  JOINTS, SEAMS JOINTS, SEAMS  SEAMS SEAMS AND REINFORCING FOR ±3" W.G. SUPPLY, RETURN, AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   RETURN, AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  RETURN, AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  AND OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  OUTSIDE AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  AIR DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,  DUCTWORK: HOT DIPPED GALVANIZED SHEET METAL,   HOT DIPPED GALVANIZED SHEET METAL,  HOT DIPPED GALVANIZED SHEET METAL,   DIPPED GALVANIZED SHEET METAL,  DIPPED GALVANIZED SHEET METAL,   GALVANIZED SHEET METAL,  GALVANIZED SHEET METAL,   SHEET METAL,  SHEET METAL,   METAL,  METAL,  ASTM-A-525.  FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF   FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF  FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF FABRICATE AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF  AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF AND INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF  INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF INSTALL IN ACCORDANCE WITH THE LATEST EDITION OF  IN ACCORDANCE WITH THE LATEST EDITION OF IN ACCORDANCE WITH THE LATEST EDITION OF  ACCORDANCE WITH THE LATEST EDITION OF ACCORDANCE WITH THE LATEST EDITION OF  WITH THE LATEST EDITION OF WITH THE LATEST EDITION OF  THE LATEST EDITION OF THE LATEST EDITION OF  LATEST EDITION OF LATEST EDITION OF  EDITION OF EDITION OF  OF OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA  'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA  HVAC DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA  DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA  CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA CONSTRUCTION STANDARDS - METAL AND FLEXIBLE.' SMACNA  STANDARDS - METAL AND FLEXIBLE.' SMACNA STANDARDS - METAL AND FLEXIBLE.' SMACNA  - METAL AND FLEXIBLE.' SMACNA - METAL AND FLEXIBLE.' SMACNA  METAL AND FLEXIBLE.' SMACNA METAL AND FLEXIBLE.' SMACNA  AND FLEXIBLE.' SMACNA AND FLEXIBLE.' SMACNA  FLEXIBLE.' SMACNA FLEXIBLE.' SMACNA  SMACNA SMACNA APPROVED JOINTS, SEAMS AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED  JOINTS, SEAMS AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED JOINTS, SEAMS AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED  SEAMS AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED SEAMS AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED  AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED AND REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED  REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED REINFORCING FOR ±3" W.G. DUCTWORK SHALL INSULATED  FOR ±3" W.G. DUCTWORK SHALL INSULATED FOR ±3" W.G. DUCTWORK SHALL INSULATED  ±3" W.G. DUCTWORK SHALL INSULATED ±3" W.G. DUCTWORK SHALL INSULATED  W.G. DUCTWORK SHALL INSULATED W.G. DUCTWORK SHALL INSULATED  DUCTWORK SHALL INSULATED DUCTWORK SHALL INSULATED  SHALL INSULATED SHALL INSULATED  INSULATED INSULATED WITH FLEXIBLE FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  FLEXIBLE FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R FLEXIBLE FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R FIBERGLASS BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R BLANKET, 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R 3" THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R THICK 1-1/2" P.C.F DENSITY WITH A MINIMUM R  1-1/2" P.C.F DENSITY WITH A MINIMUM R 1-1/2" P.C.F DENSITY WITH A MINIMUM R  P.C.F DENSITY WITH A MINIMUM R P.C.F DENSITY WITH A MINIMUM R  DENSITY WITH A MINIMUM R DENSITY WITH A MINIMUM R  WITH A MINIMUM R WITH A MINIMUM R  A MINIMUM R A MINIMUM R  MINIMUM R MINIMUM R  R R VALUE OF 6.0. PROVIDE WITH ALL PURPOSE JACKET AND VAPOR RETARDER.   VOLUME DAMPERS:  SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT  DAMPERS:  SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT DAMPERS:  SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT   SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT  SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT SHALL BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT  BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT BE MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT  MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT MULTIBLADE TYPE, CONSTRUCTED OF ASTM-A-525 HOT  TYPE, CONSTRUCTED OF ASTM-A-525 HOT TYPE, CONSTRUCTED OF ASTM-A-525 HOT  CONSTRUCTED OF ASTM-A-525 HOT CONSTRUCTED OF ASTM-A-525 HOT  OF ASTM-A-525 HOT OF ASTM-A-525 HOT  ASTM-A-525 HOT ASTM-A-525 HOT  HOT HOT DIPPED GALVANIZED SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE  GALVANIZED SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE GALVANIZED SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE  SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE SHEET METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE  METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE METAL. FABRICATE DAMPERS IN ACCORDANCE WITH THE  FABRICATE DAMPERS IN ACCORDANCE WITH THE FABRICATE DAMPERS IN ACCORDANCE WITH THE  DAMPERS IN ACCORDANCE WITH THE DAMPERS IN ACCORDANCE WITH THE  IN ACCORDANCE WITH THE IN ACCORDANCE WITH THE  ACCORDANCE WITH THE ACCORDANCE WITH THE  WITH THE WITH THE  THE THE LATEST EDITION OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  EDITION OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND EDITION OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND OF THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND THE 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND 'SMACNA HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  HVAC DUCT CONSTRUCTION STANDARDS - METAL AND HVAC DUCT CONSTRUCTION STANDARDS - METAL AND  DUCT CONSTRUCTION STANDARDS - METAL AND DUCT CONSTRUCTION STANDARDS - METAL AND  CONSTRUCTION STANDARDS - METAL AND CONSTRUCTION STANDARDS - METAL AND  STANDARDS - METAL AND STANDARDS - METAL AND  - METAL AND - METAL AND  METAL AND METAL AND  AND AND FLEXIBLE.'  DUCTWORK SEALANT:  ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A  SEALANT:  ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A SEALANT:  ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A   ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A  ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A ALL DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A  DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A DUCTWORK SEAMS AND JOINTS SHALL BE SEALED WITH A  SEAMS AND JOINTS SHALL BE SEALED WITH A SEAMS AND JOINTS SHALL BE SEALED WITH A  AND JOINTS SHALL BE SEALED WITH A AND JOINTS SHALL BE SEALED WITH A  JOINTS SHALL BE SEALED WITH A JOINTS SHALL BE SEALED WITH A  SHALL BE SEALED WITH A SHALL BE SEALED WITH A  BE SEALED WITH A BE SEALED WITH A  SEALED WITH A SEALED WITH A  WITH A WITH A  A A NON-HARDENING, NON-MIGRATING SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM  NON-MIGRATING SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM NON-MIGRATING SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM  SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM SEALANT. 3% MAXIMUM ALLOWABLE DUCT SYSTEM  3% MAXIMUM ALLOWABLE DUCT SYSTEM 3% MAXIMUM ALLOWABLE DUCT SYSTEM  MAXIMUM ALLOWABLE DUCT SYSTEM MAXIMUM ALLOWABLE DUCT SYSTEM  ALLOWABLE DUCT SYSTEM ALLOWABLE DUCT SYSTEM  DUCT SYSTEM DUCT SYSTEM  SYSTEM SYSTEM LEAKAGE. SEALANT SHALL BE CLEAR IN COLOR. DUCTWORK SUPPORT MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS,  SUPPORT MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS, SUPPORT MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS,  MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS, MATERIALS: GALVANIZED STEEL FASTENERS, ANCHORS, RODS,  GALVANIZED STEEL FASTENERS, ANCHORS, RODS, GALVANIZED STEEL FASTENERS, ANCHORS, RODS,  STEEL FASTENERS, ANCHORS, RODS, STEEL FASTENERS, ANCHORS, RODS,  FASTENERS, ANCHORS, RODS, FASTENERS, ANCHORS, RODS,  ANCHORS, RODS, ANCHORS, RODS,  RODS, RODS, STRAPS, AND TRIM. PIPING: : AIR CONDITIONING CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH  CONDITIONING CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH CONDITIONING CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH  CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH CONDENSATE DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH  DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH DRAINS: SCHEDULE 40 PVC PIPE, ASTM D2665 WITH  SCHEDULE 40 PVC PIPE, ASTM D2665 WITH SCHEDULE 40 PVC PIPE, ASTM D2665 WITH  40 PVC PIPE, ASTM D2665 WITH 40 PVC PIPE, ASTM D2665 WITH  PVC PIPE, ASTM D2665 WITH PVC PIPE, ASTM D2665 WITH  PIPE, ASTM D2665 WITH PIPE, ASTM D2665 WITH  ASTM D2665 WITH ASTM D2665 WITH  D2665 WITH D2665 WITH  WITH WITH SOCKET FITTINGS AND SOLVENT CEMENTED JOINTS. REFRIGERANT LIQUID AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280,  LIQUID AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280, LIQUID AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280,  AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280, AND SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280,  SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280, SUCTION PIPING: HARD OR SOFT COPPER TUBE, ASTM B280,  PIPING: HARD OR SOFT COPPER TUBE, ASTM B280, PIPING: HARD OR SOFT COPPER TUBE, ASTM B280,  HARD OR SOFT COPPER TUBE, ASTM B280, HARD OR SOFT COPPER TUBE, ASTM B280,  OR SOFT COPPER TUBE, ASTM B280, OR SOFT COPPER TUBE, ASTM B280,  SOFT COPPER TUBE, ASTM B280, SOFT COPPER TUBE, ASTM B280,  COPPER TUBE, ASTM B280, COPPER TUBE, ASTM B280,  TUBE, ASTM B280, TUBE, ASTM B280,  ASTM B280, ASTM B280,  B280, B280, TYPE ACR, WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  ACR, WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED ACR, WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED WITH WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED WROUGHT COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED COPPER FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED FITTINGS, ASME B16.22. AWS A5.8 SILVER BRAZED  ASME B16.22. AWS A5.8 SILVER BRAZED ASME B16.22. AWS A5.8 SILVER BRAZED  B16.22. AWS A5.8 SILVER BRAZED B16.22. AWS A5.8 SILVER BRAZED  AWS A5.8 SILVER BRAZED AWS A5.8 SILVER BRAZED  A5.8 SILVER BRAZED A5.8 SILVER BRAZED  SILVER BRAZED SILVER BRAZED  BRAZED BRAZED JOINTS WITH CLASS BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  WITH CLASS BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F. WITH CLASS BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  CLASS BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F. CLASS BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F. BAG-1 FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F. FILLER. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  INSULATE PIPING WITH  " THICK BY 6.0 P.C.F. INSULATE PIPING WITH  " THICK BY 6.0 P.C.F.  PIPING WITH  " THICK BY 6.0 P.C.F. PIPING WITH  " THICK BY 6.0 P.C.F.  WITH  " THICK BY 6.0 P.C.F. WITH  " THICK BY 6.0 P.C.F.   " THICK BY 6.0 P.C.F. 34" THICK BY 6.0 P.C.F.  THICK BY 6.0 P.C.F. THICK BY 6.0 P.C.F.  BY 6.0 P.C.F. BY 6.0 P.C.F.  6.0 P.C.F. 6.0 P.C.F.  P.C.F. P.C.F. DENSITY CLOSED CELL FLEXIBLE TUBULAR INSULATION.  
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KEYED DRAWING NOTES
Q @ (1) CONTRACTOR SHALL MOUNT UNIT HEATER AS HIGH AS POSSIBLE ABOVE FINISHED FLOOR. COORDINATE
UH-1 205 MOUNTING HEIGHT WITH OWNER PRIOR TO INSTALLATION
® CONTRACTOR SHALL INSTALL EXHAUST UP THROUGH ROOF AND TERMINATE WITH GOOSENECK AND
STORAGE 21gDCl’ZM 1 435 (%"M BIRD/INSECT SCREEN
- ENGINE | ENGINE | ENC - —
SHELVING | SHELVING | SHELVING
. (3) CONTRACTOR SHALL INSTALL NEW AHU—1 IN SAME LOCATION AS REMOVED AIR HANDLER. CONTRACTOR
) 14X10 SHALL CONNECT AHU—-1 TO EXISTING BUILDING CONTROL SYSTEM. WHEN TEMPERATURE DROPS
RC—1 SHELING | SHELNG | LG CONSISTENTLY BELOW SET POINT, UNIT HEATING SHALL ENERGIZE. WHEN TEMPERATURE RISES
CONSISTENTLY ABOVE SET POINT, UNIT HEATING SHALL DE—ENERGIZE.
-2 M spos (4) CONTRACTOR SHALL CONNECT EXHAUST DUCT TO DRYER AS PER MANUFACTURER'S RECOMMENDATIONS
/H R | e 210 CFM 1210 cru N (5) CONTRACTOR SHALL INSTALL ENGINE EXHAUST SYSTEM AS RECOMMENDED BY MANUFACTURER
I — %‘2 ‘ _J-_1 /2" (6) CONTRACTOR SHALL INSTALL WELDING FUME EXTRACTION UNIT AS RECOMMENDED BY MANUFACTURER
ALCOVE
N B _ @ AT RETURN OUTLET OF AHU—-1, PROVIDE WITH 2’ OF DUCTWORK, SIZED TO MATCH UNIT OUTLET.
- CUH 27@ 1, /2" % TERMINATE OUTLET WITH 4"X3” MESH SCREEN
- - _ >
TG-11 = -1
SD—1 - ON'%EE&’,*NTETEDNA}:RQP'{A’;,F_',U ! CONTRACTOR SHALL INSTALL INTAKE UP THROUGH ROOF AND TERMINATE WITH RAIN CAP AND
PROVIDE WITH WALL CAP. TOOL ROOM E BLOCK 6" ABOVE GRADE BIRD/INSECT SCREEN
AND BIRD/INSECT SCREEN 6X4 :
100 CFM B |1 S (9) CONTRACTOR SHALL FIELD VERIFY GPM REQUIREMENT OF HYDRONIC SYSTEM AND SIZE MAIN TRUNK
h %4 F ' ACCORDINGLY.
5 T 16-3 Te—1— 3590
] o 5 FM OSA CONTRACTOR SHALL INSTALL RTU-1 ON EXISTING CURB. CONTRACTOR SHALL INSTALL NEW SUPPLY AND
5 . — 16X16 T RETURN DUCTWORK IN SAME LOCATION AS EXISTING SUPPLY AND RETURN DUCT WORK. EXISTING SOFFIT
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