
Site specific content customization;  

Display all connected cameras in a 

customizable auto-scrolled grid; 

Designed to accommodate screens of 

different sizes;  

Supports real-time applets and ads; 

Supports 4k HDR videos; 

Remotely updatable; 

Touchscreen compatible; 

Simple local programmability; 

VESA mount compatible. 

Ordering Information 

 

 

Elevator Cabs, 

Kiosks, 

Emergency Stations, 

Public Screens, 

Building Entrances,  

Surveillance Stations 

Description: The WPD-301 is a 

versatile Display Module designed to 

drive media for a wide range of 

surveillance applications. It provides 

high quality video and a customizable 

auto-scrolled grid for real-time camera 

monitoring. It integrates seamlessly to 

the WebbSafe™  Interface, making  

features like alarms, bulletins and even 

ads available all configurable through 

Webb Studio™. Plus, it comes in a 

compact and discreet design allowing 

WPD-301-12 Webb Public Display (12VDC) 

WPD-301-PoE Webb Public Display (PoE) 

WPD-301-00 

Android 9.1 HD Video 
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for easy placement in 

any environment. 
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Operating System: Android 9.1 

CPU: Quad-Core Cortex-A55 (2.016GHz)  

SDRAM: 2 GB 

FLASH: 8 GB  

SD Card: 1 SD card slot, DS/HS modes up to UHS-1 SDR104  

Video: 1 HDMI port Up to 4k 60Hz with HDR CEC, EDID /  
1 Composite Video (3.5mm jack) 

Audio: 1 HDMI Digital Output / 
1 Stereo Audio line-out (3.5mm jack) 

Ethernet Port: 1 Ethernet ports, 10M/100M/1000M, self-adaptive 

USB: 4 USB3.0, support U disk, keyboard and mouse 

Power: 12VDC  or PoE 

Operating  
Temperature: 

0 - 40ºC 

Relative Humidity: 10%-65% 

Certification/
Compliance: 

FCC – Part 68, Industry Canada,  
ASME A17.1, CSA B44 

Size: 120mm (W) x 95mm (D) x 35 mm (H)   

Shipping Weight: 0.66lb, 0.3kg 

Warranty: 2 years from date of purchase 

Inputs/Outputs: 8 Digital inputs / 2 Relays (NO/NC contacts available) 

Video Output: HDMI/DVI 1080p 

Specification:  
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